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AVEGA COMMUNICATIONS DIVISION 


resenting the NEW MODEL SX-43 ‘ 
hallicrafters ewer, 


"The Radio Man's Radio" ~"SUrss 


MORE 
VALUE 
Never before all these 
features at this price 
GREATER ° 
“PERFORMANCE 


AM-FM-CW ... essential 
omateur frequenties from 
540 kc. to 108 Mc. 


LOWER PRICE 


- $1695° 
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MODEL SX-43 


The SX-43 offers continuous 

coverage trom 540 Kc. to 55 Mc. 

and has an additional band from 88 to 108 Mc. e B& a | ie | 
AM reception all bands. CW on four lower bands i 
and FM on frequencies above 44 Mc. 


« MODEL S-51 


Hallicrafters newest receiver. For land, sea, and 
air communications. Low price. Highly depend- 
able. Frequency coverage from |32 Ke. to 13 Mc. 
in 4 bands . . . plus three fixed frequency chan- 
nels which may be pre-set in the range between 
200 to 300 Kc. and 2 Mc. to 3 Me. 


<— MODEL S-40A 


Overall frequency range from 540 Kc. to 43 Mc. 
in tour bands. Nine tubes, built-in dynamic 
peaker. 


MODEL S-38 


Overall trequency range trom 540 Ke. to 32 Mc. 
in four bands. Compact and rugged. AC-DC. £| 
Built-in speaker. 
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Lesson, “Getting Acquainted With 
Receiver Servicing,” FREE, 

how practical it is to learn Radio at home in spare 
It’s a valuable Lesson. Study it — keep it — use it — 
Tells how “Superhet” Circuits work, g’ves 
hints on Receiver Servicing, Locating Defects, Repair of Loudspeaker, 
I.F. Transformer, ete. 31 illustrations. Mail Coupon below! 


to show you 


‘nd you my 


“i 


SEE For YOURSELF How I TRAIN You 


At HOME To BE A Rapbio TECHNICIAN 
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tackled my first Radio service 
job. I made $612 in past 
months in spare time.”’—J. W. 
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ibout 1 Course Read let CLARK, Wilmington, N. C. 
d, telling what they are doing. 
kly, easil in get started 


You can get this training right in your 
own home under G. I. Bill. Mail coupon. 


MR. J. E. SMITH, President, Dept. 8BR. 


National Radio Institute, Washington 9, D. C. 
Mail me FREE, without obligation, Sample Lesson and 64-page book about how to 
win success in Radio—and Television, Electronics. (No salesman will call. Please 
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The hottest ham performance ever at this price That's the verdict of amateurs who have 
had a chance to try Hallicrafters new Model SX-43. 

This new member of the Hallicrafters line offers continuous coverage from 540 kilocycles to 
55 megacycles and has an additional band from 88 to 108 megacycles. AM reception is pro 
vided on all bands, except band 6, CW on the four lower bands and FM on frequencies above 
44 megacycles. In the band of 44 to 55 Mc., wide band FM or narrow band AM just right for 
narrow band FM reception is provided. 

One stage of high gain tuned RF and a type 7F8 dual triode converter assure an exceptionally 
good signal-to-noise ratio. Image ratio on the AM channel on band 5 (44 to 55 Mc.) is excellent 
as the receiver is used as a double superheterodyne. The new Hallicrafters dual IF transformers 
provide a 455 kilocycle IF channel for operating frequencies below 44 megacycles and a 10.7 
megacycle IF channel for the VHF bands. Two IF stages are used on the four lower bands and a 
third stage is added above 44 megacyclies. Switching of IF frequencies is automatic. The separate 
electrical bandspread dial is calibrated for the amateur 3.5, 7, 14, and 28 megacycle bands 


Every important feature for excellent communications receiver performance is included. 


TT 


FEATURES FOUND IN NO OTHER RECEIVER AT THIS PRICE 


@ ALL ESSENTIAL AMATEUR FREQUENCIES @ TEMPERATURE COMPENSATION FOR FREE- 
FROM 540 kc to 108 MC DOM FROM DRIFT 


@ AM-FM.CW RECEPTION @ PERMEABILITY ADJUSTED ‘““MICROSET" IN- 
DUCTANCES IN THE RF CIRCUITS 
@ IN BAND OF 44 TO 55 MC: WIDE BAND XS ies “A 


FM OR NARROW BAND AM. JUST RIGHT @ SEPARATE RF AND AF GAIN CONTROLS 
FOR NARROW BAND FM RECEPTION 
EXCEPTIONALLY GOOD SIGNAL-TO-NOISE 
CRYSTAL FILTER AND EXPANDING IF CHAN. RATIO 
NEL PROVIDE 4 VARIATIONS OF SELECTIV- 
ITY ON LOWER BANDS SEPARATE ELECTRICAL BANDSPREAD CALI 
BRATED FOR THE AMATEUR 3.5, 7, 14 AND 
@ SERIES TYPE NOISE LIMITER 28 Mc BANDS 
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—- THE HALLICRAFTERS CO., MANUFACTURERS OF RADIO 
— 


AND ELECTRONIC EQUIPMENT, CHICAGO 16 U.S.A 
Sole Hallicrafters Representatives in Conode 
Rogers Moyjestic Limited Toronte-Montrec 
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Soys the service expert 
who values his good repu- 
tation and the repeat busi- 
ness that goes with it— 


— asserts the tone-conscious 
radio owner who appre- 
ciates the superior quality 
of Ken-Rad tubes. 


KEN-RAD DOUBLE ACCEPTANCE 


puts profits in the repairman’s pocket 


@ You're glad to install Ken-Rad tubes 
because their reputation stands high with 
you, as well as with other service experts. 
And Ken-Rad tubes reward this enthusiasm 
by helping you secure a bigger repeat busi- 
ness— aed on clients’ faith in your stand- 
ards of work as shown by the quality tubes 
and parts you use. 


DOUBLY ACCEPTED ... by you and your cus- 
tomers! That’s why Ken-Rad tubes hold a 
coast-to-coast margin of popularity. Radio 
owners endorse their finer tone, their long- 


@ “ESSENTIAL CHARACTERISTICS” 
Ken-Rad’s Booklet ETR-16— 
is a “must” for the dealer or 
service-man who wants a con- 
venient, concise, and compre- 
hensive guide to the selection 
of radio tube types. Your free 
copy will be mailed you 
promptly on request. Write for 
it today! 


PRODUCT 


playing life. You prefer to sell Ken-Rad 
tubes—customers want to buy them! It’s a 
favorable meeting of minds, creating more 
sales and greater profits. 


NOw is the time to impress your name and 
high-grade we facilities on your neigh- 
borhood! Radio-set production is large; 
owners’ service needs will grow. Ken-Rad 
tubes can help you gain wider, friendlier 
local recognition, with the increased busi- 
ness “take” that will result. Install and sell 
Ken-Rad doubly-accepted radio tubes! 


178-GA3-ee850 


KEN-RAD@ 


GENERAL ELECTRIC COMPANY 


Schenectady 5, New York 
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I TRAIN YOU RIGHT BY SENDING YOU 8 BIG KITS OF 
RADIO EQUIPMENT INCLUDING A POWERFUL 6 TUBE 


SUPERHET RECEIVER AND 16 RANGE TEST METER! 


he 
ji FRANK L. SPRAYBERRY 


' famous Radio teacher of hundreds 
. . of successful Radio men. 


Find out NOW how Spray- 
berry Training prepares you 
for a Radio Service Business 
of your own — or a good pay 
Radio job. Just mail the coupon for a FREE Sample Lesson and my 

big FREE book, “‘How To Make Money In Radio, Electronics, Tele- 

vision.”’ It tells how I train you at home during spare hours by put- 

@ ting you to work building, testing, repairing Radio equipment. The 

Sprayberry Course teaches you Radio by working with 8 big kits of 

Radio parts lsupply. You build a powerful 6 tube superhet Radio, a 16-range test 
meter, perform over 175 interesting, PRACTICAL experiments. My lessons are 
easy and interesting — you need no previous experience in Radio. I start you at 
the beginning...and give you valuable ““*bench’"’ experience that sticks with you. 


Soon after you start I send you my famous BUSINESS 
BUILDERS that help you earn EXTRA CASH 
getting and doing neighborhood Radio Service jobs 
while learning. You couldn't pick a better time to get 
into Radio. The Radio Repair Business is booming! 
Good Radio Service and Repair Shops are needed every- 
where as millions of new sets are in use. Trained men 
are wanted for opportunities in Police, Aviation and 
Marine Radio, F.M. and Standard Broadcasting and 
Television. Manufacturers are looking for men who 
know Radio as production reaches new peaks. GET 
THE FACTS ABOUT YOUR FUTURE IN RADIO. 
MAIL the COUPON TODAY for my FREE BOOKS 


LEARN HOW TO BUILD-TEST-REPAIR RADIOS By Working with YOUR HANDS! 


give you a fine, moving 
coil type Meter— with parts 
for a complete analyzer and 
Circuit Continuity Tester. 


You really learn Radio the PRAC- 
TICAL way ... when you build this 


You don’t have to buy expensive 


You construct this recti- 


ready d 
big, powerful 6-tube Superhet 


Radio from parts | send you. 
- = > 4 + 


**Trouble-shoot’’ with pro- 
fessional accuracy. 


Sprayberry Training costs suprisingly little! Easy 
monthly payments, if desired. Everything you need 
is furnished — nothing else to buy. With Sprayberry 
Training to back you up. you will be able to step 
into your own profitable Radio Service Business or 

0 on to a big opportunity in Radio, Electronics or 
Feievision. The equipment I send you is yours ‘‘for 
keeps’” — to use in your business or job. I have 
trained thousands of successful Radio men—and I 
can help you, too. Get the facts about Sprayberry 
Training —it’s your first step to success, security 
and a bigger income in a field where you'll really 
enjoy your work. Fill out and mail coupon TODAY. 
I’lirush my two FREE books to you by return mail. 


VETERANS: Annet for $3, raining 


under Public Laws 16 and 346. 


Sprayberry Academy of Radio 


F. L. SPRAYBERRY, President 
Room 2528, Sprayberry Bidg., Pueblo, Colorado 


Trained Radio men can step into their own 
profitable Radio Service Shop —or— 


New developments are constantly opening 
sew big pay job opportunities in Radio. 
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uable experience building this Signal 


Generator and Multi-purpose Tester. 


LOW COST RADIO TRAININ 


nt. You get val- fier and filter, resistor and con- 
denser tester, and really get on 


the Practical end of Radio. 


STUDY AT HOME 
IN SPARE HOURS 


i SPRAYBERRY ACADEMY OF RADIO 

| F. L. SPRAYBERRY, President 

Room 2528, Sprayberry Bidg., Pueble, Colorado 

| Please rush my FREE copies of ‘‘How To Make Money In 
| Radio, Electronics and Television’’ and ‘‘How To Read Radio 


Diagrams and Symbols.”"’ No salesman will call. 


Name a ae [ 
I ssciiccctaiaiitiichinmiasiicnaimenintaiaidielnnnsciidiectiieataiiieacia { 
ere State ....<« —s 
() CHECK HERE IF A VETERAN 
j (Mail in an Envelope or Paste on Penny Postcard) | 
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| STANDARDIZES 
RCA 'ON “XL” PLUGS 


. 


... for popular microphone models 
such as the “Announce” (Type KN-1A) 
(shown above), Junior Velocity (MI- 
4036), Aeropressure (MI-6026, MI- 
6027), Program Velocity (MI-12002, 
MI-12003), Aerodynamic (MI-6226, 
MI-6228), because Cannon XL’s are 
quality plugs, yet in the moderate 
price class and available everywhere. 


The RCA Junior 
Velocity Micro- 
phone, a low cost, 
lightweigh: model 
is equipped with 
XL-3-12 for 
speedyinterchange 
of cable. 


»\ 


RCA is a big user not only in the XL 
but also the Cannon “P”, DP,'“K” and 
“AN” series in many types of equip- 
ment. Cannon’s reputation for quality 


at: 007 )= 


XL-3-12 PLUG 
LIST $1.20 


XL-3-11 PLUG 
LIST $1.25 

and dependability is assured in RCA 

equipment fitted with Cannon Plugs. 


Write for FREE new XL-347 
BULLETIN and list of 200 
Cannon Electric Distributors. 


GAWINION} 


PIER 
Loulpanird Company 


3209 HUMBOLDT ST., LOS ANGELES 31, CALIF. 
IN CANADA & BRITISH EMPIRE: 
CANNON ELECTRIC CO.,LTL., TORONTO 13, ONT. 
WORLD EXPORT (Excepting British Empire): 

FRAZAR & HANSEN, 301 CLAY STREET 
SAN FRANCISCO 11, CALIFORNIA 
REPRESENTATIVES IN PRINCIPAL CITIES 


| SINCE 1915 
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CANNON 
ELECTRIC 
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HE average set owner is now, 

more than ever, reluctant to call 
in a radio serviceman unless his set 
is completely inoperative. His hes- 
itancy is the result of the maze of 
bad publicity given to members of the 
radio profession who have charged 
many an innocent set owner for un- 
necessary repairs and replacements 
instead of charging only for “services 
rendered” on a fair basis. 

The situation in our larger cities 
is particularly critical. Newspaper 
columnists are ever quick to point an 
accusing finger at service technicians 
and to even deliberately decoy a 
guinea pig receiver and use it as bait 
to prove their case against such 
racketeering. 

Attention was recently focused on 
“The Repair Racket in New York 
City” when a survey conducted by 
WOR and Radio Daily magazine put 
real facts before the public. Here’s 
what happened: 

An investigator was dispatched on 
a tour of radio service shops with a 
$60.00 battery operated portable. The 
set was first given a thorough check 
by a competent engineer and was 
found to be in perfect condition. A 
short circuit was then deliberately 
created in the antenna system to pre- 
vent normal reception. This was done 
by opening the back of the portable 
and moving the soldering lug on one 
terminal approximately 4” in order 
to make contact with the other ter- 
minal. When the investigator made 
his tour of radio service shops the 
short circuit was in plain view at the 
rear of the chassis. It could have 
been repaired in less than a minute 
by a simple prying with a screw 
driver blade. The charge should have 
been not more than fifty cents, even 
though the repair was so minor that 
a reliable serviceman would probably 
make it as a courtesy service. 

Not one serviceman out of two 
dozen picked at random in Manhattan 
gave an honest appraisal. The prices 
quoted for putting the radio in work- 
ing order ranged from $9.50 to $15.00. 
One serviceman stated that the bat- 
teries were disconnected and that the 
oscillator was out of whack. He 
wanted 12 bucks to fix this imaginary 
ailment. Another serviceman on W. 
45th St. claimed that the portable had 
a short in the transformer. A Broad- 
way store wanted $10.00 for new tubes 
and a realignment job—and so it 
went. 

The set, after making the rounds, 
was then returned to the engineer for 
his examination. He removed the de- 
liberate short he had made prior to 
the. tour by the investigator. The 
radio was found to be completely out 


THE EDITOR 


of kilter. It just wouldn’t work at 
all. The repair men who had quoted 
their fancy estimates had caused a 
short in the volume control, detuned 
the intermediate coils, and had thus 
knocked out the entire tuning mech- 
anism. In addition, two microphonic 
tubes had been substituted, which 
were practically useless, and the bat- 
teries were almost completely run 
down. 

Not one shop in the score visited 
would examine the radio and give an 
estimate of charges while the investi- 
gator waited. 

We receive many similar reports 
from radio servicemen who object to 
such racketeering in their community. 
For example, this typical complaint 
arrived in the mail just the other day: 

An alternate service shop was con- 
tacted when the customer’s regular 
repairman was out of town. A repre- 
sentative came to the home and took 
the chassis and speaker back to the 
shop. He phoned later with an esti- 
mate of $28.73 to put the set in order. 
The customer, feeling that this re- 
pair charge was way out of line, re- 
quested a few days to reach a deci- 
sion. In the meantime the regular 
serviceman returned and was asked to 
accompany the customer to the shop 
to look over the radio. 

The estimate slip showed 4 tubes, 5 
condensers, complete realignment and 
labor totaling $28.73. .An examination 
of the set showed that nothing had 
been disturbed. The tubes had the 
dust of ages on them and none had 
even been removed for testing and- 
whoever heard of 5 condensers going 
out at once? 

This set was taken home by the 
owner. The only repair needed to put 
the set back into service was the re- 
placement of one bad condenser sec- 
tion. All tubes were tested and found 
to be in good condition. The customer 
stated that the reception was better 
than he had enjoyed in many months 
and the total charge was only a frac- 
tion of the estimate given by the 
racketeer. 

This situation is not confined to 
New York but apparently prevails 
throughout the country. It’s just that 
the metropolitan areas seem to be in 
the spotlight. 

Many servicemen who have in the 
past taken a “dog eat dog” attitucie 
are now getting together locally in 
order to set up a code of ethics for the 
conduct of their business. It is the 
best way we know to lay the ground- 
work for a campaign to win back the 
confidence of the public. If they don't 
—we can only see danger ahead for 
the entire industry if and when licens- 
ing is forced upon us. GO. 
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ALLIED 


presents 2 new 


hallicrafters 


Communications 
Receivers 


§-53 Communications Receiver 


Here's the completely modern receiver Hams and SWL’S 
have been looking for—superbly engineered for top-notch 
performance—at a remarkable low price. The new Halli- 
crafters S-53 features extended frequency range, tuning 540 
Ke to 54144 me in 5 bands. Uses 2 mc IF which positively 
eliminates all amateur station images or repeat points within 
the ham bands. Features include: accurately calibrated, edge- 
lighted slide-rule dial; separate bandspread control and scale, 
with full electrical bandspread ; latest series-type noise limiter 
circuit; voltage-stabilized oscillator; iron-core IF’S; tone 
control; built-in PM dynamic speaker; phone and phono 
jacks. Handsomely housed in rich satin-black steel cabinet 


with satin-chrome trim. Complete with 7 tubes and rectifier. aa? > 2 > 
For 105-125 volts, 50-60 cycles AC. $7950 a 10 § Fa Ing uying Ul e 


Amateur Net, only 


YOUR 
ALLIED 
CATALOG 


Keep your latest ALLIED Catalog handy. It's the complete, 


preferred Buying Guide to everything in radio at lowest 


prices! Offers everything in radio and electronic equipment 
for the serviceman, sound man, engineer, ham, short-wave 
listener, builder and experimenter, Keeps you up-to-date on 
the latest equipment. Saves you money on every order. 
Make ALLIED your Radio Headquarters— it's the established, 
dependable supply source for America's radio men. Make 
sure your name is on our mailing list to receive the latest | 


ALLIED Catalog—Radio's Leading Buying Guide. 


ALLIED RADIO CORP. 
833 W. Jackson Bivd., Dept. 1-B-8 
Chicago 7, Illinois 


§-51 “‘Sea-Farer’ Marine Model 


Designed and precision-built by Hallicrafters especially for 
marine use, weather stations, time signal reception, and simi- 
lar service. Offers 4-band tuning range: 140-400 Kc, 500-1500 
Kc, 1500-4400 Kc, 4.4-12 mc. Three additional pre-set fre- 
quencies are available; any one fixed frequency between 200 Kc 
and 300 Kc, and two fixed frequencies in the 2-3 mc band. 
Has BFO pitch control; automatic noise limiter; tone control; 
permeability tuned IF’S; universal antenna input; code-phone 


C) Place my name on your mailing list. 

C) Enter order for ; TTT, TrrT?r tte verT 

Ep eee Bi. es éccee () Full Payment [ Pare Payment 
(Balance C.O.D.) 


0) Send full information on Communications Receivers and Time 
Payment Plan, without obligation. 


switch; phone jack. Built-in PM dynamic speaker is water- a 
resistant, in shock-proof mounting. All metal parts plated to a war 
resist corrosion. In rich satin-gray steel cabinet. Operates from Addr 
105-120 volts AC or DC. (6, 12, or 32 volt power packs ee nape aaa a ge 
available at $22.50 additional.) Complete with 9 tubes and 
rectifier. $1295 a he ee SS 
Amateur Net, only. .......... See eecseoooecees 
’ y oe GE ag lisa RO Me tet Tat See oR 
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24 HOUR DATA SERVICE 


For 10c (stamps ore OK) you re- 
ceive photostats of schematic, volt- 
age data, parts list (and everything 
else that will fit on two 8 x 11 inch 
sheets) on any newly issued, OF 
old, receiver. (Additional necessary 
sheets same rate.) Send 20c with 
order; adjustment will be mode. 
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ice data you need between Rider 
Manvol publication dates. 
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/G RIDER MANUALS 


he Most 
Dependable 
and Complete”’ 
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— s the most de 
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aq © automatically ship th Seas 
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of authoritative” 
data needed to 
e the troubles in 


found the wealth 
radio servicing 
quickly diagnos 


20. Volume XVII to be 


published in March will contain ma- 


terial that is time-savin 
to you right now. 


“LARRY” OEBBECKE 


t today — give your shop 
Shryock Radio & 
Tele. Co. 
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RADIO NEWS 


Here’s that NEW F.M.—A.M. Ag. Gen 


Model 3433 


F.M. SWEEP FROM 0 TO 300 K.C. MODULATION Signal Generator 
FREQUENCY 60 OR 400 CYCLES PER SECOND. Frequency Ranges: Fundamentals—from 
100 K.C. to 120 M.C. in ten bands, 
Added Frequency— (provided by built-in 
fixed 50 M.C. oscillator) from 120 M.C, 
to 170 M.C. Second harmonics can also 
be used to double the A.M. fundamental 
ranges. 


Stable frequency modulated signals give undistorted wave 
form. This permits easy and more precise alignment over 
all frequency ranges thus insuring maximum performance 
in a radio set that can in every way be comparable with 
original factory adjustments. 


Other features include: constant deviation by using a fixed 
frequency reactance oscillator, 110 Volt A.C. line filter to 
prevent leakage thru power supply, horizontal synchronized 
sweep voltage available thru jack on front panel. 


Be sure to see this new Triplett F.M.—A.M. Signal Generator 
at your Parts Distributor. . 


For complete technical description write Dept. N-28. 


TRIPLETT ELECTRICAL INSTRUMENT COMPANY - BLUFFTON, OHIO 
Representatives in Principal U. S. and Canadian Cities. 
February; 1948 


CONCORD RADIO 
__ CATALOG 


LOWEST PRICES on Everything ia 
RADIO - TELEVISION - RADAR 
ELECTRONIC EQUIPMENT 


e Thousands of items—parts, supplies and equip- 
ment—for every Radio and Electronic need. 
e Special Bargains — hundreds of money-saving 
values in top quality Radio Parts. 
e Immediate delivery from big complete stocks 
at Chicago and Atlanta. 
MAIL COUPON FOR FREE COPY 


CONCORD 


RADIO cOoORPOR ATI 


CHICAGO 7 ATLANTA 3 
901 W. Jackson Blvd. 265 Peachtree St. 


Downtown Chicago Branch: 229 W. Madison St 
Lafayette Radio Corp. 


Filter Choke 


30 Henry, 50 Ma. 
Low Cost Per Henry 


45@ ohms D.C. resistance. Un- 
shielded, strap type mounting. 
Ideal for replacement and experi- 
mental uses. Size: 244x1%x2}4". 
Shpg. wt., 2 Ibs. 

x183 


Full Wave Selenium 
Rectifier 


BL 8-plate selenium full wave 
rectifier with bracket mounting. 
12 VDC output with 18 VAC in- 
put: 8 VDC output with 12 VAC 
mput both at amperes drain. 
Measures 3" long, 3 * wide, 244" 


Model 8@. Rim-drive phono 
motor. 9° turntable. Constant 
speed (78 r.p.m.) self-starting, 
forced draft air-cooled. For 10" 
and 12’ records. 110 V. 60 cycles 
only. Wt. 4 Ibs. .- 

x182.. 


10 AMFD Dowble Spaced 
Air Padding Condenser 


Same size as regular air padding 
condensers, but with twice the 
spacing between plates, and with 
\" shaft 1%" long. Mounts by 
means of two threaded studs. 


eet 3. 2: cook. 12 


Crystal Pickup 


Quality crystal pickup mounted 
in arm for 10° and 12" records. 
Mounting included. Requires 
&” hole. Shielded lead and 
cartridge case. Aluminum die 
cast arm finished in smooth 
dark brown. With semi-perma- 
nent needle. $159 
x143. Segoe bedPys 0604 < 


Crescent Record Changer 


Single posted changer plays 106 
twelve-inch records or 12 ten- 
inch records. Rejects any record 
desired. Can be operat manu- 
ally. Tone arm can be moved at 
any time without damage. 
Mounted in brown metal case 
with ventilating louvres, and 
hole cut for mounting speaker. 
Changer is finished in two tone 
brown. $ 


BOTS once cccccccescece 


50/30 MFD. 150 WYDC 
Electrolytic Condenser 
683235 
See this and similar 29c 
bargains on page 52 
of Concord’s newest catalog. 


HERE’S A REAL 
BARGAIN! 


A Type 211 Transmit- 


ting tube for only 
See *39° 


oe eee eee se seeeeseeeseeseeeseesssessenm 


Concord Radio Corporation, Dept. E-28, 
901 W. Jackson Bivd., Chicago 7, Ill. 


Yes, rush FREE COPY of the comprehensive new Concord Radio 


Catalog. 
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THE WARD Aegcc Mand KERIAL 


makes any receiver work better 


Scientific tests prove that quality FM or Television Tk 

reception is difficult, if not impossible, without a good 

outdoor aerial. So, don't blame your receiver if re- Soe Sa 
ee , ‘ ; Powerful Ward national ad- 

ception isn't up to par. Do install a Ward Magic _ vertising in the Saturday 


Wand Outdoor Aerial and see for yourself the almost momen Ba Nr —? 

magical improvement that results. ing Pate hd million ae 
: a? t t 

These new Ward outdoor FM and television aerials Pm ne ee ee 

r vailable in eith ‘ : ipo # ers to their need for Magic 

are available i er straight or folded dipoles (re edgy vio gaye 

flector kits also available) for the 88 to 106 mc FM free details on how you 


P atet can best capitalize on 
' band, and the 44 to 88 mc television band. They do hie dittaitiien ta pene 
away with bothersome weak spots, and your set _lecclity. 


functions at full efficiency even on distant stations. 

New foolproof design adapts easily to the require- 
ments of each installation. Universal base permits 
mounting at any roof or wall angle. Sturdy vertical 
element revolves in base to easily orient dipole for 
maximum gain. Dipole is of corrosion-preventive 
aluminum, other parts weatherproofed inside and 
out. Ring provides for attaching guy wires. Sixty-foot | 
polyethylene-insulated lead-in of 300-ohm colinear 


Y =e 


transmission Jine included. Standoffs of exclusive de- | P) 
sign guide transmission line down mast, and to re- 7 ee Se str a 
ceiver, minimizing capacity to ground and eliminating | os MAIL COUPON TODAY 

line reflections, Complete, step-by-step installation in- | WARD PRODUCTS CORP. 

’ structions included with each aerial. | 1524 East 45th Street 

Get your Ward Magic Wand FM or Television } Cleveland 3, Ohio 

— Aerial today, or mail the coupon below for free cata- ] Please send me free catalog on Word Magic Wand Aerials for FM 

: Jog and name of your nearest dealer. | ond Television, and name of my nearest deoler. 

; : 

; THE WARD PRODUCTS CORPORATION vice 

: 1524 East 45th Street, Govetand 3, Chie | ADDRESS 

‘ DIVISION OF THE GABRIEL COMPANY | 

i CITY AND STATE : 

~ IN CANADA: Atlas Radio Corp., 560 King Street, W., Toronto, Ontario, Canada | 

EXPORT DEPT.:.C. O. Brandes, Mgr., 4900 Euclid Avenue, Cleveland 3, Ohio | MY JOBBER IS. 
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Ae | XCLUSIVE PHOTOFAcT | | 


Oscilloscope Wave Forms! 
2 Alignment Procedures 
TAA) for All FM Receivers! 


Specially pre. 

°F each visual 

in oan how to s@cure 
° 1 . 

: ee —iae in no dikes mane a This 

Fay unc’ in PHOTOFACT Sep ne” °Verywhere since its a” 

, more Powerful of 28, Published in Bh s first 

the 
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World’s Most Practical Radio Service Data 


Bring your post-war service data library right up to sistance analysis; coil resistances; dial cord stringing; dis- 


January 1948! PHOTOFACT Volume 3 is ready for you— assembly instructions; record changer analysis and repair data. 
companion to Volumes 1 and 2—the most accurate and com- Send in your order today for PHOTOFACT— the only Radio 
plete Radio Data ever compiled. Here is everything you need Service Data that meets all of your actual needs! 

for fast, efficient, profitable servicing—bound in easy-to-use votume 1. All post-war models up to Jan. 1, 1947. 
volumes. Large size schematics with the exclusive PHOTO- VOLUME 2. Models from Jan. 1, 1947 to July 1, 1947. 
FACT Standard Notation; photo views keyed to parts lists and voLumE 3. Models from July 1, 1947 to Jan. 1, 1948. 
alignment data; complete listings of parts values and proper YOUR PRICE, EACH VOLUME, IN $1839 
replacements; alignment, stage gain, circuit voltage and re- EASY-TO-USE DELUXE BINDER.... 


SPECIAL OFFER 
INDUSTRY ACCLAIMS NEW HOWARD W. SAMS MANUALS tt yeu haven’? © complete ie of oll PHOTOPACT 


Folder Sets to date, you can trade in the individual 
Folder Sets you now own for complete Volumes at 
amazingly low cost. Write today for special offer, 
stating what Sets of Folders you now own (use 
coupon below). 


BOOST YOUR EARNING POWER! 
Mail This Order Form 


to HOWARD W. SAMS & CO., INC. 
2924 E. Washington St., Indianapolis 6, Indiana. 


My (check) (money order) for $........ enclosed. 


O Send PHOTOFACT Volume 3 (including Sets 
Nos. 21 through 30) ia DeLuxe Binder, $18.39. 


| 
| 
| | 
| 
| O Send Volume 2. © Send Volume 1 (each in | 
| DeLuxe Binder, at $18.39 per volume). | 
| | 
| 
| 


Servicemen: ““Terrific is the only word that adequately describes 
both books. Absolutely “musts” for servicemen.” — S. L., Chicago. 
“I think your AUTOMATIC RECORD CHANGER MANUAL and 
DIAL CORD books are great!”"—H. O., Maquota, Iowa. 


Manufacturers: ““Your Record Changer Manual is one swell book. 
Should be very well received among the trade.’’—Astatic. 


“The Record Changer Manual is a commendable job. Subject is well- 
covered.’’—Jensen. 

“We have received copies of your AUTOMATIC RECORD 
CHANGER SERVICE MANUAL and DIAL CORD GUIDE. A 
great deal of hard work and thorough analysis has gone into the 
making of these two books. They should certainly fill an urgent need 
in the service industry. Extremely easy to read and should prove 
most helpful to our service dealer customers.’’—Sylvania. 


“Your Record Changer Manual is beautifully prepared. Our compli- i 
ments to you and your organization.” —Webster-Chicago. O Send... SAMS’ 1947 AUTOMATIC RECORD 
CHANGER MANUAL/IS) at $4.95 each. 
O Send . . . SAMS’ DIAL CORD STRINGING 
GUIDE(S) at $0.75 per copy. 
HOWARD W. SAMS & CO., INC. O Send FREE PHOTOFACT Cumulative Index. 
INDIANAPOLIS 6, INDIANA O Send details of your Special Trade-in Offer. I 
i 3 eS eg own PHOTOFA Ls «is $6040 00S | 
aenerer himmonds & Sent, DN. 14 ceabe eater wide a tecneecdsdebaes ede | 
PHOTOFACT SERVICE 0 EE Seen eee | 
The Service that pays for itself over and over again Pt ote nbtadadad ce eiree pases eee | 
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“Our American concept of radio is that it is of the people and for the people.” 
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Freedom fo LISTEN — Freedom fo LOOK 


As the world grows smaller, the ques- 
tion of international communications 
and world understanding grows larger. 
The most important phase of this prob- 
lem is Freedom to Listen and Freedom 
to Look—for all peoples of the world. 


Radio, by its very nature, is a medium 
of mass communication; it is a carrier of 
intelligence. It delivers ideas with an 
impact that is powerful . . . Its essence 
is freedom—liberty of thought and of 
speech. 


Radio should make a prisoner of no 
man and it should make no man its 
slave. No one should be forced to listen 


and no one compelled to refrain from 
listening. Always and everywhere, it 
should be the prerogative of every lis- 
tener to turn his receiver om or off, of his 
own free will. 


The principle of Freedom to Listen 
should be established for all peoples 
without restriction or fear. This is as 
important as Freedom of Speech and 
Freedom of the Press. 


Television is on the way and moving 
steadily forward. Television fires the 
imagination, and the day is foreseen 
when we shall look around the earth 
from city to city, and nation to nation, 


FREEDOM {SS EVERYBODY'S BUSINESS 


February, 1948 


, 


as easily as we now listen to global 
broadcasts. Therefore, Freedom to Look 
is as important as Freedom to Listen, for 
the combination of these will be the 
radio of the future. 


The “Voice of Peace” must speak 
around this planet and be heard by all 
people everywhere, no matter what their 


race, or creed, or political philosophies.* 


— 


President and Chairman of the Board, 
Radio Corporation of America. 


* Excerpts from an address before the United 
States National Commission for UNESCO. 


RADIO CORPORATION of AMERICA 
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LCETI ..: Labosesiry Caliber Electréni¢ Test instiendents | ‘at prices: you can afford: ‘ 
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CENTER-FREQUENCY RANGE 2/226 mc. — 5” vernier-driven 
calibrated dial. A new Silver development covers 2/77, 
70/154 and 151/226 me. in 3 bands without band-switching! 


STABILITY is extraordinary. New u.h.f. tubes give stability 
such that FM and TV ‘scope pictures once set up will “stay 
put” for hours on end. 


SWEEP FREQUENCY is panel-knob variable 0/9 me. . . . 
to set correct sweep for FM and TV i.f. and r.f. alignment. 
True electronic, not distorting and troublesome mechanical 
sweep. 

SYNCHRONIZATION is either power line sine wave, or saw- 
tooth to ‘scope from 909, R.F. OUTPUT is panel-knob con- 
trollable 0/500,000 microvolts maximum. More than ample 


SIZE AND STYLE match “VOMAX” and all Silver LCETI. 
Power required is 105/125V., 50/60 a.c. at 35 watts. 
Size 12%” x 7%" x 6” overall. 


CO-AXIAL OUTPUT CABLES. 3 ft., dic. isolated, 5/125 fv 
impedance for r.f.; separate horizontal synchronizing cable. 
Both with clips for direct connection to receiver circuits. 


for all visual alignment with any good oscilloscope. 

MODEL 909 FM & TV SWEEP SIGNAL GENERATOR makes 
you master, not victim, of today’s most profitable service 
fields . . . at a price which is already the amazement of the 


industry! 
Model 909 Only $48.50 Net 


906 FM/AM SIGNAL GENERA- 
TOR. 8 ranges, —1% accurate, 
90 kc./210 mc. 0/100% AM, 
0/1000 ke. FM modulation, Less 
than 1 microvolt to over 1 volt 
metered output. The outstanding 
signal generator buy. 4 


Only $99.50 Net 


905 “SPARX” DYNAMIC SiIG- 
NAL TRACER/TEST SPEAKER. 
Traces a.f., i.f., r.f. signals thru 
any receiver, tests pick ups, 
mikes, PA amplifiers. 20 ev /200 
mc. Saves time in receiver re- 
pairs as does no other single 


Only $39.90 Net ~ 


900 “VOMAX” 51 ranges; d.c., 904 CONDENSER / RESISTOR 
a.c., a.f., if., .f., 200/500 me. TESTER. ‘4 mmfd./1000 mfd.; 
0/3000 V. d.c.; 0/1200 V. a.c., %4 ft. /1000 meg. ; variable 
eurrent 0/12 A. 3; reclstence d.c. polarizing voltage leakage 


; current; 0/50% power factor. 
0/2000 meg ft. . db.—10/+50. Laboratory accuracy of ~3%. 
The overwhelming choice of wise 


Measures all condensers with 
research and service technicians. 0/500 V. rated d.c. volts ap- 


Only $59.85 Net plied, Only $49.90 Net 


instrument 


OVER 36 YEARS OF RADIO ENGINEERING ACHIEVEMENT 


We Wlardir Sibver Co, Axe. 


HARTFORD 
HARTFEFORE 


SEND FOR COMPLETE CATALOG. 
See these and Silver communication 
transmitters, receivers, .“‘Micromatch’’, 
Xtal-controlled . VFO, pretuned freq. 
multiplier at your jobber. 
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INPUT TRANSFORMERS 
Impedance 


LOOKING FOR 


AUDIO COMPONENTS? 


Primary—Secondary 


Line to Single or *Pri.—600/150 ohm 


s CT 


Bi-1 SY err . *Sec.—50,000 ohms CT.... 


BI-2 


Line to Single or *Pri.—600/150 ohms CT 
i” ) .-. *Sec.—50,000 ohms CT.... 
*Pri. —8,000/6,000 ohms CT 


ee 60s Was SE Gee eSanes *Sec.—50,000 ohms CT. ... 
*Pri.—600/150 ohms CT 


BIl-4 Line to line........... *Sec.—600/150 ohm 


Ss Cl.. 


*Pri.—600/150 ohms CT 
Bi-5 Line to line... ...:... *Sec.—600/150 ohms CT.. 
Interstage—P.P. Plates to *Pri.—20,000 ohms CT 
BI-6 Single or P.P. Grids.. *Sec.—50,000 ohms CT.... 


pase Application Impedance 


Primary—Secondary 


Pri.—15,000 ohms at 0 to 


10 ma d-c.. 


Single Plate to Line.... *Sec.—600/150 ohms CT.. 
*Pri.—20,000 ohms CT.... 
P.P. Plates to Line. .... *Sec.—600/150 ohms CT 


P.P. Plates to Line..... 


Pri. —7,500 ohms CT 


P.P. Plates to Line..... *Sec.—600 ‘150 ohms CT: . 
Pri. —10,000 ohms CT.... 
*Sec.—600/150 ohms CT; 


P.P. Plates to Line. .... 16/8/4 ohms 
tHas tertiary winding to provide i 
*Split and balanced windings. 
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+20 dbm. 
+20 dbm. 
+20 dbm. 
+20 dbm. 
+30 dbm. 
+20 dbm. 


+20 dbm. 
-++30 dbm. 
+40 dbm. 
+43 dbm. 


o4 
Characteristic of €. TF. é New Full 
Frequency Range Input and Output Transformers 


They provide response within +'/2 db over the full range from 
30 to 15,000 cycles . . . and response within + 1 db up to 20,000 
cycles. That’s tested performance . . . not just a curve. 

Their percentage of distortion is exceptionally low over the 
full range . . . at low as well as high frequencies. 

They're Sealed in Steel to protect the delicate, fine wire 
coil windings against corrosion by atmospheric moisture. The 
drawn steel cases are compact and streamlined . . . help achieve 
a clean, uncluttered appearance for any gear. 

Input units have hum-bucking core construction and addi- 
tional inner cases of special alloy for hum shielding of —70 dbm 
or better. 


For 250-watt, 1-KW, and 5-KW Transmitters 


Matched sets of Driver and Modulation Transformers, and 
Modulation Reactors, Response within +1 db over the Full 
Frequency Range of 30 to 15,000 cycles. Distortion very low ... 
well within FCC limits for transmitters. 


Distributorships for this new stock line are now being established. 
For full information, see your radio parts jobber or write direct. 
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|S SECOND HEATING-- 
| Saves time and power 


LONGER REACH-Gets 
through wiring 


Ee 


=e. 


the work 


[ souDERLITE—Speigh 


sa Saad 


DUAL HEAT--35% reserve 
heat for chassis soldering | 
= 


LEXITIP--Loop tip easy | 
: 


+ 
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The new Weller Soldering Guns with 
Solderlite plus the fast 5 second heating 
help make service work more profitable 
for radio, television and appliance serv- 
ice men, electrical maintenance men, 
electric motor rewinding and repair 
shops automotive electrical service. 


A useful and time-saving tool for labora- 
tory workers, experimenters, hobbyists, 
telephone installation and maintenance 
men. S107 100 watts single heat, D207 


100/135 watts dual heat. 


See your radio parts distributor or 


write for bulletin direct. 


WELLER 


MANUFACTURING CO. 
810 Packer St., Easton, Pa. 
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* Presenting latest information on the Radio Industry, 


By FRED HAMLIN 
Washington Editor, RADIO NEWS 


YOU DON’T have to await word 
from the weather man to learn that 
it’s going to be one of the hottest 


| Springs in Washington history from 


| 


all indications—at least so far as ra- 


| dio is concerned. Two of the warmest 


controversies in recent radio history 
are scheduled to come up, and the re- 
sults promise to become torrid. One 
concerns the controversy between the 
Federal Communications Commission 
and the Federal Bureau of Investiga- 
tion (FCC-FBI), a row started early 
last fall by FCC Commissioner Clif- 
ford J. Durr. The other concerns edi- 


| torializing on the air—a FCC-indus- 


try controversy. 


FOR A TIME, it appeared that the 


| FCC-FBI battle would end in peace. 


It began last October when Commis- 
sioner Durr, speaking in Chicago, said 
that the FBI was sending unsolicited 
security reports on individuals seek- 
ing licenses from the FCC for broad- 
casting stations. Although the nub 
of the Durr evidence indicated that 
the applicants in question were plan- 
ning commercial stations, it is under- 
stood that FBI reports might also con- 
cern ham applicants. Commissioner 
Durr also questioned the legal quality 
ot the FBI reports. Testimony re- 
ported is neither sworn nor does it list 
the person testifying. 


FBI, IN THE person of Director J. 
Edgar Hoover, immediately and un- 
derstandably responded to the Durr 
charges, and with equal promptness 
FCC acting chairman Paul Walker 
wrote Hoover, saying that Mr. Durr’s 
statements did not voice the attitude 
of the Commission and would Mr. 
Hoover please start sending the re- 
ports again? Mr. Hoover said he 
would, and it looked as if the whole 
business was permanently buried— 
until just before Christmas. At this 
point, Congressional investigation of 
Mr. Durr was called for from the Hill 
by Senator Homer Capehart of In- 
diana, a member of the foreign and 
interstate commerce committee. The 
senator charged that Mr. Durr’s speech 
was a “brazen effort to sabotage the 
FBI in its lawful duty to uncover 
Communists and other disloyal per- 
sons. There are many angles to this 
smelly case that remain to be cleared 
up if the confidence of the people in 
the FCC is not to be seriously im- 


paired.” What form the investigation 
will take was not known as this goes 
to press, but it may be significant that 
Commissioner Durr has not backed 
down on his original charges. If 
and/or when he is called before a 
Congressional committee to defend 
them, the resulting battle should make 
radio news headlines. 


WHATEVER THE DATE on the 
FCC-FBI show, you can be sure of 
this: Hearings on FCC’s controversial 
“Mayflower” doctrine banning edito- 
rializing in radio broadcasts will be- 
gin March 1. That is the final word 
from the Commission, which recently 
cancelled the opening, scheduled for 
Jan. 12, and announced the March 
date. That the sessions will be full- 
dress and full-throttle is assured by 
FCC itself, which has written nearly 
a hundred letters to organizations and 
private individuals asking them to 
voice their views on the subject. As- 
sured is the intensive opposition to the 
Mayflowér doctrine by the National 
Association of Broadcasters, whose 
president, Judge Justin Miller, has al- 
ready been campaigning against the 
FCC stand as limiting freedom of 
speech. 


GETTING SO you have to schedule a 
convention so far ahead, in order to 
coordinate with everyone concerned, 
that radio convention-attenders will 
know where they are going to be 
anywhere up to a year ahead of time. 
If you are going to the 1948 gathering 
of the National Association of Broad- 
casters, for instance, you will be in 
Los Angeles May 17-20; and if you 
plan to attend the Frequency Modu- 
lation Association meeting, you'll be 
in Chicago October 11-12. FMA picked 
and announced the dates after NAB 
set its program, in order that there 
would not be the conflict there was 
last year, which FMA believes cut 
down on their attendance. With Oc- 
tober set as an FMA month, greatly 
increased turnout and manufacturer- 
participation is anticipated by Bill 
Bailey, executive director of FMA, 
who will run the Chicago show. FMA, 
incidentally, is as optimistic about 
1948 as they were during the fall. In 
a recent round-up on the frequency 
modulation situation, the Association 
points out that within the year invest- 
ment in FM facilities will total some 
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Profit pe ara in 


RADIO-ELECTRONICS 


Prepare at HOME or in our CHICAGO mad 
ORATORY to get REAL MONEY, a BETTER 
JOB, or a BUSINESS OF YOUR OWN... . 


Our business is helping men . . . and young men .. . get into 
a well-paying future in the highly profitable fields of RADIO- 
ELECTRONICS. During the past sixteen years we have 
trained many men who desired better jobs or businesses of 
their own. We can effectively provide you with this same 
opportunity either in our new, modern Chicago laboratories 
or in the privacy of your own home. 


TAKE YOUR CHOICE 


If you choose to come to Chicago, we shall find comfortable 
living quarters for you. If you train at home, we shall send 
you modern, practical equipment. In either of these two 
methods, you will have the supervision of some of the finest 
instructors in the country. Fill in coupon below and we shall 
send you, absolutely FREE, full information about our pro- 
gram of building men for better opportunities in RADIO- 


VETERANS 


Both our (1) Chicago Laboratory and 
(2) Home Study training are accepted 
under the “G. I. Law.”’ If you qualify, the 
Government will pay cost of either training you select. 


ELECTRONICS. DeForest’s Training, Inc. also includes in- 
struction in FM Radio, Television and Industrial Electronics. 


If you prefer to remain at home, you receive eight (8) big 
kits of radio parts and assemblies from which you can work 
out dozens of fascinating radio circuits to gain practical ex- 
perience in your own home. In addition, you receive a 16 mm. 
motion picture projector and 12 information-packed reels of 
film which help you learn faster . . . easier. You also get mod- 
ern looseleaf lessons with handy fold-out diagrams. 


EMPLOYMENT SERVICE 


When you complete your training our effective Employment 
Service helps you get started toward a real future. Mail cou- 
pon below today . . . do not delay. 


DeForest’s Training, Inc. 


February, 1948 


Mr. E, B. De Vry, President 
DeForest’s Training, Inc. 
2533 N. Ashiend Ave., Dept. RN.2 
Chicago 14, illinois 


Please show me how | may get started toward a good job or a busi- 
ness of my own in Radio-Electronics. 
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if under 16, check here If a discharged Veteran of World War ll § 
for special information. check here. h 
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CHICAGO 
ILLINOIS 


Merit, now entering its 


24th year, has given a new 


meaning to transformers 


—Merit Quality. 


EXPORT DEPARTMENT: 


1607 Howard Street, CHICAGO 26, U. S. A. 
Cable Address: MERIT 


— 


' — 
ERIT CON AND TRANSFORMER copp 
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MERIT COIL & TRANSFORMER CORP. 


4427 North Clark St. Long Beach 6311 CHICAGO 40, ILL. 
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SPOT RADIO NEWS 


$100 million. Gross income from sets 
will go to an estimated $400 million. 
Broadcasting, FMA reports, is begin. 
ning to show a profit and the profit 
curve is expected to continue upward. 


TELEVISION SHOWS continued 
signs of rivaling all other forms of 
radio in progress during 1948. Fcc 
records show 17 commercial stations 
already on the air at last count, 534 
others authorized, 43 applications 
pending. Coverage reaches a total of 
54 cities in 29 states. Dollars give an 
idea of the size of expansion—experts 
estimate that initial installation costs 
alone now total nearly $15 million. 
The 43 pending applicants will spend 
an estimated $6-$8 million to get 
started if FCC okays them. Television 
networks are processing rapidly. The 
Atlantic seaboard hook-up now reaches 
from Washington, D.C., to Boston. 
The microwave radio relay of the Bell 
System is being used to tune in Bos- 
ton, with Washington, Baltimore, 
Philadelphia and New York, linked by 
coaxial cable, also a Bell development. 
In the wake of establishing the Bos- 
ton hook-up, Frank E. Mullen, Na- 
tional Broadcasting Company televi- 
sion chief, predicted that mid-1949 will 
see Chicago, New York, and interme- 
diate cities on the network. 


ELECTRONICS is still making giant 
strides in the aviation field, most re- 
cent development being a “brain” 
which points the way toward com- 
pletely automatic navigation of planes. 
The new device also multiplies the 
number of lanes along which planes 
may fly with safety. The plane’s com- 
puter, which would be set for course 
and destination before take-off, would 
receive signals from radio stations 
along the route and constantly inform 
the pilot how far he is from his des- 
tination and how close he is to being 
on course. The device was developed 
by the Minneapolis-Honeywell Regu- 
lator Company under Dr. Waldo H. 
Kliever, research director. One of the 
computers is now being tested by the 
Civil Aeronautics Administration for 
possible use on the airways, and Min- 
neapolis-Honeywell says that many 
routes could be equipped within a 
short period if CAA and the airlines 
desire. 


ANOTHER TOP RADIO OBSERV- 
ER sees television helping to make 
radio a “billion dollar’’ business for 
the first time this year. This is Stanley 
Glaser, manager of radio and televi- 
sion, the Crosley Division, Avco Manu- 
facturing Corporation. Mr. Glaser pre- 
dicted recently that “with television 
becoming a major factor in the radio 
industry, radio sales in 1948 may reach 
the one billion dollar mark for the first 
time.” He bases his statement on the 
further prediction that “television re- 
ceiver sales alone will contribute about 
$250 million’ to the total. He bases 
the figure on an anticipated produc- 
(Continued on page 126) 


RADIO NEWS 


TALL CAPACITORS 


ARE NOT ALIKE! 


You be the Judge! See why Cenftralab’s 
Ceramic BC “Hi-Kap” Capacitors are your best buy! 


““HI-KAP”’ FEATURES 


1. Impervious to moisture 


2. Low mass weight 


3. Small size 


4. High capacity 


5. Special insulation 


7. Low power factor 


6. Convenient side leads 


Ceramic-X is non-hygroscopic. Moisture No deterioration, no shorting. Longer life 
absorption is .007% or less. even under the most adverse conditions. 
Av. Wt. Dimensions Values ; 
L—.540” -00005— 
M03 @. D—.315” [00025 mfd. 
L—.830” For unit size and weight, Centralab BC | 
.044 oz, .0005 mfd. For unit s gnt, 
D—.315” Hi-Kaps”, made with Ceramic-X, are | 
050 oz. ee 000730 the only capagitors on the market which | 
34 00) mie. provide these voltage ratings. 
.082 oz. a 01 mfd. 
Rating: 600 WYDC — 1000 VDC flash test. 


+ Wax impregnated, lacquered, dipped in 
special phenolic resin, cured and wax 
impregnated. 


| 
| 


Prevents any possibility of shorting to 
adjacent leads, chassis gr components. | 


Heavy #22 gauge tinned copper. 
Initial — .6%. After 100 hours, 95% 
humidity test — 3.0%. 


8. High leakage resistance 


9. Maximum dependability 


Initial — 5000 megohms, After humidity 
— 500 megohms. 


One-piece construction. Leads soldered 
directly to electrodes, 


10. Factory tested 


For your protection, all units 100% fac- 


Permit rapid, close-coupled connections, — 
No tricky bending or fitting required. | 
a ede? ketene oe St ee 
More efficient circuit operation, fewer | 
failures. 


Long life, more efficient performance. 


Will not short or become intermittent. 


| 
Your guarantee to your customers of re- 


tory tested before packaging and shipping. 


PART VALUE LIST 
NUMBER (MFD). PRICE* 
Dé-500 .000050 $1.25* 
Dé6-101 .000100 1a5* 
D6-151 .000150 1.25* 
Dé6-251 .000250 ee 
Dé6-501 .000500 1.25* 
D6-751 .0007 50 1.25* 
Dé6-102 .001000 1.25* 
D6-202 .002000 1.23" 
D6-502 .005000 1.50* 
Dé6-103 .010000 1.50* 
*PER ENVELOPE OF 5 

Rating: 600 WVDC — 1000 V. flash tested. In- 
dividually color coded, inspected and insulated. 
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liable service and performance. 


First in Quality — First in Performance! 


—— more and more Radio Service Dealers are turning to Centra- 

lab’s ceramic by-pass and coupling capacitors for new dependa- 
bility, permanence and convenient size. Compare the amazing low 
price at which Centralab is offering these ceramic capacitors, and 
you Il agree now's the time to give yourself and your service custom- 
ers the newest and finest in capacitor components ! 


Note the wide range of Hi-Kap values available at left, and order 
a supply of these top quality capacitors from your Centralab Distrib- 
utor today. For complete information, see your Centralab Distributor 
or write to Centralab, Division of Globe-Union, Milwaukee, Wis. 


«=Cen 


First in component research that means 
lower costs for the electronic industry. 


IN 1948! 


‘ 


BC-684 F.M.35 WATT | 
TRANSMITTER 


BC-684 F.M. 35 WATT 
TRANSMITTER. 
Brand new, compleie 
with eight tubes, crystal 
control, 10 channel push- 
button, non-linear mod- 
ulation coil . . . less 
coverplate, crystal and 
power 


supply...... $24.95 


WAVEMETER 


We're closing out the 
last few of these preci- 
sion wavemeters which 


and which contain a 
high quality resonant 
cavity wave meter, oscil- 
lator, heterodyne ampli- 
fier, electric tuning eye, 
complete with 19 tubes, ; 
110 v AC power supply. A). Frequency 80 to 105 stand. 
f fier and battery casé¢. Pro- 


| 
from 150-210 mc 


now 


$24.95 


V.H.F. TRANSMITTER 


Here is one of the greatest 
offerings in war surplus! 
Hundreds sold at $20 and 
closed out at an 
amazingly low price 
Brand new. Battery oper- hand 
ated (67% j 


to go on the air 
Less Batteries $6.95 


U. S 


trigger 
v Band 1 v 


? 


The tubes alone far ex- mc. Complete with 2— 
“Ic 1G4 tubes and tull in- jects voice 
— Fu clos out struction manual. Ready Used 


CRYSTALS! 


in the greatest purchase of radio transmitting crystals ever made by one wholesaler in the history of the 
Radio Parts industry, Sun Radio acquired title to over a half million dollars ($500,000.00) of Army Surplus, 
precision built, exactly tooled crystals in moisture proof holders which are shock mounted Can you visualize 


the immensity of this stock of owes! (: 


nds, or should we say miles of gleaming BRAND NEW CRYSTALS 


IN MOISTURE PROOF HOLDERS manufactured by the world’s finest crystal manufacturers (RCA, Bliley, 
Western Electric, Valpey, etc.) lying in long rows; lovely to look at but even better to own. We can't claim that 
we can supply every frequency, because they are offered ‘First come, first served,” but we do claim that we can 
supply the early birds with the below listed frequencies AT THE LOWEST PRICES YOU HAVE EVER SEEN 
We say it's sensational!!! Please note that crystal shipments of 6 or less are packed in cloth containers to 
expedite handling . . . No worry because all crystals are shock mounted and guaranteed delivered perfect. 
crystals have Army MC harmonic ratings but Sun encloses“directions for deriving the correct fundamental 
frequency in kilocycles . . . And all frequencies are checked before shipment to insure your satisfaction. And 
remember, you may never again see the day that you can buy BRAND NEW CRYSTALS IN MOISTURE PROOF 
HOLDERS at the prices that we have listed here 


CRYSTALS WITH A MILLION USES 


423k 434kc 
424 435 


Fractions Omitted 
459kc = «474k 
46. 475 


450kc 454.166kc 461.11 1kc 
451.388kc 455.556ke 464.815kc 
452.777kc 459.259ke 465.277kc 


99¢ eacn 


Easily altered for 100kc. Stand- 
ard Mounted in low loss 3 prong 
holder 


3.89 each 


For Crystal Controlied 
Signal Generators 


Assorted Miscellaneous 


CRYSTALS 


377 381 


priced at a fraction of the 


cost of their holders alone 


39¢ Eacn 


For Ham and General Use 
Fractions Omitted 
390kc 394kc 
391 395 
392 396 
386 393 397 


398kc 404kc 
401 405 
402 406 
403 407 


7 9¢ Each 


* Payments must accompany order. Enclose 20c for postage and handling. Minimum order—$2.00 plus postage. 
Crystals are shipped packed in cloth bags inasmuch as they are shock mounted. All shipments guaranteed. 


MAGNETIC 


HEADPHONES P-20 


Brand New Signal Corp 
4000 ohm magnetic head- 
phones. 8 ft. cord with 
standard phone plug. 
Headphones are adjust- 
able to size. A $14.50 


he 


4” PM Speak 


er W TERMS: All items F.0.B., 
Washingten, D. C. All or- 


Vith output trans- | ders $30.00 or less cash 
former to match | with order. Above $30.00 
3S4 tube. A $4.95 | 25 per cent with order, 


value 
for. 


balance C. 0. D. Foreign or- 


$1 49 ders cash with all orders, 


In quantities of 6 | plus exchange rate 
a + 088.79 


UN RADIO 


938 F STREET. N. W. WASH. 4. D.C. 


PORTABLE 
AMPLIFYING 


electric megaphone and mi- 
crophone, 
switch. Additional 
microphone anc 

Portable tripod 
Combination ampli- 


switch. 


but guar. perfect. 


Complete with $59.95 age 


batteries 


@.-«- e 


SCR-522 VHF 
TRANSCEIVER 


The finest all purpose equip. 


MEGAPHONE ment on the surplus market, 
Tunes 100-156 MC. Don't con- 

Army Signal Corps fuse these with other incom- 
Surplus! Complete in port- plete and abused 522s. Syn 
able carrying case with Radio offers electronically per- 


fect and guaranteed 522s , 
AND COMPLETE with 
tubes (one 10 tube superhet 
A C VOLT METER receiver with squelch cireale 
_—— and one 7 tube transmitter), 
Brand New G. E. 3’ ante pany t= y 28 volt 
square panel meter 0. | OR ee een. Qaverted 
| peration), 4 crystals 
Le. and ALL CABLE CON. 
$3.49 


pistol grip and 


up to 4 mile 


NECTORS 


ae “es $24.95 


Gnd by y 

m © & comp! 
Ur separate Sviput tank ™ 
4 POSition se 


e 
eighing 
ished. Co, 


SUPERHETERODYNE RECEIVER 


receiver 

one. built - 
ixer o 7 e foll, 
AVC; 6C8 Oyppiillator; 6K7 
stOns—3 Vox 9 


in, U. 
LF. A 
Ond Noj 
inches tn 
©, brand new 


Extrg 2 Of tubes, 
XIFG set of coil, ‘ 


REENTRANCE 
, SPEAKE 
8 Watt P R 
in metal ative 
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WE BRING NATIONAL SCHOOLS 


1o YOU ror 


HOME TRAINING If 
TELEVISION & ELECT 


= 


NATIONAL SCHOOLS SHOP METHOD HOME 
TRAINING WILL START YOU RIGHT 


We will train you today to get started tomorrow in one of the thou- 
sands of opportunities opening in the field of Radio, Television and 
Electronics. The Home Radio Service Field continues to grow. Tele- 
vision is here . . . Television Broadcasting facilities are being rapidly 
expanded. Television sales, service, installation and maintenance re- 
quirements are more and more important from day to day. Electronics 
is an important factor in many applications for utility, safety, accuracy 
and convenience. Airlines are finding new uses for Radio bringing new 
benefits to air transportation. Ships at sea are employing Radar to- 
gether with other conventional Radio apparatus for ship-to-shore com- 
munications and safety. Frequency Modulation is modernizing Radio 
Broadcasting, offering static-and-interference-free reception in the 
home. The list of Radio applications is almost endless, and every one 
represents increasing opportunities in our modern world for the RADIO, 
TELEVISION AND ELECTRONICS TECHNICIAN WITH A SOLID 
TECHNICAL BACKGROUND. 


YOU CAN BE A NATIONAL SCHOOLS MAN 


It is not a question of opportunity but rather how to take advantage 
of existing opportunity. Only proper training can make these oppor- 
tunities a reality. National Schools of Los Angeles, one of the oldest 
and largest technical trade schools in the United States, offers you 
Shop Method Home Training, a proved method that builds qualified 
technicians. Here is Home Training that BRINGS RESULTS. 


Behind all training from National Schools stands a permanent fac- 
ulty of experienced instructors and engineers. These men are daily 
teaching resident students right in our own Shops and Laboratories. 
From first hand experience with students here at school, our instructors 
understand the needs and ambitions of men like you. All of our instruc- 
tors, both Home Study and Resident, have ideal facilities to make 
your training practical, up-to-the-minute, interesting. It takes years of 
experience to know how to train men, especially in the practical tech- 
nical trades. Established almost 50 years ago, National Schools has a 
rich background of experience to help you to take full advantage of the 
opportunities in the Radio, Television and Electronics Industry. 


der contract with the War 


Department. Both the Armed Forces 
institute and Marine Corps Institute 
used our lesson texts on a wide scale 
Now, we are training veterans, both 
resident and home study, through the 
Veterans Administration. If you are a 
veteran of World War Il—and qualified 
for training under the G.I. Bill of 
Rights, check the coupon for specia 
informat:on. 


VETERANS 


During the war, National 
trained enlisted men un- 


2 
Bic Books FREE! 
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RONICS 


NATIONAL SCHOOLS 


LOS ANGELES 37, CALIFORNIA EST.1905 


Partial View of the 
Facilities that Stand 
Behind Your National 
Schools Home Training 


Begin Training at Home 
Later Come to Our Shops and 
Laboratories in Les Angeles 


—If You Prefer 


National’s Master Shop Method Home 
Training in Radio, Electronics and Tele 
vision is COMPLETE in itself. No other 
training is necessary; but, some men do 
prefer to take a short experience course 
here in our resident shops and labora- 
tories, at the end of their Home Study 
training. They find it helpful to spend a 
short period of time in our modern 
Broadcasting Station, or our New Tele- 
vision Laboratories and Studios, or our 
Extensive Radio Servicing Shops—as 
well as other departments covering 
every specialized phase of the Radio 
Industry. 

You are welcome to take advantaze 
of this additional instruction if you 
wish, If you are interested, check the 
coupon below. Full details will be sent 

you by return mail. National Schools’ 

OUT TANDING FACILITIES 
MAKE IT POSSIBLE TO OFFER 
THE FINEST POSSIBLE TECH- 
NICAL TRADE TRAINING IN 
RADIO, TELEVISION AND ELEC- 
TRONICS. 


G. 1. APPROVED 


NATIONAL SCHOOLS, Dept. RN-2 


4000 South Figueroa Street, Los Angeles 37, California 
Mail me ps the two books > in your ad, 


TELEVISION STUDIO 
AT NATIONA| 


You Get All This Radice 


Experimental Equipment te 
Use and Keep at Homel 


LEARN BY DOING is the basic 
Eases of National’s Shop Method 

iome Training. We send you stand- 
ard Radio parts for an interesting 
series of experiments which demon- 
strate the fundamentais of Radw, 
Television and Electronics. The very 
essence of this training is EXPERI. 
ENCE—-you get actual experience by 
building many different types of cir- 
cu.ts. You build a fine, long distance 
MODERN SUPERHETERODYNE 
RECEIVER, signal generator, low- 
power Radio transmitter, audio oscil- 
lator, etc This practical work de- 
velops your knowledge of Radio step 
by step, makes you a practical Radio 
‘becniuic.an 


including a sample lesson 
will call on me. i have checked 


your I 
below the s plan ‘which interests me. 


NAME. ..ssee8 errors ersere eeeeeeee 
ADDRESS eeeeeeeee eeeeeee 
CITY. wcccccess ee eeeeereeseee ** 


(Include your zone number) 
CO 1 am interested in home study only. 
CD Send information on your Combined Home-Study and Modern 
Residen Training. 


it Shop 
© Veteran of World War It. 


STATE.... 


a 


WELLS’ TUBE SPECIALUL 
OF THE YEAR! 


Accustomed as we are to excellent values in Government radio equipment, we 
were amazed at the remarkably low price at which we were able to get these 
826's. The regular Amateur net price is $9.25 and worth it! So you can see why 
we're calling this the TUBE SPECIAL OF THE YEAR. Build yeur new rig cround 
the 826. Order plenty of spares as we doubt if you will be able to duplicate 
this price when our stock is gone. 


UHF Operation up to 250 MC. 


The 826 will perform beautifully in your 2 meter rig as well as on the lower 
frequency bands. Use it as a final amplifier, modulator, deubler, buffer, or 
oscillator. In fact, the 826 is good for practically any R.F. or audio applicotion. 


826 Specifications 


These tubes are standard make, brand Max. Plate dissipation 60 watts Power Output Watts 
new, JAN inspected, and packed in Filament volts 7.5 

their original cartons. Filament amps. 4 Class C amp. 86 
At our low price, 826’s can be shipped Max. plate voltage 1000 Class C plate mod. 53 
only in boxes of 4 for $1.96. Add 25¢ Max. plate current 125 m.a. — 2 
for each box of 4 tubes for prepaid Approx. grid drive 6 watts Class B telephony 2 


shipment to any part of the conti- 


nental U. S. Max. freq. full rating 250 me. Grid modulated 25 


Tube Sockets for the 826 


Ceramic. tube sockets for 826, 829B and 832 tubes... 
only 50c each. 


Write for Amateur Catalog H200C 
Containing Hundreds of Money Saving Valves 


SALES, INC. 
320 N. LA SALLE ST., DEPT. R-2; CHICAGO 10, ILL. 


RADIO NEWS 


Join the increasingly large number 
of manufacturers, retailers, hams 
and other component part buyers 
who rely on SNC for quality, 
trouble-free equipment. Write for 
catalog today. 
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Place a rule against the stack of an SNC No. 8P819 
transformer and the extra width clearly indicates the 


added quality built into every item in the complete 


SNC line. 


Skillful engineering, latest production techniques and 


highest quality materials .. . backed by careful work- 
manship, exacting step-by-step inspection and rigor- 
ous final testing . . . are just a few of the reasons why 
SNC transformers keep rejects at a minimum and give 
outstanding performance. 


Remember! SNC gives MORE applications with 
SMALLER inventories for GREATER profits! 


Sie penis INC. 


WEST LAKE AVE. NEAR LEHIGH . GLENVIEW, ILLINOIS 
Export Department, 308 W. Washington St., Chicago 6, Illinois, U.S.A. 


Study NOW fora Better Job Then! 


ADD TECHNICAL TRAINING TO YOUR PRACTICAL EXPERIENCE 
WITH ONE OF THESE CIRE HOME STUDY COURSES! 


A—Master Course in Radio Communication 


A complete course covering the technical fundamentals of radio-electronics, for the radioman 
who wants a general review. Includes preparation for Broadcast station employment. 


B—Advanced Course in Radio Communication Engineering 


A genuine college-level radio engineering course, completely mathematical in treatment. For 
the advanced radioman with considerable practical experience and training. 


C—Specialized Television Engineering 
An advanced college-level course for the radioman who has had formal training equivalent to 
A.and B. Without preliminaries, every lesson is devoted to television subjects. 
D—Advanced Radio Telephony for the Broadcast Engineer 


An advanced, specialized course covering broadcast station engineering and operation. With- 
out preliminary preparatory fundamentals, this course enters immediately into the heart of the 
subject matter. Covers the engineering knowledge and the technical duties required of the 
studio control operator, the master control operator, and the transmitter operator. 


FREE CATALOG—2escribes all Cleveland Institute home study courses—tells of CIRE 


unique, postewar methods of training. Use coupon below for Catalog A. 


Want Your FCC "Ticket"? Get It in a Few Short Weeks with CIRE Training and Coaching! 


More than ever ‘before an FCC Commercial Operator Li- Employers frequently give preference to the license holder, 
cense is a sure passport to many of the better paying jobs even though a license is not required for the job. Hold an 
in this New World of Electronics. FCC “‘ticket’”’ and the job is yours! 
Hundreds of Satisfied, Successful Students 
“Il have taken the first class phone license ex- “‘] passed the FCC examination in “I have had my Ist class radio- “‘After sending in Lesson E-9 
amination and received my first class ticket radiotelephone 2nd class, at Detroit telephone license since March of I took the commercial oper- 
last Saturday, May 31. In closing I must say on June 3rd, and I want to thank this year, and plan to continue ator’s license examination for 
yours is an excellent radio course, and I really you for your ready assistance as my with your course since I find it 2nd class radiotelephone, and 
appreciate your help and the fine service you instructor on Section I of Nilson’'s a great help in studying transmit- passed O.K I received the 
have rendered me.’’ Master Course.’’ ters.’ license last week.’ 
Student #2876N12 Student #2799N12 Student #2779N12 Student #2772N1 


FREE BOOKLET—"e!'s you the Government requirements for all classes of FCC commercial licenses. 


(Does not cover Amateur License examinations.) Use coupon below for Booklet B. 


commercial F CC LICENSE 
HOW 10 PASS iccais operators: EXAMINATIONS... 


CLEVELAND INSTITUTE OF RADIO ELECTRONICS 


Contractors to the Canodian Broadcasting Corporation 


RN-2 TERMINAL TOWER CLEVELAND 13, OHIO 
Cleveland institute ef Radie Electronics Veterans check for enrollment information under G-I Bill. no! 
| RN-2 Terminal Tower, Cleveland 13, Ohie OBLIGATION—NO SALESMEN | 
| Gentlemen: { ‘lease send me your Booklet B, “HOW TO PASS THE FCC COMME RCIAL LICENSE EXAMINA- | 
| L_J TIONS,” and information about your home study course for preparation for FCC License Examina- 
tions. (Does not cover Amateur License Examinations.) { 
] Please send me your Catalog A, describing all of your home study radio-electronics courses. | 
Approved for | I desire training in course 0 A OB Oc oD | 
Training | | 
Don’t Delay— FR AAeae Rome 
_ 
Bill of Rights” Pa | 


Write Today! 
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“It’s the one that 
REALLY WORKS” 
Reports Pilzer Twigg 


emember Pilzer from way 
ect ee the war. He repairs fa- 
dios at the Acme Radio on. 
After field-testing advance samples 0! 
the new Sprague TM, Mr. Twigg 
re UP to now I couldn't keep a —. 
lar in the auto radio in my Model 
long enough to bother with puttin a 
in. Now motoring is fun again. - 
radio coos like a baby. Sprague bene hs 
are the only ones that really work! 


(JOBBING AND DISTRIBUTING ORGANIZATION FOR THE PRODUCTS OF 
February, 1948 


The first truly practical all-purpose 
HIGH-TEMPERATURE MOLDED 


paper tubulars-New type TM 


¢ Highly heat resistant 


@ Moisture resistant 
@ Non-inflammable 
e@ Conservatively rated 


After more than four years of intensive 
research, plus one of the largest retool- 
ing programs in its history, Sprague an- 
nounces a complete line of high-temper- 
ature molded paper tubular capacitors 
that offer far-reaching advantages for 
a long list of products ranging from 
home or auto radios and electrical ap- 
pliances to’ military equipment. These 
new molded types will be known as 
“TM” units. Basically, because of its 
completely new method of construction, 
this Sprague TM unit is so far ahead 
of anything now available, it should 


@ Small in size 
@ Mechanically rugged 
e Completely insulated 


have the same effect on the paper tu- 
bular capacitor business that bakelite 
molded resistors had in the resistor field 
years ago. 

The unique high-temperature molded 
construction of these new capacitors 
assures maximum dependability even 
under extremes of heat, humidity, and 
physical stress. Thus the new TM types 
have virtually universal application in 
modern equipment. YOU CAN STOCK 
ONE BRAND FOR ALL REQUIRE- 
MENTS—SPRAGUE TM’S! 


Reach for a Sprague and know you’re right! 


BES, = p Q 0 5 


SPRAGUE PRODUCTS COMPANY, I! Adams, Mass. 


THE SPRAGUE ELECTRIC COMPANY) 


*KOOLOHM 
RESISTORS 


*T.M. Reg. 
U.S. Pat. Om, 
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DRAKE ELECTRIC 
WORKS, INC. 


3656 LINCOLN AVE. CHICAGO 14, ILL 


\ 


CHARLES T. LITTLE has been appointed 
direct factory representative of Acme 
Electric Corpora- 
tion in charge of 
the New York office 
located in the 
Grand Central Ter- 
minal Building. 
Before joining 
Acme, Mr. Little 
was associated with 
Delta Radionic, 
representatives. He 


manufacturers’ 
also served as direct factory repre- 


sentative for Tobe Deutschman Cor- 
poration. 

In addition to handling the com- 
pany’s line of radio transformers, Mr. 
Little will be in charge of sales for 
the Acme fluorescent lamp ballasts, 
cold cathode lighting transformers 
and ballasts, bell ringing, chime and 
signaling transformers, air-cooled 
transformers and other products in 
the company’s line. 

* 7 - 
JEFFERSON ELECTRIC COMPANY of 
Bellwood, Illinois, has purchased the 
Capacitron Company, Inc. of Chicago. 

The chief products of Capacitron 
include oil-filled and electrolytic con- 
densers, a.c. motor starting condens- 
ers, and Ballastrons, a type of con- 
denser that provides high power factor 
correction for low power factor flu- 
orescent lamp ballasts. 

The Jefferson organization manu- 
factures transformers, ballasts, and 
fuses and plans to continue the pro- 
duction of condensers in the present 
Capacitron plant, enlarging and pro- 
viding facilities as required. 

~ * * 
SAMUEL INSULL, JR., has been elected 
a vice-president of Stewart-Warner 
Corporation of Chi- 
cago by the Board 
f of Directors of that 
company. He will 
continue to be in 
charge of the com- 
pany’s radio divi- 
sion. 

Prior to his ap- 
pointment aS as- 
sistant to the president of the com- 
pany last January, Mr. Insull was 
vice-president of Central Barge Com- 
pany of Chicago. He served with the 
U. S. Navy from August, 1943, to De- 
cember, 1945, attaining the rank of 
commander. 


* * * 


GAROD ELECTRONICS CORPORATION 
has announced the appointment of 
three new district sales representa- 
tives for the Garod line of home re- 
ceivers. 

Albert 


Levine, with headquarters 


weeZ 
es 


DUSTRY” 


at 1222 Arkansas Avenue, Pittsby 
16, Pennsylvania will call on Ge 
distributors in western Pennsylvania: 
West Virginia, and Kentucky. 

Tom Dwyer will cover the state 
of North and South Dakota, Mi 
sota, and Wisconsin. His offices ape 
located in the Commerce Buildin 
St. Paul, Minn. 

Gamble & Mattes Co. of 322 Gow 
chaux Building, New Orleans, : 
will serve Louisiana dealers. 

* * * 
THE INSTITUTE OF RADIO ENGINEER 
Cincinnati Section is sponsoring ig 
second annual Spring Technical Cog 
ference on Saturday, April 24th af 
the Engineering Society Headquarter 
Building in Cincinnati. - 

The conference will feature tele 
sion and a number of prominent 
speakers are expected to present p 
pers. The committee also plans ¢ 
have demonstrations of television 
ceivers, components, etc. 

Persons interested in additional ig 
formation about the conference 
advised to contact William D. Monte 
gomery at 1290 Coolidge Ave., Cing 
cinnati 2, Ohio. 

x * < 
L. B. BLAYLOCK, who recently joined 
Federal Telephone and Radio Corpe 
ration, has bees 
named to the posf 
of Director of that 
company’s Radi@ 
Division. 

Mr. Blaylock, 
prior to his retire- 
ment from the 
Navy with the rank 
of Captain, was as- 
sociated with Navy communications 
for 27 years. Before joining Federal 
he had been assigned to the post of 
Resident Inspector of Naval Material 
for the Camden, New Jersey, district. 

He was also in charge of the Re- 
search and Design Section, Radio Di- 
vision, of the Bureau of Ships in Wash- 
ington, D. C. During this assignment 
the department under his supervision 
was directly responsible for the de- 
velopment of much of the electronic 
equipment presently used by the Navy. 

* ~ *~ 


UTAH RADIO PRODUCTS has named G. 
L. Koenig of Koenig Sales, Kansas 
City, Missouri, to act as representa- 
tive for the company’s line of replace- 
ment speakers. 

This new appointment brings to fif- 
teen the number of representatives 
offering country-wide coverage for 
Utah. The following men are now 
acting for the company: J. H. Blinn, 
Denver; M. C. Branum, Dallas; Art 
Cerf, Newark; S. S. Egert, New York 
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DESIGNED FOR THE BETTER SERVICE SHOP... 


ON THE WAY—a superior line of test equipment that 
puts time-consuming service jobs on a profitable, 
production-line basis . . . that anticipates all FM and 
television needs. Matched styling of all instruments 
permits attractive, convenient grouping. Watch for 
announcements of the other units in this new line. 


RCA’s NEW TEST OSCILLATOR 


+. second unit of a 
revolutionary new line 


Reduces testing and alignment time 
by as much as 50 per cent 


@ The WR-G67A is a time-saver that 
adds profitable hours to your service 
day ... puts you dollars ahead. 

When aligning a receiver, for ex- 
ample, you can switch from a pre- 
tuned i-f signal to pretuned broad- 
cast-band signals without dialing or 
retuning. The range switch gives you 
three fixed frequencies: 1500, 600, 
and 455 kc. It also permits instant 
switching to any other frequency 
you select between 100 kc and 30 mc 
by presetting the smoothly variable 
tuning control. 

Other outstanding features include: 
a signal injection probe for high- 
speed servicing . . . a four-step at- 
tenuator with fine control ... double 


TEST AND MEASURING EQUIPMENT 


RADIO CORPORATION of AMERICA 


ENGINEERING PRODUCTS DEPARTMENT, CAMDEN, H.J. 


in Canada: RCA VICTOR Company Limited, Montreal 


shielding . . . miniature-type tubes 
throughout . . . a six-band drum dial 
with an easy-to-read, four-foot scale 
spread . . . adjustable modulation 
level for internal and external modu- 
lation . . . a two-stage power-line 
filter to minimize leakage, and a 400- 
cycle audio signal source. 

Every RCA WR-G67A is facitory- 
tested with the finest precision meas- 
uring equipment. Heavy-duty com- 
ponents—plus the WR-67A’s ability 
to withstand rigorous “drop,” 
“shake,” and humidity tests—add up 
to real on-the-job reliability. A new 
bulletin is yours for the asking. 
Keep in touch with your RCA Test 
Equipment Distributor. 


DYNAMIC MICROPHONES 


225 W. HURON ST., CHICAGO 10, ILL. 


Here is the microphone in its class— 
a high-output moving-coil dynamic 
that was designed to outperform... 
outsmart... outlast even higher 
priced microphones. The ‘‘Sono- 
dyne”’ features a multi-impedance 
switch for low, medium, or high 
impedance-plus a high output of 52 
db below 1 volt per dyne per sq. cm. 
It has a wide range frequency re- 
sponse (up to 10,000 c.p.s.) and 
semi-directional pickup. Mounted 
on swivel at rear, can be pointed 
90° for non-directional pickup. 

The ‘“‘Sonodyne’”’ is ideal for all 
general purpose use, including pub- 
lic address, communications, record- 
ing, and similar applications. 


Shure Patents Periding 


MODEL “51” 


4 CMe 


Multi-lmpedance 
Switch for 


LOW, MEDIUM, 
or HIGH 


LIST PRICE... . $37.50 


a Impedance J 


HIGH OUTPUT 


(-52 db) 


wr 


WIDE RANGE 
FREQUENCY 
RESPONSE 


(up to 10,000 «. p. s.) 


CODE: RUMON 


SHURE BROTHERS, INC. 


Microphones & Acoustic Devices 


@ , CABLE 


ADDRESS: SHUREMICRO 


City; M. K. Franklin, Minnea . 
J. T. Hill, Los Angeles; Lloyd Ma 
Seattle; Robert Milsk, Detroit; ¢ L. 
Pugh, Columbus, Ohio; Salescrafte 


| Inc., Chicago; E. K. Seyd, Andover 


Conn.; A. A. Sinai, San Franciseo: 
M. K. Smith, Atlanta; and W. Olden. 
berger, Mexico City. 
7” x x 

R. P. ALMY has resigned his post as 
Assistant General Sales Manager of 
Sylvania Electric 
Products Inc,’s 
Radio Division to 
become  vice-presi- 
dent and assistant 
general manager of 
Dixie Radio Supply 
Company of Colum- 
bia, South Carolina. 

The Diwie Radio 
Supply Company, of which Mr. Almy 
is part owner, distributes electronic 
parts and equipment in the Carolinas 
and maintains branches in Green- 
ville, Greensboro, and Charlotte. Mr. 
Almy will have his headquarters at 
the main office in Columbia. 

He was associated with Sylvania 
for twenty years and served in various 


| positions in the sales department. Mr, 


Almy has served as chairman of the 
Radio Parts Manufacturers Sales 
Managers Club, a member of various 
RMA committees, a director of the 


| Radio Trade Show Corporation and as 


| New York. 


one of the original members of the 
Radio Parts Industry Coordinating 
Committee. These activities, plus his 
travels throughout the United States, 
have made him well-known to serv- 
icemen, distributors, and the members 
of the parts industry. 

* * * 
LEE BUNTING has been named Vice- 


President of Bell Television, Inc. of 
He was formerly sales 


| manager for British Industries and 
| Maguire Industries as well as serving 


as project and sales engineer for 
Meissner Mfg. Company. 

Mr. Bunting will devote his efforts 
to the building of sales forces for the 
Bell organization which specializes in 
the rental and sale of commercial- 
type television receivers. 

~~ 7~ *~ 


HENRY T. PAISTE has been named spe- 
cial television sales representative for 
the Service Divi- 
sion of Philco Cor- 
poration. 

Mr. Paiste who 
was formerly gen- 
eral manager of 
the Service Divi- 
sion, has been as- 
sociated with 
Phiilco for 19 years. 
After a brief period in production 
work, he was transferred to the serv- 
ice division and became a service en- 
gineer. He was promoted in 1935 to 
the position of manager of the na- 
tional service station, serving the 
company’s distributors throughout the 
country. 

Since April, 1947 he has concen- 
(Continued on page 164) 
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* OHAMITE plate chokes e 
-RATED 


@ Now, for the first time, you can select a plate 
my § choke for a particular frequency and know that it will 


ic give excellent performance at this frequency. The 
"4 Ohmite line of plate chokes are “frequency-rated”— 
fr | their frequency characteristics have been accurately 


at | predetermined. The chart below gives the operating 
frequency range for each of the seven sizes. 
Ohmite single-layer wound, r.f. plate chokes cover 


. the entire frequency range of 3 to 520 megacycles. 

he | These chokes are wound on low power factor plastic 

es or steatite cores, and are insulated and protected by 
~ a moistureproof coating. All chokes are rated 1000 ma 
me except the Z-14 and Z-28, which are rated at 600 ma. 


ne Further information will be supplied upon request. 
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ALFRED A. GHIRARDI, 
the man who has started 
thousands of students on suc- 
cessful careers by making 
Radio - ae te easy to 

earn. 


ucuts of THIS 


‘ + 
3 é 


No matter what part of ELECTRONICS- 

RADIO-TELEVISION work you plan to enter, 

a knowledge of basic fundamentals is absolutely 

essential. Ghirardi’s world-famous 972-page RA- 

DIO PHYSICS COURSE gives exactly the training 

you need—at a price you can afford to pay! If brok- 

en into ‘“‘course” form and sent as monthly lessons, 

you’d regard it as a bargain at $50 or more! Instead, 

you buy it for only $5—and you progress as fast as 

spare reading time permits. Many have completed it in 

only a few weeks! Actually, this big, 4 lb. book has given 

more beginners their start in Radio Electronics than any 
other book or course! 


The big book that makes it ail Ee = eee ; 

' Ghirardi’s RADIO PHYSICS COURSE starts you training at the 
easy to learn Radio at home! very beginning—with Basic Electricity Then it takes 
you step by step through the entire field of RADIO 
ELECTRONICS Nothing is omitted or condensed. 
Everything is explained as simply as A-B-< You can 
understand every word of it without previous radio train- 


RADIO PHYSICS COURSE is more widely used for home study and was more 
ly used for Signal Corps and Navy wartime training than any other book of its & 


Repair Home and 


Auto Radios as Learn ELECTRIC MOTOR REPAIR! 


Faster With 
Ghirardi Gadgets _at? Train for Big Pay in a Field That Isn't Crowded— 


Just the Thing for Radio Men 


Ghirardi Gadgets troubleshoot radio sets 
with lightning speed Just flip a card, 


ing of any kind Ask 


Here are a few of 
COURSE teaches you: 


Sound, Speech, Music 
Electron Theory 
Electric Current 
Electric Circuits 
Resistance 

Batteries 
Electromagnetism 
Electromag-!nduction 
Condensers, Coils 
Alternating Currents 
Transformers 


and there before you are the ‘“‘remedies’”’ : There’s big money in motor repair work! 


and “tests” to make for whatever ‘‘trou- Prices are good, 


The field is not crowd- 


ble” symptoms you find! ed. The home appliance repair business 


is @& Vast one 


and motor service is 


a 
HOME RADIO GADGET—Spots 400 dif- highly important part of it. ELECTRIC 


ferent troubles in Power Unit, Receiver MOTOR REPAIR 
* is the book that 
and quickly—for 


Circuits Proper, Tubes, Loudspeaker, An- 
tenna, Ground, Batteries, ete. Covers 


by Robert Rosenberg 
will train you easily 


only $5 complete! 


such symptoms as “Hum,” ‘‘Weak,” { NO OTHER HOME TRAINING 


“Noisy”, ‘“‘Inoperative”’, ‘Intermittent 
Reception,” “Fading”, and many more. 
Tells what tests to make. Suggests the 
remedy for each trouble. Only 50c. 


BOOK LIKE IT! 


ELECTRIC MOTOR REPAIR explains 
every detail of motor trouble diagnosing, 


AUTO-RADIO GADGET—Spots 444 spe- dé, gt repair and rewinding. Covers a-c and 


i i j “ d-c motors, synchronous motors and gen 
cial auto-radio troubles in all possible P erators and BOTH mechanical and elec 


trouble-sources for 11 common symptoms trical control 


systems. Quick reference 


including ““Hum’’, “Weak”, “‘Noisy’’ with guides show exactly how to handle spe- 


and without car and engine at rest, cific jobs 
“Noisy’’ when car is coasting with igni- 


big book alone, 


Based on what can be learned from this 
you can train yourself 


tion off , No Reception” “Intermittent”, : quickly for PROFITABLE motor repair 
Fading”, “Distortion”, and “Oscilla- Over 900 diagrams service. Ideal for beginners. Unexcelled 


tion”. Only 50c. and illustrations 


NEW @ DIFFERENT ©@ 


EASY TO UNDERSTAND 


A PROSPEROUS FuTURE OF BES 
q bhirardi's COMPLETE BASIC RADIC 
ELECTRONIC TRAINING for beginners 


for only $5 ($5.50 foreign) 


any Radio-Electronic man He'll know 
book—because he probably trained from it himself! Get started 
in Radio! Get started right! Our 5-DAY, MONEY 

ANTEE is your absolute protection If you n't 
PHYSICS COURSE you don’t need to keep it You cannot 


NO PREVIOUS TRAINING NEEDED 


36 Big Courses in One 
the things about which RADIO PHYS 


"LL HELP YOU T. 
EQUIPMENT EVE;s 


Filters Power Supplies 

Measuring Instru- Loud Speakers 
ments Auto & Aircraft 

Radio Waves dio 

Vacuum Tubes Aviation Radio 

Detector & Amplifier Pub'ie Address 
Tube Action tems 

Radio- Frequency Phu...ubes, Caf 
Amplifiers Ray Tubes 

Superheterodynes Sound Pictures, 

Audio Amplifiers etc. 


for actual bench-.use in busy shops 
Every type of work is demonstrated 
VISUALLY by more than 900 easily-un- 
derstood diagrams. Unique Duo-Spiral 
Binding arrangement divides book into 
two sections. BOTH text and -related 
pictures can be seen AT THE SAME 
TIME. Lies open flat on the bench while 
you work Contains 580 pages. Only 
$5 complete 


TRY IT FOR 5 DAYS 
. « « AT OUR RISKI 


Send coupon now 
Practice 
ELECTRIC 

TOR REPAIR 

5 full days. Then, 
if not more than 
satisfied, return 
book to us and 
your money will be 
cheerfully refunded 


GHIRARDI TRAINING TO SAVE YO 
LEARN EASIER, BETTER, FASTER. | 


<PAIR ANY RADIO-ELECTRONIC | 


} ADE ... AND GUARANTEE TO REFUND EVERY CENT OF J 
4 YOUR MONEY IN FIVE DAYS IF YOU’RE NOT SATISFIED. 


HIS 44 lb. HANDBOOK SHOWS EXACTLY HOW > WAG cs 


JO REPAIR OVER 4,800 RECEIVER MODELS gi ee eA 


A Definite, Dependable Guide for Diagnosing, Locating and Repairing the 
Common Troubles in Almost Every Receiver Ever Made 


Whether you repair radios for a living or work charts, graphs, diagrams, data and helpful hints 
saith them only occasionally, Ghirardi’s RADIO will save you money every day you use them! 
is FROUBLESHOOTER’S HANDBOOK will help 

do the jobs better AND TWICE AS FAST “Thanks, to Ghirardi’s Handbook, I repaired my radio 


: * or ' . : _ in one hour after it had been returned as ‘unrepairable’ 
“ Ss — e 
ee ee ene Saves time—helps from a local shop,’ writes J. L. Fizzeli, Kansas City 


"WORTH 10 TIMES THE PRICEI"* 


TELLS YOU WHAT TO DO— “I would not take ten times the price my 
EXACTLY HOW TO DO IT! —_ cost me,’ says C. E. Daniels 
oO 0 c . 
When a receiver comes in for repairs, simply turn “Started to work for me the first 
to the 404-page Case History section. Look up ons ee ait sae can 
the notes on that make and model Chances are, ble and save headaches and 
‘ you'll find EXACTLY the information you re- hours of testing,’’ says Julius 
quire. The Handbook tells what the trouble is Siske, Jr., Curtis Bay, Maryland. 
—how to remedy it. Ideal for training and ce. Big Handbook weighs 
speeding up the work of new service helpers ie Tonge - ty jy bf  -Hm 
handling tough jobs in half the usual time—re- on our 5-Day Money-Back Guar- 
. pairing cheap sets rapidly anteed offer! 
Al Don’t guess! Don’t waste time! . 
Ve The tabulations on hundreds of additional pages Turn to Ghirardi’s big Radio at $5 complete 
give you invaluable data on Color Codes, Tubes, Troubleshooter’s Handbook — let (See egy Bam 
1-F alignment and transformer troubles, tube it tell you in a jiffy WHAT to Offer in coupon 
substitutions, etc., and the literally dozens of do and HOW to do it. 


GET A COMPLETE MODERN Professional SERVICE 
TRAINING ....at Home, Without an Instructor 


* 


Now, as never before, the call A. A. Ghirardi’s MODERN RADIO SERVIC- ited technical understanding ! 

TRAIees ee ee ae ING is the finest, most complete instruction Read from the beginning, MQDERN RADIO 

KNOW FF un Py book on Radio-Electronic service work for SERVICING is a complete servicing course 

pair work. either the novice or the professional service- from A to Z. Used for reference, it is an 
man—bar none! Actually, it gives a COM- invaluable refresher course on any type of 
PLETE MODERN EDUCATION in truly work that puzzles you Explains test in- 
professional service work of the kind that struments used in Radio-Electronic service 
will be your “Open Sesame!” to the real op- work—also how, when, why and where to 


portunities in Radio-Electronic servicing use each one ; how to make preliminary trou- 
springing up on every side ble checks and perform circuit analyses ; how 
ALL ABOUT TEST INSTRUMENTS ... to repair or replace parts or make substitu- 

TROUBLESHOOTING .. . REPAIR tions—and literally hundreds of additional 
Remember! The call is now for HIGHLY ‘ubjects, including How to Start and Oper- 


TRAINED men having a broad knowledge of ate a Successful Service Business of Your 
modern test equipment and testing techniques Own. 1300 pages, 706 clear illustrations, 720 
—NOT for “screw-driver” mechanics of lim- self-test review questions. 


Only $5 complete 
(See Money-Saving Offer in coupon) 


START A SERVICE BUSINESS ... FIVE DAY 
OR GET A BETTER-PAYING JOB! UNRESTRICTED 


There’s a real future for you in of Radio and Electronic equip- s INC. ' 
servicing—and A. A. Ghirardi’s ment that will be manufactured ] DEPT. RN-28, MURRAY HILL at Y ' 

MODERN RADIO SERVICING and sold both to industry and Madison Ave., New York 16, 8. ¥. xed below ; or () send C.0.D. (in 

is just the book to start you on the public within the next few g 232 Ma for books ches! postage charge when he —_ t f 
it without delay. And remem- years will be tremendous. All D Enclosed —} Cc } pay postman this eneen ies ret@rn books within 5 days ales : 
ber: Radio itself only represents of it must be serviced—and ' U.S.A. —_ = in either event, it 15 — eee ; -ER'S 
the beginning of this big book’s there’ll be rich rewards for com- ers woe > ant you will refund my money. o RADIO TROUBLESHOOTER S a 
usefulness to you What it petently trained men who can | — J -e1CS COURSE HANDBOOK, $5 ($5.50 fo 
teaches you about Radio Servic- fill the bill! RADIO in ma “RN RADIO SERVICING | 
ing, Test Instruments and Mod- ] - “oR REPAIR = etry foreign) 
ern Scientific Technical Pro- SEND COUPON—NOW! CD ELECTRIC MOTOR RE $5 ($5.! * .ET. SOc 1 
cedure is exactly the training cry era $5 ($5.50 — RADIO GADGET, 50e 1 AUTO RADIO GADGET titi 
you need to fit you to “grow up” ae ne Ri? SEn ICING § OGHIRARDI HOM OFFER: Modern Radio Servicing and Radio 1 

i as : j Mec gives yo ea service : n ) 
Ey t eg: | rena training—complete in every respect— 0 MONEY-SAVING COMBINAT IO BOOKS only $9.50 ($10.50 forelgn 

: easy to understand—and priced at i shooter’s Handbo | 


servicing phases. The amount only £5 complete! 


eed Whitman a ae ie i> See ie OP 


IME & Cty B BOM... 0. see cocrcccosossvorsoooeesnoree” 
s brary complete! 


L 
Make i's RADIO TRO U BRN 


reer 

BOTH Gh's HANDBOOK an of 

SHOOTER’S H he special price 

MONEY- SAVIN RADIO SERV tw 4 se torelen) Over 
n - 

3030 pages of 


can buy! Use coupon today: 


Nail coupon 


No longer is Television just a laboratory marvel. It is rapidly 
spreading over the nation. Practically every radio manufacturer 
has Television models in production. New stations are being 
licensed. Television is already big business. 


Are You Ready? 


Who will get those new high paying jobs? Who will step into 
key positions in a rapidly growing industry? Not inexperienced 
radio men. Not untrained electricians. But men who know Tele. 
vision and can be relied upon to operate and maintain expensive 
equipment! 


Dr. Lee de Forest 


American Television—A Great 


Training Institution! Start Learning TELEVISION 
American Television has pioneered in Television research. Its direc- 


— 5 
tors have made fundamental contributions to the industry. Dr. Lee at Home FREE ° 


de Forest, our Director of Research and Training, is known through- ‘ 
out the civilized world as the “Father of Radio” through his inven- Prepare yourself for the endless opportunities in 
tion of the radio tube. U. A. Sanabria, President and founder of Television the new “American” way. Now, for the 
American Television, Inc. invented the Interlace Scanning System first time, you may discover in advance of entering 
which is now the standard of all Television: Most recently, a revolu- school, just how your abilities fit into Television. 
tionary new circuit which corrects a common television defect known If you qualify under the simple rules, you will be 
as “ghost images” has been developed by J. M. Sanabria, head of given a complete preliminary home study Television 
American Television’s Manufacturing Division. course absolutely free and without obligation. 


Your success with the course will not only help you 
to decide for yourself what phase of Television you 
like best but will also aid us in qualifying you for 
residence training. 


Most Elaborate Training Laboratories 


Every modern type of equipment obtainable has been installed for in- 
struction purposes in what we believe to be the most extensive and 


elaborate Television training facilities in the world. You will find 
complete operating studios with the new sensitive cameras and their 
associated equipment. A corps of highly qualified instructors will 
guide your study. 


We prefer that all new resident students take this 
free course as it provides excellent preparation for 
residence study. However, there is no obligation on 
your part to enroll for residence training when you 
complete the home study course. 


We urge you to take advantage of this splendid op- 
portunity at once. Just write your name.and address 
on a penny postcard and say: “I am interested in your 
free Television Course’. Do it today! This offer is 
necessarily limited. 


Approved for Veteran Training 


American Television, Inc. 


5050 BROADWAY CHICAGO 40, ILLINOIS 
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MODEL 15D, 15D-NC, or 15X—The 15D-NC, 
Noise Canceling Dynamic was developed for use 
in machine shops, factories, railroad yards, aircraft, 
and other installations where background noise 
interferes with communications. Transmits only 
when spoken to at close range from the front. Level: 
52db below 1 volt/dyne/sq. cm. at high impedance. 
Response 50-5000 c.p.s. Also available as the 15D 
or 15X with high level wide range dynamic or 
crystal circuits engineered for general purpose use. 


MODEL 9X or 9D—The Turner “HAN-D“— 
One of the handiest, all-around microphones made. 
Hang it, hold it, or mount om any standard micro- 
phone stand. Ideal for stage, paging, public ad- 
dress, amateur, police car, and traveling mike 
applications. 9X Crystal is equipped with high 
quality humidity protected crystal. Level: 52db 
below 1 volt/dyne/sq. cm. Response: + S5db from 
60-7000 c.p.s..9D Dynamic is recommended for 
more severe service conditions. Level: 52db below 
1 volt/dyne/sq. cm. at high impedance. Response: 
+ 8db from 60-7000 c.p.s. In 50, 200, 500 ohms, 
or high impedance. 


MODEL 20X Crystal—A new, low cost unit 
designed to appeal to users of home recorders, 
economical public address, paging and call systems, 
and amateurs. Smooth response to voice and music. 
Has Metalseal crystal. Level: 54db below 1 volt/ 
dyne/sq. cm. Response: + Sdb from 50-7000 c.p.s. 


Ask your dealer 


Licensed under U.S. patents of the American Telephone and 
Telegraph Company, and Western Electric Company, Incorporated. 
Crystals licensed under patents of the Brush Development Co. 


stophonet by TURNERS 


THE TURNER COMPANY 
900 17TH STREET N. E. CEDAR RAPIDS, IOWA 
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AT YOUR JOBBERS 


The Radio Data Book 
More Than 1000 Pages! 


HANDSOMELY BOUND 
IN RED AND GOLD 


All data and basic knowledge 
in radio and electronics 
digested into 12 sections... 
in a complete, quick to find, 
easy to read, handbook form. 


CONTENTS 
Eoch section is a COMPLETE coverage of its subject . . . 12 sections . . . 12 books in ONE 
1000 pages . . . Schematics . . . Accurate photographs . . . Specially prepared drawings 
. White on black charts . . . Diagrams . . . Isometric projections and exploded views. 


Section 1. THE 150 BASIC CIRCUITS IN RADIO. 
Every circuit is analyzed and explained in a Johnny-on-the-spot reference for 
@ny occasion. 

Section 2. COMPLETE TEST EQUIPMENT DATA. 
Know more about the test instruments you now have . . . Find the new ones you 
want to buy . . . They're Ail in here—impartially described! 

Section 3. TESTING, MEASURING AND ALIGNMENT. 
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a AGNETIC recording instru- 
¥ ments are of two general 
a types, the wire recorder and 
the magnetic tape recorder. The lat- 


ter uses a paper tape which is coated 
with an extremely thin layer of mag- 
netic material. 

Of the two types, the tape recorder 
has several advantages, among which 
are, the ease of handling the tape, 
simplicity of splicing, the ease with 
which recordings can be edited, and 
the high fidelity capabilities of the 
tape. 

The recorder to be described in this 
article utilizes 7 inch reels (regular 
8 mm. 400 foot movie reels) which 
will hold approximately 1200 feet of 
tape, giving a recording time of 30 
minutes at a tape speed of 8 inches 
per second. The audio system used 
has relatively high output so that an 
external speaker can be used in order 
to obtain the maximum fidelity of 
which the recorder is capable. A six- 
inch monitor speaker is included, how- 
ever, in order to allow the recorder 
to be used as a self-contained unit. 

‘The construction of this unit is well 
within the capabilities of anyone who 
has a working knowledge of electronic 
circuits and who has ordinary me- 
chanical ability. Some of the parts 
must be turned on a metal-working 
lathe, but if the worker does not have 
access to such a lathe, he can have 
these parts custom-made at small cost. 

Construction details can best be 
described by treating first, the me- 
chanical components—motor, driving 
capstan, etc., then the electronic cir- 
cuits, and, finally, the construction of 
the magnetic record-playback and 
erase heads. 
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Fig. 1. Over-all view of 
home-built tape recorder. 


The Tape Pulling Mechanism 

The driving motor for the recorder 
is a General Industries RM 4 heavy- 
duty phonograph motor, which can 
be obtained at any radio supply 
house. The turntable of the assembly 
is discarded, but the motor and drive- 
wheel arrangement with its original 
mounting plate is used as is. This 
unit is mounted underneath the top 
panel by means of 8-32 bolts and %” 
spacers cut from a length of %” 
copper tubing. The position in which 
this assembly is mounted is shown in 
the photograph, Fig. 4. 

The main drive of the recorder is 
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Complete specifications for 
the construction of a tape 
recording and playback unit. 


a metal capstan 4%” in diameter. This 
capstan is merely a projection or hub 
on a flywheel which can be turned 
from a rough casting. The dimen- 
sions of the finished fiywheel-capstan 
unit are given in Fig. 2, but in making 
a pattern for the casting, make the 
pattern large enough to allow for 
accurate machining. The casting may 
be made of brass or iron and will cost 
about $1. If the experimenter has 
access to a good metal-turning lathe, 
he can machine this unit himself, but 
whether he does the work himself or 
hires a machinist to do it, he should 
be certain that the flywheel is turned 


Fig. 2. Mechanical details of motor-flywheel assembly. 
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R, ——. ohm, Y, 
R,, R 


Ry, So. 000 ohee, Va w. res. 
R,. R,,, Roe —250,000 ohm pot. 

«, R-—I1 megohm, 2 ». res. 
Ryo, Ryw—2000 ohm, 1 ». res. 

Rix—100,000 ohm, iv ». res. 

R... Ris —500, 000 ohm, 
R20, 000 ohm, 2 w. res. 
Ryr—700,000 ohm, ‘2 w. res. 
Ry,—75,000 ohm, 20 w. wirewound res. 
Ro-—15,000 ohm, 2 w. res. 
Roy—275 ohm, 5 w. wirewound res. 
Ro; —5000 ohm, 2 w. res. 

Reg —95,000 ohm, 2 w. Tres. 


res. 


uw 
R P 
| PL2 Or 
— 


res. 
Re he —. 230,000 ohm, Y2 w. res. 


Re-—7 ohm, non-inductive, 5 w. wirewound 


7 7 2 2 2 
t) 8 7 7 7 
v2 v3 v4 vs v6 


Ru—33,000 ohm, 5 w. wirewound res. 

C,, Cu—10 ufd., 25 v. elec. cond. 

Cz, Cs. Crs, Cua 8O ufd., 450 ». elec. cond. 

Cs Co. Cr Crs Cup-01 pfd.. 600 v. cond. 

, ufd., 600 y. cond. 

C;—50 uufd. mica cond. 

C.—.005 yufd., 600 ». cond. 

Ciw—S50 ufd., 50 ». elec. cond. 

Cin, Cis—S00 pufd. mica cond. 

Cw—8 pwfd., 450 ». elec. cond. 

Ci7—.01 ufd. to .OS ufd., 400 v. cond. (exact 
value will depend on head. See text) 

Cro, Ca—.O5 ufd., 400 v. cond. 

S,—6-pole, 2-pos. rotary sw. 

S.—-S.p.s.t. toggle sw. 

T,—Power trans. 350-0-350 @ 125 ma.; $ 
vy. @ 3 amps.; 6.3 v. @ 3 amps. 


J,—Mic. connector 

Ja—Closed circuit jack 

L,*—30 t. winding on record-playback head 
L. *—130 t. winding on record-playback head 
L.*—900 and 300 t. winding on osc. coil 
L,*—75 t. ose. pickup winding 

CH,—15 hy., 125 ma. filter choke 
PL,—Neon vol. indicator (G.E. NE-S1) 


Spkr.—6” PM speaker, 8 ohm v.c. 


T.—Input trans. 50 ohm to grid (UTC A-11 
or equivalent) 
Ts—Output trans. P.P. 6V6 to 8 ohm v.c. 


PL., PLe—6.3 v. pilot light 


3—6V6 tubes 
3—6SL7 tubes 
1—5U4 tube 


*See text for complete winding data 


Fig. 3. Complete schematic diagram of record, playback, and erase circuits for tape recorder. 


with the utmost accuracy and that 
the hub projection which is to be the 
capstan is absolutely concentric with 
it as well as with the shaft upon 
which it is to run. Failure to achieve 
accuracy here will result in objec- 
tionable “wow” in the recordings. 

This flywheel unit runs upon a %” 
shaft which enters from the bottom. 
A ball bearing at the top of the shaft, 
as indicated in the drawing, will in- 
sure free turning of this mechanism. 
The shaft hole is drilled and reamed 
to size and is about 2% inches in 
depth. A %” hole is drilled from 
the top of the capstan to connect with 
the shaft bearing, allowing easy lu- 
brication of the assembly. 

The flywheel is mounted under- 
neath the top panel as shown in Fig. 
2, with the flywheel resting against 
the rubber drive wheel of the phono- 
graph motor. The capstan projects 
through a 1%” hole in the panel. 

The lower hub of the flywheel is 
grooved to form a pulley to take a 
light spring belt similar to that used 
on the takeup pulley of motion pic- 
40 


ture projectors. (See Fig. 4.) This 
belt drives the takeup spindle. Such 
belts can be obtained from a supplier 
of home moving picture equipment. 
They cost only a few cents and can 
easily be cut to size. 

The reel spindles should be turned 
on a lathe as indicated in Fig. 5. 
Their construction is similar to the 
spindles on any 8 mm. motion picture 
projector. The bearings for these 
spindles can be bearings taken from 
old radio volume controls. Similar 
bearings with %” inside diameter can 
be purchased from any radio supply 
house. No specific length is indi- 
cated for the bearings, but they should 
be long enough so that the shafts 
within them do not bind when belt 
tension is placed upon them. 

The tape guides are also shown in 
Fig. 5. The ones used in this unit 
were turned from brass, but a good 
plastic would serve just as well. The 
guides need not be made to turn as 
the tape passes over them, but can 
be fastened to the top panel with 
screws. Placement of these guides 


is shown in the illustration Fig. 7. 

The tape is held against the driving 
capstan by a brass pinch-wheel which 
is held against the capstan by a strong 
spring. Correct adjustment of this 
pinch-wheel will assure positive grip 
on the tape, which is essential to good 
recordings. The lever holding the 
pinch-wheel is a piece of 4%” alumi- 
num or brass into which is threaded 
a %” rod which passes through a 
bearing in the panel. 

Fig. 7 is a diagram showing the 
top view of the panel and the place- 
ment of the reels, guides, erase and 
record-playback heads, driving cap- 
stan and pinch-wheel. This diagram 
shows the direction of tape travel, 
and in this connection it should be 
noted that when recording, the tape 
Passes over tape-guide “A,” which 
brings it into contact with the erase 
head “B.” In playing back a record- 
ing, however, the tape does not pass 
over guide “A,” but goes directly 
from the reel to guide “C” so that it 
will not contact the erase head. Other- 
wise, the recording would be erased. 
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A two-inch pulley-drive wheel com- 
bination, constructed as shown in Fig. 
6, is used as the drive for rewinding. 
The placement of this unit is shown 
in Fig. 4. The belt used is a spring 
belt, but it is somewhat heavier than 
the one used for the takeup pulley. 
The rewind drive is mounted in a 
bearing in the top panel as shown in 
Fig. 4. It is mounted in such a way 
that the wheel clears the rubber drive 
wheel on the motor when it is in ngqr- 
mal position. The spring belt will 
hold it in this position. The wheel 
is free to turn on shaft “Y” (Fig. 6), 
and when shaft “X” is turned by 
means of a radio knob, which is 
mounted on it above the panel, the 
wheel is held against the rubber drive 
of the motor and the feed-spindle will 
be revolved rapidly, allowing rapid 
rewinding of the tape. It will be 
necessary to turn the reels over for 
rewinding, but this is very little 
trouble. A rewind operating without 
turning the reels over is possible, but 
it involves clutches, etc., and is too 
complicated for the average experi- 
menter. 


The Electronie Section 


The electronic section of the re- 
corder consists of a standard audio 
amplifier with a high-gain input for 
microphone and playback head, and 
a lower gain input for phonograph 
and radio. The arrangement of the 
chassis can be left to the discretion 
of the builder. It is necessary, how- 
ever, to arrange the parts above the 
chassis in such a way as to allow 
clearance for the mechanical parts 
mounted above. The chassis used 
with this model is 10” by 14” by 1%”. 
A 7 by 10 inch metal panel is fastened 
to the front; all input and output con- 
nections are brought through the 
chassis and panel at the bottom. The 
volume controls are mounted just 
above the chassis on the panel as is 
the 6-pole, 2-position switch. The 
arrangement of the front panel can 
be seen in the picture of the com- 
pleted unit. 

The amplifier tubes are mounted 
on one side of the chassis (Fig. 9), 
the rectifier tube, filter condensers 
and choke at the back and the oscil- 
lator coil and tube at the front on the 
extreme right (Fig. 9). This allows 
sufficient clearance for the motor and 
other mechanical parts. The power 
transformer is mounted at the rear 
on the extreme right to allow max- 
imum isolation between it and the 
input transformer, which is mounted 
at the front on the left-hand side. 

The schematic diagram (Fig. 3) of 
this unit shows it to be a standard 
amplifier except for the equalizing 
circuit, which follows the second tube, 
and the oscillator circuit, which pro- 
vides the high frequency bias voltage 
necessary for successful magnetic re- 
The equalizing circuit com- 
pensates for irregularities in the 
magnetization curve of the tape, and 
is so arranged as to give substantially 
a flat curve from about 100 to 5000 
cycles. This curve will vary some- 
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Fig. 4. Underside view of top panel, shows details of mechanical assembly. 


what with various heads used, how- 
ever. 

No discussion of the equalizing cir- 
cuit is necessary as the schematic is 
self-explanatory. It may, however, 
be necessary to make some details of 
the oscillator circuit clear. The os- 
cillator coil is wound with No. 28 
enameled wire, scramble wound on a 
form 5%” in diameter by 1%” long. 
Although scramble wound, the wind- 
ings should be placed in such a way 
as to make the finished coil as nearly 
cylindrical as possible. 

The oscillator coil proper is wound 


Fig. 5. Details of major components. 


with 1200 turns of wire with a tap at 
the 900th turn. The connections are 
indicated in the schematic and in the 
parts list. The oscillator pickup coil 
is wound directly over the oscillator 
coil and consists of 75 turns of No, 22 
enameled wire. The entire coil is 
dipped in hot wax to eliminate any 
moisture. 

The pickup coil is connected to the 
bias winding of the record-playback 
head through a condenser of .01 to 
.05 ufd. The exact value of this con- 
denser varies with individual head 
construction, but it can be found by 


(A) supply and takeup spindles; (B) tape 


guides; (C) pinch wheel; (D) erase head. See Fig. 8 for details of record head. 
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Fig. 6. Mechanical details show construc- 
tion of rewind assembly. A pointer type 
. knob fits over shaft ‘““X" shown in diagram. 


connecting a radio pilot light in series 
with this coil, the condenser, and the 
head. Various condensers should be 
tried. The one which resonates with 
the head will show the brightest glow 
of the lamp. The condenser used in 
the recorder shown is .035 #fd. 

A 6-pole, 2-position switch makes 
all switching operations from record 
to playback simultaneously. This in- 
cludes the switching of a.c. from one 
pilot light to another, indicating rec- 
ord or playback position. Since in- 
put and output circuits are brought 
close together in this switch, it is 
necessary to shield all leads to the 


switch. If this is not done, hum and 
undesirable feedback will result. 

The input transformer is used in 
playback position only. It is neces- 
sary because the impedance of the 
playback head is very low. It is very 
important that this transformer be 
well shielded and placed so as to pick 
up a minimum of hum. A standard 
input transformer with Permalloy 
shielding is best. 

The volume indicator is a small 
neon bulb which is mounted through 
the top panel. It is connected as 
shown in the schematic, and the con- 
trol Rx» is adjusted to allow the lamp 
to fire at the peak of the signal when 
proper recording volume has been 
judged by trial. 


Record-Playback and Erase 
Heads 


The record-playback head is essen- 
tially an electromagnet with an en- 
tirely closed magnetic circuit except 
for a small gap at which point record- 
ing takes. place. The core for this 
head must be made from thin lami- 
nations of high permeability material 
such as Permalloy. Silicon | steel 
which is used in most transformers is 
definitely not suitable. 

If the laminations were cut from 
sheet stogk they would have to be 
hydrogen annealed before they would 
be suitable for use in a_ recording 
head. This process is far beyond the 
scope of anyone who does not have 
the specialized expensive equipment 
necessary for such annealing. For 
this reason it is necessary to secure 
laminations which have already been 
annealed, and which will require a 
minimum of cutting so that the mo- 
lecular arrangement of the material 
will not be disturbed. 

Such laminations are employed in 
the small transformers used in many 


Fig. 7. Top panel view shows direction of tape travel during record operation. Parts shown 
are: (A, C, and D) guides; (B) erase head: (E) record head: (G) pinch wheel; and (H) capstan. 


SUPPLY REEL 


——- 


- 


microphones, and they are used jn 
the midget transformers often called 
“Ouncers.” Suitable transformers are 
available from the Leotone Radio Co, 
The cost is 49 cents. 

The laminations in these transform. 
ers are of two sizes, the smal! ones 
being the more suitable. Figs. 84 
8B, and 8C show the steps necessary 
in the preparation of the individua] 
laminations. “A” shows the lamina. 
tion as it is taken from the trans- 
former, the dotted line indicating 
where it should be cut. “B” shows 
one-half the original lamination after 
the cut has been made, with a dotted 
line indicating the second cut. “CC” 
shows the finished lamination. 

Enough of these laminations are 
cut to make two stacks 4” high. 
These are stacked together carefully, 
the back edges cleaned, after which 
they are carefully clamped together in 
a small vise and the edges tacked with 
solder. The solder should be placed 
on the back edges only. Each half of 
the core is then smoothed up and any 
irregularities removed with a small 
file of the type used for smoothing 
ignition points. It is important that 
the two lower ends be exactly square 
and smooth so that a tight fitting 
butt joint will be made when the 
two halves of the core are placed to- 
gether. Care must be taken to keep 
from removing too much metal from 
the pointed parts of the laminations 
where the gap will be. 

After each half-core is smoothed 
up, the coils are wound as indicated 
in Fig. 8. Scotch tape is used for 
insulation between the windings and 
the core. “D” represents the begin- 
ning of the winding, “E” the tap, and 
‘F” the end of the winding. In con- 
necting the head to the amplifier, note 
that in recording, the 130 turn wind- 
ing is connected to the oscillator and 
the 30 turn winding to the output 
transformer through a 7 ohm non- 
inductive resistor. The tap “E” is 
grounded. In playing back, the 130 
turn winding is used, while the 30 
turn winding is switched out of the 
circuit. 

After winding, the two halves of 
the head are butted tightly together 
with a .001” brass shim at the gap. 
The edges are fastened with solder 
and the faces of the head are very 
carefully finished with a point file so 
that the magnetic tape can make pos- 
itive contact with the face of the 
head at the gap. This is most im- 
portant, and the success or failure of 
this head will depend to a large extent 
upon how well these faces are finished. 
The construction of the entire head 
is a very delicate process, and the ut- 
most care is necessary if a high fidel- 
ity head is to be the result. 

The head is mounted in a small 
sheet-steel case which serves to shield 
it to some extent from the a.c. fields 
of the driving motor and power trans- 
former. The exact placement of the 
head should be determined by experi- 
ment if the least amount of hum is 
to be picked up. Fig. 7 indicates ap- 

(Continued on page 166) 
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Fig. 1. Webster Model 80 wire recorder mechanism. Keyed parts are as follows: (A) 
“Heavy” brake spring on supply spool; (B) Brake lever: (C) “Light” brake spring on sup- 
ply spool; (D) Supply spool; (E) Idler wheel; (F) Head: (G) Brake actuating lever: 
(H) Motor shaft and drive wheel; (J) “Operate” switch and lever; (K) Brake actuating 
lever; (L) “Heavy” brake spring on takeup spool; (M) Brake lever: and (N) Takeup spool. 


HN general, the basic principles of 
all wire recorders are identical. 
While there are many possible 
variations, essentially a system con- 
sists of a supply spool for the wire, a 
recording-bias-playback head, a take- 
up spool, and a mechanical means for 
transporting the wire from one spool 
to the other, the direction of wire 
travel depending on whether record- 
ing, playback, or rewind is desired. 

Many different mechanical arrange- 
ments are used to accomplish these 
functions. These arrangements vary 
widely with different manufacturers’ 
ideas. Some use elaborate Systems 
employing dual motors, independent 
heads for recording and playback, au- 
tomatic shutoffs in the event of wire 
breakage, electrically operated brakes, 
etc. 

The tentative standards for wire 
travel have been set at two feet per 
second for recording. Some units use 
a capstan drive to insure that the wire 
travel is exactly this speed irrespec- 
tive of the amount of wire remaining 
on the spools. However, it is general 
practice to transport the wire by driv- 
ing the takeup drum at a constant 
speed. Due to the small variation in 
speed of wire travel by this method, 
this type of drive has been adopted by 
the majority of the manufacturers of 
popular priced units. 

A typical unit of this type is the 
Webster Model 80 wire recorder. This 
unit uses a single motor for both re- 
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cording-playback and rewind. The 
motor is mounted by means of pivots, 
permitting it to engage either the 


An explanation of details 
and functions of the various 


parts of a typical recorder. 


By 


RAY FRANK 
Assoc. Editor, RADIO NEWS 


takeup or rewind drum, simply by 
shifting a lever. As a result of the 
proper choice of idler diameters, the 
rewind speed is approximately seven 
times that of the recording speed, per- 
mitting rapid rewinding. 

A combination head is used for re- 
cording, bias, and playback. Details 
of this head are shown in the exploded 
view in Fig. 2. The head is equipped 
with a plug-in arrangement, which 
permits the rapid replacement of 
heads for servicing. The head travels 
up and down during the operation of 
the machine, to level wind the wire on 
the spools. 

A view of the recorder mechanism 
with the cover plate removed is shown 
in Fig. 1. With the “operate” switch J 
in neutral position, the motor, with its 
drive wheel, is disengaged from both 

(Continued on page 152) 


Fig. 2. Exploded view of combination head. Parts shown include: (A) Winding bobbins; 
(B) Wound bobbins; (C) Laminations; (D) Completed head assembly; (E) Contact pins 
and ground strap; (F) Lower half of case: (G) Lower half of case with pins; (H) Upper 
portion of head and shield plate: (J) Head assembly ready to install: (K) Head 
assembly installed in lower half of case: and (L) The completely assembled head. 
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INCE the advent of basic wire re- 
&& corder mechanisms there have 

been many amplifiers built to en- 
able such units to be-used for record- 
ing and playback. Some have given 
excellent results, while others have 
been an endless source of trouble, due 
to the failure of constructors to ob- 
serve certain necessary precautions. 

To alleviate this trouble, the engi- 
neers of Webster decided to design a 
“foolproof” amplifier for use with 
their Model 79 basic unit. The ampli- 
fier to be described is the result. 

The unit uses nothing but standard 
parts, and due to the type of circuit 
employed, no difficulty will be experi- 
enced with oscillation. Previous de- 
signs using a common switch for the 
grid and plate circuits frequently gave 
trouble unless the builder resorted to 
extensive shielding between switch 
sections. 

The circuit is unusual in that a 6SN7 
is used in cascade for the second stage. 
This tube is employed as an inverter 
which allows the recording signal to 
be taken off out-of-phase with the 
6SJ7 grid thus eliminating any tend- 
ency toward oscillation when an un- 
shielded common switch is used to con- 
trol both grid and plate circuits. 

An examination of the diagram re- 
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Amplifier unit with cover removed. 


Although designed for use with a specifie wire 
recorder, this amplifier is basically the same as 


those used with all types of wire and tape machines. 


veals what appear to be two gain con- 
trols. Actually, the control R, in the 
grid circuit of the second half of the 
6SN7 is a screwdriver adjusted poten- 
tiometer. Once set for the proper 
level, it requires no further adjust- 
ment. The proper technique for ad- 
justing this control will be described 
later in the article. 

To insure recording at the proper 
level, a meter is provided to monitor 
the signal fed to the recording head. 
By using this type of monitor indica- 
tor, the possibility of overmagnetizing 
the wire is reduced. While this over- 


Webster-Chicago Model 79 wire 
recorder with amplifier. Basic re- 
corder unit as shown is available 
at most retail radio parts outlets. 


1C AMPLIFIER 
Wire Recorder 
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magnetizing is not serious it does in- 
troduce distortion, and if carried to 
the extreme, it will be impossible to 
erase recordings by normal means. 
However, the wire is not necessarily 
ruined, as a small piece of. permanent 
magnet is available which will restore 
overmagnetized wire to its original 
condition. 

The entire amplifier is constructed 
on a chassis measuring 5” x 10” x3’ 
equipped with a ventilated cover and 
handle. Plugs and cables are provided 
for connecting the unit to the micro 
phone, radio, and basic recorder unit, 
as well as to the a.c. line. The level 
indicating meter is mounted in the 
cover of the amplifier, and is furnished 
with a plug and cable arrangement for 
connection to the amplifier. 

The mechanical layout of the am. 
plifier is clearly visible from the pho- 
tographs and this layout should be 
closely followed if optimum, hum free 
performance is to be obtained. Power 
supply components, consisting of the 
power transformer, filter condensers, 
and rectifier tube, are mounted on the 
left hand side of the chassis to remove 
them as far as possible from the high 
gain input circuits, in order to avoid 
hum difficulties. 

The 6V6GT bias oscillator tube 
mounted next to the 6X5GT rectifie 
tube along the rear edge of the chassi 
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» 6SN7 is located at the right rear 
pr, with the 6SJ7 mounted just 
pve the gain control. The Jones plug 
t to the filter condensers is used 
connections to the level meter and 
#o permit the cover of the amplifier to 
removed for servicing without un- 
sidering leads. 

» The controls along the front from 
to right are: “on-off” switch, pilot, 
rd-listen switch, and gain. A bot- 
plate equipped with four rubber 
“mounting feet is used for the protec- 
“Mion of components and additional 
Phielding. 

» The under view of the chassis shows 
the location of the various compo- 
nents. The filter choke is mounted on 
the left hand flange of the chassis, 
directly under the power transformer. 
For protection of the power trans- 
former and other components in the 
event of a parts failure, an extractor 
type fuse post is mounted on the rear 
flange of the chassis. The line cord is 
brought through a rubber grommet 
between this fuse and the left edge of 
the chassis. 


in the approximate center of the chas- 
sis, close to the 6V6GT oscillator tube. 
The transformer-T: is located between 
this coil and the filter choke. 

The preset level control R, is fas- 
tened to the chassis by means of a 
small bracket, at a point close to the 
6SN7 tube. Placement of most of the 
other parts may be readily seen by an 
examination of the photographs. 

Wiring is simple and straightfor- 
ward and should present no difficulty. 
It is advisable to put in the heater 
leads first, making certain that all 
grounded heater leads make good con- 
tact with the chassis. Shielded wire 
should be used for all leads from the 
input up to and including the grid of 
the second section of the 6SN7, to 
avoid the possibility. of hum pickup 
and oscillation. 

For best results it is imperative 
that the ground terminal from the 
oscillator coil be carried direct to the 
flexible lead connecting the recording 
head. As the oscillator generates five 
watts of r.f. it is necessary that the 
circulating currents be confined to 


quires direct-leads rather than de- 
pending on the chassis for the return 
for this circuit. This precaution will 
preclude the possibility of the r.f. 
getting into unwanted circuits. 

The primary of the output trans- 
former is used in the plate circuit of 
the 6V6GT to add to the plate load of 
the tube and permit it to operate as a 
true beam power tube. With only the 
plate load of the oscillator coil, the 
inductance in the plate circuit of the 
tube would be inadequate to give suf- 
ficient output for the bias and erase 
coils in the recording head. 

Only the primary of the transformer 
is used, and the secondary leads may 
be cut off or taped and tucked out of 
the way. Possibly, an audio choke 
could be used in this position, but un- 
less several chokes of various ratings 
are available for comparison with the 
output transformer, it is suggested 
that the transformer specified be used. 

When construction and wiring have 
been completed, the amplifier should 
be checked for proper voltages, as in- 
dicated on the diagram. A high resist- 


The bias oscillator coil is mounted their respective circuits, and this re- (Continued on page 168) 
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Complete schematic diagram of recorder amplifier for the wy 
Webster-Chicago Model 79 wire recorder. Equalizing circuit as RFC 
shown is for a high impedance (15,000 ohm) head. Should this ea 
amplifier be used with other types of wire or tape recorders, .—— wd 
the input, output, and equalizing circuits may require alteration. uM 
Top terminal of P,; serves as input for external phono unit. 
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R;, Ri~—68,000 ohm, 2 wm. res. 

R. .7 megohm, 3 w. res. 

R,—47,000 ohm, 2 wm, res. 

R,, Rs—220,00 ohm, 2 w. res. 

R,—1 megohm pot. 

R-—100,000 ohm, 2 w. res. 

R,—470 ohm, 1 w. res. 

Ro—250,000 ohm pot. 

Ryo, Ry: — 39,000 ohms, 2 w. res. 
R,<—20,000 ohm rheostat 

Riz, Ry; —820 ohm, 2 wm. res. 
Ryw—270 ohm, 1 w. res. 

R,7—10,000 ohm, 20 w. wirewound res. 
C,—.001 yfd., 600 v. cond. 

Co, Cs—.05 ufd., 400 +. cond. 

C,—.01 pfd., 400 v. cond. 

CsCi7, CeC-—20/20 ufd., 450/450 v. elec. cond. 


Cs, Crp —-02 yufd., 400 v. cond. 

Co—10 ufd., 25 v. elec. cond. 

Cyu—-S5 pufd., 400 v. cond. 

Cis, Ciz—.002 ufd., 400 v. cond. 

Cig—.-01 pfd., 600 v. mica cond. 

Cis, Cye—.002 ufd., 600 ». mica cond. 

T,—Power trans., 300-0-300 @ 55 ma., 5 v. 
@ 2 amps., 6.3 v. @ 2.7 amps. (Stancor 
#P6119 or equivalent) 

T.—Output trans. 5000 ohm plate to 4 ohm 
v.c. 5 w. max. audio, 40 ma. max. d.c. 
(Stancor #43877 or equivalent) 

CH,—16 hy. @ 50 ma. filter choke (Stancor 
#C1003 or equivalent) 

F,—1 amp. fuse 

S,—4-pole, 2-pos. mnon-shorting rotary sw. 

(Mallory Type 1312L or equivalent) 


S.—S.p.s.t. toggle sw. 

P.—Input socket and plug, 3-contact’ (Jones 
#303-AB or equivalent) 

P.—Output socket. and plug, 2-contact (Jones 
#302-AB or equivalent) 

L,— Osc. coil 35 to 40 ke. (Webster #65P015 
or equivalent) 

RFC—10 mh, r.f. choke 

M—0O-500 microammeter (Triplett 
equivalent) 

Rect.— Meter rectifiers (Conant Series 160 or 
equivalent) —~ 

Microphone—Any high wmpedance crystal or 
dynamic with output level of -55 db. or 


better 
1—6V6GT tube 1—6SJ7 tube 
I1—6X5GT tube 


327T oF 


1—6SN7 tube 
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© )* ECORDING and playback ma- 
= | chines designed for magnetic 
tape fall into two classes, one 
for home use—the other for broad- 
casters, etc. In its simplest form the 
magnetic tape machine is_ ideally 
suited for home use. Such a machine 
is the. Brush “Soundmirror” BK-401, 
which we will use as an illustration. 


Over-all view of the Brush 
“Soundmirror” BK-401 mag- 
netic tape recording unit. 


Reference to the schematic diagram 
(Fig. 2), which has been subdivided 
into various blocks and the block dia- 
gram (Fig. 1) will permit the reader 
to understand the functions of the tape 
recorder. The input amplifier, Section 
A, utilizes a 6SJ7 tube as a high gain 
amplifier stage having a grid-to-plate 
gain in excess of 100. The microphone 


Fig. 1. Block diagram shows functional operation of tape recorder. 
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The Brush “‘“Soundmirror”’— a tape 
recorder suitable for either 


studio or home recording. 


jack disconnects the radio input cir- 
cuit when the microphone plug is in- 
serted. When recording, this stage 
amplifies the signal from microphone 
or radio inputs and, when playing 
back, it amplifies the signal from the 
play head. 

Where local transmitters cause in- 
terference it is possible that the high 
gain of the 6SJ7 stage may cause rec- 
tification of signals from nearby trans- 
mitters. If this condition should exist 
it may be corrected by connecting a 
500 uufd. mica condenser between the 
grid and the cathode terminals on the 
6SJ7. This connection must be made 
directly at the tube socket terminals. 
Also, another 500 uszfd. mica condenser 
should be inserted between the cath- 
ode terminal of the tube andthe chas- 
sis ground, right at the closest possible 
position to the tube socket terminal. 

The following tube is a type 6SN7. 
This is the play amplifier stage. Half 
of the tube is used in the second stage 
of the amplifier and feeds the phase in- 
verter. When recording, this stage 
serves as a monitor amplifier. When 
playing back, it amplifies the signal 
from the recording medium. This 
stage includes the play volume control 
and the frequency compensating cir- 
cuits for playback. The remaining tri- 
ode of the 6SN7 tube is the second 
stage amplifier which feeds Section E. 
This stage includes the record volume 
control as well as the frequency com- 
pensating circuits for use in the re- 
cording action. 

The second record amplifier, Section 
E, is the final audio stage used during 
recording and employs a 6SJ7 tube. 
During recording it supplies the audio 
signal to the record-reproduce head 
through the audio coupling condenser. 
The 30 kc. bias current is introduced 
in this stage. It is fed to the plate cir- 
cuit of the 6SJ7 through a coupling 
condenser and results in a current 
through the recording head coil which 
is a mixture (not a modulation) of the 
(Continued on page 140) 
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New Hazeltine development permits low-cost, new 


band, FM receiver of relatively good pertormance. 


TV: Hazeltine “FreModyne” cir- 
cuit combines superheterodyne’ 
and superregenerative principles 
to form a sensitive, simple, and prac- 
tical FM detector. It is the result of 
extended theoretical and practical de- 
velopment work, and is intended pri- 
marily for addition to low-priced AM 
receivers in order to bring FM pro- 
grams within the reach of all income 


. groups. 


The circuit utilizes only one dual 
triode to convert the relatively weak 
FM signals from the FM antenna into 
an audio signal voltage which is large 
enough to operate the conventional 
audio system of AM receivers. 

In the “FreModyne” circuit one 
triode of the dual-triode tube serves 
merely as the local oscillator neces- 
sary for superheterodyne frequency 
conversion. The other triode per- 
forms four functions, operating as 
(1) a superheterodyne converter to an 
intermediate frequency of about 22 
megacycles, (2) a superregenerative 


if. amplifier of high gain, (3) a con- 
verter from FM to AM and (4) a 
detector delivering audio output. For 
brevity this triode is hereafter re- 
ferred to as the superregenerator. 
The FM signal is converted to AM by 
side-tuning the receiver. 

The use of the superheterodyne 
principle in the ‘“FreModyne” circuit 
greatly reduces signal-frequency ra- 
diation compared to a conventional 
superregenerator (approximately 30- 
40 decibels reduction), and provides 
more uniform superregenerative op- 
eration. The circuit also includes a 
special automatic stabilizing arrange- 
ment permitting the regeneration con- 
trol of the normal superregenerative 
receiver to be discarded. This sta- 
bilizing circuit also permits a quench 
wave of special shape to be obtained 
which gives good selectivity, good 
audio output, and quite linear FM 
detection. 

Being side-tuned for FM reception, 
a “FreModyne” receiver has two re- 


Diagram of FreModyne superregenerative superheterodyne FM circuit. 
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sponses for each station, both of 
which represent correct tuning. This 
compares with three responses in con. 
ventional FM receivers, only one of 
which represents correct tuning. The 
two responses obtained are quite close 
together on the dial, and many people. 
including engineers, have operated a 
“FreModyne” receiver for several 
minutes before realizing that there 
was more than one response. 

The FM signal picked up by the 
antenna is applied through a signal. 
frequency tuned circuit to the grid of 
the superregenerator. Here it 
mixed with the local-oscillator signal, 
produced by a conventional Colpitts 
oscillator circuit. The resulting 22. 
megacycle signal is amplified by a 
Colpitts-oscillator type of superre- 
generative detector, and audio is re- 
covered across a 22,000 ohm resistor 
in the lead from cathode to “B 
minus.” After filtering out quench 
and applying de-emphasis, the audio 
signal is delivered, ready to be fed 
to a conventional audio amplifier. A 
resistor of 1500 ohms and a condenser 
of 2500 uufd. control the quench wave 
shape. Another resistor of 150,000 
ohms and an electrolytic condenser of 
10 uwfd. permit stabilized operation 
with a large audio output. 

A low-priced AM-FM receiver using 
the “FreModyne” circuit can be ob- 
tained by adding the single ‘“Fre- 
Modyne” double triode to a conven- 
tional four-tube-plus-rectifier AM re- 
ceiver. The “FreModyne” circuit then 
merely uses the audio amplifier and 
power supply of the AM set. This 
arrangement permits very simple 
switching of the audio and plate-volt- 
age supply when changing from AM 
to FM. 

The usable FM sensitivity of the 
“FreModyne” receiver in its present 
stage of development is represented by 
the quieting sensitivity of the order of 
74 decibels below one volt (200 sv.) 
and not by the maximum sensitivity 
(which includes values with unusable 
signal-to-noise ratio). A signal 
weaker than 74 decibels can be heard 
but at a correspondingly poorer sig- 
nal-to-noise ratio. For example, an 
83 decibel (70 xzv.) signal gives ap- 
proximately 20 decibels_ signal-to- 
noise ratio. The amount of radiation 
is considerably less than that of con- 
ventional superregenerative receivers 
and somewhat less than many con- 
ventionally designed medium-priced 
FM receivers. 

The selectivity of the “FreModyne” 

(Continued on page 156) 
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Fig. 1. Panel view of the G.E. 
Model YGS-3 signal generator. 


By JACK NAJORK 


General Electric Company 


This instrument incorperates four separate units 


— r.f.. FM. 


and audio oscillators, 


and a crystal 


ealibrator. Each can be used alone or in combination. 


PYENHE accelerating popularity of 

FM reception has left in its wake 

a widespread need for a moder- 
ately priced, portable signal genera- 
tor capable of supplying the audio and 
radio frequency voltages required for 
the alignment of both AM and FM 
receivers. 

The basic requirements for an in- 
strument of this type may be listed 
briefly as follows: 

1. Extended r.f. coverage, continu- 

ous from 100 kc. to at least 110 


mc. 

2. An r.f. output of at least .1 volt 
throughout entire frequency 
range. 


3. Provision for amplitude and fre- 
quency modulation. 

4. Low distortion source of audio 
frequency voltage for modulation 
and audio measurement pur- 
poses. 

5. Method of determining r.f. out- 
put; percentage of amplitude 
modulation and deviation of 
FM output voltages. 

While not essential, the inclusion of a 
secondary frequency standard for in- 
ternal and external calibration pur- 
poses would prove a useful adjunct 
and would round out the over-all ver- 
satility of the equipment. 

These basic requirements can be en- 

larged upon to practically any degree 
February, 1948 


by the addition of various refinements, 
but for practical applications in the 
general field of radio service work, a 
compromise between utility, opera- 
tional simplicity, and cost is indicated. 
The signal generator to be described 
was designed primarily for radio serv- 
ice applications; however it will also 
find wide utility in laboratories, pro- 
duction lines, test departments, etc. 

Eleven tubes, seven miniature and 

four octal, are employed in the G.EZ. 
Model YGS-3 AM-FM signal genera- 
tor which consists basically of four 
units: 

1. An r.f. oscillator with a funda- 
mental frequency range of 100 
ke. to 150 mc. in seven bands. 

2. An FM oscillator with center 
frequencies of 1, 20, and 50 mc. 
and maximum frequency devia- 
tions of +20, +300, and +750 
ke. respectively. 

3. A low distortion, variable fre- 
quency audio oscillator. 

4. A one megacycle crystal cali- 
brator. 

These four units may, by front panel 
control, be employed independently or 
combined in any logical combination. 
Both AM and FM oscillators may be 
modulated by any audio frequency 
within the range of the audio oscilla- 


tor or, if desired, may be modulated . 


by an external source. The FM os- 


cillator may be modulated and mixed 
with the r.f. oscillator to produce any 
desired FM output frequency within 
the beat frequency range of the two 
oscillators. Amplitude modulation 
and frequency deviation are continu- 
ously variable and 30% amplitude 
modulation or the specified frequency 
deviation is indicated by calibrated 
sections of a dual electron ray tube. 
The RC type audio oscillator provides 
good stability, low distortion, and 
essentially flat output throughout the 
designated frequency range and in- 
cludes provisions for simultaneously 
supplying the modulating voltage for 
the FM oscillator and the horizontal 
amplifier (sweep) voltage for an ex- 
ternal oscilloscope. 

An extended, continuous radio fre- 
quency coverage of 100 kc. to 150 
mec. immediately poses many prob- 
lems in physical layout, bandswitch- 
ing, wiring, shielding, and attenua- 
tion. Lead inductances in the 100 mc. 
region become an important factor 
and necessitate close physical prox- 
imity of radio frequency components. 
A compact, well-planned physical ar- 
rangement, essential from the stand- 
point of satisfactory high frequency 
operation, also contributes advanta- 
geously to shielding and attenuation 
by effectively confining strong radio 
frequency fields to a relatively small 
section of the equipment. These ad- 
vantages are gained by deviating from 
the conventional, single-deck chassis 
layout and employing instead, indi- 
vidual “U” shaped brackets secured 
to the main chassis with the open ends 
of the “U” vertical... Controls are 
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uped on the front or panel section 
gf the “U”, and tube sockets, with 
tubes projecting horizontally to the 
rear, are fastened to the back section 
together with associated bypass con- 
gensers, resistors, etc. This type of 
gonstruction permits short leads, com- 

ct grouping of components, and also 
jends itself well to subassembly manu- 
facture. Three “U” subassemblies are 
ysed. Viewing the instrument, Fig. 6, 
from the top with the front panel 
forward, the right hand section con- 
tains the r.f. oscillator (with shield 
gover removed); the center section 
pouses the FM oscillator, reactance 
modulator and crystal oscillator; and 
the third bracket contains the audio 
gscillator and indicator amplifier. The 
rf. rectifier and mixer tubes are lo- 
eated on a small bracket directly un- 
derneath the r.f. oscillator. 

In view of the extremely wide fre- 
quency coverage required, the use of 
a single section tuning condenser and 
band-switched coils for all ranges is 
jmpractical, since it is impossible to 
obtain the necessary L to C ratios re- 
quired for adequate bandspreading at 
the higher frequencies without resort- 
ing to complicated padder-condenser 
switching arrangements. Bandswitch- 
ing in the 100 mc. region is, in itself, a 
problem because of lead inductance 
factors and lowered circuit efficiency 
through losses in switch contacts and 
insulation. To circumvent these design 
difficulties, two separate, electron- 
coupled oscillator circuits are em- 
ployed in conjunction with a special, 
three-gang tuning condenser. The 
lower frequency oscillator tunes from 
100 ke. to 70 mc. and employs either 
one or two sections of the tuning 
condenser depending on the band se- 
lected. The high frequency oscil- 
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Fig. 3. Rear view of signal generator. Screws on left bracket are inductive 
and capacitive calibration adjustments for the variable oscillator. Four holes 
in the middle bracket permit access to FM oscillator tri er condensers. 


lator is designed for exclusive oper- 
ation in the 70 to 150 mc. band and 
is tuned by a self-supporting coil 
permanently connected to the remain- 
ing section of the three-gang conden- 
ser. This arrangement permits the 
selection of constants which result in 
a favorable L-C ratio on all bands 
with no compromise of efficiency or 
flexibility. Dial tracking difficulties, 
which usually increase with frequency, 
are simplified in the 70 to 150 me. 
band since the gang section employed 
for this range is required to track with 
only one tuning curve. Hence, con- 
denser knifing, if necessary, need not 
be compromised for average accuracy 


on two or three bands as is usually 
the case. 

Switching from the high to low fre- 
quency oscillator is accomplished by 
opening the screen lead of the oscilla- 
tor tube not in use and is a function 
of the frequency bandswitch. The d.c. 
power input to either oscillator is con- 
trolled by a potentiometer (R») which 
varies the screen voltage of the tube 
in operation. The untuned plates of 
the oscillator tubes are paralleled and 
fed into one grid of the 6J6 dual triode 
mixer tube which functions as a cath- 
ode follower, delivering low impedance 
voltages to the output attenuator net- 

(Continued on page 106) 


Complete parts list for G.E. Model YGS-3 signal generator. Schematic diagram is shown on opposite page. 


R,, Riz 82,000 ohm, 12 w. res. + 5% 

Ro, Ryg—Dual 500,000 ohm pot. 

R:—25,000 ohm pot. 

R,— 5600 ohm, 2 w. res. + 10% 

R;—2000 ohm, 2 w. res. + 5% 

R,, Ra—100,000 ohm, 1 w. res. 

R:z, Ru, Ra, Ree —4700 ohm, 1 w. res. 

Rs, Rog —560 ohm, 2 w. res. + 10% 
Ru, Ru, Rs 51 470,000 ohm, 

R..—1500 ohm, 2 ". res. + $% 

Ri; —680,000 ohm, ! /2 »- res. 

md Ry — 33,000 ohm, w. res. 


Vy w. res. 


R,;—500,000 ohm ae S.J) 
/z 


Riy—22,000 ohm, 


res. 


Ris, Rox —1000 ohm, 1 ». res. 


Riy—1 300 ohm, 


Ra—50,000 ohm, 4 w. wirewound pot. 
Vy w. res. + 10% 
Rx, Ro— 47,000 ohm, 


Ra—27,000 ohm, 


Ry—10,000 ohm, 
Ro-—56,000 ohm, 


Vy w. res. + 10% 


Vy w. res. 


ly w. res. + 10% 
Vy w. res. + $% 


Rx, Rsz—100,000 ohm, VY w. res. 
Ray— 330,000 ohm, Vy w. res. + 10% 
Ray—6800 ohm, } V3 w. res. + 10% 
R«—2200 ohm, 2 w. res. + 10% 
Rs.-—270,000 ohm, 1 w. res. + 10% 
Ryx—22,000 ohm, 1 w. res. 
Rss—39,000 ohm, 1 w. res. + 10% 


Res, Rus, Rig —1 megohm, 2 w. res. 
Rig —120,000 ohm, 1 w. res. + 10% 
R,;*—2000 ohms 

R,,*—8000 ohms 

Ry; —8200 ohm, 1 w. res. + 10% 

Ry —100,000 ohm, 12 w. res, + 10% 
Ry-—470,000 ohm, ¥2 w. res. + 10% 
Rsx—5.1 ohm, 2 w. res. + 10% 
Rs.— 3300 ohm, 1 w. res. 
Rs;—33,000 ohm, 1 w. res. + 10% 
Rs:—27,000 ohm, 1 w. res. + 10% 
Reg—430 ohm, 12 w. res. + 5% 


R:-—10,000 ohm, 5 w. wirewound res. + 3% 


Roo —56 ohm, 2 w. res. + en 

Reo, Rev, Res, Ree —510 ohm, VY, w. res. + 5% 

Re, Reg, Res —62 ohms, 2 ». ao + 5% 

Re;**—50 ohms 

Ryg**—Over 700 ohms 

Reo, Rr —100 ohm, V2 w. res. + 5% 

C,, Cx—.0075 ufd. mica cond. + 5% 

Cs—.002 ufd. mica cond. + 5% 

Cy, Ca, Cay, Cor—-01 yfd., 600 v. cond. 

C;—.25 ufd., 600 ». cond. 

Co—56 uufd. mica cond. + 20% 

Cr, Cu—.01 ufd. mica cond. 

Cy, Con, Cos —33 uufd. ceramic cond. + 20% 

Cyo—51 wufd. ceramic cond. + 20% 

Cro Cir» Caz Cos, Can, Cor. Car—1500 puufd. 
ceramic cond. + 20% 

Cus, Cur —4 7 uufd. ceramic cond. + 20% 

CuC, LL Cun CoCaCeCer—Var. trim- 
mer strip, each section 1.6 to 18 upufd. mica 

Cay—110 pwufd. ceramic cond. + 10% 

Cy,—.02 ufd., 600 v. cond. 

Cp***—50 ufd., 25 v. elec. cond. 

Cor—4 ufd., 450 v. elec. cond. 

Cus, Cor —110 ufd. mica cond. + 20% 

Cuy—27 uutd. mica cond. + 20% 

Cy,—.005 pufd., 400 v. cond. 

Cas— 18 pwufd. mica cond. + 20% 

Cy—1.5 to 10 wufd. var. mica trimmer 

Cw, Cu, Cu—3-sec. tuning cond. (Cw-64.6 
putd.; Cyg-129.2 wufd.; Cag-335.8 wpufd.) 

Cus, Cur —01 pfd., 130 v. a.c. cond. 

Cur, Cun***—8 ufd., 450 v. elec. cond. 

Cy***—8 ufd., 350 v. elec. cond. 

Cu—10 ufd., 450 v. elec. cond. 

Csi—i150 uufd. mica cond. + 20% 

Cro, Ce—-05 ufd., 600 v. cond. 

Cus—1000 pufd. ceramic cond. + 20% 

F,—1 amp. fuse 

PL,—120 vy. lamp (G.E.) 3586/35, 3 w. 
delabra base 

Ju. Je, Ia, Ig—Chassis connectors 


can- 


Ji—R.f. 
S:—3-pole, 4-pos. audio sw. (G.E. SSW-023) 
S.—4-pole, 5-pos., 2-section selector sw. (G.E. 
S;—5-pole, 7-pos. 
S.—4-pole, 3-pos., 2-section FM osc. sw. (G.E. 


SSW-025) 
S;—S.p., 5-pos. step attenuator sw. (G.E. SSW- 
026) 
Se—S.p.s.t. sw. (on Rys) 
L,—Oxc. coil—Band F (G.E. SLC-013) 
Le—Osc. coil—Band E (G.E. SLC-014) 


= 


output cable assembly (G.E. SWX- 
003) or audio output cable assembly (G.E. 
SWX-002) 


SSW-022) 
3-section range selector sw. 


(G.E, SSW-024) 


. coil—Band D (G.E. SLC-015) 

. coil—Band C (G.E. SLC-016) 

. coil—Band B (G.E. SLC-017) 

. coil—Band A (G.E. SLC-018) 

Li, Le—FM ose. coil—10 & 1 me. (G.E. SLC- 
019) 


Ly, Li—R.f. coil—S0 & 20 me. (G.E. SLB- 
003) 


Lis—R.f. coil—10 me, trap (G.E. SLB-002) 

Lig—R.f. coil—crystal ose. (G.E. SL1-006) 

L sc. coil—Band G (No replacement part) 

—1000 ke. crystal 

RPC, RJ. choke (G.E. SL1-005) 
—Power trans. (G.E. STP-018) 

Ch Filter choke (GE. SLF-008) 

1—6SN7 tube 

1—6J6 tube 

4—6AK6 tubes 

1—6AGS tube 

1—6AF6G tube 

1—9006 tube 

1—6SL7 tube 

1—SY3 tube 

. Pas of a 10,000 ohm, 40 w. wirewound res. 
+ 10 


** Dual pot. (G.E. SRC-054) 
*** All in single unit 
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Basic principles | 
se 


of present-day rire 


to time that. several factors in 

the design and operation of mag- 
netic recording devices have not been 
given adequate explanation. An at- 
tempt will be made in this discussion 
to explain those points that appear to 
have the greatest importance. 


3 T HAS been pointed out from time 


Magnetic Media 


Media suitable for use in magnetic 


Technical Discussion 
of MAGNETIC 
RECORDING 


Fig. 1. Tape recorder recently developed by 
Armour Research Foundation. A dual head 
permits two-direction operation. One-half 
of tape width is used for each direction. 


ithe design and operation 


ad tape recording equipment. 


recording may include a variety of 
physical shapes, but must lie within a 
comparatively restricted range when 
consideration is given to magnetic 
properties. Most common commercial 
usage is today confined to extremely 
small diameter (in the order of .004”) 
wire, and thin tapes (approximately 
4%” width), which are coated with the 
magnetizable material which has been 
prepared in powder form. The tape 
base may be of any material that will 


Fig. 2. Frequency response characteristic of a high impedance (18.500 ohms at 20 
ke.) head without equalization. Output from head is approximately 13 millivolts. 
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Armour Research Foundation 


satisfactorily meet the requirements 
of flexibility and economy having, of 
course, a nonmagnetic characteristic, 
Plastic and paper-based tapes are 
commercially available. 

Recording magnetically is made 
possible because of the ability of some 
ferromagnetic materials to retain a 
certain amount of the magnetic in- 
duction after the applied fields have 
been removed. This retained induc- 
tion is termed “remanence.” Another 
important magnetic property is the 
“residual induction” which is defined 
as the magnetic induction at which 
the magnetizing force is zero when the 
material is in a symmetrically cyclic 
magnetized condition. As is commonly 
known, a characteristic relationship 
between “residual induction” and the 
“field intensity” which produces it is 
not of a straight line, or linear na- 
ture. While the degree of non-linearity 
varies depending upon the magnetic 
characteristics of the medium, it is at 
once apparent that recording over 
such a characteristic would result in 
high distortion content. This unde- 
sirable effect may be considerably re- 
duced through the application of a 
“bias” field which will be considered 
later. 

Wartime wire recorders were de- 
signed to operate with a .004” diam- 
eter medium carbon steel wire. While 
it was a recognized fact that this me- 
dium had some rather undesirable 
limitations, the exigencies of war did 
not permit further research into the 
problem at that time. Operation of 
these devices in tropical climates soon 
proved the vulnerability of this re- 
cording medium to moisture and con- 
sequent rust. Wire breakage resulted 
if the level wind mechanism became 
out of phase and caused wire overlap. 
While these recorders were not de- 


RADIO NEWS 


ewe a ee an ae 


ed for fidelity reproduction, the 
Jow signal-to-noise ratio and limited 
frequency response were also substan- 
tially attributable to the wire charac- 
teristics. Research was accordingly 
directed toward stainless steel alloys. 
48/8 (18% chromium and 8% nickel) 
stainless steel recording wire was de- 
yeloped as a result of this intensive 
research. Its qualities as a recording 
medium consisting of high signal-to- 
poise ratio and a minimum of cross- 
talk characteristics between adjacent 
strands of wire, were immediately rec- 
ognized. Special processes were devel- 
oped to insure optimum magnetic 
characteristics. Coercive forces in the 
order of 200-300 oersteds and B,’s near 
900 gauss appeared to approximate 
this ideal, although these values, of 
course, represent compromises from 
several standpoints. 

Magnetic recording tape is presently 
being manufactured by the Minnesota 
Mining & Manufacturing Company, 
the Indiana Steel Products Company, 
and the Brush Development Company. 
Inasmuch as there is a greater cross 
sectional area presented to the record- 
playback head with this medium, the 
speed with which it is driven past the 
head can be substantially less than 
with wire. While commercial home 
entertainment wire recorders all op- 
erate at the standard wire speed of 
2 feet-per-second, tape recorder speeds 
have not so far been standardized. 
Most tape devices, however, operate at 
either 74%” or 8” per second. At the 
relative wire and tape speeds in use, 
frequency response and dynamic range 
are quite similar when the two media 
are compared. Naturally, there are 
some advantages and disadvantages to 
both systems when specific applica- 
tions are considered; however, the 
buyer of a home entertainment re- 
corder must rely upon personal pref- 
erence when making a choice. A tape 
recorder employing two-direction op- 
eration and recently developed by the 
Armour Research Foundation, is 
shown in Fig. 1. 


High Frequency Bias 


Since the days of the original wire 
recorder, as designed and constructed 
by Valdemar Poulsen, it became ap- 
parent that it would be necessary to 
operate on a linear portion of the 
characteristic curve in some manner. 
This may be accomplished through 
the addition of superimposed alternat- 
ing or direct fields of proper magni- 
tude. The d.c. bias results in an inher- 
ent noise on the medium when the 
recording is played back. The appli- 
cation of a superimposed field has been 
termed “bias,” notwithstanding the 
fact that there exists no similarity 
between this usage and bias as it is 
commonly understood in the electron- 
ics field. 

When an alternating field is: used 
for bias, the medium is recorded sym- 
metrically about zero magnetization. 
Inasmuch as it is necessary to use a 
field considerably beyond the highest 
audio frequency recorded, the termi- 
nology “supersonic bias” has been ap- 
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plied. [See Bibliography 1, 2, 3, 7.) 


This bias is normally at least 5 times 
the highest recordable audio frequency 
so that no modulation components will 
lie within the audio range. The mag- 
nitude of the bias field is usually ad- 
justed to a value such that the operat- 
ing point with zero audio signal will 
be located at the lower knee on the 
residual magnetization curve. In gen- 
eral, this can be accomplished with 
low bias power. However, the opti- 
mum value is dependent upon the de- 
sign of the record head, and wire or 
tape being used. 

Inasmuch as it is highly desirable 
to use the wire or tape over again for 
successive recordings, it is necessary 
to furnish a means to demagnetize or 
erase the recorded signal. While this 
may be accomplished by applying a d.c. 
field, or even a permanent magnet, 
both systems result in magnetically 
polarized areas along the medium 
which will greatly increase the noise 
level on later recordings. In very 
much the same way that a magnetized 


Fig. 4. One of the first heads designed 
for stainless steel wire recording. 


watch is made magnetically neutral, 
the medium may be subjected to a 
high frequency erasing field before it 
approaches the record head to receive 
(Continued on page 147) 


Fig. 5. Closeup view shows head location on a converted 16 mm. pro- 
jector. This conversion was made by the Armour Research Foundation. 


Two familiar types of folded dipoles used for tele- 
vision. The basic dipole (Fig. 1) and a dipole with 


reflector for directional reception (Fig. 2) are shown. 


By W. W. WAYE 


Part 6. The concluding article of this series— 


covering a special type of antenna. 


The folded 


dipole is used effectively in many installations. 


N IMPORTANT characteristic 
of the highly directional an- 
tennas, previously described, is 

that they are also very selective. Any 
installation of such an antenna for 
the reception of more than one chan- 
nel must be based on a compromise 
of antenna efficiency. 

This can best be understood in 
terms of the tuning element, which 
is usually a dipole (of two metal rods) 
whose over-all length determines the 
television channel to which the dipole 
is best tuned, as shown in Table 1. 

For receiving only one television 
channel, the proper length of dipole 
plus a good wistallation results in 
near-perfect, ghost-free, “noise”-free 
reception on that particular channel. 
This approaches an ideal condition be- 
cause of the high degree of selectivity 
of such an antenna. But reception on 
adjacent channels usually will be fair 
to poor, depending upon the site and 
other factors. 

Usually, reception of two (or per- 
haps three) stations is desired, and 
the length of the dipole is based on a 
mean or average value of the best 
length for each of the two respective 
channels. The complete antenna is 


Fig. 3. 
weight construction. 


Two commercial types of folded dipoles, showing rod arrangement and light- 
Basic folded dipole (top), similar dipole plus reflector (bottom). 


then oriented and adjusted to obtain 
the best picture signals from the two 
different stations; signals that are 
free of ghosts and “noise” interfer- 
ence, and are relatively equal in terms 
of signal strength. This means that 
often the signal strength of one sta- 


Channel Use Over-all 

No. Frequency Dipole Length 

1 44 to 50 mc. 108 in. 

2 54 to 60 mc. $0 in. 

3 60 to 66 mc. 81 in. 

> 66 to 72 mc. 73 in. 

5 76 to 82 mc. 64 in. 

6 82 to 88 mc. 60 in. 
To favor two or more channels, take mean 
average. To receive all channels, use length 

of 78 inches. 


Table 1. Best length for any dipole to re- 
ceivo stations operating on channels 1-6. 


tion may be sacrificed (during orien- 
tation of the antenna) to favor a 
weaker signal on another channel. 
Such a compromise is particularly 
noticeable when the preferred chan- 
nels are well separated; as, for in- 
stance, channels 2 and 6, or, channels 
2 and 5, and so forth. Thus, whenever 
a directional antenna is used to re- 
ceive more than one television station, 
there inevitably is a compromise of 


Fig. 2 


either antenna or receiver efficiency, 
For many locations, this compromise 
proves to be an important installation 
problem. 

One solution is to install a separate, 
highly directional antenna for each of 
the channels desired. This is done in 
some metropolitan and industrial lo- 
cations, where ghost and “noise” in- 
terference are especially annoying and 
where considerable directivity is ré 
quired for each channel of reception. 
Such installations, however, demand 
duplicate antennas, mechanical or 
electronic switching, and other extra 
equipment; the work is extremely dif- 
ficult, specialized, and expensive. 

A more practical solution, for all 
suburban locations and for most ur- 
ban locations, is a special type of tele- 
vision antenna, known as the foldéd 
dipole, or so-called “broad-band” an- 
tenna (Fig. 1). 


The Basie Antenna 


The folded dipole, of which there 
are several variations, is primarily 
useful in areas where three or four 


Fig. 4. Method of mounting a typical folded 
dipole with connections for 300-ohm lead-in. 


RADIO NEWS 


‘ 


Fig. 5. (Left) Variation of basic folded dipole intended to provide broad coverage on all television channels. 
Use of commercial “neon suppressor” on sign plus coaxial lead-in permits “noise-free reception. Fig. 6. 
(Right) This type of folded dipole provides for adjustment of all tunable factors for maximum signal strength. 


strong television stations are in op- 
eration. Although similar in some 
respects to the ordinary (straight) di- 
pole, it has a number of important 
differences, as well as_ individual 
characteristics, which should be un- 
derstood before attempting any in- 
stallation. 

The important and characteristic 
ability of the folded dipole to accept 
picture signals on any channel (44 to 
88 megacycles) is offset, to a consider- 
able extent, by its lack of sensitivity 
to weak signals—sometimes called a 
lack of “gain.” Few types of so-called 
“broad-band” antennas are _ better 
than a single, ordinary dipole on any 
‘one channel. Lack of “gain” is us- 
ually most pronounced when attempt- 
ing to receive distant or low-power 
transmitters operating on channels 1 
or 6. This limitation has been con- 
siderably reduced by improved design 
of some commercial types of folded 
dipole antennas. To be adequate for 
television reception, the folded dipole 
should be constructed of tubing at 
least one-quarter inch, with spacing 
between the two lengthwise elements 
no greater than 3 inches, or less. 

Much as in the case of an ordinary 
dipole, the length of a folded dipole 
determines the television channel to 
which it is best tuned—with the im- 
portant difference that the length of 
the folded dipole is far from critical, 
because of its generally broad re- 
sponse characteristic. 

Most commercial types of the basic 
folded dipole (Fig. 3) have a standard 
length of about 60 or 70 inches—for 
“the middle of the band”—which us- 
ually proves adequate for reception of 


all channels in the band (44 to 88 
megacycles). 

The outstanding characteristic of 
all antennas of this type is their im- 
pedance rating of 300 ohms. Com- 
pared to the much lower impedance 
(72 ohms or less) of the ordinary di- 
pole, this is a decided advantage for 
television installations. The high im- 
pedance of a folded dipole permits an 
almost-perfect match to a_ typical 
300-ohm “twin-lead ribbon” lead-in 
(Fig. 4), and since most television re- 
ceivers are equipped with a balanced 
300-ohm input, the same “twin-lead 
ribbon” lead-in can be connected to 
the input terminals of the receiver. 
Such a well-matched (300 ohm) cir- 
cuit is extremely desirable in televi- 
sion work, because no Matching Sec- 
tion is necessary for insertion between 
the lead-in and antenna, almost all of 
the energy accepted ‘by the antenna 


- reaches the receiver with practically 


no loss of signal level, and any pos- 
sibility of picture distortion due to 
“noise” pickup is minimized consid- 
erably. 

One variation of the basic folded 
dipole, designed for uniform response 
on all television channels, has met 
with success in some _ installations 
(Fig. 5). However, the gain of the 
antenna is inferior to that of the basic 
folded dipole. 


Directional Types 


When properly mounted in an up- 
right position (Fig. 3A), the basic 
folded dipole has about the same di- 
rectivity as an ordinary dipole, and 
receives picture signals equally well 
from either front or back. 


Fig. 7. The “Duoband” antenna is a modified folded dipole for 
complete coverage of both upper and lower TV frequency bands. 
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Channel Use Over-all 
No. Frequency Dipole Length 

7 174 to 180 mc. in. 

8 180 to 186 mc. 28 in. 

8 186 to 192 mc. 27 in. 

10 192 to 198 mc. 26 in 

ll 198 to 204 mc. 25 in 

12 204 to 210 mc. 24 in 

13 210 to 216 mc. 23 in 
To favor two or more channels, take mean 
average. To receive all channels, use length 

of 26 inches. 


Table 2. Best length for any dipole to re- 
ceive stations operating in upper TV band. 


The folded dipole can be made di- 
rectional in a very conventional man- 
ner, by the addition of a reflector 
element—usually an ordinary 
(straight) dipole. With such an ar- 
rangement (Fig. 3B), the antenna not 
only restricts reception to one direc- 
tion, but it has a much higher “gain” 
in that direction and thus receives 
stronger signals. 

Although popularly called a “broad 
response” device, the addition of a 

(Continued on page 170) 


Fig. 8. Importance of height is demonstrated 
by these two installations of “Duoband” 
antennas. Folded dipole at left received 
only weak signals from one New York sta- 
tion, 50 miles distant. Same type of an- 
tenna at right, with increased elevation 
of 35 feet, received good signals trom 
all of the New York television stations. 


By OLIVER READ 
Editor, RADIO NEWS 
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The Recording 
and Reproduction 


of SOUND 


Indiana Steel Products’ ex- 
perimental model 5C mag- 
tape 


recorder. 


Part 12. An analysis of the mechanical and 


electrical requirements in the design of magnetic tape recorders, 


MAGNETIC tape recorder con- 
A sists of three interdependent 

assemblies: 1, the mechanical 
unit for moving the tape; 2, the mag- 
netic circuits of the recording and re- 
producing head in combination with 
the tape; and 3, the electronic circuits. 


Mechanical Requirements 


Magnetic tape sound recorders 
should have a constant velocity drive. 
This can be best achieved with a wrap- 
around capstan or pinch roller drive 
mechanism. Reel drive is undesirable 
because of the large change in diam- 
eter as the reel empties. A constant 
velocity drive makes editing possible 
by cutting and splicing. 


Magnetic tape sound recorders, like 
all types of recorders, must be reason- 
ably free from wow. The average ear 
is very sensitive to two common types 
of wow, namely, frequency wow and 
amplitude wow. 

Frequency wow is a mechanical dif- 
ficulty which is present in all types of 
sound recorders unless special precau- 
tions are taken to eliminate it. Fre- 
quency wow consists of periodic varia- 
tion, such as is introduced by gear 
teeth, eccentricity of mechanical ro- 
tating parts, or irregularities in belts, 
and also by random variations which 
may result from frictional irregulari- 
ties. 

Amplitude wow, that is, the periodic 


Fig. 1. Block diagram of self-contained portable magnetic tape recorder. 
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or random variation of loudness, is re- 
duced to a minimum when high qual- 
ity magnetic tape, such as Hyflux*, is 
used, because the coating process used 
in depositing the magnetic powder on 
the tape produces a more uniform 
magnetic member than can be at- 
tained by other methods of manufac- 
turing magnetic recording media, and 
also because the metallic nature of 
the magnetic powder permits a high 
degree of homogeneity in the manu- 
factured product. 

The solution of the problem of wow 
in the magnetic recorder is no more 
difficult than it is in any other type of 
sound recorder; in fact, the problem is 
almost identical to that encountered 
in talking motion pictures, because the 
recording medium is of similar shape 
and travels at a comparable speed. 

It is difficult to obtain wow-free re- 
cording with systems involving gears, 
especially if heavy flywheels are to be 
avoided. It is possible to produce spe- 
cially-cut gears that are wow-free, but 
in general this is costly and out of the 
range of a popularly priced unit. Flat 
belt drives on flat flanged pulleys have 
been found to be satisfactory because 
they are relatively free from periodic 
variations. Round or V-belts generally 
cause difficulty, because the slightest 
irregularity in the thickness or stiff- 
ness of the belt results in its clinging 
in the groove of the pulley. 


Rubber-tired friction drive wheels 


*Trademark of The Indiana Steel Producis 
Company. 
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‘pave proved very satisfactory, espe- 
dally for designs in which the rubber 
@rive wheel is subject to little or no 
contact. pressure during the idle pe- 
riods. 

The drive capstan or drive wheel 
should be directly coupled by a com- 
mon shaft to a flywheel of as large 
rotational inertia as practical. The 
pp.m. of the drive capstan should be 
as high as possible, so that a maximum 
momentum will be achieved. It is 
quite practical to have the drive wheel 
as small as three-fourths of an inch 
jn diameter. Experience has shown 
that the takeup reel may be driven 
from the shaft common to the flywheel 
and drive capstan, if the flywheel has 
sufficient momentum to overcome the 
random variations of tension on the 
tape caused by the reeling mechanism. 
If it is desirable to keep the flywheel 
size and weight to a minimum, the 
takeup reel should be driven through 
a suitable speed reduction device di- 
rect from the motor. 

The braking and drive mechanism 
should be so designed that the tape 
remains under a continuous tension 
when the direction of the tape is re- 
versed. As the reel size increases, ad- 
ditional braking power is needed. High 
tensile strength of tape permits the 
designer a considerable degree of lati- 
tude in designing brakes and driving 
mechanisms. Friction and.belt drives 
naturally provide adequate slippage 
under extreme loads to minimize the 
danger of tearing the tape. 

As a protective feature, it is desir- 
able that the rewind switch be me- 
chanically linked to the permanent 
magnet eraser, so that the eraser is 
automatically thrown out of contact 
with the tape whenever the machine 
is rewound. In the design of a ma- 
chine where the eraser is placed in ad- 
vance of the recording head, there is 
no advantage gained by being able to 
erase during the rewind. 


Magnetie Cireuits 


In the average recorder, it is de- 
sirable to use the same magnetic head 
for recording and playback. Funda- 
mentally, however, the requirements 
for the two cases are somewhat dif- 
ferent and circuit changes are neces- 
sary. 

In recording, the magnetic member 
should have high permeability with as 
small hysteresis losses as possible at 
higher, frequencies. Probably the most 
important single characteristic of the 
magnetic material in the recording 
head is that the material should have 
as high a magnetic saturation level as 
possible. A high saturation level is 
also very important, in order to mini- 
mize magnetic distortion and to give 
the recorder itself a maximum oppor- 
tunity to have wide dynamic range. 
In a playback head, extremely high 
initial permeability is very desirable. 
The induced magnetic field in the play- 
back head is always small, and high 
initial permeability will permit the 
best possible use of this low intensity 
field. For both recording and play- 
back, the transducer assembly should 
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Fig. 2. Block diagram of radio adapter magnetic tape recorder. 


have as nearly a closed magnetic cir- 
cuit as possible, except for the record- 
ing gap. For the production of a mag- 
netic head of a laminated structure, it 
is easiest to fabricate the head as an 
assembly of two electrically and mag- 
netically equivalent legs with a butt 
joint. If this construction is used, it 
is imperative that the joint be fitted 
as closely as possible. 

Experience has shown that the _bal- 
ance of the two legs must be very 
exact if extremely low pickup is de- 
sired in the presence of the compara- 
tively strong stray magnetic field that 
often surrounds a shaded pole motor. 
With exactly reproduced layer wind- 
ing, it is necessary to have the two 
legs wound with an accuracy of plus 
or minus one or two turns. If hand- 
wound experimental coils are used, the 
variations in induction due to irregu- 
lar winding may be so great that the 
number of turns is not a suitable cri- 
terion, and the legs should then be 
wound to a given inductance rather 
than to a given number of turns. 

The width of the recording gap of 
the head is extremely important. At 
low magnetic tape speeds it is desir- 
able to have the gap as small as pos- 
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Fig. 3. Mechanical details show con- 
struction of record-playback head. 


sible in order to obtain a maximum of 
high frequency resolution along the 
tape, even though longitudinal mag- 
netization of the tape minimizes stray 
fields. A gap width of approximately 
0.0005-0.002” has proved to be satis- 
factory. 

It must be remembered that al- 


Perspective view of under side of driving mechanism with motor flywheel subas- 
sembly removed. This is part of Indiana Steel Products’ experimental model, 5C. 
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Fig. 4. (A) Construction details of head developed for use with “Hyflux” 


tape. 


though it is desirable to have as nar- 
row a gap width as possible, as far as 
high frequency resolution is con- 
cerned, it is at the same time desir- 
able to have as wide a gap as possible 
from an energy relation standpoint. 
This is true because the output of the 
playback head is naturally dependent 
upon the total amount of magnetic 


(B) Basic record-reproduce circuit using high impedance head. 


flux which can be placed across the 
magnetic gap from the recording tape. 


Electronic Circuits 


The electronic circuits of a mag- 
netic tape recorder may be divided 
into four parts for purposes of descrip- 
tion and discussion: (1) the input 
matching transformer, (2) the equal- 


Perspective view of under side of driving mechanism. 


izer circuit, (3) the audio amplifier 
and (4) the high frequency bias oscil. 
lator. 

Since most practical recording ang 
playback head designs have relatively 
low impedance windings, it is neces. 
sary to use a matching transformer 
between the head and the input of the 
amplifier. As the signal at this point 
is of rather low level, precautions 
must be faken to shield the trans. 
former both electrically and magnet. 
ically. The only other real requisite 
for the transformer is that it have a 
reasonably good frequency response, 

It is well-known to those versed in 
the art of magnetic recording that 
equalizing networks are necessary to 
compensate for the constant current 
recording characteristic of the par- 
ticular head and recording medium 
used. Because of the nature of mag- 
netic recording, the constant current 
frequency response characteristic rises 
approximately 6 db. per octave of re- 
cording medium used. Either single 
or multiple stage equalizers may be 
used; however, practice shows that 
single stage circuits can give very sat- 
isfactory results. 

For the playback operation, the am- 
plifier circuit will be considered in two 
parts. The driver and output stages, 
as one part, can be considered the 
equivalent of the average audio ampli- 
fier of a radio receiver in design and 
characteristics. The other part is a 
pre-amplifier, which is necessary to 
compensate for the losses in the equal- 
izer and for the difference in signal 
level at the secondary of the input 
matching transformer and that at the 
output of the detector stage of a radio. 
This makes possible the design of an 
attachment which contains only the 
pre-amplifier and equalizer circuits. 
The signal from this arrangement may 
be fed into the audio amplifier of a 
radio in the same manner as for pho- 
nographs. 

In an attachment as described in the 
preceding paragraph, it is necessary 
to have a low power output stage for 
the recording function. This allows 
normal radio listening while record- 
ing. 

The present method of recording on 
magnetic tape requires a source of 
high frequency used in conjunction 
with the audio signal. A simple, non- 
critical Hartley oscillator circuit 
serves this purpose excellently. The 
bias signal is applied to a separate 
winding on the recording head. The 
only critical requirement with this 
circuit is that it be sufficiently well 
shielded to prevent heterodyning with 
an associated radio. 

As in any relatively high gain au- 
dio amplifier, it is necessary to take 
adequate precaution with the power 
supply filter and with the layout of 
components, particularly in the pre- 
amplifier stages, to reduce the hum 
level to a minimum. 


Driving Mechanism 


Fig. 1 is a block diagram of the 
electronic components of a complete 
(Continued on page 131) 
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Converting a Brush 
Recorder for Broadcast Use 


By MERLE FLEMING 


With minor changes, this tape recorder 


now meets broadcaster’s requirements. 


address system and equipment to 
audit various transcription li- 
braries, the staff members of a pro- 
posed broadcast station purchased a 
Brush tape recorder. While waiting 
for the construction permit to come 


| ere with the need for a public 


through, members of the staff have’ 


been concentrating on ideas for selling 
time. They decided that the tape re- 
corder would also provide a method of 
presenting programs to potential ad- 
vertisers. 

A Brush recorder was decided upon 
because it seemed to fit all these needs 
with comparatively few modifications 
necessary. As purchased, it can re- 
cord, play back, be used as a public 


address system, and record while it is~ 


being used for public address pur- 
poses. The minor drawbacks of the 
recorder to the broadcaster, which will 
be discussed here, can be overcome 
with a small expenditure of time and 
a few odd parts that can be found in 
the shop of any broadcast station. 
This recorder is now being used by 
the staff of a nearby station (out of 
this proposed trade area) with very 
good results. They find it so satisfac- 
tory that they have just bought one 
and feel that more expensive disc re- 
cording equipment will not be needed 
since the fidelity of this modified ma- 
chine leaves little to be desired. They 
plan to make the same changes in 
their recorder as are described here. 
As a result of the work of the chief 
engineer, the hum level was greatly 
reduced and the fidelity noticeably im- 
proved. The phono input was also 
changed so that the mike and the 
phono could be used at the same time. 
The most noticeable shortcoming for 
station use was the hum level. The 
microphone and phonograph lead in- 
side the recorder is about a foot long 
and is unshielded. Shielding this wire 
reduced the hum by about 3 db. By- 
passing the cathodes of the last two 
audio stages to ground further re- 
duced the hum because of an apparent 
unbalance in the plate circuit. In- 
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verse feedback consisting of 470,000 
ohm resistors between the plates of 
the last audio stage and the phase in- 
verter (Fig. 2) slightly decreased the 
hum and obviously increased the fidel- 
ity at higher volumes. 

Since this recorder will be used as a 
public address system and a station 
recorder, a good 500 ohm output trans- 
former was installed (Fig. 1). As 
would be expected, the hum was in- 
creased to a slight degree. However, 
since tape recorders lack bass, the 
substitution of the large transformer 
was worthwhile in that the bass re- 
sponse on a good external speaker was 
improved. Still not satisfied with the 
bass off the tape, an RC network was 
substituted for the plate load of the 
first section of the phase inverter 
(Fig. 2). 

In order to make the phono input 
available when the mike was being 
used, the closed circuit mike jack was 
shorted across and the phono RC cir- 
cuit removed. This RC circuit was 
designed (Fig. 3) as a simple mixer 
circuit so that the microphone and 
the phonograph pickup looked into 
higher resistance than were originally 
used, thus improving the over-all fre- 
quency response. The phonograph load 
consists of a two megohm potentiom- 
eter which is used to get a balance be- 
tween mike and the phonograph. It 
was mounted on the phono turntable 
base. 

The reader might think that the 


gain would be reduced below a usable 
level with the addition of inverse feed- 
back, bass boost and a mixing net- 
work for microphone and phono. : This 
is not the case, for in most of the con- 
templated uses, only close mike work 
will be employed. A bridge input cir- 
cuit will be designed for recording off 
a 500 ohm line. This will be built 
right into the patch board. 
(Continued on page 173) 
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Fig. 3. Diagram shows necessary conversion of mixer circuit; (A) before, and (B) after. 


we ee PLAY COIL 
65U7 
HN ) > 

J =e 

a7oK] 22K 3470K 
= 

INPUT 
- (A) 


By MeMURDO SILVER 
McMurdo Silver Company 


The extension of xtal control to 21 and 114, meters 


makes for improved communication. 


Here’s easy 


way to get its present-day mandatory advantages. 


quency bands have been 

opened to amateur occupancy 
over the years, equipment to take full 
advantage of their possibilities has 
had to be developed. In practically 
every case of frequency extension, 
each new band has at first been occu- 
pied by “modulated oscillator” trans- 
mitters and the simpler “rush-box” 
receivers. As equipment design pos- 
sibilities and operating experience 
have grown through such occupancy, 
what we might term these “can open- 
ers” of new bands have been pro- 
gressively refined or replaced by more 
efficient instrumentalities. 

In the case of transmitters, modu- 
lated oscillators are inefficient upon 
two points. Inescapable and unde- 
sirable frequency modulation causes 
each signal to spread out so that, even 
in .multi-megacycle-wide u.h.f. bands, 
there is very soon. not enough space 
to allow all who want to operate 
therein to do so without excessive in- 
terference. At the same time the total 
power delivered by the transmitter to 
the antenna is spread across such a 
wide swath—far wider than required 


LY PROGRESSIVELY higher fre- 
a 


for voice communication—that the 
effective signalling power is actually 
far below the generated and radiated 
power. 

The above thoughts are far from 
original and are known to practically 
every amateur today. The question 
is, rather, how does one get the en- 
ergy-concentrating, interference elim- 
inating benefits of crystal control at 
the higher frequencies simply and ef- 
fectively ? 

The shortest distance between two 
points is a straight line, as we were 
all taught in school. The “straight 
line” is to utilize known and proven 
techniques. This would involve a 
relatively low frequency oscillator 
followed by enough multiplier stages 
to drive a suitable power amplifier at 
the desired output frequency. One 
could resort to harmonic-mode opera- 
tion of special crystals to obtain oscil- 
lator output at relatively high fre- 
quencies. Harmonic crystals are not 
too happy a solution, for total circuit 
cost, complexity, and the ever-present 
auestion of “how it’s going to work 
after it’s built” seem to suggest that 
a fundamentally-cut crystal, plus pos- 


bring us out at about the same point 
as would the harmonic-mode crystaj 
oscillator. 

Fortunately war development 
brought fundamental crystal cuts, up 
through 14 mc., within reach of every 
pocketbook. Using such a crystal we 
can get good output on its third har. 
monic from a single tube in the time. 
tested tritet circuit. From a con. 
struction and “firing-up” standpoint 
nothing tricky, unusual, or unfamiliar 
is involved. Also, fortunately, the 
war turned the development in the 
direction of more and better “minia- 
tures”—decidedly better for uhf. 
operation because of decreased lead 
inductance and interelectrode capae. 
ity. Such tubes make getting up to 
144 mc. just about as straightforward 
as getting from 80 down to 20 meters 
in familiar low-frequency transmit- 
ters. Coils can be wound small for 
u.h.f. work, while condensers that do 
not turn into coils as frequency is 
raised are readily available today. 

Working along these lines, the 


transmitter here illustrated and de-: 


scribed was designed and tested with 
most satisfying initial results at 
WI1IJ, and has since gone into service 
in hundreds of u.h.f. stations. It is a 
straightforward and trickless design, 
intentionally made small enough for 
mobile operation as well as to occupy 
a minimum of priceless living space 
in today’s often crowded “shack.” Be- 
cause it is crystal controlled, there- 
fore pretuned to the frequency of the 
particular crystal in use, no tuning 
dials appear on its panel. So simple 
is the front panel of Fig. 1 that it 
would be hard to identify this compact 
little unit as a transmitter if it were 
not for the descriptive legend! All 
that is visible upon the etched “face- 
plate” are four plate-current-indicat- 
ing flashlight bulbs to check tune-up 
and operation, and a microphone jack! 


With no more than change of crys-- 


tal and final amplifier plate “line,” 
reset of the antenna coupling “hair- 
pin,” operation can be shifted from 
2% to 1% meters. This simplicity of 
frequency shift from one band to an- 
other comes about through use of 
twelve times total multiplication of 
the frequency of a crystal lying be- 
tween 12 and 12.333+ me. for 144/148 
me. output; of eighteen time multipli- 
cation of a 13.005+ to 13.333+ me. 
xtal for 235/240 mc. output. Only two 
out of a total of five tuned circuits 
need be retuned to a new and differ- 
ent frequency range to shift from 2% 
to 1% meter output. This is a good 
start in the direction of desirable sim- 
plicity. 

Figs. 1, 2 and 3 illustrate and dia- 
gram this Silver Model 700 u.h-f. 
transmitter. It is convenient to ex- 
amine its design, tune-up and operat- 
ing capabilities in terms thereof. The 
white-on-black -etched aluminum 
panel shown in Fig. 1 is 5” high, 10” 
long, and faces a gray-enamel, hinged- 
cover cabinet of the same size but 
5%” deep to house the entire trans- 


sibly one doubler or tripler stage, wi” 
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‘mitter. Mounted upon this panel are 
the four current indicating lamps, 
PL. PL: PL:, and PL, of Fig. 2, to- 
gether with the 1l-circuit jack J, to 
receive the plug terminating the cord 
of a carbon microphone—which can 
best be the F'1 transmitter unit manu- 
factured by Western Electric Co., and 
found in the familiar desk telephone 
hand set. 

Fig. 2 shows the simplicity of the 
operating circuit. At the upper left 
js the xtal-controlled 6AQ5 (minia- 
ture 6V6 beam tetrode tube) tritet 
gscillator-tripler. Panel lamp PL, in- 
dicates operating crystal current— 
allowably considerably higher for 12 
to 14 mc. xtals than for lower fre- 
quency prewar xtals. Lamp PL, also 
serves as the always-desirable fuse for 
protection of the xtal in case of acci- 
dental overload. L, and C; comprise 
the tritet cathode tuned circuit which 
js tuned approximately to xtal fre- 
quency, finally set slightly on the low- 
capacity side of point of maximum 
brilliancy of PL, just as in any tritet 
tune-up. In Fig. 3 cathode condenser 
C, is below the xtal just to the right 
of the lower 6AQ5 tube. In fact, the 
whole circuit progression from 
"XTAL” to C:, of Fig. 2 is carried out 
in a horizontal line in the physical as- 
sembly of Fig. 3, in the row of four 
rotary concentric tuning condensers 
and three tubes along the bottom, as 
it is in the diagram of Fig. 2, but re- 
versed left-to-right. This makes for 
short leads between tuning condens- 
ers, coils, and tubes. 

Tritet oscillator plate circuit, C; 
and L. is designed to tune to three 
times xtal frequency. Tripling of fre- 
quency thus occurs in the oscillator 
itself, with good power output in the 
range of 36 to 40 mc., as determined 
by user choice of xtal and output fre- 
quency. One tube, one xtal and two 
simple low-cost .tuned circuits have 
yielded output close enough to 2% 
and 144 meter band frequencies so 
that only two simple frequency-mul- 
tiplying stages are required! 

The tripled xtal frequency output 
of the oscillator is now doubled in fre- 
quency by the first 6C4 miniature 
u.h.f. triode fed from the oscillator 
plate circuit to develop 72 to 80 mc. 
output across its tuned plate circuit 
L,, C.. The second 6C4 has a “long- 
line” capacitively loaded plate cir- 
cuit L,, Ci. This line is closely coupled 
to the grid line L, feeding the push- 
pull grids of the 832 final power am- 
plifier, which always works “straight- 
through” on final output frequency. 
Tight coupling of L, to L,; allows both 
circuits to be. tuned simultaneously by 
condenser C,,, across the 6C4 plate 
line. 

For 144/148 mc. output C,, loads the 
line to this frequency. For 235/240 
mc. output the capacity of C:, is re- 
duced to resonate to the higher fre- 
quency band. At first glance it would 
seem as though line lengths at L, and 
L, should be altered to affect this siz- 
able frequency change with good ef- 
ficiency. Actually, not changing the 
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R,\— 100,000 ohm, 2 w. res. 

R.— 33,000 ohm, 2 w. res. 

Rs, Rs, Re—22,000 ohm, 2 w. res. 

R.—900 ohm, 4 w. res. (two 1800 ohm, 2 w. 
res. in parallel) 

R;—33,000 ohm, 2 w. res. 

Ry—180 ohm, 2 w. res. 

Ry—50 ohm, 2 w. res. 

Cy, Ca, Ca, Cyr, Cys 3-30 pufd. air trimmer 

Ce G, Ce Sm Cem Car. Cw Cur Cur S00 
uufd. tubular ceramic cond. 

Cy, Co—20 ppfd. tubular ceramic cond. 

Cir—6 pufd., 150 v. elec. cond. 

Cis—150 uufd. tubular ceramic cond. 

J,—Open circuit jack 

L,—23 t., #24 en., ¥%” diam. closewound 

Le—10 t., #16 bare, %y” diam. spaced to 
135/16” 

Le—4 t., #16 bare, ¥_” diam., spaced Yq" air- 


woun 


oe 
— 


8+ 3500V | 


center-to- 


8+ 270V 

Ly—Line 11%” long, spaced 44” 
center, #14 bare 

L;—Line 24,” long, spaced 1” center-to-center, 
#14 bare 

Li—Line 3” long, spaced 7/5 
#14 bare (144 me.) 

L-—Line 24%” long, spaced 1” center-to-center, 
#14 bare (144 me.) 

Le—Line 1%” long, spaced %,,” 
center, #14 bare (235 me.) 

L,—Line 34,” long, spaced 1” center-to-center, 
#14 bare (235) mc.) 

T,— Microphone trans. (Silver #P-1284) 

T.—Modulation trans. (Silver #P-1285) 

PL,, PL~—Marda #47 panel lamp 

PL., Pl«—Mazda #49 panel lamp 

Xtal.— (See text) 

3—6AQS tubes 

2—6C4 tubes 

1—832 tube 


” 


center-to-center, 


center-to- 


Fig. 2. Schematic diagram of crystal-controlled transmitter. 


Unit covers 144-148 


and 235-240 mc. bands. Only one tuned circuit must be changed to switch bands. 


line lengths operates to provide auto- 
matic driving power compensation. 
When the second 6C4 doubles to 
144/148 mc. the tube output is higher 
than when it triples to 235/240 mc. At 
the same time the L;, C,, circuit effi- 
ciency is just opposite, since it per- 
forms best with minimum capacitive 
loading. The result of these two op- 
posite effects is to balance drive to the 


832 to maintain substantially the same 
drive on both bands—something ob- 
viously desirable. 

Tuning condensers C,, C,, Cs, and 
C,, are located in the same horizon- 
tal line in Fig. 3 along which the 
6AQ5 tube and the two 6C4 frequency 
multipliers are shown. It is evident 
that from the close proximity of these 

(Continued on page 157) 


Fig. 3. Chassis layout shows proper placement of tubes and tuned circuits. 
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stations from 2 to 35 megacycles (2000-35,000 kilo- 

cycles), which are now in operation or are likely 
to become active in the near future, as well as a few 
point-to-point stations used on occasion to relay broad- 
cast material. 

Stations marked with an asterisk (*) are inactive; 
these include those temporarily off the air, stations for- 
merly audible but not heard recently and therefore pre- 
sumed to be off the air, and additional channels of stations 
currently active on other frequencies. The reader is 
reminded that stations change frequencies often, and that 
schedules are subject to change without notice. 

The symbol (#) indicates stations not yet on the air, 
including transmitters under construction or installed 
as projected stations for which official frequency assign- 


Ts: worldwide log covers short-wave broadcasting 
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ments have been made but not in operation at the present, 

The letter “VY” indicates the frequency has been ob. 
served to fluctuate considerably over a long period of 
time. In most other frequency quotations, the figure 
given is the exact frequency upon which the station actu. 
ally transmits, as measured with precision equipment by 
reliable sources; this often deviates from the assigned or 
announced frequency; for purposes of simplification, in 
most instances, only deviations of more than one kilo- 
cycle have been incorporated into this list. 

Wherever possible, the power quoted is the actual op- 
erating power; this sometimes differs from the licensed 
power, since some transmitters are not operated at full 
capacity. 

NOTE: To convert frequency (megacycles) to wave- 
length (meters), divide 300 by the frequency. 


Ph a some Service, 250 w 


Indonesia” 


2.235—YDA3, Batavia, Java, Indonesian p-34 20—Jalia, Palestine, 
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2.070—Tokyo, Japan 3.262—......, Indonesia, “Radio Repoeblik Clube da Beira,” 100 w. 

2.082—-YBJ2. Djokjakarta, Java, “Radio Re- Indonesia” 3.505—YV5RX, Caracas, Venezuela, ‘“La.Voz 
poeblik Indonesia” *3.305—VUC2, Calcutta, India, AIR, 10 kw. de la Patria,”’ 1.75 kw. 

2.228—CZ5B, La Malbia, Quebec. Canada. 3.310—YV1RO, Trujillo, Venezuela, “Radio 3.515—YV6RC,. Barcelona, Venezuela, ‘Emi- 

*2.312—-HNB, Baghdad, Iraq, 5 kw. Trujillo,” 625 w. soras Unidas,”’ 6 kw. 


“Sharq-al-Adna,"" 2.5 3.529—HCK, Quito, Ecuador 
3.530—YV5RS, Caracas, Venezuela, ‘Radio 


235—Jacarta III, Indonesia, “Radio Repoe- oa 335—VUDS, Delhi, AIR, 5 kw. Libertador,”’ 950 w 
plik Indonesia *3.340—Teheran, “Radio Teheran,” 2 3.532—Pekalongan, Java, “Radio Repoeblik 
2.240—YDB, Batavia, Java, 00 w. kw. Indonesia” 
*2.320—TGE, Guatemala City, Guatemala, *3.345—JO3E, Osaka; JO7E, Sendai, Japan; 3.541—YV4RM, Maracay, Venezuela 
“Radio Morse,”’ 300 w. both 300 w. 3.558—YV2RM, San Cristobal, Venezuela 
*3.320—TGWC, Guatemala py. Guatemala, 3.350—YBK3, Soerakarta, Java, “Radio Re- 3.570—YV5RD, Caracas, Venezuela, “Radio 
“La Voz de Guatemala,” 1 kw. poeblik Indonesia Cultura,” 2.5 kw. 
*2.330—2ZQI, Kingston, Jamaica, B.W.I1., 200 w. *3.360—ZOH, Colombo, Ceylon, 7.5 kw. *3.571—HCT, Guayaquil, Ecuador, 2 kw. 
2.335—Kebumen, Java, “Radio Repoeblik In- *3.365—VUB2, Bombay, India, AIR, 10 kw. *3.580—YV3RS, Barquisimeto, Venezuela 
donesia 3.365—ZEA, Salisbury, Southern Rhodesia * _- 3.590—YV7RB, Cumana, Venezuela, “Radio 
*2.340—HOA, Panama City Panama, “Radio 3.370—YVI1IRT, Maracaibo, Venezuela, “La Sucre,” 400 w. 
Pan-Americana,” 1 kw Voz de la Fe,” 455 w. 3.590—Osaka, Japan, 500 w. 
*2.370—XEIW, Chihuahua, Mexico, “Radio 3.37 1—Soerakarta, Java. : 3.600—...... . Indonesia, “Radio Repoeblik 
Emisora del Norte,"’ 250 w. *3.380—YV5RY, Caracas, Venezuela, ‘Radio Indonesia” 
*2.380—Bandoeng, Java Continente,” 1.03 kw. *3.600—VPC, Port Stanley, Falkland Islands 
*2.385—Fort-de-France, Martinique, ‘Radio *3.390—YV4RK, Maracay, Venezuela, 300 w. *3.615—HBQ3, Geneva, Switzerland, 40 kw. 
Martinique,” 200 w. 3.395—Colombo, Ceylon, “‘Radio SEAC,” 1 kw. 3.628—Magelang, Java, “Radio Repoeblik In- 
*2.390—WVL, Quarry Heights, Panama Canal 3.400—Umtali, Southern Rhodesia, 750 w. donesia” 
Zone, AFRS, 3.400—YV5RW, Caracas, Venezuela, “Radio #640—......, Northern Rhodesia 
*2 304—Vienna, = “Radio Wien,”’ 300 Tropical,’’ 750 w. 3.641—......, Indonesia, “‘Radio Repoeblik 
3.410—Budapest, Hungary Indonesia” 
100— eee Central Java, “Radio Repoe- 3.410—Madioen, Java, ‘“‘Radio Repoeblik Indo- *3.658—Valladolid, Spain 
“ blik Indonesia’ nesia”’ 3.665—Salisbury, Southern Rhodesia, 
2.410—AEXE, Tlaxcala, Mexico, 100 w. *3.420—VONI, St. John’s, Newfoundland, *3.708—HCI1VT, Ambato, Ecuador, “La Voz 
#2.437—HRN, Tegucigalpa, Honduras, “La 300 w. de Tunguragua,” 250 w. 
Voz de Honduras,”’ 200 w. 3.420—YV2RC, Merida, Venezuela, “La Voz *2.710—HCQRX, Quito, Ecuador, “Radio 
2.465—WLKS, Kure, Japan. British Common- de la Sierra” 320 w. | uito,”’ 250 w. 
wealth Occupation Forces Radio 3.430—LRS?—Buenos Aires, Argentina, ‘Radio *3.748—Kediri, Java, ‘‘Radio Repoeblik Indo- 
2.500—WWV, Washington, D.C., U.S.A., Bu- Splendid” nesia”’ 
reau of Standards, 700 w. 3.430—YV4RK, Maracay, Venezuela, ‘‘Radio *3.750—Moscow 
2.510—RWS1, Semarang, Java, ‘‘Radio Wel- Maracay,”’ 300 w 3.783—Soerakarta, Java 
vaart Semarang,” 60 w. *3.435—VUM Madras, India, AIR, 500 w *3.790—JOAK, Tokyo-Kawaguchi, Japan 
2.510—JODK, Seoul, Korea, “Korean Broad- 3.435—Tasikmalaya, Java, “Radio Repoeblik 3.797%7—Tiilatjap, Java, “‘Radio Repoeblik In- 
casting System,” 5 kw Indonesia donesia."’ 
2. acarta Ii, Indonesia, “Radio Repoeblik 3.440—YVI1RU, Maracaibo, Venezuela, “Radio 3.800—Bulawayo, Southern Rhodesia, 100 w. 
Indonesia Maracaibo,” 680 w. 3.800—Osaka, Japan, 100 w. 
2.600—YDD, Batavia, Java, 200 w. 3.440—Port Stanley, Falkland Islands 3. 830—Magadan, Khabarovsk Territory, USSR 
2.625—Prishtina, Yugoslavia. *3.450—Johannesburg, South Africa, SABC oe ~ eens Lusaka, Northern Rhodesia, 500 
2.651—Malang, ‘Java, “Radio Repoeblik In- (Johannesburg III), 5 kw. 
,donesia.’ *3.450—YV3RS, Barquisimeto, Venezuela +3.:925—Fukuoka, Japan 
*2.880—GRC, London, 100 kw. 3.450—YV6RH, Barcelona, Venezuela, ‘“Emi- sae~ ~-Saahanee Java, “Radio Repoeblik Indone- 
*2.880—Hamburg, Germany, 50 k soras Unidas” 
2.889—Purwokerto, Java, “Radio. ” Repoeblik 3.460—YV4RP, Valencia, Venezuela, “Radio 3.932—HC5EH, Ciudad Cuenca, Ecuador, “La 
Indonesia” Valencia,"’ 680 w. Voz de Tomebamba,” 500 w. 
2.955—SUU2, Cairo, Egypt, 10 kw. 3.475—JO9H, Tokyo, Japan, 300 w. *3.965—JO6E, Kumamoto; JO2J, Nagoya, Ja- 
*2.995—Labuan, British North Borneo 3.475—JO4D Hiroshima, Japan, 300 w. pan; both 300 w. 
*3.010—WLXJ, Tokyo, Japan *3.478—HNC, Baghdad, Iraq, 5 kw. 3.975—Prishtina, Yugoslavia 
3.015—YDA, Bandoeng-Chimulu, Java, “Radio 3.480—YV4RQ, Puerto Cabello, Venezuela, 4.000—Garcet, Java, ‘‘Radio Repoeblik Indo- 
‘ Omroep Bandoeng,”’ 5 kw. “Radio Puerto Cabello,” 575 w. nesia”’ 
*3.075—JZC, Tokyo, Japan, AFRN, 10 kw. 3.480—ZQI, Kingston, Jamaica, B.W.I., 200 w. sag Ibarra, Ecuador, “La Voz de 
3.183—Jacarta I, Indonesia; “Radio Repoeblik 3. roy Z—Rangoon, Burma, “Radio Ran- Inbatura,” 250 w. 


4.025—GKU4, Royal Observatory (Seoneweene 


3.228—HDZ, Riobamba, Ecuador, “‘La Voz del *3. 490—YV 3RS, Barquisimeto. Venezuela, 650 *4.044—Ponta Delgada, Azores, 1 k 
Chimborazo,”"’ 250 w 4.044—...... , Java, “Radio Repoebiik Indo- 
3.240—YDI, Soerabaia, Java, “Radio Omroep 3.493—CR7 AB, Lourenco Marques, Mozam- nesia”’ 
Soerabaja,” 250 bique, ‘Radio ow wee ” 600 w. 4.050—JOAK, Tokyo, Japan, 300 w 
*3.250—JO9G, Niigata; JO5A, Matsuyama: 3.495—VUD2, Delhi, AIR, 10 kw 4.060—Jaffa, Palestine, ‘‘Sharq- “ti Adna,” 7.5 
JO6D, Fukuoka; JO8F, Sapporo, Japan; all 3-495 —Nagoya, Japan sy 
300 w. 3.498—CR7I Beira, Mozambique, “Aero 4.106—...... , Java 
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4.108—HCJB, Quito, Ecuador, ‘La Voz de los 4. 5 ~ peated Lourenco Marques, Mozam- 5.000—YFA10, Makassar, Celebes, N.E.I., '"Ra- 
Andes,”’ 1 kw biq dio Makassar,"’ 500 w. 
4.120—Tegal, Java, “Radio Repoeblik Indo- 4.835 —Soerabaya, Java 5.145—PMY, Bandoeng, Java 
nesia’ 4.840—VUC2, Calcutta, India, AIR, 10 kw. *5.150—......, (Tadzhik 8.8.R.), U.S 
4.1: 7 lan-Ude USSR (Buryat Mongol ag ig RZ, Valera, Venezuela, “Radio Va- 5.250—LPC, Ushuaia, Tierra del Fuego, 5. 
s era,"’ 5 w. tina 
4.137 Salatiga, Java, “Radio Repoeblik Indo- 4.840—Frunze (Kirghiz $8.S.R.), U.S.S.R. *5.260—Salisbury, Southern Rhodesia 
nesia’ 4. ee Ecuador, ‘‘Radiodifsa. Gran Co- *5.260—Lusaka, Northern Rhodesia 
4.138—......, Ko lom 5.274—Pamekasan, Madoera, “Radio Repoeblik 
*4. 200—HC: 5EH, Ciudad Cuenca, Ecuador, 500 4 $15 8X2, Ponta Delgada, Azores, ‘“‘Emisso- Indonesia” 
ra Regional Azores,”’ 1 kw 5.302—DTYC, Munich, Germany, American 
4. 214—Purwokerto, Java, “Radio Repoeblik 4.847V—HJGF. Bucaramanga, Colombia, “Ra- Military Government, 100 kw. 
Indonesia” dio Bucaramanga,”’ 2.5 kw *5.320—Yakutsk, U.S.S.R 
4.275—XMAG, Nanking, China, AFRS, 1 kw. 4.854—......, Central Java, “Radio Repoeb- 5.360— Moscow 
*4.290—COX7, Havana, Cuba, ‘‘Radiodifusora _ lik Indonesia” *5.390— Moscow 
del Ministerio de Educacion,” 5 kw. 4.855—-VQ7LO, Nairobi, Kenya, 1.5 kw *5.440—Moscow 
4.363—Dijokjakarta, Java *4.855—Pietermaritzburg, South Africa, ‘SABC, 5.450—Samarkand (Uzbek 8.8.R.), U.S.S.R. 
4.366—Y DI2, Soerabaja, Java, “‘Radio Resmi 500 w 5.455—Batavia, Java ; 
Soerabaja,"’ 300 w. 4.855—Bandoeng, Java _5.480—YCN, Pontianak, Dutch Borneo, “Radio 
4.370—Tananarive, Madagascar, “Radio Tana- #4.855—......, Northern Rhodesia * Pontianak,"’ 40 
narive,”’ 300 w. 4.857—HJCA, Bogota, Colombia, “Radio Cris- *5.510-—WLXJ. Shanghai, China 
4.377—Johannesburge, South Africa, SABC tal.” 1 kw. *5.530—OAXI1B, + ~ Peru 
(Johannesburg V), 200 w. sa. 857—YDX. Medan, Sumatra 5.577—......, Ja 
4.380—Petropovlovsk, USSR *4.860—VUDS3. Delhi, AIR. 5 kw. 5.580—HCJ, ‘Tulean, Ecuador, “La Voz del 
4.385—Matsuyama, Japan, 300 w. *4.860—VUD10, Delhi, AIR, 20 kw. Carchi,” 250 w 
4.400—JBBK, Pyongyang, Korea, 15 kw. 4.860—VUD11. Delhi, AIR, 20 kw. *5.590—OA AZIB. Piura, Peru, “Radio Piura,” 
*4.412—Damascus, Syria + 860—JKE2. Yamata, Japan, AFRN, 1 kw. 300 w. 
4.510—Manama, Bahrein bend . 4.860—YV3RM. Barquisimeto, Venezuela, “‘Ra- 5.620—YBJ, Djokjakarta, Java, “Radio Re- 
*4.510—Khabarovsk, U.S.S.R. (R.S.F.S.R., Si- dio Universal"’ ; poeblik Indonesia” 
beria) 4.865—PRC5, Belem, Para, Brazil, “Radio *5.622—Rome, Italy 
*4.559—Moscow Clube do Para,” 2 kw *5.637—BFN, Hamburg, Germany 
4.559—HC4SU (?), Ciudad Esmeralda, Ecua- 4.865—YDD2., Batavia. Java, 300, w. 5.640—OAX2A, Trujillo, Peru, ‘“‘Radio Tru- 
dor 4. roy 9 Cali, Colombia, “Radio Paci- jillo,”’ 250 w. 
4. 600—Salatiga, Indonesia, “Radio Repoeblik fico,” 2.5 kw. *5.652—RV-19. Ashkabad, U.S.S 
Indonesia” 4.868-—Batavia. Java, “Radio Batavia."’ 300 w. 5.660—HHCN, Port-au-Prince, Bali, 100 w. 
4.615—Bukit Tinggi, Sumatra, “‘Radio Repoeb- 4.870—Tiflis (Georgian S.S.R.). U.S.S R 5.680—......, Indonesia 
lik Indonesia” Py 0—Lourenco Marques, Mozambique. 5.706—OAXI1B, Piura, Peru, “Radio Piura,” 
4. 630—Djember, Java, “‘Radio Repoeblik Indo- 875—HJFH, _Armenia, Colombia, “La Voz 300 w. 
nesia "de Armenia,”’ 1 kw. 5.720—Magadan (Kharbarovsk Territory), 
4.650—Batavia, Java. 4.510 Pistenmarttabare, South Africa, SABC, U.S.S.R. 
4.650—HC2AK, Guayaquil, Ecuador, “CRE, 500 w. 5.726V—HCI1PM, Quito, Ecuador, “El Palo- 
Compania Radiodifusora de Ecuador,” 1 kw. 4. $80— Pietermaritzburg. South Africa, SABC, mar," 150 w. 
*4.650—Leningrad, USSR 00 *5.730—Damascus, Syria, ‘‘Radio Damascus” 
1.660—SUC2, Cairo, Egypt, 10 kw. *4.880-—ZAA, Tirana, Albania, “Radio Ti- *5. 732—SDB, Motala (Stockholm), Sweden, 
4.665—HHCA, Port-au- cane Haiti, “Haiti- rana,”’ 3 kw 12 kw 
enne Broadcasting Co.,”’ 4.880—VUB2. ‘Bombay. India, AIR, 10 kw *5. 332—Leningrad, Us 
4.677—Salatiga, Java, “Radio ‘Benes blik Indo- 4.880—YV5RU. yeresas, Venezuela, “Ondas *5.750—ZMB2, Apia, oe Samoa 
nesia.”’ Populares,”’ 1.34 *5.757—PZH5,. Paramaribo, Surinam, 350 w. 
4.680—Batavia, Java 4.885-——HJDP. Sede! iin, Colombia, “Emisora 5.758-—YNJAT, Leon, Nicaragua, ‘“‘La Voz del 
*4.690—Batum, Georgia, U.S.S.R. Claridad,”’ 1 kw Aire,” 500 w. 
*4.700—ZQI, Kingston, Jamaica, B.W.I. 4.885—VQ7LO, Nairobi, Kenya, 1.5 kw. *5.765—JZN, Tokyo, AFRN, 10 kw 
4.712—HC2ET, Guayaquil, Ecuador, ‘Radio El) #4.893—FHES, Dakar, Fr. West Africa, “Ra- 5.776—Santiago, Chile, ‘Radio Sociedad Na- 
Telegrafo” dio Dakar” cional de Agricultura” 
4.724—Soerabaja, Java, “Radio Repoeblik In- 4. 895—PRF6, Manaos, Brazil, “Radio Bare,” 5.780—Batavia, Java 
donesia” 50 w. *5.785—Cairo, Egypt 
4.724V—Modjokerto, Java, “Radio Repoeblik 4.895—HJCH, Bogota, Colombia, “La Voz de 5.700V—......, Indonesia 
Indonesia” la Victor,” 3 k See BSAA. Santiago Chile 
4.724V—YV5RY, Caracas, Venezuela, ‘“‘Radio 4. PM. - ot A South Africa, SABC 5.802—..... . Java, “Radio Noesantara” 
Continente. " 1.03 kw. (Johannesburg III), 5 kw. *5.810—Moscow 
4.725—HC5B, Punta, Ecuador, ‘‘Radio Liber- 4.895—YDZ, Piak. Dutch New Guinea, 40 w 5.810—CE. Santiago, Chile 
tad” 4.897—ZOH, Colombo, Ceylon, “Ceylon Broad- 5.820—WXFG, Adak, Aleutians, U.S.A. 
4.730—Tonkin, French Indo-China, ““‘The Voice casting Station.”’ 7.5 kw. 5.844—PZH5. Paramaribo, Surinam, “Avros 
of Vietnam” 4.900—CR7BV, Lourenco Marques, Mozam- Paramaribo,” 350 w. 
4.752—YV1RV. Maracaibo, Venezuela, “Ecos bique 5.855—-CP15, La Paz, Bolivia, “Radio E) Con- 
del Zulia,” 195 w. *4.900—Lusaka, Northern Rhodesia dor,’ 350 w. 
4.759V—xXUSA, Chungking, China 4.903—HJAG, Barranquilla, Colombia, “Emi- *5.858—Brazzaville, French Equatorial Africa 
*4.760—YV 5RV, La saawa, Venezuela, “Emi- sora Atlantico,”’ 1 kw. *5.860—CR7AA, Lourenco Marques, Mozam- 
sora Vargas,” 32 4.906—Bogota, Colombia, “La Voz de Bogota” bique, Radio Mozambique,”’ 300 w. 
4.765—HC4FA, Surtovt iejo, Ecuador, La Voz 4.910—JKF2, Nasaki. Japan, “N.HLK.,” 5 kw. P< wer $$ Accra, Gold Coast 
de Manabi.” 100 w. 4.910—YDB2, Batavia, Java, “Radio Resmi 5.866—CR4AA, Praia, Cape Verde Islands, 
4.1769—YVIRY, Coro, Venezuela, “Radio Indonesia,’’ 300 w. “Radio Clube de Cabo Verde,”’ 30 w. 
Coro,” 215 w 4.915—ZOY, Accra, Gold Coast, 5 kw. at ey 2 San Jose, Costa Rica, “Alma 
4. 175-8768, “Bucaramanga, Colombia, ‘“‘Radio 4.915—YV5RN, Caracas, Venezuela, ‘Radio Tic 
Santander,” 2.5 kw. Caracas,” 5 kw. 5.87 5 -HRN. “Fegucisalpa, Honduras, ‘La Voz 
*4. 775—HND, Baghdad, Iraq, 5 kw. 4.915—CR7BV. Lourenco Marques, Mozam- de Honduras,” 750 w. ; 
*4.778—Singapore, Malaya, “Radio Malaya” bique, “Radio Mozambique" 5.878—Capetown, South Africa, SABC, 5 kw. 
4.781—YV 4RC, Vale ncia. Venezuela, ‘“‘La Voz py met kt . Madras, India, ATR, 10 kw. 5.880—YNCS, Managua, Nicaragua 
de Carabobo,”” 195 923—HJAP. Cartagena, Colombia, ‘Radio *5.885—HCK. Quita, Ecuador, “Radio Nacio- 
4.783——HJAB, Barranquilla, Colombia, ‘‘Emiso- “Colonial,” 1 kw. nal,” 300 w. ; 
ras Unidas,”’ 2.5 kw *4.925—CR7BF, Lourenco Marques, Mozam- *5.885—CES8AA, Santiago, Chile 
4.785—Sao Luiz, Brazil, ‘“‘Radio Ribamar” bique, “‘Radio Mozambique.”” 7.5 kw 5.880V—CP15. La Paz, Bolivia 
4. 790—YV 76RU, Ciudad Bolivar, Venezuela, 4.926—YBK, Soerakarta, Java, “Radio Repoeb- 5.894—OAX4Z, Lima, Peru, ‘Radio Nacional 
“Ecos del Orinoco,”’ 620 w. lik Indonesfa” de] Peru,”’ 14 kw. 
4.790—Bandoeng, Java 4.930—Solo I, Indonesia, “Radio Repoeblik 5.890—Moscow 
4.790—EQD, Teheran, Iran, ‘“‘Radio Tehran,” Indonesia” *5.900— Moscow 


2 kw. 4.930—JKG2, Kawachi, Japan, “N.H.K.. 5 kw. *5.900—LRM. Mendoza, Argentina, 10 kw. 
4.794—HUB, San Salvador. El Salvador, ‘‘Alma 4.940—YV3RN, Barquisimeto, Venezuela, “Ra- 5.900—ZNB. Mafeking, Bechuanaland. 200 w. 


Cuscatleca,”’ 300 dio Bargquisimeto,”’ 300 w. *5.900—CRY3, Macao, Portuguese China 
4.795—HJDX, Medellin, Colombia, “‘Ecos de la 4. 945—HJCW, Bogota, Colombia, “Emisora Sur 5.907—OAX4V, Lima, Peru, ‘“‘Radio America,” 
Montana,”’ 1 kw America.” 1 kw 500 w. ‘ ; 
4.800V—YV1RX, “Maracaibo, Venezuela, “On- 4.945—SDV2. Athens, Greece *5.917—-XGOA, Nanking, China, 10 kw. 
] das del Lago,” 2 kw. *4.950—VQ7LO, Nairobi, Kenya, 1.5 kw 5.919—Berlin, Germany 
4.800—Lourenco Marques. Mosambigue, ‘“‘Ra- 4.950—ZQI, Kingston, Jamaica, B Wil , 200 w. 5.920—Moscow 
dio Mozambiqu 4.955—HJCQ, Bogota, Colombia, \ Radiodifu: *5.935—PJCl1, Wwijomates, Curacao, “Radio 
4.805—HJDU. ‘Medellin, Colombia, ‘‘Emisora sora Nacional,”’ 1 kw. Princess Juliana,” 3 k 
Cultural,”’ 500 w. *4.960—VUD2, Delhi, AIR, 10 kw. 5.940—RV15. Ehobarover. U.S.S.R., 20 kw. 
4.805—HJDG, Qi 1ibdo, Colombia, ‘“‘Direccion de 4.960—Batavia, Java 5.943—Godthaab (?), Greenland 
Educacion,” 500 w 4.960—HC5HC, Riobamba, Ecuador, “Radiodi- 5.945—Manama. Bahrein Island __ ; 
4.807—St. Denis. Reunion, “Radio St. Denis,” fusora Onda de Chimborazo6” 5.948—HH2S,. Port-au-Prince, Haiti, ‘Societe 
80 w. 4.963—HJAE, Cartagena, Colombia, “La Voz Haitienne de Radiodiffusion,”’ 300 w. 
4.810—YV1RL, Maracaibo, Venezuela, ‘Radio de los Laboratorios Fuentes,” 1 kw *5.950—Moscow __ 
Poplar.” 225 w 4.970—YV5RM., Caracas. Venezuela, “Radiodi- *5.955—OAX4V, Lima, Peru, 500 w. 
*4.812—Saigon, French Indo-China, ‘Radio fusora Venezuela,” 4.72 kw 5.957—Moscow 
) Saigon,”’ 12 k 4.975—HJAG. Barranquilla, Colombia *5.957—RV19. Ashkabad, U.S.S.R. 
4.81 oe ‘Cucuta, Colombia, “La Voz de *4.990—YV3RN. Marquisimeto, Venezuela 5.960—Ashkabad (Turkmen 8.8.R.), U.S.S.R. 
Cucuta,”’ 1 kw se 4.990—YV3RS., Barquisimeto. Venezuela, ‘‘Ra- *5.970—Andorra, Andorra 
4.818—HCK. Quito. Ecuador diodifusora Occidental,"’ 650 w. *5.970—HCQRX, Quito, Ecuador, 250 w. 
#4.820—CE482. Antofagasta. Chile. “La Voz 5.000—WWYV. Washington. D.C... U.S.A., Bu- COTO. St. John’s Newfoundland, 300 
; del Norte,” 5 kw. reau of Standavds, 8 kw Pi ; 
4.820—XEJG, Guadalajara, Mexico, 200 w. 5.005—......, Indonesia 5.971—HV J. Vettenn City, Vatican, “Radio 
*4.820—Singapore, Malaya 5.019—YVKO, Caracas, Venezuela, ‘‘Radiodi- Vaticano,” 25 k : - 
4.825—PRJ4, Parnaiba, Brazil, ‘‘Radio Educa- fusora Nacional,” 10 Bw, =e ws a row 5. La Paz, Bolivia, “Radio Illiman,” en 
dora de Parnaiba,”’ 500 w. *5.029—YFA10. Makassar, Celebes, N.E.I., 500 250 w \ 
4.825—HJED, Cali, Colombia, “La Voz del w. 5.979—Yakutsk (Yakat A.S.S.R.), U.S.S.R.__ 
Valle,” lw *5.030—Leninerad, U.S.S.R 5.980— Y sSww, Santa Ana, E! Salvador, *‘Radio 
) *4.825—Sialingrad, U.S.S.R. *5.040—Tiflis (Georgian S.S.R.), U.S.S.R. de Pueblo” va nal 
4.825—Singapore, Malaya, “Radio Malaya” 5.042—St. Lucia, B.W.I . 5.980V—Andorra la Vieja, Andorra, ‘Radio 
4.825—Alma-Ata (Kazakh S.S.R.), U.S.S.R. *5.058—TFI, Reykjavik, Iceland, 7 kw Andorra,” 20 kw - ‘ 
#4.826—Bathurst, Gambia *5.059—Frunze (Kirghiz, $.8.R.), U.S.S.R. 5.964—OAX4P, Huancayo, Peru, “Radio Huan- 
o> ro 7 y as > 8, NE ‘a aw? 
‘— ag t ing Rf rene. Venezuela, “La “Serer Aen. Makassar, Celebes, N.E.I., 500 15.985 —WNRX. New York, x Y.. USA. 
, 4.835—VL6KG, Kalgoorlie. Western Australia, *5. 1080—Grozny (Chechen, A.S.S.R.). U.S.S.R. 5.985—VONH, St. John’s, New ey peggy 
, “The Voice of the Goldfields” 5.085—Bandung, East Java, “Radio Repoeblik oe endid B 5 es Aires, Argentina, “Radio 
4. 835—HJKE. _Bogota, Colombia, ‘‘Radio Con- Indonesia“ 
tinental,” 2.5 kw. *5.090—Moscow (Continued on page 88) 
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Fig. 1. Typical air-core type 
double-tuned if. transformer. 


The if. transformer—covering the action of coupling 


circuits: action of coupled tuned circuits: effect of the degree 
of coupling and @; calculation of response and passband width: 
and additional methods of obtaining a bandpass characteristic. 


cussion in the preceding article 

of this series that the single-tuned 
type of if. coupling transformer does 
not possess the broad-band, flat- 
topped, steep sided type of frequency- 
response characteristic that is desir- 
able in the i.f. amplifiers of most types 
of AM and FM sound receivers, and 
television receivers. An efficient band- 
pass type of interstage coupling ar- 
rangement is required. 


| WILL be recalled from the dis- 


Types of Bandpass Coupling 
Circuits 


There are many types of bandpass 
circuit networks and, theoretically, 


most of them could be used in i.f. am- 


GA 


plifiers. In general, when two iden- 
tical tuned circuits are coupled to- 
gether, either by mutual magnetic 
coupling or by some common reactive 
component in the circuit a bandpass 
frequency response may be obtained 
by employing proper circuit constants. 

The two identical tuned circuits 
must be coupled together in order to 
transfer the signal energy from the 
input tuned circuit to the output 
tuned circuit. Capacitive or inductive 
coupling between the two tuned cir- 
cuits may be used. The use of capaci- 
tive coupling is illustrated in the cir- 
cuit at (A) of Fig. 2. Use of simple 
inductive coupling is illustrated in the 
circuit at (B). Another inductive 


coupling arrangement, known as link 
coupling, is shown at (C). (Here a 
relatively small coupling inductance 
L.: is magnetically coupled to L,, and 
similarly L.: is coupled to Ls. La: and 
La: are connected directly in series 
with each other.) Also, both capaci- 
tive and inductive coupling may be 
used simultaneously, as illustrated in 
the arrangement shown at (D). Such 
“combined” coupling may occur unin- 
tentionally. For example, appreciable 
stray capacitance existing between 
the two tuned circuits of (B) which 
have mutual inductive coupling pri. 
marily, could serve to bring about the 
condition of combined coupling illus- 
trated in (D). The conditions under 
which this action is liable to take 
place in practical double-tuned if. 
transformers designed to have induc- 
tive coupling primarily, will be dis- 
cussed in greater detail later. 

The coupling impedance Z may be 
in series connection (sometimes re- 
ferred to as high-impedance or “top- 
end” coupling) as illustrated at (A) 
of Fig. 2, or it may be in shunt con- 
nection (sometimes referred to as low- 
impedance or “bottom-end” coupling) 
as illustrated at (B). . 


The Double-Tuned Bandpass 
I. F. Transformer 


Many types of bandpass circuit net- 
works can be developed by elaborat- 
ing on the basic types illustrated in 
Fig. 2. These could be used in i.f. am- 
plifiers, but those most widely em- 
ployed are the conventional, relatively 
inexpensive types shown in Fig. 2, that 
are quite simple to construct and ad- 
just. In the i.f. amplifiers of AM and 
FM sound receivers, and the sound i-f. 
amplifiers of television receivers, the 
simple inductively-coupled, double- 
tuned circuit arrangement illustrated 
at (B) of Fig. 2 is most widely em- 
ployed. The typical circuit arrange- 
ment for such an i.f. amplifier is il- 
lustrated in Fig. 3. In practice, the 
coupling unit takes the form of a 
transformer having similar primary 
and secondary ‘windings, P and S, 
each being tuned to the if. by an ad- 
justable postage-stamp “trimmer” 
type tuning condenser (C, and C,), 
arranged in the coil unit as illustrated 
in Fig. 1. The complete assembly of 
transformer and tuning trimmers is 
mounted in a metal shield can. 

In the wide-band video i.f. amplifiers 
of television receivers, a somewhat 
more elaborate double-tuned trans- 
former network is necessary in order 
to attain the extremely wide 4 mc. 
passband acceptance characteristic of 
unusual shape required, and yet pro- 
vide satisfactory gain. This type will 
be described later. 

Before proceeding further let us 
investigate the actions which. take 
place in coupled tuned circuits so that 
we may understand why a bandpass 
type of response characteristic is pro- 
duced under certain conditions. 


Action of Coupled Tuned Circuits 


When two tuned circuits resonant 
at the same frequency are coupled to- 
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" gether, as at (B) in Fig. 2, the result- 
ing behavior depends very largely 

n the degree of coupling between 
them and the effective Q of the cir- 
cuits. We shall first investigate for 
the condition where the circuit Q is 
constant but the degree of coupling is 
varied. The behavior may best be 
traced by studying the manner in 
which the current in the secondary 
circuit varies with the frequency when 
a constant voltage is applied to the 
primary circuit. 

The primary and secondary coils are 
wound on a common coil form consist- 
ing of a cylindrical tube or dowel 
made of bakelite, wood, or other suit- 
able electrical insulating material, as 
jllustrated in Fig. 1. Each is tuned to 
the same resonance frequency (the i-f. 
of the receiver) by its trimming con- 
denser (C, and C,). 

Since the coils are spaced only a 
small distance apart, the magnetic 
field set up around the primary coil, 
P, by the if. signal current flowing 
through it cuts the secondary coil, 8. 
The varying primary field induces a 
signal voltage in the secondary coil 
which, in turn, produces a flow of sec- 
ondary current in the resonant circuit 
8-C.. The flow of this current through 
the secondary sets up a magnetic field 
around it, which cuts the primary coil 
P. A counter-voltage is consequently 
induced in the primary coil by the sec- 
ondary current, and this acts to mod- 
ify the primary current. 

This reaction of the secondary back 
to the primary leads to some extreme- 
ly important effects which depend 
upon how closely the two windings 
are coupled together, i.e., upon the 
mutual inductance, M, between them.! 

If the magnetic coupling between 
P and S is made fairly loose (by hav- 
ing the two coils a substantial distance 
apart), so that little primary-to-sec- 
ondary transfer of energy. occurs and 
a small coefficient of coupling?. re- 
sults, the reaction of the secondary 
circuit back on the primary is negli- 
gible. The secondary current will be 
small (so the gain is low) and will 


1Throughout this discussion we shall assume 
that the only coupling existing, between the 
circuits is that provided by the mutual induc- 
tance between P and 8, i.e., that no capacitive 
coupling exists between the two windings. The 
effect of the presence of stray capacitive coupling 
between the primary and secondary coils of a 
practical i.f. transformer will be discussed later. 
2The percentage of coupling between two 
magnetically coupled coils is usually referred to 
as the coefficient of coupling, and is designated 
by the letter k. It is expressed mathematically 
by the equation: 
Pes 
Vik K hg 
where k = the coefficient of coupling (here 
expressed as a decimal) 
M = the mutual inductance of the two 
circuits 


L, = the self-inductance of the first — 


coil 
L,= Ge sltindectencs of the second 
coi 
If the two coils were so placed that all of the 
lines of force of the primary were to cut all the 
turns of the secondary, k would be equal to 
unity; the coefficient of coupling would be 1. or 
100 per-cent. This is the ‘tightest’ possible 
coupling and is seldom achieved in separated 
coupled coils having an air core. The coupling 
coefficient can be made extremely close to 1 if an 
arrangement is used in which the two coils are 
wound simultaneously with the wires side by side. 
_ §For a discussion of the resonance characteris- 
tics of single-tuned i.f. transformers see Alfred 
A. Ghirardi, Practical Radio Course, Part 58, 
RADIO NEWS, (January, 1948). 
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Fig. 2. Four basic bandpass tuning arrangements differing only in the method 
employed to couple the similar tuned input and output circuits together so that 


the signal energy may be transferred from one to the other. 


(A) - Top-end 


capacitive coupling, (B) bottom-end mutual inductive coupling. (C) link inductive 
coupling, (D) combination top-end capacitive and bottom-end inductive coupling. 
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Fig. 3. Diagram shows basic circuit for single-stage fi. amplifier. Two 
double-tuned bandpass i.f. coupling transformers, T, and T:, are required, 


vary with frequency according to a 
curve having a shape approximately 
the product of the sharply peaked res- 
onance curves of the primary and sec- 
ondary circuits taken alone. Curve 
A in Fig. 4 illustrates the type of 
secondary frequency response that 
may be obtained under these condi- 
tions. Observe that it is of the same 
general sharp-peaked, wide-flanked 


Fig. 4. 


form as is the frequency response 
characteristic of a single-tuned trans- 
former.*® 

If the amount of magnetic coupling 
between the two coils is now increased 
(by moving them closer together), the 
secondary current will increase (so 
the gain increases), and the peak of 
the secondary current curve will be- 
come more broad. This is illustrated 


Response characteristic of two coupled tuned circuits for various 


values of magnetic coupling between the coils. Response “E” is for the 
Closest coupling while response “A” is for extremely loose coupling. 
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Fig. 5. Bandpass characteristics of coupled 
tuned circuits for various values of cir- 
cuit Q with coupling held constant. Effect 
of Q on uniformity of response within the 
band being passed is also shown on graph. 
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by response curve B shown in Fig 4. 

These trends continue until the 
coupling is such that the resistance 
that the secondary couples back into 
the primary at resonance is equal to 
the primary resistance. This coup- 
ling is called the critical coupling, and 
it causes the secondary current (and 
the gain) to have the maximum pos- 
sible value that it can attain (see 
curve C in Fig. 4). At critical coup- 
ling the maximum energy is trans- 
ferred from the primary to the sec- 


Fig. 6. (A) Relationship between band- 
width, and width between centers of peaks 
existing when two circuits, resonant at the 
same frequency, are overcoupled. (B) Re- 
lationship of the resonance frequency, and 
frequencies at which the centers of the two 
peaks occur when two circuits, resonant 
at the same frequencies, are overcoupled. 


fo 
FREQUENCY 


ondary circuit. The resonance curve 
at critical coupling has steep sides. 

As the coupling is increased beyond 
this “critical” value, the secondary 
current (and the gain) remains prac- 
tically constant but the selectivity 
curve changes, particularly at the 
“nose” (top) of the curve. First there 
is a decided flattening of the nose of 
the curve, after which continued in- 
crease in coupling produces an actual 
decrease in secondary current around 
the resonance frequency, and conse- 
quently the secondary current curve 
begins to show a hollow and two 
humps (see curve D), with the hollow 
becoming more pronounced and the 
two humps spread further apart as the 
coefficient of coupling is further in- 
creased (see curve £). Observe that 
the current at these humps (which in 
reality are double resonance peaks) 
is practically the same as the peak 
current obtained with critical coup- 
ling. 

The explanation for the decrease in 
secondary current at the resonance 
frequency for coupling greater than 
the “critical” value is as follows: 
when the coupling is made much 
greater than the “critical” value 
(overcoupling) the coupled impedance 
at resonance becomes larger, thus re- 
ducing the primary current. This, in 
turn, reduces the amount of voltage 
induced into the secondary, and 
therefore finally reduces the secondary 
current to a lower value. 

The explanation for the appearance 
of double humps in the resonance 
curve when the coupling is greater 
than the “critical” value is as follows. 
The reactance which the secondary 
couples back into the primary is in- 
ductive for frequencies below reso- 
nance and capacitive for frequencies 
above resonance. This reactance is 
opposite to that of the primary cir- 
cuit, and will, therefore, reduce the 
equivalent impedance which it offers 
to the applied input signal voltage. 
Consequently, the primary current, 
and therefore the voltage induced into 
the secondary, will increase for fre- 
quencies off resonance. If the coup- 
ling is sufficiently tight, this action 
will introduce new secondary current 
peaks above and below the resonance 
frequency to which the two coils are 
tuned. Observe that the current at 
these double peaks or humps (see 


Fig. 7. 


curve E in Fig. 4) is practically gg 
large as the peak current obtained 
with “critical” coupling. 

This rather detailed discussion of 
the actions taking place in a double. 
tuned transformer when the coupling 
between the primary and secondary 
tuned coils is varied may be sum- 
marized for convenient reference ag 
follows: 

When two circuits tuned to the same 
resonance frequency are coupled to. 
gether by mutual inductance between 
the coils, the resonance curve exhibits 
a single fairly sharp peak at the res. 
onance frequency when the coupling 
is below the “critical” value. The 
curve still has only a single peak when 
the coupling is increased to the “crit. 
ical” value, but the peak is now higher 
and much flatter (see curves A, B 
and C in Fig. 4), and the resonance 
curve has steep sides. An increase in 
the coupling beyond the “critical” 
value produces at first a resonance 
curve with a top which is nearly flat 
(D) and later a double-humped res- 
onance curve (E) having two prom- 
inent peaks and a marked dip at the 
resonance frequency. 


Effect of Degree of Coupling and @ 
on the Resonance Characteristic 


The foregoing discussion shows that 
it is possible to obtain a response curve 
of secondary current, or voltage, hav- 
ing a relatively flat top with steep 
sides by properly coupling two tuned 
circuits resonant at the same fre- 
quency, as is apparent by examining 
curve D of Fig. 4. The resulting ar- 
rangement is commonly termed a 
bandpass filter, and has characteristics 
that are particularly desirable for 
handling modulated carrier currents 
because the response can be made 
practically uniform even to. those 
sideband frequency components that 
are quite removed in frequency from 
that of the carrier. 

The width of the top (whether it is 
flat or double peaked) is determined 
primarily by the coefficient of coup- 
ling; close coupling produces a wide- 
topped response characteristic. If it 
contains double peaks these will be 
spread farther apart as the coupling 
is increased. The flatness of the top 
depends mainly on the circuit Q’s. Use 
of tuned circuits having high Q’s re- 
sults in pronounced double peaks; 


Combination of a double-peaked and a single-peaked response characteristic 


used to provide a more flat topped response than can be obtained by either one alone. 
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tuned circuits having low Q’s ca 


the top to be rounded off. 7 


Calculation of the Response ang 
Passband Width 


In order to design a double-tuneg 
bandpass coupling transformer of this 
type it is necessary to adjust the eo. 
efficient of coupling and the circuit 
Q’s properly in order to obtain the de. 
sired width and flatness of the fe. 
sponse characteristic so that most of 
the important sideband components of 
the particular type of modulated sig- 
nal to be passed will not be severely 
attenuated. 

The actual design of bandpass filters 
to give a desired performance char. 
acteristic is usually carried out quick- 
ly and without need for involved 
mathematical computations, by using 
“universal” response curves. How- 
ever, there are a few ‘simple design 
formulas that it is well to know. 

1. The equation for finding the 
amount of coupling (this is the “crit- 
ical” coupling) required to produce 
maximum transfer of energy from the 
primary to the secondary circuit is: 


where: k. = critical coupling 

Q, = Q of the primary circuit 

Q. = Q of the secondary cir- 
cuit 

Study of the above relation reveals 
that if the Q of the closely-coupled 
tuned primary and secondary circuits 
is made too low, the resulting re- 
sponse characteristic has a rounded 
peak (see Fig. 5) instead of a flat- 
topped peak. Also, the gain is low. 

If the Q of the primary and sec- 
ondary circuits is made very high, the 
“critical” coupling condition will exist 
at a comparatively low value of coup- 
ling. Consequently, when the circuit 
Q is too high a pronounced dip and 
sharp (frequently called rabbit’s ears) 
double peaks appear even for com- 
paratively low values of coupling be- 
cause as high Q means that relatively 
high current will circulate in the 
tuned circuit of the secondary at the 
resonant frequency, the secondary will 
react upon the primary to a great ex- 
tent. (The formation of a rabbit-ear 
peaked response is illustrated in Fig. 
5.) 

As a compromise between these two 
conflicting extremes it is common 
practice in the if. amplifiers of AM 
receivers to employ tuned circuits 
having a somewhat low Q and coup- 
ling a little tighter than “critical.” 
This produces a fairly flat-topped res- 
onance characteristic that is not too 
selective for acceptable “quality,” 
while eliminating the practical tuning 
difficulties introduced by a rabbit-ear 
type of characteristic. A value of Q 
approximately 50 per-cent higher than 
that required to produce critical coup- 
ling is often used. 

2. When double peaks occur, the lo- 
cation of the peaks in relation to the 
resonance frequency depends upon the 
actual coefficient of coupling (k), the 
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RADAR SYSTEM 
ENGINEERING 


VOL. 1. Edited by L. N. Ripenovur, Professor of 
Physics, Univ. of Penn. 

408 pages, over 300 illus., $7.50 
This volume outlines general principles of radar sys- 
tems, and discusses basic design considerations. It 
describes the components of a radar set from the de- 
sign engineer's standpoint and outlines the problems 
encountered. Moving target indication and radio 
transmission of data to remote indicators are carefully 
explained, including detailed examples of actual sys- 
tems. 


RADAR AIDS TO NAVIGATION 


VOL. 2. Edited by Joun S. Hatt, Assoc. Professor 

of Astronomy and Physics, Amherst College. 389 

pages, Illus., $5.00 
Describes the advantages and limitations of the use 
of radar in navigation and pilotage. In addition to 
full treatment of airborne, shipborne, and landbased 
radar, this book contains descriptions of many other 
navigation devices which give a more comprehensive 
picture of the equipment in use. It emphasizes the 
practical application of modern aids for safety and 
accuracy in navigation. 


RADAR BEACONS 


VOL. 3. Edited by ArtHurR Roserts, Assoc. Pro- 

fessor of Physics, State Univ. of lowa. 409 pages, 

illus., $6.00 
This comprises a survey of the design and latest de- 
velopments in radar responder beacons and their use 
in navigation and identification. Information on 
practical aspects—installation, operation, and main- 
tenance—is included. It describes various types of 
beacons and interrogators-and shows how each is 
employed in communication navigation and posi- 
tioning 


LORAN 


VOL. 4. J. A. Prerce, Research Fellow, Cruft Lab- 
oratory, Harvard; A. A. McKenzie, Assoc. Editor, 
Electronics; a R. H. Woopwarp, Research Fel- 
low, Cruft Laboratory, Harvard. 468 pages, illus., 
$6.00 


A complete account of the design and use of the long- 
tange pulse navigation system known as Loran, both 
in its original form and as sky-wave synchronized 
Loran. Sections are included on radio propagation at 
Loran frequencies and on methods for the computa- 
tion and preparation of Loran navigational charts. 


PULSE GENERATORS 


VOL. 5. G. N. Giascog, Rensselaer Polytechnic In- 

stitute; and J. V. Levacqz, Johns Hopkins Univ. 

737 pages, $9.00 
The theoretical and practical aspects of the genera- 
tion of power pulses. Pulse powers in the range of 
100 watts to 20 megawatts and pulse durations from 
.03 to 10 microseconds are considered, covering pulse 
formation, the effect of circuit parameters on the 
pulse shape, pulse power, average power, power 
transfer, and circuit efficiency 


KLYSTRONS AND 
MICROWAVE TRIODES 


VOL. 7. Edited by D. R. Hamrton, Princeton 
Univ.; J. K. Knipp, lowa State College; and J. B. 
H. Kuper, Brookhaven National Laboratory. 
534 pages, illus. $7.50 
An authoritative discussion of low power microwave 
triodes, klystrons, and their performance as local 
oscillators, signal generators, and low-power trans- 
mitters. It explains fully the theory behind the use 
of klystrons and triodes as mixers, amplifiers, oscil- 
lators, and frequency multipliers. Two-cavity and 
teflex klystrons and Planar triodes are described. 
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These important books are the first available of the Massachusetts Institute 
of Technology Radiation Laboratory Series. The Series, containing in all 
27 titles and index, was written and edited principally by members of the 
Radiation Laboratory maintained during the war for electronic research. 


This outstanding addition to the literature of 
the field covers advances in radar work—makes 
these available to all fields concerned with the 
new electronics—communication, television, 
biological and physical sciences and the many 
industries in which electronics is becoming in- 
creasingly important. 


TECHNIQUE OF 
MICROWAVE MEASUREMENT 


VOL. 11. Edited by C. G. Montcomery, Associate 
Professor of Physics, Yale University. 937 pages, 
illus., $10.00 


This book describes in detail the procedures for 
measuring the properties of microwaves and the cir- 
cuits in which they are used. A full description of the 
measurable quantities of microwaves provides sound 
groundwork for the later chapters which deal with 
sources of power suitable for measuring purposes and 
the means for detecting energy at microwave fre- 
quencies. Methods for mensuring wave length, im- 
pedance, frequency, and attenuation are fully de- 
scribed. 


MICROWAVE DUPLEXERS 4) 


VOL. 14. Edited by L. D. SMULLEN and C. G. Mont- 
GOMERY, Professor of Physics, Yale Univ. 437 
pages, illus. $6.50 


An analysis of the problems of using a single antenna 
for receiving and transmitting pulsed signals. It dis- 
cusses low-level properties of TR and ATR tubes 
and the methods for their design. The high-level 
operation is explained in detail with a description of 
the properties of the gases used in the tubes. Circuits 
used for duplexing are fully covered. 


CRYSTAL RECTIFIERS 


VOL. 15. Edited by H. C. Torrey and C. A. Wurrt- 
MER, Rutgers Univ. 440 pages, illus., $6.00 


The characteristics and use of the silicon and ger- 
manium pojpt-contact rectifiers used as microwave 
converters and for other circuit applications. Treat- 
ment of the theory of semiconductors, of the semi- 
conductor-metal contact, of frequency conversion by 
rectifiers, and of noise generation by crystals is fol- 
lowed by engineering information on the production 
and use of practical crystal types. Low-level detec- 
tors, high inverse voltage crystals and crystals with 
negative i-f conductance are discussed in detail. 
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MICROWAVE MIXERS 


VOL. 16. By R. V. Pounp, Junior Fellow, Society 
of Fellows, Harvard. 38! pages, illus. $5.50 


A specialized treatment of the microwave portions 
of very high-frequency receivers, discussing various 
receiving systems and their relative merit. Design 
problems of practical mixers are carefully described, 
showing how to maintain constant absolute frequency 
of local oscillator and how to stabilize constant fre- 
quency difference between transmitter and local 
oscillator. 


MICROWAVE RECEIVERS 


VOL. 23. Edited by S. N. VAN Vornus, Assoc. Pro- 
fessor of Physics, Univ. ef Rochester. 6/1 pages, 
illus., $8.00 


This book treats together all the elements making up 
a wide-band receiver, describing individual circuit 
types—the assembly, testing, and maintenance of 
microwave receivers. It includes analyses of actual 
receivers which contain examples of important circuit 
combinations. 


THEORY OF SERVOMECHANISMS 


VOL. 25. Edited by H. M. James, Purdue. Univ.; 
N. B. Nicuous, Taylor Instrument Co.; and R. 5. 
Pups, Univ. of Southern Calif. 375 pages, dius. 
$5.00 


Outlines the standard theory of servomechanisms de- 
sign, showing application of current techniques, and 
providing an introduction to a new technique. It cov- 
ers frequency response design considerations—trans- 
fer loci, attenuation vs. log-frequency plots, and 
phase-angle vs. log-frequency plots—and explains 
the later method which depends upon minimization 
of rms error with which the mechanism produces a 
desired result in the presence of electrical noise and 
other disturbances. 


COMPUTING MECHANISMS 
AND LINKAGES 


VOL. 27. Edited by A. Svopopa. 379 pages, illus., 
$4.50 


A discussion of computing mechanisms and a de- 
tailed study of bar linkages in computers. It includes 
a full account of novel methods for the design of bar 
linkages serving as generators of functions of one and 
two independent variables, and describes the design 
of bar linkage multipliers. 
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McGRAW-HILL BOOK CO., Inc., 330 W. 42d St., NYC 18 


Send me the volumes of the Radiation Laboratory Series indicated 
by the numbers I have encircled below for 10 days’ examination 
on approval. In 10 days I will remit the price of the books I| desire 
eto keep plus a few cents postage, and return unwanted books 
LL postpaid. (Postage paid on cash orders—Same return privilege.) 
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mond St., E., Toronto 1.) 


Superior performance is obtained 
with a new IF Video & Sound Strip 

‘ (pat. pend.), aligned, wired, pre- 
tuned tubed and tested. All the 
above circuits are contained on one 
chassis, ready to use when delivered. 
This unit designed and constructed by 
engineers. Licensed by Radio Corpo- 
ration of America. 


Easier to operate than your home 
radio. 


10" FLAT SURFACE 


C R TUBE 
INCLUDED 


$279.50 


51 SQ. IN. PICTURE 
COMPLETE 
WITH ALL TUBES 
AND COMPONENTS 


PRICE 
F.O.B, OUR FACTORY 


UNIT 
For the first time—a 10” 
Flat Surface Screen Picture 
unit available in assembly 
form. This is a sensational, 
complete assembly. Picture 
is 51 -square inches. 


Also available 


A 12" Screen picture, 75 
square inches, at a slight 
additional cost. 


IF STRIP # 


ALSO AVAILABLE 


12" CR TUBE 
INCLUDED 


$ 259-50 


75 SQ. IN. PICTURE 
COMPLETE 
WITH ALL TUBES 
AND COMPONENTS 


PRICE 
F.0.8. OUR FACTORY 


FRONT END 


GUARANTEED 


Te operate to your satis- 
faction when simple direc 
tions are followed, 


i le- 

@ FRONT END will handle 13 Te 
vision Channels. It is so flexible 
that any number of channels from 
1 to 13 can be a es = “| 

i hannels 2-4-9 ° 
we 1 with this ~~ _~ 
I the other channels as de- 
ree Aligned and tested, ready 
to use when delivered. Merely con- 
nect B plus, filament and output 
1.F. leads to the television chassis. 
It is not necessary to make any 


R.F. alignments. 
. 10" 
© 29 RCA Tubes included plus 
flat faced CR tube or 12° CR 


tube ms 
@ Heavy Duty RCA 6.8 oz. slug |! 


PM speaker 


@ Specially designed dipole antenha 
with 60 foot lead in. 
@45 mc band width for greatest 


picture” definition. 
@ Approximately 10,000 volts second 


anode potential for better contrast 
and brightness. 
icture stages = 
mt wh iF stages with Limiter and 
iscriminator , 

” High, Sdelity obtained with FM 
sound reproduction. me 
© Overall chassis size 17” x 19% x3" 
@ Complete pictorial and schematic 
diagrams supplied with assembly 

© IF frequency—Audio 21.6 
icture 26.1 

e Only eationslly advertised com- 
ponents used in our assembly. 


TERMS: 10%, WITH ORDER —BALANCE EXPRESS COLLECT, 


TELEVISION ASSEMBLY CO, Eezzexeaeey 


= 


coefficient for critical coupling (k,) 


as given by a previous equation, ang 
the Q ratio. The following formula 
gives the location of the peaks with 
sufficient accuracy for all ordinary 
design purposes: 


fAi= cee mn i 
— ke (QQ) 7% 
V1 +#/[1 wa (& +e) | 2) 
and, 
' f. 
— + RRR ree 
~zfi— £2(% , @)7F 
Ne [1 Blot a) | (3) 
where: f; = the frequency at which 


the lower-frequency peak 
occurs (see Fig. 6B) 

f: = the frequency at which 
the upper-frequency peak 
occurs (see Fig. 6B) 

When the circuit Q’s are not high, 
or when the actual coefficient of coup- 
ling greatly exceeds the critical value, 
these equations reduce to the more 
simple expressions 


f, So mn Sov ccccccceses erevccces (2a) 
V1l+k 

and, 

' a ee ee (3a) 
Vl—k 


3. In practical work, one is very fre- 
quently interested in knowing the 
width of the frequency band over 
which the response in the secondary 
circuit of an over-coupled transformer 
equals or exceeds the response at res- 
onance.. This band is illustrated by 
the shaded portion of Fig. 6A. The 
width of this band can be shown to 
be equal to V2 times the width of 
the frequency band between the cen- 
ters of the peaks, as shown in Fig. 6A. 
That is, the response beyond the peaks 
falls to the response at resonance 
when the frequency is V2 times as far 
from resonance as the coupling peaks, 

4. When Q, and Q. are approx- 
imately equal, a reasonably flat-topped 
response characteristic can be ob- 
tained over a frequency band equal to 
approximately 1.2 kf, where k is the 
actual coefficient of coupling and f, is 
the frequency at the center of the 
band (the resonance frequency). The 
circuit Q’s should then be ‘approxi- 
mately as follows: 


Consideration of the type of service 
for which a receiver is designed will 
usually indicate the approximate over- 
all if. amplifier passband width re- 
quired for acceptable fidelity. A re- 
ceiver designer will select or design 
the if. transformers to give the re- 
quired over-all passband width re- 
quired for the particular job at hand. 
For example, if the receiver is an AM 
broadcast type, he will want a total 
passband of 9 or 10 kc. so that side- 
bands will not be attenuated too 
greatly. For reception of c.w. signals 

(Continued on page 172) 


RADIO NEWS 


War Surplus Bargains Sold as Used Unless Otherwise Specified! 


RADIO ALTIMETER APN-1 


A complete 460 mc. radio receiver and transmitter 
which can be converted for hom or commercial use. 
Tubes used and included: 4—12SH7, 3—12SJ7, 
2—6H6, 1—VR150, 2—955, 2—-9004. Other com- 
ponents such as relays, 24 V dyno- 

motor, transformers, pots, condens- 95 
ers, etc., make this a buy on which $ 

you can not go wrong. Complete as 

shown in aluminum cose 18"x7"x 


7%”. 


NAVY CRV-46151 AIRCRAFT 
RADIO RECEIVER 


Four bands, 
including 
broadcast 
(195-9,050 
KC). Circuit is 
six-tube su- 
perhetero- 
dyne with 
mechanical band change or remote operated elec- 
trical band change. Remote band change and tuning 
controls included, making this set readily adaptable 
to mobile ham use. Powered from self-contained 
24 V DC dynomotor. 

The sets are complete with tubes, mounting rock 
and remote controls. No cables. 


AIRCRAFT TRANSMITTER 
BC-457A OR BC-458A 


ideal to make 
over for master 
oscillator. Priced 
complete with 
tubes. Has built- 
in crystal for dial 
calibration. Used 
but in good con- 
dition. 5.3-7 MC 
or 4-5.3 MC. FREE 
Mounting Rack 
with order of two 
or more. 


$395 


INTERPHONE AMPLIFIER RL-9 


Convert to high 
fidelity phone 
Amp. or speech 
Amp. Complete 
with tubes and 
dynamotor, for § 
24 V DC opera- 
tion. Used but 

in good condi- 
tion. 


Special Price 


TERMS: CASH WITH ORDER 
Address Orders to Dept. B 


AMERICAN SURPLUS 
PRODUCTS CO. 


537 N. CAPITOL AVE 
INDIANAPOLIS, IND 


February, 1948 


ARC-4 TRANSMITTER 
AND RECEIVER 


Operates on any of its 4 predetermined crystal con- 
trolled frequencies in the range of 140 MC. Com- 
plete with tubes, remote control, junction box, shock 
mounting base and connecting plugs. This unit is 
ideal for amateur UHF or mobile telephone. Operates 
from self-contained 24 V DC dynamotor. 12 V 
available upon request. 


BC-348 
COMMUNICATIONS RECEIVER 


Excellent selectivity, sensitivity and stability makes 
this the most outstanding of any receiver yet avail- 
able from government surplus. This Receiver will give 
outstanding performance wherever used. Built to 
withstand vibration and features gear driven 100-1 
ratio vernier tuning control. Six bands—500 Ke. and 
1.5-18 Mc. Two stages RF, 3 stages IF, BFO, crystal 
filter, manual or AVC. Complete with tubes and 24 
V DC dynamotor. Easily converted to 110 V AC 
operation. BC-348, 110 V AC power supply, includ- 


ing simple conversion instruc- a 5 oso 


tions $8.95. 
AIRCRAFT RECEIVER R-23 
ARC-5 


This Receiver is very 
selective and sensi- 
tive; has RF stage 
ond BFO. Offered 
complete with tubes 
12K8, 3—12SK7, 
12SR7 and 12A6, 
also dynamotor 
which snaps on Re- 
ceiver Chassis. Used 
but good condition. 
190-550 Ke. Re- 


ceiver as above. 


$395 


FREE Mounting Rack with order of 3 or more. 


ALL PRICES 
F.O.B. INDIANAPOLIS 


BRAND NEW SCR-625 
MINE DETECTOR 


Attention, Prospectors, Miners, 
Oil Companies, Plumbers, Etc. 
Metallic Objects Only 


Used by the Army to detect buried metallic 
mines. Its private use suggests the location of 
underground or underwater pipes, cables and 
ore bearing rock, the location of metallic frag- 
ments in scrap materials, logs, etc., and the 
screening of personnel in plonts for carrying 
of metallic objects. 

New, complete in original overseas pack- 
ing container. Originally sold by Wor Assets 
for $166.00. ° 

The U. S. Forestry Service has recommended 
procedure for using the SCR-625 Mine Detec- 
tor to find concealed metal in tree logs and 
other timber products. 


$7 95° 


NEW WILLARD RECHARGE- 
ABLE STORAGE BATTERIES 


New 6-Volt battery 
in spill-proof clear 
plastic case, housed 
in metol case for 
easy mounting. Ap- 
plicable for a wide 
range of uses where 
battery power is 
needed. Shipped 
dry. Uses standard 
bottery electrolyte 
ovailable every- 


In lots of ten, each 
Without metal case......... 


AUTO TUNE TRANSMITTER 


A modern, compact, lightweight, high-powered trans- 
mitter. For frequency range 2-18 | Mc. on any of its 
11 auto tune crystal controlled or master oscillator 
channels. These units removed from planes, but good 
condition. Weight, 67 ibs. CONTROL HEAD AND 
DYNAMOTOR UNIT included. 


$134°° 


BC-221 
FRE- 
QUENCY 
METER 


Covers 125- 
20,000 Ke. 
Battery or 110 
V AC vibra- 
pack operoted. 
Beautiful equip- 
ment. 


$4975 


OXYGEN TANKS 


These oxygen tanks, removed from surplus aircraft 
have o capacity of 500 Ibs. pressure. Type D2, with 
complete regulator assembly. Size of tank 22”x5". 


$65 
TERMS: CASH WITH ORDER 


AMERICAN SURPLUS 
PRODUCTS CO. 


537 N. CAPITOL AVE 
INDIANAPOLIS, IND 


11-TUBE 
AM-FM SW. 
PHONO COMBO. 
$149.50 


Greatest radig receiver 
vaive in America A 
powerful 11 tube AM- 
"M short wave receiver 
with FM that really 
works. 540 to 1650 
KC; 87.5 to 108.5 MC; 
5.3 to 18.5 MC. Beau 


tiful mahogany cabinet 
with slide-away changer 
compartment. Has 
burg automatic 
changer. This radio is 
the utmost in high Tabe 
ity Serumanee?. ube 
component 6B 

Amplifier, 6BE is AM a 
FM mixer, 6C4 FM oscillator, 6BA6 1s 


verter, 1.F. Am- 
plifer (FM)), GAUG 3 1.F. Amplifier SAUG 3rd 1.F. 
Smmpl ities 6AUG FM imiter, 6AL5 Discriminator, 
6AT6, or, AVC and AM-FM Audio Amp, 6K6 
Power Amplifier Pertode, and 5Y3 Rectifier. Has built- 
in di-pole antenna. Cabinet size pa. Oe 7” wide 
and 16” deep oe pean quality finish. Complete with 
10” speaker. 259, value. Nationally known mane 

Mode! 11FM, Natural Mahogany. . $i 9.50 
Model 11FMW, Blonde Mahogany. iss. so 


NATIONALLY KNOWN MAKE 
ARM-CHAIR 
RADIO PHONO 
COMBO. $99.50 


A beautiful mahogany cab- 

inet. Size 24x 16 x 27 
chairside, ra- 
combination. 
to 


1650 KC and foreign 
short ~eve 5.7 18.5 
Mc. werful ube 
| SR with 6V6 eutput 
tube. Has latest silent 
acting automatic record 
changer. Plays 10—12” 
o 12—10” rds 
$179.00 value 
price .... 


RADIO-ALARM CLOCK $26.95 
Our leader. The new radio alarm clock. Housed 
beautiful ivory plastic cabinet with twin diais, 
las Telechron electric alarm | vice and clock, which 


a full fledged 5 tube 
iver operates from 40 . 
bt @ most beautiful radio alarm combination that 
has ever been offered. A $39.50 value 
DEE Us pLcbecateoSsereeboceveovecss Net $26.95 
OUR LEADER 
PORTABLE RADIO 


RECORDER $89.50 


Our leader AC radio and Dual 
Sr recorder. Another lead- 
in value in electronic 


the 

We bought them right 
and are passing on our buy- 
ing swer to you. This unit 
has a standard AC, power trans- 
former type, broadcast receiv- 
er and recording amplifier. Has 
General Industries dual 5 

recorder and playback mechan- 


ism, and microphone. A red 
het value. Model VT-41. 
Net $89.50 
Top € ality even speed phono motor, with 9” euratithe. 
RPM for 110 volt AC 60 cycle eperation. RS by 


b eh known manufacturer. . $2.9 
Crystal pick-up with regules type arm and high output 
cartridge (over 4 volts). $2.49 


Crystal mike scoop. High impedance, hand type with 
12 feet of shield  . eee eee ee re Net $3.95 
Latest small type hee covered mike cable. 

ac per foot; 100 FB. Fem. cc cccccsccscevcsssece $2.95 


RECORD PLAYER $9.95 


POWERFUL SINGLE mee- fF ane 
ORDO PLAYER KIT Z ‘ 

oused 
leatherette covered cabinet 
Latest 78 RPM rim drive 
Pay and light weight pick- 
4 Ready wired and tested 

JOLT type tube amplifier. 
Tone and volume control, 5” 
PM speaker (Alnico V). This 
kit easily slips together. 
Priced complete with tube 
one ase up instructions. 


PORTABLE RECORD PLAYER ‘KITS — 
feeder record pl 
rine tone, 


kit z-26. Net $9.95 95 


Our 


two-tone leath- 
erette covered portable 
rim-drive photo 
motor, high output 
crystal ws: up and 

Ainico PM speaker. 
T7OL7 ready wired and 
tested amplifier. No 
wiring to do, just mount 
the parts in the case. 


Has the tone and vol- 

ume controls 

Kit Model qT 

J-41...Net 4. 95 
KIT MODEL 4Jj-42. Has a beautiful ‘alligator covered 
portable cose (similar in appearance to the J-41), Al- 
nico 5 PM aker and ready wired and tested push- 
pull 117L7 ¥ lifter. This player is powerful with 
good tone and low needle scratch. Separate tone and 


volume controls. Slips together in only a few min- 
tes. Has —— post automatic record changer: plays 


10 12” or 12 10” records, automatically. $29. 95 


TERS BGeGek SEB. wc ccccccccccsccccvec Net 
KIT MODEL 43-43. Includes Swe-tone leatherette case 
(similar in appearance to the J-41), 

motor, 6” Alinico 5 PM speaker a 
tested push-pull 384 amplifier. output crystal 
pick-up. Priced complete with batteries; operates on 
self-contained batteries, requires no external 
power. Kit Model J-43............. Net $ | 5.95 


WIRE RECORDER 
$89.50 


McGee offers the latest 
in wire recorder publie 
address systems. 
Housed in a convenient 
portable leatherette 
case. Has 12” PM 
speaker, a conventional 
12 watt push-pull am- 
plifier, with inputs for 


phonograph or 


mike, radio. A 
cillator, adapts this amplifier for wire recording and 
erasing use. Furnished with a standard Webster $52.92 
value wire recorder mechanism. For shipping con- 
venience this unit is shipped as separate items. Wired 
and tested amplifier, ready cut portable ease, etc. Noth- 


ing else to aus With 15 min. spool of wire. 
Model Sk-2 ae -Net $89.50 
Broadcast ATS ‘tuner for above wire recorder, 


Net $7.95. . Crystal Mike and Desk Stand $4.95 


extra. 
Webster 79 
Wire Recording 
Mechanism 


$52.92 
WEBSTER 79 WIRE RE- 
CORDER, PLAY ACK 
MECHANISM, Wiring dia- 
gram of necessary amplifier + 
included with kit. The entire 
pletely assembled unit. Weight 10 
one fifteen minute spool of recording wire. This is the 
hottest new item in the electronic field. Webster 79 
Net $52.92: Extra recording 
fifteen minutes $2.40; thirty minutes $3.60; one 


is a com- 
pounds. Includes 


mechanism 


recording mechanism. 
wire, 
hour 


LOWEST PRICES ON RADIOS 
ATLAS 
3-WAY PORTABLE 
6 TUBES $22.95 
Dealers tet 2. 95 Each. 
Three $66.00. 

Kit of ‘Batteries. 
$2.99 Extra. 
Here's the hottest buy you 
ever run onto in a radio 
set. Many dealers are sell- 


ing this same io for 
$49. 50 less batterys, 


came 
of these sets but of course had under a 
private brand. You will Bg wg Ba peceunsae this set. 
tubes as follo 5, 1A5, 3Q5, 
VT. Has tuned R.F. stage, sensitive. No 
doubt one of the best portables This set sells 
regular for $34.50 less batterys wneteonte. Hurry your 
order, only a few hundred available 


-) 6-TUBE AC-DC 
MAHOGANY CAB. 
$17.95 


This one is a honey. 


wy 
made. 


r 


Sold 
$25.00, 


‘ 


fou 
wi probably know this set. It’s a si with 
stage, latest AC-DC circuit ona is highly sensitive, 

f § 
hg =F, ue 
Rush your order. 
$17. $5. “each THREE FOR 


“HOTTEST PICK ME UP samo ING AMERICA" 
NO TALLER THAN A PEN 


NET EACH $22.95 
IN LOTS OF 3 $21.95 


747—3 way personal ra 
Receives broadcast 550 to 
KC. Small size only 4x5x8 
However, uses full size 
parts with 2-gang condenser and 
loop. Priced complete with 4 
miniature tubes and dise recti- 
fier. These sets are only slightly 
larger than the smallest personal radio. 
tone like a big set. 


Volume and 
Kit of batteries $2.05 extra. 


MECK PEE WEE SUPER $11.95 
Meck, 5 tube superhet: 
miniature tubes. Small plastic 


using 


cabinet (7x4x5"). 2 gang con- 


denser, loop antenna. Alnico 
5 PM speaker. This is a red 
hot value a. smali radio re- 
Ponsa ceiver; broadcast 550 to 1650 
KC. Priced with tubes; ready 
ay. 
Modet 800B, Biack plastic cabinet............ $11.95 
Lots Dede cednaeseneneesebannesssbenteess $i0.9 
Model 800W, Wate plastic cabinet............. 12.9. 
ON SRR ye eee pr re -- - $11.95 
Weight 5 Ibs. These are Dealer's : Prices. 


3-TUBE MECK FM CONVERTER $14.85 
Housed in the same cabinet as the MECK 800B shown 
above. Converts any table or console radio to receive 
FM programs (new band 88-108 m.c.). Employs su- 
per-regenerative circuit that is nonradiating, yet pro- 
vides full noise reduction and frequency range of FM 
broadcast. Converts to audio system of AM set in ex- 
actly the Same manner as you instal] crystal pickup of 
phono player (has plug-in connector to use on sets 
now having phono jack). This is Dealer’s Price. 


small separate 6V6 os-~ 


i 


DEALERS ATTENTION—TUBE TESTERS—FM/AM/SETS AMPLIFIERS 


14-WATT AMP. 
$29.95 
THIS AMP. SHOULD 
SELL FOR $50.00 


Here is a high fidelir 


y am- 
plifier scoop we may never 
be able to offer again. Lj. 
censed under Western Elee- 

- trie patents. ran a new 
factory cartoned, 14 watt average output; 25 watt peak 
output. Matches 4-8-16 or 500 ohm line. Complete 
with tubes 6SL7, 6SN7, 2—12SL7, 2—6V6gt and 5y3, 
Designed for 110 volt AC, 60 cycle operation. Fre. 
quency response 50 to 12,000 CPS. Hum level dow, 


69 DB. Gain for two mikes and one pono pick-up, 


Eastern amplifier. Model El4A........2 t $29. 
Model E25A. Same as model EI14A, ao it 9s 
2—6L6 output tubes, giving 30 watts output. 

NET $44.95 


MAGUIRE AUTOMATIC 
RECORD CHANGER 


size 16 x 13 inches. 


Scoop price $9.95. 


$9.95 


Brand new factory car- 
toned. This changer 
should sell for three 
times our price. Latest 
two-post, quick change 
type. Has permanent 
built-in needle, shuts off 
on the last record. Plays 
12 10” or 10 12” records. 
Fully guaranteed. Base 
Made to 


fit walnut base $2.49, extra. 


Aero Changer, Base size 12 x 13 inches $12.95. 
Walnut base $2.49 extra. 


Vm-800 Changer, 
$14.95.. 


Base 
Walnut base $2.49 extra. 


size 13 x 14 


inches 


Oak Twin-post Changer, Base size 14 x 14 inches 


$17.95. 


11 x 12 inches, 
Aviola Changer, 
$14.95.. 


Base 


Walnut base $2.49 extra. 
General Instrument Deluxe Changer, 
$!7. 


Base size 
95.. Walnut base $2.49, 
size 11% x 12 inches, 


Walnut base $2.49 extra. 


G.I. RECORDER MECHANISMS 


Latest 1947 General 


industries recording assemblies 


with 4 ohm magnetic cutters and crystal play back. . 
4. 


Model R70-L—78 RPM. 
Model R90-33 and 


78 RPM. 


be essececens sted $s 3:93 


Model R130- ie nageematts cases with 


_cutter, 78 RPM. Net. 


Counter 
checkers should sell 


front panel. 


tube 


Latest up to date Dayco 
able 
roll chart; 
magnifying 
comes 
i ay for all 


acorn, 
Net $32.50. 


wrinkle finish, 
Model 


39.34 


$50. 00 VALUE DAYCO 


TUBETESTER $32.50 
porte 
with illuminated 
with wide angle 
lens. Never be- 
obsolete. Sockets are 
bases: 4, ° 
rong, octal, loctal, 
bantam, miniature, etc. 
beth quality and 
t 


tester, 


5. 7 


same as the 


2194 except 
it is a conte: 


r model in black 
with sloping 
2193 Net $29.50. These 
for at least $10.00 more. 


OIL-FILLED 
4 MFD oil filled screw 
paper condenser. 
won't blow at 1000 volts 
dio set replacement. 


Replaces 8 


49c each. 


COND. SCOOP 


mounting 14x4 aluminum can 


mfd electrolytics and 
Ideal for amplifiers and ra- 


Ten fer....§$4.50 


1948 
ONLY $7.95 


Broadcasts 800 to 1500 
KC from either a phono- 
graph pick-up or a 
crystal or dynamic mike. 
Makes any radio receiver 
a P.A. system, record 
player or recording am- 
plifier. Gives broadcast 
quality. Has fader con- 


trol from mike to record, 
This is a powerful model; 


cast station. 
12837 and 35Z5 tubes. 
necting instructions. 
volts AC-DC. 
tra. Model 
lator. 


DE-5 truly 


MODEL—MIKE-BROADCASTER 


y 


Pry 
« 


simulating a regular broad- 
using 2-35L6, 
Priced with tubes and con- 


Wired and tested. Works on 110 
Crystal mike and desk stand $4.95 ex- 


a de-luxe mike-phono oscil- 


3-TUBE PHONO OSC. ONLY $4.95 


= 


wee, 


f 


with tubes ready 
Model DE-4 Net 


to operate, 


Model DE-4—Phonograph os- 
cillator. Broadcasts from 800 
to 1500 KC. Gain for any 
crystal pick up. A new 
powerful circuit is used to 
assure plenty of power. Has 
variable gain control for 
roper modulation. 
two 50B5 and 34W4 


Priced 
4.95 


SUPERH ET BROADCAST 


ER for connection 


phono amp, or P.A. system. 
5x3%x3 
mounted 

player 
cabinet. Requires only three 


chassis 
May 
the 


Compact 
inches. 
inside record 


connections to amplifier 


Uses 6SAT7 or 12SA7: 6SKi 
erystal diode. 
and 
Net $7.95 


or 12SK7 and 
loop antenna 
to any amplifier. 


dial 


to 


Complete with tubes, 
instructions for connecting 
Specify if tuner is to 


be used with AC or AC-DC type amplifier. 


McGEE RADIO COMPANY 


WRITE FOR 
CATALOG 


SEND 25% DEPOSIT—BALANCE C.O.D. 
1225 McGEE ST., KANSAS CITY, MISSOURI 


RADIO NEWS 


—— aie @ CROW &” SLIDE RULE DIAL. 2 GANG COND. 

° Btcono ALsum @ REC. BROAD. 550 TO 1700 KC. HI-FIDELITY 
e Beactiruy ALL PUSH PULL 6V6—TWIN TONE CONTROLS 
Be ie @ INPUTS FOR CRYSTAL OR DYN. MIKES AND 
wp hove asm abe te PHONO-PICKUP, WE FURNISH EVERYTHING TO 
offer a beautiful floor BUILD THIS DELUXE CHASSIS 


model console, RADIO- 


BUILD THIS 8-TUBE RADIO-AMPLIFIER * «">= 2925 


DELUXE CONSOLE CABINET g@payge | © 4 COMBINED BROADCAST SUPERHET RADIO CHASSIS AND (5 WATT P. A. SYSTEM 
39 HEAVY DUTY 12” P.M. SPEAKER : 


Ht yen lo ye Bs @ WHY NOT ORDER THE CONSOLE ON THE LEFT, 
tion; hand rubbed fin- WITH YOUR PRK-i0 


at teen ra fs, Here is something new in radio. 


commodate changer of the Webster 56 class and small- twe 6V6 and 5Y3. WNe cabinet. Extra care 


er. Receiver compartment is 15x14%x7% inches. Will level, 
accommodate our Model PRK-10 kit; advertised here. 


the right price. Convert those low-priced sets into 


$39.95. combinations. Weight 50 Ibs. Net, PRK-10 Radio-Amp. Kit 
with 12” P.M. speaker. 
” h Post Oak Changer........... é . 
iw peste <p. ow scan FURNISH THIS a 38 With tubes ......... Net 
__ MAHOGANY AT $10.00 EXTRA. 


SMALL PORTABLE KIT, $10.95 


@ 4-Tube Broadcast Superhet 
@ Priced Complete with Batteries 
@ Dynamic Speaker @ Slide Rule Dial 


PORTABLE KIT MODEL K-PX. Small size leath- 
erette covered case 9x5%x5. Easy to build. Oper- 
ates on self contained B and A batteries. Rec. 
Broadcast 550 to 1600 K.C. Incorporates a standard 
superhet circuit with ave. Has 3 inch Alnico five 
PM speaker. Priced come with batteries, pic- 


torial diagram and tubes 1R5, 185, 1T4 and 384. Not DC, but straight battery 
operated. Has 2 gang cond. Everyone should have one a these personal portables. 
Everything furnished, Kit K-PX..........-..++++--seee-seeeeeeee ‘Net $10.95 | 


'5-Tube AC-DC Broadcast Kit, $9.95 


BEAUTIFUL 10” PLASTIC CABINET 
LOOP AERIAL @ VERNIER DIAL 
DYNAMIC SPEAKER e@ EASY TO BUILD 


Kit Model P-85. We have finally been able to achieve 
our goal. Here it is. A good 5-tube broadcast AC DC 
superhet radio receiver for less than ten dollars. The 
beautiful 10 inch plastic cabinet is made of the finest 
material. The chassis is of the standard accepted super- 

het design. 456 KC ifs AVC and 5 inch Alnico 5 PM speaker. Attractive vernier 
dial. Two gang tuning condenser. Loop ant. We defy anyone to offer a better 
working AC DC receiver kit. Priced complete with diagram, photos and tubes 
12BE6, 12BA6, 12AT6, 50B5 and 35W4. Nothing else to buy. You can’t go wrong 
a ee re, Or ee Pe. cc ctbes tees cahachrantanss ... Net $9.95 


| 
| 
| 


making this unit ideal for recording as well as P.A. use. We furnish everything as well as 
Dealers, here is your chance to buy good cabinets at schematic diagram and phetos of the completed chassis. Weight 35 Ibs. 


$9995 


~ | 3sWAY PORTABLE KIT, $17.95 


@ 4 Tubes Plus 


300 Hour Battery Pack Included 
@ Beautifully Built Portable Case 


Build this powerful, 


Operates on 110 volts AC or DC or self contained 
batteries. Receives broadcast 550 to 1650 K.C. In- 
corporates a standard superhet circuit with AVC 
and loop Ant. Has Alnico 5 PM Speaker, 2 gang 
condenser. All Parts and batteries are furnished 
including tubes, Dise Rect 
384. Has attractive 


size 7x9x9. Weight 


KIT MODEL AC-!2. 


well as public address or recording amplifier. Matec 


punched chassis pan. 


for crystal or dynamic microphone, 100 mil power transformer, for 110 volt AC 60 
cycle operation. Priced complete with tubes: 2—é6V6, ey 6SH7 and rectifier. 
Diagrams and photos furnished. Kit AC-12. Net $1 
speaker $6.95 extra; crystal microphone and desk stand .96 extra. 


A real 15 watt power amplifier with bass and treble controls. Has 
speaker, large record extra gain stage for crystal or dynamic mikes. And on the same chassis, & standard superhet radie 
compartment. Slide away changer compartment will ac- receiver. We furnish all parts, knobs, escutcheon plate and tubes: 6SA7, 6SK7, 6SR7, 6SN7, 6837, 


in designing the power supply section assures low hum 


$30.00 value 15” eae speak- 
GB ..oodstesetutes sehen 


PRK-10X Radio-Amp. with tubes and 5 95 
full 165 Mill power transformer and 4 


Disc Rectifier 


4-tube, 3-way portable kit. 


ifier, IR5, 1T4, 185 and 
leatherette portable cabinet 

14 ibs. Kit meee 3-ZA 

et Si A 95 


PUSH PULL 6V6 OUTPUT TUBES 

GAIN FOR MIKE AND PICK-UP 
EVERYTHING FURNISHED. EASY TO WIRE 
FINE TONE QUALITY 


12 watt amplifier kit. Ideal for high quality vena poayer os 
ched parts, 


One control fades from phono to microphone. Gain 


2" Alnico 5 PM , 


ARM-CHAIR RADIO CABINET, $29.95 
Beautifully made walnut armchair cabinet. Outside di- 
mensions 24” high, 16%” deep, and 27” wide. Ample 
room for radio receiver 14” long, 9” high and 10” deep. 
Will hold a changer up to 14” square. Will accommo- 
date speaker up to 12”. Has record album storage com- 
partment. Hinged lid covers changer compartment. Cab- 
inet_Ar-15 Net $29.95. Detrola automatic changer 
$12.95 extra.. Twin post Oak changer $17.95 
extra 
Scoot Why not order this 9 tube radio chassis kit 
with the armchair cabinet? We furnish punched chassis 
and al] the parts to build a high fidelity broadcast re- 
ceiver, 12” PM speaker. Kit has 10” slide rule dial, 
conventional two gang superhet circuit with AVC. In- 
eres two dise rectifiers as voltage doublers. Com- 


“te with tubes; 12K8, 128SK7, 12H6, 1235, 128L7, and 
2A6. in push —_ parailel. A deluxe type kit. Diagrams and photos furnished. 
Chassis Kit AHK-2............-..-.0-seseeece-seccessevccccsoccces Net $19.95 


SUPER MIDGET KIT, $10.95 
OUR SUPER VALUE 


Build this new super Midget Broadcast Radio Has beau- 
Stully made, highly polished ——- cabinet. Size 7\ex 
tractive slide rule at a 

sae ied superhet circuit with Pr 56 KC “irs & AV Has 2 
g") g condenser and loop ant. Ev part including Alnico 
M speaker and tubes. i2BES. 12BA6, 12AT 50B5 


& te Furnished as well YY ie and aa to-follow 
diagram. Weight 5 ibs. Mode 


PORTABLE RADIO RECORDER KIT. $54. 95 


$90.00 value for only $54.95. We furnish eve part to 

build a powerful radio ona dual speed recorder. The attrac- 

tive leatherette case houses the sensitive superhet broadcast 

radio and General Industries R9OL 3314 and 78 RPM dual 

speed recorder; play back mechanism. The 6 tube re- 

. iver and = ae all on one chassis; 12SA7, 12SQ7, 
2s 


25K7, 1 e gain; two 35L6 | = pull output; 
on dise rectifier. Has plenty of gain for crystal or dy 
namic mike Has 6” heavy dut speaker and tone 
control. Kit G-31, everything comple with tubes and 


diagram. $84.95. Crystal mike and desk stand $4.95 
extra his is without a doubt one of the best values in 
kits we have ever offered. Wt. 40 Ibs. 


20-WATT UTILITY AMP. KIT, $17.95 


Build this 20 watt utility 110 voit AC, 20 Watt power 
amplifier. Ready punched aluminum chassis, size 12x 
6x21 inches. Has two input circuits, one mike and 
one phono. Mike sta has 135 DB gain, for crystal or 


dynamic mike. Has ss and treble controls. sined 

for use with PM speakers; has 8-16 ohm output trans- 

former All parts, controls, transformers and easy-to- - 

follow diagram furnished, including tubes: 2—65N7, 

6J5, 2—6L6GA, 5Z3. Kit Model 20-LX.........--+s+s08: .Net $17.95 


2” 12 watt Alnico 5 PM speaker, $6.95 extra. Astatic crystal mike and desk stand, 


1 
$7.95 extra. - aan = oe er 

6-110 VOLT UTILITY AMP. KIT, $29.95 — 
Model X-26L Similar in appearance to the model 20 LX shown above except ts designed 
for 6 volt DC or 110 volt AC operation. Also furnishes voltage to run phono mo 
Has heavy duty 60 cycle vibrator. 


| 
| 


-- JsTUBE AC-KIT, $19.95 

KIT K-7A. Easily assembled into a fine working, attrac 
tive, transformer type AC, broadcast receiver; 550 to 
1700 KC. Has push-pull audio, tone control and 6%” 
Alnico 5 PM speaker. 
inet. Incorporates a standard superhet circuit, with 
AVC and loop antenna. All parts, schematic and tubes 
6SA7, 6SK7, 6H6, 6SN7, 2—6V6’s and 5Y3 furnished. 
Has full 90 mil. power trans. Weight 17 Ibs. 


5-TUBE AC-KIT, $14.95 
Model JD5 AC. Has beautifully made 12” walnut cab- 
inet. All parts furnished to build a powerful broadcast 
5 tube AC, power transformer type, superhet. Rec. 440 
to 1700 KC. Slide rule dial, 2 gang tuning cond. Loop 


aerial Heavy duty 
furnished including 


6SD7, 68Q7, 6K6 and rectifier. 


Kit JD5 AC. 


JUKE BOX QUALITY “AMPLIFIER KIT, $24.95 


This is the finest in audio amplifiers Four 6V6 tubes in 
push-pull parallel and hooked up as cathode followers to 
drive any PM speaker. 

mike as well as any phono pick-up. * variable tone 
—— and fader control. We furnish all parts, nothing 


else to buy. Has ° 
with cover (ready 
tos and tubes 65H 


: es Mae AR 
ive 18 watts of the ewestess audio you have ever heard. ee 2s Ee: 
t. 25 Ibs. Kit model JB-18. Net $24.95 


RADIO-PHONO COMB. KIT, $19.95 


Build this beautiful portable combination radio phono- 
graph. We furnish everything. Beautiful two tone port- 
able case, latest rim drive phono motor. Astatic crystal 
pick-up. All parts to build high quality 5 tube AC-DC 
radio. Rec. broadcast 550 to 1650 KC, has tone con 
trol, loop antenna, 6” Alnico 5 I'M speaker. Tubes 
12SA7, 12SK7, 128Q7, 5014 and 35Z5. Simple diagram 
furnished. 


Kit Model RP-12. Wt. 20 Ibs.....Your Cost S19. 95 


Beautifully made 14” walnut cab- 


Dealers Net $19.95 


Alnico V. PM speaker Everything 
photos, diagram and tubes. 68AT7, 


eovccsccesssoncoses Net $14.95 


Gain stage for crystal or dynamic 


streamlined spatter finished chassis 
nched). Complete with Gogrem. »ho- 
two 68SN7, four 6V6 and riul 


RADIO-PHONO KIT, $19.95 


Offered with walnut cabinet with hinged lid. Latest rim 
drive phono motor, crystal pick-up and complete kit of 
parts to build a conventional five-tube AC-DC superhet 
with loop and condenser gang. Receives broadcast 

to 1650 KC. We furnish everything including tubes, 
12BA6, 12BE6, 12AT6, 50B5, 35W4, WL3-R 

' Net $19.95 
; WL-3. Same as WL3-R except is record player onl). 
¥ No radio. Has wired and tested oupiier and oe 
Slips together in a few minutes. WL-3...Net $14.96 


McGEE RADIO COMPANY 


WRITE FOR SEND 25% DEPOSIT — BALANCE C. O. D. 


CATALOG 


1225 McGEE ST., KANSAS CITY, MISSOURI 


February, 1948 
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ARMY BC-645 I.F.F. 


BRAND NEW 450 M.C. 
TRANSMITTER RECEIVER 


2 big units; all in one. 
5 tube 450 megacycle tuned line transmitter. 
4-7H7, 2-7E6, 2-6F6, 2-955, 1-WE 316A. The tubes 
that come with this unit are worth more than our 
sale price. This unit originally designed for iden- 
tification “Friend or Foe’’ Army BC-645. Brand 
new factory cartoned, weight 25 Ibs. Furnished 
with four page conversion instructions for a CW or 
MCW or phone transmitter. How to build a 110 
volt AC power supply, etc. 12 volt dynamotor, 
$2.95 extra. WE-316A tube $.99, BC-645..$9.95. 
2 for $19.00. 


A 10 tube superhet receiver for 450 Megacycle, a 


95 


ae 


1—H5GT tubes, 6 tube 


lator, class C final 


200 KC. 
output on voice. 


ARMY BC-654 


80 METER XMITTER RECEIVER 
BC-654—Two for $25.00 


Portable voice and CW transmitter and saettver for 
™ 


A 4 4-7FT operation. 7-tube superhete 
oO : of 0.5 microvolt sensitivity on 
th are two channel iFT, ke Ir U INSGT, 


and crystal cociliater for checkin 
25 watts output on C 
Frequency range, (IB. and 


receiver, 3800 to 5800 KC. Ideal for Hams! Cames 
complete with cover: furnished with all tubes neces- 
sary for the apergien of the trans. and rec. a 
power supplies. ese units are used but . fF toe 
ae ea Pu Pout nt 50 Ibs... 12. s for 
orator ‘Pack 6 for 12 V.D.C ” input 
+ Os me. 
SCOOP. 8C-654 Less all tubes. Net.......$7.95 


1—1A7GT, 2 
transmitter, 
tuning network, Colpitts thermal compensated oscil- 
with 2—307A tubes in parallel, 


“12” 


portable, mobile, and fixed station 


3.5 a sensitivity on vo nice ai 
45 


e receiver with 
and 100 we undistorted power outp. 


with antenna 


- ¥- ~ ee every 
watts 


COMMAND REC. WITH DIAGRAMS 


Order your Aircraft com- 
mand receivers from McGee. 
We furnish you a schematic 
of the BC-454 (all are the 
same except for frequency). 
Also, a diagram showing 
how to convert receivers for 
110 volt operation. 


Brand New BC-453 


Jel 
200 to 500 KC with Tubes § 


Near New BC-453, 200 to 500 KC with Tubes 4. 
Brand New BC-454, 3 to 6 MC with Tubes.. . 
Near New BC-454, 3 to 6 MC with Tubes. . 
Near New BC-455, 6 to 9 MC with Tubes.. mC 
Brand New BC-946, Broadcast 550 to 1500 

KC, with Tubes and Instructions.......... yl 
Triple Remot Control Head for 3 receivers. : 12 


Triple Mounting Rack for 3 receiver< 
28 8 volt Rec, Dynamotor Ree Ose eseenocwecsotos 


15-TUBE SALVAGE ‘SCOOP $9.95 


AM 61A Indicator Amplifier. 


Brand new factory car- 


toned. Has 28 volt DC Blower motor and fan. 2 
2mfd 1000 volt cond. 2 2X .5 mfd. 1000 volt cond. 
and many other ps Complete with 15 tubes, 7 6SN7, 
4 3 VR 105, 5Y3, 3 6SL7, 8016. As a salvage item this is 


a. RED Hot Buy. The tubes are worth more than our 
PS WO MDs caches ddctscsscésce net $9.95 


Selsyn indicators. 5” 
diameter. Will oper- 
ate on from 15 to 24 
volts 60 cycle AC. 
Model 1-82A can be 
used as either selsyn 
transmitter or — 
receiver. Scoop Pri 

$2.95, 2 for 35. 49 


3” SELSYN INDICATOR 
Works on 16 to 25v. 60 cycle 


2, 4 Two for 


$4.45 
SWITCH POT SALVAGE 


99: Sf 


$2.50 
VIBRATOR SCOOP $1.99 


Heavy Duty Vibrater—Made for 
6-110 volt amplifiers. Freq. 60 
CPS. Scoop price....... si.99 
135 ma 6-110 volt conventional 
power transformer, with all wind- 
ings; will run 0 motor. 
6.95 
(Use with above vibrator.) 


VEEDER ROOT METER 


Counts number of feet of trall- 
ing wire antennae; number 
turns when winding on coil; 
applicable for many uses; beau- 
tiful bakelite case, jewelled dia- 
lite, pilot. light enclosed, 3 
pesmien switch, counts up to 


NAVY GLIDE PATH SCOOP $3.95 


Navy model ZA Glide 
path receiver. Has 3— 
6C6 tubes; several con- 
trols, transformer and 
handy case; size 6x7x12 
inches. Ideal for sal- 
vage, near new condi- 


em BLS) 8 GF. c ccciccscccccscocccccesé $6.95 
PACKARD BELL PRE-AMP. $1.99 


Housed in a handy alumi- 
num case 5x4x5, priced 
complete with tubes 6SL7, 
28D7, has many usable 
parts. Relay and control 
PL68 plug and patch cord. 


COMMAND 
TRANSMITTERS 
$3.95: 


With each command trans- 
mitter, we furnish a sche- 
matic of the BC-458 (All 
command Transmitters are 
essentially the same; except 
for frequency.) 


Near New BC-457, 4 to 5.3 MC with Tubes....§ 
Brand New B¢ 


2.95 
‘-457, 4 to 5.8 MC with Tubes. e 
Near New BC-458, 5 to 7 MC with Tubes.... e 
Brand New BC-458, 5 to 7 MC with Tubes... 5. 
Twin Rack for 2 Transmitters P 
Be CSU NOEs 0. 0s vec ccccatstesccace 1. 
Near New BC-456 Modulator, with 28 v dyna- 
motor 


SCR-518 $9950 
ALTIMETER 

Brand New 
Famous SCR 518 A 
Altimeter. Brand new 
TT factory cartoned. Worth 
7. over $900.00. Made by 
SY eh t RCA. Complete as pic- 
tured. Has 29 tubes. 
Works in the 500 MC region, This is the complete 
unit. Transmitter, receiver, power supply and 3” 
scope indicator. Reads altitude up to 30,000 ft. Oper- 
ates on 28 volts..D.C. Complete with tubes. 6SK7, 2 
8012, 2 68J7, 6C8, 6SN7, 6F8, 23D4, 6Y6, 6V6, 10 
cat 3 2X2, 954, 955, 956, 635 and 3 in. CR tube 

O8P. 


A RED hot scoop at only $29.95 complete. 


ARC-4 514.95 


IDEAL FOR 2 METERS 


Priced Complete With 
20 Tubes—and 12-82 
Volt Dynamotor 
FOUR CHANNELS CRYSTAL CONTROLLED. ARC-4 
for VHF frequencies 140 to 144 megacycles. There are 
7 tubes in the transmitter: 832, two 1614, two 6V6 and 
two 6L6. The receiver section has 13 tubes: two 
6AC7, four 6N7, three 12S8J7, two 128Q7 and two 
12A6. The unit is actually two nag oy and one 
transmitter in one piece. One receiver is for stand-by 
Has built on dynamotor for 12 or 24 volt DC 
peration. Priced complete with tubes and four crystals 
and dynamotor. Hams convert this for two meter 
operation, It’s a scoop at this price, Used, but guar- 

anteed to be in good condition. 


MARKER BEACON 
REC. $2.95 


BC 1023 A Marker beacon receiver. 
Designed for reception of modulated 
signals of the 75 MC band. Variable 
tuning permits coverage of 62 to 80 
MC. Brand new factory cartoned. 
With tubes 6S8Q7, 6U6, 6SC7 and 
12SH7. Operates directly from 12 
or 14 volts DC. Priced for quick 
sale only $2.95. 


SCOOP! 110 M.C. REC. $6.95 
BC-733 D Localizer Receiver 

Freq. 108-110 Me; 

Complement; 


—128 

GT, 2—12SG7, 

titA. "Now only...$6.95 

NEAR NEW CONDITION. 
A RED HOT VALUE. 


MODULATOR SALVAGE $2.49 


Another red hot value in 
salvage. All seats of good 
usable 
Oo 


NAVY ARB 4-BAND 95 

REC. 195KC TO 9 M.C. 

MOST IDEAL OF ALL 10° 
RECEIVERS 


You can convert this over 
easily to a good ham re- 
ceiver. It’s one of the 
hottest values in surplus 
receivers, 28 yolts DC in- 
put. Covers 4 bands. 195 
ke to 9 me. This is a de- 
luxe type superhet re- 
ceiver, note that the fre- 
quency coverage includes 
the standard broadcast 
band. Has 4 gang tuning condenser; can be converted 
to a 110 volt AC receiver. Priced complete with tubes: 
12SF7, 12SA7, 3-12SF7 and 12A6. Has dial built 
on front of chassis. Electric driven or manua! band 
change switch. Weight 28 Ibs. Size 6x7x15 inches, 
ARB Near new condition, with tubes and dynamotor. 


Net 


2-BAND RECEIVER 


ARC-429. 201 to 400 KC 
and 2500 to 4700 KC, AR‘ 


429A. 201 to 400 KC and 
4150 to 7700 KC. Have 
plenty of either receiver 


used but in good condition. 
Priced with 6.6 volt tubes 
Scoop price 


AM-26 $1.49 


AM 26 interphone ampli- 
fier. This unit is nice for 
parts salvage and the alu- 
minum case is usable for 
receiver building etc. Size 


9%x4%x5". Has two trans- 
formers, four tube sockets, three filter condensers, 
three position panel switch, toggle switch, and many 


small parts. All are in perfect condition. 
$1.49; 2 for $2.49 


RDF RECEIVER 
$19.95 ’ 


MM-26-C Compass Re- 
ceiver. Brand new fac- 
tory cartoned. This unit 
covers from 150 to 1500 
KC inclusive; h 
bands. Complete with 
eleven tubes of the 6 volt 
type; 6SA7, 6SK7, 6F6, 
etc. Has 28 volt built- 
in dynamotor. There is no dial built on unit and no 
remote cables are provided. MM-26-C receiver $19.95, 
Remote control $3.95 extra, 


Manually operated loop............. ~..- $6.95, extra 


NEW BC-1206 $4.95 


Designed to receive A-N 
beam signals, 24-28 vdc. 
Tube complement: i14H7, 
14A7, RF, 14H7, 14H, 
14A7, 14H7, IF amplifier: 
14R7, detector and Ist 
audio; 28D7, output. 195 
to 420 KC 4” high x 4” 
wide x 65%” long. Weight 4 Ibs. 


R-89 $6.95 


R-89/ARN-.5 Glide Path 
Receiver {1 tube superhet. 
Formerly used for blind 
landing. Adaptable for many 
Receives 326 to 335 
Contains six relays. 
tubes 7—6AJ5, 128R7, 
2—12SN7, 25D7. Size 13x5x6. Weight 12 Ibs. A 
beautiful piece of equipment. Has three crystals. 
Priced complete with xtals and tubes. 


R-89/ARN-5 Near new condition. Net...... $6.95 


ll 


10 TUBES FOR $2.79 
5—6V6GT and 5—6SN7GT—Alli are J.A.N. Guaran- 
teed Perfect. 


McGEE RADIO COMPANY 


WRITE FOR 
CATALOG 


SEND 25% DEPOSIT—BALANCE C.O.D. 
1225 McGEE ST., KANSAS CITY, MISSOURI 
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RADIO NEW 


THE McGEE RADIO CO. PRESENTS THE GREATEST RADIO KIT OF ALL TIMES 
f PORTABLE RADIO KIT $ 95 
MAKES A $32.50 RADIO 
. ” ” ” . 
Size: 6%" x3%" x 4% Weighs Only 3% Lbs. 
@ Two-Tone Ivory, Red Plastic Cab. @ Loop Aerial, Built-in Lid 
@ 4Tube Superhet @ AVC. @ Looks like and is a Commercial Radio Kit " 
“i 
° ° ° = ° ~ 
- @ Two-Gang Cond., Lucite Dial @ Simple Assembly and Wiring Instructions Complete 
This kit is ready for immediate delivery. The same nationally known factory that with Batteries 
manufactures tens of thousands of this radio, is line-producing this radio kit for us. lucite face of the receiver has an inlaid gold design. The circuit is the conventional 
Every part, from the cabinet down to the last resistor, is matched. The chassis is two gang superhet type, with A.V.C. Receives the broadcast band, 540 to 1650 KC, 
ready punched; all you do, is mount the parts and wire. This radio kit will assemble Uses miniature tubes: 1R5 converter, 185 detector A.V.C., 1T4 amplifier and 354 
into a beautiful personal radio for you, just the same as it does for the factory. power amplifier. Alnico V PM speaker. The loop antenna is built in the lid. 
We furnish you a diagram, photograph of the completed chassis and full assembly Radio comes on automatically when lid opens. Operates on self-contained batteries. 
instructions so that those with a minimum knowledge of radio may ay BE - a Sie wd —- ay tubes and 67% volt ““B’’ battery and flash cell (Not AC-DC). 
The beautiful case is made of metal with plastic hinged lid and snap oi else to buy. Model X-45, Price $14.95. Shipping weight 5 Ibs. 
SCOOP MODEL X-45 4S PERSONAL PORTABLE KIT. winto- AND TESTED WITH BATTERIES, } eT r st 9.95 
RADIO SERVICEMEN! YOU ) CAN SAVE MONEY ON ALL RADIO PARTS AND TUBES AT McGEE 
su aGNAUPAGRAPH | CARTONED RADIO TUBES | “Monts Record 
oe “ Includes Maguire two post 
. SPEAKER $9.95 OUR OWN PRIVATE BRAND automatic record changer 
It Here is without a doubt the best bargain br FM Bini — 
d in oe ee | U. 8. 2 a * in. Volume controls. Alnico V 
.. speaker made for the famous Aireon > - c > 
r. Juke box. Has standard 1% in. 16 ohm s 8 8 EACH PM speaker. Only s few 
minutes required to mount 
5 voice coil and 12000 ohm field. The field changer and amp. A Real 
may be easily excited by hooking to your > oo value j 
radio or amplifier as a bleeder. Packed ASSORTED FOR Model J-74..Net $22.95 
in original cartons. Fully guaranteed. fa. 28 : 2 ae * 
Here is your chance to get & speaker (Pat | These tubes are boxed and branded HY VAC. All are EDWARDS FM 
“ rin, ou ose ow notes, ir 
, pn — Me $0.95 each, two fer only guaranteed best quality. Full Replacement. TUNER $31.50 
$19.00. 12SA7GT 6K7GT 6SA7GT 68/7 1R5 Converts any tadio receiver 
“Best Bargain in America’ 12SK7GT 6A8GT 1B4 12AT6 1S5 or sound amplifier for FM. 
ivediins oe 4 aaa Rover Hear 23Q4 New and revolutionary tun- 
incip) kes Ed- 
Popular P.M. Speakers SSz5GT 12897 SSK7GT 354 70L7GT ward's Fidelotuner the most 
Mcient FM t oo 
AT LESS THAN HALF PRICE 128F7_  SK6GT © 25L6GT 8585 = ’ the market today. All the 
at vant fF ti urs, With t 
EVERY SPEAKER GUARANTEED BSN7GT G6XS5GT JI7L7GT 14 compact, eMlent ‘tuner “Covers. tall. Fat band, 98 to 
os MC, ve tubes plus selenium rectifier. 
> M. be . --s.. ae 
4 > 3°. ae $0.99 75% OF ALL THE TUBES 49c 4-PRONG VIBRATOR 
5 in. P.M. 1 of. 7) YOU USE FOR . 
— Alnico V. mag. ..... socne eee FOR AUTO SETS 
5 in. P.M. 1.47 oz. Alnico V. mag ...$1.19 Guaranted Standard Brands Cartoned and Uncartoned. 
, came’ mince “a tees a ‘ 5U4G 6SF5 12867 14R7 43 «78 , 
5 in. P.M. 2.15 oz. Alnico . TOE. wccoscece — oes 6SF7 1287 4s? 43 80 $1.29 each—10 for $11 95 
6 in. P.M. 1.47 oz. Almico V. mag. .......-- ° 1 Made by the world’s largest marfaeturer 
; 6 in. P.M. 2.15 oz. Almico V. mag. ........- 1.98 ++ > a +> 1 reaver, | a of vibrators. Heavy duty 4 prong, 6 volt 
6 in. P.M. 3.16 oz. Alnico V. mag. .......,- 2.95 | 6H6 6SR7 1486 35z3 7 connections. i Om ot ee 
Mw Sika 15 1268 1407 3524GT rf 
. 8 in. P.M. 2.15 oz. Alnico V. mag. ......... 2.95 Seer 126 ian? au 49c Sh F80% 10 for Sih: -96; 50 for 
y 8 in. P.M. 3.16 oz. Alnico V. mag. ......... 3.45 | 6sc7 12)5GT 14Q7 42 cACn Oo. ‘06 for $99 
8 in. P.M. 20 oz. Almico 3. mag. .....---- 3.95 LAST MINUTE PARTS SPECIALS 
9 10 in. P.M. 20 oz. Alnico -3. mag. ........-- 4.45 7A6 7H7 35A5 thas ILE3 Popular half shell power transformer. 6.3v 2 amp, Sv 2 
_ 12 in. P.M. 20 = oz. Almico 3. mag. ......... 4.95 | 7a7 7N7 oz4 | 1LAG iLH4 amp. 700v center tap, at 50 MA. Not ver (TET oe 
1Zin. P.M. 7 oz. Alnico V. mag. ......... 5.95 Ln. v7 are Hey pean 100 mil} half shell power transformer. Flush mount- 
12 in. P.M. 46 oz. Alnico 3 mas. nentintes 9.95 7B5 724 6A8 liLC6 79¢ ~ing 6.3v 3.5 amp 5v 3 amp 700v center tap, at 100 MA. 
’ 7B6 30° INSGT /iLDS EACH Not war surplus... eovewe Mbo cccdseevee $2.95 
DEEP CUT PRICES ON 77 fay ea. é.3v.5 amp, bv 3 amp TODv center tap. at ‘T50 Ma. Not 
—_—— a ‘ 
war surplus ...... 3.49 
FIELD COIL SPEAKERS 4 eas 574 ag 8 Section side cowl auto antenna. inaividua y car- 
OFT 35751 Le © | toned. Nationally known make. Has 30 inch shielded 
4 in. Dynamic. 450 ohm fleld............... si.8s9 10Y c | EACH lead. Guaranteed best quality. 
5 in. Dynamic. 450 ohm field............... 1.89 EACH Scoop price $1.59: 10 for $14.95 
5 in. Dynamic. 3000 ohm field...... sucosetes:- Oe ae 12-WATT 
- , in. mone - - ane  apeoneiceweeke Hye SCOOP! ON NEW C.R. TUBES AMPLIFIER 
. Dy . ) ohm fleld....... eecccces ° 
s. _ Speen one Brand New Fully Guaranteed SCOOP 
12 in. Dynamic. 1000 ohm fleld............... 4.95 ei $14, 95 
- aaeunethe DE oc acidiee 64 ee, . © OE ckkcncvncs $1.95 
3 BPI 1.95 “2 ee 2.95 3 a Utility amplifier 
— POPULAR OVAL SPEAKERS eam. ‘os. om... 2.95 eogen. es push-pull 7C$ 
: Qo een b MT PreEr [ a) eee . . > 
éx6 in. P.M. 1.47 os. Alnico V. mag. ......... $1.49 | 5 Br4—Has white screen; ideal for television... $2.95 d gain for both crystal or 
5x7 in. P.M. 2.15 oz. Almico V. mag. ......... 1. dyn. mike and pick-up. 
= 95 Ideal for all around use. This amp should sell for at 
4x6 Dynamic. 450 ohm field..............+2.- 1.95 | We guarantee every condenser to be of fresh stock. | jou $25.00. Model MU-13............ Net $14, 
Made by nationally known manufacturers. No junk. Crystal mike and desk stand $4. 95 extr Ss 95 
15” 110 OZ. P.M. SPEAKER, $24.95 600 VOLT TUBULARS, MANUFACTURERS | Heavy duty 12 in 7 02. Alnico 5 P.M. ........ 5.95 
High Fidelity 15 in, P.M. with 110 oz. Alnico 3 mag- ve PULSE FORMING NETWORKS 
net; a $48.00 value; made by one of the largest manu- Guaranteed all good mds condensers; .001, .005. Used in small radar modulators, available in three 
facturers of speakers vinget Jegss eccesnanse Net $24.95 ;o1, ot 08. all ooo. volt. Any size $0.08 8 oe tg Be —_—— rating. 
Wted TOF . wee cee eee reese eeeeeeee . . -OUS, second, pulses r 
_ SRE truth ont adads- hens oanimncethiean tal biteea $1.95 
‘SPEAKERS WITH OUTPUT ATTACHED POPULAR F.P. ELECTROLYTICS H-601, three micro seconds, 200 pulses per 
> , \Lé +s ag MEET Tee A 
- - nae Oe eS Oe ee $1.45 | in Alum. Cans. Easy Twist. Mounting all small H-602, 16 micro seconds, 66 pulses per second. §: 
t. 5 in. P.M. 1.47 oz. Alnico V. mag. with Push-Pull | size. All are 1x2 or 1x3 in. All three of above, for only................+-. “ 
id Output trams, ........ce eee eeeeeeeees Scoop $1.69 | 40x20 150v. ...... 39 16x16x450V. ...... 49 SCR 269G A.D.F. $39.50 
+4 5% in. G.E. P.M. Square with 50L46 output trans. 40x20 150V. 10x25V .49c¢ 39c SCR-269G Automatic 
ome mounts in place of regular 6 in. speaker...... $1.95 | 40x20x10 150V. ... .6%¢ 20x350V. 20x20 25V.19¢ | Radio Direction Find- 
7. 6 in. P.M. 1.47 Alnico V. magnet with 7000 ohm pri- er has 17 tubes. Fre- 
A mary Output trams. .........-..0eeeeed Special $2.25 TUBULAR ELECTROLYTICS $00 to coresage, em 
2 ‘ . » 
8. in paper tubes with pig tail leads clusive. Receivers 4 
s CARBON HAND MIKE, 99c ® Mid. 450 Volt Tubular..39¢ each; 100 for $32.80 | are in perfect condi- 
A . , 16 Mfd. 450 Volt Tubular..S9c each; 10 for $ 8.25 ° 
~ Pt yl ttn -—* = 8x 8 Mfd. 450 Volt Tubular..49¢ each; 10 for $ 4.80 ee ng 
plug. Brand new and factory 20x20 Mfd. 150 Volt Tubular..39¢ each; 10 for $ 3.50 ceiver, new RDF 
cartoned. While they last. 99c¢ 50x30 Mfd. 150 Volt Tubular..49¢ each; 10 for $ 4.25 loop, remote contro a 
he each; two for $1.89; ten for 50x30 ita. 150 V. 20 Mfa. relay, dehydrator, cab , etc. This is a ter- 
$6.90. DG acces ctbowat peces S%c each; 10 for$ 4.90 | rific value at only $39. o's . Only 50 are available. 
McGEE RADIO COMPANY. “citacc. 122s mor st, RANsAs ciY, missou 
" € CATALOG 1225 McGEE ST., KANSAS CITY, MISSOUR 
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LAFAYETTE 
SPOTLIGHT VALUES 


worth $9.00 


EMERSON 
12” PM SPEAKER 


only $495 


This remarkable speaker has an Alnico $5 
Magnet and was manufactured for Emerson 
by RCA. One piece cone, heavy metal frame. 
Excellent for replacement or new installa- 
tions. Less output transformer. Shpg. wt. 9 
Ibs. No. KPS271. 


aes rh agmapvscge 


a connects to 
anyreceiver 
or sound 
amplifier 


only 
$3150 


This highly efficient tuner brings you de- 
lightful, noise-free FM with its revolution- 
ary High Q Tuning Lines.* 


Newest Features: discriminator circuit -« 
three IF stages including limiter + permea- 
bility tuned IF and Disc ‘“K-Trans” « slide 


. rule dial for easy fingertip tuning « full 
range 88x108 Mc 5 tubes plus selenium 
rectifier + VFH insulation throughout - 
local reception antenna included « Tubes 
3—6SH7, 1—6J6, 1—6H6 > 105-130 V. 60 
cycle « AC operation. | 

Size: 11"x6"x6%4". Shpg. wt. 7}4 lbs. No. 


K20360. 
*Pat. Pend. 
Lifayetie Ke WiRE TELEVISION, 


100 SIXTH AVENUE, NEW YORK 13, N. Y. 


110 Federal St., Boston 10 24 Central Ave., Newark 2, NJ. 


wseceseeee CLIP COUPON AND MAIL NOW! eocee<---- 


LAFAYETTE RADIO, Dept. RB8. 
100 Sixth Avenue, New York 13, N. Y. 


Rush Catalog #88 0 Supplement /88s © 
Enclosed is check or money order for: 


) Speaker KPS271 @ $4.95 each 
© Fidelotuner K20360 @ $31.50 each 


OPP eee Pee ee Pee ee eee eee eee eee ee ee eee eee) 


Cee Pee ee ee eee eee eee eee eee eee eee ee eee 


Inc. 


| 
} 


| 


| 


—) 


RCUIT PAGE 


(FOR PARTS LISTS SEE PAGE 84) 
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RADIO NEWS 


x 


tere. and on following pages, are circuit diagrams 
gad parts lists of many new postwar radio receivers. 
Radio News will bring to you other circuits as quickly 


as possible after we receive them from manufacturers. 
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BETTER 
CONDENSERS 


Even though JOHNSON con- 


densers offer you many out- 
standing advantages, they cost 
less* than any other quality 
condenser. 


Type C and D JOHNSON 
condensers are available in 52 
different sizes with a wide variety 
of capacities and spacing. 


FEATURES 
TYPE C AND D—DUAL AND SINGLE 


1. Sturdily constructed—heavy 
aluminum plates .051 thick. 


2 
~ 


. Rounded plates for high-voltage 
rating. 


. Steatite insulation. Large laminat- 
ed phosphor bronze rotor brushes. 
Center rotor contacts on all dual 
models. 


. Heavy tie rods for frame strength 
and rigidity. Brackets for top or 
bottom mounting. 


~~ 


QQ 


. Spacers that permit reassembly 
for different capacity or voltage 
ratings. 

6. Occupy less panel space because 

of their construction. 


= 


. Both front and rear shaft exten- 
sions permit ganging. 


For Complete Details Write For 
Latest JOHNSON Catalog 


JOHNSON 


a famous name in Radio 


E. F. JOHNSON CO. WASECA MINN. 
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HAVE ALL THE FUN - - AND SAVE TWO-THIRDS THE COST 


Whe NEW HEATHKIT VA 


CUUM TUBE = BATHTUB 
| CONDENSER Kit 
VOLTMETER KIT fey} MFO. to 1. ep, 
up to 600 Volt, 
The most essential tool a radio man can have, naw within 
the reach of his pocketbook. The Heathkit VTVM is equal in 
quality to instruments selling for $75.00 or more. Features 2n.ccccccccceccno 
500 microamp meter, transformer power supply, 1% glass = 
enclosed divider resistors, ceramic selector ovhdeen, ll meg- = TRANSMITTER 
ohms input resistance, linear AC and DC scale, electronic AC: CRYSTAL KIT 
reading RMS. Circuit uses 6SN7 in balanced bridge circuit,a = 
6H6 as AC rectifier and 6X5 as transformer power supply = 4 mounted crys- 
rectifier. Included is means of calibrating without standards. = tals between 2 
Average assembly time less than four pleasant hours, and MC and 3 MC. 
ov have the most useful test instrument you will ever own. = 4 For $1 
Bonees 0-3, 30, 100, 300, 1000 volts AC or DC. Ohmmeter has = - 
ranges of scale times 1, 100, 1000, 10M and 1 IM, Beeesvoreooceromeooooecontneneneeennes Wnwnenntns . 
giving range .1 ohm to 1000 megoh Complete with de- 
failed instructions. Add postage for 8 Ibs. 50 beuttiet : 
loctal and minig. 
ture sockets. 
% 
f 3 
Perfect sizes from $ 
: Va to 2¥2 MH. ¥ 
% - 3 
OUR BEST : commann ser | 10 OR SD ma BT 
CONDENSER BUY ACCESSORIES rows | | 
filter has 2.5 MPD., 2.5. | 110V power supply kit with : 4.) RHEOSTAT KIT © : 
MFD., and 5 MFD., sec- 24 volt filament, no wiring = i k t oe = 
tions at 600 V. working. changes inside set, punched . —~y Sh’ wats $ 
All oil filled, 95 chassis and volume control = LR.C., ete. % 
extra special....... $5.95 : : 
saabbnannahenehasbeleaahsecoscooosnqneqneecooeeoqeeecon[e! seeees 5” Pa speaker with output : 5 For $2.95 } 
" transformer, matching head- ~...... a ocesesee see POEM EME oe 
CONDENSER SPECIAL phone out , “a “3 
put $2.80 Aa : 
Brand new Cornell- Dual receiver rack FT2277A with connecting = MICA CONDENSER KIT a : 
Dubilier 2 MFD.600 3 For plugs $1.00 = An excellent assort- &E 
Vv. oi! filled filter Shock mount for above rack ane $1.00 = ment with silver \\ 8 ; 
* condensers, porce- $1 .00 : Single transmitter rack FT....................+. - $1.00 = mica and regular. 25 FoR i 
= Jain insulators. op = All color coded or $1 00 
one ste leietere"s!e.0,0,0 o'eraae ORC Se OC ea TeTTeT Tee ere Pore Peete Selatete RR Ra bie. | marked. . 
G.E. CIRCUIT BREAKER : T32 TABLE MICROPHONE eararencansnconronearoveaneee ns wae wvoodl 
Protect your sqvomant ot | Ore of she Aumyis bet ul by Kal CERAMIC CONDENSER KIT 
one-fourth of cost, new G.E. = sole eddeus aeneies yee a = 20 beautiful condensers all = 
50 omp. 220 V. $2 95 SD Bees tie original eavheen : marked or coded, many zero © 
circuit breakers..... . : add postage for 5 Ibs. rapes $995 temp. coef. types. $ 
nepoensecoonsceneneiasccees snaitiedieiane PANN MC AMOORRLE LENE EIRENE NER ERN EERIE ETE CO NE NE 20 For $1 .00 é 
2%" VOLTMETER DCPOWERSUPPLYKIT= ~~ — 
ideal for making pocket tester, Supplies 24 V D.C. at l0OOMA 30° = $ ; 
scale 0-3 D.C. volts, made by from 110 V A.C. for operating = 2 
Weston and Simpson. Tester dia- 24 V electric motors —trains, =§ RESISTOR KIT 3 
ae and Multiplier 3 


etc. Complete : : a 
sondty to build a $949 : The best available al! in 


sulated color coded in ¥2- 
1-2 watt sizes. 


100 ror $1.95 


: istors for 30-300 V. 
3 DLC. included $1.95 


MILITARY POWER TRANSFORMERS .: 
CONVERSION Convert your military receivers * 
without rewiring the filament. = 
“A” type supplies 500 VCT at 50 Se rcrrecccrrrorrreey 
MA, 5V at and 24V at Yad. 5 
“BY type supplies 500 VCT at 50 = 


MA, 30 of 28 ond 12V of lame: The NEW 1948 HEATHKIT 5 INCH 
State whether A or $995 : 


Shree dered. QS CILLOSCOPE KIT 


“AIRCRAFT INTERPHONE 


MINIATURE ELECTRIC : 
MOTOR 


eae 


only 11%4"x1"x2” 
6000 RPM. $99 


3 3 New improved model of the famous Heathkit Oscilloscope. Buildin 
AMPLIFIER 5 an oscilloscope is the finest training for television and aor 
New BC 347C using 6F8 ® servicing technique and you save two-thirds the cost. All the 
tube with tube ouncer, $ features and quality of instruments selling for $100.00 or more. 
transformers, ? Supplied complete with cabinet, two color panel, 5BP1 tube, 2 
 SY3 tubes, 2 6SJ7 tubes and 884 sweep ctor tube. Power 

gee DNAM OD eee LAT ON transformer supplies 1000V negative ond volt positive. Sweep 

TRIMMER 3 generator 15 cycles to 30 M. cycles. Has vertical and horizontal 


: amplifiers. Oil filled filter condensers for long life. 
CONDENSER KIT : Nothing else to buy: com. 
3 plete blueprints and in- 
structions incl 


10 brand new va- 
riables 12 MMF to 
50 MMF ceramic 
insulated. 


455 KC LF.’s 
Dual slug 
tuned squore 
can. 


3 ror $1 \ ne a ' Jestage; we refund exces 


RADIO NEWS 


HEATHKIT 


= S 
SIGNAL GENERATOR KIT — en po 
Build your own signal generator and learn while you profit. = BC-375 TUNING UNITS g 
Save two-thirds the cost and have an instrument you will = These General Electric g 
be proud to place on your service bench. Supplies fundo- = 150 Wott oy = 
mentals from 150 KC to 30 MC on large calibrated panel. = ee : 
wa 400 cy. AF modulation can be used separate- = er $30.00 worth of 
ie ly for audio testing. Has transformer power = new condensers, coils, 
seeee : supply. Furnished complete with tubes (one = switches, National Vel- 
j 6SN7, one 6X5), transformer, coils, cabinet, = — oe van ~ 
punched and formed chassis, blueprints and ¢ >vppiiee complete wi 
| 4 —— and all small parts. Add postage : St prod haan a 


DYNAMOTORS..... SCR-269F AIRCRAFT 


Consists of electric motor oper- : 3 
Suc | | aele Somes. 4 ae 
radios from storage battery— = ; 


> TUSB, TUIOB or TU26B. 
= Add postage for 20 Ibs. 


volts, output 500 volts, 160 MA. receivér, indicator, 


shipping | eight 


using as motor. 3 Brand new avto- Seecen PO eT ee SCS nT 
4 Pay reas a = lagut 12 volts, = — compos- RG-8/U FLEXIBLE 
“% ; . ; output t t 350 MA. = ses vse on air- 
: Shipping Weight ~ = eraft or boats. Ran COAXIAL CABLE 
; 72 pounds. .... ves $7.95 = 200 KC to 1750 KC. ideal for feeding any antenna | 
$ Dynamotor B—Input 6 or 12 = Complete with loop, up to | K.W. All frequencies up 
= 


control box, plugs, to 250 Mc. Brand new cd 


= : length. Lowest price ever 
= cable and instruc- 

30 pounds. $5. 95 = tion manyal (less fered. 

Dynamotor Hf fees 28 volts, = inverter). 


% output 220 volts at 60 MA. Ship : 3 
By ping — % 95 : BRAND NEW 
: 6 pounds. . ‘ . $1 .50 % $34 e canines a : ARMY AIR FORCE 


y HEATHKIT ASTROGRAPH 
IGH FIDELITY ee ee 
unit mokes the 


MPLIFIER KIT 


Build this high fidelity ompli- % finest tool and 


SPECIALS 


PE 104A power supplies operate from 
6 or 12 volt input — output B4V plate 
1.4 volt filament \ 


é , fier and save two-thirds of % ‘servicekiteverde- 
| | ceramic Verabie concer 0 Mi ne coat. “Poth pull output Hamed. Piywoed 
yi Lip Microphones T-45 in original sealed using 1619 tubes (military % Trelo” how, ’ ~ 
3 cartons . $1.00 type 616’s), two amplifier $ x igh, wit! 


Thermocouples for RF Ammeters, 3 for $1.00 stages using a ducl triode 3, 8 covered com- 


cluded. Power supply kit $10.00 additional. Shipping 
Weight 20 pounds; 8 pounds for power supply. 


Lie ee HEATH COMPAR | 


eres : Nae oe 
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Plat POP POOLE LPL ON 


£ 10 henry 50 ma Filter Chokes .... 2 for $1.29 a an Dee = Soe = : 
| BBY Cemede toy Yabo Sa Srdveton'swelteamiten | evdnr teat : 
$ econ’ $ , st - :. 
= Syame Motors 5SDG Brand New, ae eianiieh anaes Fy inforeed covers, hinged lid. Also excellent = 
Kit of . per pale $6.95 and former chassis, transform. _; 93 case for radio aph, movie : 
3 it of Screw Driver ype Potentiometers ers (ineludi quolity output # jector, camera, shell case, fishing kit, ; 
% for $1.00 9 to 3.8.38 ahem velee coil) Fi it, etc. The erty oy > itself, (which cost 
e Kit of Metal Tubular Bypass Condenter $] 4 : controls, ond com. # the government $ makes an excellent = 
$ 20 for $1.00 e plete instructions. Add £ contact printer, and can be used as a foun- = 
% Kit of Relays, excellent types 5 for $2.50 t for 20 tb y dation enlarger, strip map holder, etc. = 
3 Kit of Knob Type Potentiometers carbon ope. +4 is ws The case alone worth twice the 
fond W.W.... seen for $1.95 12” PM speakers $4.95 geoauey giana. $3.95 
BeooeanenncnenOn MMM MAMENC CE at sanandncnnaninct FOP OROVO....nneccr : 
BC-457A ie att soreetotetets “On Puaee eC -" . oman SOLD om $ 
i i RANSMITTER “Ntheeascsceee” : ONDE s : 
= & 
: | prond new transmitters AN/APN-1! CAP WDC PRICE CAP WVDC PRICE ; 
| covering 45.3 Me. Contains RADIO ALTIMETER is wos 39 1. «1000s aE 
§ Ae tose make encetiont £4 400 .49 2. 1000 69 
Vv om conversion in z 
§ May 1946 CQ. Complete in a : 5 600 59 1000 90 
en sconnhenrsnardiaasmherns antennas, indicator, 8 600 1.00 25 1500 4 
monnnnnnmnnnnnneees : owltch, plugs end in. : 
PUSH BUTTON TUNER = struction manual in : 2.5-25-5 600 1.50 15 1500 79 
: = original erate. 8999) 2 5-5-5 600 1.95 1 3000 1.20 
: This beautifully constructed unit = 4 : 8.8.8.8 600 3.95 25 3000 1.30 
$ was used on an Army FM re- = 5 95 <@ ¥ : 
ceiver. A tan push-button os 34?: wae ep . 1000 29 05 7500 2.50 | 
; silver plated ~ E- condenser = 25 1000 Ss (39 
: SE Re ee et ee Se ee eee Cae eonesusens*evesseneen’ roooosonneosoooneosest 
; new. Shipping Weight 10 Ibs. cp letelelsleceleleleleietatetetetetetetatatetetetetatatPetetetatatetetetatateteretatatatcenetttanetetatatateretetetatet et ctatateteeManM ON Nee DT PERE EERE EERE EERE Roe PP PRI L ID PLO IEE IO OD a 
; SS OO eK te a A T oa K 1 T ¢ 
; The Army’s best — eliminate flict -eors = 
: % = outside noise. Complete with trans- = A best buy in on amoteur transmitter kit. Circuit uses 
3 ee ys ond pane —— % latest post wor improvements, can be assembled to cover 
4 plete. Add postage for 1 Ib. $100 = §0-40.20-10 meters with 25 Watt output. Comes complete 
1% : with 80 meter crystal, speech amplifier, 80 meter coil, four 
: ? tubes, cabinet, beautiful panel and all additional parts 
needed less power supply. Blueprints and instructions in- 
| 


TV CONVERSION KIT 
Republic Television, Inc. of Dumont, 
New. Jersey is currently marketing a 
conversion kit, the TC-10, which makes 
it possible to convert existing 5 or 7 


inch tube television sets to a 10 inch 
size. 

The kit comes complete with the 
new Sylvania 10 inch electrostatic 
deflection and focus tube, power trans- 
former, chassis, unbreakable plastic 
screen mask, and all other necessary 
components. 

The manufacturer claims that such 
conversion can be completed in one 
hour. 

Further details on this kit are avail- 
able from Republic Television, Inc., 
Dumont, New Jersey. 


SERVICE TEST BENCH 

A new console type test bench de- 
signed particularly to meet the re- 
quirements of radio servicemen has 
been announced by the Radio Tube 
Division of Sylvania Electric Products 
Inc. of Emporium, Pa. 

Providing ample area for bench- 
work, the new fixture includes slop- 
ing panel for permanent mounting of 
meters, test prod outlets, tube testers, 
and other tools. Suitably proportioned 


_ 


drawers for dust-proof storage of os- 
cilloscopes, v.t.v.m.’s, and other valu- 
able test instruments are also pro- 
vided. 

The seven-foot bench top is covered 


with durable linoleum for improved 
appearance and protection of delicate 
equipment and components, Four 
shallow drawers provide out-of-sight 
storage of frequently used compo- 
nents, push-back wire, and small hand 
tools. Kneehole and recessed base de- 
sign permit working close to the bench. 

Sylvania distributors have full in- 
formation of this new bench or addi- 
tional details may be secured directly 
from Sylvania Electric Products Inc., 
Emporium, Pa. 


RECEIVER KIT 

Allied Radio Corporation has just 
announced a new, low-priced, a.c.-d.c. 
superheterodyne kit, designated the 
“Knight Ranger.” 

The receiver has been designed to 
tune the regular broadcast band from 
535 to 1620 ke. and uses five tubes, 
a 12SA7GT, 12SK7GT, 12SQ7GT, 
50L6GT, and a 35Z5GT. 

The kit is supplied complete with 
all parts, hardware, solder, wire, 
tubes, loop antenna, walnut bakelite 
cabinet, and detailed instructions on 
the assembly of the unit. 

Full details and prices on the Model 


X83-275 will be supplied by Allied Ra- 
dio Corporation, 833 West Jackson 
Boulevard, Chicago 7, Illinois upon re- 
quest. 


TUBE SOCKETS 

Direct mounting of metal industrial 
tubes, similar to the 172 thyratron, to 
non-insulating surfaces is facilitated 
by the new steatite mounting bracket 
of compact design just introduced by 
American Phenolic Corporation of 
Chicago. 

The new sockets are available with 
or without a feed-through steatite 
bushing which permits back of sup- 
porting panel wiring. Terminal screw 
sizes of %,” or 4” are available. Ad- 
ditional insulators may be used as tie 
points or feed-through insulators for 
the tube element connections, allow- 
ing design engineers to take advan- 
tage of design neatness and built-in 
ease of maintenance. 

Surface electrical creepage_ dis- 
tances are held at about 2” enabling 
use at high voltages. Exterior of 
stand-off is glazed and metal parts 
plated. 

American Phenolic Corporation, 


1830 South Fifty-fourth Avenue, Chi. 
cago, Illinois will supply additional de. 
tails on request. 


TV CONDENSERS 

Cornell-Dubilier Electric Corpora. 
tion of South Plainfield, New Jersey 
has recently added a new unit to the 
company’s line of television condengs. 
ers. 

The new Type T-115 is a 3 x .1 afd, 
3500 v. d.c. unit which measures 1\%* 
x 3%" x 2”. 

The T-115 is provided with three 
high voltage bakelite cone insulated 
screw terminals with the case being 
common to all sections. 

The condenser is impregnated and 
filled with Dykanol and hermetically 
sealed in a metal housing. Universal 
mounting brackets provide common 
connection between the condenser ele. 
ments and chassis. This class of con- 
denser is available in a wide capacity 
range. 

Full details on this new Type T-115 
will be furnished by Cornell-Dubilier 
Electric Corporation, South Plainfield, 
New Jersey upon request. 


FLAT SURFACE PICTURE TUBE 

Television Assembly Company . of 
Brooklyn has announced the produc- 
tion of a television kit which features 
a flat surface picture tube. 

A 10” (51 square inch picture) and 
a 12” (75 square inch picture) unit 
featuring a new front end are now 
available. The kit is said to be so 
flexible that any number of channels 
from 1 to 13 can be used. 

The unit comes complete with a 12” 
speaker, specially designed dipole an- 
tenna, 29 tubes plus a 10” or 12” flat 
surface picture tube, complete picto- 
rial and schematic diagrams. 

Details on this construction kit may 
be obtained direct from Television As- 
sembly Company, 387 Bushwick Ave- 
nue, Brooklyn 6, New York. 


SPIRAL SPEAKER 

The Stephens Manufacturing Cor- 
poration is now offering their newly 
designed “Tru-Sonic Model P-52FR 
Co-Spiral Speaker” for converting ex- 
isting equipment to high fidelity op- 
eration. 

The “Differential Diffuser” (patent 
pending) accomplishes high frequency 
dispersion with an almost 100% spher- 
ical polar pattern of over 90 degrees. 
The frequency range is from 40 to 
14,000 cycles. As a result of tests, 
the company claims that the fre- 
quency characteristics attenuates re- 
cord motor rumble below 70 cycles 
and emphasizes a band in the “power” 
range around 500 cycles. “Presence” 
is accentuated by a rise at 2300 cycles. 
High frequency “hash” is subdued by 
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MONEY BACK GUARANTEE We believe units offered for sale by mail order should be sold 
only on a “Money-Back-if-Not-Satisfied” basis. We carefully check the design calibration and valve of all 
items advertised by us and unhesitatingly offer all merchandise subject to a return for credit or refund. You, 
the customer, are the sole judge as to value of the item or items you have purchased. 


- _-The Model 88-A COMBINATION 


SIGNAL GENERATOR 
ann SIGNAL TRACER 


We're prepared for the dethand we know will be created by this long overdue 
combination of the two units which have always been used together. The ultimate 
in signal tracing procedure is achieved by the Model 88, for the use of this model, 
enables you to use either the broadcast signal itself or the signal injected by the 
Signal Generator. This is especially useful of course when servicing “dead™ or 
“intermittent™ receivers. The Model 88 you will find is the greatest time-saver ever 
provided for by combining a full range Signal Generator and Signal Tracer into one 
unit; the set up time for interconnecting, etc., is entirely eliminated. 


Signal Generator Specifications: 
© Frequency Range: 150 Kilocycles to 50 Megacycies. 


© The R.F. Signal Frequency is kept completely constant at all output levels. This is 
accomplished by use of a special grid loaded circuit which provides a constant 
load on the oscillatory circuit. A grounded piate oscillator is used for additional 
frequency stability. 

* Modulation is accomplished by Grid-blocking action which has preven te be 
equally effective for alignment of amplitude and frequency modulation as well 
as for television receivers. 

© Positive action attenuator provides effective output control at all times. 


© R.F. is obtainable separately or modulated by the Audio Frequency. 


Signal Tracer Specifications: 
e Uses the new Sylvania IN34 Germanium crystal Diede which combined with a 


The Model 88 
comes com- 


plete with all resist pacity network provides a frequency range of 300 cycles to 50 
Megacycles. 
fest leads and or 
eperetiag ta © Simple to operate—Clips directly on to receiver chassis, no tuning controls. 
ms lees ® Provision is made for insertion of phones of any impedance, a standard Voll- 
Onl : Ohm Milliammeter or Oscilloscope. 
By. ccce ° 


The New Model 7 7 7 
20,000 OHMS PER VOLT!! 


SET TESTER 


TUBE TESTER SPECIFICATIONS: 

@ Tests ali tubes including 4, 5S, 6, 7, 7L, Octals, Loctais, Television, Magic 
Eye, Thyratrons, Single Ended, Floating Filament, Mercury Vapor Rectifiers, 
New Miniatures, etc. Also Pilot Lights. 

Tests by the well-established emission method for tube quality, directly read 
on the scale of the meter. 

Tests leakages and shorts of any one element against ali elements in all 
tubes. 


Tests both plates in rectifiers. 

Tests individual sections such as diodes, triodes, pentodes, etc., In mwuiti- 
purpose tubes. 

New type line voltage adjuster. 


-O.M. SPECIFICATIONS: 


© te 15/30/150 300 1,500,/3,000 Volts 

D.C. CURRENT: 

© to 1.5/15/150 Ma. 0 to 1.5 Amperes 

RESISTANCE: 

© to 5,000/50,000/500,000 Ohms 0 to 50 Megohm 

a (Based on zero decibels equais .006 Watts inte a 500-Ohm 
tine.) 


eeeee*e 08 @ @ 


—10 to + 18 db., + 10 to + 38 db., + 30 to + SB db. 
Model 777 operates on 90-120 Volts 60 cycles A.C. 
Housed in beautiful hand-rubbed cabinet. Complete $ 35 
with test leads, tubes, charts and detailed operating NET 
instructions. Size 13” x 12!/." x 6”. PRICE 


20% DEPOSIT REQUIRED ON ALL C. O. D. ORDERS 


GENERAL ELECTRONIC DISTRIBUTING CO. "New yous ny. 


February, 1948 = 


a . 


a gradual roll-off from 8000 cycles. 
The unit is supplied in both 12” and 
15” cone diameters. 

A copy of the company’s Bulletin 
No. 109 describing this and other 


units in the line may be secured by 
writing Stephens Manufacturing Cor- 
poration, 10416 National Boulevard, 
Los Angeles 34, California. 


TV AND FM ANTENNA 

An omni-directional antenna, the 
TACO Type 624, has been announced 
by Technical Appliance Corporation of 
Sherburne, N. Y. 

This “S” folded dipole meets require- 
ments for a non-directional, horizon- 
tally polarized antenna for reception 
from several television or FM trans- 
mitters located at various points of 
the compass from the receiver. 


This dipole is constructed in the 
form of an “S,” made from %” di- 
ameter, non-corrosive, aluminum tub- 
ing. A new type mounting clamp 
assures a rigid construction. The 
bakelite terminal block also mounts 
a strain insulator for attaching the 
300 ohm ribbon type transmission line. 
A 5 foot mast is supplied for mounting 
the antenna above the roof. Screw 
eyes and other mounting hardware are 
supplied as well as a 60 foot, 300 ohm 
transmission line. 

Technical Appliance Corporation of 
Sherburne, N. Y., will supply addition- 
al information on request. 


D.C. RELAYS 

A new multi-contact d.c. relay capa- 
ble of handling as many as twelve 
circuits in a wide variety of contact 
combinations has been announced by 
the Control Division of the General 
Electric Company. 

Designed for use in industrial elec- 
tronic apparatus, communications, and 
signaling equipment, the new relay 
has a life expectancy of millions of 
operations. 

Working from five basic contact 
arrangements, contact combinations 
can be stacked to satisfy intricate cir- 
cuit switching requirements. Silver, 
palladium, or tungsten contacts can 
be supplied, the choice depending upon 
rating and life specifications. 

More than 500 different coils are 
available for use in the relay, with 
ratings ranging from 1 to 250 volts 
and from .1 to 26,000 ohms. This 


makes possible the close matching of | 
the coil voltage and resistance with 
the rating of the energizing circuits. 


Two-section or concentric two- -winding 
coils are also available. 

Further information on these relays 
will be supplied by the Control Divyj- 
sion, General Electric Company, Sche- 
nectady 5, New York on request. 


FOLDED DIPOLE 

A folded dipole designed for use as 
a receiving or transmitting antenna 
in the 85 to 150 mc. range is in pro- 
duction at the Communications Equip- 
ment Division of Heintz and Kaufman, 
Ltd. 

The H-K dipole can be accurately 
tuned to any frequency within this 
range, hence is adaptable for FM 
reception, aviation service, the two- 
meter amateur band, and mobile serv- 
ices in the vicinity of 150 mc. 

The antenna is designed for use 
with a 300 ohm ribbon transmission 
line. Due to the folded construction 
and use of the ribbon, correct imped- 
ance matching over a much wider fre- 

(Continued on page 116) 
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BIAS METER 
Brand New 
Originally used for meas- 
uring voltages and tele- 
type and telephone equip- 
ment. Can be used for 
measuring DC voltages 
and bias voltages also 
checking polarity of DC 
voltages. Complete with 
adaptor plug and 
schematic. Enclosed in 
metal carrying case. Re- 
oem no battesios . for 
aneees ea. 
NEW BC- 223 AX OPRANSMITTER 
801 Oscillator and 801 Power Amplifiers, 2—46 
modulators and 1—46 speech amplifier; 4 Xtal Fre- 
quencies and Master Oscillator on selector switch 
10 to 30 watts output. Tone voice or C.W. Mod 
Ideal for Ham Use. Black wrinkle case. Tubes 
included, packed in origina! cases, less $i i 95 
arpetele, GORD cccscccccscceccccesdscocs . 
Transmitter less tubes, Tuning unit and crystal 5.95 
BC-348 POWER TRANSFORMER 

110/120 Pr.; Sec. 700V CT at 100MA; 5V at 

3 amps, 12.5V at 2 amps; 12.5V at 3 amps— 

BRAND NEW .....-.-ccsccecsccsceesseces 2.95 

ARC 4 TRANSMITTER and RECEIVER 
For operation VHF frequencies in range of 140-144 
me. Four channel crystal controlled, manufactured 
by Western Electric—24V operation. Complete 
with crystal and dynamotor. Used. $i 95 
Good condition .......sseseseeeees . 


-10 amps., DC.. bee Lrentcinod .. each $2.29 


— 


INTERPHONE AMPLIFIER 
Comes in an aluminum cabinet 9%x4%x5%”. 
DC output at 60MA, less tubes. 95¢ 


SOUTH SIDE BRANCH 


8310 SOUTH HALSTED ST 
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59 WEST HUBBARD ST., 


LP-21 ADF LOOP 
Low impedance loop, good for direction finder, one 
Selsyn motor, one Selsyn transmitter, freq. range 
of loop 100 Ke to 1750 Ke.; BRAN $6 
NEW in original cartons, each. bcegeeeecs ‘ 


PE-117 UNIVERSAL POWER SUPPLY 
6 or 12 volt input; output 145 volts and 90 volts; 
less vibrator, voltage regulator and rectifier tube; 
ideal mobile power supply unit; excellent $2. 95 
GORGTIOR, GOED cc cccsveccccecccesesccees 


VHF Radar Transmitter 
Radar unit. T-85 is an amplitude modulated trans- 
mitter. Frequency range 300Mc-1500Me. Power 
output 10-30 watts. Complete with two heavy duty 
110 V. 60 cps. filament transformers. Tube lineup 
is as follows: 1—931, 2—6AC7 Video Amplifier; 
AG7 Video Amplifier ; 1—6L6 Video Amplifier; 
2—829B modulators ; 1—6AG7 voltage control; 1— 
3C22 lighthouse oscillator, a set of lecher wires are 
included to measure the approximate frequency. 
Instruction manual included. Brand $i { 
new in original carton............... . 
RA-10 BENDIX RECEIVER 
3 band, brand new, 7 tube super heterodyne cir- 
cuit, direction finder and communication receiver, 
freq. range 200 to 110 KC and 2 MC to 10 MC, 
complete with dynamotor and tubes, easily con- 
verted to operate from 110 volt $ 
EE wesuhsnsdseeciernnmeniawuie 14.95 
1-70-D TUNING METER 
Milliammeter for indicating resonance of 4 
tuned station. NEW.............e0. each c 
SELSYN INDICATORS 
For use with beam rotators for indication of di- 
rection of beam. Operate from 15-24V. 60 cycle 
AC supply. Small model, 3 ineh diam- ~ $2. 45 
GUE, GRIP cccecccescccececcoccesces 


Large model, 5 inch diameter, only... ... 2.95 


SALES, 


MAIN OFFICE 


Telephone SUPerior 5575 


INC. 


CHICAGO 10, ILL. 


PHANTOM ANTENNA 


Brand New 
Used with any 80 meter trans- 
mitter as a dummy load for 


adjusting transmitter for max- 
imum output before going on 
air. Freq. range: 2MC to 
4.5MC, with instruc. manual, 
enclosed in metal case with 


GQOUGE ccccccccccce $1.95 ea. 

TUBES 
6v6 1206 esr? 
6xs 12¢8 
6AG7 6S)7 osu? y 
35w4 12SL7aT 10a¢ mt 
12AT6 6Y6 
12SR7 
ca) «Gan seve 36. Lots of S0— 
12BE6 6AT6 Sase J 10% Discount 
SCOPE 3AP1 BEE ccconccesé $ i { 5 
TUBES 5FP7 a aad 4 


SPRAGUE PULSE FORMING NETWORKS 
Used in small radar modulators, available in 3 
sizes, 67 ohms impedance. 7.5 Kilowatt rating. 
H-603, one micro second, 200 pulses 


» Ag a ovdnges ge eas sea ene 
Be enlarge lied aes 2.95 
gE edema 
ALL THREE ABOVE FOR ONLY... 4.95 


Transmitting MICA CONDENSERS 
.0008 at 5000 VDC. .24¢ .00005 at 3000 VDC. .19e 


OIL-FILLED CONDENSERS 


Se I Ge =. FT Sia oe ev vcbcekseececeeegs 5 

ce - Py |) $4.95 
1 MD at 2000 VIC... cccccccccccccccsess: 590 
4 MFD at GOO VDC. .ccccccccccccccscccess 290 


NORTH SIDE BRANCH 
1802 NORTH HUMBOLDT BLVD 
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“ARROW” leads with Better Buys! 


BC-966-B; BS0 to 1800 EC. .. cccccccccccccsccccce 
BC-OSB-As BOOEEO TC. 2 nc cnccccccceccccccccesce 
BO-656-A3 & te 6 BMG... occcccccceccccccccccsccccs 
BC-455-A: 6 to 9 MC... ccccccccccccccccccccccsece 


COMMAND RECEIVERS (274N Series) —Complete with Tubes 


USED NEW 


mI TTTTT TT TTL TT . $12.95 
Soccccvescccoccccocoes $4.95 6.95 
POITITTITITTITitTiriiit ttt 3.95 5.95 
WTTTITITIIT TTT Titi 3.95 5.95 


COMMAND TRANSMITTERS (274N Series)—Complete with Tubes and Orystal 


BC-667: &@ te B.S MC... ..cccvcccccccccccescocces 
BC-458. 5.3 t0 7 MC penne cae ec eee 
BC-459: 7 tO 9.1 MC... ccccccccccceccsccecesees 
BC-456 MODULATOR . . . BRAND NEW. ..$2.95 
DYNAMOTOR 
DM 32A. Each 95¢; 3 for.........20-seeeees $2.00 


ANI8/APT-10 
Pre-amplifier Model K-i, designed to raise output 
level of magnetic type microphone, complete with 
2 tubes 6SL7GT and 28D7 and hand switch, brand 
new in original cartons. 


Each $ i 95 3 for $5.00 


CROSS POINTER INDICATOR 
Two 0-200 microampere movement, three inch 
case, many applications, A-1 condition  95¢ 
SPECIAL, GOD. ccces 
REMOTE CONTROL ‘Box 

ee TET TTT TTT $1.95 

ARB AIRCRAFT RADIO RECEIVER 
The ARB is a six tube, four band, superheterodyne 
Aircraft Radio Receiver with built-in dynamotor, 
designed for the reception of MCW (tone or voice) 
or CW within the frequency Tange 195 g { 5 95 
Ke to 9.05 megacycles. Used........ 8 
AUTOMATIC FREQUENCY CONTROL UNIT 
Western Electric type used for controlling fre- 
quency for teletype and telephone work, complete 
with 3—6SJ7 and 2—6H6 tubes. Com- 4 q 
plete unit. brand uew in origina! box... s 

BC-604 FM 35 WATT TRANSMITTER 
A-1 condition, complete with tubes, 10 channel 
push buttons, less crystals and power “$10. 
supply, each 


Set of 80 crystals | for above. a . -§14.95 
BC-603 Receiver for above........++-+ee+. 10.95 
TRANSFORMER 
High voltage scope transformer, 90V 60 cps. pri- 


mary: 6400V secondary; 4 stand-off 
terminals .... ° -each $2. 95 
ANTENNA TRANSFER SWITCH SW-225 
Triple-pole double-throw, mounted on bakelite base 
with nine 2” porcelain stand-off mounts. ‘ 59¢ 
BRAND NEW 

BC-732 CONTROL BOX 
With 6 position, selective switch, volume 59c 


contro] and toggle switch............- each 
COAXIAL CABLE 
26 ft. of Coaxial Cable RGUS8, 52 ohm........ B9e 
OUTPUT TRANSFORMERS 
GE ncdkacesénesetnc 60000 500400000000082060004 39e 


FILTER CHOKES—All soy A Enclosed 
8.7 H. @ 145 MA. DC., 125 ohms DC. Res. ~59¢ 
4 MTG. Studs, each 
ee 8 errr ree 
ANTENNA MAST 
7 sections, 5 ft. lengths, 2” one. com- 


plete with carrying bag .. . NEW......... $9.95 
AN/PRS-! MINE SETESTOR—SaAae 

NEW ‘ ... -$9.50 
_ PE-103 DYNAMOTOR . a ‘ened eenneinesds 5.95 


BC-929-A 
Contains power supply 110 V. 400 cycles, has 7 
tubes such as 3CP1, brand new. complete with 
tubes. Each $17.95; Used, ea........... .$14.95 
R-78/APS-15 

Has 45 tubes, one 5” scope tube, one 2” scope 
tube, has 3 meters, 4 power supply units 110V 
400 cycles, complete with tubes. a 0 
Bach ......-.:- ‘ 

BENDIX COMPASS RECEIVER MN-26 


Remote control commercial type navigational re- 
ceiver. Indicates direction of any desired trans- 


mitting station. 3 Tt range: 150 
Ke to 1500 Ke; has 12—6 V. type tubes. Brand 
new, origina] cost $600. 5 
Now occegccoccocecs e 
Accessories for Above: 

Loop MN-20 ........+--+s00. ecccccceces $6.95 
MN-28 Comtrol Bok... ....ccccccescescsccces: 5.95 
MN-52 Loop Control Unit............++--+- 1.95 


T-17B HAND MIKE 
BRAND NEW perfect carbon hand mikes, 
light wt., 200 ohms, single button, press to talk 
switch, 5 ft. rubber cord, plug, dust cover. 69e 
ONLY jad 0egescecces Jegtensesesess onsen 


i at ake art ee ea. $3.95 $5.95 
eye: 3.95 5.95 
aleniumabidinicussde cantatesal caiceieas 3.95 5.95 


VHF RECEIVER BC-70! 
Frequency range 170-180 Mc: IF 30.5 Me: com- 
—_ with 11 tubes; self-contained power supply; 
yrand new in beautiful wooden carrying $9. 95 


NAVY GLIDE PATH RECEIVER 
Bolt type, complete with 3—6C6 tubes and tune 
from 90 to 95 Mc; operates from 12 or 
Be We We GN euteccses ences * $2. 95 


VHF TRANSMITTERS 
T-26/APT-2 = 450 — 710 mec = § 9.95 
T-27/APT-3 = 85-135 me = 10.95 

Above transmitters are amplitude modulated radar 
transmitters. Complete with all tubes such as 829, 
832, 931, 6AC7, 6AG7, SR4GY. Also 110 volt 400 
cps. power supply. Brand new in origina! car- 
tons. Manuals included. 


GFi2 and RU 17 NAVY RECEIVER and 
TRANSMITTER 

Complete with receiving and transmitting coils, 
junction box, control boxes, plugs, power supply, 
instruction manual and spare parts which include 
tubes. Freq. Range: 200 Ke to 14 Mc. Brand 
new in original carton. 95 
A real buy s 


GO-9 
Navy type low and high frequency transmitter with 
power supply an tubes. Operates from 200 Ke to 
18,100 Ke; requires 115¥V, 800 cycles. $ 
Used. Complete with tubes 29. 50 


RCA AVT-112A—AIRCRAFT TRANSMITTER 
For radio-telephone communication; for 6, 12 or 
24 volt source freq. range from 2500 to 6,500 Ke 
Small in size and wt. (wt. 6 lbs.). Complete with 
6 tubes, oscillator circuit, power amplifier modu- 
lators, dual tuning indicator and amplifier, with 
instruction manual, less crystal BRAND NEW 


> ga denen $12.95 


ALTIMETER TRANSCEIVER RT-7/APN-I 
Frequency 418-462 Mc FM, with 14 tubes: 3— 


128J7; 4—12SH7; 2—12H6; 1—VRI150; 2—955; 
2—9004; 27 V. Dynamotor, used in $7 5 
working condition ..........seeeeeeeeee s 


RECEIVER-POWER SUPPLY UNIT 
For the APN-4 indicator; complete with 16 tubes; 
110 V. 400 cycles. 


"gee ope $10.95 


MONTHLY SPECIALS 


WAVE METERS 


Freq. range: 22 to 30 meg.............. .$12.95 
Freq. range: 37 to 53 meg................ #2.95 
Freq. range: 155 to 230 meg............- =... 12.95 


AC operated, complete with carrying case and 
magic eye for tuning indicator, veneer tuning dial. 


BC-966 
VHF receiver-transmitter unit; freq 
range 157-200MC. A-1 condition...... $3. 95 
KEYERS 
Audio amplifier—10 watts, 110V, 60 cycie. used 
for code practice, complete with tubes and photo 
electric cell—used—A-1 
condition... . s 
450-TH TRANSMITTING TUBE 
ith. «  .. pceeeenceebbenatd eobebear - 
PORTABLE FIELD TELEPHONE EE-8 


eee, We. Get ac hese 0+ cdsnseeckentsicine -95 
2 for 8.95 
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All shipments F.0.B. Chicago—20% Deposit fe- 
quired on all orders. Minimum order accepted $5.00. 


SALES, 


SETCHELL CARLSON RADIO RECEIVER 
Designed to receive A-N beam signals. 24-28 vde 
21.6 watts. Tube complement: 14H7 or 14A7, RF 
amplifier; 14H7 or 14J7, mixer; 14A7 or 14H7, i" 
amplifier: 14R7, detector and ist patie amplifier 


28D7. output amplifier, 195 to 420 ke. 4” high x 4” 
wide x 6%” long—wt. 3 Ibs., 4 oz. 

ft eee ee 8 
BRAND NEW in original carton............ $5.95 


RADIO TRANSMITTER and RECEIVER 
APS-13 


Light weight air-borne radar system, radio trans- 
mitter and receiver APS-13: tube complement: 
5—6J6, 9—6AG5, 1—VRI105, 2—D21, unit is brand 
a complete with tubes, the tubes alone are 
worth more than this LOW PRICE OF 

per tece of $10.95 
Rack for above ..... aeons . $1.95 
Antenna for above 


GLIDE PATH RECEIVER R-89/ARN-5 
Glide Path Receiver used in the Instrument Land- 
ing System covering the frequency range 332 to 335 
mc; complete with the following tubes: 7—6AJ5, 
1—12SR7, 2—12SN7, 1—28D7, and including three 
crystals 6497K( 


*, 6522KC, 6457KC units 
are in A-1 condition for ONLY........ $6.95 
BC-733 D LOCALIZER RECEIVER 
Freq. 108-110 F Tube complement: 10 tubes— 
1—12SQ7, 2—12SR7, 1—1246, 1—AH7GT, 2— 
, 7A: 


NOW ONLY TWEEETETITITITiTTrittiTTi 6. 
SCR-522 TRANSMITTER and RECEIVER 
The standard very-high frequency airborne receiver 
transmitter. 100 to 156 megacycles. 4 channels se- 

lected from remote control box, Used, 
as is “Complete with Tubes.” ONLY $14.95 
Excellent Condition, $19.95 
BC-625 


VHF transmitter, frequency range 100-156 Me., 
four channels. Part of SCR-522. Complete with 
tubes less crystals. Used, good conditian, $6 95 
Each” ‘ Rater Ress re ’ 


AM-61 INDICATOR AMPLIFIER 
15 tubes including two VR105; 6LTGT; 6SNTGT: 
with blower motor, brand new in original 
$9.9 


carton, with metal cover, each.......... 
VEEDER-ROOT METER AND CASE 

Counts up to 1000, 

eee nae 59c¢ 


WESTON OUTPUT METER No. 687 


3 scales 0-50. A-1 Condition. 


HAND-TYPE MICROPHONE RS-38 
Carbon type, with PL-68 plug, brand new. . .§1.95 
GE win cccwsccndesccduartushtees soveaas -- 1,00 


BC-645 TRANSIT TER. RECEIVER 
BRAND NEW .. tubes interrogator-trans- 
mitter designed for Ra. use, 435 to 500MC 
frequency range. With some modifications the set 
can be used for 2-way communication, voice or 
code, on the following bands: ham band: 420- 
450mec; fixed and mobile: 450-460mc; citizens ra- 
dio band: 460-470me ; television experimental: 47 
500mc; complete with all tubes, "YY: w 
Doorknob tube. Size Sees * $9, 95 
wt. only 25 lbs. Your cost. a 
oynAseroe FOR ABOVE Model 

BUPEE 3 occ cecseccctccoccecccesesoouee’ $2.95 


RADIO PARTS 


Assorted—100 mica 


100 Resistors %& to 1 W&tt.......6--ceeceee 95c¢ 
100 Tubular bypass condensers, assorted. $4 9 
01 to .1, all 600 Volt.........e.e005- . 


Electrolytic condensers $ 
50-30, 150 Volt...........¢ Poooce 10 for 2.89 
% Meg. Volume Controls 00 
1” shaft with switch. 10 for..... ° s 
% Meg. Volume Controls { 95 
1” shaft without «witch. 10 for...... s 
Crystal Pick-up, 
ee ee each 1.79 


400 CYCLE AUTOSYN MOTOR 
Ideal for indicating direction of — —t 95 
systems—BRBRAND NEW — s 


HEADPHONES 


INC. 


SOUTH SIDE BRANCH 59 WEST HUBBARD ST., CHICAGO 10, ILL. - onal . tate 
| 2 UMBOLDT BLV 
8310 SOUTH HALSTED ST Telephone SUPerior 5575 


vs February, 1948 


|...42% VARIETY | 
| eee ad 
| TRANSVISION 
| STANDARD 
| MODEL 
12” KIT 
| Picture size 75 square 
| inches. 22 tubes and 
12 inch picture tube. 
| High fidelity FM 
sound reproduction. 
| Advanced television 
circuit provides ex- 
| ceptionally clear pic- 
| tures, 
12” Standard Television Kit.............. $289.50° 
| 12” Deluxe Television—FM Radio Kit...... 359.50° 
~~  . fear rrasysrs occe 
| ses ann acs shee Bene cees 94 165.00* 
(*Complete with tubes, less cabinet) 
| Cabinet for 12” Television Receiver......... 44.95" 
| Espey Basic Television Kit...............++- 9.50 
Complete Line of Television Components. 
| *Dealers’ Prices on Request. 
| NEW! 
| PREMIER 
i Model 570 
MICROMASTER 
1 Band Spread Dial 
! SIGNAL 
| GENERATOR 
| For testing and 
align BROAD- 
| CAST, SHORT. 
WAVE., FM and 
| TELEVISION RE - 
| CEIVERS. Exclusive 
Band Spread Dial 
] geared to the tuning 
condenser and main 
| dial, giving a total scale length of approximately 60 
inches, Three-color dial directly calibrated in Kilo- 
| eyeles and Megacycles. Range: 75 KC—5S0MC. Up 
| to 150MC on 3rd harmonic. Size 12%4"x12"x5%”". « 
COMPLETE WITH TUBES AND $5 4's 
! CO-AXIAL CABLE. NET 
| VARIETY RADIO KITS 
| | 5 Tube Superhet Kit complete with tubes 
SN GEEES ccccceccdcteseccceveceecers $14.75 
| ED. 0000008 cobededectecdcceances . 04.75 
| FM KIT complete with cabinet and tubes. 29.95 
8-Way Portable Kit complete with tubes 
! Sy GQUENES occ coccecccscnccccecccesee 95 
J NATIONAL NCS57 RECEIVER.......... $89.50 
1 We carry a full line of National receivers and 
parts, 
i National NC183 Receiver complete with 
| ee” GEE acces cccnceeedecuses voens $269.00 
| ESPEY CHASSIS AND KITS 
7B-11 Tube Superhet for AM/FM... .$140.00 List 
| RR14-8 tube AC, Broadcast and two 
| short-wave bands................ 106.50 List 
97A-Six tube AC-DC, short wave . 
| and Broadeast bands ............ 56.50 List 
Dealers Prices on Request. 
| VIBRATOR SPECIALS 
| Standard 4-prong, replacing E.L. 1703, ATR 324, 
Mallory 294, Radiart 5300............... 99c each 
| NE PONE $8.89 
l AUTO ANTENNAS, Chrome Plated, Admiralty 
Brass. Shielded Polyethylene Cable with Black 
] Vinylite Cover, Side Cowl Mount, 3 Sections—66”, 
| Dae ee GD Oe wc cdwascecncececs $16.95 
MULTI-METER 
! D.C. VOLTS 25-5000, 
| 20,000 Ohms per V. 
] A.C. VOLTS 100-5,000, 
| 1000 ohms per V. 
Resistance Ranges 0-20 
| megs. D B & Output 
| ranges. $33 77 
| Net . 
] Write Dept. RN-2. 20% Deposit with order required. 
i Please add sufficient postage. Excess will be refunded. 


Variety ELECTRIC CO., Inc. 
601 Broad St., Newark 2, N. J. 


Parts Lists 


(FOR CIRCUIT DIAGRAMS APPEARING ON PAGES 76 AND 77) 


ARVIN MODEL 182TFM 


Part No. 
C20060-102 


C20060-105 
C20060-680 
C20060-331 
C20060-100 
C20060-223 


C20060-220 
C20060-104 
C20103-101 
C20060-334 
C20060-685 
C20060-101 
C21404-1 

C20120-682 
C20060-225 
C21405-1 


C20060-221 
AC21401 


C20204-500 
C20204-101 
C20226-501 
C20226-102 
C20225-502 


C20204-100 
C20206-201 


C20205-2 
C20204-270 
C20068-503 
C20205-3 
A21402 


C20068-103 
C20205-5 


C20203-202 
A21403 

C20067-503 
C20067-502 
C20065-251 


C20069-502 
AE21395-1 
4A21445-1 


AC21399-1 
AC21400-1 
AC21397-1 
AC21396-1 
4A21444-1 
AC21394-1 
A A21398-1 
AC21390-1 
AD21391-1 
AD21392-1 
AC21393-1 


Code and Description 
Ri, Ry», R,-—1000 ohm, 4 ». 
res. 
Ry, Rau—1 megohm, 4 w. res. 
Rs, Ry, Ru—68 ohm, 4 w. res. 
R.. R;—330 ohm, 4 w. res. 
R:—10 ohm, V4 w. res. 
Ro, Ris, Roo—22,000 ohm, Ys 
w. res. 
R.—22 ohm, 4 w. res. 
R,.—100,000 ohm, 4 w. res. 
Ryw—100 ohm, 1 w. res. 
R\,—300,000 ohm, 4 w. res. 
Rw—6.8 megohm, ‘4 w. res. 
Ris—100 ohm, V4 w. res. 
ig—1 ~megohm vol. control 
Rx, Ro-—6800 ohm, 4 wm. res. 
Rar. 2 megohm, 4 w. res. 
R, — 000 ohm tone control 


es 

R220 ohm, 4 w. res. 

Ci, Cia, Co, Coa, 
Cua, Cs, Csa—Var. cond. with 
trimmers. 

Co, Cur, Cis, Cor—-00005 ufd., 
‘500 ¥. cond. 

C, Cro, Cro, Cx—-0001 ufd., 
500 v. cond. 

Cs, Ciw—-0005 ufd., 


cond. 
Co, Cx » Cis, Cus» Cy—.001 ufd., 
»y. cond. 
Ce Co Coz, Cory Cox, Coy—-005 
ufd., 350 v. cond. 
Cyww—.00001 pufd., 500 v. cond. 
Ci7—.0002 yufd., 500 v. mica 


cond. 
Cip—-0001 uld., 500 »¥. 
C.;—.000027 yfd., 500 yr. 
Cus, Car—-05 ptd., 400 v. cond. 
Cus—.00002 pufd., 500 v. cond. 
Cywsa, Coss, Cosc, Coan —40/40/ 
80/20 ufd., 150/150/150/25 
vy. elec. cond. 
Cu;—.01 pfd., 400 v. cond. 
Cis, Cyr—.00005 yufd., 500 v. 


350 ». 


cond. 
cond. 


cond. 
Cus—.002 pfd., 350 v. cond. 
, 50 v. elec. cond. 
. cond. 
. cond. 
Cyr—.00025 pufd., 500 ¥. mica 
cond. 
Cys —-005 pufd., 600 v. cond. 
L,—Antenna loop assembly 
L,, ‘a 4> he 129 L,,.—High 
frequency choke 
Ly—First r.f. coil (FM) 
L,—Second r.f. coil (FM) 
Le—Osc. coil (FM) 
Lo, Lig—Ose. coil (AM) 
Lit, Lig—High frequency choke 
Lis—“B+” filter choke 
T,—Ant. coupling trans. 
T.—First i.f. coil 
Ts—Second i.f. coil 
T,—Dectector trans. 
Ts—Output trans. 


BELMONT MODEL 6D121 


Part No. 
C-9B1-13 
C-9B1-31 
C-9B1-50 
C-9B1-26 
C-9B1-42 
C-9B1-70 
C-9B1-25 
C-9B1-23 
C-9B2-53 
C-9B2-63 
C-9B1-34 
C-9B1-52 
101218 or 


be Ge 
~ 
~ 
SS 
& 
~ 
—s 


A-8C-10077 


C-8D-10770 
129161 


Code and Description 
R:—1000 ohm, 2. ». res. 
Ry—1 megohm, 12 w. res. 
Ry—100 ohm, 2 w. res. 
R,— 150,000 ohm, 12 w. res. 
R;—22 ohm, 2 w. res. 
Re—4700 ohm, 12 w. res. 
R:—100,000 ohm, Y- " 
Rg, Ryg— 47,000 ohm, 12 w. res. 
Ryo—180 ohm, 1 »w. res. 
Rig—1200 ohm, 1 w. res. 
R,,— 3.3 megohm, % ». res. 
Ris, Ryg—150 ohm, 1/2 w. res. 

us» Sy] ~megohm vol. control 
& sw. 
Rie —470,000 ohm, 2 ». res. 
Rir—220,000 ohm, 12 ». res. 
Rig—4.7 megohm, 1/2 w. res. 
Rig—33 ohm, 1 w. res. 
» Co, C7—2-gang var. cond. 
Ci, Cys—.002 yufd., 600 ». 
cond. 
Cy—470 puufd. mica cond. 
C.—.1 pfd., 400 v. cond. 
C;—.25 ufd., 200 »v. cond. 
Ca Cz, Cig—.001 utd. mica 
cond. 
Cy Cw Ciuy— 40/20/20 ufd., 
150/150/150 vy. elec. cond. 
Cir—.05 pfd., 200 v. cond. 
Cis, Cxp—Dual .0001 yufd. mica 
cond. 


C-212-11565 
4-13D-10215 
108140H or 
B-13A-12023 
108145 or 
B-13B-12022 
1035104 
114197 


Cie—.02 aufd., 400 v. 
Ci-—.15 ufd., 400 ». cond. 
Ci. —.004 yfd-, 600 >. cond. 
T,—Loop ant.-assembly 
T.—Osce. coil 


cond, 


T.-—Input i.f. coil (in can) 


T.—Output i.f. coil (in can) 
T;—Output trans. for speaker 


TS” PM speaker 


GENERAL ELECTRIC MODELS 60, 62 


Part No. 
URD-081 
URD-113 


URD-129 
RRC-054 
URD-141 
URD-029 
URF-051 
RRW-008 


UCC-630 


RCT-021 
UCC-635 


UCU-040 
UCU-036 
UCC-623 
RCE-050 


UCW-020 
UOP-418 
RTL-050 
RTL-051 
RTO-036 
RLC-051 


Code and Description 
R,—22,000 ohm, 2 w. res 


R,, Ris, Ri,—470,000 ohm, Y 
w. Tes. 

Ryy—2.2 megohm, 2 w. res, 

R,,—-5 megohm vol. control 


Ris —6.8 megohm, | 2 ». res. 

R, s—150 ohm, 2 w. res. 

Ri, —1200 ohm, 3 w. Tes. 

Ri;—18 ohm, 1 w. wirewound 
res. 

Ci, Ciz, Cor—.01 pufd., 600 y», 
cond. 

Coa, Cop—Tuning cond. 

Cs, Cre Cu, Cy—.05 ufd., 600 
y. cond. 

Cig —330 pufd. mica cond. 

Cio—220 pufd. mica cond. 

Cor—.003 pfd., 600 v. cond. 

Cua, Cosp—50/50 yufd., 1350/ 
150 y. elec. cond. 

C.-—47 yuufd. ceramic cond, 

LS,—4” PM speaker 

T,—First i.f. trans. 

Ts—Second i.f. trans. 

Ts—Output trans. 


T.— Osc. coil 


WESTINGHOUSE MODEL H-165 


RC10AE391K 
RC20AE821K 
RC20AE682K 
RC20AE471M 
RC30AE102M 
RC10AE474M 


RC10AE473M 
RC10AE225M 
RC10AE104K 
RC10AE:)}:'4M 
RC20AE105K 
RC10AE335M 


RC20AE475M 
V-4791 


V-3866 
V-4792 
V-4793 


RCM20A101M 
RCM20A101K 
RCM20A301M 
RCP10W6102A 
RCP10W6502A4 


RCP10W4103A 
RCP10W4503A4 


RCP10W4104A4 


RCM20A241K 
V-4811 
V-4812 


V-4794 
V-4795 
V-4813 
V-4831 
V-4803 


Code and Description 
R,—1 megohm tone control 
R.—1 megohm vol. control 
R:—2200 ohm ballast res. 
R,—68 ohm fusible res. 

R;, Ro —390 ohm, ' i, wm. res. 
R:—820 ohm, 2 ». res. 
R.—6800 ohm, '/2 ». res. 
R,—470 ohm, 2 w. res. 
Riy—1000 ohm, 1 w. res. 

Ru, Ri 2—470,000 ohm, \“, ». 


res. 
R,.— 47,000 ohm, V4 wm. res. 
Rig—2.2 megohm, 4 w. res. 
R,;—100,000 ohm, V4 w. res. 
Ri—220,000 ohm, lg w. res. 
Ri;r—I1 megohm, 2 w. res. 
Rise na diiate megohm, ‘4 ». 


Rx», 
C,, “C.—Dual 50 uufd., 


elec. cond. 
Cs—100 yufd., 25 v. elec.. cond. 
C,—Osc. padder cond. 
Cs, Ca, C:, Cs, Co Cro, Ci:—3- 
gang var. cond. 
Cir—100 pufd. mica cond. 
Cis, Cig —100 wwfd. mica cond. 
Cis, Cye—300 uufd. mica cond. 
C,;—.001 yfd., 600 v. cond. 


Ra—4.7 megohm, 2 ». 
150 ». 


Cis, Crip —.005 pfd., 600 » 
cond. 

Car—.01 pfd., 400 ». cond. 
2s 22. Bs 3) 24s 25s Cre — 05 


ufd., 400 »v. cond. 

Cx, Co Cu—.1 pfd., 400 ». 
cond. 

Coy—240 ppufd. mica cond. 
Sis 32> ol Lye—First i.f. trans, 
339 Me Ly, Lie L41— Second 
i.f. trans. 

L,— Ant. loading coil 

L., Ly:—Ose. coil 

L,, L;>—R.f. coil 

L.—Loop ant. 

SW,, SW.—Battery-off-line sw. 


CROSLEY MODEL 5S8TK 


Part No. 
C-139919 
AC-139873 


Part of 17 
C-132300-2 
Ad-138459 
3937 3-60 
39373-14 
3937 3-161 
3937 3-100 


Code and Description 


1—1.f. trans. 
2—Ant. loop and back as- 
sembly 


3—Power sw. 

4—Cable and plug assembly 
5—Speaker (less trans.) 
7—22,000 ohm, 2 w. res. 
8, 16—100 ohm, 2 w. res. 
9—6800 ohm, 1 wm. res. 
10—3.3 megohm, 2 w. res. 


RADIO NEWS 


HY69 — the original 
instant -heating tube, 


Re a 
(BENDIX RADIO} 


Bendix MRT-3A, 152-162 me f-m taxicab 


transmitter uses 2E30's generously. 


Jeflerson-Travis Model 351, 35-watt marine 
rodio-telephone employs HY69's. 


WRITE FOR FREE WEW 
DATA SHEETS : 3 

2425, 2E30, HVE, | 
HV1269, 5/6. 


February, 1948 


OF NEW MOBILE 
TRANSMITTER DESIGNS 


THE ORIGINAL INSTANT-HEATING TUBE 


Because they fill a real need for conserving filament power, Hytron instant-heating 
tubes are in. Yes, the 2E25, 2E30, HY69, HY1269, and 5516 are in the new mobile 
transmitter designs of many famous friends—too many to thank in this small 
space. The 2E25 and 2E30 also appear on the Army-Navy Preferred List. Why so 
popular? With no standby current, battery drain can be cut to 4% of that with 
cathode types—attainable power output and range increase. Potentials of rugged 
filaments are centered for battery operation. Beam pentode versatility simplifies 
the spares problem—one type can power all stages. Join the leaders. If you build 
mobile equipment — for land, sea, air—put Hytron original instant-heating, easy-on- 
the-battery tubes on your preferred list. . 


Harvey Laborae 
tories chose 
2E30's, 5516's for 
its Model 542 f-m 


Federals 25-watt, vhf Model : 
transmitter, 


FMTR-25-VC. Note emphosis 
on 2E30 and 5516. 


| 
} 
| 


KAAR 
ENGINEERING 


ey KAA 


PALO ALTO CAL USA 


Koor FM-5OX features 2E25, HY69 throughout, 
Hytron instant-heating tubes since 1939. 


55 16's power both driver-doubler and 
final of Motorola's Model FMTRU-300, 


ee —S — 


MAIN OFFICE:.SALEM, MASSACHUSETTS 


Studio Velocity 
Models 


List $80. 60 


P. G. Dynamic 
PGH, PGL 
List $32.00 


Address inquiry 
attention Dept. R.N. 


Broadcasting and Recording. 


The major disadvantage of f pre-war 


velocities has been elimi 


ly “boominess” on close talking. 


@ Shout right into the new Amperite 
Velocity—or stand 2 feet away—the 
quality of reproduction is always 


excellent. 


@ Hcvmonic distortion is less than 1%, 
(Note: best studio diaphragm mike is 


500% higher.) 


@ Practically no angle discrimination . . . 
120° front and back. (Best studio dia- 
phragm microphones—discrimination 


800%, higher.) 


@ One Amperite Velocity Microphone 
will pick up an entire symphony 


orchestra. 


There is on Amperite Microphone for 


every requirement 


WRITE FOR ILLUSTRATED 4-PAGE 
FOLDER giving full information 


and prices. 


AMPERITE @mpany_ 


NEW_YORK 


$61 BROADWAY 


for Public oonxee 
Models RBH 


AMPERITE MICROPHONES 


The ultimate in microphone 
quality, the new Amperite Ve- 
locity has proven in actual prac- 
tice to give the highest type of 
teproduction in Public Address, 


Velocity Microphones 


RBLG 


List 2. 


“Kontak” Mikes 
Model SKH, list $12.00 
Model KKH, list $18.00 


In Canada: 
Atlas Radio Corp. 


A.C. OR D.C. 
POWER 


PORTABLE, 
STANDBY OR 
STATIONARY 


PRODUCTS 


560 King St. W., Toronto 


3937 3-67 
3937 3-144 
39373-107 
3937 3-80 
39373-87 
B-139635 


B-137073-17 


39001-13 
39001-17 
39001-19 
39001-73 


39001-76 
39001-80 
B-136770 


B-137723 
AW-142640 


11—47,000 ohm, 1 w. res. 
12—1200 ohm, 1 w. res. 
13—10 megohm, 2 w. res 
14—220,000 ohm, /, w. res, 
15—-470,000 ohm, res, 
o>" _mesohm vol. oun 


184, *"18B—Two SECtion vey 
con 2 
19. 01 ufd., 600 v. cond. 
20, 21—.05 utd, 600 ». cond, 
22—.1 . pfd., 600 ». cond, 
23, 24, 26—250 uutd., 600 » 
cond. - 
25—. 003 ufd., 600 v. cond. 
, 28—.02 ufd., 600 ». cond. 
294, 29B—50/30 uid., 150) 
150 -. filter cond. 
30—Output trans. 
31—Osc. coil assembly 


ADMIRAL MODEL 7C64 CHASSIS 8B1 


Part No. 
6OB 3-474 


60B 14-273 
60B 3-222 
60B 2-563 
60B 3-223 
60B 3-473 


60B 21-153 
60B 2-391 
60B 1-682 


60B 3-273 

60B 3-224 

60B 21-153 
60B 2-124 

60B 2-104 

75B 2-8 


60B 3-475 
75B 1-20 
60B 3-225 
60B 3-335 
60B 14-391 
65B 6-31 


68B 8 


65B 6-4 


64B 1-32 
654 10-1 


65B 6-30 


65B 1-51 


64B 1-20 
65B 6-32 


65B 1-29 


65B 6-24 
64B 1-25 


65B 6-3 
65B 6-7 


674A 4-2 
64B 1-14 
67C 7-10 


64B 1-29 
64B 1-15 
64B 1-12 


64B 1-22 
64B 1-10 
65B 6-18 
72B 37 
72B 38 
72B 27 
72B 28-12 
72B 28-12 
80B 5 
79A5 
95A 18-2 


77B 14 
G400A 162 


Code and Description 
R2z— 470,000 


R;, yeh-3 000 ohm, 1 ™~ Tes, 
R,—2200 ohm, } 44 Ww. Tes, 

R,,— 56,000 ohm, 4 w. res, 
R-—22,000 ohm, 4 ». res, 

i Ris» Ros—47,000 ohm, Y% 


R baa 000 ohm, 2 ». res. 
Rig —390 ohm, V4 w. res. 
Ru, », Rig 6800 ohm, } V4 W. res, 


Ris—27,000 ohm, 4 w. res. 
R,;—220,000 ohm, i, W. TCS 
Ris —15,000 ohm, 2 w. res. 
Ri7—120,000 ohm, Wf ». res. 
Ris—100,000 ohm, ‘4 w. res. 
Roo, SWe—2 megohm vol. con. 
trol (tapped at 1 megohm) 
R»—4.7 megohm, ‘4 w. res, 


Ry.—2 megohm tone control 
Rox—2.2 megohm, \4 w. res. 
Ro-—3.3 megohm, ‘4 w. res. 


Rox —390 ohm, 1 »w. res. 

C:—30 uufd. zero temp. ‘coef- 
ficient silver ceramic cond, + 
2% 

Coa, Covn—Gang cond., 440 upfd, 
(max.) ant. section, 160 upfd, 
(max.) osc. section. 

Cs, Co, Cro, Cax—S0 pufd. ce- 
ramic cond, 

C,—.05 pfd., 200 v. cond. 

Cs, Cu, Cis, Ci: Cis, c a—.01 
ufd. ceramic disc. cond. 

Ce—22 pwufd. zero temp. coef- 
ficient silver ceramic cond, + 


2% ; 
C-—955 pufd. mica cond. + 
3% 


0 

Cs, Cor—.1 pfd., 400 v. cond. 

Cy—45 pufd. —.00015 temp. 
coefficient silver ceramic cond. 
+ 2% 

Cu~- 380 pufd. mica cond. + 
% 


C.—10 pufd. ceramic cond. 
Criss Cas, Cs, Cer—.01 ufd., 400 


vy. cond. 
Cy, Coo—.0001 fd. ceramic 
d. 
Cos, ey utd. ceramic 


+3 
Cu—4 ufd., 150 vy. elec. cond. 
Coa—.002 pufd., 600 v. cond. 
Cua, Cord, Care. Corr —30/30/ 
10/20 putd., 350/350/350/25 
y. elec. cond. 
Cu—.2 pfd., 200 v. cond. 
Ca—.001 pfd., 600 v. cond. 
Cao, Cos—-005 yfd., 600 ». 
cond. 
Cag, Cos—-O05 pfd., 400 v. cond. 
Csr—-01 ufd., 600 v. cond. 
Co—15 uutd. ceramic cond. 
71—First i.f. trans. (FM) 
Ts—Second i.f. trans. (FM) 
Ts—Discriminator trans. 
T.—First i.f. trans. (AM) 
Ts—Second i.f. trans. (AM) 
Te—Power trans. 
Tr—Output trans. 
L,—Loop ant. 
L.—Loop loading coil (AM) 
L,—Ant. coil (FM) 
. coil (AM) 


Le—Ose. 

L,—Filter choke 

Lio—R:f. choke (approximately 
10 t. solid #22 hookup 
wound on Ca) 

SW,—Bandswitch 

SW.—Power sw. (Part of Rx) 

$W.—Phono motor sw. 
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P et ed 


WAR SURPLUS 


WITH A MONEY BACK 
GUARANTEE AT 


R & M RADIO 


COMPLETE STOCKS 
MINIMUM PRICES 


IMMEDIATE 
DELIVERY 


TRANSMITTERS AND RECEIVERS FOR 7 


10 Meter Mobile Rig 


WAR SURPLUS SCR-274-N COMPLETE FOR ONLY 


Conversion Book 
gives details for low-cost, . 
easy conversion to 


@ 10 METER MOBILE RIG 
@® 20—40—80 METER BANDS 


This sensation of all surplus is not only an ideal 10 Meter 
Mobile Rig! It’s a complete amateur radio station! Here 
are a few more ways to use the equipment included in this 
Command Set. The transmitter VFO driver stage gives your 
BC-375-E higher RF output—as high as 150 watts. Make 
swell standby receivers with the BC-348 on round-table “rag 
chews.”” You get all this equipment: 3 Receivers—190-550 ke, 
3-6 and 6-9.1 mc; two transmitters, 4-5.3 mc, 5.3-7 mec; four 
dynamotors—28 volts DC input; 1 modulator with carbon 
mike input; two tuning control boxes; one antenna coupling 
box with r-f ammeter; antenna relay and 5000 volt 50 mmfd, 
WE vacuum condenser (antenna relay can be used with most 
rigs) ; and a complete set of tubes for each unit—29 POP- 
ULAR TUBES in all. Mechanical cables for remote tuning 
of receivers supplied for $1.00 extra. 


FREE CONVERSION BOOK 


SS A LAPS TREES Ae 
“a 


CONVERSION 
BOOK 


with each of thesespecials 


2 METER RIG AAF SCR-522 


AAF SCR-522 designed to operate from 
100-156 me. makes ideal 2 meter rig (or 


2-way mobile radio). Only two small or order your copy at$2 LOOP LP-21 
changes incorporated converts to 6 meter 

operation. As mobile radio telephone unit Gives data on conversion, 

the dynamotor can be converted to an en- with schematic diagrams, Shielded Loop Antenna Ro- 
gine-driven, self-excited generator or cou- instructions, discussion. tated by Selsyn motor. Has 
pled to 4, hp. AC motor for ground station 


separate selsyn transmitter 
for remote indicator. Has a 


Diagrams and Conversions 
on this War Surplus 


power supply. 


ransmitte Receiv 
oer gt og $17.50 * BC-348 weather proof tear drop 
ail . SCR-522 . . 
Trans-Rec., tubes, dynamotor, control box, 7 een housing over loop. 
plugs and conversion SCR-274 
diagram book. $24.50 ™ . 


e SCR-274-10 met. mobile 
Also diagrams for: 
e BC-221 Freq. meter 
e ART-13 Collins Xmtr. 
e APN-1 e SCR-718 
° APN-4 
Send for FREE CATALOGUE 
of radio parts and other 
surplus BARGAINS. 
SAVE COD CHARGES BY 
REMITTING IN FULL 
or send 25% deposit on 
all orders. Shipment is 
from nearest warehouse— 
East, Mid-West, or West 


Coast. All Orders Shipped 
Best Way, Prices. FOB. 


Price Only $8.95 


PE-98 DYNAMOTOR 12-volt input for use 
with the SCR-522 or 
any 12-volt equipment, ea. Only $12.50 


NAVY 
TRANSMITTER 
TYPE GP-7 


Rated at over 125 
watts, designed to 
cover from 350 to 
9050 ke. with plug-in 
tuning units; one of 
the few transmitters 
on surplus market built of standard parts, making it a very 


unusual buy. Limited quantities. — Onl $1 7.50 
HIGH FIDELITY SPEAKERS Transmitter, tubes and tuning unit— y 
6-inch, 10-watt PM Speaker, ea. $7.95 Send for FREE Catalogue of Transmitter & Receiver Kits 


12-inch, 15-watt PM Speaker, ea. $14.50 


Brand new in Heavy Duty Steel Cabinets A Io COMPANY 
with beautiful black wrinkle finish. 
Also has T-pad volume control and 600 ohm 


line to speaker transformer. Wall mount- 1426 N. QUINCY STREET, DEPT, RN-28 © ARLINGTON, VIRGINIA 


ing brackets and slope front. 


February, 1948 


within reach of all. 


NEWCOMB 


MANUFACTURER OF AMERICA’S TOP QUALITY AMPLIFIER 


ANNOUNCES the NEW E-SERIES 


A LOW-PRICED LINE OF SUPERIOR UTILITY 


AMPLIFIERS 


HE maker of the incomparable K and H Series of 
quality amplifiers has designed and produced the new E-Series 
with the same high quality materials and workmanship, to pro- 
duce the best low-priced 10-, 17- and 25-watt amplifiers ever 
offered. Included in the line are phono tops and portable 
assemblies. The E-Series fills the need of those who want a 
superior, dependable amplifier, but who must confine their 
purchases to the lower-price range. Here are amplifiers that fill 
all the requirements of standard utility applications, priced 


MODEL E-10: An outstanding value in the 
public address market, the E-10 delivers a 
full 10 watts from push-pull 6V6 tubes in a 
multi-stage inverse feedback circuit . . . has 
inputs for micraphone and phonograph and 
a full range tone control. 


MODEL E-17: 17 watts of undistorted audio 
from push-pull 6L6 tubes. Inputs for a micro- 
phone and phonograph .. . Full range tone 
control . . . Multi-stage inverse feedback. 


MODEL E-25:A really fine utility amplifier 
for better performance, more dependable 
operation. Full range tone control, 25 watts 
of undistorted power and inputs for 2 mikes 
and a phonograph make the E-25 easily 
applicable to most sound jobs. Inverse feed- 
back assures lowest distortion. 
(Prices slightly higher east of the Rockies.) 


50 


RETAIL 


With tubes 
less cover. 


50 


RETAIL 


With tubes 
ond cover 


50 


RETAIL 


With tubes 
and cover 


Sead {or Specifications 


PU t+) PRODUCTS CO. 


6824 Le 


Dept. F 


xington Avenue °* 


Hollywood 38, California 


PRE-EXAM TESTS 


Commercial 
Radio Operator 


FOR 


Practice the procedure 


methods used by 
Prepared by Arthur R 


Cleveland Institute of Radio Electronics 
RN.2 Terminal Tower, Cleveland 13, Ohio 
Please send information about Pre-Exam Tests. 


Name... 


| GP. cccccccecece ° 


Rehearse the FCC license examinations 
Practice the mento’ ea examjnation 


PY. |i) Serrrrrrrrrrrrrrrriririirrrritritiririrititirtit TTT 


FCC LICENSE EXAMINATIONS 


DON'T TAKE A CHANCE—AVOID FAILURE ON FCC 
COMMERCIAL RADIO OPERATOR LICENSE EXAMINATIONS! 
USE NILSON’S COMPLETE PRE-EXAMINATION TESTS AND COACHING SERVICE 


Enabies You To 
Check your knowledge 
Locate your weak points 


Correct your weak points before taking the 
actual examination 


Famous Co-author of Nilson and Hornung’s 


Cleveland 13, Ohie 


RADIO Seerarine QUESTIONS AND ANSWERS 
Cleveland Institute of Radio Electronics, AN-2 Terminal Tower, 


SOOO EE SHEER ESET EE EEE EEE EEE EE EEE EEEE EEE EE EEE EE ESET EEE TEETH EEE EEE EEE TEESE EEEEEEEEEEEEETEEESD 


T 


Iaternational Short-W a 
(Continued from page 63) 


*5. 986V—Pointe- a-Pitre, 


Guadel ‘ ; 
Guadeloupe,”’ 200 w. —_ Radio 
*5.990—YSWW. Santa Ana, El Salvador 
*5.990—LRS1, Buenos Aires, Argent 
5.990—HI3U, Santiago de los Caballeros 
minican Republic, “La Voz del merci,” 
5. 994—HSSPD, Bangkok, Siam, “Thy Over. 


seas Station,” 800 w. 

5.995—PRI3, Belo Horizonte, Brazil, “Radi 
Inconfide ncia,”” 1 kw. ° 
000—ZFY, Ge orgetown, British Guia: “The 
Voice of Guiana,’ * 600 w. 

*6.000—ZOY, Accra, Gold Coast, 5 kw. 

*6.000—-XEBT, Mexico City, Mexico, £ 

6.000—HHYM, Port-au-Prince, Haiti 

6.000—Salisbury, Southern Rhodesia, : 

*6.000—Damascus, Syria 

*6.000—XGOH, Laiyang, China 

6.000—OCX4C, Lima, Peru, 
de Educacion Publica,”’ 200 w. 

6.000V—-HCQRX, Quito, Ecuador 
Quito,”” 250 w 

6.000V > Innsbr uck, 
berg,”” 250 w 

*6.003— Moscow 

6.005—VE9AI, Edmonton, Alberta, 
“The Voice of the Great Northwest,’ 
6.005—CFCX, Montreal, Quebec, 

6.005—HP5K. Colon, Panama, “La Ve 
Victor,” 800 w. 

*6.005—JO9I, Niigata: JO2ZK, Nagoya: JO5B, 
Matsuyama: JO6F, Fukuoka; JO&G, Sapporo, 
Japan; all 300 w. 

6.005—JOS8C. Sapporo, Japan 

#6.006—Rabat, French Morocco 

*6.007—Johannesburg, South Africa, 
(Johannesburg LII), 5 kw. 

6.010—Singapore. Malaya, 

6.010—OQ2RC, Leopoldville, 
“Radio Congolia,” 250 w. 
or Sydney, Nova Scotia, Canada, 1 


6.010—OLR2A. Prague, Czechoslovakia, 17 kw. 
*6.010—GRB, ‘London, 50-100 kw 
6.010—VUC2. Calcutta, India, AIR, 10 kw, 
*6.010—VUD11, Delhi, AIR, 20 kw. 

0—OAX4Q, Lima, Peru, 1 kw. 
6.010—Moscow 


0 w, 


Austria, “Radio 


Vorar}- 


( anad 
200 ~~, 
Canad . 15 


SABC 


“Radio Malaya” 
Belgian Congo, 


6.010V—Damascus, Syria, “Radio Damascus” 

6.012—CE601, Antofagasta, Chile, “La Voz 
del Norte,’’ 250 w 

6.012—XEOI Mexico City, Mexico, ‘Radio 
Mil,” 2.5 kw. 

6.01 KD. Nazaki, Japan, AFRN, 5 kw. 

*6.015—JLR, Tokyo. 

6.016—PRAS8, Recife, Brazil, “Radio Clube 
Pernambuco,” 5 kw. 

6.017—XURA, Tai-Pei, Formosa, ‘Taiwan 
Broadcasting Station,” 1 kw. 

6.017—YNMM,. Managua, Nicaragua, ‘Radio 
Continental,’’ 300 w. 

6.018V—HJCX, Bogota, Colombia, “‘La Voz de 


Colombia,”’ 1 kw. 
6.020—CP41, Sucre, Bolivia, “Radio Charcas,” 


50 w 
6.020—_MCH, Luxembourg, rg 
6.020—XEUW, Vera Cruz. Mexico, ‘ELE o de 

Sotavento desde Veracruz, 
XNC CR, Yenan (?), 
USSR, 40 kw. 
6.024— Brazzaville, French Equatoriz al 

“Poste Nationale Francaise,”’ 1.5 kw 
6.024—CR4AA, Praia, Cape Verde Islands 
*6.025—Algiers, Algeria 


Africa, 


6.025—HC1IR, Ibarra, Ecuador, “Radio Co- 
mercial”’ 

6.026—PGD, Huizen GP yween). Holland, 
“PCJ, Radio Nederland,” 5 

6.026—CP37, Oruro, Bolivia, “Radio Oruro,” 
250 w 

6. 626—HiI1J, San Pedro de Macoris, Dominican 
Republic, 100 w. 

*6.028V—XGHT, Hantan, China 

*6. Rome, Italy, “Radia Italiana,” 1 kw. 

6.030—CFVP, Calgary, Alberta, Canada, “Voice” 
of the Prairies,”’ 100 w 

*6. 030—OLR2B, Feasts. Czechoslovakia, 17 

6.030 —XEKW, Morelia, Mexico, “El Eco de 
Miehoacan,”’ 500 w. 

*6. —— Lourenco Marques, Mozam- 

6.030. HPSB, Panama City, Panama, ‘Radio 


Miramar,” 250 w 
*6. 030—-Komsomolsk (Khabarovsk Territory), 
U.S.S.R., 50 kw. 
6.030-—Moscow 
6.035—Rangoon, Burma, 
k 


W.. 

*6.035—GWS, London, 50-100 kw. 

6.035—CXA30, Montevideo, Uruguay, 
Nacional,”” 1 kw. 

#6. 035—XELX, Suatiaiasasn, Mexico, 
Occidental,’’ 500 

*6.035—MTCY, Chunechun, China 

ae Arequipa, Peru, 

” 200 w. 

6.638— Berlin, Germany 

6.040—WRUA, Boston, Mass., 

*6.040—YDD, ‘Bandoeng, Java 

6.040—XGSA_ Nanking, China 

6.040—HSSPD, Bangkok, Siam 

*6.043V—XGHT, Hantan, China 

6.045—COBF, Havana, Cuba, 


1 kw. 
6.045—XETW, Tampico, Mexico, 
Tampico,” 100 w. 


“Radio Rangoon,” 1 


“Radio 
“Radio 


“Radio Lan 


U.S.A., 50 kw. 


“Cine Radial,” 
“La Voz de 


(Continued on page 92) 
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“War surpius BC 


With thousands of usable st¢ 


PARTS ALONE WORTH HUNDREDS 
OF DOLLARS TODAY! Use it for 
ps or use it as q transmitter 


a 


ve ee ad ‘ 
COMPLETE BC-375- E ‘TRANSMITTER 
METERS COILS (continved) 
1. (1) 0-15V AC. 48. (1) Continuously 
DC., GE variable an- 
tenna loading 
coil with dial- 


2. (1) 0-8A RF with 
thermocouple, 


GE ceramic form 
(1 - MA. 
aha > ay *- SWITCHES 
21. (1) Interlock 
TUBES 22. (1) Test 


4. (1) 10Y¥ (VT-25) 23. (1) SPDT Toggle 

5. (4) 211 (VT-4-C) 24. (2) DPST Toggle 
25. (1) 3 pos. Mallory 

cols w/bar knob 

44, (3) RF chokes 26. (1) SPDT Toggle 
45. (1) AF choke Shy 27.(1) 4 pos., 3 sec. 


.| amp hi voltage 
46, (1) Parasitic Sup- band switch 

pressor w/bor knob 
47.(1) Tapped on- °28.(1) 5 pos. hi volt- 

tenna loading age, band 


coil on ceramic switch w/bor 
form knob 


RESISTORS 

6. (1) lapped Resistor 2.7 ohms, 36 watts— 
: 7 ohms, 26 watts 

5 ohms 2 watt, IRC 
5 ohms 12 watt, IRC 
50 ohms 4 watt, IRC 
100 ohms 12 watt, IRC 
150 ohms 8 watt, IRC 
200 ohms 2 watt, IRC 
200 ohms variable, Mallory 
2500 ohms 15 watt, IRC 
3000 ohms variable, Mallory 
4000 ohms 15 watt, IRC 
11000 ohms 12 watt, IRC 
) 30000 ohms 1 watt, IRC 
19. (1) 200000 ohms 1 watt, IRC 
20, (4) 250000 ohms 1 watt, IRC 


CAPACITORS 

29. (1) 22-118 mmf. variable with vernier dial 

30. (1) tube thermal compensating and cali- 
bration reset capacitor 

31. (2) .0001-1000 V, CD, mica 

32. (1) .006-2500V, CD, mica 

33. (2) .001-2500V, CD, mica 

34. (1) .001-4500V, CD, mica 

35. (1) .02-1000V, CD, mica 

36. (1) .01-1000V, CD, mica 

37. (1) .01-2500V CD, mica 

38. (3) 1-300V, CD, mica 

39. (1) 1-1-1 3000V GE, pyranol 

40. (1) 25 mfd 25V, CD, electrolytic 


(1 
- (2 
-(1 
. (1 
(1 
-(1 
(1 
-(1 
(2 
(1 
(3 
-(1 


You get all this: transmitter, tubes, ant. loading 


TRANSFORMERS 

41. (1) Microphone trans. single button mic. 
to single grid 

42. (1) interstage transformer single plate 
to push-pull grids. 

43. (1) Modulation transformer — class B 
mod. to class C plate 


MISCELLANEOUS 
49. (1) 8 contact antenna relay —28V D.C. 
50. (2) Ceramic insulated flexible couplings 
51. (1) 6.3V dial lamp and socket 
52. (1) mic. jack 
53. (2) .SA-1000V Fuses 
54. (3) Sockets with plugs 
55. (5) Binding posts 
Plus hardware, stand-off insulators, etc. 


BC-306-A ANTENNA LOADING UNIT 

1. (1) 3 Gang, 5 position, high voltage 
band switch 

2. (1) Tapped inductance with variometer 
tuning 

3. (1) Vernier dial 

4. (1) Ceramic insulated flexible coupling 

5. (2) Bee-hive feed-thru insulators 

6. (1) Capacitor .00024-6000V 
SANGAMO 


SAVE C. O. D. CHARGES by re- 
mitting in full direct—or send 

25% deposit with all orders. 
Shipment made direct from whse. 
in Okla., Ariz., Ark. or Virginia. 


COMPLETE | 
(Gov't cost, $1800) 


Wiring & Conversion 
Diagram 


FREE 


unit, dynamotor, five tuning units. 


TYPICAL TUNING UNIT 

TU-5-B—1 500-3000 KCS 
1. (2) Vernier dials 
2. (1) Variable capacitor, 20-135 mmf. 
3. (1) Variable capacitor, 20-156 mmf. 
4. (1) Variable capacitor, 8-26 mmf.— 


nevtralizing 

8. (1) .00003-2000V capacitor, CD— 
mica 

6, (3) .00009-3000V 


mica 
7. (2) .0004-5000V capacitor, CD—mica 
8. (3) .0001-3000V capacitor, CO—mica 
9. (2) 4 position ceramic band switches 
10, (2) 2 RF chokes 
11. (1) Tank coil—ceramic form with 
tapped antenna coupling coil 
12. (1) Tank coil—ceramic form 
13. (1) Parasitic suppressor 
14, (2) Ceramic flexible couplings 
15. Plus banana jacks, stand-off 
insulators 


PE-73 DYNAMOTOR 
1. (1) Dynamotor 28V DC input—1000V 
DC output—GE 
2. (1) Fuse, 30A 250V 
3. (1) Fuse, 60A 250V 
4. (1) Fuse, 1A 1000V 
5. (1) Relay, 24V D. C. 
6. (3) .005-5000V Capacitor, mica—CD 
7.(1) 01-1000V Capacitor, mica—CDO 
8. (2) .01-600V Capacitor, mica—CD 


capacitor, CD— 


R=: DM rapio company 


ANTENNA SWITCHES 


19¢ 29¢ 75¢ 


HEADPHONE ADAPTERS MC-385 


From high to low impedance, 4000 
ohms to 600 ohms. Contains match- 
ing transformer. 


30c each, 4 for $1.00 


Carbon Mike T-17 


Used, in A-1 HS-33 with cord 
condition as d plu gh 
ohms — Used, in 

$1.00 A-1_ condition. 


; Headphones 69% 


Dept.RN-28-1426 N. QUINCY ST., ARLINGTON, VIRGINIA 


Send FREE catalogue on 
(C] Xmtr. Kits. 


[] Receiver Kits. 
[] | am a licensed amateur. 


: 
7 
| 
i 
. 


<- 


R & M RADIO COMPANY, Dept. RN-28, 


(] Send Conversion Book. [] $2 inclosed. [1] Send €.0.D. 


() Tube Bargains. 


[] Beginner. 


1426 N. Quincy St., Arlington, Va, ‘ 


HEADPHONE EXTENSION CORDS 25c 
72” long, rubber covered, with 


Approx. 
JK-26 and PL-55 plugs. 


February, 


1948 


RT-1579 consists of a three stage (cascade 68J7s and 6F6 output stage) . in, high fidelity amplifier with 60 le, 110V power supply on the same 13%x14% chassis, 
which is protected by a substantial steel cover over tubes and parts. Made Western Electric with typical quality components such as a husky power transformer and 
oll condensers, this unit is obviously intended to give years of trouble-free service with no more need for repairs than a telephone. Disconnecting one wire ea om 
the special input and output filters, will result in as high a fidelity amplifier as can be obtained. Your cost with tubes, diagram and parts list included—$i4. 95 

We also offer the RT-1579 with a Raytheon Magnetic Voltage Regulator already installed beneath the cover. Imagine an amplifier complete with tubes, built to W 
Electric quality standards, and immune to line voltage variations besides, making it perfectly suited for the most difficult industrial, circus, carnival. or comm: 
installations, offered for a total price of only $19.95, our price for both units. (Without explicit instructions to the contrary, the RT-1579 will be shipped for ¢ 
Without regulator on orders for both units that are received after the voltage regulator supply is exhausted.) 


1948 MODEL MUTUAL CONDUCTANCE TUBE TESTER ................. $49.95 


" No possibility of good tubes reading “‘Bad”’ or bad tubes reading “Good” as on dynamic conductance testers or other 

nary emission testers. Attractive panel and case equal to any on the market in appearance... Large 4%” meter 
Calibrated micromho scale as well as a Bad-Good scale . . . Front pane! fuse . .. Individual sockets for all tube base 
—voltages from .75 volts to 117 volts and complete switching flexibility allow all present and future tubes to 
regardless of location of elements on tube base .. . Indicates gas content and detects shorts or opens on each indiv 
section of all loctal, octal and miniature tubes including cold cathode, magic eye and voltage regulator tubes as well ax aij 
ballast resistors. Name of the nationally known manufacturer withheld because of special price offer 

Model “C”’—Sloping front counter case $49.95 
Modei “P”—Handsome hand-rubbed portable case 

Built-in roll chart with either of above $5.00 extra. 


ote ee 


RT1463 7 tube amplifiers containing 3—7F7. 1—7Y4, 3—7NT7, 4 potentiometers, numerous resistors 
and bypass condensers, filter chokes, power and audio transformers, and six sensitive plate relays. A 1 
tary development that provided amazing stepless contro!) proportional to correction required, for aile 
rudder and elevator, in the origina] application. A control amplifier of the ordinary type would deflect + 
TAKES rudder by some arbitrary amount when the ship was blown off the course to port or starboard. The ré 
would either be that the correction was insufficient and the plane continued off course, or the correct 
would be too great, starting a series of tackings that would greatly increase fuel consumption and ela 
time in reaching the objective. This phenomena! unit, with its 3 amplifiers and six 50°0 ohm relay 
All THREE bridge circuits, will accurately control any 3 operations, related or unrelated, in minutely adjustable 
uniquely quantitative variations in either forward or reverse directions. 9”x7"x8” black crackle aluminum 
case. Brand new in original carton $12.95, or used $9.95. 


BIG BARGAINS AT LAST YOU CAN AFFORD A LABORA- 
TORY STANDARD MICROVOLTER 


1. AUDIO AMPLIFIER Veen even. 1 aay The famous Measurements Corp. Model 78B, 5 Tube Lab- 


crophone inputs brought to jacks at rear panel. oratory Standard Signal Generator (that sold new, FOB 
output impedances available at rear panel gennceteme, Boonton, N. J., for $310.00 net), is available in perfect con- 
— , -t, FW penaee. eoletiall tatoan ‘Shipping dition - 25 to 60 ase, 4 Vv AC ae oy —— — 
1 sce "04 OF ile o this is the sort of top-flight lab equipment that discriminat- 

weight 15 Ibe. SUPER SPECIAL—$4.95 while supply ing buyers have only vainly hoped would be released at a 
bargain price. Worth every cent the manufacturer asks, but 


2. RADIO HEADSETS Latest supersensitive type available FOB Buffalo while our limited supply lasts for 
with rubber earpieces. only $79.95. 
pair guaranteed perfect. $.50 per pair OR 3 PAIRS Such companies as Admira! Corp. and John Meck, Inc., have 
FOR $1.00. ordered from us and repeated many times on these 78 gen- Model 78-B Standard Sic- 
erators for use in their labs and production line testing nal Generator. Two Fre- 


“REMEMBER THAT A STANDARD IS ONLY AS RELIA- 
3. HOME WORKSHOP AT BARGAIN PRICE @ pti 'as ‘irs maker.’ . and 280 megacyciess 


Accurate and precise : > — Seememiess nite lea, - > 
sential machine for the home workshop. Sturdy enough for 

light production work or factory standby service. Supplied GENERAL ELECTRIC RT-1 248 15-TUBE TRANSMITTER-RECEIVER 

with 56” of belting for connecting to any available electric TERRIFIC POWER—(20 watts) on any two instantly selected, easily pre-adjusted frequencies from 435 

motor or power take-off, such as on a jeep or tractor. Also to 500 Me. Transmitter uses 5 tubes including a Western Electric 316 A as final. Receiver uses 10 tubes 

included in this unbelievable offer are such accessories as including 955’s, as first detector and oscillator, and 3—7H7’s as IF’s, with 4 slub-tuned 40 Me. IF trans 

a %” drill chuck with specially hardened tool steel jaws, formers, plus a 7H7, 7E6’s and 7F7’s. In addition unit contains 8 relays designed to operate any sort of 

’ electric furrface high speed grinding wheel, a cotton external equipment when actuated by a received signal from a similar set elsewhere. Originally designed 

buffing wheel with a large supply of buffing compound and for 12 volt operation, power supply is not included, as it is a cinch for any amateur to connect this unit 

a 4” steel wire scratch brush. Your cost $6.00, Sole export for 110V AC, using any supply capable of 400V DC at 135 MA. The ideal unit for use in mobile or sta 

agent. Distributor inquiries invited. tionary service in the Citizen’s Radio Telephone Band where no license is necessary Instructions and 

, diagrams supplied for running the RT-1248 transmitter on either code or voice, in AM or FM transmission 

or reception, for use as a mobile public address system, as on 80 to 110 Me. FM broadcast receiver, as a 

Facsimile transmitter or receiver, as an amateur television transmitter or receiver, for remote control relay 

hookups, for Geiger-Mueller counter applications. It sells for only $29.95 or two for $53.90. If desired 

SCR-284 TRANSMITTER-RECEIVER — for marine or mobile use, the dynamotor which will work on either 12 or 24V DC and supply all power for 
This medium power transmitter and the the set {s only $15.00 additional, 


VVVVVVVVVVVVVVVVVVVVVVVVVvVvVvV <4 


accompanying 7 tube very sensitive re- 
ceiver are naturals for 80 or 40 meter 
operation (phone or CW), on either fixed 
stations or mobile applications. These THE FOLLOWING DESIRABLE ITEMS AT 
units are brand new and come complete CLOSING OUT SACRIFICE PRICES TO MAKE ROOM IN OUR 
with 17 tubes, key, microphone, 200 KC 
calibrating crystal and instructions and WAREHOUSE FOR INCOMING STOCK. 
diagrams for use with up to 100 watts input to the final stage 947A ONE KILOWATT HIGH FREQUENCY TRANSMITTER. This relay-controlled transmitter 
on 40 or 80 meters for either phone or CW, using vehicle or 110 includes a 115V, 60 cycle power supply, protected by 8 magnetic circuit breakers, that alone is 
worth more than the price we are asking for the whole rig, even on today’s surplus market. On 
the front panel are six 3%” GE or Weston meters, including 250 MA, 50 MA, 1000 
MA, 150 V AC and 1500 V DC at 1000 ohms per volt for screens and plate. The “ _ 
rack-type 21”x15"x36" unit contains six amplifier and rectifier tubes aggregating 
over $60.00 at WAA current wholesale prices. Western Electric’s price to the govern- Q 
ment was $1500.00. Shipping weight 500 Ibs. 


Volt power supply. Your cost, $39.95. 
Your cost at close-out price as is. Formerly $69.95, Now Only... ... $39.95 


Oe Oe ee ie, ee 


5” “SO” RADAR P.P.1i. SCOPE, complete with 9 tubes includ- 
ing 807 tube in final power stage that provides deflecting cur- 
rent for magnetic yokes. Selsyn motor and self-contained 
110 V. power supply designed to run on the AC supply on LST 
and PT boats. Various ranges from 2 to 80 miles. The most 
satisfactory scope available mo navigational radar or pOOXES. 
Stovisien applications—$39.9 “SO” RADAR ECHO BOXES. 
The perfect calibrated cavity ge. oe. $10.00. LORAN IN- 
DICATOR OSCILLOSGCOPES, including 26 tubes with 5” scope 
Govt, instruction manual supplied with each of these— 


BC-412 5” RADAR OSCILLOSCUPE. Easily converted to a first class lab. scope or *“ 4aits — 
to an excellent home television receiver using the instructions in the August 1947 

RADIO NEWS. Furnished with a brand new 5BP4 tube for the television application or a brand 
new 5BP1 for the scope application. Specify your choice. 

Sold at close-out price as is. Formerly $59.95, now 


5 INCH RECEIVER INDICATOR SCOPE. This unit, originally sold by Western Electric for 
$2,500.00 includes a 13 tube receiver with 7 IF stages; 2 tube multivibrator sweep generator; 2 
tube sweep amplifier r; video amplifier; pedestal impulse and sweep generator, and 115 volt, 60 
cycle supply with 2x2 for high voltage. Equipped with more than 15 tubes of the 43 epiginally 
used and including a brand new scope tube in original carton. Makes a wonderful laboratory in- 
Ha strument and is better adapted for television than any other war surplus ite 

Mike—90c; Lapel Mike—93e; SHURE T- 17 Reduced, close-out price as is. Formerly $69.95. Now 

MIKES, with push to talk switeh—99e. 


20 ASST'D COIL FORMS, including 1 PAMAAAAAAAAAAAAAAAAAAAAAAAAAA A 


ceramic, 3 polystyrene, and 6 fiber, all 


ay ER ———— SCR-274N COMMAND SET 


5 —$1.95; —$!. = ‘ = 
gene pammad Wa $1.49; 3 ame ——i ———— The greatest radio equipment value in history 


ee 
1750v spacing, extra H A mountain of valuable equipment that in- 
marlund—69c; miniature variables, ; ik ONO hl © cludes 3 receivers covering 190 to 550 KC; 3 to 


MICROPHONES — All nationally known 
brands. Astatic oa ap 95; Bullet 
namic—$7,45 Mike Jr.—60c; 


Vv v VVVVVVVVVVVVY 
AA AAAAAAAAAAAA 


M — : ” : A 
ihe) 100 Let ee 1a ee 7 if J sn 6 MC; and 6 to 9.1 MC. These receivers use 
, / j iz A ©) plug-in coils, and consequently can be 


LUORESCENT LIGHT BALLASTS. Single 30 or 40 watt, ie = ~ changed to any frequencies desired without 
; Dual 40 watt High Power Factor—$3. é conversion. Also included are two Tuning 
HEADPHONES— all quality Sig- Control Boxes; 1 Antenna Coupling Box; four 
nal Corps headsets with 12” cord and 28 V. Dy namotors (easily converted to 110 V. 
plug—-$1.25. 5” rubber covered patch- operation); two 40-Watt Transmitters includ- 
cords with phone plug and socket—45e. ing crystals, and Preamplifier and Modulator. 
BC-221 FREQUENCY METERS with 29 tubes supplied in all. Only a limited quan- 
calibrating Crystal and calibration tity available, so get your order in fast. Re- 
charts. A precision frequency stand- \ moved from unused aircraft and in guaran- 
ard that is useful for innumerable ap- f 7 teed electrical condition. A super value at 
plications for laboratory technician, } $29.95, including crank type tuning knobs for 
service man, amateur, and experi- receivers. Without these knobs the receivers 
menter at the give-away price of only can’t be tuned, and are only useful for parts. 
$36.95. ‘ Don't buy. without knobs! 


Dept. El] BUFFALO 3, 


RADIO NEWS 


RADIOMEN’S HEADQUARTERS ;+ WORLD WIDE MAIL ORDER SERVICE!!! 


AUTO RADIO DEALERS! ATTENTION! 

A famous nationally advertised brand of auto radio which will fit any car and every pocketbook. Six tube superhet 

with three gang condenser and 6%” speaker. Dealer price $32.20 for sample, or $29.97 each, in lots of two or more, 
. 


INTRODUCTORY OFFERING OF OUR OWN BRAND | 
CAR RADIO ANTENNAS 


Ali of our car radio antennas are made of triple plated Admiralty Brass Tubing, complete with low 
joss shielded antenna leads and have high quality fittings. 

SIDE COWL—BR-1, 3 sections extend to 66”. Your price—single units—$1.50; in lote of 12—81.35 ea. 
SKYS¢ ne airy has 4 heavy duty sections that extend to 98”. Your price—single unite—$2.45; 
in lots of 2—$2.25 ea. 

TILT ANGLE—BR-3, may be adjusted to all body contours. 3 sections extend to 66”. Single unit 
price—$1.50; 12 lot price—$1.25 ea, 

VERSATILE—BR-4, single hole fender or top cowl mounting may be adjusted to conform with all 
body contours 4 sections extend to 56”. Single unit price—$2.90; 12 lot price—$2.75 ea. 

THE MONARCH—BR-5, single hole top cowl mounting, 3 sections extend to 56”. Single unit price— 
$1.90; 12 lot price—$1.75 ea. 

BENDIX SCR 522—Very High Frequency Voice Transmitter-Receiver—100 to 156 MC This job was 
good enough for the Joint Command to make it standard equipment in everything that flew, even though 
each set cost the Gov't $2500.00. Crystal Controlled and Amplitude Modulated—HIGH TRANSMITTER 
OUTPUT and 3 Microvolt Receiver Sensitivity gave good communication up to 180 miles of high alti- 
tudes Receiver has ten tubes and transmitter has seven tubes, including two 832’s, Furnished com- 
plete with 17 tubes, remote control unit, 4 crystals and the special wide band VHF antenna that was 
designed for this set. These sets have been removed from unused aircraft and are guaranteed to be in § 


perfect condition. We include free parts and diagrams for the conversion to “continuously variable 
frequency coverage” in the receiver. 


The SCR522 complete with 24 volt dynamotor sells for only $37.95. The SCR 522 is aleo available 
with a brand new 12 volt dynamotor for only $42.95. ; : BRi BR2 BR? BR4 BRS 


DUE TO POPULAR DEMAND WE REPEAT THESE TERRIFIC BARGAINS 


Three assorted new Microphones, including push-to-talk type. ............cccccccccccccucccccccccecccccecse $1.49 
Six assorted POWER and AUDIO TRANSFORMERS, all new...........cccccccccccccccccceccsccsceecceses $1.98 
Ten assorted R. F. Chokes including high frequency types... 


Five assorted AUDIO or FILTER CHOKES............... ha patehoedaaud ete. bbecnsvehs cena ee 
Coe ERR OROP I. Ta 6 a 6 0.0 06.5 gece 8 Win ceevscccd occcceeeee ry ee ee ee ea Te) woe $1.95 
Ten assorted AN CABLE CONNECTORS, including many popular types...... iA Chdedde dbehed cackuteke 3066 n@ See 
Ten assorted WIRE-Wound BLEEDERS, 50 and 100 Watt, many with taps...... Pe ed ye te en) cece $2.49 
Six assorted OIL FILLED CAN TYPE CONDENSERS, all with mounting brackets............. WP Tire yt $1.49 
Ten assored METAL & BAKELITE KNOBS—(no wooden knobs)...............-- ShedPion ne dee 606% baa eee 
Six assorted VARIABLE CONDENSERS, including butterfly types........ cad see re ee lene teake ee | 
Six assorted isolantite and bakelite R. F. Coils, shielded and unshielded. .... pha ae Sd a Ge anetr ed en wan Ghee $ .99 


The above eleven assortments, totaling over $12.00 at the unbelievable bargain prices listed, can be purchased together as one lot 
at a super-special total price of $9.95, a value so incredible that you will rub your eyes as you read this, our new year get-ac- 
quainted offer. All merchandise guaranteed to be as advertised. 


——— order eee prices subject to change—25% deposit with COD orders. 14-Tube UHF Superhet Receiver — 


GENERAL ELECTRIC $39.95 
150 WATT 
TRANSMITTER 


. Cost the Government $1800.00 
Cost to you $44.50!!!! 


+ This is the famous transmitter used in U.S. 
Army bombers and ground stations, during 
the war. Its design and construction have 
been proved in service, under all kinds of 
conditions, all over the world. The entire fre- 
quency range is covered by means of plug-in 
; tuning units which are included. Each tuning 

; unit has its own oscillator and power ampli- 
fier coils, condensers, and antenna tuning circuits—all designed to operate at top effi- 
wency within its particular frequency range. Transmitter and accessories are finished in 
black crackle, and the milliammeter, voltmeter, and RF ammeter are mounted on the 
front panel. Here are the specifications: FREQUENCY RANGE: 200 to 500 KC and 1500 
to 12,500 KC. (Will operate on 10 and 20 meter band with slight modification.) OSCIL- 
LATOR: Self-excited, thermo compensated, and hand calibrated. POWER AMPLIFIER: 
Neutralized class “‘C” stage, using 211 tube, and equipped with antenna coupling circuit 
which matches practically any length antenna. MODULATOR: Class “‘B’’—uses two 211 
tubes. POWER SUPPLY: Supplied complete with dynamotor which furnishes 1000V at 
350 MA. Complete instructions are furnished to operate set from 110V AC. SIZE: 21% x 
23x9 % inches. Total shipping weight 200 lbs., complete with all tubes, dynamotor power 
supply, five tuning units, antenna tuning unit and the essential plugs. These units have / 
been removed from unused aircraft but are guaranteed to be in perfect condition. This beautifully constructed receiver was designed 


especially for Signal Corps communication service, 
ARMY BC-312 COMMUNICATIONS RECEIVER and is one of the finest and most sensitive sets ever 


This receiver covers the frequency range of 1.5 MC to 18 MC in six direct reading bands. manufactured. Operating from 110V 60 cycles, this set 
The dial, that is driven with split gears to prevent backlash, has 4500 logging divisions ng Me ed RF i : 
per band with approximately 600 divisions on the 20 and 40 meter ham bands and 1000 has two tun F stages, tuned converter and oscilla- 
——— o 80 on, Swe ee of RF Uetere gt _ this set io it a very tor, five I.F. stages, using tron-core IF’s, a diode de- 
igh signal to noise ratio and maximum sensitivity. tstanding features of this receiver : 4 
are: BFO with pitch control, send-receive relay, jacks on the front panel for headphones tector, tuning eye, and a two stage amplifier that will 
and speaker que. ent — | key _—— PA, trey 6 von, types. This drive a speaker or phones. The frequency range is 
receiver was design to withstand rough usage in the field an or operation from vehicles 9 
while in motion, so it is ruggedly constructed and contains a dynamotor power supply— 158-210 Mes. It is a simple matter to operate on other 
Your cost—$49.95. Conversion kit to 110V AC is available for $6.50. bands by making a slight alteration in the tuning 


coils. A complete set of tubes is included with each re- 


PE-109 32-VOLT DIRECT CURRENT POWER PLANT ceiver, along with a circuit diagram and parts list. 


This power plant consists of a gasoline engine that is direct coupled The high-voltage power supply delivers 150 milliam- 
to a 2000 watt 32 volt DC generator. This unit is ideal for use in peres, and is well filtered by a heavy-duty choke and 
locations that are not serviced by commercial power or to run three 7 Mfd. oil-filled condensers. This buy of a life- 
many of the surplus items that require 24-32V DC for operation. , 
The price of this power plant is only $58.95. We can also supply time cost the government about $700. Amateurs and 
CFU a converter that will supply 110V AC from the above unit or from experimenters will never again be able to purchase 
— > any 16-32V DC source for $29.95. fine equipment at such a tremendous saving! 


BUFFALO RADIO SUPPLY, 219-221 Genesee St., Dept. £,§ BUFFALO 3, N. Y. 


CABLE ADDRESS BUFRAD 


February, 1948 
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A Better 
Cone-Luy LEO ONE 


GET ON OUR MAILING LIST— 
ALWAYS SOMETHING NEW 


| | 


ANTENNA LOOPS. High gain, spider 
wound. 0.D. 5” $0.29 

Ve MEG VOLUME CONTROLS with 
switch. 4%” shaft 

RADIO HARDWARE TREASURE. An in- 
dispensable assortment of approx. 1000 
screws, nuts, washers, lugs, etc. ...... .49 

T-44A DYNAMIC MICROPHONE (AAF) 
with 5% ft. cord, PL-179, & JK-26 ext. 
jack. Originai carton. 


1 


PORTABLE A.C. AMPLIFIER 
(Lic. by W.E.) 


Here is a profes- 
sional type High 
Fidelity unit at 
an amazingly low 
price. Wide frea. 
response for use 
with Musical tn- 
struments, 
Speech or Phono 
Input, FM Tun- 


ers, etc. 
FEATURES: 
8” Algico PM 
speaker, two in- 
puts (magnetic 
or crystal), vol 
& tone controls, 
Beam Power 
Output. Beauti- 
ful sturdy 2 tone 
brown leatherette 
(13%”" 
x 7%” 
Shpg. wt. 12 Ibs. List Price—$64 a? $24 95 
LEOTONE’S PRICE—While They Last. ’ 
In lots of 3—ea 1.50 


=r 


ALNICO MAGNETS pe-187 POWER SU P- 
Powerful ALNICO Y. Incomplete unit 
MAGNETS in many ‘gold mine’’ 
sizes & shapes always ye. switehes, jocks, 
in stock. Write for yr S--§ -- ed 
latest illustrated sup- fia metal case (ors 
plement. FEB. SPE- p 

CIAL—Round seat rs “yd 
pishd, O.D. %”x2”.... Shpg? wt. 20 lbs. $2-49 


J tt 


TUBES: PERFECT CONDITION, but in sealed car- 
tons. Most types in stock at up to 80% off list. 
Every tube guaranteed 90 days. 


> ° 89, 5Y3 '6H6 or 6K7 
35, 36, 37, 39, 84, 5¥4, 6C5, ors. 637, 6U7. 
, OSAT or 128K7 
. 1H5, 1N5, 1R5, Sas. 6U5, 6X5, 7A7, 
7C6, 7 
TUBE CARTONS. Plain white. 
Miniature (1” sq. x 2%"). 
GT size (1%” sq. x 3%"). 
Medium (1%” sq. x 4%"). 
Large (2” sq. x a) . Per 100 


| 


: TRANSMITTER KNOBS. 
70 Hw oat6e Be. Fluted black moulded 
amp. Alnico PM field. a. . “brass 


\%” shaft. O.D. 1%"x BEND cc cn oe 
3%” $1.95 1 
MERCURY SWITCH. 
1A @ 110V. SPST. si- 
lent action, non-induc- 
tive. O.D. %”"x1l% 


FULL WAVE SELENIUM 
RECTIFIERS. : aw Sege 
n- 


NEW "JUMBO" RADIO PARTS ASSORTMENT 


AMATEURS! SERVICEMEN! EXPERIMENTERS! 
If you want the most for your money, don’t miss this 
outstanding buy in new & dismantled radio & elec- 
tronic parts! 17 Full Cound a Coils, _ eranctormers, 
Hardware, §$ 

ers, Wire Sub-assemblies, ete. ete. 

these AND MORE for only 


Prompt Service on All Speaker & Phono Repairs 
Minimum Order $2.00—20% Deposit Required on All 
Orders. Please Add Sufficient Postage. Write RN-2. 


STONES AND FIELD 
65-67 Dey STREET NEw Yor«x 
WORTH 2-0284-5 


6.045—Kuala Lumpur. Malaya. “Radio Ma- 
laya,””" 100 w 

sa Bo04” A Antofagasta, Chile. “Radio Li- 

ber * 

eo —ayee. French Indo-China. “Radio 
ran 

6.048—HRA, Tegucigalpa. Honduras. “La Voz 
de Lempira.” 1.5 kw 

6.050—GSA, London, 50- 100 kw. 

*6.050-—HP5F, Colon. Panama. “La Voz de 
Colon,”’ 300 w. 

6.050—OAX6A. ascenipe. Peru. “Radio Are- 
quipa,"’ 250 w 

6.050— Moscow 

*6. 050—Clandestine Yugoslav. “Radio Ravna- 
gora’ 

6.050—Tiflis (Georgian 8.S.R.). U.S.S.R. 

*6.050—Tokyo 

*6.051—-XLRA, Hangchow, China 

6.054— HJFA, Pereira, Colombia. “La Voz de 
Pereira,”’ 1 kw. 

6.055—CXA14, Colonia, Uruguay. “Radio Real 
de San Carlos,” 1 kw 

*6.055—XLRA, Hankow, China, “Hankow 
Broadcasting Station,”’ 1 kw. 

*6.055—HER2, Berne, Switzerland, 25 kw. 

6.057—Komsomolsk, U.S.S.R. 

*6.060—CP47, Cochabamba, Bolivia, “Radio 
Popular.” 

*6. eee OEY. Skamlebak (Copenhagen), Den- 
mark, 6 kw. 

*6. o08-VU D3, Delhi, AIR, 5 kw 

6.060—VQ7LO, Nairobi, Kenya, 1.5 kw. 

6.060—KNBI, Dixon, Calif.. USA, 50 kw. 

*6.060—WCBN, New York, N.Y., USA, 50 kw. 

6.060— Moscow 

6.060—Berlin, Germany, “Berliner Rundfunk.” 
5 kw. 

6.060—Rome, italy 

*CKRZ, Sackville, Canada, “CBC Internationa! 
Service,”’ 50 kw. 

#6.062—FHES8, Dakar, French West Africa. 
Radio Dakar,”" 200 w 

6.063—-VU7MC. Akashvani, Mysore. India 

*6.036 V —Berlin. Germany 

6.064—T ananarive Madagascar, “Radio Ta- 
nanarive’ 

*6.065—LRS1, Buenos Aires, Argentina, 5 kw. 

6.065—SBO. Mo ala (Stockholm). Sweden, 12 


kw. 

*6.065—TIWS, Puntarenas, Costa Rica 
6.065—-WLKS, Kure, Japan, British Common- 
wealth Occupation Forces Radio. 1 kw. 

*6.065—Lille, France 

6.065V—XGHT. Hantan, China. “Hantan 
Broadcasting Station" 
a yg Spanish Morocco. ‘Radio Tet- 
uan,”’ 1.5 

6.008--CXAl4” Colonia, Uruguay 

6.070—CFRX. Toronto, Ontario, Canada, *Rog- 
ers Radio Station,” 1 kw. 

*6.070—HOB, Panama City. Panama 

*6.070—GRR, London, 50-100 kw. 

*6.070V—XGHT, Hantan, China. 

yy Ne ge atte (Kamchatka) . 0.8.8.R 

“Berliner Rundfunk” 


— “La Voz de 
ce tlontevideo. Uruguay, “Radio 


6.075. Colombo "Gezlon. “Radio SEAC,"" 100 
kw. (inactive), 7.5 kw. 

6.078—HIX. Ciudad Trujillo, > yy” Re- 
ublic, “Radio Oficial, La Voz de la Repub- 
ica Dominicana” 

#6.080—XGSB, Nanking, Chin 

6.080—Munich, Germany, OAPN, Frankfurt.” 


50 kw 

6.080—-CKFX. Vancouver, British Columbia. 
Canada, 100 w. 

#6.080—ZL1, Wellington, New Zealand, 10 kw 

*6.080—WLWE. Cincinnati, Ohio, USA. 50 kw. 

*6.080—JZH3. Tokyo 

6.080—-VP4RD, Port-of-Spain. Trinidad, ‘Ra- 
dio Trinidad,”’ 500 w. 

6.082—-Umtali. Southern Rhodesia 

*6.083—ZIZ, Basseterre, St. Kitts, B.W.1. 

*6.084—ZAA,. Tirana, Albania, 3 kw. 

6.084—-ZBD10,. Port-of-Spain, Trinidad, 3 kw 

*6.085—VUM2, Madras, India, AIR, 10 kw. 

6.085—Rome, Italy, “Radio Italiana,”’ 1 kw 

*6.085—LRY1, Buenos Aires, Argentina, “Ra 
dio Belgrano,”’ 10 kw. 

*6.087—Tabriz, Iran 

*6.090—ZNS2, Nassau, Bahamas, 600 w. 

*6.090—CKOB. Sackville, A eee “CBC In- 
ternational Service,”’ 50 k 

*6.090—CBFW, Montreal, “Quebec, Canada, 
“CBC ietcenasionel Service,” 7.5 kw. 

6.090—-C BF Montreal, Quebec, Canada, “Ra- 
dio rma * 200 w 

*6.090—ZBW?2., Hone ‘Kone, — 2.5 kw. 

*6.090-—GW™M., London, 50-100 kw 

*6. — i irut, Lebanon, “Radio Lebanon,” 3 


*6.090—XEBF, J Jalapa, Mexico, “La Amiga del 

ogar 

6.090-—Moscow 

6.090—-Luxembo rg, Luxembourg, “Radio 
Luxembourg,” 6 kw 

*6.090-—Belgrade, Yugoslavia 

*6.091—XRRA, Peiping, China; “Peiping 
Broadcasting Station,” 1 kw 

6.091—-HOO, Panama City, Panama 

*6.091—VP4RD, Port-of-Spain, Trinidad 

6.092—-Tabriz, Iran, “Radio Tabriz" 

*6.095—JZH. Tokyo 

6.095—Johannesburg, — Africa, SABC 
(Johannesburg IV), 1 

6.096 V—Pnompenh, rence ‘Indo-China, “Ra- 
dio Cambode"’ 

*6.097V—HJFK, Pereira, Colombia 

*6.100-—VUD3. Delhi, India, AIR, 5 }- 

*6.100-—VUD7, Delhi, India, AIR, 100 k w. 

*6.100-—KZRH, Manila, Philippines, “Voice of 
the Philippines,” 1 kw 


ae—Werse. Poland, “Polskie Radio.“ 
*6.100—WNRX. New York, N.Y U.S.A, 


*6.100—Shepparton. Australia, “Ra 
tralia.” 100 kw = < 
6.100—Belgrade, Yugoslavia, “Radio Belgrade” 
6.100—Leopoldvilie, Belgian Congo 
6.101—TGOA. Guatemala City. Guatemala, “tg 
Voz de las Americas” 
tes _lane Tokyo 
105—WLKS, Kure, Japan. British mon- 
wealth Occupation Forces Radio +; 
#6.105—XGSD, Nanking, China 
*6.107—Hanoi, French Indo-China 
*6.108—HJFK, Pereira, Colombia > 
*6.110—CP2, La Paz, Bolivia, ‘Radio Nacio 


China 
50-100 kw. 
. AIR, 5 kw. 
>, Cebu, Philippines 
Pereira. Colombia. “La Vag 


*6. 112—Tokyo 
*6.114—VQ7LO, Nairobi, Kenya, 1.5 kw 
*6. 115—OLR: 2C. Prague. Czechoslovakia. 1? 


kw 
6.115—HIG. Ciudad Trujillo, Dominican Re, 
public 
6.115—Komsomolsk, U.S.S.R., 50 kw. 
*6.115—Istanbul, Turkey 
6.115V—Hamburg. Germany, “Northwest Gep 
man Radio” 
*6.118—Pnompenh. French Indo-China, “Rg 
dio Cambode’ 
*6.120—Warsaw, Poland, 10 kw 
6.120—LRX1. Buenos Aires, Argentina, “Rg 
dio El Mundo,”’ 6 kw. 
6.120—OIX1, Helsinki, Finland, 10 kw. 
*6.120—KRHO, Honolulu, Hawaii, 100 kw. 
“SEROUS, New York, N.Y.. U.S.A. §@ 
w 
6.120—. U.S.A 
#6. 120—Manila, Philippines | 
*6.120—Singapore, Malaya, “Radio Malaya” 
6.120—Salisbury. Southern Rhodesia 
6.122—HP5H, Panama City. Panama, “Le Vos 
del Pueblo,”’ 500 w. 
WA. London, 50-100 kw. 
*6.1° 25—CXA4, Montevideo, Uruguay. “Radie 
Electrica,”’ 10 kw 
6.125—HI1G, Ciudad Trujillo, Dominican Re 
public, “Radio La Opinion."’ 100 w. 
6.125—Bangkok, Siam 
$e. 125—MTCY. Changchun (Hsinking), Chima 
=o Cuzco, Peru. ‘“‘Radio Cuzeo 


Perth, Western Australig. 
Halifax, Nova Scotia, Canada 
Havana, Cuba, “La Voz de 


D2. Suva, Fiji Islands, 
Kumamoto, Japan, 300 w. 
Mexico City, exico. ‘Cadena 
"Radio Nacional,” 100 w. 
*6.130—LKJ2, Fredrikstad, Norway. 7.5 kw. 
*6.130—Moscow 
6.132—Monte Carlo. Monaco, “Radio Monts 
300 w 


Santa Cruz, Bolivia, “Radie 


*6.135—CE613. Punta Arenas, Chile, “Radig 
jere 

*6.135—HNU, Baghdad, Iraq, 500 w 
——lem. Palestine, ‘“‘Sharq-al- ‘Kana, “ 975 


6. 155—_KzRC, See. Philippines. “The Voice 
f Cebu,”’ 250 

*6. ‘136—CR7AA. “Leurenae Marques, Mozam- 
bique, “Radio Mozambique,”’ 300 w. 

*6.138—Tananarive, Madagascar. “Radio Ta 
nanarive,”’ 1.2 kw 

6.139—XEUZ, Mexico City, Mexico. 

ar 139—Dornbirn. Austria 
6.14 0—OQ2AA, Leopoldville. Belgian Congo, 

“Radio Leo,"’ 50 w 

*6.140—XGOY, Chungking. China, 35 kw. 

6.140—OAXS8C, Iquitos, Peru, “Radio Cen- 
tral,”” 300 w. 

*6.140—WRUA, Boston, Mass., U.S.A., 50 kw. 

6.140—Moscow 

6.140—CXA5. Montevideo, Uruguay, 2.5 kw. 

*6.140—HI1R, San Cristobal, Dominican Re- 
public, 200 w. 

6.140—HC2SB, Guayaquil, Ecuador, “Radio 
Nacional de El Condor. 

*6.140—KZRF, Manila. Philippines 

*6.142—Tokyo 

6.145—HJDE, Medellin, Colombia, ‘“‘La Voz de 
Antioquia,” 3 kw. 

“Scee—rers, “Radiodiffusion Francaise,’ 100 


w. 

*6.145—Dornbirn, Austria 

6.146—LRR1, Rosario, Argentina, “Radio Ove 
dio Lagos,” 10 kw. 

6.147—H11G, Ciudad Trujillo, Dominican Re 
public, “Radio La Opinion,”’ 150 w. 

Oe vee. Melbourne, Australia, “A.B.C.," 


6. 150 CKRO, Winnipeg, Manitoba, Can., 2 kw. 

6.150—TIRH. San Jose, Costa Rica, “Radio El 
Mundo,” 250 w. 

6.150—GRW,. London, 50-100 kw 

*6.150—VUB2., Bombay, India, AIR, 10 kw. 

#6.150—Horby, Sweden 

6. aren. Yugoslavia, ‘‘Radio Belgrade,” 
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6.152 2 GR615, Santiago, Chile, “Radio La Oe 
operate Vitalicia,”’ 5 kw. 

6.152—YSPB, San Salvador, El Salvador, “Ls 
Voz de Cuscatlan,” 350 w 

6.152V—Vienna, Austria, “Radio Wien,” 300 


w. 
*6.153—-TIRH, San Jose, Costa Rica. 
*6.154V—XGOY, Chungking, China, “Chinese 
International Broadcasting Station,” 35 kw. 


RADIO NEWS 


Of course we expected a large response when we first announced our new Model 247 Tube Tester at the sensationally low price of 
$29.90 in the November issue of this publication but we were not prepared for the very large number of orders received. Fortunately 
we were able to quickly expand our production facility to meet the unprecedented demand and all orders were shipped within a few 
days after receipt. 

We take this opportunity to thank the many dealers, schools, experimenters, etc., who favored us with orders for this new model; 
also for their many kind letters. - ' 


THE NEW MODEL 247 


TUBE TESTER 


Tests yesterday's tubes, today's tubes and tomorrow's tubes. 
The Mode! 247 features a newly designed element switching 
system designed to accommodate all future tubes as they are 
announced. 


FEATURES: 
tt is impossible to insert the tube in the wrong socket when using 
the new Mode! 247. Eight separate sockets are used, one for 
each type of tube base made. If the tube fits in the socket it can 
be tested. 


The Mode! 247 incorporates a newly designed element se- 
‘ector switch system which reduces the possibility of obsoles- 
cence to an absolute minimum. Any pin may be used as a filc- 
ment pin and the voltage applied between that pin and any. 
other pin, or ‘even the “top-cap.” Please note this is not a 
variation of the commonly used “floating-filament” arrange- 
ment but instead represents a real advance in design, inasmuch 
as it provides a true “free-point” system. Tubes having tapped 
filaments and tubes with filaments terminating in more than 1 
pin are truly tested with the Model 247 as any of the pins may 
be placed in neutral position when necessary. 

The new free-point system described above permits the 
Mode! 247 to overcome the difficulties encountered with other 
emission type tube testers when checking Diode, Triode and 
Pentode sections of multi-purpose tubes, because sections can 
be tested individually when using the new Model 247. The spe- 
cial isolating circuit allows each section to be tested as if it were 
in o separate envelope. 


The Mode! 247 provides a super sensitive method of checking for shorts and leak- Model 247 comes complete with new speed-read chor'. 
ages up to 5 Megohms between any and all of the terminals. Continuity between Comes housed in handsome hand-rubbed oak cabinet 
various sections is individually indicated. This is important, especially in the case Sloped for bench use. A slip-on portable hinged cover 
of an element terminating at more than one pin. in such cases the element or in- _—is included for outside use. Size: 10%" x8%"x5%". 


ternal connection often completes a circvit. ONLY 
One of the most important improvements, we believe, is the fact that the 4- 


position fast-action snap switches are all numbered in exact accordance with the 
standard R.M.A. numbering system. Thus, if the element terminating in pin No. 7 
of a tube is under test, button Nd. 7 is used for that test. This feature will be ap- 
preciated especially by servicemen who, when using other tube testers, have been 
oma 


compelled to first try various positions to locate the correct element and then have 
had to look up charts in order to learn which pin is used for that particular element. 


20% deposit required on all C. O. D. orders. 


MOSS ELECTRONIC DISTRIBUTING CO. 


DEPT. RN-2, 229 FULTON STREET, NEW YORK 7, N, Y. 
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(MODEL TSW-S0) 


TELEVISION COMPONENTS 


TELEVISION COIL KIT 510: 
Complete set of all coils necessary to make a 10 or 15” 
Receiver. includes all RF, IF, Sound, Video Transformers, 
etc. IF Frequency 26 Mc, Permeability tuned with a 
band pass of 4.25 Me. Price. ......-+-+5- --$9.95 
TELEVISION COIL KIT 500A: 
includes all coils necessary in the construction of a 5 or 
7” Television Receiver, IF, RF, FM Discriminator Trans- 
former, Peaking Coils, etc. iF Frequency 26 Mc, Band 
Pibse B.D Mee cccccccescccedeucccscecescoce 9 
HIGH VOLTAGE TRANSFORMER T8: 

2200 volts @ 2 Ma. 2.5 volts @ 2 Amp. 
6.3 volts @ 1 Amp 

Low VOLTAGE TRANSFORMER T9: 
350-0-350 volts @ 175 Ma. 5 Volts @ 3 Amp. 
6.3 Volts @ 8 Amps....ssccccsccesseeeess+ $850 


A SWEEP SIGNAL GENERATOR FOR FM & 
TELEVISION PRICED WITHIN RANGE OF ALL 
SERVICEMEN, STUDENTS, EXPERIMENTERS 


Here is a Sweep Generator for every 

pocket book. The TELE-SWEEP-TSW50 is ideal for 
alignment of FM and TV Receivers with a minimum 
of time and effort. 


CHECK THESE FEATURES 


* SWEEP WIDTH 500 KC te 10 MC 

* COMPLETE FREQ. COVERAGE in four bonds 5 te 100 
MC and 170 te 216 MC 

© TEST PROBE for point to point checking 

® OUTPUT 1 Volt. Max. 


Included in this booklet is all necessary instruction data and schematics along » 
with complete information for reeeal vse of a Sweep Generator in visual 
clignment of a Receiver... . 
Included with each booklet is an 11x17" working diagram. 


VISION RESEARCH LABORATORIES 
P. 0. Box No. 62, Kew Gardens (5, N. Y. 


need 


and 


Slightly higher 
in the West 


See the TELE-SWEEP at your jobber’s now. 
IT’S SENSATIONAL! 


AND PUBLICATIONS 


CHASSIS No. 600: 
Completely Punched Chassis for most any Television 
Receiver. Cadmium Plated 13x17x3........ --$5.50 
CATHODE RAY TUBE SUPPORT & SOCKET CR-7: 
Adjustable Mounting Bracket & Socket for 7” CR Tube 
(Magnal Type) Complete with necessary hard- 
Wc conacsbshthe sonckéebdnedec¥eveescoce $1.95 
FRONT PANEL: 
ee te pon meal Receiver. Beautifully finished in 
RR re Te $3.60 
DESIGN & CONSTRUCTION BOOKLET FOR 5 OR 7" 
TELEVISION RECEIVER TL-102: 
All necessary information, Diagrams, Photographs, etc., 
needed for constructing a Television Receiver. ..$1.75 


evcerececpece eeee S175 


/SURPLUS 
SURPLUS 


Complete Brand New Transmitter Receiver in- 
Stallation—6 or 12 VDC input SCR-284—con- 
sists of BC-654 (with tubes, xtals and spares) 
dynamotor PE-103, V1I8RA pack PE-104, 
ny plugs, antenna, stand for field set up, 
<eys, mikes, instruction books, 

complete ; new, limited quantity. . $69.95 
Selenium Stack—4-45¢” Plates—In full wave 
bridge arrangements—6 or 12 volt DC output. 
5 amps. (100% overload with adequate venti- 
lation.) Instructions for simple to construct 
auto radio demonstrator—home battery charger 


—to compare favorably with most expensive 
equipment. Included, Brand new 


plates... .. densa rene 


Relay—115 VAC-60 cy—Solenoid—4PST — 
Heavy duty silver contacts. New 
Eo oan sae a's 2 otal habeas $2. 95 


Sepece Switch—12 ex 360° Rotation— 
will operate 12-24 VDC, $1.50. 
- 4 for $5.00 

neostat—50 watt—1.1 Ohms with 
TN Oe ee 95c 
Television, scope condensers—.25 
WVDC paper oil-cyl. can with 
mounting clamp, 75¢......... 3 for $2. 00 
Pate VDC working a type—insu- 
ated from case, 3 for $1.00. 

100 for $25.00 

Hi-Voltage anode button H.V. 
Dds 656640005 0906 00nteeue 2 for $ | .00 
Hi-Impedance phones—famous standard brand 
—less headband—cord—exceptional $| 25 
is = e604 oehhhe 44a CoN ceneeas ° 


Dynamotor—DM-19—input—12v—16A—output 


—500V—.2A with cable— 4 95 
>. 


ty ned d An 0s bards on ns sleupe eens 


25% deposit required on all C. O. D. orders. 
Prompt delivery assured. Write Dept. RNF. 


GREENWICH SALES CO. 


59 Cortiahd St. Whitehall 3-3052 
NEW YORK CITY 7, N. Y. 
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CLD 2 => 


IF YOU'RE interested in a steady year- 
in-year-out income—a substantial share 


of financial ‘security for you and 
family—you'll get in on the ground floor 
of this flourishing industry. You can 
build a lucrative business of your own 
NOW with TRADIO, the radio function- 
ally-designed for coin operation in ho- 
tels, hospitals, tourist camps, motor 
courts, etc. Men and women like your- 
self all over the country are finding it 
a natural for big earnings and a steady 
income. 


our 


" TRADIO * Tried . Tested * Proven ‘| 


TRADIO has ‘pioneered in this profit- 
able postwar industry. Today, there 
are more TRADIOS installed through- 
- the country than any other coin 
radio. 


g sen for complete 
information and 


TRADIO, Inc. 


ASBURY PARK 
JERSEY 


NEW 


*6.155—XEDQ, Guadalajara, Mexico, 100 » 

6.155—CS2WD, aeeen, Portugal, 
Renascenca,”’ 500 

Montevideo, Uruguay, * 


*6.155V—Vienna, Austria, 
6.155—XEDP, Mexico City, Mexico, * 
6. SDV. ~“EOB, Tehe’ I . 

155vV— hera ran, “Rac y 
te Q eheran, 1, “Radio Tehran” 


14 * 
6.158—OAX1A. Chiclayo, “Radio nu 

car.”” 300 w Det. 
*6.160—CHAC, Sackville, Canada, “C 

national Service.” 50 kw. Be Toten. 
6.160—XURA, Tai-Pei, 


“Radio Wien.® ” ma 


Peru, 


Formosa. 


6.160—CBRX, Vancouver, British C : 

¥ vm 150 w. , - bia, 
1 ol, Colombo. Cey on, “Ceylon Broad 
casting Service,’ 7.5 

6.160—HJCD, Bogota, Colombia, 


“_ 


Radiodiffusion Francaise” le 


Nueva Granada,”’ 5 kw. 
6.160— Moscow. 
*6.160—Paris, * 


kw. 
*6.160—Munich, 
*6.162—Noumea, 

Noumea,”’ 500 w. 
an 163—Kuala Lumpur, Malaya. 


Germany, 100 kw. 
New Caledonia, 


“"Radig 


6.164—Saigon, French te China, “Rati 
6.165 TILS, ‘San J Rica, “Regi 
6.1 San Jose, Costa Rica, “ 
difusora Para Ti.’ w. 
*6.1 GWK, London, 50-100 kw. 
6165 -HER3. Berne Switzerland, “Swing 
Broadcasting Corp.."’ 25 kw 
6.166—HHCM. Port-au- Prince. Se, “Me 
tional Broadcasting Co.,"’ 100 
*6.170—OLR2D, Prague, Czec hosiovakia, i 
kw. 
6.170—OAX5E, Chincha, Peru, “Radio Chin- 
cha,”’ 300 w. 
6. 170—OAX4G, Arequipa, Peru, “Radio = 
tral,"’ 200 w. 
6.170—OAX4B., Cerro de Padco, Peru 
*6. 170—Durban, South Africa, SABC, 500 
*6.170—KCBA, Delano, Calif., U.S. 4 50 kw. 
*6.170—WCRC, New York, N.Y. 1'S.A., 50 


kw. 
6.170—Rome, 
6.170—Jaffa, 


Italy “Radio Italiana.’ 
Palestine, ‘Sharq-al- endl “ ™ 


kw. 
*6.170—Munich, Germany, 80 kw 


— 
— 
— 
¢ 
> 
| v 
d 
n 
v 
c 
e 
a 
f 


6.170—YDA2, Bandoeng, Java, “Radio 
Bandoeng,”’ 250- w 

6.171—CP37, Oruro, Bolivia, “Radio Oruro* 
250 w. 

*6.172—KWS3, Vienna, Austria. rm 

*6.172—YVKB. Caracas, Venezuela. x 

6.173—CXA21, Mogtevideo, Uruguay, “Radigy 
Fenix,”’ 1 kw. 

*6. oe ie Lumpur, Malaya. “Radio Mab 

1 " 

6.175—XEXA. Mexico City, Mexico, “RB; 

Gobernacion,” 100 w | 


Radiodiffusion Francaise,” 10 


w. 
*6.175—XGNC, Kalgan, China. 
6.175—HI9T, Puerto Plata Soeiaionn Repub 
lic, “‘Broadeasting Tropical.’ 0 


ie - 75—Paris, “ 


4 


6.17 5—Batavia Java Radio Ramet Indo 
nesia,’’ 300 w 

*6.175—J09J, Tokyo: JO4E, Hiroshima, Japam 
both 300 w. 

6.175—HOB, Panama City, Panama, “Radig 
Pan-Americana.” 

6.178—XEXA, Mexico City, Mexico, “Radis 
Gobernacion,’’ 100 w. 


6.179—Stuttgart. Germany, “Radid Stuttgart.” 
6.179—Ashkabad (Turkmen S.S.R.), U S.S.B. 


6.180—LRM, Mendoza. Argentina, ‘“Radig 
Aconcagua,” 10 kw 
*6.180—TIRCC. San Jose, Costa Rica, “Accion 


Catolica,”” 300 w 
6.180—GRO, London, 
6.185—XECC, Puebla, Mexico, “‘Impulsoras de 

Progreso,”’ 50 w. 
6.185—HIL. Ciudad Truiillo, Dominican Re 

public, Ss ofisora HIL.”’ 50 w 
. Fredrikstad, Norway, 8 kw. 
Tokyo. 


50-100 kw 


6. 186-—HCITR. Ibarra, Ecuador, “Radio Equk 
noccial,"’ 500 w 
*6.187—LQ3. Formosa, Argentina, 1 kw. 
*6.188—HNE. Baghdad, Iraq. 5 kw. 
*6.188—TGX1. Guatemala City, Guatemala, 
6.190—CP233. Tarija, Bolivia, “Radio Guad 
Pe * 950 w. 
190—CE619, Santiago, Chile, 5 kw. 
co 190—Saigon, French Indo-China, “Radi 
Saigon,”’ 12 kw. 
*6.190—VUD2. Delhi, AIR, 20 kw. 
6.190—VUD10. Delhi, AIR, 20 kw 
6.190—VUD7, Delhi. AIR, 100 kw 
*6.190—VUD11, Delhi. AIR. 1.5 kw 
*6.190—Athlone, [reland, ‘Radio Eirrean,” 15) 
kw ft 
*6. 190—WNRE, New York, N.Y., U.S.A., 569 
kw a 
6.190—HV/J. City, Vatican, ‘Radi § 


Vatican 

Vaticano,” 25 kw 

6.190—HI1A,. Santiago, Dominican Republi¢y 
“La Voz del Yaque,”’ 75 w 


*6.190—JO3F, Osaka: JO7F, Sandai, Japaniy 
both 300 w. 
6.190—JLT. Tokyo. 


6.190—TGX1,. Guatemala City, Guatemala, “ 
Voz del Pueblo.”’ 100 w. 

6.190—Munich, Germany, “Radio Munchen.” 

*6.190V—Vienna, Austria, 500 w. 

*6.192—Pointe-a-Pitre, Guadeloupe, ‘“Radig®) 
Guadeloupe,"’ 200 w. 

*6.195—-GRN, London, 50-100 kw. 

*6.196—HI1A, Santiago, Dominican Republi 

6.197——OAX1B, Piura, Peru. 

*6.198—Andorra, Andorra. 

6.199—Tangier. Tangier Zone, “Radio Inte® 
nationale,’ 1 kw. 

*6.200—ZYC7, hamog de Janeiro, Brazil, “Radi¢: 


Tamoio,"’ 25 k 
RADIO NEW 


by 


2 
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af F FEELS. 


25 POUNDS OF RADIO 
PARTS AND ASSEMBLIES 


We are swamped with tons of sam- 
ples and odds and ends which can- 
not be placed in our regular stock. 
We must dispose of this useful mer- 
chandise immediately to give wus 
elbow room. Buy 25 pounds of parts 


and assemblies at the $ 
ridiculously low price of 3.00 
Low Impedance 
Phones 
Very sensitive. Less 
headband. Used — per- 


fect condition .....50c 
10 for $4.00 


1.5¥ FLASHLIGHT CELLS 
Guaranteed fresh—good 
makes. Box of 24 $ | 20 
sv—4 Pin visraTor.... $1.00 


100” Auto Antenna Side 
Cow! mount 2 stantion .. $2.95 


Electrolytic Condensers 
GUARANTEED FRESH 


20-20 
25 Mid 
20-20 


30-50 
20-10-10 
40-20 


20 


Deduct 10% frem orders ef 20 or more 
electrolytics. 


ROTARY BAND 
SWITCHES 
Furnished With Pointer 


Knob and Mounting 
ardware. 
Single pole ..... 5 position 
Single pole .. ...t2 position ¢ 
Double pole .... 6 position 
Four pole ...... 2 position 


Any tO for $3.15 


BAKELITE 
FLEXIBLE SHAFT 
COUPLINGS 

Va” to Va"-1" 
Outside Dia. 2 | Cc 
10 for $1.85 


CONTROLS NO BUILD UP 
NECESSARY 


JUST LOOK AT THE PRICES. MONEY 
BACK GUARANTEE 


V4” dia. shaft by 36” long, 1/%@” dia., linear taper. 


5,000 Ohm 
10,000 Ohm 
75,000 Ohm 
500,000 Ohm 


1,000,000 Ohm 
2,000,000 Ohm 
4.000.000 Ohm 
5,000,000 Ohm 


Your 
choice 


19° 


CONTROLS 
WITH SWITCH 


Popular Makes—O.D. {'e"”—3” shaft. 


Resistance Switch Resistance Switch Your 
500,006 
1,060,000 ...S.P. 
1,000,000 


— * A 
mr, * 
~ ' 2 
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.2D.P. Choice . 


A 


5,000 ohm wire wound control with switch (S.P.)— 


¥%” long shaft 


10,000 ohm wire wound control with switch (8.P.) 


— 5,” knurled shaft 


100,000 ohm control with switch—%,” shaft 
500,000 ohm control with switch (D.P.)—%3” shaft. .34¢ 


Deduct 10% from all orders of 20 or more controls. 


RESISTOR ASSORTMENT .- 
100 carbon and wire wound resistors. 2, 1, 2, 5, 
10 W. Wide range of useful sizes. All new type, 
standard and coded stock. 


$1.95 per kit of 100 


PAPER CONDENSER ASSORTMENT 


100 brand new paper by-pass condensers. Wide 
range of useful sizes. 


$3.85 per kit of 100 


CERAMIC CONDENSERS 
100 assorted 


MICA CONDENSERS 
50 Mica Condensers for the price of 10! 
00001 to .05 MFD. 300 to 600 V., per kit... $1.95 


RG 8/U Coaxial Cable 
100 feet for... $2.85 


RG 22/U Coaxial Cable 
100 feet for...$4.85 


Minimum Order $2.00. All orders shipped F.O.B. 
Chicago. 25% Deposit on all C.0.D. Shipments. 10 
days net to rated concerns. 


> 


IRVING: JOSEPH 7°93" ?%5...c080. X 
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Brooks’ ¥M Juner 


MODEL FMT-10 


QUALITY—SENSITIVITY 
COMPLETE 


An engineered tuner for those who 
want the best available at reasonable 
prices. 


Features... 


Completely wired and calibrated 
Patented Tuning Head. 


Frequency coverage: 87 to 109 MC. 
Sensitivity: 5 microvolts or less. 


Band-width: 150 KC at 6 DB 
down. 


High Gain Miniature Tubes. 


Ten Tubes: 4-6GAK5, 6BE6, 2-9001, 
6AL5, 6X4, 6G5. 


Input Impedance: 300 ohm line. 
Linear 8-inch Slide Rule Dial. 
Compact Size: 8”x10”x64”. 
Self-Contained Power Supply. 
Easily assembled and adjusted. 
Rigid Non-Critical Construction. 
Compensated for Frequency Drift. 
Quality parts used throughout. 
Inductive tuning for High Q. 
Selective RF Circuits. 


Model FMT-10 
Complete with Tubes 


Model FMT-10 
Complete with Tubes 


$59.95 
Kit Form 


$69.95 
Wired 


Completely wired and aligned Tuning 
Head (with tubes) 
8 inch Slide Rule Dial 


Brooks Electronic Laboratories 
32 Kendall Park 
Waltham, Massachusetts 


ta. Colombia, “Radio- 


Bo 
." 10 kw. 
Belgium, “Radio Nationale 
Belge.’ 


5 kw. 
6.200" Paris, “Radiodiffusion Francaise,” 100 


6.200—Baku (Azerbaijan S.S.R.), U.S.S.R. 

6.200—Kloefta, Norway 

=. San Salvador, El Salvador, “‘Radio 

*6.200—HHK, Port-au-Prince, Haiti. 

+ he Praia. Cape Verde Islands. 
6.201—-HIL, Ciudad Trujillo, Dominican Re- 
public, *‘Radiofisora HIL,”’ 60 w. 

= See Yugoslavia, “Radio Varaz- 
din 

*6.203—Vorarlberg, Austria. 

6.205—YV f6RD, Ciudad Bolivar, 

“La Voz de Guayana,”’ 1 kw 
6.208— Noumea, New Caledonia, “Radio 


Noumea,”’ 500 w. 
6.210—HCI1AC, Suite. Ecuador, “La Voz de la 
6.210V— Rementa, “Radio Romania 
Libera.” 
*6.218—TIPG. San Jose, Costa Rica, “La Voz 
. U s. S.R. 
S.S 


Venezuela, 


Democracia,”"’ 200 
6.215—Warsaw, Poland, “‘Radio Polskie.” 


. * atten Chile, netio So- 
ciedad Nacional de Mineria,”’ 5 
.225—HJFB, Manizales, Colombia. “Radio 
Manizales,”’ 3 kw. 
Germany. 
6 30—-Moscow. 
6.2% 30—O AX4L, Lima, Peru, “Radio Mira- 
ores. 
*6.230—XNTA, Kaifeng Area, China 
6.231—HCJB. Quito, Ecuador, ‘“‘The Voice of 
the Andes.”’ 
*6.233—C * A‘ 21, Montevideo, Urucuay, ‘‘Radio 
Feniz.”’ kw 
6. 35 HRD? 
Atlantida,” 250 w. 
*6.240—HCJB. Quito, Ecuador. 
6.240—HJCF. Bogota, Colombia, 1 kw. 
*6.240—YNDS, Managua, Nicaragua, 
de Nie areeUe. " 600 w. 
*6.242—CP5, La Paz, Bolivia, 250 w. 
6.244—HI1N, Ciudad Trujillo, » a Re- 
public, ““Emisoras Unidas,’ 700 w. 
*6.245—Leningrad, U.S.S.R 
*6.248—Saratov. U.S.S.R. 
San Salvador, El Salvador. 
25, Santiago, Chile, ‘“‘Radio So- 
ciedad Nacional de Agricultura,” 5 kw. 
*6.250—YS UA, Cincuenta, El Salvador. 
*6.250—Vienna, Austria. 
*6.250—HHRO, Port-au-Prince, Haiti. 
6.250—ZFO. Cat Bay, Bahamas. 
6.255—CP53. Potosi, Bolivia, ‘“‘Radio Potosi,” 
6.255—TGRA. Guatemala City, Guatemala, “La 
Voz de la Guardia Civil. 
6.255—YSU A. San Salvador, El Salvador, ‘‘Ra- 
dio Mil Cincuenta.’ 
*6.262—HC2AE, Guayaquil, Ecuador. 
6.270V—YSR. San Salv ador, El Salvador, "La 
Voz de El Salvador,” 1 kw. 
*6.272—HIL, Ciudad Trujillo, Dominican Re- 
public. 60 w. 
6.273—YNXW,. Manacua, Nicaragua, 100 w. 
6.275—ZPA1, Asuncion, Paraguay, ‘Radio Na- 
cional de Paraguay.”’ 3 kw. 
6.280—Korce. Albania, ‘‘Radio Korce." 
*6.280—HCJB, Quito, Ecuador. 
*6.282—OTM1, Leopoldville, Belgian Congo. 
*6.285—HCJB, Quito, Ecuador, 1 kw. 
6. 295—Leopoldville, Belgian Congo, ‘Radio 
Congo Belge,"’ 20 kw 
6.295—TGLA, Guatemala City, Guatemala, ‘‘La 
Voz de Centroamerica.’ 
6.300—Loanda, Portuguese Guinea 
a a 3. Tarija, Bolivia, “Radio Guadal- 
livir.’ 

6.310 —HI1Z, Ciudad Trujillo, Dominican Re- 
public, “Broadcasting Nacional,"* 200 w. 
las eee Lima, Peru, “Radio Mira- 
ores.” 
6.315—OAX4M, “Radio 

Miraflores." 
*6.320V—EQB, Teheran. Iran. 
6.322V—Baden-Baden, Germany, 
funk,”’ 10 kw 
“= — (OCW, Havana, Cuba, 


a Ceiba, Honduras, ‘‘La Voz de 


‘La Voz 


Miraflores, Peru, 


“Sued west- 
“Cadena Roja,” 
6.333—OAX6E. Arequipa, Peru, “Radio Con- 
tinental,"’ 300 w. 
6.335—ECN1, Clandestine Spanish (Spanish 
Liberation Radio). 
6.335—Gibraltar 
*6.344—COKQ, Santiago, Cuba, 
tal de Radio.’ 
6.345—HE12 Berne, Switzerland, 
Broadeasting Corp.,”’ 25 kw. 
6.345—Geneva, Switzerland. 
6.350—OAX4H, Lima, Peru, ‘““Radio Mundial,” 


“Cadena Orien- 


“Swiss 


(“Radio Venezia 


1 kw. 

6.350—Clandestine Italian 
Giulia” 

6.351—HRP1, San Pedro Sula, Honduras, “El 
Eco de Honduras,” 100 w. 

6.366—YDB3, Batavia, Java, 300 w 


6.370—YDA1, Batavia, Java, “Indonesian 
Broadcasting Service,” 1 kw. 

6.374—CS2HA, Lisbon, Portugal, ‘‘Emissora 
Nacional,”’ 500 w. 

*6.380—Jaffa, Palestine. 

6.380—Batavia, Java. 

SS Ciudad Trujillo, Dominion Re- 
public 

6.387—YSHQ. San Salvador, El Salvador 

6.388—HCISE, Quite. Ecuador, “Radio Nariz 
del Diablo.” 

*6.390—XPRA, Kunming, China. 

6.39: 3—HI9B, Santiago, Dominican Republic, 
“Broadeasting Hotel Mercedes,” 250 w 

6.400—TGQA, Quezaltenango, Guatemala, “La 
Voz de Quezaltenango,”’ 300 w 


401—XPRA, Kunming, China ™ 
Setea— Praia. Cape Verde Islands 5 
Se Guatemala City, Guatemala, 4 


dio 
6.413—OAX4G, Lima, Peru, “Radio oat 


250 w 
*6.415-—Moscow. Ss 
*6.420—OAXI1A. Chiclayo, Peru. 300 w, + 
6.430-—HILR. San Cristobal, Do Revi 

an Cristoba minice 
é 146—Teo wae e matemale C 200 a 
G uatemala City G 
as “La ok ‘Santa Clar alenmaia, 

50—C anta ara. Cuba, “ 

a 
2 Tan earag “ 

— anada, icaragua, Radio 
©6400. -Prai, Cape Verde Islands 
*6.470—XGNC, Chin Cha Chi (*). Ching 7 
*6.480—HI2T,. Ciudad Trujillo, Dominican Re. 

Pn 200 w. 

480—Batavia, Java. 
$403 —Batun (Georgian S.S.R.), U 8.8: 
6.496—OBX4B, Cerro de Pasco, Peru, 

Azul,” 100 w. re 
6.198—Prishtina. 0 Mieuel. abs 
.500——YSHP. San Migue 1 Salva 

Voz dé Progreso.” ats “a 
6.511—CP40. Coc hambamba, Bolivia, “R% 
on. 250 ¥ ; on 

520-—Clandestine ugoslav (“Sloboda . 

ee wh anne ). 
6.534—TGWB suatemala City, Gua 

‘La Voz de Guatemala,”’ 1 kw. Yemle, 
Pm ea Yugoslavia. : 
.540—YNBH, Managua, Nicaragua, “Radio 
ons ana.” 

550V—Clandestine Palestine (‘The 
oto Tat Vel 

570—XGNC, North China, “Chin-Ch 

New China Broadcasting Station.” a-Chi 
*6.5941—Pyongyang, Kore a, 15 kw 
*6.600—Soerakarta, Java, “Radio N ‘oesantarg,” 
6.600—Batavia, Java 
*6.600— Moscow. 

*6.609—Vladivostok, U.S.S.R. 
6.615—. .. Indonesia. 
6.621—TG2, Guatemala City, Guatemala, “Rg. 

dio Morse,”’ 300 w 
6.633—HIT. Ciudad Trujillo, Dominican Re 

public, ‘El HIT del Aire,’ 200 w. 
6.635—HC2RL, Guayaquil, Ecuador. “Quinta 

Piedad,’ 150 w 
*6.650—Rome, Italy 
6.650—YCN2, Poniian: ak, Dutch Borneo, “Ry. 

dio Pontianak,”’ 150 w. 
6.660—-HHCA, Port-au-Prince, Haiti, “Bai 

tienna Broadeasting Co.,”’ 300 w. y 
a iie 30 w- La Romana, Dominican — 

ic: 30 w 


| 
= 


ava: ‘Radio Neosanta 
6.8600 Hic: 3SC, ned Ecuador, “‘Coro de 
Cecilia,"’ 300 w. at 
6. V—Dijember, Java. 2 
#+6.666—Bathurst, Gambia. k 
*6.669—XGHT, Hantan, China, “Hantgy 
Broadcasting Station.” 
*6.672—HBQ,. Geneva, Switzerland. 20 kw,” 
6.672—TGBC, Mazatenango, Guatemala, “% 
Voz de Mazatenango.” 
vQ. —— Rita, Venezuela, 20 kw. ; 
Cairo, Egypt. 10 kw. fi 
6.689—PYH6, Sao Paulo, Brazil, 500 w. 
6.690—Erivan (Armentian S.S.R.), U.S.S.R, 
6.690—Espana Independiente. 
6.700—YNCNM. Managua. Nicaragua. 
6.700—HC2LVC, Bahia, Ecuador, “La Vos & 
de las Caras,"’ 150 w. 
ar - ° mamma (“Voice of Slovak Re 
public”’ 
6.700 Clandestine Greek. 
6. 7O1—OAXIA, Chiclayo, Peru, “Radio De 
car.” 
*6.705—YVKB. Caracas, Venezuela, 1 kw. 
6.710—Berlin, Germany. 
*6.710—Jaffa. Palestine. 
*6.715—ZLT7. Wellington. New Zealand. 1 kw. 
6. 715—CP22. Potosi, Bolivia, ‘‘Radio Interna 
cional,’’ 250 w. 
6. 715—YNCNM, peneeun, Nicaragua, “Ee 
de America,"’ 100 
6.720—. aa Sedemesie. 
6. 733—HI: 3C. La Romana, Dominican Republie 
“La Voz de Papagayo,”’ 30 w. 
6.745—TG....., . Guatemala 
6.748—PMH. Bandoeng. Java, “Radio Resmi 
Bandoeng.”’ 150 w 
*6.750V —Clandestine Yugoslav (‘Voice of 
Slovak Republic” 
*6.750—JVT. Gokyo 
6.758—YNVP. Managua, Nicaragua, ‘‘La Vi 
de Nicaragua,’ 800 w. 
6.760—Batavia, Java 
6.760—WY NDS, Managua, Nicaragua 
6. 765—ZNR, Aden, Arabia, 5 kw 
as ~~ anes st, Hungary, “Budapest La 


6.765—Clandestine Greek (“Greek Democratit 
Army Radio’’) 

*6.768—Moscow 

6.770—CP49, La Paz, Bolivia, “Radio Munit 


pal,”’ 500 w. 

6.770—Singcapore, Malaya. “British Far Eastem 
Broadcasting Service,’ 7.5 kw. 

6.782—HNF. Baghdad, Iraq 

6.786—HI2A,. Santiago de los Caballeros, Be 
ee Republic, “Broadcasting Nacional” 
250 w. 

6. 790— Jaffa, Palestine, “Sharq-al-Adna,” 2% 
7.5 kw 

*6.792—N: aaien, Italy, ‘‘Sender Gisela.” 

*6.800—ZLO. Weiouru ‘Military Camp, 
Zealand 

seta, Java, “Radio Resmi Soe 
raja 

6.815—SUP2, Cairo, Egypt, 10 kw. 

6.820—SUP2,. Cairo. Egypt, 10 kw. 

ae (Usbek S.S.R.), U.S.S.R. 
w. . 


RADIO NE 


i 0UlUlUlt~”CC ce  - w 


eae is 


RES 


F 


PER FRR SRS 


You men who want to go places in Radio, and who know how much ££] MMB 8.1k3 
a solid working knowledge of the field helps to get the big money— 
this is IT! Over 1500 pages of down-to-earth Radio, from simplest BOOK 
principles to newest Television! It’s all there easy to understand— 
how and why it works. . . how to construct, install, service. FREE 
PA, short-wave, auto-radio, aviation, radio-phonographs, 
1*M, testing instruments and trouble-shooting short-cuts, . LOOKING 
phototubes—you name it, COYNE’S got it, in “Applied or 
Practical Radio” ! AT SET 


PRACTICAL! CLEAR! COMPLETE! 


FOR 5 big volumes—1000 illustrations and diagrams, with step-by-step photo- 


Cc) AYS graphs which “break down” the equipment for you to show what makes it 
y D “tick”. Up-to-the-minute, complete, easy to follow . . . written as only 
COYNE books are written! . 
Brand New! 
Explains circuits 
of latest sets 


You must SEE these books to know how easy-it is to prepare for the big jobs in 

radio. Here’s our special offer:—we'll send the complete 5-volume set for your 

7-Day FREE Examination. And with it, we'll include our valuable, new guide for 

all radiomen, “‘150 New Radio Diagrams Explained”, absolutely FREE! If you keep the 5- 
volume Set all you pay is $3.00 within 7 days after the books arrive and $3.00 per month until 
$16.75 is paid—or you can pay $15.00 cash price. If you don’t want the set, return it and you 
OWE NOTHING. But either way you keep the “150 Radio Diagrams Book” as a gift. That 
book is ABSOLUTELY FREE. 


DIVISION 


REMEMBER— order, ju: t 
SEND NO MONEY reine the FRERS BOOR® ‘bat offerte limited, so act at once! 


ALL THESE FEATURES: 


Smooth Operating 
Two Post 


Intermixes 10” and 12” 
records 


Plays up to 12 records 


Automatic Shutoff after last 
record 
Dimensions: 12!/.” x 14/2” x 
9” deep Yee orcs 
Records do not drop, are . Three for $44.85 


| 
owered to turntable TUBE VALUES: 


12-WATT UNIVERSAL 98 89 cents 10 for $7.90 
Cc 


OUTPUT TRANSFORMERS 37 cents 10 for 3.39 
57 cents 10 for 4.99 


Standard 4-Prong Replacement Vibra- Gor ome OY 1\0for 4.19 


We carry complete stocks of Radio Parts and Sound 
Equipment. We also stock R.C.A. Tubes and R.C.A. 
a 4-Tube AC Amplifiers. Complete with Replacement Parts. 
tubes, 2—7C5, I—7Z4, I—7N7. 
Heavpdcty gowe: teensluninens. $Q95 Send for our latest catalogue. 
Heavy-duty output transformer Dept. N 


Radio Parts Company, 614 RANDOLPH ST., CHICAGO 6, ILL. 


February, 1948 


PLEASE TEAR OUT THIS 
ADV. AS REMINDER 


p s 

On 

AND FIGURES 
See ee oe GUIDE— 914 es, 633 Illus- 

Wiring Diagrams, 38 Chapters, 

oo Radio , Construction, Servicing, includ- 
ing Important Data on Developments in Television, 
Electronics and Peeucins Modulation, Review. 
Questions and Answers, teenons Testing. 
and Home Study, 


$4 COMPLETE « pay out S1A maoertee 
Step up your own skill with the facts and 

r Audels Eisobanies Guides con 
1 Inside Trade informacee, ina ‘ina handy J form. 


Endo illustrated rated and Rasy to .——¥ 2; Fiighly 
eamtoetinn. ou 


Send No Money. Nothing to pay postman. 
pa ——- CUT HERE -—— Be 


MAIL ORDER 


AUDEL, Publishers, 49 W.23 St, NEW york 


twill return 

RADIOMANS GUIDE, 914 ee ni 
ELECTRICIANS EXAMINATIONS, 250 Pages | 1 
WIRING DIAGRAMS, 210 Pages 1 
ELECTRIC MOTOR GUIDE, 1 000 Pages “yee 

ECTRICAL DICTIONAR i 
ELECTRICAL POWER CALCULATIONS. 4 425 Pgs. 2 
HANDY BOOK OF ELECTRICITY, 1440 Pages 4 
ELECTRONIC DEVICES, 216 Pages... . . 


ELECTRIC LIBRARY, 12 — 7000 Pgs., $1.50vol 


OIL BURNER GUIDE, 384 Pages... ... 1 
po Ae og hla & Air conde’ 1280 Pgs. 4 
WER PLANT ENGINEERS Guide, 1500 Pages. 4 
PUMPS Hydraulics & Air Compressors, 1658P¢s. 4 
WELDERS GUIDE, 400 Pages ate’ o's 1 
BLUE PRINT’ READING, 416 Pages | ° | | | 2 
SHEET METAL WORKERS Han Pgs. 


SHEET METAL PATTERN tAvOUTS, 100 i100 _ 
AIRCRAFT WORKER, 240 ae 
MATHEMATICS & pap mag ONS, 700 Pgs. : 


1 

4 

1 

2 

4 

4 

4 
L, Sait 

MARINE ENGINEERS Handy Book, 1280 Pages 4 
MECHANICAL DRAWING GUIDE, 160 Pages. 1 
MECHANICAL DRAWING & DESIGN, 480 Pes. 2 
MILLWRIGHTS & Mechanics Guide, 1200 Pes. 4 
CARPE NTERS & Builders Guides (4 vols.). 6 
rea & Steamfitters Guides (4 vols.) . : 
2 

6 

2 

1 

1 


'S & Builders ey tS vols. 
MASTER PAINTER & DECORATOR, 320 Pgs. 
GARDENERS & GROWERS GUIDES (4 vols.) 
ENGINEERS one wer ics — ‘ 
Nos. 1, 2,3, 4,5, 6,7 and 8complete. . . 1 


Answers on Practical ENGINEE l,l 
ENGINEERS & FIREMANS EXAMINATIONS . 


RGBRO ce cee cue ee ee es oe oe ae ee oe oe ee a oe 
Dr a cess ce cee cee ee ee ee ee oe oe = es 
Occupation. — — — — — — . . — — — — — 


Gupterst Ww ase aaa aw ase awe 
98 


6.840—YNOW, Managua, Nicaragua, “La Voz 
de la America Central,’ 600 w. 

6.860—TGRB, Guatemala City, Guatemala, 
“La Voz de la Guardia Civil.” 

*6. ee, -OARIA, Chiclayo, Peru, ‘“‘Radio Del- 


*6. $70—Yakutsk. U.S.S.R. 

ae Manta, Ecuador,“‘Radio Man- 
ta.” 375 w 

6.880—Alma Ata, U.S.S.R. 

6.885—SVD, Athens, Greece 

6.900—TGQA, Quetzaltenango, Guatemala 

*6.900—Erivan, Armenia, U.S.S.R. 

6.900—JVW2, Yamata. Japan, 40 kw. 

*6.910—Manama, Bahrein Island. 

6.910—YNQ, Managua, Nicaragua. 

6.915—YVKB, Caracas, Venezuela, ‘“Radiodifu- 
sora Nacional,”’ I kw. 

6.917—-FZK6, Dakar, French West Africa, 
“Radio Dakar,”* 450 w. 

*6.920— Moscow 

*6.920—Addis Ababa, Ethiopia 

*6. rv’ 90, Frunze (Kirghiz S8.S.R.), 


1.8.8 . 
*6. 910-_ RVL, ose eces (Kazakh _ §.S.R.), 
U.S.S.R. 


6.940— Moscow 

*6.9140—Padang, Sumatra, “Radio Repoeblik 
Indonesia.” 

6.940—Batavia, Java. 

*6.945—HBQ?2, Geneva, Switzerland, 20 kw. 


,"6.950—YNQ. Managua, Nicaragua, “La Voz 


de Victoria.” 

*6.950—Junginster (Luxembourg), Luxem- 
bourg, 5 kw. 

*6.980— YN BO, Boaco, Nicaragua, “La Voz de 
Boaco,”’ 20 w. 

6.980—FOSAA. papects, Tahiti, ‘““Radio Club 
de Tahiti,” 200 w 

6.980— Moscow 

6.993—Bissau, Portuguese Guinea, ‘‘Radio Bis- 
sau."’ 50 w. 

*6.990—XPSA. Kweiyang, China 

*6.990—XUPA, Kweiyang. China 

7.000—-HC1VT, Ambato, Ecuador, “‘La Voz de 
Tunguragua,”’ 250 w. 
*7000—Brazzaville, French Equatorial Africa, 
“Post Nationale Francaise. 

a ana, Yugoslavia, “Radio Ljubl- 


7.005V—FET1, Valladolid, Spain, “‘Radio Na- 
cional,”’ 200 w. 

7.007—XPSA. Kweiyang, China. 

*7.010—XPPA,. Kweiyang. China, 1 kw. 

*7.011—EDV10, Madrid, Spain, “Radio SEU,” 


1 kw. 
7.012V—Malaga, Spain, “Radio Nacional de 
_ Espana. "lkw 
7.018—CS9MA, Ponta Delgada, Azores, “Em- 
issora Regional foots. ~ w 
7.022—Bachmai (7), French Indo-China, ‘“Ra- 
dio Bachmai.” 
7.022—EAJ9, Malaga, Spain. 
wee Spain, *“‘Radio Mediterraneo,” 
3 w 
7.010—YSI, San Salvador. = Salvador, ‘Radio 
Intercontinental,” 100 
7.0140—VP4TH, Port-of- Spain, Trinidad, B.W.I. 
bee “1 hie Cordoba, Spain, ‘‘Radio Cor- 
doba.” 
*7.048—XMHA, Shanghai, China 
*7.050—XNCR, Yenan, China, 1 kw. 
7.050—HCL ? ?—Otavalo. Ecuador, “Ondas de 
Los Lagos. . 
*7.050—CS2MB, Lisbon, Portugal ‘Emissora 
Nacional,”’ 500 w. 
7.050—ZOY, Accra, Gold Coast. 
oy. 053—OQ2AB, Elizabethville, Belgian Congo, 
“Radio Elizabethville.”’ 100 w 
7.054—CR6RF, Benguela, Angola, ‘Radio 
Clube de Benguela 
7.056—HC2CM, Guayaquil, Ecuador, ‘“Radio- 
difusora Iman,” 50 
CP11, La Paz, Bolivia. “Radio Amau- 


° w. 
“<a. > Madrid, Spain, ‘Radio 
kw 


*7.075—GRS., London, 50-100 kw J 

beer yg Tangier, Tangier Zone, ‘‘Radio 
Africa,” 

?: 085— YI: KG. “Baghdad, Iraq. 


7.090—XGOUS, Nanking, China. 
2. 092— ..,. Indonesia. 
*7.095—Bissau. Portucuese Guinea, 
7. 100—XGAF.. .. China, “K'’ung Chun 


Broadcasting Station.” f 
7.100— YDB, Bandoeng, Java, “Radio Resmi 

Bandoeng,”’ 200 w. 

7.100—Batavia, Java 


7. — Benguela, Angola, ‘Radio Ben- 
gcuela 

7.100V—Cuenca, Spain; “Radio Nacional de 
Espana.’ 


pe a ee wenkins (?), China. 
*3.107V—ED V10, Madrid, Spain, “Radio 
SEU.”" 1 kw. 

7.120—GRM. London, 50-100 kw. 

7.120—OAXI1A, Chiclayo, Peru. 

7.126—VQ6MI, Hargeisa, British Somaliland, 
“Radio Somali,” 1 kw. 

7.130V—FET22. Oviedo, Spain. “Radio Fal- 
ange de Oviedo.” 

*7.140—CR6RE, Melanje, Angola. 

*7.143—HC4FA, Portoviejo. Ecuador, “La 
Voz de Manabi,” 100 w. 

7. 149—OQ2AB. Elizabethville, Belgian Con- 
89. “Radio Elizabethville,”” 50 w. 
7.150—GRT, London, 50-100 kw. 

oh i50— ai attend U.S.S.R. (?). 

7.152—XGOY, Chungking, China, “‘The Voice 

of China,"’ 10 kw. 

7.155V—CR7IB, Beira, Mozambique, 300 w. 

7.155V—EDV10, Madrid, Spain, “Radio SEU,” 


1 kw. 

7.160—HC1BF, Quito, Ecuador, “Radio Com- 
ercial,’’ 500 w. 

*7.161V—Vienna, Austria, ‘‘“Radio Wien;" 400 
w. 


ae BT Malenije, Angola, 
de Malanje.”” 50 w 
sine Sek te 
—HIs8 antiago, Dominic: 
7.170—Warsaw, Poland, “Polskie Radioet 
°7. 170—Tananarive, Madagascar, Radio Tan. 


anarive,” 1.2 kw. 
7.1 175V—Vienna, Austria, “Radio Wien.” 259 
7. 17 77—CRGAA. Lobito, Angola, “ jodi 

sora do Lobito,” 1 kw. & “Radiodity. 
3: .177—Moscow. 


7.185—GRK, London, 50- 100 kw 
*3 -185—Colombo, Ceylon, “Radio SEAC.” 75 


kw 
o1see—EDvie. Madrid Spain, ‘Radio SEU.” 


“Radio Clube 


“4, 7108-—Bisk. D Cotea, Ecypt. 
8—Bia ute ew Gui ‘ 
work.’ nea, ‘Jungle Net. 


#7.200—XGSE. Nanking, China. 
— —wieden. Sumatra, Radio Sumatra,” 


7.200—Boekitt Tinggi, Sumatra, “Voj 
Free Indonesia.’ Votes ot 
*7.202—YSY, San Salvador, El Salvador, 
#7.210—Horby, Sweden. 
210—GWL, London, 50-100 kw 
210—VUC3. Calcutta, India, Am 10 kw. 
-210—VUD10, Delhi, AIR, kw 
210—LLS, Tromsoe, Wg 5 kw. 
210—LLS. Tromsoe, Norway, 5 kw 
7.210—ZAA, Tirana, Albania. 
-210—HEI3, Berne, Switzerland, 25 kw. 
7.212—FHE7, Dakar, French West Africa 
“Radio Dakar,” 12 kw. , 
*7.214—Rabat, French Morocco. 
*7.215—VLQ2, Brisbane, Australia “ABC.” 


i 10 wit 

7.220—VLG9, Melbourne, Australia. “ i 
Australia.”’ 10 kw Radio 

7.220—KOF A. Salzburg, Austria, U.S. Forces 
Station, 750 w P 

9. Se eneere. Malaya, “Radio Malaya,” 
qT 5 

7.230—Lusaka. Northern Rhodesia, 500 w, 

7.220—Jerusalem, Palestine, British Forces 

Station, Un RW, 

7.222—XURA ai-Pei, Formosa, “Taj 

Broadcasting Station,’ 3 kw. —_ 

2. 224—HI8Z, Santiago. Dominican Republic 
“Cadena Nacional de Radio.’’ 200 w ‘ 

*7.225—Pointe-a-Pitre, Guadeloupe, “Radio 
Guadeloupe,.”’ 200 w. 

*7.230—KWIX, San Francisco, Calif., U.S.A, 

7.230—GSW. London, 50-100 kw. 

*7 -235—Dalat, French Indo-China, ‘Radio Da- 


lat.’ 
So Jesselton, British North Borneo, 


— VLQ. Brisbane, Australia, “A.B.” 

0 kw 

7. 240—Paris, France, ‘‘Radiodiffusion Fran- 
caise,”” 25 kw 

7.240—Trondheim, Norway, “Norwegian Tech- 
nical University.’’ 600 w. 

*7.240—HH2W. Port-au-Prince, Haiti. 125 w 

7.240—VUB2, Bombay. India, AIR, 10 kw. 

7.240—VUDS8, Delhi, AIR, 7.5 kw. 

*7.240—VUD11, Delhi, AIR, 20 kw. 

*3 .245—Moscow. 

7.350—PJC1, Willemstad, Curacao, ‘Radio 
Princess Juliana,’’ 3 kw. 

*7.250—_GWI, London, 50-100 kw. 

es ~~ Siarnnine Italy, “RAI, Radio Italiana,” 1 

*7.250—WNRX, New York, N.Y., U.S.A. 

*3 '250—JCKW. Je rusalem, Palestine, British 
Forces Station, 7.5 kw 

*7.252—EAJ43. Santa Cruz de Tenerife, Ca- 
nary Islands, ‘‘Radio Club de Tenerife.” 1 kw. 

*7.255—CR7IB, Beira. Mozambique, “Do Aero 
Clube da Beira,"’ 300 w. 

7.258—JKC. Yamata, Japan, “N.H.K.,”’ 5 kw. 

07. 258—JLW, JVW, Tokyo. 
#7.258—XGSF, Nanking, China 

*7.260—Tonkin, French Indo-China, “The 
Voice of Vietnam.” 

Skamlebak (Copenhagen), Den- 


kw 
7.260—GSU, centen. 50-100 kw 
Seen et M adras, India, AiR. 10 kw. 
riz, Iran, ‘“‘Radio Tabriz.’ 
260—CS2MB. Lisbon. Portugal, ‘Emissora 
Nacional,’"’ 50 w. 
*7.265—Munich, Germany. 

*7.267—EAJ43, Santa Cruz de Tenerife, Ca- 
nary Islands. i 
7.270—HC1CQ. Quito, Ecuador, “Radio Union 

Agencias Unidas,"" 130 w ; 
—_— French bade. China, “Radio Da- 


st3 


Hol Hola? Qnded 
sieis: 


la 
7.276—Rome, Italy, “RAI, Radio Italiana,” 1 
kw 


7.270—ZKG5, Pitcairn Is pene. 

7.270—Moscow: 2000-213 

£7. ‘270—Horby. Sweden. 

7.275—HI2T, Ciudad Trujillo, Dominican Re- 
public, “La Voz del Yuna.” 7.5 kw. 

*7.275—VUD4, Delhi, AIR, 10 kw. 

*7.275—VUD3, Delhi, AIR, 5 kw. 

3. 275—EAJ43, Santa Cruz de Tenerife. Canary 
Islands, ‘“‘“Radio Club de Tenerife,” 1 kw. _ 

*7.280—VLC8. Shepparton, Australia, ‘Radio 
Australia,”’ 50 kw. 

*7.280—VLA, eeepparten, Australia, ‘Radio 
Australia,’’ 100 kw. i 

*7.280——Macau, Portuguese China. 

*7.280—Buregas, Bulgaria. * Burgas.” 

7.280—GWN, London, 50- 100 

7.280— Paris, France, eR nodittusion Fran- 
caise,"’ 100 kw. 

7.285—JKA, . Japan, “N.H.K.,” 5 kw. 

> 


T. 285—Lusaka. ee Rhodesia, 500 w. 
7.290—Munich, Germany. 80 kw. 
7.200—VUD2, Delhi, AIR, 10 kw. 
7.290—VUD5, Delhi, AIR, 100 kw. 
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-| |HAMS! EXPERIMENTERS! Look at these EXCLUSIVE “GG” BUYS! 


ARMY AIRCRAFT 


» RECEIVER— BC-645 XMTR RECEIVER BRAND 
, BC-946-8 15 TUBES 435 TO 500 MC new 
™ Covers O00 es Bene $— The electronic equipment that saved many lives in the war. $975 


Broadcast Band. 6 Tubes: 3— 
12SK7, 1—12 2SR7, 1—12A6, 
1— 12K8 Designed for dyna- 
5 motor operation; can be eas- 
ily converted to 110 volt or 32 
volt use. Two IF Stages 
Three-gang tuning cond 


Set can be modified to use for 2-way communication, voice 
or code, on following bands: ham band 420-450 mc, citizens a3 y 
radio 460-470 mc, fixed and mobile 450-460 mc, television y | for $1825 
experimental 470-500 mc. 15 tubes (tubes alone worth more — 
than sale price !): 4—7F7, 4—7H7, 2—7E6, 2—6F6, 2—955 
and 1—WE316A. Now covers 460 to 490 mc. Brand new BC-645 with tubes. less power supply 


. BRAND NEW, in sealed carton, with tubes and in factory carton. Shipping weight 25 lbs. PE-101C DYNAMOTOR for above BC645.... $2.95 
dynamotor cremate $12.95 TERRIFIC VALUE! pe ~ —— ra 
rn YM-32A $7.95 i 
—————— “venv, Beano new” § SENSATIONAL Smash Value! 
All Brand New in Original Cartons heavy , i oo COMPLETE 


C-453-A 190 to 550 Ke complete with tubes $7.95 
C-454-A 3.1 to6 Mc complete with tubes. 5.95 
C-455-A 6 to9.1 Mc complete with tubes.. 6.95 


Shipped dry, 
uses stand- 
ard sulphuric 


LF.F, Equipment 
RC-188-A 


40-WATT VFO DRIVER a Ree 5 IAL $14. 95 Bargain oppor- 
ee Ee Sk rrr rrr Pe $5.95 tunity of a life 
BC-458A 5.3 to7 Mc........ ; 5.95 6-VOLT time! This I. F. F 
BC-459A 7 to 9.1 Mc... 7.95 STORAGE BATTERY equipment origi- | 


Navy Standard BRAND 
Se ee NEW. 15 ampere- 
buy it for a tiny i 


BRAND NEW! oar AM ar ca | 
: ULTRA HIGH FREQ. GE TUNGAR BATTERY CHARGERS tor Te ee | 

Model No. 6R-B33B2—1 to 12 volt batteries, Complete assem- 
. TRANSMITTER AN/APTS5 6 an DC 115v AC, i cds Gos ek con 26 


nally cost about 
$20,000 now 


bly consists of | 
Tungar Bulb. Control unit with | 
Shipping weight approx. 40 Ibs $29.50 5° C.R. Tube, 
transmitter and 


WILLARD 6-VOLT receiver assembly 
(157 to 185 Mc) 
STORAGE BATTERY Indicator unit. 


27 amp. hrs. 


3-cell battery, transparent 

plastic case, very 

specially priced $4.50 
WILLARD 2-VOLT BATTERY 

20-amp. hrs. similar to above, but 


and Power Supply 
(450 watts) oper 
ating on 110 volts, 60 cycles AC. All assem- 
bled, ready to operate. 62 Tubes included 
8—6V6GT, 9—6SL7GT, 14-—-6SN7GT, 1 

SCP 1, 2—9006, 1—6Y6G, 2—6E5, 1-— 100TH, 


2—6J5, 2—2C26, 3E29, 1-—6H6, 7 
single cell....... POPSR LO Re $2.75 ae 3 éAKS ; SE29, Z x i 
6X5GT, 3—5U4GT. Overall size 55” high, 
ONE-QUART BOTTLE 28" wide, 2014" deep. Shpg. weight 750 Ibs 
BATTERY ELECTROLYTE Your cost, complete, BRAND 
Made by Willard, for above storage NEW, in original packing $195.00 ) 
batteries. 1 quart sufficient for two 


a 


2-volt cells. Hermetically 


sealed. SPECIAL. per qt. bottle 95¢ HEADPHONES—All Brand New! 


Individually packed, ‘complete with phos plu 
7-PRONG 2-VOLT RADIO ViI- . 
BRATOR {or Portable and Farm | {233 $00 ohms, in lots of 3 each 


Repl for GE HS-23 2000 ohms, in lots of 3 4 $s each 
yr acement for $1 65 HS-30 he atphant, with earplugs, 
LB 5x seseeeeecs é LOTS OF 44¢ each 
1500 Mc Transmitter, compiete with following tubes: { HANDSET Cradle-type handset with 
2—6ACT7, 1—6L6, 2—829, 1—931A, 1—6AG7. 1— ] WESTERN ELECTRIC a a, aaeee 
522 Ultra High Frequency tube, complete with Ultra able Dia as < 
High Frequency Cavity, blower to cool the 522, FIELD PHONE SET wire eable, BRAND NEW, 
Time Delay Relay, 2 filament transformer Aa EE-8 DS individually $2 75 
densers, and many other component parts for Ultra - i 
High Frequency. Has Frequency Checker, complete Leather case, with handset, : packed, each. 
Lecher Wires. with Slider, and Sensitive Bulb for generator, ringer, etc. Re- Same as above but slightly used, each $1.65 
checking wave length. Operates on 115 Volt AC for quires 2 2 flashhight cells. Won- 


Filaments only. No plate supply included. Tubes 


cerful value! Good 
alone worth much more than our price for trans- 


140MMFD MIDGET TUNING CONDENSER 


itter—only $11.95! Shipp sight 118 Ibs. | used. Long shaft 
ovigdnal wenden case with tnetruction book : Each...... $4 95 Lots of 3, each bane _— 44, 
ee i $0.78 118 MMFD TRANSMITTING CONDENSER 
TRANSMITTER Very Special Ham Value! 31 plates, Airgap .109° 


overall length 4%%", ceramic insulation, 


BC-223-AX 


‘deat Owe - SETCHEL-CARLSON normal list price $11.85. voce e ORR 99¢ 
dea or meter Dand! 

801 osc., 801 P.A., 2—46 BEACON RADIO RECEIVER BEEDE DC METER, new, black bake 
ee ou BC-1206-C lite case, 3” round 0-1000 DC Ma. Special $1 95 
ter osc.,on selector switch 


10 to 30-watt output, 
tone, voice or C.W. Black 
wrinkle case, complete 


Receives A-N beam signals, ALLIANCE PHONO MOTOR, special. .$2.75 
operates on 24-28 V DC. 
5 Tubes: 3—14H7, 14R7, ASTATIC CRYSTAL PICKUP, with L-26 

with freq. chart and tubes in original cases, less xtals 28D7. Tunes 195 to 420 Ke. crystal cartridge $1.79 
BRAND NEw, consationsiiy | low price, Size 4°x4’x65%" wide. 4 Ibs. 
Sue. ot. the. « $14.95 - Slightly used, A-] 


SPECIAL 409.5 KC CRYSTAL 


" condition. Each. .... $4.95 Lots of six... each 29¢ 
PE-104-A VIBRATOR Same as above, BRAND NEW, in original 

POWER SUPPLY carton $7.95 anata pene nai Rew each, $1 .88 
Works on 6 volt or 12 volt battery. 


Supplies 84 volts ahd 51 volts DC QUANTITY PRICES" GE-211 TUBE, Brand New each, $1.22 

also 1.4 volts “C”’ bias. Size 7°x4’x Inquiries welcomed from institutions, whole- 

334°. Fits BC-654 (SCR-284) exactly salers, dealers, large users . . . Phone, write, FREQUENCY METER CABINET 

Can be used to operate many types wire for quantity prices. For BC-221 Series freq. meters 
of receivers now on market BRAND NEW! 3 compartments 


ALL BRAND NEW, very iow price... .$4.95 


80 VOLT A.C. 
INVERTER 
Sig. Corps PE-206A. Ter- 
tific Value! 80 Volts AC 
Output, 800 cy. 28 V DC 
Input 6000 PM. Com- 


plete with Filter. 
. $6.95 


Please include 25% Deposit with order— oy Fee 143°x1034°x10" 
Balance C.O.D. Minimum order $3.00. Yours for only... $2.95 
All Shipments F.0.B. Our Warehouse N.Y.C. . 


HANDMIKE T-17 
wv | GENUINE MAJESTIC Shure model T-17_ mike, 
J ~ Uf RADIO PARTS SERVICE | eemeunnaberenrsern: 


switch, 5-ft. rubber cord 


53 VESEY STREET - NEW YORK 7, N.Y. | as 


individually packed, in lots of 3, each 


Value $100.00. 
Your Cost... 
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*7.290—Labuan, British North Borneo 
7.290—VUD11, Delhi, AIR, 20 kw 
*7.290—BFN, Hamburg, Germany 
7.392—HHCP. Cape Haitien, Haiti. 
7.295—ZOY, Accra, Gold Coast, 5 kw. 

| %.295—Port Louis, Mauritius Island 


More 


‘ +3 29% 5—SVD2. Athens, Greece, St 
| Tangle Athinon.” 7 k athmos 
Airport & Train Broadcast Station 7 295—Cl: andestine Greek 


Monitoring "7.20 5—XUPA (now XURA), Tai-Pei, For. 
osa. 


7.298—FHES6. Dak: F Wes ca.“ 
A Able! 8 HOURS OF #7208 —FHES, Dakar, Fr. West Africa, “Ra 
ow 


Announcements 


* CONTINUOUS PLAY 8s J ""Elube de Ancola, ther Angola, “Radio 
300—Brussels, Belg “Radio N 
Playing ON THE MAGNETAPE* RECORDER!| 22 ~«con 7,300—Brussels, Belgium, “Radio Nationale 
thi, 


poe . | *7.300—De AIR, 100 kw. 

Now record and Rewind | 7.300—Moscow. 

» = play back on this *7.308—BEG1. Ciudad Victoria, Mexico, “Ra. 
: : dio Gobierno 

amazing instrument *7.310—VIG, Port Moresby, Papua 

any sound that can *7.312—Salisbury, Southern Rhodesia 

be heard, and many 7.315—YSN, San Salvador. El Salvador, “La 

Voz de la Democracia 1 kw 

that cannot — from 7.320—GRJ. London, 50-100 kw. 

a concert hall sym- 70—-Sanaa, Yemen, “‘Yemen Broadcasting 

phony, to the beat of 

your heart. Simple interchangeable capstans pro- 


Station 
*7.325—GRJ. London, 50-100 kw. 
Eg 5 re 


.340—XMAG, Nanking, China. 
vide a choice of three tape speeds for high fidelity, Rye os ean _te wo ol -‘- cc. = 
tie er medium fidelity, or up to 8 hour voice recording. Recording 1815 Wr 1-2 & Thomas, Virgin Islands 
s ; “All-Americz bles . 
—— The ideal recorder and playback unit for home, 7.350-—_HC°AN_ Free .- wl **Radio- 
office, industry, and broadcast station. difusora Cenit - 250 pear 
- - 7.353—......, Indonesia, “Radio Angkats 
Write today for our free illustrated technical cata- me nekatan 
>< < . . Sw rls o> » 
Quieter log featuring our complete series of Magnetape Easy 27-360—HET3, Berne, Switzerland, 25 kw. 
O , Recorders. and accessory equipment. Send 25¢ in Editi *7.380V—XRRA. Peiping, China, “Peiping 
peration | stamps or coin for our new booklet, “Elements of ta °7.380 HERS, Berne Switserland, 25 kw 
Magnetic Tape Recording — and 999 Applications. 7.380—HEU3. Berne, Switzerland, “Swiss 
* Trad k Broadcasting Corp.” 25 kw 
rademar 7.390—Berne. Switzerland, 25 kw 


*7.400—YVKC. Cari acas, Venezuela, ‘Radiodi- 


[ 4 ~ _fusora Nacional,”’ 1 kw. 
Improved Complete 7.400—XOPD. Hangchow, China 


aile Pere. Sao Paulo, Brazil. “Radio An- 


a R q A, " \ ’ chieta.”’ “‘A emissora do Planalto.” 
. 4 esponse ulomalic PRY Ww 7.410—Moscow. 
7.410—Clandestine (‘Espana Independiente”) 
> 
Range 5 


7.413—CE????. Santiago. Chile, ‘Radin Prat.” 
-413—YNAO, Masaya, Nicaragua, “Ecos del 
w 


Erasing 


ba 


7. 418—_Y HP5, Soerakarta, Java, ‘Radio Noe- 
santara.”’ 


7.420—YNFT. Granada. Nicaragua. | 
7.425—LPC, Ushuaia, Tierra del Fuego, Ar- 


gentina 
*7.430—Leningrad, U.S.S.R 


398-2 Broadway, New York 13, N. Y. ey ee Wo —— 


5 kw 
— = " _ | %%.448—Pointe-a-Pitre Guadeloupe, “Radio 
Guadeloupe.”’ 200 w. 
7.452—Bukit Tinggi, Sumatra, ‘“‘Radio Repoeb- 
TELEVIS ELECTRONIC VOLT-OHMMETER | “Tike Indonesia.” 
LEVI ION RECEIVER $1. 00 | $ 85 110 VOLTS Ac 20 RANGES *7.460V—LZB, Sofia, Bulgaria, ‘‘Radio Sofia.” 
Complete instructions for building vour own tele | 0 ‘5/10/50 /100 /500 /1000/5000 volts 7.460V—Tokyo. 
vision receiver. 16 pages—I1’x17" of pictures, | DK a - 1, geo mae a. *7.461—Moscow 
pictorial diagrams, clarified schematics, 177x22" com- = a ON OHMS ner VOLT ons 7.462—Boekitt Tinggi, Sumatra 
lete schematic diagram and chassis layout. Also | POSTPAID Sait R— —. eo +3 180—Jaffa Palestine, ‘“Sharq-al-Adna,”’ 7.5 
booklet of alignment instructions, voltage and resis- Comptete kit, panel, chassis, nine inch long dial kw : : 
tance tables and trouble-shooting hints.—Al for scale, tubes, components. Cost is low because spe- e* a Deves a USS 
$1.00. cial slideback circuit eliminates need of expensive yar flin Ate. SR S.R. 
meter 4. v— Titl's, ». . 
eee eee ee STERLING ELECTRONIC COMPANY 7.495—XNCR. North Shensi, China, “North 
- ve., Brooklyn 19, N. Y. BOWLING GREEN, DEPT. 4, KENTUCKY Shensi New China Broadcasting Station,” 1 
kw. 


#7.500—Bathurst. Gambia 
*7.500—Cairo, Egypt 
7.500 V—Damascus, Syria 


7.500—M oscow 
7.502—YNFT. Granada, Nicaragua, ‘‘La Voz 
de la Sultana,”’ 1 w 
, 7.510—. .. Java, “Radio Noesantara.”’ 


e7 .510—Mose ow 
+3 520—XNCR. North Shensi, China, 1 kw 


4 *7.530—CRS8AA, Macao, Portuguese China, 
200 w. 
*7.538—Dalat, French IndogChina 
ae *7.540—FGS8AH. Pointe-a-Pitre, Guadeloupe | 


*7.545—HEF3, Berne, Switzerland, 25 kw 


T t EV | S$ | @) N 2 aev EAT . , , : " | 
| *7.558V—EAJ43. Santa Cruz de Tenerife. Ca- 
Send for “nary Islands, “Radio Club de Tenerife.”’ 1 kw. | 


*7.560—Moscow | 

*7 7.565—HED3. Berne. Switzerland, 25 kw. 
‘56 Soerakarta, Java 

7.580—XNCR, North Shensi, China, 1 kw. | 


ae 
* 
7.580—Tokyo 
| A L @) G 7.583—Santiago. Chile | 
*7.590—San Remo, Italy | 
*7.490—Ashkabad, U.S.S.R 
TODAY ! 7.600—ZEA, Salisbury, Southern Rhodesia 
7: .600V— x Java 
7.610—RB: »den- Bad n, Germany 
7. 61 5—YNLAT, Granada, Nicaragua, “La Voz 
del Mombacho " 900 w 
7. 638—CE????, Santiago, Chile, ‘‘Radio Prat.” 
7 + i1—Moscow. 


eenrsto™ 55—... .. Indonesia, “Radio Persatuan 
1 " Indonesia.’ 
EL EVISION 1s HERE TO STAY.” If you are NIAGARA RADIO SUPPLY Corp 7.660—YNDG, Leon, Nicaragua, “La Voz de 
inking in terms o elevision—whether you own : Leon.” 200 w 
a receiver or planning to build one—get Niagara’s 160 Greenwich S¢., New York 6, N. V. 7.671—Sofia. Bulgaria. “Podin Sofia.” 
new giant Television catalog—all in one complete *7.675—Labaun. British North Borneo. 
and comprehensive booklet on everything for Tele- : 7.675—SUW?2. Cairo, Ervnt,. 10 kw. 
vision. Kits, Components, Test Equipment, An- | Please send copy of your Television Catalog to: *y sab, ae. Apia, Western Samoa, “Apia 
tennas and miscellaneous—We have them alli—Make us | Radio.” 500 w. 
your TELEVISION HEADQUARTERS — you will save 7.715—Clandestine Greek (‘Greek Democratic 
yourself considerable time and money. Clip the coupon | Name........++- Cer eecccvoecscecsererercescesers Army Radio’’). 
and mail today. | 7.750—CMZI, Havana, Cuba 
P= — ery Seoul, Korea. 
A RADIO SUPPLY CORPORATION *7.750—JW3U, Tientsin, China. 
NIAGAR 7.780—Stanlinabad (Tadzhik S.S.R.), U.S.S.R. 
140 Greenwich Se. Now York 6, IN. ¥ ee , ‘ ' *7.780—JGF, Osaka, Japan 


RADIO NEWS - 


* 
=~ TRADE-IN ALLOWANCES 
on your USED Equipment 


erence trade-in allowances on your used Test Equipment, Receiver or 
ell us what factory-built test or communication equipment you want to 
with an extra-liberal offer that’s sure to please you. Wire, write or phone today! 


Bargans IN SURPLUS EQUIPMENT 
SUPER BARGAIN 


SURPLUS VFO-TRANSMITTER BRAND NEW 


it’s Walter Ashe for bi 
Transmitter. Simpl 
trade. We'll respond ' 


USES FEATURES 
*Complete Transmitter *Range—7 to 9.1 Mc. 
*VFO Exciter *Gang Tunin 
*FM Exciter *Calibrated Dial 


A versatile piece of SURPLUS equipment with many 
Ham uses. Ready to go, no conversion except for FM use. 
Utilizes, 1—1626 Osec., 2—1625 (12 v side Amp 
and 1—1629 Indicator tube. Up to ts input 
possible with appropriate power supply. Filament 
requirements, 12 or 24 V. AC or DC 

Supplied complete with 8000 Ke. calibrating Xtal, tubes, 


Schematic diagram and FM conversion instructions. 
BRAND NEW in original car 


to 
Type BC-459A Aluminum nina . oh 95 
Se Ws Sic cesaceséscenteas ONLY 


FILAMENT TRANSFORMER FOR AB 
or 24 VAC. Pri. 115/230 60 cy. — — es 


. 
ea 
PE-103A SURPLUS DYNAMOTOR 
Fortunately WALTER ASHE can still offer 
a fast disappearing item of SURPLUS in this 


Hi-Powered dynamotor unit. 6 or 12 VDC 
input; 500VDC at 160 MA out- 


put. Complete, Brand New in 
original shipping crates. Shoe SQUIS 


Wt. 6 Ibs 
| Saas 3S ll; BC-459A Filament transformer ONLY $1 47 
Cannon P8-CG-12S Power Plug for above; Complet t of tubes 98c 
Shpg.Wt. 4 Ib. Regular $1.80....ONLY 95c ctremcicctnttemtet tame ssc ur 


ARMY SURPLUS 


1948 Catalog HEAD PHONES 


Type HS-23—Slightly used but 
SEND FOR YOUR in perfect electrical condition. 
8000 ohms impedance. Complete 
FREE COPY. with leather headband 
and rubber cushions. 
f Shpg. Wt. 2 Ibs... 
Amazing Bargains in Top ONLY 
Condition, Slightly Used Type HS-16A—Canvas web headband and long 
Test Equipment, Re- standard type — a —" 
ceivers and Transmitters. in original boxes. Shpg. Wt. 3 Ibs. . . 
ONLY $] 47 


BARGAIN BASEMENT of ‘Super Bargains tts Surplus FILTER CONDENSER Bargain 


Surplus Equipment. J 


— 
SS Bh 3 Mf at 400 VAC. Good 


for at least 1500 VDC. 
Metal case. 


B Shpg. Wt. 3 “98 
ONLY ' 


woJwD WOULH wowTm WONRF 
wolyD wopci woapr 

Fee eee ee FS See eee ee es ee eee Se SSeS SS SSeS 

8 Remember your trade-in’s worth more at the Walter Ashe® 

gstore. So get Walter Ashe’s offer before you make that trade. § 

EWALTER ASHE RADIO CO 


All the Big Name 
Bands of New Test 
Equipment, Receivers 
and Transmitters in 
stock ready for im- 
mediate delivery . 


SURPLUS FILTER CHOKE 
4% Hy at 150 MA. 70 ohms DC 
resistance. Hermetically sealed in 
metal case. Stand off insulator 
terminals. 


No. 5209—Shpg. Wt. 5 Ibs. 
Regular Price $1.29 . .. 


Special Price, 2 or 
a 79¢ 
... 99e 


ea 


. ] 

One Only. . eke 91125 Pine St., St. Louis 1, Missouri RN26 

80) Am interested in the following top condition, slightly used Tn 
# 

a Equipment 5 

7 (list preference) ' 

: C] I want to trade . : 

(describe used equipment) 4 

PAYMENTS [i 8 

AVAILABLE 1 (show make, model of new Receiver desired or other equipment) g 

80 Rush my FREE COPY of the big, New 1948 Walter Ashe 8 

t Catalog. t 

RADIO CO, [ru =< nia 

112 PINE ST ST L F. O. B. ITI « ccassssositensssnnnttaisinaninnnicteiisansiiienianiinie - 
7 

5 »@ ° OU S 1 1 MO. ST. LOUIS § CITY__..... ZONE STATE ' 
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J—36 SPEED KEY.........$5.85 


Sensitive move- 
ment, easy ac- 
tion, heavy 
crackle base 
Made by Lionel 
on famous pat- 
tern of another 
well-known 
speed-key mfr.; 
money-back | if 
not pleased; 
Brand New, Original Boxes (5!b.) J 

Very slightly used, perfect 4.45 


EE—8 TELEPHONE. ye 6 ve 


With handset, generator, 
ringer, etc. in leather or 
heavy web case (please do 
not specify). Fine for 
garage extension, farm 
hones, warehouses, etc 
‘or local or common bat- 
tery lines. ‘Each phone 
tested before shipment.’ 


Used, Fair 
$4.95.. 


two for $9.50 


Used, Good 

$9.95 two for $19.00 

Used, Excellent, leather 

cases 

$13.95... .two for $27.00 
A. Coil Form 
2° od x 3%” 
lg.With brack- 
ets.....$0.19 
B. PA Coils 
part of Pan- 


, Amer. No. 
12GLX-2 xmtr. Plug- -in ceramic form 4” od by 9! 
lg. These Freq: 385-525Ke és 
Following have internal var. cond. and rotary 14 
6.59-6.9, 7.2-7.53, 10.9-11.45, 13.5-14.37 and 21.2 


22.1 MC BA eee , ‘S385 
Cc. Form, ribbed pore. 5 4" lg. x 234°d, stand- 
ES RTs 5. chin, aca heat ahd — 


D. 20 Meter center link 100-watt plug-in B&W 
ee 


E. Final Tank ‘for BC-610 xmtr 500w plug-in 
fixed link; 2-3.5, 3.5-4.5, 4.5-5.7, 5.7-8 and 11- 
14MC $1.19 
F. Form 3” od x 434" lg. lo-loss w/bracket . .$0.29 


UNLESS OTHERWISE STATED 


ALL MATERIAL NEW 


MONEY—BACK GUARANTEE 
WE'LL NOT BE UNDERSOLD 


We will meet current advertised 
prices on any item listed here. 


REMOTE CONTROL UNIT 


RM-12; good for commercial or 
amateur stations. Has handset, 
ringer, generator, Weston 301 (or 
equiv.) db meter. Contains EE-8 
‘phone. Used... eau $10.95 


RM-13; same as above but in- 
cludes 115 V 60 cps power supply, 
one tube amplifier; w/2 tubes. 
Used... ...-- $84.98 


TRANSFORMERS 115 V 60 CPS 


re ’ ae 1 A. Choke 10h 150 


107 ohms (GE) 


ma $ L 

$1.65 
B. 4v @ l6a, 2.5v@ 
175 a $1.88 
C. "Scope 4000vrms 
@ 10 ma $3.65 


D. Power, Slvu VUC 85 ma; ov 3a, 6.3ve.la No. 1159 


$2.15 

E. Power, 250 VDC 150ma, 5v 3a, 6.3v 5a No. 1138 
similar to “Db” $2.65 
4 sail A. Push-Pul! tnput, pri 

4 3000 sec 12M ohms + ct, 

j 500-15M eps 3db $1.45 
; A 8 8. Power, pri 115v 60 cps: 
f sec 4D0vct 45ma, 6.3v .6a, 
; 6 3v 1.8a $1.45 


F %.) C. Choke, 5h 225 ma 112 
ohms GE $1.95 

Cc 0 D. Filament, 2.5v 10a oil- 
filled Lionel. $3.88 


WRITE FOR FREE LIST 


Postage extra. Minimum order $2.00 
TER $: Net Cash, 25% deposit on C.0.D’s 


ELECTRONIC SUPPLIES 


317-R East 2nd St. Tulsa 3, Oklahoma 
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7.790—Palembang, Sumatra, “Radio Repoeb- 
lik Indonesia.”’ 


*7.797—HBP, Geneva, Switzerland. 


7.803—... . Central Java, “Radio Repoeb- 
lik Indonesia.”’ 
*7.820—CE?’?*?. Santiago, Chile, ‘‘Radio Prat.” 


*7. 825—JLW. Tokyo. 

3: .840—Cl; andestine Basque (‘Radio Euzkadi”). 
7.850—PCJ1. Willemsted, Curacao. 

7 ZAA, Tirana, Albania, “Radio Tirana,” 


w 
7.865— Moscow. 
7. 863—SUX, Cairo, Egypt, ‘‘Radio Cairo,” 10 
kw. 
7.870—Biak. Dutch New Guinea 
7.876—HCI1CG, Quito. Ecuador, 
dor Amazonico,"’ 200 w 
*7.880—Balikpapan, Dutch Borneo. 
*7:803—Constantine, Algeria, “‘Radio Algerie,” 


o7. 204--YSD. San “Salvador, El Salvador, “Al- 
ma Cuscatileca,”’ 400 w. 

*7.895—Jaffa. Palestine. 

7.920—Pleven, Bulgaria 

7.937—PSL, Rio de Janeiro. Brazil, 12 kw. 

7.944 V—Alicante. Spain, “Radio Falange de 
Alicante,” 1.2 kw 

7,950—FIA. Douala, Cameroons, 800 Ww. 
—— Dutch New Guinea, ‘Radio 
iak.”’ 

+ 7-960—Balikpapan. Dutch Borneo. 
7.968—HSP6, Bangkok, Siam, 10 kw. 

7. 9§80—Biak. Dutch New Guinea, ‘‘Radio Biak.” 

7. 990—. .. Korea. 

7.997V—PMD. Bandoe ng, Java, 
roep Bandoeng.”’ 500 w. 

*8.000V—Tunis. Tunisia, ‘“‘Radio Tunisie.” 

*8.000—FIA,. Douala, Cameroons. 

*8 000—ODE, Damascus, Syria. 

8.000V—......, Sumatra, “R.R.I., Sumatra 


“Radio Ecua- 


“Radio Om- 


, Indonesia. 
#8. 007—YNMG. dinotene, Nicaragua, ‘‘La Voz 
de Jinotepe.”’ 100 
8.009—YNS. Te a ni Nicaragua, ‘“‘La Voz de 
Teustepe.” 
6.020V—Beirut, Lebanon, “Radio Lebanon,” 
kw 


*8.025—LCL, Oslo, Norway. 5 kw 
*8.035—CNR. Rabat, Morocco, ‘Radio Maroc,’ 


12 kw. 
*8.040—WLXJ, Shanghai, China. 
*8.050—Moscow. 
*8.050—PSL. Rio de Janeiro, Brazil. 
*8.070—Jaffa, Palestine. 
8.088—YCN3, Pontianak, Dutch Borneo, “Ra- 
dio Pontianak,”’ 250 w. 
8.100—Moscow 
*8.110—EPF. Teheran, Iran, ‘Radio Tehran,” 


14 kw 

*8.110—XRSA., Sichang. China. 

8.125—JVP. Nazaki, 40 kw., 10 kw. 

8.125—ZHV5. Freetown, Sierra Leone. 

8.150—Gunchal, Madeira. 

8.159V—Bissau. Portuguese Guinea, “Radio 
Bissau,”’ 50 w 

*8.185—PSK. Rio de Janeiro, Brazil. 12 kw. 

8.190—YNEW,. Managua, Nicaragua. 

8.192—YNXW. Managua, Nicaragua, ‘Radio 
America,”’ 100 w 

*8.220—Scutari, Albania, ‘Radio Shkoder.” 

*8.280—Tokyo. 

8.290—ZKG. Pitcairn Island. 

8.300—CR???. Nova Lisboa (?), Angola, “Ra- 
dio Angola.” 

8.322—HTX1 ‘ 
Managua. 

*8. 326—Tananarive, Madagascar, ‘“‘Radio Ta- 
nanarive.” 

8.350—XUPB. Amoy. China, “Amoy Broad- 
casting Station.” 400 w. 

8.433—XGIO. Nanking, China. 

*8.450—CRY8. Macao, Portucuese China. 

*8.4841—XPSA. Kweiyang, China. 

*8.500—RBrazzaville, Frenc h Equatorial Africa. 

8.552—Khabharovsk. U.S 

*8.565—AFN. Munich. a 50 kw 

*8.565—HAT? Budapest. Hungary, 5 kw. 

8.635—ZKG3. Pitcairn Island 

Observatory (Greenwich). 

*8.660 C. North China 

86asV—COIK. Camaguey. Cuba, “La Voz de 
El Camagueyano.” 1 kw 

*8.685—Pulau Tinggi. Sumatra, “Radio Re- 
poeblik Tndonesia.”’ 

8.700—COCO, Havana, Cuba, *‘Radio America,” 

5 kw. 

y+ at > nop aleemtaee Sumatra. 
8.760—Moscow. 

8.800—JRRK. Pyonevane. Ko 

*8.800—A'ma-Ata (Kazakh S ¥ R ). U.S.S.R. 

aa 2129-_Menado, Deletes, 
8.820—Khabarovsk, U.S.S.R. = 

8.825—COCQ. Havana, Cuba. “Circuito CMQ,” 
5 kw 

*8 8230— Moscow 

8.860—WXFG. Adak. Aleutians, U.S.A. 

"6.500—ERAY. Peiping. China, U.S. Forces 
Station. 

*8.890—Dakar. French West Africa 

8.921—Cheribon. Java. ‘“‘Radio Repoeblik In- 
donesia.”’ 

8.928—Roekitt Tinggi, Sumatra, ‘‘Radio Re- 
poeblik Indonesia.” 

8.930—KES?2. Bolinas, Calif.. U.S.A. 

*8.940— Moscow. 

8.957—COKG. Santiago. Cuba, “Cadena Orien- 
tal de Radio.” 1.2 kw 

*8.960—THA®. Algiers. Algeria, “Radio Al- 
gerie,”’ 10 kw. 

9.010—KEJ, San Cosnstan. Calif., U.S.A. 

9.014—....... U.S.S.R. 

9.026—COBZ. Havana, Cuba, “Radio Salas,” 
1 kw. 

*9.041—XGOL, Foochow. China. 

9 045— Moscow. 

*9.060—TFK, Reykjavik, Iceland, 7 kw. 

*9.060— Moscow. 


Managua, Nicaragua, ‘Radio 


9.080—...... . Indonesia, “R ep 
Indonesia.’ — Oy eblik 
os2v— CNRS, Rabat, Morocco, “Radio M 
roc,”’ 2.5 ~~ — 


*9. lb” 

*9.106—PJC1. Willemstad. Curacao. 3 kw 

*9.110—HEFS6, Berne, Switze rland, s 
Broadcasting Corp.” 25 kw Wits 


9.110—ZRB, Waterkloof District r 
South Africa. _ ct Pretoria, 
9.123—XOL2, Nanking, China. 


*9. 125—Balikpapan, Dutch Borneo * Rad 
Balikpapan. * 125 kw ale 

*9.125—-HAT4, Budapest, Hungary, 5 kw 

*9.135—Moscow ° 

9.135—Ronne Antarctic Expedition. 

9.147—YVR, Santa Rita. Venezuela, 20 kw 

9.166—CR6RB, Benguela, Angola. “Radi 
Clube de Benguela,.”’ 50 w e 

*9.185—HEF4, Berne, Switze rland, 
Broadcasting Corp.,"’ 25 kw 

*9.190—HC2ET, Guay: aquil, Ecuador, 300 

sat~ 1a Puntarenas, Chile, “Radio Exr. 
cito 

9.205—ZLN10, Wellington. New Zealand. 

9.210—OQ2RC, Leopoldville, Belgian Congo 
‘Radio Congolia.’ : 

9.213—-HI2G, Ciudad Trujillo, Dominican Re. 
public. 

9.220—PR??, Rio de Janeiro, Brazil. 

9.220—HI2G, Ciudad Trujillo, Dominican Re- 
public, ‘“‘Radio la Opinion,”’ 200 w 

*9.220—Khartoum, 
“Huna Omdurman.” 

230—CRSAA. Macao, Portuguese China. 

9.235—COBQ. Havana, Cuba, “La Voz de 
Cuba, 1 kw. 

9.235—LQHE, Buenos Aires, Argentina 

*9.248—CRS8AA, Macao, Portuguese ( hina 

9.250—YSF, San Salvador, El Salvador, “Ra- 
dio Vanguardia.’ 

9.2 YFA4, Makassar, Celebes. 

9.252—Bucharest, Rumania, ‘Radio Dacia Ro- 
mana,”’ 

9.254—CRS8AA,. Macao. Portguese China, “Ma- 
cao Radio Club.” 200 w 

9.265—YFA4. Makassar, Celebes, ‘‘Radio Ma- 
kassar,”’ 5 kw 

9.273—COCX, avers, Cuba, ‘‘La Emisora del 
Pueblo,” 1 kw 

*9.290—HI2G, Ciudad Trujillo, Dominican Re- 
public, 200 w. 

*9.295—JEW, Seeoul, Korea 

*9.295—W VLC, Manila, Philippines. 

*9.305—PY. Manila, Philippines. 

*9.310—HC2AK, Quayaquil, Ecuador, 1 kw. 

*9.310—VJZ, Rabaul, New Britain. 

9.320—LRS, pyanes Aires, Argentina, ‘Radio 
Splendid,” 5 kw. 

OS —Aaseere. Andorra, ‘Radio Andorra,” 


50 
9.340 OAX4J, Lima, Peru, ‘‘Radio Colonial,” 


9. 340 ~soerabaia, Java, 
Soerabaija.’ 

*9.345—HBL, Geneva, Switzerland, 20 kw 

9.350V—Pavlovo, Bulgaria, “Radio Sofia,” 1 


kw. 
*9.352—OTM. Leopoldville., 
“Radio Nationale Belge."’ 20 
*9.355—HCBS, Quito. Ecuador, “Radio Boli- 
var. La Voz de la Libertad.’’ 250 w. 
*9.358—Sofia, Bulgaria, ‘Radio Rodina.” 
*9.358— YFA4, Makassar, Celebes, ‘‘Radio Ma- 
kassar,”’ 6 kw. 
*9.360—Maceio, Brazil. 
9.360—......, Indonesia, 


9.360—Cetinie, Yugoslavia, ‘‘Radio Cetinje.” 

9.362V—COBC. Havana. Cuba, “Radio Pro- 
greso,” 1 kw. 

9.370V—Maadrid, Spain, “Radio Nacional de 
Espana.”’ 40 kw 

9.380—_OTM?2., Leopoldv ille. 
“Radio Congo Belge,” 20 kw 

eS aaen. Lima, Peru, “Radio America,’ 
500 w. 

*9. / + * ‘Tirrcremmmee Celebes. 

©9.4OT—.. . 02 00s Indonesia. 

0410-—GRI London, 50-100 kw. 

9.410—Pointe-a-Pitre, Guadeloupe, “Radio 
Guadeloupe.” 

*9.415—PLV, Bandoeng. Java. 

9.418—Belgrade, Yugoslavia. 

*9.420— Moscow. 

=o Sucre, Bolivia, ‘‘Radio La Plata,” 

70 w 

9.430—XERQ. Mexico City. Mexico, “Radio 
Continental.” 

*9.433—Moscow 

*9.427—COCH, Havana, Cuba. 

*9.427—Warsaw. Poland 

9.440—Brazzaville. French Eoauatorial Afriea 
“Poste Nationale Francaise.” 50 kw. and 7 


“Swiss 


Anglo-Egyptian Sudan, 


“Radio Omroep 


Belgian Congo, 
kw 


“Suarra Indonesia 


Belgian Congo. 


kw 

*9. 442—SDT. Motala (Stockholm), Sweden. 
12 kw 

*9. 445—Tunis Tunisia, ‘‘Radio Tunisie.” 700 


9. $16—XPPA. Kweiyang caine. “Kweichow 
Broadcasting Station.” 1 

*9.452—XGOA. Nankine China 2 kw 

——— Havana, Cuba. “Radio O'Shea,” 

w 

9.455—LRY1. Buenos Aires, Argentina. ‘‘Radio 
Relgrano.” 10 kw 

9.460—CP1 Sucre, Bolivia. “‘Radio Chuqui- 
saca,”’ 400 w 

—-<*. Ankara, Turkey. “Radio Ankara,” 

*9. 465V— Hanoi, French Indo-China, ‘Radio 
France.’ 

*9.470—CR6RA, Luanda, Angola, 250 w. 

9.470—Batavia. Java 

*9.470—Victoria. Hong Kong. 

9.475—CR6RN, Luanda, Angola, “R 
de Angola.” 1 kw 


(Continued next month) 
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New SUPREME 1948 and F.M. Manuals 


Most - Often -N 
RM. 
and Televisio 


Information 


F.M. and Television 


Use this giant-size manual of 


factory instructions for trouble- 
shooting, repairing, and align- 
ment of any recent F.M. and 


Television set. Covers every pop- 
ular make, including F.M. tuners, 
AM-FM combinations, and all 
types of television receivers. De- 
tail circuit diagrams, theory of 


operation, test hints, alignment 
data. This is the material you 
need to fix any modern F.M. or 
Television set Don’t turn this 


profitable work away for lack of 
knowledge and information. Use 
this newest Supreme manual to 
save time and money on your very 
next F.M. job. Data presented 
on 192 large-size 
pages, 8% x llin 00 
Sturdy, manual - style $2 

binding. Special price. = 


er || 
Most - Often - Ne led | 
1948 | 


New 1948 Manual 


Be prepared to repair quickly 
all new 1948 receivers. In this big 
single volume you have clearly- 
printed, large schematics, needed 
alignment data, replacement 
parts lists, voltage values, and in- 
formation on stage gain, 
of trimmers, and dial stringing, 
for almost all recently released 
sets. A worthy companion to the 
7 previous volumes used by over 
120,000 shrewd radio servicemen. 
New manual covers models of 42 


location 


different manufacturers. Giant 
size: 8%x11 in. 192 pages + 
index. 


Manual-style binding. 
Bargain price, only... 


$90 


SUPREME DIA GRAM MANEAES 


1947 1946 1942 


Each manual has between 192 and 208 pages of dia- $2. 00 
grams and service hints; large size, 82x11". h. 


1941 
MOST-OFTEN-NEEDED RADIO DIAGRAMS 


1940 1939 1926-38 
DIAGRAMS 

240 Pages 
Price, eac Price $2.50 


ae a ee ee ee ee ee ee 


Post-War Automatic 


| 
: Record Changers 
| Service expertly all new 
(1945-1947) record changers. 
| Follow simplified factory in- 
| structions to make needed ad- 
| justments and repairs. Hun- 
| dreds of photographs and ex- 
ploded views; thousands of 
| test hints; service instruc- 
| tions for all popular makes. 
| Large size : 
fact-filled pages 
| At your jobber or 
| postpaid, only 


$50 


a | 7 a 
Supreme Publications 


PUBLISHERS OF RADIO BOOKS, 


9 South Kedzie Ave. 


February, 1948 


8%x1l”. 144° 


Pre-War Record Players, 
Changers, & Recorders 


| 
| 
l 
Just what you need to re- | 
pair quickly thousands of pre- | 
war automatic record chang- | 
ers, manual units, pick-ups, 
wireless oscillators, recorders, | 
and combinations. Hundreds | 
of mechanical and electrical | 
diagrams Instructions for 
adjustments and repairs. | 
Most popular units of all | 
makes. 128 large | 
pages. 84x11 inches. 
Price, only..... | 
' 


es. $450 


MANUALS, 


t Chicago 12, Illinois 


AND DIAGRAMS 


BIGGEST BARGAIN IN RADIO DIAGRAMS 


Make these two new mammoth volumes your money- 
saving source for data on all recently released receivers. 
Learn about modern circuit developments, be ready to 
repair any new radio no matter how complex. You pay 
only $2.00 for each of these large manuals. With these 
two volumes on your workbench there is nothing else 
to buy, nothing else to pay—a whole year of radio dia- 
grams and service data yours for a couple of dollars 
total. Again Supreme Publications beats all competition 
and gives radio servicemen greatest bargains in service 


information. Read about other volumes for previous 
years described at the left and below. No-risk examina- 


tion granted to servicemen. 


FIND ALL RADIO FAULTS DOUBLE-QUICK 
You can speed-up and simplify radio repairs with 
SUPREME PUBLICATIONS Manuals. Service radios 
faster, better, easier, save time and money, use these 
most-often-needed diagram manuals to get ahead, earn 
more per hour. For the remarkable bargain price (only 
$2 for most volumes) you are assured of having in your 
shop and on the job, needed diagrams and other essen- 
tial repair data on 4 out of 5 sets you will ever service. 
Every popular radio of all makes from old-timers to new 
1948 sets, including F.M. and Television, is covered. 
Clearly printed circuits, parts lists, alignment data, and 
helpful service hints are the facts you need to improve 
your servicing ability. Save hours each day, every day, 
begin to earn more by making repairs in minutes in- 
stead of hours. Let these mantals furnish you with 
diagrams for 80% of all sets. There is no need to spend 
large sums for bulky, space-wasting manuals, or to buy 
additional drawings every few weeks; be wise, use 
SUPREME Manuals to get the most in diagrams and 
service data for the smallest cost. 


SATISFACTION GUARANTEED a 


Select the Diagram Man- 
uals and Record Changer 
Books you want to examine. 
See listing in left-hand col- 


Most Popular 


Models Made by: 
R.C.A., Zenith, Philco, 


Sears, Fada, Emerson,] ymn. Send the convenient 
Belmont, Detrola Radio,| no-risk trial coupon. Use 
Majestic, United Motors, : 

G.E., Westinghouse, the manuals in 

Arvin, Stewart-Warner,| home or shop for 10 days at Compiled by 
Admiral, Delco, Strom-] our risk. You must be com- M. N. Beitman, 
berg-Carison, Western] pletely satisfied, or return radio engineer, 


teacher, 
author, & 
serviceman, 


Auto, Wards, Sparton, 
Motorola, Gamble, Cros- 
lev, and many others 


manuals and receive your 
money back. Write today— 
24-hour service. 


| 
your own 


: NO RISK TRIAL ORDER COUPON 


SUPREME PUBLICATIONS, 9 S. Kedzie Ave., Chicago 12, ILL. 
Ship the following manuals on trial under your 0 1948 
zuarantee of satisfaction or money-back 
guarantee of satisiactio ) 0 1947 PRICED 
New F.M. and Television Manual @ $2.00 
oO “ an elevisio ( AT ONLY 
(0 Post-War Record Changers....... @ 1.50| (1) 1942 $2 00 
. 
*re-War Record Players.......... 1.50 
(J Pre ar Recor« yers @ | 5 1940 ane 
0 1 am enclosing $........, send postpaid 0 1939 
(C0 Send C.O.D. 1 am enclosing $........ deposit. £1) 1926-1938 @ $2.50 
| SPT TTPTTT ITIL TTT TITT Tih? TIT tee 
§ BABTEEB? cccccccccccccccccccccesoeocccedoccesocosceccoesoccsoesceccocess 
Senecccesceseeeses SEND COUPON OR WRITE ORDER IN A LETTER soceececesesescset 
103 


SS25S / 


Do not fail to closely examine this list of bargains. We believe that every item listed below 
is a sensational value that soon can never be repeated. All equipment advertised herein is 
unconditionally guaranteed to the customer's satisfaction to this extent: Return any item 
advertised within five days after delivery for full refund except transportation charges 
(both ways). 


Below are listed surplus radio and electronic supplies that are too numerous to picture. Every ham and operator is 
familiar with these items. See our previous ads for pictures and more complete descriptions. 


WILLARD LEAD ACID CELLS 
(Brand New) 
2 V. (dry-chgd.).....0-000+0-- $1.00 
6 V. (dry-chgd.).............-$3.00 
6 V. in metal carrying case (dry- 

eer $4.00 
(add electrolyte specific gravity 1.265 
—drugstore.) 


LANDING LIGHTS 
— AIRCRAFT 


24 V. retractable, 600 watts...$3.95 


BC-348 COMMUNICATIONS 
REC. 


The finest of all surplus receivers $69.50 
BC-348 110 V. Power supply 
with complete instructions......$8.95 


SCR-625 MINE DETECTOR 


(Brand New.) The most sensitive mine 
detector on the surplus market. For 
miners, treasure hunters, plumbers, 
electricians, lumber mills, etc. .. $79.50 


AN/PRS-1 MINE DETECTOR 


(Brand New.) A very dependable de- 
fasten, Gils ccccccocsccceseeeee 


TURBO AMPLIFIERS 


Use for parts or small phono amplifier, 
shipped complete with the following 
tubes: 2—705's, 1—7Y4, 1—7F7. Our 
greatest bargain, (see July 1947 Radio 
Craft for conversion data. eacn. $1.65 


RECTIFIER RA-63-A 


Battery charger or rectifier, or power 
supply units. 110 V. 60 cy. input; 12 V. 
8 amp. output. Brand New....$19.75 


BC-375 GE MOPA XMITR. 


The most famous of all surplus transmitters. Was used by the Army bombers and ground 
stations during the War. Frequency range is covered by means of plug-in tuning units as 
shown below. Each tuning unit has its own oscillator and power amplifier coils and con- 
densers, and antenna tuning circvits—all designed to operate at top efficiency within its 
particular frequency range. Transmitter and accessories are finished in black crackle, and 
the milli fer, voltmeter, and RF ter are ted on the front panel. FREQUENCY 
RANGE: 200-500 Ke. and 1500-12,500 Ke. (Will operate on 10 and 20 meter band with 
slight modification). OSCILLATOR: self-excited, thermo-compensated, and hand calibrated. 
POWER AMPLIFIER: neutralized class “C" stage, using 211 tube, and equipped with an- 
tenna coupling circuit which matches practically any length antenna. MODULATOR: Class 
“B"'—uses two 211 tubes. POWER SUPPLY: Dynamotor which furnishes 109) V. at 350 Ma. 
Conversion instructions and diagram for 110 V. AC furnished upon request for $1.09. 


PRICES: As follows: 


PEE... dn catddegsaendssessasensetesoenenianes ere 
Tuning units TU-5B, TU-6B, TU-7B, TU-8B, TU-9B, TU-10B, TU-26B, choice....$ 3.75 
Dynamotor PE-73C............ ctaininise aise hail (ebbbeedeedbennene ».-$ 4.95 
Antenna tuning unit BC-306A)...........eeeeeees ciiesbenesentosnnae $ 4.95 


BC-357 MARKER BEACON RECEIVER 


Ideal for controlling remote circuits and mode! aircraft, boats, etc. Operates about 75 Mc. 
Signal easily altered to 2-meter band. Tubes used and included: 12C8, and 12SQ7. Also 
sensitive relay. Circuit diagram inside case. Size, 5%x3%x5%". For 24 V. DC opera- 
Gs oi ddacekedeadeas ceedendecuadbenrussadasnesesinccceresenedseousenseeed $2.95 


RADIO ALTIMETER INDICATOR 1-152-AM 
Includes 3DP1, 2X2, and 3 type 6AGS5 tubes. Powered by 110 V. 400 cy...........$8.75 


T-39/APQ-9 RADAR TRANSMITTER 


Contains many excellent parts for the VHF experimenter such as a cavity oscillator using 
2—RCA 8012 tubes rated at full output to 500 Mc. Tubes are forced air-cooled by 24 V. 
DC motor, which is easily converted for 110 V. AC operation. Other valuable parts such 
as a pair of 807's, 2—6AC7's, 1—931, and 1—6AG7 tubes, ceramic switch, potentiometers, 
GOaLS, COVOIMMOR COUMIET, ClErcccccccccccccccccccccccccccccccocccececoseeess $12.50 


APN-1 RADIO ALTIMETER 


A complete 460 Mc. radio rec. and trans. which can be converted for ham or commercia. 
use. Tubes used and included: 4—12SH7, 3——12SJ7, 2—6H6, 1—VR150, 2-955, 29004. 
Other components such as relays, 24 V. dynamotor, transformers, pots, condensers, etc. 
make this a buy on which you cannot go wrong. Complete in aluminum case 18x7x7%". 


Pric@. .ccccccccccee PPITITITITISTII TIT ccccccccecs $8.95 


INTERPHONE AMPLIFIER 


We've sold thousands of these. Every ham and experimenter could use several! at our low 
price. Type AM-26/AIC with 28 V. DC dynamotor. Contains 2——12A6 and 2——12J7 tubes. 
Easily converted for phonograph or inter-communication amplifier. A stea!....... $1.75 


BC-966-A IFF 


Approximately 2-meter delete operation, 14 tubes, 353 V. DC dynamotor, 12 V DC inpui. 
Contains voltage regulators and many other fine parts. Worth much more than our price 
ae Mo 66 0:6 6 bwinn we 80000560 56060656666000T rae enenebekeeedeseqeneesensed $4.75 


DETROLA AIRCRAFT RECEIVER 


if you want a good 28 V. DC operated 200-400 Ke. aircraft receiver—'ust don't pass up 
I, ON 6 6664 6.5 06 cebcdh ren estannensidcccncecsnessenees each $4.75 


RADIO NEWS 


ARB (CRV-46151) AIRCRAFT 
RADIO RECEIVER 


6 tube, 4 band, superheterodyne rec. 
with built-in dynamotor. Designed for 
reception of MCW, (tone or voice) or 
CW within the frequency range 195 
Ke. to 9.05 Mc. We bought a carload 
of these in order to sell them at this 


BC-221 FREQUENCY METER 


Covers 125-20,000 Ke. Battery or 110 
V. AC, vibra-packed operated. A beau- 


tiful instrument. ............. $49.95 
T-17-B Carbon Microphones, 

Handmike, Brand New......... $1.00 
HS-33 Headphones, 600 ohm. 

Diet citsedee weaeeanes $0.75 
Headphone Ext. Cord. .......$0.50 
Telegraph Keys, New........ $0.45 
PE-103 Dynamotor, Naw..... $8.95 


IF AMPLIFIER STRIP 


19 Mc. containing 5 WE 7-17A 


INTERVALOMETER 


Electronic timing device. Was used for 
releasing bombs at intervals. Ideal for 
darkroom timer, model train controller. 
(Contains relays, switches, pilot light, 
resistors, knobs, etc.).........2. $2.25 


C-1 AUTOPILOT GYRO 


Operates from 24 V. DC or 110 V. AC 


Adaptable to many interesting uses 


TELRAD 18-A FREQ. STANDARD 


Checks signals in the range of 100 Kc. 
to 45 Mc. with a high degree of accu- 
racy. Self-contained power supply for 
110, 130, 150, 220, and 250 V. 25-60 
cy. AC. Complete with tubes, dual crys- 
tal, and instruction book. One of the 
best buys on the surplus market today. 
Pe Cs icceccesescenned $24.95 


BEAM ROTATING MOTORS 


Look at other ads for more complete 
descriptions. Fellows, we've sold hun- 
dreds of these. Every ham shack cannot 
afford to be without one. 


SE $9.95 
24-28 V. motor with beam mounting 
ee $14.50 
Transformer to operate beam motor on 
a eee Paee $4.95 


Selsyn indicators for beam rotating 
motor (operates from 15-25 V. 60 cy. 
AC supply). Choice of 5” or 3” model, 
Mi ncccsvadecndreannsenes $2.85 
BL Selenium Rectifier (New)..... $1.25 
Radio Set SCR-510 (New).....$49.75 


R-89-ARNS5 GLIDE PATH REC. 
326-335 Mc. on any of 3 pre-deter- 
mined crystal controlled frequencies. 
Contains 11 tubes, 6 relays, and other 
valuable parts. For 24 V. DC opera- 
tion. Size, 133%4x5%x6%"..... $7.95 


AIRCRAFT SUPPLIES 


These instruments have all been tested 
for accuracy. 


Sensitive Altimeters......... --+$9.00 
I 5500's ccannoeeue $7.50 
Magnetic Compasses.......... $6.00 
MN-26 Radio Compass (Brand 

Pi cictnecsadiseawinads $69.50 
SCR-269F Radio Compass (Brand 
ee ee ne $69.50 


Astro Compass. These are beautiful in- 
struments that should sell on the regular 
market for many, many times our price. 
They have various uses including those 
of the Yachtsman as well as the air- 
man. If you desire, send for more com- 
plete descriptive literature....$11.50 


BC-733D LOCALIZER REC. 
A part of aircraft blind landing equip- 
ment. Operates on any one of its 6 pre- 
determined crystal controlled frequen- 
cies in the range of 108-120 Mc. Con- 
tains 10 tubes—6 of which are W.E. 
717-A's—and crystals. Ideal receiver 
for conversion to 144 Mc. ham band or 
mobile telephone bands and police and 
taxicabs. For 24 V. DC operation. 
Size, 14Y%«7x4%". Complete with 
EE. cn ck kbsaemaeened $4.95 
Throat Mikes, 7 for.......... $1.00 


NAVY HOSPITAL TENTS 


These large, brand new, fire-resistant 
fungus-proof, waterproof, heavy can- 
vas tents are of the finest grade can- 
vas with tie-down ropes, in canvas car- 
rying bag. Wogt. 365 Ibs. Size, 16’ 
width, 50’ long, 12’ apex, 4’ sidewall. 
We have but 20 of these left and must 
sel! them immediately. Can be used to 
house automobiles, machinery, side- 
shows, or various purposes. Our sacri- 


fice price...... ewer 


LIFE RAFTS—Off-Season Sale 


Large size rubber floats, ideal for fish- 
ing and boating. Sold in an “as is” 
condition—some need minor repairs 
and inflation valve inserted. Ea. $12.50 


C-1 AUTO PILOT AMPLIFIER 


Were used to control operation of 
Servo-units, causing them to move the 
control surface of airplane in one di- 
rection or the other in response to sig- 
nals received. The complete amplifier 
includes one rect. 7Y4, 3-——7F7's for 
amplification and control, 3—7N7's for 
signal discrimination, 1 power trans- 
former, 6 relays, 4 control pots, chokes, 
condensers, etc. Convert for use on 
radio controlled models, doors, etc. 
Operates from 24 V. DC. Size 9Y%x 
6x7 ¥e". Complete....... coos 


SCR-274N COMMAND SET 
COMPONENTS (ARC-5) 
Modulator with dynamotor.....$5.75 


Bae. 190-50 Ge. dedescccces . $5.75 
We Cee Bis cccccssveces . $5.75 
We, eee Osa 6 6048 d08seeede $5.75 
Wem. BOS Mbsccesccsces 000 $3.78 


COLLINS AN/ART-13 XMTR. 


A compact, light-weight, modern, high- 
powered transmitter. Frequency range 
2-18-1 Mc. on any of its 11 auto-tune 
crystal controlled or master oscillator 
1947 “Radio News" 
gives conversion data for converting 24 
V. DC operation to 110 V. AC. These 
are in exceptionally fine condition, 
tested in our labs. Weight, 67 Ibs. 
(Dynamotor included)....... .$134.50 


channels. Dec. 


February, 1948 


40-42 W. SOUTH STREET 
INDIANAPOLIS 4, IND. 


Unless Otherwise Stated, All of 
OF this Equipment Is Sold As Used 


CASH REQUIRED 
WITH ALL ORDERS 
Orders Shipped F.O.B. Collect 


MONEY 
in your 
POCKET” 


Radio Sevicemen who take the~- 
Jensen Phonograph Needle Sales- 
kit on service calls say they would” 
not be without it. This handy~kit, 
shown above, helps demonstraté 
fine needles, sells on_sight, adds 
$$$s to your. income. 4 

Contains 3 Jensen Goncert Nee- 
dies retailing at $1 each, and 3 


fensen Genuine Sapphire Needles 


JENSEN INDUSTRIES, Inc., 


when carry the handy Jensen Saleskit. 


at $2.50 each. Needles are beauti- 
fully packaged. Adds profit to every 
call. What's mo e, Jensen phono- 
graph needles augment your work, 
assure full, clear tone ofthe instru- 
ments you repair, make all records 
sound better. ” 

Generous discounts to servicemén 
boost your income. WRITE TODAY 
for 7 20 details. 


331 SOUTH woon ST. * CHICAGO 12, ILL 


Tube Puller @ Inspection Mirror 
Wire Stripper @ Static Chaser Injector & Powder 


G-C “Speedex” 
WIRE STRIPPER 


Strips insulation from 
wire sizes #8 to #30. 
Ideal tool for manu- 
facturers, electricians, 
maintenance men, etc. 
Strips 750 to 1000 
wires per hour. 


No. 733—12 to 20 
wire....List $6.00 


NEW G-C 
INSPECTION MIRROR 


Handy, inexpensive . for 
radiomen, servicemen, elec- 
tricians. Ideal for inspect- 
ing parts that are hard to 
see. Every serviceman is a 
prospect. 


No. 5090 List 50c 


NEW G-C STATIC CHASER 
INJECTOR AND POWDER 


Tire static 


improve 
auto radio 
reception 
E liminates 
wheel static inter- 
ference. New powder 
is blown into all inner 2 
tubes, easy to use. For every car owner. 
No. 5604— Enjector for G-C Static 
Powder . List 1.5 
No. 5605—G-C Static Powder s ad 
Packet for 5 tires....9....L List 
No. 5606—K it—Powder Packet 
and Injector ......-.escce dds 


1.00 
2.50 
LL 


NEW TUBE PULLER 


Makes it easy to remove 
or insert miniature tubes. 
Simple to use. Inserts or 
extracts tubes from hard- 
to-reach places, where 
fingers fail Saves time 
and money Ends 


tube breakage. 
No. 5093 — Miniature - 
Puller. = 
List $1.50 


~ 


Have you seen the new G-C 
“Speedex” Wire Strippers... write 


for illustrated literature. 


RADIO DIVISION, DEPT. H 


GENERALCEMENT Mfc. Co., Rockford, Ill, U.S.A. 


Manufacturers of over 3,000 products 


* Sales offices in princ 


New Signal Generator 
(Continued from page 51) 


ee 


work. The second grid of the 6J6 may 
be switched to the audio oscillator, 
the crystal calibrator, or the FM oscil- 
lator, producing respectively, ampli- 
tude modulated r.f., r.f. and crystal 
mixed, and r.f. and FM mixed. A mas- 
ter output selector switch accom- 
plishes the second mixer grid switch- 
ing and also energizes the proper 
auxiliary circuits. 

Fixed, pre-tuned grid and plate cir. 
cuits are used with the 6AK6 fre. 
quency modulated, electron-coupled 
oscillator to provide the three center 
output frequencies of 1, 20, and 50 
me. A three position switch permits 
selection of the desired output fre- 
quency which is modulated by a 6AG5 
reactance modulator. With the output 
selector switch (S:) in the “R.F.+FM” 
position, the output of the audio oscil- 
lator is automatically shifted to the 
grid of the reactance modulator tube, 
the audio attenuator thus functioning 
as a frequency deviation control. One 
megacycle output is developed with the 
grid circuit of the FM oscillator tuned 
to one megacycle and the plate circuit 
coupled to an untuned resistive load. 
For 20 and 50 mc. output, the grid cir- 


_cuit of the oscillator is resonated at 


10 mc. and the plate circuit selects 
either the second or fifth harmonic. 
Frequency doubling and quintupling 
in the plate circuit of the oscillator 
bears the obvious advantage of multi- 
plying the grid circuit deviation by 
factors of two and five respectively 
and is a simple solution to the prob- 


Fig. 4. Connections between signal 
generator and external v.t.v.m. to 
determine relative “Q” and/or res- 
onant frequency of tuned circuits, 
i.e., coil and condenser combinations. 
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RADIO NEWS 


e NEW GUARANTEED 


"TAB" 


That’s A Buy 


ELECTRONIC PARTS e 


XTAL POWER OSCS “AT” TESTED 
BLANK 


Ss 

000 7050 «7400s 7650 = 8100 8322 
6522 7100 «7410s: 8000 104 8325 
5547 7110 «74202C'«s«8010s« 8.124 8374 
6925 715074302: 8014 300 3438 
7000 7210 «7450 = 8025S 8304 8477 

0 7300 «75400-8030 0= 8318 8488 
BCH 35e FOUR $ TEN FOR $2.00 
mene sean t Hi ACCY CRYSTALS 
200K C nen 


6335KC,MTD/FT243"A 
mTo FT2436.3t06.8, g.3ted. satel. 2mes. 39 


10 tor3.56 


Precision Resistors 
IRC. SHALLCROSS, WE 
MEPCO, INST. RES. CO., 
OHMITE FOR METERS 


BRIDGES, AMPLIFIERS 
‘ 95% 410% ( + 
2000** 4300°* sionss \boope*” 

30000°* 84000** 150000%* 2 


245000°* 250000 950000 
— SIZES, 30c EA. ASSTD.. 
¢ 0 


.10 FOR $1.89 
8500 


ABOVE SIZES, EACH 60¢....... 
5 


1 meg 2 + 

y 2 _— F 9.05 12 33 
1.579 3 10 20 

18 3 

ABOVE sizes EACH 390c N FOR $6.95 


VICTORIAN | VACUUM | =a 3 RESTRS. 
-83meg — Senep: 52 3.75 m meg, 
Pace ive @ $i, YEN’ ter... .$7.86 
ike PRECIS. 1Meg notte HN HV-WW 1.69 

W 2Meg/1/50f1% HV C 4.95 
LecTURE GALVANOMET! Hy 482145 


; 19.95 
WST & GE 0-150VAC/2'2"B’Csd New . 3.95 


HEINEMAN cencurs BREAKERS 


. $1.25 


-89 
SQUA RE D Feat! +o ed OGGLeE ‘Switen -69 
VIBROPLEX KE 
1-222 SIGGENERATOR. LN* es 
EEGS TELEPHONE TEST SET . .19.95 
WIRE AN iInsitd #10 Std flexible 100; : 
WIRE AN insitd 418 Std coe 1000ft F 4.50 


1N21,23,26 CRYSTAL DIO or 00 
THERMISTOR WE/D168391 My , 3fer 2.00 
THRMSTR BEAD WE/D170396/78c@ 3ter 2.00 

XTAL DIODE @ 31. oy woehen teed 4 


TENter 


T 
T 
mMIcCROSW z 


LEAF OR ROLLER 2fer 1.39 
microswi Plunger Type ser 1.39 
SAFETY SWITCH GE 69c se 1.00 
VOLTAGE REGULATOR all _RAVTHEON 
95-130V/60cy OUTPUT 115V/60w .$10.95 
V’REGULATOR Same 138-242 Vinpt/s0-60 cy. 
Output 220V/S500watts /.5% regulation $29. 
Same Unit & Transt Output 115V/5.5A 39.95 
PILOT LIGHT 1°&S6/115SV bulb... 2ter -98 


TRANSFORMERS 115V/60cy INPT 


7500V or 15000V"Deubler, 35ma . $15.95 
10800VCT or 21600V’DBLR/SSma 19.95 
3000V/10ma$4.50; 4000V/10ma ........... 5.50 
$000V/10masé. 95; 2.5V, 2 yf EP EE 4.95 
1320V/37SVCT/11 noe © hs 2. Sw/s.2sna 
6.3V/2.75A Cased HV i . 8.95 
2800VCT/650ma CA ASED THORDARSON . 14.95 


1350VCT/150ma,6.3V/5A,5V/2A UTC..... 6.95 
640VCT&1250V/250ma $4.95@... 


pt -+. 3.95 

vcT /4Sma,795VCT f+ rae th a 
pA DO c telly ced. 4.95 
CT/200ma TVET? 200ma, 120/3A.. 12.95 


2 
7. avers. SA,6.3VCT 3.75 
1000VCT /250mas4. 2%, *Tuse CHECKER,TR 2.49 
700VCT/150ma,10V/3.25A, 2. 5V/10A,& 
6.3VCT/2A,5V/3A,HVinsitd Cased 
KW TRAD 


KW 
Amp/1.8K WAute trans 
15 or 2300 /50-60cy rh AN 4A. 
L189 or 220 or 220 or 440V/190W 
2.SV/1.75A, 4V/6A/20KV. CASED. 
2.SV/1.75A, 6.3V/2A/20KV GE. 
Modulation Transf PP parastel 6i 


perer-) yy) 
Lal 
on 


aes 's/20000ehm lead HV. 

15-29Hys/150ma SWINGING 2.95 
12Hy/300ma $2. eT Ss 860 | wattiLNns 14.95 
1SHy/400ma or 20Hy/300 6.95 
3Hy/40ma/3ter$i; Obity/tebene. e ‘fer -98 
3Hy/400ma/15KV$2.75; 8Hy/200ma 2.98 
oy /150ma new U Cracked boy! Tea. -89 

NCH MOTOR 110V,60cy/1RPM CLOCK 
Synch MOTOR 10V/60c Switch 69c2fer 98 
AN DRIFT METER 8-5/E.K.Co used -98 
= so PRESSURE GAGE/AUTOSYNS 3.95 

AN, ot 3-17 G. eS SELSYN Rate ' level i trans- 
miter | ave EDCINDICATOR.. 1.98 

see oPOWERED TTELEPHON 

eee ore 19.50 


NEW WILLARD 
PLASTIC STOR- 
AGE BATTERY— 
NON SPILL BB54/ 
ER - 27 - 2/2 
VOLT /30 Amp hrs 
BALL Indicator 


E 
ables ‘‘TAB’’ 
SPECIAL $1.79, 
2 for $3.30; Bottle 


acid qt 95c; one gal (95 oz) R’Exp 
. $2.95 


PRE i gs 
STORAGE BATTERY 88206/U WIL LARD 
Nenspil 2V/26Am hrs. SPECIAL $1.25 


TWO For $7.25; Tt N FOR $10.00. 


COLLINS ARTi3 SPEECH AMPLIFIER & 
PARTS te Convert te Peak Clipper & Low 
Pass Filter includes data, were parts & am- 
a dedi ln SPECIAL $8.25 
PM Ti ‘NER 10 Tubes/87 to 109mc’s Hi GAIN «& 
SENSITIVITY COM 4." ~ wien TUBES & POWER 
SUPPLY ready to opera 0-5 
OSCILLOSCOPE 3° KIT Tubes & pat sup. 15.95 
C'TAB for 8.C. TM's & DIAGRAN 
BC221 or 211 TM $1, BC611 1.00 
Diags & Data converting: BC 378/BC348 e. sas 


SC R522/8C6244625 $1, ARC 5/27 -00 
BC375/348-SCR522-ARC5 Complete... . . 90 
SCR211 FREQUENCY METE LN®* 00 
SCR522 leas Tubes $9.95, with Tubes LN®. 18.95 
BC191/BC375 ete. One TU, less tubes LN®. 7.00 
BC212 Tank pease «& tubes & Dyn LN* 3.95 
SCR625 MINE DETECTO 18.95 


RADIO COMPASS RCVR 4337 R5 LN®.. 
oT 2456p0SC R274 MODULATOR less —_— 


be 456 with tubes $3 & Dynamotor LN* 
90-550KC LN®* 


BC453poSCR274 RCVR 


each . 
DYNMTR PE94A inpt 24-28V, OUTPT 300V 
260ma,150V 10ma,14.< 5A ¢ ‘omplete in & out 
filters, starting relay 4 SC R522 9.95 
Dynmtr DA3A C’above less filter & Rela 
Dyn DM4 inl2&24V/out 220/100ma&4 vy 
200ma 5.95 
DYN 28Vin/out250V /60ma 
DYN 124&24Vin/out275V/110ma&12V/ ita °M 
At 4 6Vin/out240V /100ma or 12424V /500/ 


DYN. 28Vin/540V /250m. Lea LN* 2. 
r 300V /4oma@ -69 


AN/ARN-5/BC733 RCVR/335me's less tubes 
LN®. ; 9.95 
$2 Min. order Fos N.Y.C. Add pestoge all eodeve 
and 25% depesit WOrth 2-72360. Send for catal 
Specialists in International Expert. Scheel, C 
lege & Industria! trade. Meney Back Guarantee. 


KIT SILVER & MICA CONDSRS_ 50 for $2.00 
KIT SILVER MICA CONDSRS 30 fer 1.50 
KIT CONTROLS 50-2meg AB POTS 10 for 7.00 
KIT RESISTORS 4 &1W,S0to2mes 100 for 2.50 
KIT VITREOUS WW RESISTORS 20 for 1.00 
KIT SOCKETS 25 ASSTD (8-7-5- 2.49 
KIT POWER RHEOS. 25 & SO Watt. 6 fer 3.49 
KIT ROTARY SWITCHES ASSTD. S$ fer its 
KIT G&P Tube Caps 4, %4, %«" $0 fer 1.49 
KIT COIL FORMS Thd'd smal! HF Su fer 1.00 
KIT IRON CORE SLUG & SCREW. S@fer 1.00 
KIT ELASTIC STOP NUTS ASST. 5@ for 1.00 
KIT LUGS LARGE RADIOElecT ypei0e for 1.98 
KIT LUGS SMALL RADIO T S00 fer 1.00 
KIT KNOBS ASSTD with insert... 25 fer 1.25 
KIT MOTOR BRUSHES ASSTD_ 100 for 1.00 
KIT SPAGHETT 5 Beovln Ass 75 fer 1.00 
KIT CERAMICON CONDSRS vASsT DIS fer 1.00 
KIT FUSES ASSTD BUSSm& 300 fer 1.95 
MIT GROMMET Mubber Nadie Asstiee fer ties 
EXT CORD Hvy Duty $J3/16 MAF 

gr 98 
COAX CNNCTRS PL259 or $0238 @ 35¢ PR. *63 
SWITCH SPDT 15000 V/5 Amp, ” 295 
TIME DELAY RELAY 115V/10 Amp/ACDOC. 1.48 


eG. oe. 89 
1L4 -98 


80 -39 
OC3/VR105 
° VT 127 10gTs 
OD3/VR150 . 
nae § a ° 2E22 i: 
, .59 28L 631P1/SN4 
2C26 39 : 
2C34/RK34 
2C40/446A 
; 88 


8 

872/211@ 

803 304TL 
« 


7@ 

505 715}@ - 
MAGINAL 

(a J 
DIHEPTAL 

@ 6 
2X2/HV @ 
MAZDA P.L 
44 


1619. as | 47 
1622/6L6M 49 y 

: 86 a 
1624. . NE20/51 .68 
1625. NE16/48 .25 
C’TAB MICROWAVE parts TUBES, KLY- 
STRONS, MAGNETRONS, “TAB” OTD TESTED 
TUBES except blown filaments & breakage. 


SELENIUM & COP-OX* 
RECTIFIERS 
eet WAVE BRIDGE TYPE 


Sopaaant PRICE 


@-108VAC.. ° s0vD 


“TAB” 
THAT'S A BUY 


February, 1948 


a wage. 2KN, Six Church Street, New York 6, N. Y.. U.S.A. ©® 
CORNER CHURCH & LIBERTY STS., ROOM 200 


“TT ARB” 


os * o THAT'S A BUY 
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INDUSTRIAL & ELECTRONIC 
POWER SUPPLY EQUIPMENT 


TRANSFORMERS 


morn ~~ T-103—Voltage regu- 
lator Transtat, Ameri- 
can Transformer Co 
& pec 29145. Max. KVA 
output 11.5, 50/60 cye 

Psy 100 am or 
230 V ‘io amps. $75.00 
Net Wt. 134 lbs. Dim, 


rf (Encl. 8” shaft ext.) 


T-101—Plate Trans- 
‘ormer, Amertran Spec. 29108. Primary 115 V. 60 
eye. 10.4 KVA. Secondary 17600 V. .520 amps. 
OP Res Mn dit dheewedsadncaonseanéseioun $65.00 


a, we 500 Ibs. Dim. 1% W x 15%" D x 41" H. 
U. A. 


T-102—Filament Transformer, 
Ameriega Transformer Co. Spec. 
29106, pe WS .050 KVA, 50/60 
ore. Kingle phase, 35 KVA test, 12 

D.C. operating Primary 115 
- “nae 5 V., 10 amps with in- 
tegral standoff insulator and socket 
jor No. 371, 872, ete. rectifier 
tubes 


Bet Wt. 15% wt Dim. 6%" W x 
PD x 12° i. 


T-104— Voltage Tran- 
stat, American Transformer Co 
pec. 29144. 115 V. 60 cye. Max 
KVA .25 single phase, voltage range 
103-126 volts; max. amps 2.17 (for filament voltage 
PP kahenineenndsddceeniewisanaiskeend $9. 


Net Wt. 15 Ibs. Dim. 5” W x 11° Dx 7!4” H. O.A 


CHOKE COIL 


f-106—Amertran Dise. Type, cification No 
29107. Line volts 15,000 V. D.C. errors frequency 
120, 149 ohms resistance, .20 D.c. amps at 900 
henrys 43.% ripple, .52 amps D.C. at 25 henrys 48% 

PE aR4SGh Wie eneednidackenekdekeneonuns $42.00 


Net Wt. 280 Ibs. Dim. 17” W x 12” D x 3114” H. O.A 


CAPACITORS 


C-107—G.F. Capacitor Cat. No. 14F59 or Westingc- 
house Inerteen, 1.0 mdf. .25,000 V. D.C. $36.00 
Net Wt. 65 Ibs. Dim. 1414” W x 844" Dx 15° H. O.A 
C-132—Aerovox, 16 mfd. 600 volt, D.C. Oi’ filled 


RELAY 


RC-115—R.W. Cramer Co. Time Delay Relay 
Type TD2 1208, 1 min. interval, 115 V. 60 cye 
5 He motor drive. Contact rating 10 amp 
115 V. single pole, normally open...........$4-95 


METERS 

M-144-5—R.W. Cramer Co. Running Time Meter 
—3". Type RT2H, 115 V. 60 eye. Flush mount- 
BBecccccccscccscocccecccece Sd woccececcese $5.95 
Net Wt. 1 Ib. 
M-141—Weston Model 476—3’, 0-130 V. A.C. volt 
meter, flush type, calibrated for steel panel mount 
IB occvccccccccccccccccesceos eeerccccccess Me 
Net Wt. 1 Ib. 

M-140AB—Weston Model 476—3” A.C. Ammeter 
3 amp. full scale, calibrated 0-120 amps, flush mount- 
ing, With 40/1 CUFFeMt CFAMS...cccccccccccece $8.50 
Net Wt. 3 Ibs. 
M-146—Weston Model 476—3’. Stamens voltage 
indicator, 0-130 V. movement with 115 V wre 
i.ush mounting, calibrated for steel panel... .$3.95 
Net Wt. 1 Ib. 
M-143AB— Weston Kilovoltmeter—3". Mode! 301 
<0 KV. @ 1000 ohms per volt, flush ty, pe. calibrated 
‘or steel panel mounting, with 20 meg. 20 KV Weston 
resistor complete with clips and Loaded insula- 
WTB cccccceveccocececoecccoeoscesoscoese $18.00 
Net Wt. 4 Ibs. 
M-142— Weston Model 301—3’. D.C. Milliammeter, 
0-800 Ma., flush type, calibrated for steel panel 


SEGe Coes eCeaseesneoRsS $12. 


MOURUIRE sc cvccccccccocecsccece coccccccec ce Seeee 
HEATERS 

H-149—Chromolox amp heaters, 300 ws 115 V. 

oR een aaa ...$1.00 


MOTOR AND BLOWER 


MB-156— Motor blower unit, Mfg. by Champion 
Blower Co. Cat. No. O-CE, direct connected. 4” 
inlet, 4” exhaust, 1/20 H.P., 115 V. 60 cyc. 175u 
R.P .M.C apacitor motor 


POWER SUPPLY 


RA-38) 115 V., 60 cyc. jn 
put, adjustable output O- 
15,000 V. A.C. or D.C. 
500 Mils Shipping weight § 
SO Se cesecnaes $209.00 


Ali merchandise in “as new” condition. Add approximately 20° 
to net weights for estimated shipping weights. Terms are 30°; 
with order, balance C.0.D. All prices t.o.b. Los Angeles 
Warehouse. 

Write for additional detailed intormation on any of the sbove 
items and for special quantity discounts. 


1527 E, Los Angeles 
Seventh 21, 
S‘reet California 
108 


RF OUTPUT 
66 : 9006 6SL7 -— Gare 
RF MOLOER AF INDICATOR 
M!xXER RECTIFIER - TUBE 


+ it 


6AK6 6SN7 

RF AUDIO 
OSCILLATOR OSCILLATOR ‘in 

Fe TRL 

RF OU UT. 62 

Fira }Fi-F2 
66 9006 6SL? af 6ar6 

RF AF INDICATOR 

_— RECTIFIER ae TuBE 


iz tL 


6AK6 6Aané 6acs 6SN7 
RF oe REACTANCE avec 
OSCILLATOR OSCILLATOR 3) MOOULATOR OSCILLATOR 
6SN7 AUDIO SWITCH buteur 
AUDIO evar 
OSCILLATOR 400 
Audio 6SL”? 
ATTENUSTOR AMPLIFER 
+ 
60%, ar 
ExT 
AUDIO ] (C) 
INPUT 6ar6 
INDICATOR 
RF OUTPUT 
OUTPUT €3 
| FIF2 Fiz 
6U6 9006 6SL? ae 6AF6 
| RE NO'CATOR 
MIXER RECTIFIER AMPLIFIER TIRE 


ee i 
6AK6 6AK6 
RF CRYSTAL 
OSCILLATOR OSCILLATOR 


Fig. 5. Block diagrams show functional operation of the various segments 
that make up the signal generator. (A) Amplitude modulated output; (B) 
Frequency modulated output; (C) Audio system: (D) R.f. and crystal output. 


lem of extending deviation on the gard to linearity or amplitude modu- 
higher frequencies. A second impor- lation. By limiting the 10 mc. devia- 
tant advantage gained by this method _ tion to a relatively small swing, total 
of operation is the reduction of ampli- amplitude modulation never exceeds 
tude modulation which is usually 10% and deviation linearity is excel- 
brought about by attempting to obtain lent. A high “Q” series-resonant trap 
excessive frequency shift without re- (C:;— Lu) inserted in the plate cir- 


Fig. 6. Top of chassis view with cover plates removed. Brackets left to right are: audio; 
crystal oscillator, FM oscillator and reactance modulator; and variable oscillator. 


RADIO NEWS 


IR¢ 


BUY from ~bmericaa STOREHOUSE of QUALITY PARTS 


inc VOLUME CONTROLS 


4000 ohm wire wound midgets os 
manufacturers close out — 4%" shaft 
mn cH — list $1. 25 — over 90% off. 


1c 


OUTPUT TRANSFORMERS 


Clean stocks—long leads — 
mounting feet — made to fit 
where you need them. 

For 6F6-6K6—- to 4 ohm voice 


IRC SEALED 
Box of 252 


24.95 


coil— size 2” x 154"-x 1%" 
50L6-35L6- 25L 6 to 4 » »*hm voice 
coil 1354" x 15% x 13 


49¢ 


Specify quantity of each type 
you need at 


MULTI-USE WIRE 


An old favorite —-back again! 
Stranded No. 22 tinned wire — 


glass “ROCK BESTOS” 1000 volt 
insulation—fireproof aircraft wire 
~a wartime development — at this 
low price you can use the best, 
100 1000 
feet . 45¢ feet 


MODEL 451A 
AC-DC 
Volt-Ohm - Meter 


A dependable instrument 
of wide utility — sensitivity 
1000 ohms per volt. 
Ranges: Volts AC, DC, 
and Output Ranges 
0-10/50/100 /500 /1000 
Ohms full scale, 500,000. 
Ohms center scale. 7200 


NET complete with batteries 


1490 


MODEL 312 
Volt-Ohm — 
Milliammeter 
Aneconomy pocket meter 


featuring a 2” moving 

vane meter 

Reads: AC-DC volts, 
0-25 /50/125 /250; 

Mills AC-DC, 0-50; 

Ohms, 100,000; 

mfd. .05-15 


Jacks provide range 


675 


selection 


NET Complete with cord and plug 


JEWELLED PILOT 
LIGHT ASSEMBLIES 


®@ Miniature bayonet socket 
® Mount in 1” hole 


from front 


@eLamps removable 
@ Available in red, green, or am- 
ber — quantitieslimited — order 
List Price $1.30 
At RSE'S 85% off -— you 
Back again — by popular demand! 
ant tone and volume to “‘sick"’ changers! You'll 
need all three items — sell your customer a 100% 


of panel 

now 

, 19% 
At last! All the parts you need to restore brilli- 
reconditioning job — 


Selenium cell only, no holder $1.80 
Sapphire needle only, no mirror $1.20 
Special original equipment lamp 27¢ 


RECONDITIONING KIT—all three 
above items — postpaid — special at 


RADIO RULE 


Here is a clear 6” plastic rule—a 
necessity for radio students, 
draftsmen, hams, all who desire 


cleaner, more precise work, 35 


Nationally advertised at $2.00. 
Order yours today postpaid only 


February, 1948 


129 SELDEN AV 


— 


shaft, 


purpose 


quality seal of 
Full range of 
10 M ohms 
15 M ohms 
25 M ohms 
50 M ohms 
100 M ohms 
250 M ohms 
1 Meg. ohms 
2 Meg. ohms 
$00 M ohms — 


2” long - 
replacement 
boxed in our c 


LOWEST PRICES 


KAVIU SUPPLY & 


ENGINEERING CO., Inc. 


MICH 


E DETROIT 


VOLUME CONTROLS 


Our own private brand — made 
by a nationally known manu- 
facturer— you have this same 
control on your shelf now — the 
same kind that net fer $1.09! 
Standard noise- free carbon co n- 
struction — %"* bushing 
complete with. switch. Ideal all 
control — individually 
olorful carton carrying the RSE 
approval 

sizes—with attached switches! 


59 cach 
55.00 


100 for $35.00 


per 100 
assorted 


less switch 39c ea. 


IRC 1 
IRC 


O MEG. “2 WATT. 


type BTS 10 Meg. 'o Watt re- 


sistors — manufacturers close-out — 


clean stock — how can 
you pass them upat 


Model 332 


case 


round metal 


clamp. 


lite case. 


Model 231— 0-150 A.C. 
round flush mounting bakelite case. 


Model 233-—0-150 A.C. 


Model 221-—0-30 D.C. 
round flush mounting bakelite case. 


Model 324- 0-400 D.C. 
round projection 


Model 331-0-30 A.C. amps.— 3’ 
round flush mounting bakelite case. 


Model 322-0-150 D.C 
round flush mounting black brass 


case 
Supply limited— order now — list 
models you desire. j 


‘Wwpun] PANEL METERS 


Panel meters by Triplett! Top quali- 
ty instruments — new “boxed — five 
popular types— priced right — your 


chance to get those meters you've 


always wanted, 
— 0-150 A.C. volts— 3’ } 


round flush mounting black brass 


volts — 2” 


volts — 2” 


case—less mounting 


volts — 2” 


Ya 


EACH 


volts — 3” 
.aounting — bake- 


volts — 3” 


] 


SEND FOR FREE CATALOG a 


DEMAND 
SEAL OF QU 


THIS 


ORDER 
INSTRUCTIONS 


Include full remittance 
with orders of $3.00 or 
less. Include 25% de- 
posit with all C.O.D 
orders of $3.00 or more. 
All shipments sent ex- 
press collect if postage 
is not included. Prices 
subject to Com — 
out notice. BE SURE 
TO INCLUDE SUF. 
FICIENT POSTAGE. 
EXCESS WILL BE 


ALITY REFUNDED. 


v 


SPRAGUE 
5 mfd 300 Volt 


That's right - genuine Sprague 
condensers—m anufacturers 
close out—new fresh stock — 
size %" x 24"—tinned leads — 
all guaranteed 


NET EACH 10 FOR 


6c 4% 


PHONO PICKUP CRYSTALS 


Standard types — Set Manufacturers close- 


out-—all Guaranteed 
Shure P30 — Shure's newest and 


finest— osmium tipped perma- 
nent needle —1.8 volts output — 


fits standard mounting holes. 
List Price $7.50. You pay us 
SHURE P93 —- W57A — pintype 
terminals — % oz. pressure, 1.6 
volt output — 5000 cycle cutoff. 
List price $5.55 — our Special 
Astatic L-70-new postwar de- 
sign — solder terminals-1'4 oz. 
pressure —1 volt output — 4000 
cycle cutoff. List price - $5 - 
we quote you 


Astatic L75-—another new 
type-1'% oz. pressure —.75 
volt output — 6000 cycle cut- 
off. List price $5.55 — 64% « 


ASTATIC L40—The prewar 
favorite — used in millions of 
phonographs — solder termi- 
nals — 1 '4 oz. pressure —.6 volt 
output -4500 cycle cutoff. 
List price $4.45 — your cost 
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RESISTANCE LINE CORDS 


Standard 3 terminal 135o0ohm 
AC-DC cords -— sturdy con- 
struction, flexible —5 4’ long 
complete with plug - for sets 
having approximately 69- 
75.2 volts drop in the fila- 
ments. Regular list price 1.17 


Only 33c 


AEROVOX 8/8/8 -— 450 


, 


rst OZ4 TUBES 


Genuine Aerovox triple 8 
mfd.- 450 volts— inverted 
screw mounting — insulated 


x 4°-6" 
List price 
one time only at 89c 


aluminum can 114" 
insulated leads 
$4.25 


New, guaranteed, made by 
the only maker of OZ4's. 
Buy now! Hit that car radio 
business hard —$2.20 List 


— 60% or more off — limited 
quantity. 

Ege crate 79 00 
of 100 ° 


In colorful RSE 
box at 88c ea 


AEROVOX — SOLAR 
PAPER TUBULARS 


\ Genuine name brand paper by- 

* passes! New, fresh, full capacity 
standard merchandise — not sur- 
plus — all guaranteed! Check the 
list prices-our low nets—no 


.* 


need to figure the discount — 
buy’em now, they've hit bottom! 
, List Net , 

Mfd Volts Price Each Per 100 
01 600 30c 10c $ 9.15 
.02 600 30c lic $ 9.95 
-05 600 40c l4c $12.95 
-l 600 45c 16c $14.95 

Quantity Prices not assorted. 
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ASSEMBLING COIN RADIOS 


Thousands of dollars have been made 
during the past year by wide awake radio 
amateurs who have installed coin radios 
in Hotels, Hospitals, Motels and Tourist 
Cabins. 
necessary. 


» . Average Profit 


‘\ $25 Per Set 


If Sold Outright 
Much More ##-Qperated ona Rental Basis! 
We supply complete chassis with 6 tubes, 
quarter coin slot and one or two hour 
timer ready to place in walnut cabinet. 
Furnished with foolproof lock and coin 
box. Fill out order blank and mail to: 


Great demand—No experience 


f 


Steps 


EICHEL ELECTRONIC CORP. 


EVANSVILLE 8, INDIANA 


EICHEL ELECTRONIC CORP. 
EVANSVILLE 8, INDIANA 
No. ___ PLEASE SHIP ME 
Cabinets with | 
lock @ $6.75 


| 6 Tube Chassis | 

| @ $18.65 —_ 

5 Tube Chassis (including 
plastic auxiliary case) 

_@ S$ 16.50 : 

| Timers @ $6.50 

I understand either of the above chassis with 

the 


the timer and cabinet include all of parts 
for your latest model coin operated radio. 


Amt. 


Name .. 


Street NO. ..cccseccecesseesssssssgpeses 


City and State... wc ees rere cece essescess 


a SENDING 


OE gecewinc PEE 


\ 4 SD 


GET HIGH SPEED WITHOUT 
NERVOUS TENSION 


Amazing Book shows how “crack” operators 
rely on something besides practice to develop 
high speed and proficiency. You can learn 
code or improve your present eiticiency in 
sending and receiving by the same system 
that has made code champions and radio tele- 
graph experts. Send for 52-page book. It is 


free. CANDLER SYSTEM CO. 
P.O. Box 928 Dept. 2-B Denver, Colo. 
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Fig. 7. Under chassis view. Bracket containing 9006 r.f. rectifier and 6J6 mixer 


tubes is shown to the right of chassis. 


Shield cover has been removed to show 


a.c. line bypass condensers (top left) which suppress r.f. leakage to power cord. 


cuit of the FM oscillator effectively . 
removes the 10 mc. component from 
the 20 and 50 mc. output signals. 

A low temperature coefficient crys- 
tal with a fundamental frequency of 


one megacycle is employed in the 
6AK6 crystal calibrator unit. The 
generation of a high order of har- 


monics is enhanced through the use 
of a fixed-tuned, high L to C screen 
circuit and an untuned resistive plate 
load. By placing the output selector 
switch in the “R.F. + XTAL” position, 
both crystal and variable frequency 
oscillators are energized, thus permit- 
ting rapid checks on the calibration of 
the variable frequency oscillator every 
1000 ke. Amplitude modulation of the 
crystal oscillator is variable from zero 
to in excess of 100% and may be ac- 
complished by either the internal au- 
dio oscilfitor or an external source. 

The audio frequency generator con- 
sists of a 6SN7 dual triode functioning 
in a modified Wien bridge type oscilla- 
tor. Excellent wave shape and linear 
output can be obtained from this type 
of oscillator, as evidenced by a total 
distortion figure of less than 5% and 
output linearity within +2 db. over 
the designed frequency range of 100 
to 12,000 cycles. Rated audio output 
is approximately five volts across an 
optimum external load of 20,000 ohms. 
An audio switch (S,) permits selection 
of four audio voltages: 1. 60 cycles; 
2. 400 cycles fixed; 3. Variable (100 to 
12,000 c.p.s.); and 4. External. 

The standard 400 cycle frequency 
used in the majority of audio and 
modulated r.f. tests is included in the 
audio switch positions to facilitate 
rapid and accurate resetting to a 
standard reference frequency. Audio 
voltage is always available at the au- 
dio output jack regardless of the posi- 
tion of the master output selector. 
This feature is of importance in many 
visual alignment operations which re- 
quire simultaneously a frequency mod- 
ulated signal and an audio voltage of 
the same frequency as that used for 
modulation. 

The output indicator circuits employ 
three tubes; a 9006, a 6SL7, and a 
6AF6G, which function in the follow- 
ing manner: A small portion of the 


r.f. voltage developed by the variable 
frequency r.f. oscillator is rectified by 
the 9006 high frequency diode. The 
rectified voltage is amplified by one 
section of the 6SL7 dual triode and 
then applied to one half of the 6AF6G 
dual indicator tube which is calibrated 
to reach zero shadow angle with an 
r.f. output of approximately 25,000 
microvolts on the calibrated r-.f. out- 
put jack. The second section of the 
6SL7 rectifies sufficient a.f. voltage 
from the audio oscillator to actuate 
the second half of the indicater tube. 
The two sections of the 6AF6G are 
calibrated to indicate the following 
operating conditions: 1. 30% ampli- 
tude modulation; 2. Specified fre- 
quency deviation of the FM oscilla- 
tor; 3. Audio output of 1 volt across 
an external load; and 4. An r-.f. out- 
put of 25,000 microvolts on low jack 
(max. output is at least % volt on 
any frequency). 

The r.f. output voltage is regulated 
by a five step decade resistance net- 
work and a constant impedance “L” 
pad which permits the cathode load 
of the 6J6 mixer to remain constant 
regardless of attenuator control set- 
tings. Output impedance at the ter- 
mination of the r.f. cable varies be- 
tween zero and fifty ohms depending 
upon attenuator settings. A 100 ohm 
resistor housed in a shielded compart- 
ment at the end of the r.f. cable (R») 
serves as part of the attenuator net- 
work and reduces cable resonance ef- 
fects at high frequencies. Since losses 
in ordinary low capacity microphone 
cable increase rapidly at the higher 
frequencies, a polyethylene insulated 
coaxial cable is employed for the r-f. 
output lead. Twor.f. and one a.f. out- 
put jacks are located on the front 
panel together with an a.f. input jack 
for the insertion of external audio 
voltages. 

For ease and speed of operation, all 
controls are calibrated directly on the 
front panel, thus obviating the neces- 
sity of reference to charts or tables. 
Especially useful are the audio at- 
tenuator calibrations in decibels (0 to 


60) and the variable audio fre- 
quency calibration in kilocycles (1 
to 12). 


RADIO NEWS 


RADAR 
AIRCRAFT 


Communications" 


AMATEUR 
INDUSTRIAL 


INDICATOR BC 704 A 


Part of Radar Set $CR 521. Makes an 
foundation unit for a high gain scope. 
3—6H6, and I— 


indicator, 
excellent 
Has following tubes: 4—6AC7, 


5BP1 CR tube. Comes enclosed in metal shield. 

New, with all tubes, less power supply. With wooden 

carrying case 17.50 
SPECIAL 


Transformer tosupply filaments 
of equipment using 12-volt 
tubes. Input: 117 V 
Output: 26V @ 2A 1.50 


POWER TRANSFORMER 


Pri.: 117 v., 60 cycles. Sec. 330-0- 
330 v. @ "85 ma. 5v. @ 2am 


yr. @ 7. 

amp —y Ox4 433% ". Weight: 

a 9% Ibs. a $1 
Power ae eee 

70 V CT @ 60 ma.; 6.3 V windings @ 1.65A 

and5V @ 2 A—Primary: 115 V Sto saue Cy. 

PLUS a 6 Hy. 50 ma. choke. Both ... $1.75 


FILAMENT TRANSFORMERS 
All Primaries 117V, 60 Cy. 


e No. 5126: 5V @3ACT,5V @ 3A CT, sve... 
y No. $100: 63 CT @ 1.2 A, 5000 volt test = 
a No. pa feo! .6A,6 N¢ CT @1.5A. 1.40 
No. UX 6899: ves Abe 5 5.5 A 29,000 V 
p test ; EEE PE Pe ETT. 24.50 
| CHOKES 
“ 6Hy @ 150 Ma.... ae 
7 6 Hy @ 300 Ma. 
Hy @ 800 Ma., 7 
| ual Choke, 7 Hy 5° OC ) Ma e 
1 Dual Choke, 7 @ 75 Ma., ti Hy @ 60 Ma.. 1.50 
8.5 Hy @ 125 Ma. 1.50 
) 25 Hy @ 65 Ma. . 1.10 
» POWER SUPPLY FOR SCR-522 
» Power Unit type 15. Input: 12 v.d.c. at 30 amps. Output 
300 V. at 260 Ma., 150 V. at 10 Ma., 14% V. at comes. 


Contains relay, Siters, etc. Totally enclosed Size: 13 
8x5". New, complete in wooden carrying chest $7.49 


MICROWAVE PLUMBING 
; 10 CENTIMETER 
Sand Load (Dummy Antenna) wave 
guide section with cooling fins, 
app. 23° high. $28.00 
Rigid Coax Directional Coup- 
ler CU-90/UP 20 DB drop 
a sbort right angle, about 


5.50 
Waveguide to flexible coax 
coupler (RG 18 U), with 
flange. Gold plated. App 
10° high (as shown)... 17.50 
Rigid coax slotted section CU- 
60/AP .-- 8.00 
Stub-supported rigid coax, 
gold plated, 5’ lengths. Per 
5’ length 5.00 
10 Cm. McNally cavity. Silver Plated. Type SG 
Each ; ee 
Crystal Mixer, * Band. Complete with Type 
‘N” fitting ont IN22 crystal . 3.85 
10 Cm waveguide. 5’'9° choke to cover 
Pe Gs esenesesarcvecenace .. 12.00 
Per CHE GS 6 GN nc bcc ccescsccececeses 45.00 
3 CENTIMETER 
Wave Guide Sections 2.5’ long, silver plated with 
choke flange $5.75 
Wave Guide 90 deg. bend E Piane 18” long. 4.00 
Wave Guide 90 deg. bend E plane with 20DB 
Sc tck crane vente saaduenan 4.75 
Wave Guide 18” long *’S”’ curve 2.00 
Rotary wave guide in/out choke to choke joint. 6.00 
3Cm wavemeter Maquire 1539TFX 15.00 
3Cm _ stabilizer cavity, tunable transmission 
type. Model 1551 (TFX 11 GA . 20.00 
3Cm waveguide. 14x". 15 ft. lengths avail- 
able. Per ft. . 2.80 
Waveguide 2.5’ long, silver plate, 180 deg. bend 
choke to cover : 5.95 
Duplexer Section using 1B24 10.00 
CONNECTORS 
UG 21 . Type “N”" Male : > .65 
UG 86 . Gold Plated. . ~ 85 
COAX CABLE 
RGYL51 ohm Silver Coated per ft. $ .07% 
RG8U 52 ohm. per ft. -04'5 
COAX Connectors, Amphenol Loss type 
831R, S31AP ea -27 
831F ea 45 


DON’T MISS THESE BUYS! 


Cathode Ray Tubes 
Cs $1.25 ae $1.60 
ES 1.20 i iivs<éhensecede 1.20 
ean 1.75 5JP2 4.00 
Rectifier Tubes 
872A $1.00 705A $1.25 
SPECIAL SPECIAL 


1619 TUBES. Same characteristics as 6L6, but 
uses only 2.5 volts for filament. A steal at this 
price 5 for $1.00 


DYNAMOTORS 


’k 73 CM. Power 
supply for BC 375 
ae, 28 VDC, 
Out : 1000 VDC 
@ ony ‘Ma. Start- 


ete 

BD 77khM 
supply for BC 191 
Input 14 VDC 
Output 1000 V Dc 
@ 350 Ma. New, 


with spare fuse 
links, ete $5.95 
PE 101C Input 
13/38 VDC @ 12.6/6.3 A. Output: 400 VDC @ 
135 Ma., 800 VDC @ 20 Ma (9 VAC e. = 
. , 49 
(Mfrs.: Write ~4 quantity prices and Discounts 
on above item 
PE 86 Input: 28 VDC, Output: 250 VDC @ 
50 Ma. Westinghouse . 1.69 
PC 77, Input: 12 VDC. {Output 275 VDC @ 110 
Ja. VDC @ 50M 3.25 


DAG ‘33A; pope: 18 VDC @ 3.2 A, Output: 450 


VDC @ 2.45 
DM 33 A, Input: 28 VDC @7 re Output: 540 

VDC @ 250 Ma. Power supply for modulator 

for SCR 274 N 3.95 
Dyn. Model 23350. Input a VDC @ 175 A 

Output: 285 VDC @ 75 M 1.75 
DM-21: In 14 VDC 3.3A Out 235 VDC 90 Ma. 

with filter... 2.59 


BC 1267 TRANSMITTER AND RECEIVER 
NEW 1 KW 
pulse oscillator 
on 154 to 186 me 
Can be con- 
verted to CW or 
Voice operation 
on 144 to 148 me 
band. Receiver is 
a superhet with 
2 stages of RF, 
5 stagger tuned 
IF stages. Plenty 
of room on 
chassis for addi- 
tional changes 

$75.00 


with tubes. New 
POWER SUPPLY RA 105 A 
Operates on 
itz v 60 
i Out- 


put voltages: 
2000 V DC, 


>4u.u"0 


New, compiete with tubes 


INDICATOR 1-221. NEW. Remote antenna 
direction controller and indicator, using 2 selsyn 
motors. 360 deg. rotation. Operates on 117 VAC, 
60 c.p.s. with tubes. New 

Mounting rack (FM79%) for above 3 units with 
blower, APX size 4x2x2’ 

Control unit BC 1073. Consists of pulse gener- 
ator, and a wavemeter which measures fre- 
quencies from 150 to 210 me. The pulse 
generator makes an excellent square-wave 
generator with variable pulse-widths. The 
wavemeter can be modified into a UHF oscil- 
lator. 117 VAC, 60 c.p.s. operation 

ANTENNA, AN 128 A. NEW. 2 parallel vertical 
dipoles working against a square reflector 
Impedance is 50 ohms. Broad band pass 
Makes an ideal antenna, with high gain and 
directivity on 2 meters APX 5x4’ 

Complete Set RC 148 Xmtr and Reevr BC 1267 
and power supply RA, 105. Both units with 
tubes, used, in excellent condition 


COMPLETE TRANSMITTER AND 
RECEIVER RC 145 

wC 1267 RA 105 A, Indicator I 221, may be 

operated as independent units, or the com- 

plete set of components combined to form a 

unit may be purchased at this special price— 
with mounting rack FM 79 

Govt> cost $5000 


$50.00 
35.00 


50.00 


47.50 


190.00 


All merchandise guaranteed. Mail orders promptly filled. Ai prices, F.O.8. New York City. 
Send Money Order or Check. Shipping charges sent C.O.D. 


COMMUNICATIONS EQUIPMENT CO. 


131 N. Liberty St., New York City 7, N. Y. 


Digby 9-4124 


TUNING UNITS 


From TCE and GP-7. 
Ideal basis for ECO 


Ranges: B 800-1500 ke, 

C 1.53 me, E 4.525-6.5 ‘me, F 6.2-9.05 mc 
Sc ccccensaakekaaeein $2.70 
Units B or E. Each............ isecdas 2.00 


PULSE TRANSFORMERS 


All Standard Name items 
GE Ne. K2731 


Repetition Rate: 635 PPS. Pri 
Imp: 50 Ohms, Sec. Imp; 450 
Ohms. Pulse Width: 1 Micro- 
sec. Pri. Input: 9.5 KV PK 
Sec. Output: 28 KV PK. 
Peak Output: 800 KW. 
Bifilar: 2.75 Amp... . .$19.5@ 

Type G.E. K2450A will 
receive 13KV. 4 micro- 
second pulse on pri. 
secondary delivers 14- 
KV Pe power out 
100KW GE.... 


netron Input transformer w. E. 


Hi Veit. M 
No. D-166173 with cooling fins....... 


12.00 
— 5 cases Raytheon Pri. 4 KV. 1 sateroesconé 
6 KV. 16 ames. Fil. pri. 115v ee ee. 
ot 4 nae 
Hi Volt aout pulse Transformer W.E. No. 
RE NS. IE IR 
Pulse Input, line to Magnetron. G. E. K2748A. 
Utah Pulse er Blecking bse Trane 
former Freq. limits 790-81 cy—3 vie 
turns ratio 1:1:1. Rk. 14x14 xl'*¢"*.. 75 


15.00 


9.95 
12.00 


ee 
MICROWAVE ANTENNAS ~ 


Relay System Parabolic 
refleetors approx 
range: 2000 to 6000 = 
ae Dimensions:4.-15'x 

New $8 

a 5.0 = 

TOY ‘‘Jam’’ : == 
Radar rotating 
antenna. 10cm 

30 deg. 

115V AC drive 
New . $100.09 

SO Surface Search Radar rotating antenna, 
10 em. 4 complete with drive and 
selsyn motors. New osee 98.080 
Used. . 45.00 

3CM ANTENNA WITH DISH. 1436". Cutler 
Feed horizontal and vertical scan with 28V 
DC drive motor amdgirive mechanism. Com- 

Se Be esa0s Pees adacedbwkhadeGasadee 65.00 

AS 125 APR Cone antenna, eoeepeuppertes, 
with type “N" connector 

10 CM horn, rectangular -to equare-to circular 
RF assembly ending in horn, radiating circu- 
larly polarized beam. Wave-guide ——, com- 
plete with flange , . 

Parabolic Peel Radiation pattern 
deg. in horizontal, 33 deg. in vertion 


4.50 


35.00 
prox. 25 


planes.. 26.00 


MICROWAVE TUBES (Magnetrons) 


2332 (10 CM.) ....$15.00 _ eae $15.00 
Magnet for,2J32 8.00 a ° 
2338 with magnet. 25.00 a4 teeeeeeoe . 

2355 with magnet. 25.00 2527. a Peeiceay xe 

3331 (1 CM.) 17.50 eS 
Magnet for 3331 8.00 W.E. 700A(L band) 


W.E. 720BY (8S band) 1000 KW............... 
Klystron, 2K25-723, AB....... 


MICROWAVE TEST EQUIPMENT 


Wave guide experi tal kit. Const of: One 
direct-reading wavemeter, app. 2600-3400 
me. (cavity type); One dummy load w/crystal 
probe. One line stretcher, full wave; two 
wave guide to RG 18/U coax couplers; two |’ 
sections w/flanges. Complete... 

10 CM ECHO BOX, complete with micrometer 
adjust cavity and resonance indicator. Type 
TS 238/GP. With calibration chart : ‘ 

10 CM WAVEMETER. Model “SL”. Microm- 
eter adjust cavity with micro-ammeter res- 
onance indicator. Includes 115 VAC opera- 
tion converter section. In grey metal carrying 
case, complete with cables and spares. Made 
by Western Electric ° 
W. E. 1138 A. Signal generator, 2700-2900 Me. 
range. Lighthouse tube oscillator with attenu- 
ator and output meter, 115 VAC input, reg 


$250.00 


105.00 


135.00 


power supply. With circuit diagram $0.00 
SPECIALS 

lv Om. RF acho? Consists of: SO Xmtr.-re- 

ceiver using 2J27 magnetron oscillator, 250 

KW peak input. 707-B receiver-mixer. . $150.00 
Modulator-motor-alternater unit for above. 75.00 
Receiver rectifier power unit for above. . 25.03 
Rotating antenna using dipole feed and = 

bolic reflector. New Less Hood . 75.00 

Used 45.00 
RT39APGI15 l'ransmitter-receiver Lighthouse 

tube oscillator, 56 KW APP. 2700 Me. opera- 

tion Witb lighthouse an R tubes. . ; 100.00 
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Night Scene on Broadway, New York City 


We teach Neon Tube 
Bending, Color Gas- 
sing, Neon Glass Blow- 
ing, Cold Cathode 
Lighting, other 
important 
branches. 


Executive Director 
Acme Neon Institute, Chicago, Hl. 


Cc. C. *Blakely, 


Today’s wide open field for ambitious men who 
want to make good, steady money is the color- 
ful, profitable, exciting business of Neon sign 
construction I'll train you for a highly paid 
place in America’s most fascinating industry. 
Learn Neon Tube Bending, Color Gassing, Neon 
Glass Blowing, Cold Cathode Lighting, Bom- 


barding, other important branches of this great 

and growing art. Rush coupon for interesting 
- os 

folder, “Your Big Opportunity.” 


Coast-to-Coast Opportunities 


We're getting calls for Acme Trained Men 
from coast-to-coast. Today beginners have a 
once-in-a-lifetime chance to master an art and 
learn a profession that will pay big dividends 
for life. Our practical, intensive 500 hour 
course prepares you for thousands of BIG 
fine job, or in busi- 


MONEY opportunities in a 
ness for yourself. 


Train Under Experts 


Acme Training in 
Neon is under the 
supervision of ex- 
perts, masters of 
the trade, who teach 
you all the short 
cuts, tricks and lat- 
est methods. No ex- 
perience needed. We 
assist out-of-town 

“ students in getting 
LEARN BY DOING. Photo Comfortable rooms 
shows og bending 4t reasonable rates. 
Neon Tube. Training covers + as 
Color Gassing, Cold Cath- Acme Training Ap- 
ode Lighting, Bombarding, proved | under the 
other important branches. G.I. Bill of Rights. 


ACME NEON INSTITUTE 


1648 West Van Buren St. Chicago 12, IlL 


FREE FACTS # 


: Acme Neon Institute I 
| Dept. B-7, 1648 West Van Buren St. | 
| Chicago 12, Mlinois | 
| Send at once the FREE FOLDER, 

“Your Big Opportunity,”’ plus full | 
| facts on how you train me for a | 

highly paid place in the field of 

Neon, | 
} WAGES ccccccccccccceeoececeseccoseeses | 
} Street eT T TT TTT TT Te eT TT CCT CT 7 
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Fig. 8. Sketches of typical oscilloscope response curves obtained when signal gen. 


erator is used for visual alignment. 


(A) For single FM i.f. stage on 10.7 mc., (B) for 


two if. FM stages on 10.7 mc., (C) for entire i.f. channel (FM, three stages) on 10.7 
mc., (D) for proper alignment of discriminator and (E) for two stages of 455 kc. iif, 
Phase shift in visual alignment manifests itself by a double trace (Curve F) on the 


oscilloscope screen. 


This condition can usually be corrected by the addition of 


a simple phase shifting network connected to the horizontal plates of the oscillo- 


scope. 
be adjusted for a single trace. 


Constants and connections are shown in (G). 


The potentiometer should 


It is advisable to mount the network permanent. 
ly on a small strip of textolite secured to the oscilloscope. 


If this is not done, 


direct hand contact with the potentiometer will result in excessive hum pickup. 


Unusual operating flexibility and a 
wide utility in all alignment and test 
processes result from the incorpora- 
tion of the design features described. 
Conventional alignment of AM re- 
ceivers by the output meter and mod- 
ulated signal method can be speeded 
up by initially advancing the genera- 
tor audio control to produce an over- 
modulated r.f. signal capable of being 
“forced” through circuits greatly mis- 
aligned. After the circuits have been 
roughly peaked, the modulation should 
be reduced to the calibrated 30% level 
for exact adjustments. Maximum 
alignment speed and accuracy are 
achieved by visual alignment methods 
wherein the actual response curves of 
the circuits under test are traced di- 
rectly on the screen of an oscilloscope. 
This is accomplished by employing a 


frequency modulated test signal which 
is swept back and forth across the 
center frequency of the circuits to be 
aligned. This unit, by virtue of its low 
amplitude modulation and continu- 
ously variable frequency deviation, is 
ideally suited to all forms of visual 
alignment operation. The maximum 
deviation of +750 kc. permits obser- 
vation of the entire response curve of 
a single, broad-band i.f. stage or dis- 
criminator; while the calibrated de- 
viation feature enables the operator 
to quickly determine the approximate 
bandwidth of circuits under align- 
ment. Typical signal generator and 
oscilloscope connections are shown in 
Figs. 8 and 9, which also illustrate 
the usual response curves obtained 
from various stages of properly 
aligned i.f. channels. 


Fig. 9. Connections between external oscilloscope, signal genera- 
tor, and external receiver for visual alignment of FM i.f. channels. 
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RADIO NEWS 


Go TOWES? ERWN for Vatues . ee 
INTRODUCTORY OFFER $ 95 BROADCAST-BAND RECEIVER 
5, NEW, COMPLETE. Navy ADF Receiver DZ-1, made by RCA. Continuous 15 to 1750 
BC- 64 eeeeeeees ke in 6 bands, gear-train tuning with vernier and coarse scales, 
s the UHF transceiver written up in Feb. °47 QST. 15 tubes, broad or sharp band-pass, CW or MCW. All controls on front 
ng WE doorknob. Ez asily modified to ham band 420- 430 me, panel. No headaches of mechanical or electrical control intercon- 
ens “au, RF ~t a! Seast es eones —_ r ait SEN nections, Beautifully built with 5-gang tuning _—~%] shielded 
as aan See cae anne ie ‘Sek a — ee “4 Secor tubes and coils. 8 tubes: 3—6D6, 2—76, 2—6C6, Complete 
lata including new schematic, for fixed or mobile voice com } " . 
= AC power supply or dynamotor connections. Neat, compact, wit a wu rae less power supply. In excellent pane ety 14. 95 
we awd 1022x13%2x434", net wt. 25 Ibs. Special introductory price only.............. PPT TTTiTT 
for BC-645 described above, useful for any other mobile job. 
se 12 or 24v dc in, get outputs of 800v at 20 ma plus 400v at | eppy “°° °°" a — see eeeeseeres .$9.95 
ma plus 9v at 1.1 amp. Also brand new. $2 75 cere erreesesecoses Co FBP wane eee 
Me OR GE, 36 6n600606004066000000000000000008 eeee eoFw | P4PO. 2... woes 0900606 664sk 000 Ab eS bh dene 
. 
. 
| SIG. GEN. 1-222-A RANGE CALIB. | 233 Transmitter T-85/APT-5 
‘rystal calib. Self-contained 115v, 60 cy Use as square-wave shaper or to cali orate Amplitude modulated 
: : : ann - . sweeps. Ideal for radar range calibration. ; 
wer supply. BRAND NEW, with 6 tubes $ outputs: (1) Perfect sine at 186.3 ke radar unit, brand 
nd Xtal. Schematic and instructions fur- cae i controlled. (2) Positive és ~ a. ‘ new in original car- 
ee Seen See See ae microsecerd at base, at % mile intervals ton with instruction 
8-15, 1 C and r0-230 me Turre t- selected (3) Negative 10v pips 1% microse¢ onds at manual. Output 10- 
nae fundamentals are 8-15 and 45-77 “ : base, to trigger a sweep at approximately 30 watts, 300-1500 
ee Ap 240 eps in perfect synchronization with the ee . 
As 4th harmonics are easily used, gives al- 1%4-mile markers. Neat, light, compact mc. Complete with 
= most complete coverage 8-308 mc. The 5 me Self-contained ll5v. 60 ‘cy power supply 1—931, 2—6AC7, 
Xtal-controlled ey cee oes BRAND NEW, complete with crystal, 2—6AG7, 1—6L6, 
ee a a nd fine output at.| 2 -~8SN7, 2—-6L6, 2—6V6, 1-6SJ7, 1—5Y3, | 2—829B, 1—3C22 (lighthouse). Resonant 
scan ore ae ee ere 2 output cables, schematic. A “must” cavity and tuned lines. Buy it for parts and 
tenuators adjust up to 100,000 $44. 95 experimenters at for fun capertennting, 
, 
icrovolts. A steal at only. eieaens snenesnes $ Ot CHEF cc cocceesece ccevecee $I 1.95 
GASOLINE ENGINE GENERATOR ARC-5 VHF TRANSMITTER 
3rand new and complete. With instruction book. Output 32v DC | 7-23/ARC-5, brand new, 100-156 mc. As ahead of the older SCR 
: hes me 230 Pico de igoce ie sours at - oad with ? a © type VHF gear as the auto is ahead of the horse and buggy! 4 
yom standard commercial grade gasoline. hunt-wound, totally en- Xtal-controlled channels selected by 3 motor-driverturrets. Motor 
re sed 4- aed gy veer od SS a AIEE standards. Arma- Jan be spun by hand for manual switching. Tubes: 2—1696; 
ire mi 1 Cc ) cranks . ‘ a9 
; . 2—832A with xtals. 
light weight. A RARE BUY AT ONLY............... [hte > Sree ee 
GIBSON GIRL SCR-578 PUSH-PULL MODULATOR MD-7 asc: 5 for above, 
New, complete sea-rescue automatic SOS transmitter. 25 00 namotor DY-8/ARC-5 and 2—162 
h With kite, balloon, tech. manual, parachute, etc., only With schematic, Omly.....-.-+-s++eeeee steers e sen ees 
e APN-9 LORAN 
e SELSYN INDICATORS R-65/APN-9 Loran Receiver, Indicator, and 
s . ; ll5v, 400 cy power supply complete in one 
V Use with beam rotators. Op- chassis. BRAND NEW, with 35 tubes in- 
7 erate from 15-24v, 60 cy. 1-81 3” PILOT'S cluding 6SK7’s, 2X2, ete. 3BP1 scope with 
= 1-82 5” NAVIGA- - magnifying lens in front. Only 35 Ibs. 
5 a MODEL ° .$2.45 Convert to test scope or salvage for scope, 
] TOR S MODEL. $2.95 television, etc. Furnished with 24. 94 
} schematic. Less outer case. 
RADIO SET SCR-AR-283 BC-603 BC-604 SCR-274-N COMMAND SETS 
New equipment: Transmitter and coil sets FM Tank an d Artillery mobile receiver and With Schematics—Tubes—Crystals 
to cover 2.5-7 mc, transmitter tubes 2— transmitter, complete with 24y ean wes Fre- IVER 
- N 10 special and 2—No. 45 special, re- quency range 20-27 m« Transmitter power out- RECE ERS 
v0. — *: - be od ils ts). =e put is 30 we BO ooh all tubes. Crys- BC-453—190-550 ke. 
ceiver (less the 2 receiver coil sets b= tal control. APPROXIMATELY 80 CRYSTALS co New 
ceiver tubes 1—37, 1—38, 4—39/44, shock FURNISHED! EACH IN ITS HOLDER, BC-454—3-6 me a “a a 69-98 
mounts, dynamotor (24v), antenna switch- READY TO USE! Any of ten channels may be ~402—9-0 mc.. Used, “ New, ’ 
relay “receiver control box, transmitter selected by push-button tuning Condicion: TRANSMITTERS 
ing = — charts, dials, and instruction Used. excellent. PRICE FOR BOTH UNITS IS BC-457—4-5.3 me 
book. What a sweet buy! LES: _THAN FOR CRY: TALS $29 95 BC-458- 
7 . “ ALONE! BOTH, ONLY..... 


i ia ne el Nai i dela ds Modulator BC-456 .......... .New, 
“JACK BOX BC- 366 Dynamotor DM-32-A .........New, 
: 
ompact, light aluminum box 4%x3x Bendiz Measel DF R-89/ARN-5 
n switch ¢ “ -rease J -26- radio - compass 
with 1 — witch an d Increase receiver, includes broadcast Glide path receiver. Crystal control of local 
volume control, mike jack for : : 

ps2 Mike x band, range 150-1500 ke. oscillator. 332-335 mc, complete with re- 
phone jac k for P L “Jo. Switch snaps Very late model With lays, 7—6AJ5, 1—12SR7, 2—12SN7, 1— 
th any a we” | See 28D7, and 3 crystals: 6497 ke, 6522 ke, 
A real buy at onl 2 $19 45 : 6457 ke. 90-cycle band-pass and 150-cycle 
Loop MN-20 for band pass filters, excellent for making an 
Best sere oon SET An/OPS- ae 3 ove, intermodulation checker. Beautiful cabi- 
‘Pp gs tse 100 a em... canton net and chassis as foundation for many in- 
scope tubes, complete position- teresting experimental and construction 
control circuits for scopes, tele- projects. Broad poss band = 20.7 . IF's 
Replete with multivibrators, elec- = _— ideal for television. — HEMATIC FUR- 

> voltage regulator circuits, etc. Ex- Control Box MN- NISHED! Condition: 


seer 28 for receiver MN- 
nenters’ delight! — _ cellent. Only............ 
All 1 for only.... ti AD $39.50 —_ 


EE-8 TELEPHONES $3.95 BC-733-D_ 


Portable field telephone in case, with hand- Localizer receiver of the blind landing sys- 
crank ringing generator. Used, good con- AN/ARC-4 tem. Companion to the glide path receiver. 
dition. With schematic. Highest quality at Receiver-transmitter, range 140-144 me, crystal Also contains 90 and 150 cycle band-pass 
less than toy price! controlled 4-channel. Input 12v. Complete with filters. Has the best AVC system yet de- 
esa ial aie: & etnias kuin eek wetheiits dae 20 tubes, 4 crystals, and dynamotor. Condition veloped; can use parts or use as a model 


good used. $17 86 for construction. 10 tubes, crystals, re- 
Radio altimeter transceiver. Sends out and A real buy at only ° S 


lays, etc. Schematic included. ' $6. 35 
receives frequency-modulated signals, 418- Don’t pass this up! At only.. 
} Complete with 14 tubes: oo RADAR TRANSMITTERS 
, 4—1 12SH7, 2—12H6, 1—VR-150, 2— Amplitude-modulated radar transmitters. A ADF LOOP LP-21 
—9004. > j 


Contains 28v dynamotor. gold mine of parts! Brand new, with tubes and Brand new. Low impedance loop antenna 
ae parts value. Make wobbulator manuals, 


, ~ ee am, 110 s os complete with Selsyn transmitter, motor 
out of the frequency shifter. ~26/APT-2, 710 MC, ....0+eeeees ° and compensator. Designed for 

With schematic. Used, excellent. $7 95 T-27/APT-3, _85- 135 me. ;...... 10.95 100-1750 ke. Excellent value ra 95 
SEND FOR YOUR COPY OF OUR FREE CATALOG 
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NESCO ELECTRONICS Presents 


BC-733D 


A 10-tube superhet receiver 


cate) (TC-1045) 
108-110MC 


ANTENNA RELAY UNIT BC-442 
0-10 Weston Meter and 50MMF 5000 
vacuum condensers change over unit, 
mounting FT-229. 


HANDSET—TS-13 


Cradle type with butterfly switch, cord and 


plugs, individually boxed 
NOW 2.25 


for lateral 
blind landing guidance (CAA type certifi- 


with 


Ea. ONLY $ 1.95 


Vv 


SCR-269F RADIO COMPASS 


A complete auto. direction finder with 
all components less inverter; 17-tube 
superhet 

200-1750KC 


TU-10B 
Tuning unit for BC- 


15-tube 
compass 


1750KC ; 


375 
. @ terrific parts value 
with a metal 
case .ONLY $2. 10 
BC-306 
Antenna loading unit for 


BC-375. Anott 
parts a Te 50 


PLUGS and Connectors 49: 
“Your choice for ONLY 


YOUR CHOICE OF ANY OF THE ABOVE FOR ONLY 


R5ARN/7 

superhet 
receiver 
CW-tone-voice 


AT ONLY $32.50 


SHOCK MOUNTS 
4 each of 3 sizes 
medium and large 
ALL FOR ONLY.. 


radiojA six-foot cord with a 
100 to} PL-55 plug; with low to 
high impedance x former 


for your 39c 
KNOBS 


headset 

For BC-312 and ;: 
ceivers. Set of 4 
with screws 


99¢ 


For the SCR-522 


For the BC-733 

For vour 269-F Radio Compass 
inverter PL-3108-22-4S 

Right ang ple 1 and 2 conduct - connectors 

3 conductor straight connecto 

For the Sc R-274 N 


PLQ-254 


PL-152 
PL-154A 
258 


. .-49¢ each 


20% deposit required on all C.0.D. orders 


division of 


NATIONAL EQUIPMENT & SUPPLY CO., INC. 


1500 S. Western Avenue 


Chicago 8, 


Ill. AAONroe 9504 


j 


WIRE 
February Specials! 


Intercom and P/A Wire Hl 


22 ga. twisted pair stranded wire color coded 
with tinned copper shield and weather proof 
waxed cotton braid overall. a grade. 

250 feet coll.......... 
1000 foot spool. 
Same as 
| ERs eee ores > 
1000 foot spool. 
As above, 
| - Eee 
1000 foot spool 


a 


= Jr 


300 OHM Twin 
Transmission Line 


For FM and television antennas. 20 ga. con- 
—_ in polyethylene jacket. 

Dt Pibesateenerrtecdiean $iit.2s5 
1000 foot spool. . — SITitTa i 


22 Ga. Shielded Wire 


We are closing out a large stock of shielded 
wire that is not in continuous lengths. All 
wire is new and in perfect condition. Sold in 
100 feot coils only. 

Per 100 feet 


Ae ee $1.25 


We carry in stock for immediate delivery many 


types of wire and cable in gauges of from 
23 to 2, in addition to various types of muiti 9 
conductor cable for many uses. We also man- i 
ufacture cord sets and cables to specifications 


Send us your inquiries for prompt attention. 

See your local jobber or write direct. 

OUR NEW CATALOG IS NOW AVAILABLE FOR 
DISTRIBUTION if 

Write for Your Copy Today 


5734 ELSTON AVE 
CHICAGO 30. ILLINOIS 
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For added sales 
(and profits!) 


demonstrate 


the amazing Shockproof 


nylon needle 
by 


DUOTONE 


LIST 


tone arm on a record without 


effect. A spring steel shaft and 


nylon elbow—that is the secret! 


*pat. pending 


>\ Watt 


DUOTONE 


rhein yt 


199 Broadway. New York 
“—. a Stephen Nester. 


The low impedance r.f. output of the 
Model YGS-3 makes possible measure. 
ments which ordinarily cannot be Per. 
formed with high impedance output 
signal sources. For example, the rela. 
tive “Q” (figure of merit) of induc. 
tances with resonant frequencies with. 
in the frequency range of the signa} 
generator can be determined in cop. 
junction with a vacuum tube volt. 
meter. Connections are shown in Fig. 
4. The v.t.v.m. readings will vary with 
the “Q” of the coil and r-.f. output of 
the signal generator, high “Q” coils 
exhibiting sharp meter peaks as the 
unit is tuned through resonance. The 
parallel resonant frequency of a cojj 
and condenser combination can be 
found in the same manner, vV.t.v.m, 
peaking indicating resonance. 

The calibrated audio attenuator con- 
trol can be used advantageously to de- 
termine the db. gain per stage of an 
audio amplifier. This is done by con- 
necting a suitable output meter to the 
output of the amplifier under test and 
introducing the audio signal into the 
grid of the last stage of the amplifier, 
The audio attenuator is adjusted for a 
predetermined output level. The au- 
dio signal is then shifted to the grid 
of the preceding stage and.the audio 
attenuator setting reduced until the 
same output level is obtained. The 
difference between the two attenuator 
readings is equal to the gain in db. of 
the second stage. This procedure may 
be carried out for each preceding stage 
to determine the over-all gain up to 
the grid of the final amplifier. For 
most accurate results the grid circuit 
of each stage should present the same 
impedance to the audio oscillator, al- 
though small variations in grid circuit 
impedances can be tolerated if only an 
approximate check is required. 

Functions of the audio attenuator 
control and the a.f. section of the indi- 
cator tube remain unchanged with the 
audio switch set to select an external 
audio voltage. Thus, an audio volt- 
age of unknown amplitude (exceeding 
1 volt) can be inserted in the audio 
“in” jack, be reduced by means of the 
audio attenuator control to the cali- 
brated level of one volt, and then be 
re-employed at the audio “out” jack. 
In the same manner, an external audio 
voltage can be fed into the audio “in” 
jack to amplitude or frequency modu- 
late the internal r.f. or FM oscilla- 
tors, the indicator tube indicating 30% 
amplitude modulation or specified fre- 
quency deviation, dependent on set- 
tings of the audio attenuator control. 

Since an external audio signal can 
be used to frequency modulate the FM 
oscillator, it is possible to connect the 
output of a crystal phonograph pickup 
to the audio “in” jack to produce a 
musically modulated r.f. signal which 
can be received directly on FM re- 
ceivers tuned to the proper frequency. 
This feature is of value to radio serv- 
ice dealers who are faced with the 
problem of demonstrating FM re- 
ceivers in localities not yet served by 
FM transmitters. 

-30- 
RADIO NEWS 


THE PROGRESSIVE RADIO KIT is the 
ONLY COMPLETE KIT. Operates on 110- 
120 volts AC/DC. Contains everything you 
need. Instruction Book, Metal Chassis, 
Tubes, Condensers, Resistors and all other 
necessary radio parts. The 36-page Instruc- 
tion Book written by expert radio instruc- 
tors and engineers teaches you to build 
radios in a professional manner. The first 
circuit built is a simple one-tube detector 
receiver. Each succeeding circuit incorpo- 
rates new arrangements of detectors, RF 
and AF amplifiers. This kit is excellent for 
learning the principles of receiver, trans- 
mitter and amplifier design. It is used in 
many radio schools and colleges. All of 


—< 


This newest Progressive Kit will enable 
you to build a newly designed, high fidel- 
ity, humless amplifier. 

Beautiful aluminum custom-punched chas- _ 
sis, etched tone and volume control plates. 

Designed by former Western Electric 
engineer. 

Ideal amplifier for television kit or set, 
FM tuner, AM tuner, microphone, phono- 


BUILD 
[VA-15 RADIOS 


ABSOLUTELY NO KNOWLEDGE OF RADIO NECESSARY 
YOU NEED NO ADDITIONAL PARTS 


An 


the commonly used detectors are used, in- 
cluding diode, gridleak, plate and infinite- 
impedance. The transmitters are designed 
with Hartley and Armstrong oscillators, 
using screen-grid and control-grid modula- 
tion. Both vacuum tube and selenium rec- 
tification are employed in these circuits. 
The circuits are designed to provide ex- 
cellent performance. Altogether, fifteen cir- 
cuits are constructed, including I! receiv- 
ers, | audio amplifier, and 3 transmitters. 
The sets start with simple circuits of | 
tube plus rectifier, gradually grow more 


tifier. 


SPECIAL FREE OFFER 


Electrical and Radio Tester sent absolutely 
FREE with each Progressive Radio Kit. PLUS 
FREE membership in Progressive Radio Club. 
Entities you to free expert advice and consulta- 
tion service with licensed radio technicians. 
Write for further information or ORDER your 
KIT NOW! 

PROGRESSIVE 


1 Kit .....$14.75 


Amplifier can be readily modified to 
match the GE reluctance pick-up. 

Separate mike and phono input. Regu- 
lated power supply maintains constant volt- 
age supply. DC heater supply, whether 
amplifier is used on AC or DC, provides 
humless operation by eliminating cathode- 
heater leakage hum. Contains degenera- 
tive feedback for improved frequency re- 
sponse, balanced phase inversion and push- 
pull beam power output. Every stage thor- 
oughly decoupled to improve low-frequency 
response and to prevent moto-boating. 


— and finish oe —— ay UNIT PRICES ON 2 kits 28.15 
of radio sets using three tubes plus rec- pie 
RADIO KIT 3 kits .... 41.50 
PROGRESSIVE AMPLIFIER KIT... ~~. Only*h5%5 
HIGH FIDELITY, HUMLESS AMPLIFIER . SEVEN TUBE PERFORMANCE 


| high-mu pentode mike amplifier, | twin- 
triode phas@einverter, and | voltage regu- 
lator tube. 
PROGRESSIVE UNIT PRICES ON 
AMPLIFIER KIT (cess tuses) 


D OP wccccces occee $15.75 
BOS .nccccccccce 29.92 
B TS ccccccccesess 42.51 


PROGRESSIVE UNIT PRICES ON 
TUBES for Amplifier Kit 


graph, wire and instantaneous recorders. Tone and volume controls completely varia- (1—12SL7, 1—12SJ7, 1—VR75, 2—12A6's) 
Electrify your musical instruments by ble. DT 908 .cccse paceeeeeond $3.00 
connecting them to the Progressive Ampli- Seven-tube performance. Uses 2 sele- Ze SOE .ncccccccccceces 5.70 
fier by means of a contact mike. nium rectifiers, 2-beam power amplifiers, DS sacckolischécecca Se 
LONG NOSE PLIERS V2 MEG POT. WITH SWITCH 
RADIO PARTS SCOOP!) 1:2 ccm | hrs ett 
eS Requiar Price $1.95 Huy 3 for [90 and save 2:20 


NO SURPLUS—ALL PARTS GUARANTEED BRAND NEW! Buy 3 for $1.43 and save $0.30 


Buy 2 for 2.70 and save 1.20 


25,000 OHM WIRE-WOUND POT. 


Buy 3 for 3.60 and save 2.25 : haft 
4 sha 
PROGRESSIVE B if oan ng my A 65 
H 1 or : and save ° 
PHONES—Single Head Set ANTENNA AND RF COIL SET RADIO TOOL KIT Buy 2 for .66 and save 1.34 
1000, ohms DC, Reg Price $1. 14 (Broadcast Band) @ Puensnacien Gleetwenion Guests. One Buy 3 for -90 and save 2.10 
Bu fo . os gress ctron ‘ ‘on- 
co 2 i o5-3e anon ia Regular Price $1.00 tains 75 watt 110/120 volt soldering 6 TUBE SUPERHET CHASSIS 
Buy 3 for 2.55 and save 2.40 Buy 1 set for $0.59 and save $0.41 iron, jong nose pliers and cutters, 
Buy 2 sets for 4.30 and eave “90 screwdriver, insulated alignment tool Reguiar Price 79c 
CONDENSER KIT Buy 3 sets for 1:50 and save 1.50 Regular Price $5.45 Buy 1 for $0.49 and save $0.30 
50 Paper Tubular Condense alues Buy 1 Kit for $3.25 and save $2.20 Buy 2 for -90 and save -68 
from .002 mfd. to 4 a, “ S00" v. DX VARIABLE CONDENSER Buy 2 Kits for 6.10 and save 4.80 Buy 3 for 4.20 and save 1.17 
to 600 v. DC. (420-420 mfd.) Buy 3 Kits for 8.70 and save 7.65 
100 3-LUG TIE STRIPS 
Regular Price $5.00 Regular Price $1.80 20. 20 MFD 150 w Vv pc 
Buy 1 Kit for $1.95 and save $3.05 Buy 2 for 63.48 and save $9.38 Sg “4 ~~ Regular Price $3.60 
Buy 2 Kits for 3.80 and save 6.20 Suy or . and save . B 100 for $2.60 and save $1.00 
Buy 3 Kits for §.SS and save 9.45 Buy 3 for 3.60 and save 1.80 Electrolytic Condensers Buy 200 for 5:00 and save et 
RESISTOR KIT MIDGET SOLDERING IRON . - a — aa = Buy 300 for 7.20 and save 3.60 
es S uy or . and save . 
100 Carbon Resistors, 1! watt, RMA 35 watts 110/120 volts UL approved, Buy S$ for 1.40 and save 2.35 10 OCTAL BAKELITE SOCKETS 
color-coded, values from 20 ohms to Regular Price $1.00 Buy 10 for 2.60 and save 4.90 Regular Price $1.20 
2.2 megohms Buy 3 for $9. 2 and save $0.31 40-40 MED. 150 W.V. DC : 20 $1.00 , $0.20 
. suy for and save 7o \- aN suy f« - and save 
Regular Price $5.00 Buy 3 for 1.80 and save 1.20 Electro! +, Cc Buy 20 for 1-80 and save 4 
Buy 1 Kit for 3. 50 and save $ 3.50 Suy fo ’ and save ‘ 
Huy 2 Kits for “2.80 and save * 3:38 55 WATT SOLDERING IRON panies toy apogee 
Buy 3 Kits for 3.90 and save 11.10 Regular Price $1.05 4 TUBE TRF 


Famous Make—UL approved 


1 P ¢ Buy 
Regular Price $2.50 Buy $ for 


1 for $0.45 and save $0.60 
2.10 and save 3.15 


SELENIUM RECTIFIERS MIDGET RECEIVER 


Buy 1 for $1.90 and save $0.60 . ave 
Regular Price $1.10 Buy 2 for 3.60 and save 1.40 Buy 10 for 4.00 and save 6.80 Regular Price $12.75 
Buy 2 for $0.79 and save $0.31 Buy or : and save 2.40 Tie)"xh1 Weighs only 24 
Buy 2 for 1.84 and save 6 75 WATT SOLDERING IRON 10-10 MFD. 450 W.V. DC ibs, Beautiful’ suede finish cabinet 
Buy 3 for 2.25 and save 1.05 ELECTROLYTIC CONDENSERS (assorted colors). Uses miniature tubes 
» Famous Make—UI. approved 12KA6,. 12AT6, SOBS wa 4” Al 
12 ALNICO SLUG SPEAKER Regular Price $3.00 Reguiar Price $1.25 nico V Speaker 


Regular Price $8.00 Buy 1 for $2.40 and save $0.60 Buy 1 for $0.65 and save $0.60 Buy 1 for $11.75 and save $1.00 
R 2 6 ‘ Buy 2 for 4.60 and save 1.40 Puy 2 for 1.24 and save 1.26 Buy 2 for 23.00 and save 2.50 
y for $_ 5.60 and save $2.40 Buy 3 for 6.60 and save 2.40 Buy 3 for 1.74 and save 2.01 Buy 3 for 33.75 and save 4.50 


Buy 2 for 10.80 and save §.20 
Buy 3 for 15.95 and save 8.05 
6” ALNICO SLUG SPEAKER 
Regular Price $2.35 


$1.69 and save $0.66 
3.18 and save 1.52 
4.65 and save 2.40 


PROGRESSIVE ELECTRONICS CO. dept. RN-6 


497 UNION AVENUE BROOKLYN 11, NEW YORK 


1 for 
Buy 2 for 
3 for 
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MONEY-SAVERS 


OHM CHEST 


with 100 Insulated Resistors 
This handsome Chest has 20 compartments, 10 in 
the base and 10 in a removable tray. Walnut fin- 
ish; brass hinges and fastener. Contains 100 re- 
sistors stamped with resistance values, 5 ohms to 
20 megohms, '/2 watt to 2 watts, color coded. 
Every size is popular! 


BULLETIN 


with each Ohm 

Pree Chest ordered, you 
get our ‘Resist-O-Guide" 
free. Revolving wheels in 
color show all resistance 
values. 


at $4.95. 
(CD Send me 
at $9.95. 


RADIO WAREHOUSE inc. 


73 E. MILL ST. Gary 


ae 
() Send me 


MAIL THIS COUPON RIGHT AWAY! 


C | enclose $____ 
Olson pays the postage. 


Use 5 Olson “Akrads." If 


aD me te 
Ohm Chests with 100 Insulated Resistors in each, 


Cap Chests with 27 “Akrad" Condensers in each 


CAP CHEST 


with 27 “Akrad” Condensers 
A terrific buy! We want you to try the amazing new 
Olson “Akrad™ Condensers, so we pack 27 “Akrads” 
(a $31.45 List Value) in @ beautiful walnut-finish wood 
chest with hinged lid and 6 compartments — and 
send you the whole works for only $9.95. Wowl 
Order now! 


CONTENTS: 

QUAN. CAP. VOLTAGE LIST TOTAL 
a SS $0.75 $1.50 
Receipes Wiens Ge Ge 
ince Sicanenen Ge 
ee ES ESE 
ee OO SSS 
5. 8 450 » in, ae 
rE Eel 0h. GAD 

Walnut Finished Chest 2.65. _ 2.45 
TOTAL, $31.45 


$995. 


GUARANTEE 


and postage. 


~ 
OS eee Sok a a a 


() Send my order C.O.D. 
I will pay the postage. 


(Please Print) 


AKRON, OHIO 


CITY. 


ADDRESS 


(Please Print) 


STATE 


a | 


DELCO BLOWERS 


Dual turbo-2 port outlet with 200 cu ft/min cap 
115 v 60 cyc cont duty 2750 rpm induct. motor. 
Sealed dust proof and quiet. Excel for cooling 
pp tubes, xmting cabinets, projection and dark 
rooms etc. ~\ “g hat 614” D. Ship 
wt. approx 20 lbs. N ! 

YOUR Moser? I 4.90 


STEPPER RELAYS 


*2 poles 10 pos 
*24-28 vdc op. 
*Normally open 
“holding” con- 
tact in “‘off’’ 
position. 
*Individ boxed, 
new and 
guaranteed. 
Precision relay 
mig'd for tele- 
phone switching 
use. Stepping coil 
res. 160, release 
coil 220 ohms. 
Bobbins remov- 
able for rewind- 
ing to other ohm- 
ages if desired. Excellent for automatic-electric- 
mechanical designs, remote control, $7 95 
games, etc...... YOUR COST, ea. e 


A. A. F. APS-13 RADAR 
415 MEG XMITTER—RECEIVER 


Designed for 415 MC operation. Will hit ham 
band with simple retuning. Receiver is red hot 
superhet with 30 MC IF. Xmtr uses pp 6J6 G'teed 
to operate. Supplied with 28 vdc dymtr and 17 
tubes. Wt. only 16 lbs unpacked. Uses 9— 
oa — oa 1—VRI105. Tubes 
ed a ree times the low 
$11.90 


complete price of 


ALL MERCHANDISE FULLY GUARANTEED 
20% WITH ORDER—BALANCE C. O. D. 


We will ship collect only. 


ATLANTIC INDUSTRIAL CO. 
8672-B 80th ST, WOODHAVEN 21, N. Y. 


Pa aay 


TELEVISION CONVERSION 


Television 
Set 

For 15” 
Cathode 
Ray Tubes 


$435°— 


Build in two hours your own 15” or 20” Television 
Set from a new RCA Ictest Model 7” Television 
Receiver. 

We supply you with Cabinet, new RCA 13 Chan- 
nel Television Set complete with tubes, 15” or 20° 
Picture Tube, Focusing Coil, Focus Control and dia- 


gram of changes. 
Same, but with 20” Tube and Larger $675” 
PE icccndenddudseqeneneese 
TRANSVISION KITS 
7°, 10° and 12” TRANSVISION Television and F.M. 
KITS . . . STANDARD and DeLUXE LC Models. 
Ask for DEALERS prices. 

®@ RCA TELEVISION RECEIVERS 

© LATEST TELEVISION COMPONENTS 

@ TELEVISION I-F AND VIDEO COIL KITS 
Send 50 cents for catalog including diagrams for 
Belmont, G.E., Dumont, Andrea and Viewtone Tele- 
vision Receivers and Transvision Kits. 

World's First Specialized House in Television 


TELECTRONICS SERVICE & SUPPLY CORP. 


264 West 40th Street New York 18, N.Y. 
Phone PEnnsylvania 6-8730 


¥ 


—_— 
What's New in Radio 


(Continued from page 82) 


quency range is possible with this an- 
tenna. For 85 mc. operation the dipole 
is extended to 65 inches, while at 148 
mc. its over-all length is reduceg to 
37 inches. Parasitic elements for the 


construction of beam antennas wij] 
be made available through jobbers. 


For additional information write 
Communications Equipment Division 
Heintz and Kaufman, Ltd., 50 Drumm 
Street, San Francisco, California, 

2¥2” SPEAKER 

A new series of PM speakers de. 
signed for use in small radio receivers 
and call systems has been introduced 
by Perfection Electric Company of 
Chicago. 

Known as the 25 series, these 214” 
speaker units are available in three 
types; the 25A with a magnet weight 
of .68 ounces, voice coil impedance of 
3.2, normal wattage 1.50 with a peak 


7 Sg 
of 2.5; the 25B has a magnet weigh- 
ing 1 ounce, a voice coil impedance of 
3.2 and a wattage of 2 and 3, normal 
and peak respectively; while the 25C 
has a magnet weight of 1.47 ounces, a 
voice coil impedance of 3.2 and the 
same wattage ratings as the 25B. 

Diaphragm resonances as low as 175 
cycles are available. 

Additional details on the 25 series, 
as well as other speakers in the com- 
pany’s line, may be secured by writing 
Perfection Electric Company, 829 
South State Street, Chicago 5, Illinois. 

REPLACEMENT UNIT 

Radio Corporation of America és 
now producing a new phonograph 
motor and turntable which is suita- 
ble for either installation or replace- 
ment applications. 

The new unit features an instant 

RADIO NEWS 


ae 


MIDWEST RADIOS 


co 1442” 


PANASONIC 
SPEAKER 


Here is the finest radio Midwest 
has ever produced in its 28 
years of manufacturing—a 
world - ranging, 5-band radio 
' with improved Midwest No- 
Drift FM ... plus Standard 
* Broadcast and 3 short wave 
© bands, Television Audio Switch- 
over, and Color-Ray Tone Selection. 
The Series 16* Super De Luxe Chassis is a 
powerful, magnificently-toned radio that chal- 
lenges comparison for performance, sensitivity, 
selectivity, and advanced engineering features. 
Supplied with satin stripe copper finish panel— 
ready to mount in your present cabinet. Send to- 
» day for the FREE 1948 Midwest Radio Catalog. 
» Buy your radio direct from the manufacturer 
"on Easy Terms and 30 Days Trial and SAVE! 
a eee Bees psa ae Sg 


(1) Audie Inverter () FM RP Amplifiee (5) let IF Amplifiee (7) YM Uaciitater” 
(2) AM RP Amplifier (4) AM Converter (8) and IF Ampufier 


A COMPLETE LINE OF FINE RADIOS AND ay 


RADIO-PHONOGRAPHS ... Available in Separate ([iRRteimuecoocos wi (Pon Amor 


Chassis Like the Powerful Series 16°AM-FM Model Scores of NEW Features such as the Exclusive 


above,or in beautiful Radio-Phonograph Consoles like this: } bess 7 J tba » . phe ‘, saa an - sa 


SYMPHONY GRAND AM-FM 
RADIO-PHONOGRAPH CONSOLE 
with NEW Intermix AUTOMATIC 
RECORD CHANGER 


Our Finest! A superbly beautiful 
musical instrument ... a 


masterpiece of furniture 4 

design and radio engi- Bus 407 ai TOoAY OF 
neering that offers the yron AND MOC ON 1 
sensational Midwest NO- Fit IN eo ano ADO 

DRIFT FM, Automatic Wit URes — 
Intermix Record-Changer, EST RADIO CORP. 
Exclusive Color-Ray Tone § MIDW S .909 Broadway 
Selection, World- ranging 4 pept37* 12, Ohio _ 
5-Band Reception, Televi-g cincinna™ ce send me yorrial- 
sion Audio Switch-Over, 4 Gentlemen: ; liberal 30 Days 
and many more new and § 4 a4 details of ¥™ 


posit 


—— 
—_— 


exclusive features. 


MIDWEST RADIO CORP. © et 


Address ’ Zent.- 
Dept. 37-S - 909 BROADWAY + CINCINNATI 2, OHIO anil om _ ewes seas 


February, 1948 A17 


PEAK 


PER 
SPECIALS 


SPECIALS OF THE MONTH 
FILTER CHOKE—8 henry 160 mils—140 ohm 


D.C. resistance $1.39 ea. 


2 for $2.50 


R.C.A. POWER TRANSFORMER—Pri. 110 v. 
60 cy. Sec. 770 v. CT 100 MA 6.3 v. @ 2.5A, 
5 v. @ 2 A. Fully Shielded 414x4x3! 4. 
for $2.75 


Yours 


FOR GRIDS 'N’ PLATES 


This Westinghouse 3-inch panel me- 


ter (0-2 ma scale), complete 
shunts for 20 ma and 200 ma. 


A Peak Special at 


Each 


$475 


400 ma or 500 ma shunts for above. 
$0.35 


with 


Multiplier to make above 0-2000 v. DC. 


G.E. 2” SCOPE 
This compact unit only 4'6x 
2)x6%4" ideal for modulation 
indicator, etc., has focus in- 
tensity and reticle brilliance 
controis—Uses 2AP1, CRT 


and 9006 rectifier. We supply: 


complete instructions with 
each scope. Rectifier built in 

need only transformer de- 
livering 359-400 v. 6.3, 1 amp 
for operation. Very simple 


changes. Comes with 
9006 but less 2AP1, $495 
onl 

2AP1 - $2.49 


APN4, 5° SCOPE-INDICATOR 
(25 tubes) 


Makes an ideal basis for 
5” scope. Also can be con- 
verted into Panadaptor 
with marker pips at 100- 
KC-20KC-2KC. Has elec- 
tronic switch for observ- 
ing 2 frequencies simul- 
taneously. Unit contains 
an accurate 100KC crystal. 
Tube complement: 1 
5CP1 (3) 6SL7 (14) 6SN7 (6) 


6H6 (1 


plete with tubes and 100KC crystal. 


Marvelous buy at 


6S8J7. Com- 


$2495 


A SWELL BC 346 
“S" METER 


This G.E. tiny but accurate meter is 


only 1/4" sq. Basic 0-1 ma. Swell 
**S’’ or field strength met 


$395 


for 
er, 


6°x10", 


S.C. TEST SET (1-114) 


In portable wood case 6” x 
including cover not 
shown, with Weston 0-150 
v. AC. Meter has 2 switch- 
ing ckts and comes com- 
plete with test and line 
cables, A Buy at only $395 
Same with other 


make meter $3.25 
METERS (STANDARD BRAND) 
* ee foo 150 microamp, 3” 0-20 ma OC 3.95 
lode! 506 4 ” 

3” 0-50 amps AC 495 3” 0-15 ma DC 3.95 
3” 0-2 ma OC 3.95 ” 0-150 v. AC 3.95 
PEAK METER VALUES 

2” GE 0-5 MA $1.95 2” McClintoch 0-50 micro- 
2” GE O-1.2 MA 2.49 amp 37 
2 GE 0-1 amp RF 3.49 3” W.E. 500-0-500 micro- 
3.49 


amp 
4” GE 1-0-1 ma DC 


ELECTROLYTIC CONDENSER 


BARGAINS (FAMOUS MAKES) 


25 mtd 25 w.v. tubular. $0.25 
50 mfd 50 w.v. tubular 2 
4 mid 150 w.v. tubular 18 
8 mfd 450 w.v. tubular 37 
12 mtd 450 w.v. tubular 44 
500 mid 15 w.v. tubular. 49 
10 mfd 450 w.v. can 49 


16 mfd 450 w.v. can... 
20x20 mfd 450 w.v. can. 
80 mfo 200 w.v.can.... 69 
200 mfd 200 w.v. can... 38 
1000 mfd 25 w.v. can 95 
Deduct 10% if you order a 
total of 10 or more 


2 KW Antenna Changeover relay DPDT isolantite 


insulation—110-220 v. 60 cy. 
tion. Suitable for Broadcast Sta. 
Only 


input—rigid construc- 


$795 


A BIG 10 BITS 


Lotsa Good parts kicking around our jernt. (Quantities 
too small for advertising). Dunno exactly what we'll 
scrape up to put into your bag, but if ya send an extra 
$2.50 with your order, we promise ya won't be sorry. 


If not rated, 25% with orde 


r, balance 


C.0.D.— 


Discount 10% on any item ordered in lots of 10. 


PEAK ELECTRONICS CO. 
188 WASHINGTON ST., DEPT. MR 


NEW YORK 7, 


N. Y. 


starting, constant speed, two-pole 
motor which is fan-cooled. The nine- 
inch turntable, finished in brown fiock, 
is rim-driven for quiet operation at 
78 r.p.m. by the motor which operates 
on a 117 volt, 60-cycle power line. 
Special oil-less bearing construc- 
tion is featured for a permanent, rigid 
alignment of the turntable shaft. The 
entire assembly weighs less than four 
pounds while the motor size is 3% x 
2 inches. Only 2% inch clearance 
below the mounting plate is required. 
A new catalogue sheet illustrating 
and describing this unit is available 


from RCA tube distributors. Ask for 


Form No. 2F455. 


TUBE TAPPER 

One of a line of service sales aids 
is the new handy tube tapper being 
offered by Hytron Radio and Elec- 
tronics Corp. of Salem, Massachu- 
setts. 

This new tool is designed to assist 
the serviceman to locate intermittent 
“shorts” and “opens” in tubes and 
other components. The tube tapper 
is in. the form of a pencil which the 


serviceman or counterman can use to 
write orders, make notations, or kee 
records. The unit is vest pocket size 


.) 


. 


Hytron is merchandising these tube 
tappers to servicemen and dealers 
through their local jobbers or dis. 
tributors. 

BATTERY ELIMINATOR 

A new direct current power supply 
unit designed to meet the needs of 
servicemen who handle automobile 
radio repairs has been introduced by 
the Rectifier Division, The Schauer 
Machine Co. 

Known as the “Electrox Master 
Battery Eliminator,” Model AR-2, it 
will operate practically any type or 
size of automobile radio, whether 
push-button or manually tuned. It 
delivers 6 volts d.c., free of hum (less 
than 3% ripple). Its d.c. output is 
adjustable, turning the rheostat ad- 
justs the output to 6 volts with any 
load current between 3 and 15 am- 
peres. 

Full details on this equipment wil] 
be supplied by the Rectifier Division, 
The Schauer Machine Co., 2044 Read- 
ing Road, Cincinnati 2, Ohio. 


FREQUENCY METER 

A frequency meter especially de- 
signed for measurements in the 72-76 
and 152-162 mc. band has been an- 
nounced by Browning Laboratories, 
Inc. 

Designated as the Model S-7, the 
new meter features an accuracy in 


Dave Thompson, W6VQB, points out to Robert D. Smith, WGAUW., president of the Stan- 


ford Radio Club, 
mitter. 


the final amplifier of the club’s experimental single-sideband trans- 
With this transmitter, the radio club’s station, W6YX,. was first to use single-side- 


band transmission on amateur bands. Previously single-sideband, because of its com- 
plexity, had been used only in commercial point-to-point radio stations. The new cir- 
cuit is so simple it can be easily duplicated and operated by amateurs. Single-sideband 
doubles the number of stations which can operate without interference, cuts power re- 
quirements by two-thirds, and makes possible simultaneous transmission and reception. 


RADIO 


TRANSFORMERS 


een 


GENERAL RADIO 566A WAVEMETER 
-5 mec to 150 me 


PLUG IN COILS, Reg. Price $69.50, 
| eet aap ase a $39.50 


SELENIUM RECTIFIERS 
Full Wave Bridge Type 
INPUT OUTPUT 


up to 18v A.C upto 12v D.C 1 Amp. $1.95 
upto 18vAC. upto 12vD.C 5SAmp. 4.45 
upto 18vA.C. upto 12vD.C 10 Amp. 7.45 
upto 18vA.C. upto 12v D.C 15Amp. 9.95 
upto 18vA.C. upto 12v D.C 30 Amp. 14.95 
upto 36vA.C. upto 28vD.C 1Amp. 3.45 
upto 36vAC. upto 28v D: 5 Amp. 7.45 
up to 36v A.C. upto 28v D.C 10 Amp. 12.45 
up to 36vA.C. upto 28v D. 15 Amp. 1 = 


up to1lS5v A.C. up to 100v D, 
up to1l5v A.C. up to 100v D: 
up to115v A.C. upto 100v D.C 


Cc 
Cc 
Lc 
upto 54vA.C. upto 36v ve .25 Amp. 
Cc 
Cc 


an 

> 

3 

v 
See 


OIL CONDENSERS: 
G. E., AEROVOX, CD., ETC. 
All Ratings, D.C. 


Imfd 600v . .$0.35 2mfd. 2000v. .$1.75 
mid 600v.. .35 3mfd. 2000v.. 2.75 
4mfd 600v. -60 4mfd. 2000v.. 3.75 
&mfd 600v.. 1.10 15mfd. 2000v.. 4.95 
10mfd. 600v.. 1.15 mfd. 2500v.. 1.25 
Imfd. 1000v.. .60 25mfd. 2500v.. 1.45 
2mfd. 1000v.. .70 5Smfd 2500v.. 1.75 
4mfd. 1000v. 95 O5mfd. 3000v.. 1.95 
émfid 1000v.. 1.95 Imfd. 3000v.. 2.25 
10mfd. 1000v.. 2.10 25mfd. 3000v.. 2.65 
15mfd. 1000v.. 2.25 Smid. 3000v.. 2.85 
20mfd. 1000v.. 2.95 Imfd. 3000v.. 3.50 
24mid. 1500v.. 6.95 12mfd. 3000v.. 6.95 
25mid 2000v.. 1.05 2mfd 4000v.. 5.95 
mfd. 2000v.. 1.15 Imfd. SOO0O0v.. 4.95 
Imfd. 2000v. 95 Imfd 7000v.. 2.95 
SPECIALI 2 mfd. BOGOv.c cc cccccccccce $4.48 


HIGH CAPACITY CONDENSERS 


SEND ee EE On cc ccvecscccsesiesocecd $3.45 
OGD nl SFIS... « 0.00000060000606000000800 BP 
BO0D anh — BEVIN... « ccicccccoscceccccecoceses 
i Se ie 6:60 0nesensssbetenseneead 1.95 


BC-314 RECEIVER 


Used but in perfect condition. Two stages RF, 
separate local and beat oscillators. For 12-volt 
DC operation but easily converted to 110-volt 
AC. Frequency range 150-1500 KC, continuous 
in 6 bands. This unit is ideal as an airport or 
marine low frequency receiver, also a very ex- 


cellent BC receiver. Complete 
with tubes, specially priced at. $29.50 


BC-375-E TRANSMITTER 
Uperates from 200 kc—12.5 mc complete with all tubes, 
dynamotor, six tuning units and one antenna tuninz 
unit. : 


LIKE NEW...... in aol 


) VIBRATORS 
110v 60 eye. ¢ = a £ E Gnd prengecsesccss: 
6.3v Ct @ 1 amp....... EA. r 98' 
woe A ey re 
8 volts Ct @ 1 amp.... or OF THE ~ oe v prong A. 


SOLA 


Censtant Voltage 
Transformer 


: 190 to 260v 60 cyc. 
— “115 volts @ 1.74 amps. 


PERMALLOY SHIELDS 


for CATHODE RAY TUBES 
OF ass caccctavendenncesees $1.49 
DP Discs cbcneessbscecsceses 1.98 


TUBES (Brand New) 
Army-Navy Inspected 


1N21...$ .38 371B...$ 5.95 
2AP1.. 2.25 450TH. 39.95 
2C40.. 1.19 703A, 7.95 
2D21.. 89 705A.. 3.95 
2V3G... 1.26 715B.. 7.95 
+ + ae 84 721A, 4.35 
3AP1. 3.00 726/AC. 17.50 
 , ea 2 1.49 
3E29.. 2.956 802... 1.98 
3GP1. | i eeu 8.95 
5BP4.. 495 304... 9.95 
SCP1... 3.96 805..... 4.95 
5JP1.... 11.96 806..... 14.95 
SLP1.. 8.96 807... E 
SR4GY., 98 808..... 2.95 
41 3809. 1.50 
6AB7.. Ye eo 6. 
6AC7.. we Sll...cc 108 
6AG5.. i. Sa wean 3.15 
6AG7.. ‘ie oe 8. 
6AJ5.. ae Dav cces 4. 
6AK5.. ‘Ee =~ 3.95 
6ALS. 99 829-A-B. 3.00 
“— * = Bee 2.2 
6B4G. 1.29 833A... 39.50 
- rf. 1.75 
GCS... ' Ae 2.50 
2 re oe 3.95 
6F6.... ' _ see 69.50 
_. ae i | (ee 75 
6J4...... 1.60 872A... 2.60 
See FF we 98 
a FF sen 98 
' eae" see 
| ee 88 955. .% 75 
142 966. cco 75 
6SH7 ' x —se 75 
a de ~Diecece 75 
6SN7.. 69 959... 75 
6SR7 89 1005.... 69 
ae 81 1616,.. 2.95 
. , Sew 25 1619.. 5 
rrr 1.59 1620.. 1.98 
aE 98 1622.. 1.98 
> 1.50 1624.. 90 
OR 1.50 1625.. 5 
HK24G.. 1.75 1626.. 75 
28D7. j 8001.. 6.49 
Se 75 38003.. 9.95 
35T/TG. 3.50 8005.. 4.95 
R90... 75 8011 3.75 
VR105.. 75 8016 1.65 
VR15O.. 75 8025A 4.95 
100TH... 7.95 1654, 1.98 
100TS, 3. 9001. 1.15 
c ee 1.25 9002. 98 
75T 2.95 9003. -98 
250TH.. 14.95 9004. $8 
257B. 6.49 9005.... 98 
304T H.. 9.95 9006.... -98 


ALL PRICES SUBJECT TO CHANGE WITHOUT NOTICE 
All merchandise guaranteed. Mail orders promptly filled. 
All prices F.0.3. New York City. Send money order or check. 
Shipping charges sent C.O.D. Minimum order $5.00. 


GLIDE PATH RECEIVER R-89/ARN-5 
Glide Path Receiver used in the Instrument Land- 
ing System covering the frequency range 332 to 
335 mc; complete with the yo * tubes: 7— 
6AJ5, 1—12SR7, 2—12SN7, 1—28D7, and includ- 
ing three crystals 6497KC. 6522K.. 
| TELA OIE 12.95 
TRANSFORMERS—115 V 60 CYC. 
HI-VOLTAGE INSULATION 
3710v @ 10 ma; 2x24v @ 3BA............ $9.95 
tt it Si ctatcnnnesne taeaeusadased 6.50 
ER LR LE 6.50 
i rn a coccinea cemeenhen ecccceces 6.50 
Ct ss ccc eehcenbteneeneeed ae 6.50 
1750" @ 4 mn.; B30 @ BA... cccccccce 7.50 
1700v @ 4 ma.; 6.3v @ .6A; 24%v @ 1.75A.. 8.50 
1600v @ 4 ma.; "700v¥ CT @ 150 ma.; 6.3v @ 9A 8.50 
1600v @ 2 ma.; 6.3v @ .GA; 2\4v @ 1.75A.. 8.50 
1500v @ 7 ma.; 24v @ + aE 7.50 
550-0-550 @ 150 ma.; 5v @ 3A; 2x6.3v @ 
ok I SS 7.95 
525-0-525v @ 60 ma.; 925v @ 10 ma.; 2x5v bat 
3A; 6.3v @ 3.6A; 6.3v @ 2A; 6.3v @ 1A.. 8.95 
525v @ 35 ma.; 5v @ 35 ma.; 244v @1.75A.. 1.98 
520-0-520v @ 120 ma.; 5v @ 2A; 6.3v CT e 
5A 5.95 
500-0-500V @ 25 ma. ; 262-0-262 v @ 55 ma.: 
6.3v @ 1A; 2x5v @2A ‘ee . 4.49 
500-0-500v @ 100 ma.; 5v CT @ 3A. 4.95 
442-0-442v @ 1000 ma.......... 9.95 
400-230-0-230-400v @ 250 ma. Sx5v @ 3A: 
6.3v @ 5A; 6.3v @ 3A; 6.3v ‘el 7.95 
400-0-400v @ 200 ma.; 5v @ 3A. 4.95 
400-315-0-100-315v @ 200 ma.; 2.5v @ 2A; 
6.3v @ 1A; 5v @ 3A;6.3v @ 9A. 7.50 
350-0-350v @ &60 ma.; Sv @ 3A; 6.3v @ 6A; 
78v @1A..... 4.95 
350-0-350v_@ 45 ma. ; 675v @5 ; 24v @ 
2A; 2x6.3v @ 1A; 6.3v @ 7 4.95 
350-0-350v @ 80 ma.; 6.3v @ 6A: 6.3v @ 
3.75A; 2x5v @ tetera 3.98 
350-0-350v @ 120 ma.; 5v CT @ 3A; 6.3v 
CT @4.7A " in ae . 3.95 
350-0-350v @ 70 ma.; 400v @ 10 ma.; 65v; 
6.3v @ 6A; 6.3v @ ‘4A; 5v @ 2A. ; 2.49 
350-0-350v @_ 150 ma.; Sv @ 3A; "6. 3v @ 
7.5A; 6.3v @ 3A ‘ 5.95 
340-0-340v @ 300 ma.; 1540v @ 5 ma. 7.50 
325-0-325v @ 120 ma.; 10v @ 5A; 5v @7A.. 3.49 
300-0-300v @ 65 ma.; 2x5v @ 2A; 63v @ 
244A; 6.3v @1A i idineohie ace a deria dt 3.49 
250-0-250v @ 100 ma.; 2x6.3v @ 4A; 6.3v @ 
Ts fF } ) err pee 4.95 
200-0-200v A 140 ma.; 6.3v @ 4A; 5v @ 2A. 1.98 
i A i a ale sw ilies .98 
24v @GA..... 3.50 
6.3v @ 10A; 63v @1A................. 3.50 
6.3v @ 1A; 2d4v @ 2A... ....... 1... ees . 3.96 
6.3v @ 214A; 6.3v @ 2A; 2hev @ 2A.. 6.95 
63¥ @ .25A; 6.3v @ 3A; Sv @ 124A; 6. 3v 
CT @ aleve temas eey <i tae 4.95 
fe ge SS ras Fe 3.49 
it Go Oi is 0:0 500000000060000000006600 7.95 
PGP Bea 6 6040000000900400000066006008 14.95 
Ef | SSeeereses er benecees« 17.50 
ee Os OP GP Ei ccaccceseccncensess 2.95 
RN diane a die dian ie alte eaten dale 1.49 


FILTER CHOKES 
HI-VOLTAGE INSULATION 


10 hy @ 400ma. .$4.95 4 hy @ 600ma.. 
8 hy @ 300ma... 3.95 10 hy @ 250 ma.. 
8/30 hy @ 250ma 3.50 10 hy @ 200ma. 
25 hy @ 160ma.. 3.49 10/20 @ 85ma. 
12 hy @ 150ma.. 2.25 15 hy @ 125ma. 
12 hy @ 100ma.. 1.39 15 hy @ 100ma.. 
30 hy @ 70ma... 1.39 30h @ 5O0ma.... 
20 hy @ 30ma 1.49 K y Dual @ 
120 hy Dual @ 

A7aAM.ccccccess 1.39 200 by @ i2ma.. 


hy @5amps.. $6.95 


$5.95 
2.49 

1.98 
* 1.59 
1.49 
1.39 


1.49 
1.39 


RADIO HAM SHACK Inc. Bete 


63 DEY STREET ° 


February, 1948 


your name on our mailing 


NEW YORK :- N. Aa «mow for mew catalog. 


ATTENTION! 


INDUSTRIALS—LABS— 
SCHOOLS — AMATEURS 
Let us quote on components 


quire. We have too many items 
to be listed on this page. Place 


re- 


MODEL “A” 


*6V at 15 amps. in series 
*12V at 714 amps. in parallel 
*6V at 714 amps. separately 


cycle supply. 


DC output sources. 
Compact. Sturdy. 


for equal service. 


supply. 


18-gauge steel construction. 
ammerloid finish. Comes com , equipped ine i ’ rub- 

H loid finish. ¢ completely equipped including 6 

re and plu. Vastly superior and costs no more than batteries 

| I pli® Vastly suy 1 cost than batt 


The ONLY POWER SUPPLY 


That gives these ratings* without overheating 


SLi 


Operates auto radios with solenoid tun- Height: 7%”. Length: 114”. 
ing and tone controls—also 12 volt ma- 
rine and aircraft radios from 115v., 60 


Width: 7%”. Ship. wt.: 31*Ibs. 
DC OUTPUT 


Oversize transformers, chokes and rectifiers insure against overheat- 
ing. Large capacity condensers for wide-range voltage regulation. 
Instantaneous power for solenoid operation. Two separately filtered 


Handsome blue 


Send for complete description of this up-to-the-minute power 


ELECTRO PRODUCTS LABORATORIES 


Pioneer Manufacturers of Battery Eliminators 
549 WEST RANDOLPH STREET 


CHICAGO 6, ILLINOIS 


TOP VALUE OFFERS 


Kit Model S-5 

a 1-Band Receiver 
Model S-5 uses the 
universally accepted 
superheterodyne  cir- 
cuit containing the 
following tubes: 12- 
SA7, 12SK7, 12897, 
50L6, 35Z5 and tunes 
from 550 Kc. to 1600 

$10.95 


Ke. Price of kit, less tubes 


Kit Model S-6X 
a 2-Band Receiver 


Model S-6X, a 6-tube, 
2-band receiver kit 

. covers the fol- 
lowing ranges: 550 
Ke., 1600 Kce., 6-16 Mc. 
Complete with tubes 
and feady for assembly 


LF 


Also Available 
MULTITESTER KIT MODEL M-3C 


A versatile, compact multitester 4”x7"x3" using 
a 3'/," rd. meter of 1000 ohms per volt sensitivity. 
Employs the following ranges: Volts AC or DC 
0/5/50/150/500/1500. Milliamperes D.C. 0/5/50/ 
150. Ohms 0/2000/20,000/200,000. Price com- 
plete . eC pipls pee Ea Aee * $10.95 


All kits accompanied by a detailed illustrated 
instruction sheet. Many other kit models avail- 
able. Write for Catalog M. 


Now ready! New educational pamphlet . . 
complete and simplified diagrams and instruc- 
tions on all our models.......... .... S06 


RADIO KITS COMPANY 
120 Cedar Street New York 6, N. Y. 


SENSATIONAL SALE! 


Not Surplus Stock 
(All fresh manufacture) 


CONDENSER SPECIALS: 


Ol r 

02 

03 

Se TF  xxaowene Ceceeseneed 05 ea. 
001 

005 

Bl GOOV TAN, «xo nse vcwiee sci 09 ea. 
005- GOOV Tubl. oo... ccceecs 10 ea. 
MS-TOGGV TUR. oo csecscevss 15 ea. 
COON in kc 6aweemeseees 45 ea. 
ee 50 ea. 
40-20-20-150 & 25V ...........50 ea. 


RESISTORS: Al! Radioman numbers. 
No dead values. 100 Ass't., V2 & 
a ee Te 


50L6: Output Transformers. Regu- 
lar size. Long leads, ea. ......... .35 


35Z5GT Tubes in bulk cartons, ea.. ..40 


Terms: Remittance with order. 25% 
Deposit. Balance C.0O.D. (Or- 
ders not less than $3.00). 


JENSEN’S RADIO SUPPLY & SERVICE 
176 Seneca Street Buffalo 3, N. Y. 
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either band of .005% or .0025% where 
| minor precautions are taken, render. 
| ing measurements of central Station 
| and satellite transmitters possible in 
| the bands covered by the instrument. 


The meter is housed in a rugged 


‘ 


steel cabinet and has an engraved 
aluminum panel. A whip antenna 
mounted at the side of the cabinet 
furnishes coupling to the transmit- 
ter and may be telescoped to form a 
convenient carrying handle. Charts 
supplied with the instrument show 
deviation from assigned frequency. 
| The unit is available in single or 
| two specified frequencies on either or 
both bands. Operation is from 117 
volts a.c. or d.c. and the meter con- 
sumes approximately 50 watts. 
Browning Laboratories, Inc., Win- 
chester, Massachusetts will supply 
full details on request. 


KILOVOLTER 
Of particular interest to the tele- 
vision industry is the new Kilovolter 
Model 6 recently introduced by C-B 


| Manufucturing Co. of New York. 


This new unit will deliver 600 mi- 
croamps at 6000 volts d.c. or 1 milli- 
amp at 4000 volts. This is the 
Maximum voltage requirement of any 


7” television picture tube (including 


new rating on the 7GP4). The volt- 


| age is adjustable by reducing the “B” 
| supply voltage. 


The Model 6 measures 4” x 6” x 6” 


| and weighs 2 pounds. It is easily 


mounted on the receiver by means of 
two screws and can be connected by 


RADIO NEWS 


ASTOGRAPH AND 
CARRYING CASE 


> 
at 
’ 

So 


There os an unlimited aumber of uses 
for both the instrument and the carrying 
case. The instrumen: is easily adamed 
to navigation purposes, for both boats 
and aircraft. Ii es also an excellent nem 
for the home ceaftsman wishing to make 
an enlarger, tim viewer of other photo 
graphic instruments 


OTHER GREAT BUYS 


74" 4-conductor shielded cable with PL 108 


on each end a of $ .8§ 
> = * 


MICHIGAN SALES ADD 3% TAX 


AIRCRAFT 
TRANS- 
MITTERS 
only’ 

$330 


BC..457-A, 400 


Brand New Heod Sets, 8000 ohm Resistance 
$ 1.29 
(Add 25¢ to cover handling) 
* . * 
Brand New 5ScP! Cathode Ray tubes $ 1.95 


‘Add 35c to cover handling 
o . * 


The box, which measures 14°53" long, 
10',” wide and ~*,~ deep. is made of 
1” plywood and ts a beautiful case for 


SCR 522 Transmitter and Receiver tused 


P 


‘ oe ood! $13 75 

amesaman, fisherman, hunter and me- 9 ‘ ; 
chime. "the crming cave stone's Im G3g™aitery are companion. sets 10 the (Shipped Express Collect 
worth at least double our low price on , . ' . 
the complete unit. Send check of money > — pn hn —~ pencinee ant s . 

- ‘ 07 ’ @ makes an excellent 4 i _- 
ae ag PO Pp Sie HS - : SS watt transmuter. With tubes. BC434F Control Box $ 1.25 
Shipped I xpress Collect Shipped Express Collect (Add 25¢ to cover handling) 
> > a 


TIME 
DELAY 
RELAY 


al 49 


LOOP 


ANTENNA 
LP-21-A 


ome 595 


ded [ea at Used primarily on aircraft & Marine ADF 
al Ba eer Systems, Loop LP-21-A conta | 

“te & sree , tric motor and selsyn. Th (~ . ~ 
5 _~ g cope’. ik B A current relay S.P.D.T. Type B-9, been removed (rom colvage elecsehs ~ 

Ss - e ‘ 
velep : topper of | fot ag ge Mg = gg Bre are qroreaneed to be in excellent working 

© » - ic Co., : No. . condition. 
n Re lea New in original cartons. Add 1%« Shipped Express Collect 


»to cover handling and postage 


MINIMUM ORDER $2.00 


NO C.O.D. ORDERS 
N. SILVERSTINE CO. 


6532 EAST McNICHOLS ROAD 


Sbiphet 


Surplus DETROIT 12, MICHIGAN Bargains 
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Look at these sensetional buys in brand-new, 
unused, top-quality radio parts and electronic 
equipment. You've never seen big buys like these 
before! And that's only the beginning. These 
values are but a few of the hundreds and hun- 
dreds of items Mid-America has in stock right 
now. Write for free catalog. You'll save monev'’ 


New Standard Brand TUBES 


at World’s Lowest Prices! 


Tests performance, leak- 
age and shorts in ALL 
receiving tubes, even 
sub-miniature and 
acorn, PLUS provision 
for tubes that may be 
invented. Durable con- 
struction is fully shielded; dust- 
high-visibility meter, illuminated 


proof case, 
chart; no books or charts to be misplaced. Sim- 
ple, fast operation with positive contact slide- 
switches; tests EVERY tube element. 110 volt AC. 


164%" x 14%". 


MA-2193 $2950 
PORTABLE DACO TUBE TESTER 


Same construction and operating features as 
counter model. Enclosed in sturdy case with dur- 
able black leatherette covering. $3250 
12%" x 12%". MA-2194 


PHONO AMP and 


RECORD CHANGER 


Inexpensive phono am- 
plifierand record ckanger 
with ‘‘big set’ features. 
Positive-action Crescent 
changer handles 10° and 12 
records without jamming; finger-tip 
reject button. Lightweight counter-balanced 
pickup arm with Shure crystal and lifetime float 
ing sapphire needle. 78 RPM _ constant-speed 
motor. 5° PM speaker and high-quality amplifier 
complete with tubes. ? 95 
Base measures 15'4" x 1244" x 6". MA2I 

$1495 


Base with motor, turntable and 
record changer. MA-2192 
-FIDELITY 
C SPEAKER 


oe 
15” HIG 
Husky 25-watt dynamic speaker 
for use where perfect reproduc- 
tion is desired. Ideal for both 
indoor and outdoor installations. 
pe tae I ohm Prog 16 ohm voice 
coil. Regular $40.00 
list. MA-2190 $1895 


FM and HAM ANTENNA 
oo ee 


AN-104-B. \,-wave at 100-156 MC; formerly used 
with SCR-522, 274-N, ARC-5. A pair make an 
excellent broad-band dipole for FM reception. 
— connector in base. Very sturdy; use any- 
where. 


Order now—right from this ad! Send 29%, depooe— 
we ship C.O.D. for balance plus postage. Write, too, 
for Mid-America’s big, complete catalog that lists 
hundreds and hundreds of hard-to-get items— ALL 
AT UNBEATABLE LOW PRICES! Mail orders and 
catalog requests to store address—Dept. E-28 


MID*AMERICA CO. Inc. 


WAREHOUSE 
2307 S. ARCHER AVE 
CHICAGO 16, ILL 


a STORE 
ad 2412 S MICHIGAN AYE 
CHICAGO 16, ILL 
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four wires to the low voltage supply. 
The high voltage terminal is con- 
nected directly to the load in the 
receiver. 

Performance data on this Kilovolter 
is obtainable on request from C-B 
Manufacturing Co., New York 18, 
New York. 


10-WATT AMPLIFIER 

The newest addition to Newcomb 
Audio Products Company’s line of 
lower priced utility amplifiers is the 
E-10, a 10-watt unit. 

This new amplifier delivers a full 
10 watts from push-pull 6V6 tubes in 
a multi-stage inverse feedback circuit 
and has inputs for microphone and 
phonograph in addition to full range 
tone control. 

Full details on the E series of low 


. 


cost units is available from Newcomb 
Audio Products Company, 6824 Lex- 
ington Avenue, Hollywood 38, Cali- 
fornia. a Vas 
SNAP-ON FERRET SET 

Snap-On Tools Corporation has re- 
cently introduced a streamlined and 
completely redesigned %s” drive line 


of sockets and handles known as the 
“Snap-On Ferret Set.” 

The new set features palm-grip 
handles built to conform to the shape 


Four 
have been added which gives the set 


of the user’s hand. sockets 
size coverage between 4” and %”". 
The newly designed sockets have four 
indentations on the inside of the socket 
drive hole to make the engaging of 
the ball found in the handle of the 
driving unit an easy job. Improved 
size markings make the new sockets 
easier to select. 

The entire set is housed in a stream- 
lined box which has rounded corners 


and extra-deep partitions. The box 
is finished in red. 
Prices and additional information 


on this unit will be supplied by Snap- 
On Tools Corporation, Kenosha, Wis- 
consin. 


SWEEP SIGNAL GENERATOR 
A new, low cost sweep signal gen- 
erator for the visual alignment of FM 
and television receivers has just been 
announced by Vision Research Lab- 
oratories of Kew Gardens, New York. 
This new instrument is now avail- 
able to servicemen, students, and ex- 
perimenters in FM and television at 


If you have never seen a pair of six hundred dollar smiles take a good look at 
these happy gentlemen. The occasion for all the joy was the presentation of the 
first prize money in the Rider Manual Contest. Albert N. Giddis (left) of Lowell, 
Massachusetts was named winner of the $500.00 first prize for his letter on “Rider 
Manuals Mean Successful Servicing.” Henri Jappe (right) partner of A. W. Mayer Co.., 
Boston radio parts jobber who was designated by Mr. Giddis as his jobber, accepted 
the $100.00 jobber prize. Mr. Giddis has headed the servicing department at Gau- 
mont Brothers of Lowell, Massachusetts for the past fifteen years. Oh yes, the man 
in the center who is looking so pleased at parting with all that cash is John Rider. 
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jow cost. The equipment generates a 


le tcegaunty eaduleted tk se "The Kit for NO TECHNICAL KNOWLEDGE 
nal which, when used in conjunction the Millions” REQUIRED FOR ASSEMBLY! 


with any standard oscilloscope, pro- 
yides the means of visually aligning 


TELE- 


VISION 
... Tops in gualtty ... Tops in walue/ Kil 


$coo 1 All Transvision 12” STANDARD Kits can now be had 9 
¢ equipped with superb FM RADIO at the extra cost of only $7. 5 
(Not to be confused with De Luxe model which has continuous tuning) 


12” TELEVISION KITS— 
Standard and DeLuxe Models 


Picture size 1% times larger than with 10” 


the complex circuits used in FM and 
television sets. 

Among other features, this unit has 
a sweep of 50 kc. to 10 mc., an output 


of one volt max., and a complete fre- tube . . . A big 75 square inch picture! 
quency coverage in four bands (5 to Sharp, steady picture achieved with advanced 
100 mc.-170 to 215 mc.). ae = tee circuit. Picture has re- 
eailoni : markable brightness even in lighted room (no 
A complete instruction book comes darkening of room is required). IDEAL FOR 
with each unit. HOME or COMMERCIAL INSTALLATIONS. 
Further details on this sweep signal 12” TRANSVISION TELEVISION KIT... 
generator may be secured from Vision | Standard Model . . . FEATURES: 12” picture 
Research Laboratories, Kew Gardens, tube .. . Picture size 1% times larger than 


with 10” tube ... RF Unit designed for 13 
channels: factory wired and pre-tuned for 7 
channels (no areas have been assigned more 
than 7 channels; however if desired, up to 6 
more channels may be added at very nominal 


New York. 


R.F. POWER AMPLIFIER 


—_ . 2 cost) . . . 4 me bandwidth for full picture 12” KIT (Table Model) 
The James Millen Manufacturing definition . . . High fidelity F.M. sound repro- 
Company has just released an ex- duction . . . picture size 75 square inches... ALL TRANSVISION KITS ARE COMPLETE 
lv ec 7 4 9000 volts second anode potential for brightness aa 
treme * ompact, - watt output rf. | and contrast .. . maximum picture, sensitiv- T ee Kits he A L PO Byte ny 
power amplifier chassis in unit form. ity (better than 50 microvolts) . . . 22 tubes Sevision As are a oe 


“ ' , : on” at . - : , including picture tube, wired and pre-tuned RF 
, > i _ » | and 12” picture tube, antenna, lead-in wire, ~ag a nie 
By means of plug mn inductors, this etc. (Cabinet extra, if desired) .LIST $289.00 units and IF’s, high gain folded di-pole an- 
unit can be operated on the 2, 6, 10, 15, 


tenna with 60 ft. lead-in cable, wire and solder. 
and 20 meter amateur bands. Special 12” TRANSVISION TELEVISION KIT . . TRANSVISION TELEVISION CABINETS 


DeLuxe Model with Superb Built-in F.M. RA- 


inductors are also available for com- DIO. Same characteristics as the Standard Beautiful, sturdily built eels arilled. a 
mercial applications of this j . Model, plus the following ADDITIONAL FEA- pete = ; 
Th 7 PP Pe h 99 amplifier. TURES :—50-216 me continuous tuning... 12” Table Model Cabinet...... LIST $44.50 
e unit uses the 829B tube and is Covers the entire F.M band and all 13 tele- 12” Console Cabinet with compartment for rec- 
extremely compact. Provision is made | vision —- ass Cut-off —— a Ob8 GREED gdsteidaccevesss LIST $74.50 
. “ P | unused tubes when set is used only as M. 
for either panel or table mounting. SIDE ocosccccsccses * “LIST $359.00 7” Table Model Cabinet.......LIST 32.50 
For further details on this unit, ad- 
dress your requests to The James TRANSVISION ALL-CHANNEE R. F. UNIT 
Millen Manufacturing Company, Mal- hag eed PRE-WIRED and TUNED 7 or use 
in uilding your own custom-made television re- 
den, Massachusetts. —0- ceiver . . . for any 7”, 10”, 12”, 15”, or 20” Kit. 


Transvision all-channel R.F. unit is factory pre- 
wired and tuned for 7 channels® (covers all chan- 
: " . nels in lower and higher bands in any single area 
ics firm, has recently developed a miniature operating presently or in the future). Average sen- 
two-way radio which weighs only 11 oz. sitivity 20 microvolts; has R.F. stage before oscil- 
The unit is 6 inches long and about 3 inches lator; complete with 3 tubes; 1-6AK5, 1-6AK6, 


: : : . 1-6C4; input impedance—300 ohms, balanced to 
wide. It is.designed to operate in the 460- | ground. Size—9%” deep, 4%” high, 6%” wide 


Al Gross, president of a Cleveland electron- 


470 mc. band. Production has already *NOTE: No single area is scheduled for more than 
started and these new units are expected 7 channels. However, 6 more channels can be added 
to be on the market some time this year. 


to this unit, if desired, at nominal factory cost 
These extra 6 channels are unnecessary—and would 
only serve for experimental purposes. The seven —_ 
channels supplied in the R.F. Unit cover any re- ALL-CHANNEL R-F UNIT 
quired area 
TRANVISION AII-CHANNEL R.F. UNIT..... 

LIST $37.95 
Same R.F. Unit, plus FM Band........ LIST $47.95 


TRANSVISION FEATHERWEIGHT SOLDERING IRON 


NOTE THESE NEW, REMARKABLE FEATURES: Weighs only 
3 ounces (without the cord) . . . Delivers working output of 200 
watt iron at fraction of current normally consumed by heavier 
irons . . . Heats up in 20 seconds . . . Finger-tip button control 
. Cool grip . . . Retains heat (with switch off) up to one min- 
ute .. . Featherweight permits long periods of soldering without 
fatigue . . . Economical—intermittent control feature prevents 
tip corrosion and necessity of frequent cleaning . . . Long, thin 
tip permits soldering in tight corners . Tips are grog 
ble to suit work at hand .. . For operation on 110V, 60 
cycles. Complete with 6 volt transformer........ LIST ‘sis. 95 Featherweight Soldering tron 


age 


All prices listed above are 5% additional west of the Mississippi. All prices are fair traded. 


See your local dis- 
tributor or for further 

information nae to TRANSVISION, INC. 

Dept. R.N:— 385 NORTH AVE., NEW ROCHELLE, N. Y 


February, 1948 


MILLEN RF 
AMPLIFIER 


The 90811 RF Amplifier provides 75 watt 
output on all bands 2-6-10-15 and 20 meters. 
lt is identical with the final amplifier used 
in the Millen 90810 High Frequency Trans- 
mitter. The 90811 uses on 829 B tube and can 
be driven with as little as 1% to 2 watts. 
The 9081! comes equipped with 10 meter 
grid and plate coils. Coils for other bands 
are available. This unit makes an ideal final 
for the ham who wants to go on 6-10 or 20 
meters with 75 or 100 watts. It is also an 
ideal power amplifier for mobile installations. 
90811 with 10 meter coils (but less tube) 

net price $33.00 
48021 20 meter grid coil . 1.80 
48121 20 meter plate coil 1.80 
Coils also available for 2 and 6 meters 

at $3.60 per set 


GON-SET 


6-15 CONVERTER 
6-10-11-15 meter 
bands in one con- 
verter without chang- 
ing coils! 8 tubes, 
actually 3 separate 

converters in one, with selector switch, large 
band spread dial, output frequency 7 mc. Built- 

in power supply. Complete—Net Price, $75.00 


HARVEY-WELLS TBS-50 

Rated 50 watts using an 807 in final ampli- 
fier. All bands from 2 meters thru 80. Has 
self-contained push-pull 616 modulator stage. 
Complete with tubes, built-in band switching 
coils and meter, in very attractive hammer- 
tone finish cabinet. Just the thing for mobile 
or low power fixed operation. 


less power supply ..$99.50 
NATIONAL NC 183 
IN STOCK! The new National NCI83; 2 


stages RF, exceptionally high image rejec- 
tion; uses a stabilized voltage regulated cir 
cuit; push-pull audio output and latest type 
crystal filter. Frequency Range: 540 KC to 
31 MC, continuous, plus 6 meter band. Com- 
plete with tubes, speaker and built-in power 
Se ania -oeee $269.00 


COLLINS 
We are now taking orders on all Collins 
equipment for shipment from factory direct 


to you. Write us for literature and prices. 


NOTE: All prices Net, F.0.B. N.Y. 
and subject to change without notice. 


LO. 3-1800 


HARVEY 


Telephone: 


RADIO COMPANY INCI 


103 West 43rd St., New York 18, N. Y. 
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BANDSWITCHING 
Without a Switch 


By EDWIN W. HILL, w1ums/! 


HERE is a simple, effective way to 

avoid the losses and complications 
of r.f. switch wiring yet still retain the 
advantages and convenience of band- 
switching. The illustrated circuit is 
being used successfully in the low pow- 
er exciter stages of a four-band ama- 
teur transmitter which has_ band- 
switching in every stage. Capacitive 
coupling must be used between stages 
but that is no disadvantage since this 
is the simplest way to couple exciter 
stages and requires a minimum num- 
ber of tuning controls. 

The fundamental basis of the scheme 
is to use a separate tank coil and con- 
denser for each band to be covered 
(Fig. 1A) and to short the unused 
tanks by bending one of the outside 
rotor plates of each tuning condenser 
in such a way that the rotor shorts to 
the stator when the condenser is tuned 
to its maximum capacity. Thus only 
the desired tank is in the circuit and 
no additional switches are required. 

The one disadvantage of this method 
over conventional bandswitching is 
that a separate tuning condenser and 
knob or dial must be used with each 
coil. However, this is not expensive be- 
cause of the small size and low cost of 
tuning condensers of the kind ordi- 
narily used in exciter stages. In the 
case of the author’s transmitter, these 
tuning condensers are ceramic insu- 


lated, double-spaced midgets which 
cost twenty cents each at surplus 
prices. 

Several important advantages are 


gained, ltowever. The stray minimum 
capacity of the circuit is lower than 
when wires are brought to contacts on 
a switch. There is no possibility of 
power being absorbed by idle adjacent 
coils due to accidental resonances be- 


pletely. Circulating currents in unused 
coils are low because the coils can be 
isolated or shielded from each other, 
It is easier to obtain more favorable 
LC ratios in the tuned circuits. Finally 
—and this is perhaps the greatest ad- 
vantage—it is possible to increase the 
efficiency of frequency multiplier stages 
appreciably by leaving two of the tanks 
in the circuit (Fig. 1B) at one time; 
that is, the fundamental tank and a 
tank tuned to the second, fourth, or 


\ 
1 
80 
7 40 
-_ 
= 
a 
FOUR BANOS | ~ 
USING I 20 
ONLY TWO 7 10 
CONDENSERS 
= +HV c- 
Fig. 2. 


any desired harmonic. This results in 
a very worthwhile gain in the output of 
the frequency multiplier. 

When most favorable LC ratios are 
of secondary importance to economy 
and space requirements it is possible 
to cover four amateur bands (Fig. 2.) 
with only two tuning condensers and 
coils. This is done by using a tuning 
condenser of sufficiently large capacity 
so that the coil tunes to two adjacent 
ham bands, one at almost maximum 
capacity and the other at almost min- 


cause each coil is shorted out com- imum. —30- 
Fig. 1. 
\| \ DOUBLER 
i" } 
ee 
f 80 60 
7 S } = 
= a 
= / = 
an S J » 
40 40 
7 7 
EACH / 
CONDENSER SHORTED 
SHORTED 
AS DESIRED an] 
20 = 20 
c- BOTH TANKS c- 
IN CIRCUIT 
AT SAME TIME 
. ‘dl 0 DOUBLING 
7 10 y, FROM 20 TO 10 
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STILL UNQUESTIONABLY THE FINEST 


The COLLINS 
| Custom Built FM/AM Tuner 
_ Tops For Recording, Too 


| 


HIS tuner has received wide acclaim throughout the 

country as the best medium for reception of FM and 
AM broadcasts. Many extra, personal accessories may 
be ordered with the tuner to make it exactly what you 
want. Its 17-tube circuits employ Armstrong FM, full 
complement of vacuum tubes, self-contained power sup- 
ply and latest circuit developments. Write for full in- 
formation about this marvelous product. 


COLLINS AUDIO PRODUCTS CO., INC. 
126 Park Street Westfield, N. J. 
* WE 22-4390 * 


icine Radios the Old 


Hard Way ? 


The Feiler Stethoscope does every- 

thing but make the actual repair. 

And the Stethoscope does it faster, 

better and much easier. Thouss unds 

of radio men, many with little ex 
perience, are already fixing ra- 
dios and other electronic equip- 
ment this new way. 


You will find that just this one 
low priced unit and a few basic 
hand tools are all you need to 
fix practically any radio. 


he .- a 
~ 
Here is tl Model TS-5 es 
ere is > new } 1 TS-5 
re is the ne oat vo teay, Ody The “tncide Story” of 


the STETHOSCOPE— 
how it works—how it 


‘*Pocket Stethoscope’’ built 


to take out on the job. It’s instantly locates trou- 
: ble in any circuit—is 
light, compact and rugged yours for the asking. 


yet performs like the bench zoe tee ee 8 


24 page ithustrated 

‘Is . booklet, is full of prac- 
models. Stethoscopes are tical tips and hints on radio servic- 
allé » j pes ri j ing. To get your free copy, send your 
available in 4 types ranging name and address on a penny post 


card today. 


from $9.85 to $34.95. 


‘‘MAKES RADIO REPAIRS 
AUTOMATIC’’ 


Available for Export—Choice 
Territories Still Open 


FEILER ENGINEERING COMPANY 


945 George St. 
1948 


Dept. 2H8 Chicago 14, Illinois 


February, 


RAS 
RECEIVER AND 


Complete with 14 tubes 


EACH $595 


TRANSMITTER fm 


U. S. GOVERNMENT 


SURPLUS BARGAINS 


CéJ 


Gas-Filled RECTIFIER 


Maximum Anode Amperes 6.4 


Nominal D.C. Output Volts 350 
Filament: 
Amps 18 
Volts 2.5 
Heating Time 40 Secs. 
Peak Inverse Volts 1250 
Peak Anode Current 77 
Critical Grid Voltage 2 
Cond. Mercury vene. Limits 
40° to 65° C 
Height al 
Width 
Base: 4 Pin #412 


PRICE EACH 9395 


TUBES 


FG17 


Mercury Vapor RECTIFIER 


Maximum Anode Amperes 
Nominal D.C. Output Volts 1250 
Filament: 
Amps 5 
Volts 2.5 
Heating Time 


leak Inverse Volts 
Peak Anode Current 
Critical Grid Voltage 


5 Secs 
5000 
9 


Limits 


Cond. Mercury Temp 

40° to 80 
Height ‘? 
Width Zhe 
Base: Medium 4 Pin 


PRICE EACH 9150 


500 volts output at 160 milliamperes 


VIBRATOR-PAC Model 125 AX 
12 or 24 volts new, complete with vibrators and tubes. $495 


New. 


BC 375 
TRANSMITTER 
With Tuning Unit. 


NEW, EACH $695 


4 Mfd. 
CONDENSERS 


1,000 VOLTS 
PRICE EACH 


50c 


BC 7330 LOCALIZER 
RECEIVER 


RC-7330 Localizer NEW 
Receiver Freq. 108- EACH 
110 Me tube com- 

plement: * tubes— 

1—128Q7, 128R7, & 95 
1—12A6, 1 -ANH7G _ A 


2- 128G7, —T17A 


INTER-PHONE 
AMPLIFIERS 


NEW 
EACH 


$395 


Inter-Phone Ampli- 
fiers (Model AM-26- 
Al2) 4 tube, com- 
plete with tubes and 
dynamotor 


GRAB 
BOX 


Approximately 10 Ibs. 
of miscellaneous radio 


parts. All usable—All 
new. 

BOX $ 00 
EACH... —_ 


Orders shipped C.O.D. 


All Orders F.0.B. DETROIT, Shipped RAILWAY EXPRESS 


No order under $5.00—Please send check or money order. 
subject to 25% advance deposit. 


RADIO CENTER 


2530 E. DAVISON AVE. 


DETROIT 12, MICH. 
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FL-8-C Radio Filter 


(A) ANTENNA TUNER 


A. BC. 306-A National “Velvet Vernier” dial with 
100-0 scale. 5 position heavy duty high voltage— 
3 section RF switch. Two high voltage standoff 
insulators with spring t binding posts. Low 
freque 1A variocoup ler. ‘Seanall dimensions ap- 
prox. 1844” high, 8 P wide, 

8° deep. san bad 


(B) ANTENNA RELAY UNIT 
B. 0-10 Meter Weston Thermo-couple unit with 
50 MMF, 5000 V Vacuum cond. — 
tratedeas-B-A). So” ae 


10-meter Receiver—New. 3-6 MC Re- 
ceiver converts to 10. Diagram furnished. 
SPECIAL 274N-SERIES. ») 


(C) RECEIVERS (274N Series) 
B.C. 454A. 3-6MC. 3.95 
B.C. 455A. 6-0.1MC.............c..+6 5.95 
B.C. 453A. 190-550KC : 6.95 


FOR THE “HIGHS” 


‘in HIGH FIDELITY... 


“ude the “new 


UNIVERSITY 
TWEETER 


Quick, Easy 
Installation! 


It’s a fact! This new tweeter gives you full 
range reproduction right up to 15,000 cycles 
when used in conjunction with any standard 
cone speaker. Quickly attaches to the voice 
coil terminals of your present cone speaker 
through a simple, inexpensive high pass fil- 
ter. Available in handsome walnut cabinet 
or in single or dual unit unmounted types. 


Prices from $20.00. For details write today 
to UNIVERSITY LOUDSPEAKERS, 
INC., 80 South Kensico Avenue, White 


Plains, New York 


SPECIAL SURPLUS SALE 


G.E.—SPRAGUE-AEROVOX oil filled con- 
densers, 4000 Volts, 2MMF..........$3.19 

4000 Volts, 3MMF........... ‘cance Se 
BEACON Receiver tunes to 75 Meg., has cur- 
rent relay. Operates on 2 Mils........$1.79 


TRANSMITTERS 
196. re (VFO)........eee00s $s 


MODULATOR UNIT 


Pe tiniest wencnlicn es badea sain $3.95 
Conversion diagrams turnished. 
DM-32 DYNAMOTOR............... 1.50 
B.C. 348. Receiver Mount one vue. 2.49 
Fil. Trans. 144-amp., 24 Vo ioiene ee 
Fil. Trans. 2}4-amp. 12-24 Voit. -- 3.95 
F. Band Pass Filter, 1000 cycle, close 
ica ic Poca a 1.98 
Dual Choke—12 HY-200 MA 550HM 
D.C. resistance. Steel case with stand- 
off insulators. New..............ce0e 2.95 
TUBES 
ere 79¢ Bi cecsaccans 79¢c 
Bendix Ant. Insulators, CAA approved— 
Dn. .5sctenanbadneebasbaned $1.00 doz. 
Also thousands of additional special items such 


as condensers, tubes, capacitors, transformers, in 
sulators, radar equipment. Inquiries solicited 
Get your name on our mailing list. Terms 
Cash with order. 


ESEGE SALES, itd. 


1306 Bond Street 
LOS ANGELES, CALIF. 
TEL. RICHMOND 71162 


Radie Parts Dishriihutors 
NEW YEAR SPECIALS 


NATIONALLY KNOWN BRANDS 


| 


>” PM Alnico #5 Magnet. . ..$1.09 
for $6.00 

8” PM Alnico #5 Magnet............ $2.89 
5 for $13.75 

10” PM Alnico #5 Magnet.. . $3.25 


5 for $15.50 


Phono. Motors with 9” 


Popular Brand 
Turntable 


Pickup Arm D-9 with L26 Cartridges A 
eee SE eee Each $1.79 
SS rere Each $1.79 


FILTER CHOKES 

Heavy duty Filter Chokes 5 Hy 220 Ma 
D.C. Size 2%x3x3%... .Each $1.19 
Filter Choke 2x2%x2% 40 Ma-20Hy....79¢ 
Known Brands Oil Filled Condensers : amfd 
—1000 Volt Each $1.19 


CONDENSER SPECIALS 


25 mfd 25VV $0'27 10 for $2.30 

8 mfd 1I50VV -25 10 for 2.05 

12 mfd 1” V 32 10 for 2.60 

20 mfd 150 V .34 10 for 2.75 

30 mfd 150 V .37 10 for 2.95 

4 mfd 450 V -32 10 for 2.60 

12 mfd 450 V 41 10 for 3.30 
20-20 mfd 150 V .59 10 for 4.70 
40-20 150 V .63 10 for 5.05 
8-8 450 V -59 10 for 4.70 
16-16 450 V 1.09 10 for 8.60 
FREE! Write for R.P.D.’s latest bulletin 


for more sensational values. 


Remittance with order plus postage 
TERMS: or 25% deposit, balance C.O.D. 


RADIO PARTS DISTRIBUTORS 
925 E. 55th St. Chicago 15, Ill. 


Spot Radio News 
(Continued from page 20) 


a 
tion of some 600,000 video receivers—q 
third of the estimated dollar volume 
on sales of standard broadcast receiy. 
ers and auto sets. He believes that the 
year will also see public demand out. 
stripping production. “More and bet. 
ter” programs will whet the appetite 
of television customers, Mr. Glaser 
thinks. Summing up the situation, he 
adds: “While about 75 per-cent of to. 
tal television sales will be in the table 
model class, substantial sales of con. 
sole type receivers are expected to 
exert a strong influence on total dol. 
lar volume, especially if the install. 
ment-buying restrictions lifted last 
November 1 are not restored. The 
expansion of the immediate future js 
indicated by the fact that 1948 wil] 
see television stations in at least 50 
major market areas in the United 
States.” He also sees “a marked in. 
crease in the FM output during the 
year,” and a healthy market all along 
the line, inspired by the desire of the 
public to replace war-worn sets and 
to have more than one set per house- 
hold. 


RADIO NOISE— interference, static, 
you know it, you name it—seems des- 
tined to come in for an additional 
beating during the year. Two govern- 
ment agencies are working on the 
problem, and one has already reported 
progress. This is a new method of 
measuring radio noise interference de- 
veloped by the Signal Corps at their 
laboratories at Monmouth, N. J. En- 
gineers believe that work will lead to 
the solution of major noise measure- 
ment problems now encountered by in- 
dustry and government, because it 
provides for accurate evaluation by 
comparison with an established stand- 
ard and all but removes the chance of 
personnel error. The Signal Corps 
work grew out of the war, when in- 
terference hampered radio activities. 
Trucks, tanks, and engine-driven gen- 
erators were the worst noise offend- 
ers. Noise-measuring methods were 
studied at the time, but commercial 
instruments fell short of military 
needs. Signal Corps fell back on lis- 
tening tests with sensitive receivers, 
modified for use as noise meters, but 
even this fell short of what they 
wanted, because variations constantly 
cropped up owing to the judgment and 
hearing ability of the men using the 
instruments. This is not to say that 
the listening tests failed to accom- 
plish anything, the Corps hastens to 
add—some 50,000 engines, 100,000 en- 
gine-driven generators, and 3,000,000 
vehicles were quieted down as a re- 
sult of the work. 


NOW SIGNAL CORPS engineers 
come up with a new principle of meas- 
urement, using a stable radio noise 
generator as an interference refer- 
ence standard. Work on models is 
nearing completion and it is antici- 


RADIO NEWS 


‘“oa al 


~ 


—s-_— oo = 


ee ee Le ee Oe a COU lO ll 


7 SS BM 6£+ 6 


—se Vw 


peted that they will measure radio 
interference within the frequency 
range of 150 ke. to 40 mc. Indeed, a 
test set was successfully exhibited at 
the 1947 meeting of the International 
Special Committee on Radio Interfer- 
ence, held in Switzerland. The set 
was left with the Committee for tests 
py other national experts. The Corps 
is also cooperating with other gov- 
ernment and industrial agencies, in- 
cluding the American Standards As- 
sociation Committee on Interference 
Measurement and the Society of Au- 
tomotive Engineers Committee on 
Vehicular Radio Interfernce. 


ANOTHER ANTI-NOISE campaign 
is under way at the National Bureau 
of Standards, where scientists are ob- 
serving and analyzing radio noise gen- 
erated by the sun. This is a com- 
panion project to cosmic radio noise 
studies already under way. The new 
job will seek to find the range of fre- 
quencies broadcast from the sun, re- 
ceived intensities, and the correlation 
of solar noise with other solar, inter- 
stellar, and terrestrial phenomena. 
Outstanding gadgets in the Bureau of 
Standards research will be two giant 
radar mirrors at the Bureau's radio 
propagation laboratory at Sterling, 
Virginia. These will intercept and re- 
cord solar noise reaching the earth. 
The reflectors, about twenty-five feet 
in diameter, allow the capture of a 
large amount of energy from solar 
broadcasts. Automatically controlled, 
they will be directed at the sun con- 
stantly throughout the day. First 
studies will be made in the 480-500 
mc. band. 


THE BUREAUS STUDIES have 
added significance these days, because 
it has been found that high- and ultra- 
high-frequency receivers, while prac- 
tically eliminating internal set noises, 
are limited by interference from natu- 
ral phenomena. Atmospheric radio 
noise—like that from a lightning dis- 
charge—ceases to be a major problem 
above 15 mc., but it is at this fre- 
quency that cosmic noise becomes no- 
ticeable as a low, steady hiss. Even 
FM suffers from this interference. 
FM itself tends to suppress the hiss 
within a certain range of the trans- 
mission station, but as distance in- 
creases, cosmic takes over until it 
completely drowns out the FM signal. 
Another strange thing—-Standards ex- 
perts have discovered that the uni- 
verse has some powerful stations to 
compete with those on earth. Main 
center for broadcasting cosmic noise 
is the constellation Sagittarius in the 
Milky Way. It follows that the nearer 
you are to Sagittarius on the earth’s 
surface, the worse the interference. 
The sun is another broadcasting cen- 
ter, in the ultra-high-frequency bands. 
It gives out with a hiss, but there is 
also an undulating component super- 
imposed upon the stable noise—“puffs” 
or “swishes” lasting a seccnd or less. 
Sometimes the swishes overlap and 
you get a grinding noise. This also 
may cause streaks to appear on a tele- 
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TEST CRAFT Instrument Co. Pros pnasentei 


THE NEW MODEL TC-48 


COMBINATION 
TEST SPEAKER 


plus resistor tester 
A C0 Be i! Fe ATl 0 A plus condenser tester 

plus resistor substituter 
T J S T 5 P b A K et % plus condenser substituter 

plus output meter 
No need to carry the speaker to your shop in servicing any radio from the 
small midget to the most elaborate console. Any output tube or tubes can 
be matched simply by rotating input switch to tube listed and rotate field 
switch for proper impedance and proceed with testing. External voice coil 


connection permits testing of set speaker to determine if output transformer 
is Open or shorted. 


SPECIFICATIONS A MUST FOR EVERY RADIO 
RESISTOR CONDENSER TESTER: 110 Volt A.C. power 
source for basic indications of either shorts and opens in SERVICEMAN AND ENGINEER 
both resistors and condensers. Leakage indication for 
condensers only 
CAPACITY SUBSTITUTION: 7 capacity values ovailable, 
001, .01, .02, .05, .10 at 600 volts and 30 mfd. and 50 
mfd. at 150 V. Provides substitution of by-pass coupling 
and electrolytic condensers. 
RESISTOR SUBSTITUTION: 6 resistance values avoilable, 
400, 50K, 100K, 500K, 2 meg. and 5 meg. ot “2 w tt 
Provides substitution of grid bias ahd other types of resistors. 
OUTPUT METER: Neon type of output indicator for receiver 
clignment. 


UNIVERSAL AND SUBSTITUTION SPEAKER: Field—3500- 

1000-1500 and 2500 ohms cot 175 ma. Specker-—Per- THIS UNIT COMES HOUSED IN A 
monent magnet type. Voice Coil:-—2.8 ohms. input-— RUGGED, BATTLESHIP GRAY, 
Single or push pull CRACKLE-FINISHED, STEEL CAB- 


INET, COMPLETE WITH FULL OP- 
Available at your regular radio ports jobber. ERATING INSTRUCTIONS. READY 
if your jobber cannot supply you, send your : 


order directly to us. TO OPERATE ON 110-125 Volts A.C., 
50-60 Cycles. SIZE: 7°x11'x5". 


Now Availatle for IMMEDIATE SHIPMENT 
TEST CRAFT INSTRUMENT CoO. 


42 WARREN STREET Dept. RN NEW YORK 7, N. Y. 


‘ 127 


PILCHEAING 


UNIFORMITY 


EVERY Pickering Cartridge which leaves our laboratory 
has been carefully tested for the following characteristics, 
the allowable limits for whieh are shown: 


FREQUENCY RESPONSE eo 22 db, 40-10,000 cps 


y 


effects of temperature and humidity. 


we 


has been made on 


NO OTHER PICKUP CAN QUITE MATCH THIS PERFORMANCE 


Available with diamond or sapphire stylus from all principal distributors 


Pickering & Company, Inc. 


29 West 57th Street 


School of SOUND RECORDING 


and TRANSMISSION ENGINEERING 


Learn sound recording and trans- 
mission engineering techniques of 
the professionals, as used in Motion 
Picture, Broadcast, F-M, Television, 
and Commercial Recording Studios. 


A nine months practical engineer- 
ing course, devoted exclusively to 
the technique of sound recording 
and transmission measurements. 
Well equipped studios, profes- 
sional recorders and circuit 
laboratory containing latest model 
test equipment installed for 
student training. A portion. of 
our laboratory is pictured above. 
@ New classes admitted the first W/; 
School day of Jan., Apr., July, Oct 

Affiliated with the Don Martin School of Radio Arts 
Approved for Veterans 


Director 


Write for literature © Sound Department 


Dot Hlarin SCHOOL of RADIO ARTS 
1655 Cherokee © Hollywood 28, California 


ampli ‘ tests eve absolute stability, 
amazing tuggedness, and complete insensitivity to the 


New York 19. N. Y. 


For immediate shipment 


R.M.A. Guaranteed 


Below Distributor Costs 
individually Sealed Cartons 


Type 
6K6GT 
6K5GT 
6V6GT 
6SA7GT 
6SJ7GT 
6SK7GT 
6SQ7GT 
6X5GT 
12SA7GT 
12SQ7GT 
12SK7GT 
12SJ7GT 
35L6GT 
35Z5GT 
50L6GT 


Price 


KAIED ACCOUNTS—2% 10 DAYS 
ALL OTHERS 2% C.O.D. 


432—4th Avenue 


New York 16, N.Y. 


RADIO TUBES 


10% DISCOUNT ON LOTS OF 50 OR MORE 


RAVAC ELECTRONICS CORP. 


= 2 


vision screen, and picture jumpiness 
Sometimes the solar bursts are so jn. 
tense, lasting several hours, that radar 
pointed toward the sun becomes 
“blind.” What the Bureau scientists 
are shooting for is the solution of the 
two chief problems in the field of Cos- 
mic noise; determining the intensity. 
versus-frequency function of the ra. 
diation; and a more accurate survey 
of intensity-versus-position at a Va- 
riety of frequencies. To investigate 
the intensity-versus-frequency prob. 
lem, a series of measurements are 
being made over the frequency range 
from 25 to 110 mc. by means of a bat- 
tery of specially designed receivers 
each tuned to a particular frequency. 
The intensity-versus-position problem 
requires the highest possible resoly- 
ing power, which may be obtained 
either by going to the higher frequen- 
cies or by using larger collectors. Both 
lines of exploration are to be em. 
ployed. When the Bureau gets data, 
scientists expect that it will be usefy] 
in a number of ways. For example, 
a radio sextant might be built to de- 
termine position from the direction of 
arrival of solar noise—“shooting the 
sun” by sound instead of sight and 
thereby jumping the problem of in- 
terference by cloud formations. The 
Bureau also believes that it may be 
possible, by analysis of the direction 
and intensity of cosmic noise, to study 
details of the Milky Way that cannot 
readily be seen through a telescope. 


IT’S RARE radio news indeed to 
learn that FCC, undaunted by its load 
of work and by the economy wave that 
washed over it from the Congress, is 
one of the few government agencies 
that has actually cut down in the 
number of its employees. Believe it or 
not, last count showed that the Com- 
mission had a total of 1301 employees, 
a drop of twenty-eight from the total 
in June, 1947—1329. FCC didn’t issue 
the report, either. It was put out by 
the joint committee on reduction of 
non-essential Federal expenditures, 
Sen. Harry F. Byrd, Virginia econ- 
omy-waver, reporting. —ji0- 


FRAYED TEST LEADS 


HE insulation on test leads wears very 
quickly at the points where the wire 
enters the prod handles. Reinforce them 
and lengthen their life by dabbing ona 


| few drops of “shousehold cement” or 


airplane dope. Two applications are 
usually necessary, because the insula- 
tion is slightly absorbent and soaks up 
the first coating. Give the cement plen- 
ty of time to harden—about fifteen min- 
utes—before using the cords D. J.B. 
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In Our 25th Year 


ATTENTION !!! 


Remote Control 
SCR 522’s, Brand 
Original Packing: 


New 


> 


Western Electric Pilot 
semblies, with Pilot 
and Dimmer, and 


Crackle Order 
Day for only.. .e2 
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224 Each 


ALL SCR-522 OWNERS: 


Boxes for 
in 
Consists 
of 5 push button switches, 5 
As- 
Bulbs 
lever 
Switch, all finished in Black 


46-PS-l for 
15c 


1. T. & T. SELINIUM RECTIFIERS 


Full Wave Bridge Rectifier; 54 volts AC 
input, 39 Volts D.¢ Output at 1.2 
Aips. Signal Corps. Spec. 4D0238 


Special at $1.50 
Full Wave Bridge Rectifier ; 144 Volts AC 
Input, 96 Volts DC Output at 1.1 Amp 
Signal Corps. Spec. 9DO0612B 
Special at 
These Rectifiers Are All Brand New 


ARMY RADIO PHONES . e 
They’re weather, water, | 
and shock proof. Made 
to Army Specs. A com- 
plete Dynamic Hand 
Mike, 2 Earphones, 
Headband, Cord Set. A 
Wonderful Buy, for 


Only { 95 
a 


are all 


2.50 


each 
These Units 
Brand New 


ITEMS YOU MAY BE LOOKING FOR 


Are-5 Banana lugs, Silver Plated per doz. $0.10 
24 Volt G.E. Relay 200 Amp. Silver Plated 
Contacts tice each .39 
110 Volt Candelabra Base l-inch Bull’s-eye 
Pilot Assemblies. Clear or Amber each .39 
39” Telescoping Antenna ‘ each .25 
6 Volt Bayonet Base Pilot Assemblies with 
Dimmer. Red or White each .19 
ANOTHER LEEDS SPECIAL 
We have just received some 6.3 Volt Filament Trans- 
formers at 6 Amps. They'll go fast at 5 
each s 


‘The Home of 05) 


OIL FILLED CONDENSERS 


x.2 Mfd 4000 VIX Tobe .. ? $0.98 
2x.1 Mtd 7500 VD6 G.E a . 
02 Mid 8000 VI BOUD 20+ ceccceeveceooe .98 
lt Mfd 400 VI ff »  Qaaeseses= -98 
] Mid 600 VI G.E. oF C.D. ncccccces -98 
1 Mfd 5000 VDE Solar 2.95 
2 Mid 600 VD fl RS ener . 49 
Mid 1000 VIM Aer ’ - we 
BEST BUY OF THE MONTH 

100 Watt Wire Wound, Ferrule Type Resistors, 
in the following sizes 25.000, 30,000, 40,000, 


50,000 and 100,000 ohms 


For Only, each $0.25 


Wire Wound Potentiometer 
100,000 ohm, 
G_R. type 
diameter 


precision made 
25 watt, 6 $1 95 
Brand new 5 
METER SPECIAL 


New in Original Cartons 


0-1 MA DC Gruen 2” { 95 
€ 


round metal case 


LEEDS SPECIAL 


Westinghouse Meter, 2 inch ground bakelite case 


0-30-M.A.-D.C. Brand new—in $i 95 


original cartons 

If not rated 25% with order, balance C.O.D. 

All prices F.O.B. our warehouse New York. No 

order under $2.00. a to any part of the 
globe. 


LEEDS RADIO CO. 


Dept. RN2 
75 VESEY STREET 
COrtiandt 7-2612 New York City 7 


Quality —Price—Dependability 


RADIO 
TRANSMITTER | 
& RECEIVER 
APS 13 


Tunes 410,42 
megacycles 


megacycle 

strip with sche 

mate 

"Al ‘oe $ ied wert didinnnatts 
5-INCH CATHODE RAY TUBES 

Type 5BP1 Green Screen, Brand New in Original Car 


tons. All Scope owners will want a few at 
this ridiculously new low price of 


tan 9445 


VARIABLE AND MICA CONDENSERS 

Aerovox Mica Condensers, 600 VDC eff 

ow loss moulded Pakelite Case 

A REAL BUY AT each $0.95 
Screw-driver Adjusted 


APC-25 Trimmers, 
pilates, 25Minfd, Silver Plated Variables 
cca 10 for 41.258 


25 Mmfd Balanced Stator variables Polished 
Plates, Isolantite Insulation. Swell for V.H.F 
29c ¢ 10 for 2.80 


15 Assorted Silver Micas 
-O1 Mfd 600 VDC Postage Stamp Micas 
Sc ea 100 for 


all for os 


Ratio 


Ouncer Transformers. Mike to Grid, 25:1 
3 10 for $2.95 


Low to High Impedance Se ea.; 


Heinemann Magnetic Circuit Breakers, in 3 and 5 
Amp. Sizes ° . 9s 
832 Tubes Brand New 2.15 
Crystal Diodes IN23A ° eos 3S¢ ea.: 3 for 1.00 
De Jur re Wound Potentiometer 12 Watts 
20,000 Ohms eres ag 
STEEL CHASSIS 
10x 17x3 $1.38 tix17x3 $1.86 
S5x10x3 .87 itx17x3 ° 2.22 
7x13x2 96 Tu TB B..cccecs 63 
10x 14x3 1.35 48 17 B S.cccoece 99 
STEEL CANS AND BOXES 
4x4x2 $0.68 12x 7x6 $1.68 
4x5x3 -78 93S OB Foecccces 2.35 
6x6x6 -99 lix 128 2.25 
Ve INGH STEEL PANELS 
314 x 19 $0.66 1016 x 1 $1.22 
5i4 x 19 87 12% x 19 1.46 
85, x 19 1.10 14 x 19 i. 
Ve INCH ALUMINUM PANELS 
a1 x 190 $1.38 B54 x 10 .$2.25 
514 x 19 1.74 10% x 19 2.87 


GROOMING an 


ADC AUDIO TRANSFORMER for FAULTLESS PERFORMANCE 


Complete Tests to Meet Rigid 
ADC Specifications. 


Strict electrical tests are given each and 
every ADC Audio Transformer at three 
different stages of production. In order 
to give you faultless performance on the 
job, every transformer must come within 
catalog specifications on all tests. (Custom- 
er specifications on special transformers. ) 


Ist TEST. After assembly of coil and lami- 
nations, each component must perform 
within ADC specifications on frequency 
response, impedance ratio, phasing, break- 
down and balance tests. Any unit failing 
to meet a// requirements is rejected. 


2nd TEST. After impregnation, baking and 
casing, each transformer is re-checked for 
continuity breakdown and other require- 
ments of the particular unit. This guar- 
antees correct wiring, perfect insulation 
—no “shorts” or “opens.” 


2833-13th Avenue So., Minneapolis, Minn. 
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3rd TEST. After cleaning, labeling, etc., a 
final continuity, breakdown and thorough 
visual check is made. This quality control 
test—plus the finest materials and work- 
manship available—assures you of faultless 
ADC performance on the job. 


Consult your jobber about ADC . 
Audio Transformers and other 
Components. Ask for Catalog 46- T. 


Other ADC Components: JACKS « JACK PANELS + PLUGS « PATCH CORDS 


Unde Ltvelymat Co. 


ttudis Develops the Finest 


SCOOP: 40 & 80 
meter transmitter-receiver with tubes, dy- 
namotor power supply, instruction manual, 
12 ft. antenna & base, V.H.F. antenna and base, 
dummy antenna, rrounts, 1 headset, micro- 


The famous B-19, Mark II, 


FEBRUARY SPECIALS 


APS-15 3CM * a ROEDER sy complete with 


BC464D Receiver and selector for 5 channel re 
mote control with battery container and an- 
DE Ele tbe cktees eeceresncs peapacunien 

CODE: N-1 New, in original boxes. 

N-2 New, repacked. 

N-3 New, removed from new equipment. 

U-1 Used, excellent condition. 

U-2 Used, minor scratches. 

U-3 Used, rough handled, good working condition. 


under $5.00. 


truck. Minimum order $2.00. Californians include 
sales tax. 


PHOTOCON SALES 
1062 N. Allen Ave. 


phone, key, junction boxes and interconnecting 
pe N-l. 95 
B-19 Mark II complete tank installation with all 
spares. Packed for export. Instruction manual, 
ete. N-1 44.95 
Headset & Microphone used with Mark II, N-1.. 1.95 
BC348 Receivers, 200-500, 1500-18,000 KC. 
Complete with 28 volt dynamotor & tubes. 
N-2 $59.95; N-3 my 95; U-1 $49.95; U-2 
$39.95. Add $20.00 for conversion to 115 
volts A.C. 
BC224 Receivers, 200-500, 1500-18,000 KC. Com- 
plete = Js volt dynamotor & tubes. N-! 
$64.95; N-2 $59.95; U-1 $49.95; U-2 $39.95. 
Add $20.00 for conversion to 115 volts A.C 
(NOTE: The BC224 is identical to the BC348 
except input voltage.) 
SCR522 Specials 
Two meter Sree with tubes N-1l 
$24.95; N-2 $17.95; U-t 95. 
BC1206-C Setchell Carison Beacon Receiver 28 
volts D.C. 195-420 KC, 5 tubes. N-1. 4.95 
BC474 ug) tubes, N-1 $37.50 with manual; 'N-2 
$32.50; U-1 $27.50; U-2 $22.50; | U5 $42.50. 
GIBSON GIRL SCR578B transmitter for sending 
distress signals from boats. Transmitter com- 
ple te with balloon, hydrogen generator, kite and 
instruction manuals. N-1 25.00 
Famous 16 mm G.S.A.P. camera with 134” { 3.5 
lens, speed 16-32-64 frames per second, 34 volts 
D.C. Standard 50 ft. magazines. Special N-1.. 25.00 
EE-8 Telephone field sets with handset and ringer 
N-1 $15.00 vr $28.00 pr.; N-2 $13.00 : a, 
$25.00 pr.; U-2 eaten $18.00 pr.; U-3 
$7.00 ca., $13.00 p 
SCR284A, 3800-5800 —Complete set 69.50 
BC654A Trans, Rec. Tubes, Xtal............. 95 
PE104A 6-12 volt vibrapack, $5.95; (U)...... 4.95 
PE103A 6-12 volt dynamotor................ 8.95 
CD501A cable for PE103 A-BC654A. 1.95 
GN45A Handcrank Generator and stand... 4.95 
BC348 Mounting Base. Postpaid 2.50 
BC348 Outlet Plug PL-Q103. Postpaid -80 
BC348 Mounting Base and outlet plug. Postpaid 3.00 
Sound powered handset N-1 $15.00 ea., pr..... 25.00 
Trimm commercial 17,000 ohm headset N-1.... 4.25 
HS-23 8,000 ohm headset N-1 $1.29; U-2... 89 
HS-33 600 ohm headset N-l...............246- 1.29 
Extension cords, PL55 plug inel. N-i........... -40 
HS-30 Ear plug headset N-1 one ae -50 
Matching transformer, HS-30.......... -50 
TS-13 Handsets N-1 3.45 
115 V.A.C. '4 h.p. motor with 250v 600MA ampli- 
dyne gene rator } acd 75 
200FD Johnson var. poor Beek WE. ..<.cccoees 19 
182A Selsyn Compass Indicator U x (eiannn’ 1.50 
Companion Transmitter Selsyn U-1.......... 1.50 
181A Selsyn Compass Indicator U-1............ 1.50 
Companion Transmitter Selsyn U-1 Se 
BC733D Aircraft a Receiver N-l....... 24.95 
(Approved by C./ 
scooP: MN26 Radio. Compass Receiver 150- 
1500 KC U-1 $18.95; U-2 28 V. D.C x 
SCR610 FM 10 meter transmitter-receiver, 6, 12 
and 24 volt power supply with tubes U-1. . 14.95 
T-17 Mike N-1. eS 
Meter Rectifier, full wave midget Selenium, 10 
volts, 30MA. N-1 .29 


magnet, magnetron, Kylstron and other tubes. 14.95 


14.95 


TERMS: F.O.B. Pasadena unless postpaid. No C.0.D.'s 
. 25% deposit on ALL orders. All C.O.D.'s 
shipped by Rail Express. Save freight and C.O.D. fees 
by sending full price with order and we will ship by fast 


916% 


4°2/0 


Pasadena 7, Calif. 
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ked to write directly to the manufacturer for the liter- 
By mentioning RADIO NEWS, the issue and page, and en- 


closing the proper amount, when indicated, delay will be prevented. 


HEXACON FLYER 

Hexacon Electric Company is cur- 
rently offering a two-color flyer de- 
scribing the company’s line of electric 
soldering irons. 

Performance characteristics and op- 
erational specifications are included 
in the bulletin which may be obtained 
upon request to Hexacon Electric Co., 
161 W. Clay Avenue, Roselle Park, 
New Jersey. 


TAPE RECORDERS 

A series of ten Magnetape Recorders 
and accessory equipment is described 
and featured in the recently released, 
8-page circular issued by the Magne- 
phone Division of Amplifier Corp. of 
America. 

These units, the first of a complete 
line of magnetic tape recorders and 
playback instruments, feature extend- 
ed frenquency response up to 12,500 
cycles, adjustable tape speed, portabil- 
ity, and an 8-hour continuous play 
model. 

Accessory equipment described in 
the circulator includes an “E-Z-Cue” 
for instantly locating any section of a 
reel, a cabinet designed to hold the 
recorder and 200 reels of tape, labels 
and index cards for instant reference, 
a handy splicing and maintenance kit, 
and a robot timing device to auto- 
matically start and stop the recording 
of any one or more programs from a 
pretuned broadcast station. 

Copies of the circular are available 
upon request to the Magnephone Di- 
vision, Amplifier Corp. of America, 
398-2 Broadway, New York 13, New 
York. 


ADVERTISING SERVICE 

In an effort to assist radio jobbers, 
the J. F. D. Manufacturing Co., Inc. 
of Brooklyn, New York has instituted 
a program whereby mats and electros 
of all JFD products are available for 
use in the preparation of ads, cata- 
logues, and mailing pieces. 

In addition, the company has pre- 
pared 4” x 6” stuffers covering the 
more popular service items. These 
stuffers are available to all jobbers 
for distribution, without charge. 
Space has been provided on these 
stuffers for the jobber to imprint or 
stamp his own name. 

For further details, jobbers are re- 
quested to write direct to J. F. D. 
Manufacturing Co., Inc., 4117 Fort 
Hamilton Parkway, Brooklyn 19, New 
York. 


ANTENNA SYSTEMS 
Dayton Aircraft Products, Inc., has 
just issued an 8-page booklet on the 


reduction of precipitation 
aircraft radio. 

The booklet goes into considerable 
detail on the causes for precipitation 
static and describes the methods de. 
veloped by the U. S. Air Forces dur. 
ing the war for greatly reducing this 
static. The methods now used consist 
of metal and ceramic antenna fittings, 
which in conjunction with polyethyl.- 
ene wire, insulate the antenna system 
against corona discharge. These fit- 
tings are made to be used on marker 
beacon, compass sense, and receiving 
and transmitting antennas. 

The booklet, complete with instal- 
lation and maintenance instructions, 
will be forwarded free of charge on 
request to Dayton Aircraft Products, 
Inc., 342 Xenia, Dayton, Ohio. 


Static ijn 


ANNIVERSARY BOOKLET 

L. 8. Brach Manufacturing Corpo- 
ration, now in its 40th year of serv- 
ing the radio and electrical industries, 
has issued a special anniversary book- 
let which should be of interest to our 
readers. 

The booklet traces the beginnings 
of the company and summarizes briefly 
the accomplishments of the organi- 
zation both in war and peace. 

Copies of this publication are beifig 


distributed free of charge upon re- 
quest. 
Address your letters to L. S. Brach 


Manufacturing Corporation, 200 Cen- 
tral Avenue, Newark 4, New Jersey. 


CONDENSER DATA 

Illinois Condenser Co. of Chicago 
has just published a new supplement 
to their catalogue of September, 1947. 

The supplement lists new additions 
to the “Illini” line of electrolytic con- 
densers and contains’ information 
about types designed especially for 
use in voltage doubling circuits. Sev- 
eral new high voltage, high capacity 
types are also listed, for the first time. 

Copies of the supplement may be 
secured by writing Jllinois Condenser 
Co., 1616 Throop Street, Chicago 22, 
Illinois. 


W-L CATALOGUE 

Ward-Leonard Electric 
has announced the availability of 
its new catalogue, D-30, which de- 
scribes and illustrates a comprehen- 
sive line of stock units in resistors, 
rheostats, and amateur relays. 

The publication covers “Vitrohm” 
rheostats and resistors in a wide range 
of types and values. Full information 
is given on ring type and heavy duty 
plate type rheostats and on fixed 
tubular, Adjustohm, Stripohm, plaque, 
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non-inductive, Discohm, line voltage 
reducers, and fluorescent lamp re- 
sistors. 

The company’s complete line of 
radio amateur relays for standard 
applications are also listed in the cat- 
aloyue. Included among stock items 
are antenna, r.f. break-in, bandswitch- 
ing, keying, overload, time delay, 
safety, sensitive, latch-in, and remote 
control relays and transmitter con- 
trol panels for low, medium or high 
power ham rigs, in kit form or com- 
pletely assembled and wired. 


A copy of catalogue D-30 may be | 
procured by writing to the Radio and | 
Electronic Distributor Division, Ward | 


Leonard Electric Company, 53 W. 
Jackson Boulevard, Chicago 4, Illinois. 


SERVICE TEST EQUIPMENT 
The Specialty Division of General 
Electric Company’s Electronics De- 
partment has just published a new 
18-page catalogue covering service 
test equipment. 
The publication lists the specifica- 


tions of nine instruments in the divi- | 


sion’s line of test equipment; tube 
checker, Type YTW-1; signal gen- 
erator, Type YGS-3; oscilloscopes, 
Types CRO-3A and CRO-5A; capac- 
itance-resistance bridge, Type YCW-1; 
unimeters, Types YMW-1A and UM-3; 
sine or square-wave generator, Type 
YGA-2; and high voltage multiplier, 
Type YYW-1. 

A copy of this catalogue, which has 
been designated ESD-129, may be se- 
cured from company distributors or 
direct from the Specialty Division, 
General Electric Company, Electronics 
Park, Syracuse, New York. 

—30- 
Recording of Sound 
(Continued from page 58) 


self-contained unit with the main 
switching functions given to illustrate 
how the components of the circuit are 
utilized for either recording or repro- 
ducing. 

The amplifier consists of two volt- 
age stages utilizing a single 6SL7, an 
equalizer network, a 6SC7 as a phase 
inverter, and two 6V6’s in push-pull in 
the output stage. Other components 
shown are record-playback head with 
a non-inductive resistor in series, a 
Hartley oscillator for the bias supply, 
a neon lamp volume indicator circuit, 
and a well-shielded input transformer. 

With the selector switch in the “rec- 
ord” position, a signal may be fed from 
a microphone into the first stage, or 
from the detector stage of a radio, or 


from a phonograph into the second | 


stage. From that point the signal may 
be followed through the equalizer net- 
work, the remaining stages of the am- 
plifier, and thence to a portion of the 
winding on the record-playback head 
through a non-inductive resistor. A 
signal of 35-60 kc. from the bias oscil- 
lator is fed to the other portion of the 
winding on the-head. The method af 
applying the high frequency bias sig- 
February, 1948 


SERVICEMEN 


PICTURE IF & SOUND IF STRIP 


2 PATENTS PENDING 


Chassis 
Size 
4," 1. 13” x 


Audio 21.25—Picture 25.75 
Picture IF Band Width 4.5 mc/s 


wired, tested, tubed, and matched ready for use. 


FRONT END 


Contact Us for your Local Distributor 


ey SION 540 BUSHWICK 


BROOKLYN 6, 


(B) NDUSTRIES 


’ 
MANUFACTURERS 


This Sensational Picture IF & Sound IF Strip developed by 
our engineering staff and enables you to build a 10°-12" 
15” - 20” Direct View or Projection Type Receiver with 
FM Sound Supplied with a 13 Channel RF Front End Unit 


BOTTOM 
VIEW 
1. PICTURE IF STAGES 6. TUBES 
Five picture IF stages of am- 5—6J]6—Picture IF Amplifier 
2. SOUND IF STAGES when Se IF Amplifier & 
ee etector 
ive © Gages wih Maites end =, _snss-tat Video Haleiilier 
3. VIDEO STAGES 1—6K6gt-—-2nd Video Amplifier 
Two stages of Video with a fre- 1—6AU6—Limiter 
quency response of 4.5 mc/s 1—6ALS—D.C. Restorer 
4. ONE D.C. RESTORER 1—6AL5—Discriminator 
5. IF FREQUENCY 2—6BA6—Sound IF Amplifier 


@ All the Above Circuits and tubes are contained on 1 chassis. © Front End 
Unit on separate chassis.@ Both Picture IF & Sound IF delivered completely 


The Front End covers channels 
from 44 to 88 mc/s and 174 to 
216 mc/s (13 channels). Matched 
antenna input for 300 ohm line. 


Tubes: 1-6]6 RF Amplifier 1-6]6 
Converter 1-6J6 Oscillator 


me $119.50 


DEALERS NET 


AVE. 
mm Vs 


Light 
in W 


Combining minimum 
weight with small size, 
JOHNSON Type H Con- 
densers are designed espe- 
cially for aircraft transmit- 
ters. Simple and rugged in 
construction, JOHNSON 
Type H Condensers easily 
withstand heavy vibration. 
STEATITE end plates pre- 
vent any possibility of 
“short circuit loops’ anc 
permit panel mounting with 
both “Ee? and stator insulated from 
ground. Capacities and spacings are 
provided for low and medium power 
stages. Aluminum plates are .020” 
thick. End plates are 114” square. 


® 


Type H JOHNSON f 
Condensers 


Excellent for police equipment, air- 
line ground equipment, amateur equip- 
ment, test equipment, VHF and others. 

They’re small in size—great in 
performance! 


For Further Details Write for Latest JOHNSON Catalog 


JOHNSON ¢ famous name in Radio 


JOHNSON CO. 


‘ 


WASECA, MINNESOTA 


RC-163 VERTICAL 
3-ELEMENT ARRAY 


— With Electrically Operated 
Rotator Continuously 
| Tunable 20 to 39 Mc. 

(10-11 & 15 Meters) 


Operates under all outdoor 
conditions. Assembly consists 
of 3-element array, rotating 
mechanism, field strength me- 
ter, Surveyor’s Compass and 
Tripod, and all accessories 
and cables. 

e All Three Elements Driven 
@ Feeds with 72-ohm line 
© Rotator strong enough to 


FOB 


handle additional beams at 
Gain; Cardioid Pattern, com- 
ing, ready to go on air 
from 10-11 to 15 meters or back, in ten minutes 
Ly nbrook, N. Y. 
ONE DIAL control, in less than 3.00 


same time @ Continuously 
Rotatable @ 4 to 5 db Forward 
pletely null at back @ Simpli- 
fied Assembly, easy tun- 
Eanacimediieenesenil one-half hour after un- 
crating! @ Changeover 
Operates on 12V 444 Amps DC. Shpg. wt. 330 Ibs. Your 
net cost, complete assembly, 89.50 
HOTTEST ITEM OUT! Make your SCR-522 
Receiver operate on 144 to 148 Mc. with 
1 hour! Parts and instructions ..... 
Include 8¢ Postage 


ec wniadscvaccvasenasesene $9.00 
BC-454 3-6 Mc RCVR . 5.50 
eee 5.50 


rr $1.00 8025A 500 Me Triode. = 

_ Serene 3S Saeeeee. 

Sc :cniametsbhean ye  Bepeeeeeer: 730 
Re 11.95 


ALL TUBES SHIPPED EXPRESS. 


MERIT RADIO SUPPLY CO. 


471 Merrick Road LYNBROOK, N. Y. 


Power Xformer 850VCT, 750VCT @ 200 Ma, 


Sr a PEE. 5 knxeccccccvsccsnacanced $4.14 
6V6 Metal........ $0.89 6L6 Metal. .......$0.95 
12SQ7 Metal...... -32 12K8 Metal....... .32 
.01-150V Paper eet iacibarinieeaisiapasccil 60 for 1.00 
02-1600V maa  hienkddplalaaemalia 10 for 1.00 
.1-600V Pape uh 12 for 1.00 
Mica—.002, | "005, "006 ete. GOV. eee, ou 
Cond. Kit .01-.00001....... aoe 100 for 3.00 
Bathtub Kit 3x.1, .5, .1 ~ -hracapatemeatae 10 for .89 
Resistor Kit 4 & iw Assorted .100 for 1.49 


Choke—Nationally Known 12H-80 Ma-250 ohms 1.09 


Choke—Nationally Adv. 10H-100Ma-250 ohms.. 1.09 
OIL-FILLED TRANSMITTING 
NATIONALLY ADV. MICAS 

05MFD 1000V $0.28 .000025 2500V $0.11 
. 2500V 60 00005 1600V 12 
1 7500V—s«'1.85 .00005 2500V 14 
2X.1 7000V 4.75 00005 5000V 95 
12 15000V 8.95 .000067 2500V 20 
25 1000V 35 .00007 2500V 14 
25 4000V 2.75 .00025 2500V 25 
.25 6000V 4.00 .00025 5000V 95 
10X.25 600V 1.00 | .0004 2500V 18 
600V .28 .0005 2500V 18 

5 1000V 35 .00072 5000V 95 
5 2000V 40 .0008 5000V 95 
5 3000V .60 001 2500V 18 
7 2000V 55 0015 5000V 95 
77 330VAC_ 35 .002 2500V .27 
1.0 1000V 45 .002 3000V 66 
2.0 1000V 60 .0025 1200V 15 
4.0 600V 60 | .00275 2000V 28 
4.0 1000V—s:*1.00 .003 2500V 30 
6.0 1000V 1.25 004 2500V 36 
6.0 2000V. «1.75 .005 3000V 66 
8.0 600V -70 .006 2000V 33 
8.0 1000V 1.75 .008 1200V 12 
10.0 600V 85 O01 1200V 14 
30.0 330VAC 2.35 02 600V 11 


$2.00 min. order F.O.B., N.Y¥.C. Add 
postage. 50% deposit, balance C.O.D. 
with all orders. Manufacturers’ in- 
quiries invited. 


TECHNICAL RADIO PARTS CO. 


265 Greenwich St. Dept. N-8 N.Y. 7, N.Y 
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MAGNITUDE & DIRECTION OF 
RECORDING FLUX 


TiME —» 
(A) 


Fig. 5. Typical oscillograph patterns. (A) 
Bias supply and (B) with superimposed au. 
dio. It is essential that the wave shape of 
the bias supply be as nearly perfect as pos. 
sible. Any non-uniformity will result in 
noise and distortion on a recorded signal, 


nal and the audio signal to separate 
or tapped windings has been found to 
be more satisfactory than mixing in 
the amplifier. 

The non-inductive resistor serves 
two purposes; to match the audio 
winding of the head (approximately 
1 ohm) to a four or eight ohm winding 
of the output transformer, whichever 
may be chosen, and to increase the 
ratio of the signal to the inherent 
noise of the amplifier (i.e., hum and 
thermal noise present when gain con- 
trol is turned down). 

The method of recording used re- 
quires a magnetically saturated me- 
dium to which a high frequency bias 
signal is applied with the audio signal 
superimposed. For the type core used 
in the head design described from ten 
to fifteen ampere turns are required 
for the bias component, and from two 
to four ampere turns for the audio 
component of the signal. 

For the playback function, the se- 
lector switch is set accordingly and 
the signal from the head passes 
through the input transformer into 
the first stage of the amplifier. The 
signal passes through the amplifier in 
the same manner as for recording, and 
then to a speaker. 

Care must be taken in positioning 
and shielding the input transformer. 
Experience has shown that it is most 
practical to have it as near the head 
as possible. Shielding should be both 


| electromagnetic and electrostatic. The 


voltage gain of the transformer should 
be from 75 to 100. 

The recording volume level indica- 
tor consists of a small neon lamp 


| biased so that the maximum desirable 
| peak signal at the plate of one of the 
| output tubes will cause the lamp to 


ignite. A potentiometer arrangement 
for supplying the bias voltage to the 
lamp facilitates proper adjustment. 
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The only complete 
line of new 1948 
model speakers in the 
world. Available 
now, this new com- : 


plete line of speakers 


is designed for every 
pivision of Aireéon/ mec. core. 


need and requirement 
+f 2 Jee 
General Office and Factory, 1401 Fairfax Trafficway, Kansas City 15, Kansas 


square, round, ovals 
and pin-cushions. 


EFFECTIVE 


on both television bands 
and all F-M stations 


The LABORATORY ENGI- 
NEERED Antenna for Tele- 
vision and F-M Receivers 


Model 300 nits! 
ALLWAVE TELEVISION F-M Antenna 


Effective on all stations, not just one station ... no 
extra attachments to buy to reach all channels or new 
stations ... full coverage . . . reduces noise . . . low 
standing wave ratio ... easy to install . . . comes 
complete . . . striking appearance .. . all metal con- 
struction. Designed to match all sets with the stand- 
ard 300-ohm input . . . ECONOMICALLY PRICED. 


Also Available—Model M-100 


“Under-carpet F-M Antenna” low cost . ideal recep- 
tion . . . complete in individual carton . .. ready to install 

ean be hung vertically, behind drapes, etc. Write for il- 
lustrated literature and prices. 


AVAILABLE AT LEADING JOBBERS 


Jobbers: Write for illustrated and technical 
literature and quantity prices. 


TRICRAFT PRODUCTS COMPANY 
1535 N. Ashland Ave. Chicago 22, Il. 
Manufacturing lane special antenna 
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~ ATR 


ATR 


“a A 4a 
BATTERY 
ELIMINATORS 


For DEMONSTRATING 
ond TESTING AUTO RADIOS 


New Models Designed for Testing D.C. Electrica 
Apparatus on Regular A.C. lines. Equipped with Full- Wave 
Dry Disc Type Rectifier Assuring Noiseless, Interference- 
Free Operation and Extreme long Life and Reliability. 


* Eliminates Storage Batteries*Gnd Battery Chargers. 

© Operates the Equipment at Maximum Efficiency. 

© Fully Automatic and Fool-Proof. 

¢ Type 60-ELIA . . . Rated Output 6.3 Volts at 6.5 Amperes. 
Dealer Net Price $22.80 


¢Type 120C-ELIO .. Rated Output 6.3 Volts at 14 
Amperes. 


Dealer Net Price $37.20 


Designed for Use in Standard Vibrator-Operated Auto Radio Re 
ceivers. Built with Precision Construction for Longer Lasting Life. Price 
ere approximately 15% lower. 


ATR 


STANDARD 
AND 


HEAVY DUTY 
INVERTERS 


For inverting D.C. to A.C. 

Specialiy Designed for Operating A.C. Radios, Television Sets 
Amplifiers, Address Systems. and Radio Test Equipment from D.C 
Voltages in Vehicles, Ships, Trains, Planes and in D.C. Districts. 


Write for New ATR Cata.og—Today! 


Sg, er re ye ee ee 


sa, 
AMERICAN TELEVISION AND RADIO CO. 


Quality Products Since 1931 
SAINT PAUL 1, MINNESOTA 


os 


U.S.A 
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NUMBERS 4 and 5 OF THE 


MRSC At Parade 


WALSCO UNIBELT 
THE UNIVERSAL DIAL DRIVE 
BELT CAN BE CUT TO FIT 
ANY DIAL DRIVE 


THE SENSATIONAL, MEW, SCIENTIFIC 


WALSCO STANDARD TEST RECORD 


AUDIBLE ADJUSTMENT OF RECORD CHANGERS 
AND COIN OPERATED PHONOGRAPHS........ SOLVES THE PROBLEM OF 


POR WAMEDIATE . . ACCURATE . . 


-standords. 


econds. 


tripping action. 


The WALSCO Standard Test Record saves time and increases 
efficiency in the adjustment of record changers and coin oper- 
ated heneeame. 7 vie For ale information. 


@ Three Tone lead-in grooves 

permits immediate adjustment to 
proper set down position of the 
pick-up through audible means. 


D@ Made to RMA ond NAB 
Record plays in less than 40 


= @ Audio tone at end of record 
indicates proper adjustment of 


Will not Slip or Stretch 


“UNIBELT” comes in 5-foot length 
spools and can be installed without 
taking dial mechanism apart. A real 
time and money saver. Eliminates 
the need for stocking numerous sizes 
of belts. 


Free sample and literature. Write 
to Dept. . A 


CHICAGO 5, ILL. 


AMAZING BLACK LIGHT 


Complete with resistance line cord & ultra violet 
ray filter. Ready to operate from 
your i10v. AC tine. Rigid repens 
Gooseneck Mount ........ 
Replacement Bulbs—$. 35 ea. 


FILTER CHOKES 
30 Henry 50 MA. 2500 volt RMS 500 ohm DC re- 
sistance. Open frame 75 
10 Henry 100 MA. 455 ohm pc resistance. Mfd. ‘by 
Westinghouse, hermetically sealed .. -§.85 
WIRE WOUND RHEOSTATS | 
50 Watts, @ ohm, 35 ohm and 250 ohm -85 
25 Watts, 100 ohm, 25 ohm, 35 ohm, 2500 ohm .75 


GCAPAGCTIORS 
). bo OD RR Are eee -90 
1500 MFD. 50 Volt - EP NEE 1.10 
2000 MFD. 50 Volt ‘ ertetenevennek Se 
500 MFD. 200 v. inen6enatewuenk ae 
SWITCHES 

Slide switch: Stackpole DPDT .. “s » 
SPDT momentary, center off position, met bat 

handle . eS — | 
4 pole DT 10A. 125 v. seuee in -50 
SPDT center off position, 6A. 125V. .......... .29 


CONDENSERS 
3 Gang Variable Condenser 50 MMFD per section 
Ceramic insulation .... -65 
4 Gang Variable Condenser 50 MMFD per section 
Ceramic insulation . 85 


Oil filled condensers: .03 mfd. 7500 v. DC..... 1.15 
30 mfd. 2000 v. DC..... .65 

! mfd. 2500 v. DC - 6.28 

' mfd. 1200v. DC..... .65 

4 mfd. 2000 v. oe. ee 2.75 

Variable Condenser 2.5 to 0 mmf... — | 
10 Mfd 1500 v. DC ee 


No sole less thee $2. 00. All P saree FOB NewYork City. Add 25¢ to cover postage. 20% 
Deposit required with all orders. 


A. M. RADIO SALES COMPANY 


BARGAIN SPECIALS! 


© SURPLUS SPECIAL—Smali 110 v. 

ee ta. 0 $, eden 6 MAN" P.M., 1/70 
m by co 

co... "$2.00 .. 


AC open 


? 
MISCELLANEOUS 
PL259A Coax Connector and Socket. *Silver 
Plated for RG8U and RGIIU $0.50 pr. 
3AG fuse holder, Mfd. by Littelfuse. -20 
Flexible shafts, 4 inches long 3 for .25 
Grounding straps. heavy flexible wire, ) Saas both 
ends—4 Inches long .... 4 for .05 
Mica trimmers: Variable 3-30 Mmfd 4 gang .. .20 
Variable ceramicon 4-30 mmf. 7-45 mmf. .... .25 


Filament Transformer: 5 volts @ 4 amp. 110 


volt pri. open frame, oon standoffs. Mfd. 
by G.E akon towne 
0 to 15 DC Milliammeter. _ Gngees me | Bake- 
lite case .. 2.95 


“a Light Assy. |" Ruby jewel gomngern with 
10 v. AC Candelabra base bulb 
12 v. Edwards’ Buzzer compiste with cum but- 
Perr 


Cc 

SYNCHRONOUS MOTOR = 
'g” shaft 110 v. AC 60 cy, | RPM, 2.2 watts 
Mfg. by Hayden Mig. Co. PINE 


345 CANAL ST. 


NEW YORK CITY 13, N. Y. 


eee coli le ace ds hi ail 5.75 
Richly grained brown or "ivory marble ef- 
fect. No stains—no burns—No refinish- 
ing. Exceptional acoustics only equaled 
by this type of cabinet 
TIMERS (Quarter 1 and 2 hour or 5c 10 
eer inch nice 4.95 
AC RADIO Chassis RCA 5-Tube Super-Het, 
Completely Wired ... 15.35 
METAL HINGED B: ASE AND B: ACK with 
Deluxe Table Mode} No-Cheat Coin Box and Brackets.. 3.45 
Can be screwed down MISCELLANEOUS ACCESSORIES 
or hooked to table 2 _ KS, WING NUTS, NAME PLATES, 
with © Clamp Et ee #8 $1.80 
Complete $31.75 CONSOL E PLASTICS BASE to complete 
SS OO eS roe 4.25 
BEAUTY PARLOR DRYER HEAD SETS AND HOLDER. 1.80 
BOX 9465 


RADIO-COIN-MATIC 
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COIN RADIO KIT. 


PLASTIC CABINET AND GRILL for table 
$ 


LOS ANGELES 6, CALIF. 


Deluxe Console, no 


SEPARATELY OR 
COMPLETE UNITS 


stand needed. Can be 
fastened to the floor 
Complete $35.00 


1110 S. NORMANDIE 


Fig. 2 is a block diagram of the cir. 
cuit components for a radio adapter 
unit. Much of the circuit is the Same 
as for the self-contained unit with the 
exception of the final amplifier stages. 
It is desirable to have the recording 
amplifier self-contained in the adapter 
and to use the radio amplifier for play. 
back only. Two circuits are required 
between the unit and the radio, one 
for recording radio programs and the 
other for the reproduction of record. 
ings. The signal from the equalizer, 
approximately 0.5 volt, is fed into the 
phonograph jack or the first audio 
stage. Other than this the operation 
of this unit is the same as that of the 
self-contained unit. 


Record—Reproduce Heads 


Fig. 3 is a schematic drawing of the 
construction of an experimental ree. 
ord-playback head of low-impedance 
type. The core is built up in two legs 
of .007 inch mumetal laminations. 
Each leg is wound with 80 turns of 28 
heavy Formvar copper wire, one leg 
having a tap at the first 30 turns. The 
tap is grounded, and for recording the 
audio signal is fed to the 30-turn wind. 
ing and the bias signal to the 130-turn 
winding. During playback the signa] 
from the 130-turn winding is fed to 
the primary of the input transformer, 
The ground surfaces of the two legs 
of the core are butted together with a 
.0005” thick non-magnetic spacer at 
the recording gap and tacked at sev- 
eral points with solder. The head may 
be potted in a small magnetic shield 
can. 

Although the coils are wound on the 
core in a hum-bucking arrangement, 
it may be necessary to have additional 
magnetic shielding between the head 
and the driving motor and/or the 
power transformer. 


High-Impedance Head 


The new head developed by The 
Indiana Steel Products Company in- 
corporates many improvements which 
add to the flexibility and fidelity of 


Fig. 6. Circuit diagram shows test setup 
for checking wave shape of bias oscillator. 
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RYR2 — 100K 


Fig. 7. Diagram of push-pull bias oscillator. 


magnetic requirements. This new de- 
sign incorporates a flat top so that a 
pressure pad can be used to assure 
more intimate contact of tape with 
the gap area. This head was designed 
in conjunction with Hyflux tape and is 
illustrated in Fig. 4A. 

Tests have indicated that Mumetal 
is a satisfactory material for a dual 
purpose head. Indications are that 
Permalloy or other materials of simi- 
lar composition and characteristics are 
also satisfactory. It should be em- 
phasized, however, that all magnetic 
materials of this nature must be prop- 
erly heat treated after stamping or 
other cold working. It is imperative 
that close tolerances shown for pole 
dimensions be closely held. The gap 
length should be as short as possible 
consistent with uniformity. The best 
possible mechanical joint will result 
in an effective magnetic gap of ap- 
proximately .0005”. Spacers of any 
thickness under .001” usually contrib- 
ute to non-uniformity and it has been 
found more desirable to use a plain 
butt joint between the two polished 
surfaces when a very small gap is re- 
quired. A basic record-reproduce cir- 
cuit for use with this head is shown 
in Fig. 4B. 


Bias and Audio Current 
Requirements 


Both bias and audio flux above the 


Fig. 8. Bias oscillator circuit as 
applied to magnetic tape recording. 


5 " T tp 
E stesoo ike MEAD 
5 Tule ow 3 |e 


FREQUE NC Y-35KC. 


b3 8+ 250V 
Ti—-PRIMARY, 1200 TURNS NO.28 ENAMELED WIRE RANDOM WOUND 
ON 5/8" DIAMETER * |\/2"LONG FIBER FORM, TAPPED AT 300 
TURN: 


Ss. 
SECONDARY, 75 TURNS ~ = 22 ENAMELED WIRE RANDOM 
WOUND ON TOP OF PRIMA! 


Ce GIANT 


War Surplus 
CLEARANCE! 


MODEL ATD 
AIRCRAFT TRANSMITTER 
Covers 540 Kc. to 9050 Ke. 
C.W. or fone, designed for 
Dynamotor Operation. Power 
supply requirements are 380 
volts and 1000 volts DC. 


Separate Ant. Tuning units covering 
the following frequencies 


540—1500 Ke. 
1500—3000 Ke. 
3000—9050 Kc. —_ 


line-up as follows: RF Osc. 6L6—RF Amp. 814 
10!/,” high, 12'/4” deep, 21'!/2” a — Amp. into 616 driver and side tone 

amplifier with pair of 6L6 modulators, screen of oscillator 
long. Shipping weight 100 Ibs. {ibe regulated with VR 150 Tobe. All” circuits are 


Price F.O.B. New York City. metered. 
FOR FAST TURNOVER 


MASTER OSCILLATOR MI-19427-B 


This unit was built for R.C.A. Add 
a final—becomes a complete transmit- 
ter with signal shifter. -oltage regu- 
lated power supply is perfect for 
Television sweep circuits for field or 
Station use or wherever 300 v. must be 
maintained under varying load condi- 


Gn thee ........aede 


VOSIRNGAL SUMMARY 


em ee 


Limited quantity 


ELECTRICAL CHARACTERISTIC Drift from c pts s first reading 
Output Frequency 20 = taken within 4 5 after apply- 
Output Level, Botice daumen r ing power: 
Sufficient to drive an RCA-807 Frequency deviation 
Moduiation at ihe end of the 
Frequency. .650 cycles + 150 cycles first hour .... a negative drift of 
Frequency Saviation 100-400 cycies 
(maximum -+++* SOO cycles - (measured at 7 mec) 
Power ~~ ITE 200 watts TUBE COMPLEMENT 
Power Electron-Coupied 
Supply. .115 230 volts, 50/60 cycles Oscillator . 2 RCA-3Q5-GT 
Oscillator Filament Guter-Ameliiier 1 RCA-807 
Current 0.05 ampere d-c 
Amplifier and Tone Generator Pr ila Generator. .1 RCA-GAB7, 1 RCA-6F6 
ment Voltage 6.3 volts a-c Regulated Power Supp ply: 
TYPICAL PERFORMANCE DATA 2 RCA-SU4-G 5 RCA-6Y6-G 
Frequency Change 1 RCA-1852, 2 RCA-VR-150 30 


Line voltage change, 
per cent -0.0005 per cent 


Temperature change, 
per degree a. » COMPLETE 
heit . .0007 per cent 

Relative humidity (Less Tubes) 


change of 1 per cent 
to 9s = "3 ar “bul ee | $225.00 } 
to 9S at dry os 


anpecainre of 


. degrees F. 0.0003 per cent 
MECHA ye SPECIFICATIONS Dimensions: Height, 66 9/16 in.; Width, 
22 in.; De 17% in. Weight, 275 pounds. 


WRITE FOR LATEST BULLETIN 2N8 
20% deposit with all orders unless Rated—aAll prices F.O.B. N. Y. City 


NIAGARA RADIO SUPPLY CORP. 
160 GREENWICH ST., NEW YORK 6, N. Y. 


EE-8 B 
ARMY SIGNAL CORPS 
FIELD TELEPHONES 


Portable field unit, fully equipped 
with ringer, coils, condenser, gener- 
ator and crank, can be used any- | 
where. Various Manufactures. Reg- 
ular $28.50 value. OUR PRICE 
(without carrying case) with hand- 
set $10.50 each. UNUSED. IMME- 
DIATE DELIVERY. 


RADIO 
COURSES 


Preparatory, Broadcast, 
Marine Operating, Servic- 
ing, Aeronautical, Televi- 
sion, Frequency Modula- 
tion, Radar. 


Classes forming for mid-year term 
February 2nd. Entrance Exam. Jan. 12th. 


Veteran Training Literature 


COMMERCIAL RADIO INSTITUTE 


(Founded 1920) 
38 W. Biddle St. Baitimore 1, Ma. 


Maspeth Telephone & Radio Corporation | 

427 Flatbush Ave. Extension 
Brooklyn 1, N. Y. 

Telephone Ulster 7-0500 


February, 1948 
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SAVE x ON RADIO SURPLUS gap must be greater than that -re- 
ATTENTION: Prospectors, quired by magnetic recording media am TAPE 
Explorers for Hidden Treasures! | of lower coercive force. The exact SPEED @° 
Do y »k hidd treasures re metallic ores? j SEC 
pg hy big FF Hd 4 Ht value of current required to produce 
Detector from these U.S. Army Mine Detector Ampli the proper flux depends on size of the -_ . AAW AAA a 
fiers that we are offering at . woK 2 SOOK 
a ridiculously low | price head structure, number of turns in the Seon 
ee, ee and coil, and pole and gap dimensions. For F ' 
eries atte "2 se = . . « 
ee ee, ae a head constructed in accordance with INPUT $00 3 output 
phone cord and jack (no Fig. 4A the following bias and audio PEO PREC = 
phones). Complete Army 2 ie - = 
wiring diagram. U.S. Army currents are typical of those giving 
DETECTOR SET Amplifier ° a - 5000 upta 
Type AN/PRS-1. € AQ optimum results on Hyflux coatings: _ — 
as described. .Only 
No. €.0.D.’s. Eveready 45 volt batteries 2482 
$1.65 ea., 6 volt A. 73¢. 2—1N5 tubes, 9B ea Bias frequency 35 to 60 kc. Fig. 9. Equalizer circuit for 
U.S. SIGNAL Cones 5 eee SHORT WAVE Bias current 60 to 75 ma. magnetic tape recording. 


(72.2Me) XMTRS and TUBE only, less mike, bat Audio 20 to 35 ma. 
teries and antenna. One 1'% volt dry cell and 674¢ 

volts of B operates it. Just attach di-pole, key or P . - 
mike, connect the batteries and it's ready to use The bias current is chosen to give 
Signal Corps spec. wired with silvered wire, mica . . a - : 
condensers, and precision resistors. Highly stable highest mid-range output with satis- 
circuit with Lo-Loss silvered inductance , , . > wav , 
(Adjustable padder) Schematic supplied. Converts factory low fi equency waveform. Low 


— to walkie-talkie and Ham bands $2 95 bias results in low frequency distor- 
sy Sigil a5 tion, generally low output, and ex- 


SELENIUM RECTIFIERS tended high frequency response. Ex- 
Lots of 12 65c Single Lots 75c cessive bias shows up in reduced high 


BRAND NEW SENSITIVE RELAYS frequency response. A practical value have its hysteresis loops stabilized be- 
: i : fore leaving the gap area, thereby as- 
. MICRO-AMMETERS MODEL 705 should be selected which results in pa 8 ~ o ereby ae 
(2%-0-2% 2 0-2 range) with A.C. Rectifier , suring that the magnetic remanence is 
Cost Uncle Sam $45.00. Our price $10.00 satisfactory freedom from low fre- linear and at the highest possible 

GENUINE SIGNAL CORPS FEATHER quency distortion. A good rule of ,, Pie a 
, . alue. A typical oscillograph pattern 

WEIGHT HEADPHONES WITH CORD > ~ , a 2 , 

thumb is to select the bias frequency of the sum of the bias and audio cur. 


AND PLUG 2000 OHMS—8000 OHMS IM as fiv e time the to audi fre enc 

~ ron ? aS ’ ? . . - . 

PEDANCE y -- $1.00 P ° quency rents is shown in Fig. 5. The oscillo- 
scope in this case replaces the vacuum 


recorded. Since a new portion of tape 
is constantly being exposed to the gap 
influence, it is essential that severa] 
bias cycles take place for each half 
wave of audio frequency being re. 
corded. This is necessary in order that 
any particular portion on the tape wil] 


gtr yy ey te -¥ ones the wave shape 
OIL FILLED FILTER CONDENSERS oe : enap tube voltmeter connected across the 


1 MFD—1000 working volts 4 fo $1.00 ias s 4 s x ° . ° ° 
——_——— | of the bia upply be = nearly perfect 149 ohm resistor shown in Fig. 6. Bias 
WEBSTER RECORD CUTTING HEAD as possible. Any non-uniformity in oscillator circuits which have been 
ome akconbine cuPrime wean WeesTen the positive and negative half cycles ¢ seal ht 
These units are all Brand new a w ymade for a . . . . P found to be satisfactory are shown In 
nationally advertised manufacturer to be In their qual- will result in noise and distortion on Figs 7 and 8 The push pull arrange 
. ». c . . - c = 
s , Ss - a ear 
a recorded signal. It hould be ~ ment of Fig. 7 is highly recommended 
membered that the recording of a sig- aaa Pe its 
= ; because it provides an output of bet- 
nal is due to the displacement of the ter wave shape 
*4: . . - c . 
positive and negative bias peaks by the 
audio signal component. For example, Noise 
during a positive half cycle of the au- There are two types of noise which 
dio signal, the bias may alternate must be considered in magnetic re- 
through several cycles but each bias cording. While these two kinds of 
8-0 _gaNe PO BUTTON TUNING UNIT (PLEASE cycle will be displaced in a positive noise are related and result from the 
24 VOLT D.C. AIRCRAFT MOTOR, APPROX. V4 HJ, sense by the audio signal component. same cause, namely, magnetic varia- 
we : The direction and magnitude of the tion, the type which rides on the sig- 
U.S AMR oe RESISTOR AND CONDENSER ASST “ . < 
V4-ig-1 WATT—100 PIECES 95c remanence on the tape is proportional nal known as “modulated noise,” is the 
SS. Ste SHCA CONDENSER ASS $1.28 to the mean value of the displaced most perplexing. Naturally this type 
LOW-LOSS-SHORT WAVE bias cycles which is the audio signal of noise is nearly absent when no sig- 
Variable Condensers 


AT RIDICULOUS LOW PRICE 
ulin Ve” Shaft Type Fig. 10. Response curves show the low frequency boost available 


Plate—12-15 MMFD. Se | from the circuit shown. Inverse feedback is used to obtain these results. 


Plate—20 MMFD 
Plate--36-40 MMFD 
Plate—40 MMFD 
‘ PLAYBACK 
2 a 
50 MMFD te 
50-155 60 
bios? MMED ™~, 
k Vyee Air Trimmer Variable Condensers , ' 
Plate -15 MMFD 10¢ 
Plate—20 MMPD ; ite 
Plate—28-30 MMFD. . eoee ‘ ove . 
Plate—j0-55 MMFD. . ace / 
4 40 MM*D ee ° e 
50 MMFD. 50 
56 MMFD hie sgh atoy =a 
ate—S0-100 MMFD os 
Plate—!100-110 MMFD 


OW FILLED oy ton Filter Condensers 
athtub Type) RECORD 

Bemoved Som Gov't apparatus, Sut | Bieetricntiy Perfect 
1C-1—Du 1-600 VOLT Ic- -MFD—600 VOLT 
EVERY “ONE. GUARANTEED. | ..Each 15¢ 


NEWARK SURPLUS MATERIALS CO. 
324 Plane Street Dept. N. Newark |, N. J. 


“Pp RA ‘PRACTICAL ==, TICAL 

TRAINING SIGNAL 
Specialize in Electronics, Radio, Electricity, Ke- GENERATOR 
frigeration, Heating and Air Conditioning, or 
Weiding. Prepare in one year for position as 
Technician, or in two additional years secure your 


B.S. Degree in Electrical Engineering with major 3 
in Macoivery or Electronics. 5003 
3 


Write for booklet “Career Buliding” ; 
wMILWAU KE € —aee 


GCHAAL OF ENGINEERING: Ti 


& Technical Institute’ 


ity Home Recording Radios. Size x27; ready to fit 
your cutting arm or bracket Spee AL $2.95 


3 BAND AIL1L-WAVE DIAL 6” DIAMETER 7Sc 


GENERAL ELECTRE 5 AMPERE 110-125 VOLT, 60 
CYCLE WATT HOUR METERS, SLIGHTLY USED. PER 
FECT CONDITION, SAME AS USED IN YOUR we sa 


AMPLIFIER CHASSIS, SIZE 18"x8 “ BLUE 
CRACKLE FINI DRILLED FOR CONBENSERS— 
TRANSFORMER OCKETS 65c 
STROMBS RG-CARI BON, 3 BAND ALL- tae 3 + pone 


INIT, OMPLETE WITH TRIMMERS, SES 
=— BAND SWITCH, READY TO INSTALI “DIAGRAM: 


—— 


> 
°o 


GAIN-DECIBELS 


a e q be 2 
=> wwe 500K3 u 3500 x 
; ih SREC. 

osf 4 


* x0 50 70 00 200 300 $00 700 1000 2000 3000 5000 10900 20,000 
RN-2-48, N. Broadway and E. State, Milwaukee, Wis. FREQUENCY IN CYCLES PER SECOND 


136 RADIO NEWS 


TOP QUALITY PLUS SPEEDY SERVICE 


ADAPTOL AM TUNER 


Here is a tuner to use in 
building your own sets. Self- 
contoined power supply — 
con be used for adding to 
emplifiers, record players, re- 
cording equipment, modern- 
izing old sets. Will supply 
broadcast reception for 
hotels, factories, stores where 
a paging or P.A. system is 
installed. Permeability-tuned 
drift-free IF’s. Range 540- 
1700 ke, 110v ac-de, 50-60 
cycles. 4Y2 x 342 x 3% 


Subs 12.45 


45 degree offset drilling 
attachment with 0-5/32 


in the test 
“must” 


vernier dial. 


switching. 


Metal Can 
Dry Electrolytic 
With Leads and 
Screw Bese ae 
8 mfd Fn i “i $6.30 
8 at 600 volts.1- ar m 


" 600 volts1-3 /8x3%e 


CLAMP- 


Amazing 
Automatic. 


price. 


omenain 


Covers 
70-154 and 151-226 mc. 


Sweep Frequency: 


tone, 


Universal 
contained 5 inch speaker, 
piece. A post-wor radio et a pre-war 


THE NEW McMURDO 
SILVER FM/TV 
SWEEP GENERATOR 
MODEL 909 


Brand new—one of the “hottest” items 
morket. A 
for the progressive serviceman. 
Center-Frequency Range: 2-226 mc. 5” 
3 bands: 
without bond 


equipment 


Panel-knob variable 
o-9 mc—to set correct sweep for FM and TV i.f., discriminator and r.f. aligne 
ment. True electronic sweep. 


amazing quality, 
amazing price—Here is a 6-tube, 3- 
gang, RF Stage auto radio made by 
mounting, 


2-77, 


485° net 


SIX TUBE AUTO RADIO 


self- 
oll in one 


27°97 \eiieen! F 


tapered Jacobs chuck- 
designed to fit 4%" electric 
or pneumatic drill: ideal 
for overhead work and 
getting .into small places. 


MOUNTING CAPACITOR 
Easily mounted with 
center screw on 
metal clamp .- i. 

its —1- "3 /8x3 
“ae je 10 ¢ for 4.10 


8 mfd. 


SERVICE CO. OF PENNA., INC. 


71H AND ARCH STREETS, PHILA. 6, PENNA. 


Branches: $930 Market St. & 3145 N. Broad St., 
Aisoin Wilmington, Del. Easton, Pa.,Allentown, Pa. -Camden, NI. 


Phila. 


Write for big Free Bullet 


BC 645 ULTRA HI-FREQUENCY 


TRANSMITTER-RECEIVER 

You reed cbout it recently in QST! Origi- 
nally operated in the frequency bend from 
450 te 500 M.C. Can be converted to 420 
MC oameteur bend. Cénsists of complete 
transmitter ond moduletor system, and re- 
ceiver. Instructions for conversion to AC 


supply. 
3 7 95 


TOM ALLE 


Field Telephones EE-8 & RM- 
29-—-Ideal for farm, warehouse, 
garage extension, or similar 
use Works on 2 flashlight 
cells. With handset, generator, 
ringer, etc. In strong case. New 


Only $14.95 . $9.95 


Good used 

T-45 Lip Microphone. 
It eliminates noises. 
You could find many 
uses for this mike. It’s 


2 BRR Sar 49c 
T-30 Throat Mike. New. 39c 
BC-314F Receiver, with 2 stages of RF ; separate 


local and beat frequency oscillator Frequency 
range 150 to 1500 ke in 4 bands. 12 VDC can be 
easily converted to A.C 


Cc pean te 
with tubes.- A real buy at. $29. 85 


RA-20 Powerpack—Converts BC-312 to AC opera- 
tion; fits into dynamotor compartment Works 
splendidly with BC 314-224-348-435-456-457. Pri- 
mary 110 VAC 60 cycle; delivers 250 VDC @ 95 


mils; 12V @ 3 amps; 12 VCT @ $9 95 
° y . ° e 


2 amps 


Gibson Girl Emergency Transmit- 
ter SOR 578A & B—Automatic or, 
nanual transmitting on 500 kc. No 
batteries required. Automatically 


transmits SOS signals $9 95 
7 


A wonderful buy at... 
T-17B Handmike—New 200 
Single button carbon mike 
for home transmitter or 


Ohm, 
Ideal 
portable 
rig. 5 ft. rubber cord, plug and dust 


cover 

Special.... $ | .29 
TS-13 Handset—200 Ohm carbon 

3 mike, 2500 Ohm earphone, 6 ft. rub- 
ber cord, 1—PL55 1— 
PL68 plugs attached. New $2.95 
TS-15A Handset 200 Ohm, same as 
above in good condition $i.98 


(Zz; 


Can't Keep It Secret] |] 
His Values TALK 


BC-1023A — Uitra 
High Frequency Ra- 
dio Receiver covering 
62 to 80 mec range. 
An extremely sensi- 
tive relay works on 
%o of mil. Contains 4 
tubes — 12SH7-6SQ7- 
6SC7-6U6TG. Brand 


onty..... $4.59 


Antenna AN-i31A_ Half 
Wave 10 to 48 meg. 10% 


ft. long Comes in 8 sections connected on a 
spring steel cable. Used on the SCR300 walkie 
talkie 


In original sealed carton 
Se cscvcas . ; : 


99c 


72 inch Whip Antenna, 37-50 meg. attached 
matching retractable section Containing cylin 


der is 5” long 3%” diameter with coax- 

ial cable. New, Special. $2.45 

G.E. 50 Watt Ceramic Tube Sockets; for 211-838 

250 T.H. and other type tubes 79 
Cc 


New, Each 


R-15 High tmpedance 8000 
Ohm Headset. Has 8 ft. cord 
rubber cushions and P55 


plug Brand New, ¢ 
Special at, set... | 79 
HS-30-U Hearing Aid type 
headset with rubber cushions 
500 Ohms, low impedance 
Brand New, Only 


each. . te eoce 80c : 
Write for Quantity Discounts 


Prompt Delivery—Write Dept. RNF 
25% Deposit Required on C.0.D. Orders 
Shipped F.0.B. New York. Minimum Order $2.00 


TOM ALLEN CORP. 


564 ATLANTIC AVE. 
BROOKLYN 17 NEW YORK 


COMPLETE 
WITH 15 TUBES 
Radio Compass &5-ARN—Automatic Direction 
Finder. Complete with 15 tube superhet receiver 
with a frequency range from 200 to 1750 ke. All 
component parts less power supply. Instruction 


book giving complete information in- $ 19 95 
, * . 


cluded. Brand New, Specially Priced 


Parachute 12 ft. in diameter, orange color silk, 
nylon cord, about 40 sq. feet of fine material can 
be used for underthings, wearing apparel and 


many other purposes $4 95 
. 


Brand New, Only.. 


Rubber Balloons—4 ft. in diameter; New, of ex- 
tra heavy rubber. Used in the service 
, $1.49 


for weather reports. Special........ 


SA-261-U Microphone Switch, 
Each, Only... 


1 inch 


26c 


Hi-impedance Headphones, 6 ft. cord, with PL-54 
plug ; no headband ; slightly used 69 
Cc 


Pair. 


diameter 


R-SA/APN 4 Receiver and Power Supply for 
APN 4. Contains 16 tubes. It’s brand new, in 


perfect condition; works wonder- $12 95 
7. 


fully. Look at the price, only...... 


BC 709A—jnterphone Amplifier. Operates on 24 
volt input, complete with dynamotor ; 1—6V6 and 
1—6SJ7 tube, volume control, carbon or magnetic 


microphone input. Complete $7 49 
. 


February, 1948 
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SELENIUM RECTIFIERS 


FOR ALL APPLICATIONS 


‘ —_ 
FULL WAVE BRIDGE TYPES a HALF WAVE TYPES* 
Price 
From 0-18 V.A.C. From 0-14 V.D.C. 1 AMP. $2.49 Input Output Current Price 
8 V.AC. 014V.D.C. 3AMP. 32.49 From 0-18 V.AC. From 0-7 V.0.C. 3 AMP. $2.25 
0-18 V.AC. 0-14V.D.C. 5 AMP. 495 0-18 V.AC. 0-7 V.D.C. SAMP. 2.95 
re ry y er Lr + 4 S poe an 0-18 V.AC, 0-7 V.D.C. 10 AMP. 495 
0-18 V.AC. 0-14 V.D.C. 20 AMP. 13.95 SUAS. O7V.DS Wher. 6S 
0-18 V.AC. 07 V.D.C. 20 AMP. 8.95 
0-18 V.AC. 0-14 V.D.C. 25 AMP. 16.95 0-18 V.AC 0-7 V.D.C. 25 AMP. 10.95 
Rf 0-18 V.A.C. 0-14 V.D.C. 30 AMP. 19.95 . aaa oa 
nput Output Current Price Input . Outout Current Price 
From 0-36 V.A.C. From 0-28 V.D.C. 2 AMP. $4.95 From 0-36 V.AC. From 0-14 V.D.C. 3 AMP. $295 
V.A V.D.C. 3 AMP. 5.95 0-36 V.AC. 0-14 V.D.C. 5 AMP. 4.95 
0-36 V.A.C. 0-28 V.D.C. 5 AMP. 7.95 0-36 V.AC. 0-14 V.D.C. 10 AMP. 7.95 
0-36 V.A.C. 0-28 V.D.C. 10 AMP. 13.95 0-36 V.A.C. 0-14 V.D.C. 15 AMP. 10.95 
0-36 V.A.C. 0-28 V.D.C. 15 AMP. 19.95 0-36 V.AC. 0-14 V.D.C. 20 AMP. 13.95 
0-36 V.A.C. 0-28 V.D.C. 20 AMP. 26: 0-36 V.AC. 0-14V.D.C. 25 AMP. 16.95 
From[0-120 V.A.C. From 0-100 V.D.C. 2AMP. 14.95 Use with capacitor to obtain any voltage up to twice rated 
0-120 V.A.C. 0-100 V.D.C. 5 AMP. 19.95 output 
FULL WAVE CENTER TAP CAPACITORS 
Input Output Current Price 
eee $0.98 
400-0-400 V.A. 0-450 V.D.C. 600 Mils $5.95 
9-0-9 V.AC. 0-7 V.D.C. 22 Amps. 9.95 2000 MFD.. 15 V.D.C. Terre eee eee eee ee ee ee 1.69 


it would be impossible to give a complete listing of all our rectifier types. Our engineering staff is at your serv- 
ice to help you work out the application of selenium rectifiers to your specific problems. Write us for quotations 


or further information on capacitors and to be used in conjunction with selenium rectifiers. 
25% REQUIRED ON ALL C.0.D."e—ADD 10% FOR PARCEL POST 


OPAD GREEN COMPANY « 191 Greenwich St., Dept. 3 


NEW YORK 7, N. Y. © Phone: BEEKMAN 3-7385 


YOUR JOBBER CAN SUPPLY YOU! 


Permoflux quality and dependability—the same as supplied 
_ to the major set manufacturers—is your assurance of com- 
plete customer satisfaction. You'll find Permoflux Speakers 
easy to install and readily available in both PM and Electro- 


dynamic types. You'll find too, that it pays to give your cus- 
tomers “tops in tone”’ with a Permoflux Replacement Speaker. 
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43 1LN5S 1HS 6F6 6Q7 25L6 6SA7 14B6 

47 14A7 6A7 6V6 6X5 35L6 6SQ7 14Q7 

oz4 35y4 6A8 6HE 787 50L6 50B5 117Z3 
FM, CONDENSER & COIL, (88 to 108Mc), incl. Instructions...............$ 495 
5-TUBE SUPER-HET, complete with tubes and bakelite cabinet............- 12.50 
6-TUBE SUPER-HET, complete with tubes and bakelite cabinet. ............ 13.95 
INTER-COMMUNICATION, complete with cabinets and 3 tubes............ 12.75 
3 WAY-PORTABLE RADIO (Leatherette 9°x6’x444") AC-DC, comp. with batteries. ....... 19.90 
Ce CS, tks ccckcneseunscccesenenesendecsseeeueen 2.95 
CRYSTAL PICK-UP ARM. including all hardware. ......ccccccccccccccccccccccccscecese 1.75 
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nal is present and is proportional in 
magnitude to the average signal. The 
maximum value of this noise is known 
as the “saturated modulation noise” 
The second type of disturbance, “yn. 
modulated noise,” may exist even 
when no signal is present and is usy. 
ally due to either d.c. magnetization 
of the playback head or of the tape, or 
both. With proper adjustment of the 
equipment, this noise is usually very 
low, being down 60 to 80 db. from a 
maximum signal, particularly in the 
case of coated media. The magnetic 
variations responsible for noise are 
due, in many cases, to irregularities 
in tape coating and to poor resolution 
between recording medium and the 
gap. Noise of the above type is ap- 
parently due to small magnetic dis- 
continuities and surface irregularities 
in the recording media which cause 
extraneous flux changes. In the case 
of modulation noise, a recorded signal 
is modulated by the flux changes. 


Erasing Methods 


The demonstration machines built 
by The Indiana Steel Products Com- 
pany have all used permanent magnet 
erasing and are capable of good fidel- 
ity and satisfactory frequency re- 
sponse. The modulation noise seems 
to be more dependent on the record- 
ing medium than on erasing methods 
when the proper bias flux is used. It 
is possible to erase maximum signals 
on Hyflux with current at the bias 
frequency when sufficient power is 
used in a properly designed erase 
head. The ability of any erase head 
to completely erase signals is depend- 
ent not only on the coercive force of 
the medium, but also on the coating 
thickness. Since thin coatings produce 
satisfactory output, this tape is rela- 
tively easy to erase with the conven- 
tional high frequency erase head with- 
out excessive heating. 


Recording Circuits 


With high coercive force recording 
media, considerable high frequency 
energy in the form of gap flux is re- 
quired. Every possible means should 
be used to improve head efficiency so 
that the required flux can be produced 
without heating due to eddy currents. 
An improved bias and audio series 
mixing circuit is shown schematically 
in Fig. 6. It has resulted in a con- 
siderably improved performance, less 
bias being required to produce a given 
value of gap flux. The high impedance 
pickup winding is open circuited dur- 
ing the recording operation, and a 
relatively high voltage at the bias 
frequency appears across its termi- 
nals. Care must be exercised in the 
construction of such a head in order 
that a breakdown of insulation will 
be avoided. A bias or audio supply of 
high voltage from open ended sources, 
such as the plate of a tube, is not rec- 
ommended, since it is difficult to ob- 
tain efficient transfer to the head 
windings. Low voltage bias and au- 
dio circuits are easier to handle and 
require less shielding. In using the 
test setup shown in Fig. 6, both the 
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Fig. 11. Typical frequency response curve. 
Low and high frequency ends have been 
boosted to give flat frequency response. 


pias and audio sources should be con- 
tinuously variable in both output and 
frequency over the required range. 


Equalization 


The subject of equalizing the normal 
tape response is frequently brought 
up by engineers and experimenters. 
Several arrangements which are prac- 
tical can be used. Fig. 9 shows one 
yersion of a popular tone control cir- 
cuit which is capable of satisfactory 
low frequency boost, in addition to 
considerable high frequency variation. 
The inverse feedback network in- 
cluded in the schematic (Fig. 10) per- 
forms satisfactorily. With a properly 
chosen high impedance pickup head 
winding. a very satisfactory high fre- 
quency boost can be obtained by reso- 
nating the circuit with a condenser of 
proper value shunted across the wind- 
ing. If the top frequency response de- 
sired is 6000 c.p.s., the condenser is 
chosen to resonate the head at this 
frequency. As high as 20 db. boost at 
6000 c.p.s. can be obtained in this man- 
ner. 

In order to avoid low frequency 
overload distortion when the bias and 
audio currents are chosen for best 
high frequency performance it may 
not be desirable to use constant cur- 
rent over the audio range. This is 
done by pre-equalizing the highs to 
obtain a rising recording character- 
istic. 


Frequency Response 


With the proper choice of heads, 
circuits, correct bias and audio cur- 
rent adjustments, the frequency re- 
sponse of Hyflux tape at 742” to 8” per 
second is easily equalized to from 100 
to above 7000 c.p.s. flat to within 3 db. 
A typical frequency response curve 
employing a resonated head for high 
frequency boost and a bridged T net- 


Fig. 12. Constant current response using 
Hyflux tape at 8 inches-per-second. 
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TRANSMITTER AND RECEIVER (SCR-528) 
@ F.M. TRANSMITTER, BC-604C. Temperature Crystal con- 
trolled. Freq. Range: 20 to 27.9 Mc. Uses 7—1619, 1—1624 
tubes. Ten preset channels controlled by push buttons. All 
circuits Metered. Carbon and Dynamic Mic. Input. Size: 12” 
H., 9” D., 18” L. Output: 25 W. @ 100° Mod. 
@ RECVR BC-603C. Variable tuning; Freq. Range: 20-28 
Mc. Uses: 1—6H6, 1—6J5, 1—6V6, 3—6AC7, 2—12SG7, 2— 
6SL7 tubes. Push buttons may be preset for ten channels. 
Calibrated dial. Built-in speaker. Squelch may be switched 
on or off. Size: 12” H., 7” W., 13” D. 

This complete set requires small conversion for use in 28 
Mc. Ham band. Shipped complete with tubes, 80 crystals, 2 
dynamotors, Recvr and Xmitter schematic diagram. 

All sets used but in good operating condition. 12 or 24 
volts. (Kindly specify voltage desired.) Shipping wt. approx. 
165 lbs. Nationally advertised brand. — y 
ie Si. Lcuddoeee cewdeons eet eueeeses $59.50 


25 WATT HIGH GAIN AMPLIFIER 
@ A heavy duty P.A. System, modulator, etc. Use 6SJ7, 
1—6N7, 2—6L6, 1—5U4 tubes. Two Mic. inputs and one phono 
input. Four controls are Mic. 1, Mi? 22, phono gain and tone 
control. Output impedance: 4, 8 or 15 ohms. Monitor jack on 
front panel. Housed in ——- black wrinkle finished cab- 
inet 10%” High, 214%” Long, 15” Wide. Com- 
plete with tubes. Like new. W % approx. 60 lbs. $44.50 
* * * * * 
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UNITED SURPLUS New 1948 free CATALOG! 
Chock-full of Spectacular Bargains. Write for your 
free copy today! 


@ QUANTITIES ARE LIMITED — 
ORDER NOW. 

@ All orders shipped f.o.b., Chicago. 

@ 25% deposit—Balance C.O.D. 
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CONSTANT CURRENT RESPONSE AT 8” PER SECOND 

APPROX. 3 DB. BELOW SATURATION 

MEDIUM: 16 MM. FILM WITH HYFLUX SOUND TRACK 

0.10 INCHES WIDE 

MEAD: 1.S.P.CO SERIAL No. 94 RECORD COIL, 40 T 
PICKUP COIL 800 T 

BIAS CUR: 8O MA. AT 45 KC 

AUDIO CUR: 20 MA 

PEAK MODULATION NOISE. +5 0B. ODB.* iO pv 
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Four fully-equipped laboratories pro- 
vide the PRACTICAL training neces- 
sary for successful careers in Radio 
Communications (FCC licenses) and in 
Radio-Television (Technician) Servic 
ing Train under supervision § of 
technical specialists—with COM- 
MERCIAL-type equipment Investi 
gate why WRCI SPECIALIZED 
TRAINING methods are outstanding 
in the West: why WRCI laboratory- 
trained specialists are preferred for re 
sponsible positions Read our illus- 
trated bulletin before enrolling in any 
school. Approved for veteran training 
—non-veterans accepted. Send for free 
copy of Bulletin-A today 


WESTERN RADIO COMMUNICATIONS INSTITUTE 
631 West Ninth Street, Los Angeles 15, California 
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6SJ7 second record-amplifier tube. The 
Get a new screen of the tube is used as the source 


40 ° ° ° ° 
ELECTRIC SOLDERING IRON Z of this indicating voltage so that the 
> - audio voltage present will be the only 
& ae - e OA actuator of the volume indicator. Since 


| ° pe the 30 ke. bias current is available in 
. . and assemble your own a the plate circuit, the plate could not 
MAGI-KLIPS 3 AA || be used as a source of audio voltage 

RADIO & ELECTRONIC EXPERIMENTER’S KIT °° | —— alone for the indicator. 
err o  --+.- +++ The 30 ke. supersonic oscillator (See. 
pa | ae tion Y) employs a 6SN7, the first half 
. 200 500 1000 2000 of which is used in the oscillator cir. 
BSE eee cuit. The quality of this tube is critica] 

He OF COATING BIAS AUDIO tage agsanpsclegy 2 7 
CURVE TAPE COATING THICKNESS CUR CUR and only one with a very high reading 
= "A MHYFLUX $00 00025 80 MA 20 MA. on a mutual conductance type tube 
a € OXIDE. «128 OG0S” SOMA SMA tester should be employed. It may be 
This is the same MAGI-KLIPS Kit—com- TAPE SPEED- 4 INCHES PER SECOND necessary to interchange this tube with 
oe Mey ol —. a Fig. 13. Response curve similar to that others of the remap type to obtain best 
in knocked-down form with full instructions shown in Fig. 12 with the exception that results. The bias current originated in 
al — it is now available at the new tape speed has been reduced from 8 to this oscillator stage is, after proper 
4 inches-per-second. Curves B and C amplification, used for the erasure as 
$19.75 show results using oxide-coated tape. well as the recording bias. 
. complete with a new Electric Soldering A push-pull erase amplifier is em- 
MAGI-KLIPS Kit. 


lron—the ideal iron for wiring your unassembled work for low frequency adjustment is ployed (see Section H) using the two 
Remember, you build 18 different experi- | shown in Fig. 11. The low frequencies triodes of a type 6SN7 tube. These are 
ments with your MAGI-KLIPS Kit. You | | are boosted about 15 db. maximum at e¢onnected to form a push-pull ampli- 
actually teach yourself radio and electronics ~ : 9 tec i " _ ae : ane os x 
and have a lot of fun at the same time. 100 c.p.s. Fig. 12 - typical of con fier which receives its driving signal 
RADIO RECEIVER, HOME BROADCASTER, | stant current response at 8” per sec- from Section Y. During the recording 


PHOTO-ELECTRIC RELAY, CODE PRACTICE sings ; : . 
OSCILLATOR, SIGNAL TRACER, REMOTE ond. The response at a tape speed of operation the plate-to-plate potential 


CONTROL RELAY, Phonegraph Transmitter, os EC is s m ji i : lie ‘ » , 
Intercommunication Amplifier, Code Trans- | 4 per second 1S shown in Fig. 13. in this stage ranges between 80 and 
mitter, Radio Frequency Oscillator, Telephone | (Ep. Nore: Standards for tape and heads 


Line Amplifier, Electronic Switch, Phonograph 
Amplifier, Temperature Control Relay, Contact 
Detector, Electronic Metronome, Interval Timer 


have not, at this date, been adopted. The 100 volts and results in a 30 ke. cur- 


above data applies, in general, to other rent through the erase head coil of 
heads and to tapes of similar character- 


| 

(one-shot). Interval Timer (repeating). | istics.) approximately 20 ma. 
FROND-AMPLIFTER (To be continued) A conventional phase inverter stage 
Uses 3575 and 50L6. is utilized (Section J) which pro- 
cmaneeeee caem and vides the signal for the final amplifier 

instructions tor assem- . . y 
bling. Also good for call Tape Systems stage. Either a 6SL7 or a 6SN7 may 
system. : ta be used in the phase inverter position 
“ <p? - (Continued from page 46) , 
: 2 Kit Form.......$1.85 When a 6SN7 is employed the grid re- 
el ee Wire, Tes 2.45 ? gee 

> nnennnmn a _ “ = oo | sistor should be 22,000 ohms. If a 6SL7 

Pe Oo ’ Pr De | . . . . 

CODE PRACTICE OSCILLATOR KIT | 30 ke. bias current and the audio fre- is used, the same resistor should have 
Learn the code! Get your ham ticket! Uses 5016, quency which is being recorded. For a value of 33,000 ohms. It may be de- 
35Z5, 4° PM speaker. Tone and.volume controls. . : P . ' ™ = 
Ideal for deameen _instruction. Complete dia- proper funct sOnING, the 30 ke. potential sirable, in equipment Sone the 6SL/, 
gram and assembly instructions. sac | | across the recording head should range _ to replace it with a 6SN7 with a proper 
eines apes sso sas sc psy pcsoneccens $2.85 from 60 to 100 volts as measured with grid resistor since this substitution 
Speaker and Transformer for above....... 1.95 f . : . 

Tubes for above.............. 1.05 an a.c. vacuum tube voltmeter having may reduce possible microphonics. A 


a minimum input impedance of 10 “Class A” push-pull audio amplifier 


Send ten +r copy of FREE booklet. megohms. stage (Section K) using a type 6SN7 
“ELEC ONIcS MADE EASY” A visual recording indicator is pro- is self-explanatory. 


DEER & TAYLOR COMPANY | | vided, see Section F, employing a type The principal components are shown 
Dept.N 1342 MilviaSt. Berkeley 9, Calif, | | 6&5 tube. It is used as a volume indi- in Fig. 3, as well as the selector push- 
cator when recording. It receives an buttons. 

- aoa a - | audio voltage from the screen of the —30- 


NOW AVAILABLE! 
Amplifier for GE pickup 


Terms: 20% deposit, balance C.O.D. 


Fig. 3. Top view of Brush “Soundmirror” tape recorder. Keyed parts are; (1) Sup- 
ply reel; (2) Reverse limit switch; (3) Brake shoe for head; (4) Takeup reel: (5) 
Forward push-button; (6) Reverse push-button; (7) Start push-button; (8) Stop push- 
button; (9) Record push-button; (10) Forward limit switch; (11) Drive capstan; 
(12) Record-reproduce head; (13) Erase head: and (14) On-off toggle switch. 


full benefit the new General Electric Model 

DL IRM 6C Variable Reluctance Magnetic pick- 
up. Employs an exclusive, humless (DC on heaters) 
pre-equalized pre-amplifier to produce the most | 
satisfying musical amplifier the world has ever 
known. If you are-a perfectionist, you are the one 

for whom the ACA-I00GE was designed. Send 

for technical literature. 


AMPLIFIER CORP. of AMERICA 


398-2 Broadway, New York 13, N. Y. | 
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RADIO INSTITUTE 


Outstanding PRE-WAR Technical 
Training Center for 


| TELEVISION & RADIO 


Under the personal direction of Frank Melville, former Airlines, Merchant Marine, and 
Broadcast technician, you may soon quality as: 


@ RADIO TECHNICIAN @ MERCHANT-MARINE RADIO OFFICER 

@ AIRLINES RADIO OFFICER @ TELEVISION TECHNICIAN 

© PT. TO PT. TELEGRAPHER @ HOME RECEIVER REPAIRMAN 

@ RADIO AMATEUR @ VISUAL TELEGRAPH OPR. (SLIP TAPE) 


MELVILLE RADIO INSTITUTE believes vocational training means vocational training. Thus 
we, like many radio schools, teach ample theory. But, unlike most schools, two-thirds of 
our technical students’ time is spent in laboratories and shops, where, with superior 
equipment, they learn by doing — not memorizing. 


FREE employment service is available to all --M CIDA [im a1 hal Bik i 
MELVILLE graduates. 


is | 

1 MELVILLE RADIO INSTITUTE cmRIN 

Visit the 10-story MELVILLE Building today as Melville Building i 

our guest and observe the school in operation. , '> West 46th St., New York 19, N. ¥. i 
1 ° 

Day and evening classes approved for vet- | pee Sand exe Ouse Uetyggetien eeet 

erans. Licensed by the State of New York. I : 1 

| Nome i 

MELVILLE RADIO INSTITUTE | ase 

1 ! 


Melville Building 
15 West 46th St., N. Y. 19 . LO 4-0340 
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Mine Detector, SCR 625, useful for locating metals Relay, 24 YY, 60 cycle, coil, contacts 15 amp bPst 
buried in ground. Uses 1000 cycle balanced normally on ss allan nia satinitatelcenaatintianea stamina $1. 
search coil. Sensitive. Contractors, plumbers, Bulbs, 6 watt, 12 volt candelabra base, hing for $0. ~ 
prospectors, miners all need this easy to use Canvas, waterproof OD, any size, Sa. F $0.05 


metel detector. Complete w/corrying case.$49.05 #8 og omen oom ama ]77)”— twpowrlters. Stenderd, 1. C. Satth. Roms 


i ) Typewriters. Standard, L. C. Smith, “Geant, 

500 ke transmitter, 5 watt, portable 6V input Mac- Underwood, 10, 11, 14 and 20” carriages. Pica 
kay Radio. Complete , $25.95 ond elite type. Standard and Signal Corps Key- 
SCR 522 VHF Transceiver, with all tubes. Excellent board. Reconditioned. Excellent. Satisfaction 


EERE CST EES 22.95 eas . . . ron psossnssonsannsaneneaupnans 
BC 375 w/tubes and 1 tuning unit.......... aor Electricity for Stand-by Service. Gasoline Engine ¥, HP —_— Cap. Start, —Standard Brand oy so 
SCR 274N Command Set consisting of three receivers a coe plant. as = Complete modern new BE PREPARED FOR FIRE—4 at. Carbon Tetrachloride 
covering (190-550 MC) (3.0-6.0 MC) (6.0-9.1 power unit. 4 A at 80% power factor. fire extinguisher. Reconditioned. Recharged. 
MC) and two transmitters covering (4.0-5.3 MC) Can put out 115 V, 230 V, 440 V, single or 3- Guaronteed $4.95 ee $9.89 
(5.3-7 MC) plus all equipment including control phase, 60 cycle. Completely enclosed in sturdy Antenna Tripod Assembly. Rotating ball-bearing 
units, racks, connectors, modulator unit and four metal housing with elaborate control panel. heod. Tokes 2” shoft. Shaft can be clamped. 
24 VDC dyna-motors to complete an operating in- Mounted on steel skid. Export pocked, with oo Stands 4 feet high. Light weight. Strong. Can 
stallation. Each transmitter output is 40 Wotts. parts and tools. Photo and full description on be set up anywhere. Good for rotating beams or 
The equipment is easily converted to 110 V 60 request. Regularly..$1800.00 OUR PRICE..$699.00 anything else that rotates. 2A3490... $6.95 
cycle operation. saa . $29.95 NEW GUARANTEED TUBES Antenna Support, 5’ lengths of 112” alloy tubing 
SCOPE BC 1266, 15 tube, 110 V 60 cycle scope. 1R4 .... $1.29 6K7 $ .79 12DP7 ......$8.95 with 6” sleeve. Can be nested for long lengths. 
Uses 5CP1 CRT, 2X2 rectifier. (Schematic) has 114 . 89 617 1.25 12GP7 .... 8.95 Good for TV antennas, hom rigs, etc. MS-44 $1.95 
most of the stuff necessary to make a service  2AP1 2.49 6N7 .......... .79 12SG7 ...... 89 = Rotary Beam Mount, with 1/6 HP reversible 110 V 
CORRS GEG TY Bile cccsceccesscsscescoresnsesasscsnes $39.95 3Q5 89 6S7 - +95 12SN7 ...... 79 60 cycle drive motor. 7 slip rings, for connecting 
Indicator 1221A. Buy above scope with this indicator 3D6 1.10 6J8 - 89 12K3 ........ -98 ony circuit up to 5 amps, selsyn transmitter, in- 
in original pockage. Has individual small re- 387 1.10 6SF5 ........ 79 2516 ........ 79 dicating rose, all weather waterproof housing, 
movable chassis with 110 V 60 cycle selsyn with 5BP1 a 1 A 78 mounting feet. A sturdy mount used to drive the 
illuminated azimuth scale and dial knob, 6E5 tun- SBP4 4.95 6SK7 ~ 7 35 vee iD TR 24 tower on IFF equpiment remotely.....$49.50 
ing eye, 6X5 rectifier. Also on main chassis 6400 scpt 3.95 6Si7 - BF 38... 89 Less Motor sempinntnemiaile 29.50 
V transformer, 100 TH relays, breakers, condens- 6U5 ‘98 6SN7 89 39/44 ...... 59 Insulator oassortment—standoff, strain, antenna, 
ers, 4-6SL7, 6Y6, 6SN7. (Schematic) this item  %F6 ‘89 6SR7 1.50 46 . ~ 65 feedthru, etc. 50 Pieces. ..:ccccccseseccesssvsseeesssvees $1.98 
ond BC 1266 scope, both for.......................$53.50 6G6 1.10 6W7 96 76 vsssrsere Safety belt, with strap. State belt size $5.75 
Indicator only , 24.95 6AG7 : ‘99 10 FD QV rrrererene 99 Lineman's pole climbers cee$4.50 
Army Portable Field Telephone EE-8 with handset 6/7. 80 1246 SP 954 onneeeore “9 LAST CHANCE—WHILE THEY LAST! 
generator, ringer, etc. in leather or heavy web reel 1OOE, EL3N, BB2- 250, 6V Lantern Batteries. Eveready 409 or 509 or 
case. Shipped with 2 flashlite batteries. Ready 3201€ - are een $2.95 equal. 2-5%” x 2-3" x 3-%,". Mfg. June 1945 
to use. Each ..$8.75—Pair $15.95 Kenotron Vacuum Rectifier, Westinghouse type or later. Box of 30. eee =e cove 98 
Handset TS-13, 200 ohm carbon mike and 2500 ohm WL531. Air-cooled, inverse peak volts, 50,000 45 V BA-26, Heavy Duty ‘"B'’ Batteries. 
earphone with butterfly switch. Has 6 ft. rubber Peok Amps. 75. $29.00 8 x 4%," x 7%". Mig. May 1945 or later. 
covered cord with PL 55 and PL 68 plugs....$2.95 Scope & Plate X-Former. 1540 V @ 20 MA & 700 Carton of 4 a 
— P-18, high-Z. w/6’ cord & PL 55 $1.95 po @ 240 MA. Cased & impregnated. 96.06 Handset cords. 8’'—3 conductor “tinsel w/lugs. 
able 19 conductor, #18 stranded 15/16” D. 250’ 2 for ‘ 0.49 i. = 1.99 
600 V. Ins. RC w/connectors $14.95 Power X-Former. 700 VCT @ 70 MA, 6.3 VCT @ Hunting knife. 6” a oH = seninees t33 
Cable 2 conductor, #18 stranded 600 V. 250’ RC 2.5 A., SV @ 2 A. Upright, shielded.. $3.25 BC-221 Frequency Meter—A heterodyne frequency 
w/connectors, 1 conductor #18 shielded $6.95 Choke—é H @ 450 MA, 2.5 KV working. Shielded. meter complete with tubes, crystal, calibration 
Cable 14 conductor, #15 stranded 600 V insulation. Stk. 24 * , $4.95 chort. Fundamental ranges are 125-250 and 200- 
Crush proof cotton core, heavy duty RC 50’ long Circuit Breakers. Single pole, 115 V AC. Choice of 400 ke. Con be used with 110 volts AC power 
connector one end lugs other, 1” OD $4.95 1.5, 5, 7, 10, 12, 15, 30 or 35 amps $2.95 pock, botteries or vibrapack. Mokes a fine signal 
Cable 7 conductor, #14 stranded, 600 V insulation. Double pole 115 V AC, choice of 1.25 or 4 A $4.95 generator or converts to VFO. These are slightly 
Heavy duty rubber covered 65’. Connectors both Double pole 230 V AC. 8 amps $4.95 used but Guaranteed Al $37.75 
ends. %” OD. R. C...... $4.95 MAY WE SEND YOU ONE OF OUR FLYERS ON MISCELLANEOUS MERCHANDISE MART 
RG8/U COAX, 52 ohm, ft. 6c. Ree! 1200 ft. $59.00 RADIO AND ELECTRONIC EQUIPMENT, PHOTO- 1 2+ these bargains we have hunted up for youl 
Wire %8 Stranded, ins. 4 ft. lengths, 200 ft. $1.98 GRAPHIC SUPPLIES AND EQUIPMENT.—TELL US Novy Dungarees, Blue denim, all sizes 2.25 
Conduit, Greenfield Flexible, 10 ft. length, Youn Wiens. Reconditioned Army Mockinows........... on 3.25 
1 inch $1.29 2 inches $1.89 THE ABELL DISTRIBUTING co Reconditioned ma. 3 Field Jackets............ - 28.93 
Auto-Transformer 300 ‘watt 0/115/140/150/160 volts 2 Novy Regulation ‘‘T'’ Shirts. 30 to 42... 99 
60 cycle GE #68G356. Cased...............00+ $2.95 7 E. Biddle St., Baltimore 2, Maryland Army Socks, work, ° pr. for... oe. ae 
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NEW RECEIVERS 
for Winter Market 


AM-FM TABLE UNIT 
Stewart-Warner Corporation recent- 
ly introduced a new line of receivers 
to the trade at regional meetings held 
in Chicago and New York. 
One of the featured units was a 


i 


small-sized 
measuring 8” high, 
654” deep, which provides both AM 
and FM reception. 


receiver, 
wide, and 


model 
14744” 


table 


The receiver, which operates on 
either a.c. or d.c. covers the 540-1600 
ke. band on standard broadcast and 
88-108 mc. on FM. The set uses seven 
tubes plus a selenium type dry recti- 
fier. The plastic cabinet is available 
in either mahogany or ivory. : 

Further information on this AM-FM 
table radio may be secured from 
Stewart-Warner Corporation, 1828 
West Diversey, Chicago, Iliinois. 

CROSLEY CONSOLE 

The new Crosley Model 148 CP fea- 
tures a mahogany cabinet by Carrol- 
ton 38” high, 38” wide, and 18%” 
deep. 

A spacious album compartment is 
included on each side of the speaker 
to provide ample storage space for 
records. An exclusive floating jewel 


tone system and fast record changer 
which takes 10 and 12 inch records 
intermixed are special features of the 
phonograph section of the unit. 

The radio portion covers AM, FM, 
and short-wave bands with a built-in 
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dipole being provided for FM recep- 
tion. A 12” PM speaker assures high 
fidelity reception on both radio and 
phono. 

The circuit uses 12 tubes, 1 tuning 
indicator, and 1 rectifier and operates 
on 117 volts a.c. 

Full details on the Model 148 CP 
are available from the Crosley Divi- 
sion, Avco Manufacturing Corpora- 
tion, Cincinnati, Ohio. 

COIN RADIO 

A new coin-operated radio designed 
and engineered specifically for booth 
operation is currently being produced 
by Tradio, Inc. of Asbury Park, New 
Jersey. 

Designated the “Tradio-ette,” 
six tube receiver measures 742” 
by 712” wide by 5” deep. 

The unit features a 3-gang conden- 
ser with bandpass stage for high se- 
lectivity, preset maximum volume 


this 
long 


besa 


iti | 
EO : | 


Your Kaa Most from Coast Le Coast 


a BE PST 


which restricts the program to the in- 
dividual booth, simple plug-in instal- 
lation with no inter-unit wiring nec- 
essary, slug rejector for bad coins, 
variable timer at the option of the op- 
erator, pick-proof lock, and all-alumi- 
‘num cabinet. 

Details on this line of booth receiv- 
ers may be secured from Tradio, Inc., 
Asbury Park, New Jersey. 

WIRE RECORDER 

A lightweight wire recorder which 
completely eliminates the complicated 
handling of wire by utilizing a simple 
“plug-in” cartridge has been devel- 
oped by the RCA Victor Division of 
the Radio Corporation of America, 

Housed in a streamlined, black plas- 
tic cabinet with disappearing carry- 
ing handle, the new wire recorder 
weighs less than 25 pounds with car- 
tridge and microphone. Intended for 
use in offices, schools, studios, broad- 
cast stations, and homes, the recorder 


features only three simple controls 
and operates from any 110 volt ao 
power source. An indicator light to 
show correct recording volume makes 
possible recordings of professional 
quality, without regard to the skill of 
the user. 

Outstanding feature of the new re. 


corder, the “plug-in” cartridge records 
up to a half-hour of speech or music 
on its more than half-a-mile of stain. 
less-steel plated brass wire, and may 
be operated to permit playback with- 


out tedious rewinding. The “imme- 
diate playback” feature of the re- 
corder is made possible by the unique 
design of the cartridge which contains 
two length of permanent wire wound 
on four spools. Untouched by human 
hands, the wires wind, unwind, and re- 
wind themselves, permitting the op- 
erator to record a speech or musical 
selection and returning to the exact 
starting point on the wire for imme- 
diate playback. 

The unit is now being marketed by 
the RCA Victor Division of Radiv 
Corporation of America, Camden, New 
Jersey. 


PERSONAL PORTABLE 

The tiniest personal portable in the 
Zenith Radio Corporation’s line has 
been released under the name “Ze- 
nette.” 

The new radio is smaller than most 
women’s purses so that it can be car- 
ried anywhere. The receiver operates 
on a.c.-d.c. or self-contained batteries. 
The “Zenette” receives the extended 
broadcast range from 535 to 1620 kc. 
Battery drain is prevented and tubes 
protected by a switch that automati- 
cally cuts the battery out of the cir- 
cuit when the plug is removed for use 
on a.c. or d.c. power line. 

The unit comes in a molded plastic 
case which is available in maroon, 
ivory, or black. The swing-top lid 
carries the antenna. A tuning control 
separated from the combined on-off 
and volume knob provides easy, ac- 
curate station selectivity. 

Zenith Radio Corporation, 6001 W. 
Dickens Avenue, Chicago 39, Illinois 
will supply additional details on re- 
quest. 

RECORD CHANGER 

Garrard Sales Corporation of New 
York are now offering the Garrard 
record changer as a completely pack- 
aged unit in three different styles. 

The unit may now be obtained 
mounted on a wood base, mounted in 
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a carrying case, or housed in a deluxe 
table model cabinet. The record 
changer has a _ governor-controlled, 


speed-regulated motor. It plays 10 
and 12 inch records in any sequence 
without adjustment, and features an 
exclusive non-slip spindle. 

Standard models operate on a.c. on- 
ly, but a.c.-d.c. models are available 
at a slightly higher price. 

For further information write to 
Garrard Sales Corporation, 315 Broad- 
way, New York, 7, New York. 


PERIOD CONSOLE 

Housed in an authentic period cabi- 
net of mahogany, the new Magnavox 
“Traditional” console radio provides a 
large storage space for records. 

Equipped with a supersensitive ra- 
dio of eight tubes plus rectifier, 10- 
watt power output, a 12 inch Magna- 
vor Duosonic speaker, and fully 
automatic record changer, the “Tradi- 
tional” will retail in the moderate 
priced class. 

This same model is also available 
with genuine Armstrong FM, combin- 


ing 14 amplifier tubes, two rectifiers, 
and one tuning tube at a slightly 
higher price. 

Details on this console may be se- 
cured by writing Magnavox Company, 
Fort Wayne, Indiana. 


PORTABLE UNIT 
Air King Products Co., Inc. of 
Brooklyn, New York has just an- 
nounced the production of a new port- 
able wire recorder and phono-combi- 
nation. 
This recorder employs a five-tube 
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ELECTRICAL TRAINING 


For Men of Ambition and Limited Time —Train for Successful Careers in Electricity 
Takoma Ave., Washington 12, D. C. 


equipment; circuit tracing; wiring techniques; radio and industrial 
electronics; use of machine tools; motor construction; drafting. A basic 
training meeting industry's reeuirements for engineering aides, labora- 
tory assistants; operaiss@ producuoa and mame ance  vechnicuans; 
customer engineers; draftsmen. Graduates hold responsible technical 
and executive positions. 


Modern buildings, dormitories, dining hall, campus. Moderate cost. 
54th year. Classes begin March 22: July 26. For catalog write 7698 


ELECTRICAL ENGINESHING. including radie and electronics... Ex: 
BIS ELECTRICAL SCHOOL 
| A TECHNICAL INSTITUTE wll 


tensive laboratory practice in electrical measurements; testing power 
143 


HERE'S THE NEW 


DYNAMIC 


10” 


“TELEVISION KIT 


18450 ° 


Model TU-I0P, complete 

with all parts, tubes, in- 

structions, ete. Less Cab- 

SRS. cccccceses Dealer Net 

DeLuxe Model TU-10C shown above. Com- 

plete with cabinet in choice of walnut or ra 
mahogany. $2 { 0 50 
9000e0seeseseen’e Dealer Net s 


Piace your order with your regular jobber. 
if your jobber does not handle our line kindly 
write for a list of jobbers in your state who rs 
do distribute our ° 


CHECK THESE FEATURES: 


@ 4 MC bandwidth giving beautiful picture definition. 
@ 26.4 MC trap-tuned, high gain, video IF. trans- 
formers. 


EXCLUSIVE TRUE F.M. SOUND CIRCUIT—WE DO 
NOT USE SLOPE DETECTION. 


@ Extremely stable hold circuits. 


17 Tubes—MOSTLY DUAL PURPOSE, including 
new/*brighter 10” television cathode-ray picture 
tube. 


R.F. & Oscillator sections prewired at factory. 


DYNAMIC TELEVISION ASSOCIATES, INC. 


Manufacturers, Television and Electronic Equipment 


155 Prince Street 


Brooklyn, N. Y. 


Tt is easy to learn or increase speed 


with an Instructograph Code Teacher. 
Affords the quickest and most prac- 
tical method yet developed. For be- 
ginners or advanced students. Availa- 
ble tapes from beginner's alphabet 
to typical messages on all subjects. 
Speed range 5 to 40 WPM. Always 


ready—no QRM, 
ENDORSED BY THOUSANDS! 


The _ Instructograph Code Teacher 


literally takes the place of an oper- 
ator-instructor and enables anyone 
to learn and master _ code without 
further assistance. housands of successful operators 
1ave ‘‘acquired the code’’ with the Instructograph System. 
Write today for convenient rental and purchase plans. 


INSTRUCTOGRAPH COMPANY 


4711 SHERIDAN ROAD, CHICAGO 40, [ILLINOIS 


RADIO SERVICE MEN! ™ 
TEST EQUIPMENT 
—Sylvania, R. C. A. 
Triplett, Hickock, Jackson, and 
Simpson. 
Complete stock of all test equipment. 


Serving all counties in eastern New 
York State 


RADIO EQUIPMENT 


© ELECTRONICS 


Distributors of 


104 MAIN STREET, POUGHKEEPSIE, N. Y. 
The Square Deal Supply House 


For 
Only 


RCP 
#720 


Also Available 
The New 


For All Standard Broadcast Only $ 


Application 73 


This unit provides four fundamental fixed frequencies, 
namely, 456 KC, 465 KC, 1500 KC and 550 KC. 
Broadcast band alignment is provided for by these 


SER VICEMEN—STUDENTS—HOBBYISTS 


$1995 YOU CAN OWN THE NEW 


FM SIGNAL GENERATOR 


A boon to servicemen and all those who require an FM Signal Generator. Com- 
pactness is achieved by using only the 4 frequencies that are actually needed in 
FM Servicing and Alignment—10.7 MC. for |.F. and 88 MC. for the low end— 
and 98 MC. for midpoint ond 108 MC. for the top end of the FM Band. Each of 
these fixed frequencies is a fundamental and each is frequency modulated. 


The accuracy and stability of this practical unit is of the same degree as the 
large commercial bench type units and has a continuously variable attenuator. 


Model 720 casesand chassis is completely isolated from the power supply, so 
there is no chance of shock or short circuit. Supplied complete with tubes, instruc- 
tion book and output cable. 


————=BOTH POCKET SIZE 


RCP #710 GENERATOR 


fixed frequencies for approximately 90% of all 
receivers in existence today. Ample harmonics available 
for other applications. 


Designed for safe AC and DC operation. Complete 
with tubes, output cable and instruction book. 


AUdson 


RADIO CO. 


221 FULTON ST., N.Y. 7, N.Y. 


amplifier with radio attachment cord, 
The unit plays either 10 to 12-inch 
records and comes equipped with a 
permanent needle. 

Housed in a sturdy luggage-type 
carrying case, the wooden box pro. 


\ ci eS = 
ind 


: 


vides excellent baffle qualities, yet jg 


compact and practical. The unit also 

includes the automatic shut-off fea. 
ture whereby the motor turns off after 
| the wire rewinds. A safety lock pre. 
vents accidental erasures and the 
visual tone indicator assures proper 
level when recording. For recording, 
the microphone rests on a table stand. 

The new Model A-750 retails in the 
moderate price class and additional 
details on the unit may be obtained 
from Air King Products Co., Inc., 170 
53rd Street, Brooklyn 32, New York. 


FM TUNER 
The new model FMC-12 “Telvar’ 
FM tuner, recently introduced by 


Audar, Inc., is designed to bring fre- 
quency modulation programs within 
the range of everybody’s pocketbook, 


This unit, which sells in the low 
price class, can be attached to any 
ordinary radio by the serviceman. It 
is housed in a leatherette cabinet 
measuring 912” x 7” over-all and uses 
the regular amplifying facilities of the 
AM broadcast receiver for volume. It 
provides the full noise reduction and 
frequency range of FM broadcast. 

Audar, Inc., of Argos, Indiana, will 
supply additional information on this 
tuner by request. 


LEAR HOME RECEIVER 
One of the outstanding receivers in 
the Lear “Dynatrope” line of home 
receivers is the deluxe modern unit 
in bleached mahogany. 
This combination unit includes both 
AM and FM coverage in addition to 
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providing a “Learecorder,” single rec- 
ch gpd Phonograph turntable as well as 


Ee = * ~ . . - : 
} ™ = = Sk at . es x ; 
oo” eke eee oe | EXTRA Li i P| 
re ne ere |e istening Pleasure 
tronic” scratch filter have been incor- 7 
From Any Radio | 


porated in the phono circuit. The 
is receiver is equipped with coaxial 
lso | speaker, bass reflex tone chamber, 


a. microphone, a full-hour spool of wire 
ter with cue disc, and index pads. 
re- Ample record album and spool stor- 


‘he age space is provided in the large 
er cabinet. A radio time clock, head- 
ng, § phones, and additional spools of wire 
nd. are available as accessories. 

‘he Lear, Incorporated, 110 Ionia Ave- 
nal nue, N.W., Grand Rapids, Michigan, 
led will supply additional information on 
[70 the “Dynatrope” line of receivers to 
rk. those requesting it. 
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@ The thrill and incomparable beauty of FM reception is available to 


DUAL-SPEED RECORD PLAYER 


-; ;, Designed sa meet the needs of the all with the Meissner model 8C FM receptor. A simple connection to any 
Vv institutional market, the Victor Ani- ’ ‘ : 
re- | matograph Corporation has announced present AM radio .. - and the full scale fidelity of FM reception, unbe- 
lin | production on a dual-speed record lievably free from static, interference or fading, is brought to the listener 
ok. — player unit, known as “The Sono- as only the quality of Meissner skill can produce it. See and hear the new 
master.” MEISSNER — there is nothing like it! Retail Price . . . $57.50. 
ayer s Z - 
ne noe lg — wt Bord re eng ®@ New FM Band, 88 to 108 Mc. @ Audio Fidelity, flat within plus or minus 
pounds and measures 2242” x 1614" x 2 db. from 50 to 15,000 CPS @ Audio Output, 3 volts R. M.S. at minimum 
11”, useable signal input, 30% modulation. @ For greater signal inputs, output 
The new unit features the new voltages as high as 15 volts R. M.S. obtained without distortion. © Power 
General Electric variable reluctance Supply, 105 to 125 volts, 50 or 60 cycle AC. Consumption, 35 watts @ Tube 


| Complement, 2 type 6AG5, 2 type 6BA6, 2 type 6C4, 1 type 6AL5 and 
| 1 type 6X5GT/G 


EISSNER MANUFACTURING 


DIVISION OF MAGUIRE INDUSTRIES, INC, 
MT. CARMEL, ILL., U. S.A, 


| SPEAKER RECONING |_/ Radio Technician ana Announcers 


| 
A practical 15-month course in_First Class Radiotelephone 
| ALL WORK GUARANTEED ~ Be ny F . is eperes by Don Martin schoot 
” ” ’ of Radio rts. Most stations these ays require combina. 
3 —$1.15 7 —$1.70 15 ’—$5.00 tion men. We specialize in this type of training and main- 
om 1? 6— tain a placement bures for our graduates. Serving the 
= 1.25 8” 1.95 4x 1.60 industry for 10 years. ‘the ‘School of Radio Arts can_train 
. ~ 5"— 1.35 10” — 2.50 5x7— 1.75 zou. Write for our catalogue outlining the courses offered, 
6”— 1.50 12"%— 2.75 6x9— 2.00 classes can be arranged so you can do part time work on 
; s : 7 ” e side. 
pickup which is unaffected by changes 


APPROVED FOR VETERANS 
: +. : OXFORD RECONING SERVICE 
in temperature and humidity. It is 1039 Selby Ave. St. Paul, Minn. DON MARTIN SENOOL OF BASt® ARTS. 


equipped with a natural sapphire rattan tutes ai 
stylus which is soft-spring mounted 
and operates with only one-ounce 


pressure. The new instrument will 
in § TeProduce records up to 16” diameter VE RI Fi ¢ D Sg id EAK + Ps 
me @ t either 3344 or 78 r.p.m. 


nit The unit is completely self-con- “They Glorify The Tone”’ 
tained and contains its own power- WRIGHT 
th @ ful amplifier and speaker. The ampli- 2232 University Avenue Inc. St. Paul 4, Minnesota 


tom™ fer is a four-stage, six-tube unit 
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scr. 522 V.H.F. LS ep igh ay 5 95 
& RECEIVER—100 to 156 

A. - with tubes, Like nae ° 

SCR-522 DYNAMOTOR Pe 98, 12 $] 295 
volt operation. Brand New...... 

24 volt operation, New.............e0. $7.95 


MARKER BEACON RECEIVER BC-1023 


Receives 75 Mec. Modu- 
lated Signal, can be var 
led from 62 to 80 Mc. 
Operates self - contained 
sensitive relay that can 
be used to operate equip- 
ment from remote point. 
Needs only 12 to 14 volts 
Dc for filament and plate 


voltage. Complete with 
four tubes, instruction 
book Shock mounted. 


Size 5%” x 5%” x 3%a”. 
ay New, in original 


boxe 
Shps. weight: $3.79 


4 Ibs. 
TG 10 AUTOMATIC KEYER 


Amplifier 25 Watt. This well designed keyer can be 
used for code classes. Photo cell is actuated by 
inked tape recording, can be converted easily to a 
25 Watt amplifier, 110 volt 60 cycle operation. 
Comes with two 6L4’s, two 68J7's, two 6N7's, and 
one 5U4G output trans., and 15 ohm. Tape 
motor can be used as phono motor. | 

Used but im good condition............ ° 


B19 marge u, 


12 Volt input, 275 yolt 110 


POWER 
Ma. 


SUPPLY NO. 1 
& 500 volt 50 Ma. 


output. In a case completely filtered. e 

Brand New .....«we Mss 0c cc cice 7.50 
B19 MARK III, POWER SUPPLY NO. 3 

Same output as above. Uses two Permanent field 


dynamotors. High voltage supply is used only when 
transmitting. Completely filtered with relay. Can 
be used with Mark II Sets. Can also be operated 


at six volts, half the output voltage, same $9 50 
“+e bd 


current. Brand New, original boxes 
B19 MARK II TRANSMITTING AND 


"RECEIVING SETS 
15 Tube set, complete with all jneze parts, ready to 


operate Freq, 2 to 8 Me., 235 Mes 

Inter-com. set Brand New “ $49. 50 
0-500 MICROAMMETER—» to 600 and 0 to 15 volt 
DC scale. Luminous Dial with multi- 


$2.50 


pliers Brand New 


BC 348 AND BC 375 
SHOCK MOUNTING FT 151 for BC 375...$1.50 
SHOCK MOUNTING FT 154or BC 348 1.50 
WE CAN FURNISH ANY ITEMS FOR BI9 
MARK II SETS! 
Shipments made F.0.B., Lima Ohie 
25% Deposit required on C.0.D. Orders 


FAIR RADIO SALES 


223 S. MAIN ST. + LIMA, OHIO 


TELEVISION 
ELECTRONICS 


LEARN RADIO THE 
NORTHWESTERN WAY 


BASIC RADIO 

RADIO SERVICE 
COMMUNICATIONS 
INDUSTRIAL ELECTRONICS 
TELEVISION 


Highly Trained Instructors 
Modern Equipment 
Spacious Building and Grounds 


NORTHWESTERN VOCATIONAL INST. 


745 Grand Ave. 


ST. PAUL 5 
MINN. 


including rectifier. Power output is 
14 watts and the amplifier has sep- 
arate channels for microphone and 
phonograph to permit the unit to be 
used as a public address system. 

A 10-inch heavy-duty PM speaker 
with 25 watt capacity is built into 
the case. The player operates on 50 
cycle, 110, 120, 130 volt a.e. 

Descriptive literature on “The Son- 


omaster” will be forwarded by Victor 
Animatograph Corporation, Daven- 
port, lowa, upon request. 
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HIGHEST SET OUTPUT 


HE Radio Manufacturers Associa- 

tion has announced that radio set 
production, including television sets 
and FM-AM< receivers, broke all indus- 
try records in October, 1947. 

For the first time in the industry’s 
history more than two million radio 
and television receivers were manufac- 
tured by RMA member-companies in a 
single month. FM-AM receivers, pro- 
duced in October, numbered 151,244. 
Television sets reached a new high of 
23,693 although the September reported 
figure of 32,719 was higher due to the 
inclusion of 16,991 sets produced earlier 
but not reported. 

The new figures make a ten month 
total of 14,364,218 sets of all types. Of 
this number FM-AM sets accounted 
for 830,106, while television receivers for 
the same period numbered 125,081. 

A breakdown of the October figures 
show that of the FM-AM sets 49,319 
were table models, 555 were converters 
and tuners, 656 consoles, and 100,714 
radio-phonograph consoles. Of the tele- 
vision receivers 13,503 were table mod- 
els, 10,181 were consoles and radio- 
phonograph combinations, and 9 were 
converters. 
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This compact radiation detector was de- 
signed at the University of Chicago for pos- 
sible use by American troops. Designed in 
1945 by Dr. O. G. Landsverk, who now 
manufactures them, the instruments were 
unveiled recently after being declassified 
by the Atomic Energy Commission. The 
larger type Geiger counter shown is one of 
several in use at the Institute for Nuclear 
Studies, part of the University of Chicago's 
$12,000,000 program in atomic research. 
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Magnetic Recording 
(Continued from page 53) 


a new recording. This field may be 
supplied by the same oscillator that 
supplies the supersonic bias. The mag- 
nitude of the necessary erase energy is 
dependent upon the head design and 
the recording medium. It, therefore, 
follows that if an intensely strong au- 
dio signal has driven the medium up 
to its saturation point, erasing may 
not be complete if the erase current 
has been predetermined and set at too 
low a value. 


Drive Systems 


Several different methods may be 
used to move or drive the magnetic 
medium. The type of drive system 
adopted depends upon the purpose for 
which the recorder is to be used, and 
the degree of perfection to be expected 
from the over-all system. 

If a recorder is to be designed as an 
office dictation device in which only 
speech recording is to be made, a fair- 
ly high degree of wire or tape speed 
variation may be tolerated. This is 
because flutter or wow, which results 
from a variation in the speed of the 
medium, is not easily discernible, and 
not objectionable when the spoken 
word is recorded and played back. 
This is perhaps true for three reasons; 
first of all, because individuals are ac- 
customed to listening to a variation in 
the rate or delivery of spoken sen- 
tences; second, the average voice range 
consists of relatively low frequency 
components, consequently, rate 
changes are far less pronounced than 
with higher frequency components; 
and, third, staccato components of 
speech are not easily affected by flut- 
ter or speed variations. 

Musical recording, of course, must 
take place with a minimum of varia- 
tion in the speed of the medium. Long 
sustained musical notes, or instru- 
ments in which the trueness of repro- 
duction depends upon harmonic com- 
ponents, are especially vulnerable to 
the smallest degree of flutter, or wow. 
Consequently, a drive system that will 
fulfill the most stringent requirements 
must be utilized for really flutter-free 
operation. Such a method is the so- 
called “capstan drive.” This arrange- 
ment which was named for its anal- 
ogous counterpart to the marine appli- 
cation of the capstan, normally re- 
quires approximately a half turn wrap 
of the magnetic medium around the 
capstan, in which a good. frictional 
contact has been made. The capstan 
is normally sufficiently weighted with 
a flywheel so that once the proper 
operating speed has been attained, in- 
ertia effects will insure constant speed. 
Speed variations of .1 of 1% may be 
realized through this design. 

While the capstan system approaches 
the ideal from the recording stand- 
point, it is somewhat expensive, space 
consuming, and difficult to manufac- 
ture on a production basis. A quite 
Satisfactory spool drive may be accom- 
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plished through the use of roller de- 
vices which have a rubber surface. 
When intermediate idler mechanisms 
of this nature are employed, it is im- 
portant that the surface configuration 
be as truly circular as is attainable. 
This type of drive has been adopted 
by several manufacturers presently 
producing magnetic recording equip- 
ment. It is very satisfactory for most 
musical recording. 

Possibly the. simplest type of drive 
mechanism, and that employed on 
earlier recorders, is the belt drive. 
While slippage and belt tension do be- 
come a problem when this is employed, 
they may be minimized through the 
use of neoprene belts which maintain 
tension for a long time. Belt drive is 
currently being used for magnetic re- 
cording devices engineered for busi- 
ness dictation uses. 


Heads 


Magnetic heads of the combination 
record, playback, and erase types have 
received a great deal of research time. 
Initially, the erase coil was designed 
as a separate component from the head 
proper; however, today, all three func- 
tions are combined in one head. Re- 
search at the Armour Research Foun- 
dation has included both open-slot and 
thread-through heads for wire of vari- 
ous types and designs. A number of 
heads for tape, both of the high and 
low impedance types, and heads for 
motion picture magnetic sound includ- 
ing 35 mm., 16 mm. and 8 mm. equip- 
ment have been designed. [See Bibli- 
ography 1.] 

The first wire heads were designed 
for use with medium carbon steel wire. 
These heads were wound on a lami- 
nated core and were of the open type 


(the recording medium did not have 
to be threaded through the coil area) 
Because of the magnetic characteris. 
tics of medium carbon wire, erasing 
did not require a strong field. When 
the stainless steel medium wag 
adopted, head redesign became neces. 
sary in order to increase erase effi. 
ciency. One of the first heads designed 
for the stainless steel wire is pictureg 
in Fig. 4. This head was originally 
designed to erase wire having a eo. 
ercive force in the vicinity of 299 
oersteds. Its core was made of Alle. 
gheny 4750, an alloy approximately 
90-50 nickel-iron, manufactured by the 
Allegheny Ludlum Company of Pitts. 
burgh, Pennsylvania. This head jp. 
cluded a recording coil containing 3009 
turns of #44 Formex wire, an erase 
coil of 20 turns of #28 Former wire 
and a coupling coil in series with the 
erase coil and located adjacent to, but 
above the recording coil. This latter 
coil consisted of 4 turns and supplied 
the supersonic bias component. The 
recording gap of .002” and the erase 
gap of .010” were filled with solder 
after they had been shaped and cut. 
Constructing a head for either mag. 
netic wire or tape is a precision opera- 
tion and should be done with great 
care. 

Originally, closed type magnetic 
heads in which the magnetic medium 
is passed through the erase or record- 
playback coils were more highly effi- 
cient than the open type. However, 
recent improvements in open type head 
design has made possible excellent re- 
sults equalling closed head perform- 
ance. 

Magnetic heads may be designed to 
use either high or low impedance 
windings. While the low impedance 


Fig. 6. An 8 mm. projector converted for experimental magnetic sound-on-film recording. 
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ad is somewhat superior from the 
standpoint of response characteristics, 
the cost of the coupling transformer 
precludes its use in low cost equip- 
ment. The high impedance head shown 
in Fig. 4 has a d.c. resistance of 385 
ohms and an impedance of 18,500 
ohms at 20 kc. Unequalized response 
for this head is shown in Fig. 2. 


Equalizers 


It is apparent from Fig. 2, that in 
order to make recordings pleasing to 
the listener, it will be necessary to add 
some form of frequency equalization 
into the recording or playback ampli- 
fiers, or both. 

While logic would indicate the de- 
sirability of a perfectly flat frequency 
response, the optimum recording-play- 
pack frequency response curve is af- 
fected by several influencing factors 
including the performance of associ- 
ated equipment, i.e., microphones, 
loudspeakers, and individual prefer- 
ence. Another factor of importance 
must take into consideration whether 
the recording is made up of entirely 
music or speech components. We will 
have to assume, however, that it is de- 
sired to achieve a flat response over as 
great a range as is practicable using 
available media, heads and standard 
speeds of operation. [See Bibliography 
3, 7.) 

In order to approach this problem, 
it is necessary to know: (1) the ap- 
proximate level of recording and to 
have an energy versus frequency curve 
covering the program; (2) the un- 
equalized response characteristic of 
the recording medium and heads; (3) 
information to enable the determina- 
tion of the overload level; (4) infor- 
mation concerning the noise level over 
the usable range; and (5) anticipated 
harmonic distortion and hum to be 
expected in the amplifiers. 

In considering a recording equalizer, 
it is important to attempt to achieve 
a maximum § signal-to-noise ratio 
through frequency discrimination so 
that there is an equal probability of 
overload at all frequencies. The fre- 
quency equalizer for the playback am- 
plifier is normally designed to obtain 
a flat over-all response after the re- 
cording amplifier equalizer has been 
completed. 

For several reasons it has been 
found expedient to pre-emphasize high 
frequencies during recording, and 
post-emphasize lows on playback. Nor- 
mally, high frequency pre-emphasis is 
designed to boost frequencies which 
are above that of maximum response 
to the level of the frequency of maxi- 
mum response. This is shown in Fig. 3. 
The playback amplifier, designed to 
boost low frequencies, must be care- 
fully designed so as to minimize hum 
as far as possible. Normally, the low 
frequency drop off is quite linear, and 
a low frequency boost of 5 or 6 db. per 
octave will be satisfactory. 


Signal-To-Noise Ratio and 
Dynamic Range 
Determination of the effective sig- 
nal-to-noise ratio of a magnetic re- 
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corder system depends on S€Vera] 
factors. Important among these are 
the magnetic properties of the medium 
and its vulnerability to magnetic noige 
the speed of the medium, cross-talk 
or magnetic transfer, mechanical] Noise 
resulting from mechanical imperfec. 
tions in the media, amplifier noise, the 
effect of stray electrostatic or electro. 
magnetic fields and consideration of 
the frequency distribution along with 
considerations relating to the amount 
of pre- and post-equalization employed, 

Dynamic range, which is dependent 
upon the signal-to-noise ratio, is also 
a function of the various noise con. 
tributions referred to in the previous 
paragraph and is usually in the order 
of from 35 to 45 db. for the entire sys. 
tem. This may be raised by carefy} 
design. 


Speed vs. Fidelity 


The speed at which the recording 
medium is driven has a very marked 
effect on high frequency response of 
a magnetic recording system. The low 
frequency response, however, is af- 
fected only slightly. [See Bibliogra- 
phy 4.] 

This high frequency effect is mainly 
caused by self-demagnetization in the 
wire or tape and by the relation be- 
tween wavelength and gap length. In- 
asmuch as self-demagnetization is not 
important at the low frequencies, 
speed reduction does not have much 
of an effect. As the frequency is in- 
creased, self-demagnetization becomes 
quite evident and increases rapidly 
with speed reduction after a critical 
frequency has been reached. High fre- 
quency response is also reduced unless 
the gap length is much less than the 
audio wavelength. 

Through the determination of a con- 
stant current frequency response curve 
at a given wire speed, it is not difficult 
to obtain curves showing frequency 
versus speed effects. This may be ac- 
complished by playing back a fixed 
wavelength at varying speeds, which 
will render demagnetizing and gap 
length effects ineffective as they will 
remain constant. The output voltage 
will be directly proportional to the 
speed. 

While most commercial home enter- 
tainment magnetic recorders will give 
an essentially flat response from ap- 
proximately 100 to 4500 cycles, it is 
possible to design magnetic recording 
equipment into a really high fidelity 
recording system. Armour has de- 
signed a master wire recorder essen- 
tially flat in response from 40 to 
14,000 c.p.s., and equipment rendering 
a similar response is available com- 
mercially. 


Magnetie Sound for Motion 
Pictures 


In the discussion of magnetic media, 
heads, etc., this latest application of 
magnetic sound was_ intentionally 
omitted. As a direct outgrowth of 
magnetic tape recording, the idea of 
placing a magnetic sound track on the 
edge of the film was a further step in 
the utilization of magnetic recording. 
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Experimental work has so far in- 
cluded the conversion of projectors of 
35 mm., 16 mm., and 8 mm. sizes and 
has proven to be an exceedingly satis- 
factory means of motion picture re- 
cording. Frequency response, essen- 
tially flat to 5000 c.p.s., can be easily 


attained at 24 frame-per-second, 16 | 


mm. sound speed. Response to 3000 
c.p.s. can be obtained at conventional 
8 mm. speed. [See Bibliography 5, 6.] 

Magnetic heads can be either of the 
high or low impedance type, however, 
the low are to be preferred so as to 
minimize hum pickup and decrease 


head size. The sound track consists of | 
a special iron oxide coating which is | 


applied to the edge of the film. This 
track is approximately .032” wide and 
1% mil thick, placed outside of the 
sprocket holes. 

Some means of film speed stabiliza- 
tion is necessary for satisfactory pro- 
jector operation with magnetic sound 
as with optical sound so as to minimize 
sprocket flutter and wow as far as 
possible. 

Figs. 5 and 6 show head location on 
converted 16 mm. and 8 mm. pro- 
jectors, respectively. This is not a 
conversion that can be accomplished 
easily in a home shop. Neither the ma- 
terial for coating nor heads are as yet 
available on the commercial market. 
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RADIO STATION 
WDOX 


$0,000 WATTS 


“It ain't advisable!” 


Yessir! 
Chassis we have in mind the need for full, well- 
rounded design, moulded to meet the needs of a 
discriminating market. 
one of the quality line of custom-built receiver 
chassis produced by ESPEY. 
gineered and manufactured to give absolute sat- 
isfaction in any type of installation. 


ESPEY 
y on Wsruilt Chassis 


Notice those 
lines! 

\ That compact— 
well-proportioned 
—design! 

Really a beaut! 


In producing the ESPEY Custom-Built The 7-B is an AM/FM superheterodyne 
receiver with || tubes including a recti- 
fier tube, operating on 105/125 volts 
AC 50/60 cycle. Wired for phono oper- 
ation this superbly engineered receiver, 
is supplied ready to operate with 10” 


PM speaker with Alnico No. 5 magnet, 


The Model 7-B is only 
It is carefully en- 


antennas and all necessary hardware. 


For further details about this—and the rest of 
the ESPEY line—write to Department A today. 


E S PE Y manuracturinc COMPANY. Inc. 


528 EAST 72"° STREET-NEW YORK 21,N.Y. 


L P 21-A (NEW) 
RADIO COMPASS LOOPS 


Complete with dehydrator and couplings 


$5.50 EA. 


Will operate as motor drive for antenna on 10 volts 60 cycle AC 


Antenna change over relays 24 v. DC at $.95 ea. 


NEW T-U 5B UNITS $2.00 DM 33 Dynamotor 24v input 625v output 
A Box Chuck Full of Good Parts NEW $1.00 EA. 


TUBES! 2c. ae ae: $1.00 1629 me 
detec aaa ee oe ee "” 306 


ic 


ECLIPSE VOLTAGE REGULATOR 


AIRCRAFT INSTRUMENTS! fone ew) $7.50 


NEW MANIFOLD PRESSURE GAUGES 0-50, 0-70 $2.50 EA. 
AN5531-1 (NEW) G.E. TACH. GEN. $5.00 EA. 


FARWEST TRADING CO., INC. 
Cable Address “"“FARCO" 


209-1st Ave., South SEATTLE 4, WASH. 


February, 1948 


Signaleite 


MULTI-FREQUENCY GENERATOR 


Generates R.F., 1.F. and AUDIO Frequencies, 2500 
cycles to over 20 megacycies, using new electronic 
multivibrator radar principle. ‘Completely self-con- 
tained—fits coat pocket or tool chest. Just plug into 
A.C. or D.C. LINE AND CHECK RECEIVER 
SENSITIVITY, AUDIO GAIN, R.F. and 1.F. align- 
ment. auto radio aerial peaking or shielding, breaks 
in wires, stage by stage signal tracing, tube testing 
by direct comparison, etc., etc. Sturdy construction, 
handsome appearance! See at your distributor or 
write for details. Shipping wt. 13 ozs. 


Clippard Instrument Laboratory, Inc. 


1125 Bank St. ‘Cincinnati 

! an t., Cincinnatl 14, 0. 

PRICE $9.95 izes 

at distributor or |Recognized Jobbers — wire, 

F.0.B.Cincinnati|*7i#e for details of territory 
open! 


/ New, Low 
‘ Prices! 


COMMAND TRANSMITTER 


Bc-457-A, 4 to 5.3MC. 
Use as E.C.O. on 80 or | , 
40 meter. Complete with 
4 tubes, and 4600 K.C. 


Crystal. » ° “y 
s 
BRAND NEW ir oria- | § 
inal cartons, each $4.50 = 


TRANSFORMER 
Suitable to operate all Command transmitters 
Primary 115 v. 60 cycle. 
Sec. #1, 400-220-0-220-400 125M.A. simultane- 
ous operation. 
Sec. #2, 5.0v. 3A. 


Sec. #3, 5.0v. 3A. 


each $3.95 
each 8.00 


0-5D.C.M.A. meter, band 
switch, gears, controls, 
knobs, jacks, switches, 
etc. Give away price 


9 staid each $1.25 
SHOCK MOUNTS FOR APS-13 


Dimensions—1514” x7 3/16” shock mounted 
Brand new each $0.59 


TUBES 
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QUAD ELECTRICAL SUPPLY 
1650 North Damen Avenue, Chicago 47, Illinois 


| the motor 


Wire Recorder 
(Continued from page 43) 


drives. The motor is held in this neu- 
tral position by means of springs. 
When the operation control is thrown 
to the “run” position, the motor is 
shifted by means of a cam arrange- 
ment, so that the motor shaft makes 
contact with the idler wheel EZ. This 
idler wheel EZ is supported by a bracket 
which is free to move in a lateral di- 
rection. Because of the pressure of 
shaft the idler wheel is 
forced against the drive drum of the 
takeup wheel N. Through the reduc- 


| tion obtained by this arrangement, the 


takeup drum is driven at the proper 


| speed to pull the wire at two feet per 


| second. 


When the “operate” switch is thrown 
to the “rewind” position, a cam on its 
shaft shifts the motor so that the rub- 
ber drive wheel mounted on its shaft 
makes contact with the supply drum 
D. Due to the difference in size be- 
tween the motor shaft and the rubber 
drive wheel fastened to this shaft, the 
rewind speed is approximately seven 
times the “run” speed. 

An ingenious “memory” brake is 
used in conjunction with the “operate” 
switch. When this switch is thrown 
to the “run” position, a felt pad brake 


;}on arm M is removed from the takeup 


drum, permitting it to rotate freely, 
being retarded only by the friction of 
the idler wheel EZ. The same operation 
puts a light brake on the supply drum 
D. When the switch is returned to 
“neutral,” a light brake is applied to 
the takeup drum and a heavy brake 


applied to the supply drum. 


With the switch in the “rewing” po- 
sition, the brake is removed from the 
supply drum and a light brake applieg 
to the takeup drum. Returning the 
switch to neutral leaves a heavy brake 
on the supply drum and a light brake 
on the takeup drum. 

This type of braking system insures 
that the machine will not allow slack 
in the wire with its attendant danger 
of fouling, when the switch is returned 
to “neutral” from either the “run” or 
“rewind” position. Control of the 
braking sequence is accomplished by 
means of an auxiliary cam mounted 
concentrically with the cam which 
controls the motor shifting. 

The shaft which supports the take. 
up drum also carries a worm gear, 
used to raise and lower the head which 
in turn acts as a level wind for the 
wire. Details of this level wind are 
shown in Fig. 3. This worm D drives 
a pinion mounted on a bracket C, and 
fastened to a shaft which carries a 
cam. Through this cam and lever B 
the head supporting bracket A is al- 
ternately raised and lowered. 

As the wire passes through the head 
in operation, the wire is wound in 
even layers on the spools, and the dan- 
ger of pileup and tangling of the wire 
is thus eliminated. 

An additional cam is fastened to the 
lower end of the shaft which carries 
the operate switch. This cam operates 
a motor switch, turning on the motor 
in either “run” or “rewind” position. 
An additional set of contacts on this 
switch opens the leads to the bias 
winding of the head in the “off” and 
“rewind” position, to prevent acci- 
dental erasing of the wire. 

Two bakelite buttons are mounted 
on either side of the “operate” switch 


Fig. 3. Bottom view of recorder mechanism. Parts shown are (A) Head actuating arm; 
(B) Head actuating lever: (C) Pinion gear bracket: (D) Worm gear and takeup drum 
shaft; (E) Motor: (F) Extractor type fuse post; (G) “Light” brake spring on takeup drum. 


RADIO NEWS 


a i eo ee on ee | eo; 8 @ &s @ FTF 


waerewawa Ft et =~ 


to prevent accidental overswing of the 
switch when it is returned to “neutral” 
from either the “run” or “rewind” po- 
sition. These buttons must be de- 
pressed in order to permit the “oper- 
ate” lever to be moved from its “neu- 
tral” position. 

The exploded view of the recording 
head, Fig. 2, shows the various parts 
which go to make up the head. The 
Jaminations used are a special high 
permeability alloy, annealed after 
punching. The essential components 
of the head are shown in assembled 
form in the lower left of the photo- 
graph. The small coil on the left is 
the erase coil and is connected to the 
supersonic oscillator in the unit. As 
the wire travel is from left to right 
across the head, this coil acts to erase 
any previous recordings from the wire. 
The voice coils are wound around the 
center and right hand legs, and con- 
sist of many turns of extremely small 
wire. The two smaller coils, which are 
wound at the upper end of these bob- 
bins, are the bias coils and are con- 
nected in series with the erase coil. 
Their purpose is to introduce a super- 
sonic bias on the wire during the re- 
cording operation. 

The top edge of the laminations 
have a narrow slot cut lengthwise to 
accommodate the wire in its travel 
across the head. Due to the curved 
nature of these laminations and the 
manner of feeding the wire, the entire 
length of the wire in the head at any 
one time, makes contact with the mag- 
netizing section of the head across the 
entire head. This method of feed 
makes certain that the wire will be 
evenly magnetized in proportion to the 
audio signal present. It is essential 
that the wire make good contact with 
the head during recording and play- 
back to prevent variations in output 
which might be caused by a poor con- 
tact. 

A small piece of high permeability 
metal is mounted in the upper half 
of the head case to act as a shield 
against hum pickup. Due to the low 
output of the head it is necessary to 
use extreme care in order to mini- 
mize any chance of hum pickup. 

A novel feature is used in conjunc- 
tion with the wire holding clip on the 
takeup drum. When the wire is placed 
under this clip the spring action of the 
clip holds the wire in place. The clip 
may be released by depressing the but- 
ton in the center of the takeup drum. 
When the wire is rewound it is not 
necessary to watch the progress of the 
rewinding process as a Slight curl is 
given to the end of the wire as it 
leaves the drum at the conclusion of 
the rewinding. This slight curl, plus 
the momentary tug on the wire as it 
leaves the clip, tucks the free end of 
the wire under the last turn of wire 
on the rewind spool. There is no dan- 
ger of the free end of the wire be- 
coming loose and fouling. 

A pilot light is provided to illumi- 
nate the head and allow the progress 
of the wire through the head to be 
observed. 

—- 
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Al Mail Orders Shipped Promptly! 


SAVE ON THESE MONEY-SAVING VALUES! 


JUST CLIP THIS AD AND CHECK OFF 
THE ITEMS YOU WANT! SAVE ON QUALITY! 


C) NEIL & PETERSEN 30-WATT AMPLIFIER 
Model 8430 .. . High fidelity, custom-built, new styl- 
ing. Excellent performance over frequency range from 
30 to 18,000 cycles Four tone controls Microphone 
inputs, 3 high impedance 128 db. gain. line in- 
put, 1 high impedance, 500M ohms, 85 db. gain 


output impedance, 4-8-16-250-500 ohms. $ 
Attractive cabinet, Write for Literature! .. 99. 38 
[) MODEL TE-1 PRECISION TUBE TESTER 
Separate switching for each pin of each socket so that 
any of the heater voltages of the plate voltage can be 
applied Checks all standard receiving tubes . line 
check for line voltage variations Tube element short 
test and chart listing data for the testing of 570 dif- 
ferent type receiving tubes. Rugged, crackle finish 


yap baetelillinsentne 


i heres ccceeeceee, 51049 
oO 1] FREQUENCY METERS 
Limite bn — $2. 95 


C) “ULTRA MIKE™ WIRELESS MICROPHONE 


This unit with your recular radio and NO extra inter- 


: PRECISION TUBE TESTER connecting wires will provide superior results as a 


calling system public address .. detectophone a's 
baby or invalid watcher The “Ultra Mike” is light, 
economical to operate, complttely self-contained No 
connections to power lines, portable. Complete with 
batteries, tubes. ete Your Cost 63 
Special . 


’O.B. Chicago ......... Retail $18.00 


[] CERAMIC CONDENSER KITS 
Assorted ... all marked or coded! 
20 for . $1.85 


TUBE SOCKET KITS 
oi 98c 


O VITREOUS ENAMELED RESISTOR KITS 
5 to 100 watts. Assorted. 49 
20 for s 


O WEBSTER WIRE RECORDER ve 

Model 79—Foundation unit . . Especially designed 
for the experimenter, amateur and engineer for build- 
ing a complete magnetic regorder or adding a wire re- 
corder to a sound system Physical specifications: 
10%"x8%"x5%” (3%” below main plate wh 

2” above). Net weight, 10 Ibs Net. 52. 92 


[) 4-TUBE AMPLIFIER KIT 


For use with Model 79 Unit less oscillator coil— 
which is furnished with foundation unit. \ 
Diagram included : 23.95 


[1] 1% CA PRECISION RESISTORS. 


100 ohms 20.000 70.000 
8300 ohms 50,000 75.000 H 


5000 ohme 55.000 150.000 

9000 ohms 60,000 180,000 

18,000 ohms 65.000 800,000 
Order by size 


co 
co 
oy 


EA. 


WIRE RECORDER 25% Deposit with ali C.O.D. Orders 


630 W. RANDOLPH STREET CHICAGO 6, 


TT 
BC - 348 
SHOCK MOUNT BASE 


Dress up your "348" with a new base—fits 


all models—brand new in original cartons. RADIO ENGINEERING 
Shipped Anywhere in TELEVISION 
U.S. for 35c. Enclose 
$2.00 for Each Base ELECTRONICS 
Wanted. Money Back ; 
Guaranteed. Thorough training in alt phases of radio and elec- 


tronics, open to high school and junior college grad- 
uates Old established school «pecializing in Radio 


ELECTRONIC SALES co. training exclusively. Modern taboratories and 
courses Enrolimenta limited Approved veteran 
5559 W. Adams Blvd, Les Angeles 16, Calif, training. 


GET ON OUR MAILING LIST VALPARAISO TECHNICAL INSTITUTE 
Dept. RD Valparaiso, Ind. 
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“America’s Best Buy” 


TUBULAR ELECTROLYTICS 


Fresh Stock. Fully Guaranteed 


Each 10 

$0.21 $1.79 
.29 2.49 
19 1.85 


$0.06 $0.55 
06 55 
06 55 
07 65 
AW ‘ 
14 1.25 
15 1.30 
16 1.40 


RESISTOR ASSORTMENT 


100 assorted 4 


All 


- 4-1 watt carbon resistors. 
RMA color ceded. Special $1.29. 


CRYSTALS 74c each 


Your frequency plus or minus 10 KC 


@® | 


© 


s sé 


moo 


6 Meter 


Meter, 3500-4000KC 
Meter, 7000-7300KC 


100 
$16.95 

22.98 

17.98 


for multiplying into * 


Meter, 
Meter, 
Meter, 


7300-7425KC 
7300-7425KC 
6250-6750KC 
8000-8222 KC 


Postage extra 20% deposit on COD. 
Write for latest “bargain list featuring 


“America's Best Buys.” 


POTTER RADIO CO. 


1314 McGee St., Kansas City 6, Mo. 


OUTSTANDING 
SPECIALS! 


XTAL HAND MIKE 
With 100 Ft. Cable 


A crystal hand mic 7. 


tu—~ 


A terrific 
Emerson by RCA. One 


heavy 


metal frame 


speaker buy! 


Ideal for re- 
placement use or new installations. 
Furnished less output transformer. 


phone with 100 fee 

Mt rubber ema 
shielded cable for only 
$5.95. Yes sir, there's 


a genuine bargair 
can't afford to 
up. The cable 


1you 
pass 


alone is 


worth the price of the 


complete unit. 
diameter high 


dance, high qu 


erystal mike the 


excellent for ry. 
quencies. 
Perfe “., for 
hams, 

work, x 


VALUE 


2 La 


impe * 


lality 
it is 
e fre- 


595 


\\ SENSATIONAL 


Emerson 12” PM 
Speaker Alnico 
5 Magnet 


piece cone, 


Manufactured for 


$495 


AUDIVIEW 


RADIO PARTS CO. 


325 Canal St., 


New York 13, N. Y. 


1947 AUTOMATIC RECORD 
CHANGER SERVICE MANUAL” 
compiled and published by Howard W. 


Sams €& Co., Inc., Indianapolis, Indi- 
ana. 400 pages. Price $4.95. 

This newly issued manual for serv- 
icemen covers more than forty differ- 
ent automatic record changers and 
includes wire, ribbon, tape, and paper 
disc recorders. Each unit is described 
in 8 to 12 pages of original photos, 
diagrams, and text. 

Included with the description are 
top, side, bottom, and rear views of 
each mechanism along with exploded 
view diagrams. Full data is ‘provided 
on change cycle, adjustments, service 
hints, and kinks. Components are 
keyed to the text and a complete re- 
placement parts list for each unit is 
included. All of the units described 
are treated uniformly throughout the 
book. 

The book opens flat for easy refer- 
ence use on the service bench. As a 
practical how-to-do-it text, this book 
is highly recommended for the serv- 


iceman. 
+. * * 


“PLASTICS FOR ELECTRICAL 
AND RADIO ENGINEERS” by W. 
J. Tucker and R. S. Roberts. Pub- 
lished by The Technical Press Ltd., 


Gloucester Road, Kingston Hill, Sur- 
rey, England. 148 pages. Price 12 
shillings. 


This little handbook of plastics is 
designed to provide the electronics 
engineer with essential data relating 
to the application of plastics in the 
electrical and radio industries. 

Thoroughly practical, this book dis- 
cusses molding and manufacturing 
procedure and the advantages and 
limitations of the various plastic 
materials. One section of the text is 
devoted to insulating and _ testing 
problems and special tables applicable 
to the electronic industry are included 
for ready reference. 

The material is written in such a 
manner that any engineer, no matter 
what his training in plastic tech- 
niques, can evaluate the various prop- 
erties of the different types of plastic 
materials and decide which type is 
best suited to his needs. The authors 
have presented complete details on 
the components making up the vari- 
ous plastic materials and listed such 
essential data as breakdown tempera- 
tures; physical limitations with re- 
gards to fabrication; imperviousness 


to cold, heat, acids, moisture, light, 
dryness, etc., and flow-points. 
While many of the commercial 


products discussed in the book are of 
exclusively English origin, the basic 
formulas are, for the most part, dupli- 
cated in products available in this 


country. 
Engineers should find this manual 
of great assistance in the designing of 


equipmient used in the electrica] and 
radio fields. 


“ELEMENTS OF RADIO SERVIC. 
ENG” by William Marcus and Alex 
Levy. Published by McGraw-Hill Book 
Company, Inc., New York. 468 pages. 
Price $4.50. 

In this thoroughly practical hang. 
book, the authors have provided the 
radio serviceman with a handy man. 
ual covering all phases of superheter. 
odyne servicing and the proper use of 
the various types of test equipment 
employed in servicing a receiver. 

Although written for the beginner, 
the book contains much valuable data 
on servicing techniques and shortcuts 
that the more experienced serviceman 
could use to his profit. 

The book is divided into 24 chapters 
and an appendix. The authors first 
discuss the principles of operation of 
a superheterodyne receiver and then 
outline servicing procedures for such 
a unit. Multimeters and signal gen. 
erators, as applied to the servicing of 
receivers, are covered in four interest- 
ing and clearly presented chapters, 
From that point the discussion deals 
with a.c. power supplies, loudspeak- 
ers, second or power audio amplifier 
stage, first audio amplifier stage, de- 
tector stage, i.f. amplifier stage, con- 
verters, variations on the converter, 
r.f. amplifier stage, antennas, a.c.-d.c. 
power supply, automobile radio in- 
stallations, auto radio power supplies, 
push-pull output stage, alignment of 
a superheterodyne, a survey of the 
servicing procedure, and a discussion 


of the service bench. The appendix 
covers symbols and _ abbreviations, 
color code for resistors, Ohm’s Law 


and its derivatives, color code for con- 
densers, automobile battery ground 
chart, graphic symbols, and tubes and 
their prongs. 

Each stage discussed is analyzed to 
provide a quick check for normal 
functioning of the stage, along witha 
typical or basic circuit schematic, the 
function of the stage, the function and 
common value for each component, 
normal test data for the stage, a list- 
ing of the common troubles encoun- 
tered in the stage along with data on 
how these troubles may be located 
and how components may be replaced, 
variations from the typical stage that 
are frequently used and special trou- 
bleshooting procedures to be followed, 
and a summary of tests, including an 
outline of procedures to be followed 
in tracing various symptoms to their 
cause. 

By following the procedure and 
with a little practice in using this 
method, servicing time can be cut for 
all types of home receiver repairs. 
The book is enthusiastically recom- 
mended for the student and is entirely 
suitable for home study. 

«© * * 
“INDUSTRIAL ELECTRONICS 
MAINTENANCE” by R. C. Roetger. 
Published by Prentice-Hall, Inc., New 
York. 183 pages. Price $3.50. 

The increased use of electronics in 
various industrial processes has 
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opened an entirely new field to the radio and electronics 
technician. 

However, as any serviceman who has tried to work on 
jndustrial equipment knows, there are different techniques 
for handling this type of repair. This new book outlines 
many of the procedures to be followed both in preventa- 
tive and corrective maintenance. The author has outlined 
the minimum test equipment and tools needed for most 
jndustrial jobs. 

The book is divided into sixteen chapters and five appen- 
dices. Subjects covered include principles of maintenance, 
fundamental maintenance procedure, special equipment 
needed, industrial electronic components, rectifiers, in- 
verters, and electronic contactors, audio frequency ampli- 
fiers, photoelectric relays and measuring circuits, motor 
control, welding control, regulators, servo systems, auto- 
matic machinery control, electronic heating, and miscel- 
Janeous industrial apparatus. The appendices cover sym- 
pols used in circuit diagrams, color codes, formulas, units, 
and installation hints. 

This text is clearly written, simply presented, and en- 
tirely understandable. Servicemen who wish to take on 
industrial electronic maintenance as an added source of 
income will find this book of great assistance in preparing 


for this new field. 
. . a 


“MODERN RADIO INSTRUMENTS AND TESTING 
METHODS” by The Technical Staff, Coyne Electrical 
and Radio School. Published by Coyne Electrical and 
Radio School, Chicago. 343 pages. Price $3.50. 

The avowed intention of the compilers of this text is to 
provide a practical book for the radio serviceman. That 
this goal has been met is amply demonstrated throughout 
the book. 

Without assuming any previous knowledge of the sub- 
ject, the book deals with indicating meters, the operation 
and care of meters, measurements with direct current 
and low frequencies, measurements at high frequencies, 
measurements with bridges, analyzers and multimeters, 
electronic voltmeters, signal tracing, signal generators 
and test oscillators, tube testing, cathode-ray oscilloscopes 
and oscillographs, and oscilloscope tests and measure- 
ments. 

Not content with merely explaining the operation of 
the test units, the compilers have spent considerable time 
in discussing the various uses of the equipment and serv- 
icing shortcuts which should be of great assistance to the 
busy serviceman. 

Although this book is written for the “practicing” radio 
serviceman, the novice should have no difficulty in using 
this book as a home study text. —30— 


“I don’t like this electric blanket, Ma. When it's turned 
up for cooking breakfast it’s too hot for comfort!” 


February, 1948 


Get brilliant, 
ghost-free reception 
on all channels 


of Both bands... 
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install thisnew CXY]' PHEN OL 


TELEVISION Acces 


Today, in most communities, a single 54-88 mc folded dipole 
television antenna is all you need. 

Tomorrow, with two television bands in use, an ordinary 
TV antenna designed for service on either the 54-88 mc, 
or the 174-216 mc band will not satisfactorily receive the 
other. So, if you want brilliant reception on al] channels, 
in both bands, and don’t want to buy two antennas, this 
new Amphenol Television Array is the one to buy. 

This antenna array is unique. Its two broadband folded 
dipoles and reflectors have a common transmission line. 
This permits the large folded dipole to also serve as a re- 
flector for the small folded dipole. 

Amazing as it seems, this arrangement produces more 
gain than a dipole. This is true over the whole high fre- 
quency band, and also over most of the low. In areas of 
low signal strength, this array delivers brighter, clearer 
pictures. Also, its highly directional pattern virtually elim- 
inates “ghosts.” 

Antenna elements and supports are of sandblasted alu- 
minum tubing and aluminum alloy castings. The five foot 
mast is of cadmium plated steel tubing. Designed to with- 
stand high winds and ice loading, the antenna is easily 
assembled with ordinary tools. No element length adjust- 
ment is required. 

Swivel mounting plate and guy clamp permit installation 
on every type roof. Seventy-five feet of low-loss Amphenol 
300 ohm Twin-Lead, which matches the input of most tele- 
vision receivers, is included. A good impedance match is 
achieved on both bands. 


See your jobber, or write direct, for prices and complete 
technical data. 


AMERICAN PHENOLIC CORPORATION 
1830 SOUTH 54TH AVENUE «+ CHICAGO 50, ILLINOIS 


COAXIAL CABLES AND CONNECTORS — INDUSTRIAL CONNECTORS, FITTINGS AND CONDUIT — 
ANTENNAS — RADIO COMPONENTS — PLASTICS FOR ELECTRONICS 
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SEND FOR THESE SPECIALS 


ALL NEW MERCHANDISE 


CAPACITORS 

203 5 mfd., 350 V. DC Electrolyties.......... 
239 .1 mfd., 1500 V. DC Bathtub ; e 
314 15 mfd., 35 V. DC Electrolytics ‘ 
314X 3 mfd., 450 V. DC Electrolytics. . 
327 3—.1 mfd., 600 V. Bathtub 
343 (2) .05 mfd., 600 V. Bathtub 
1521 10 mfd., 1,000 V. oil-filled. ........... 


2181 150 mfd 50 V. Electrolytics soneeue Oe 

RECTIFIERS 

12N2 6.5 V., AC, 2.2 V. DC @ 3.0 amp. Full- 
wave center tap $1.20 

2855 Selenium 180 V., 400 ma. G.E. Full-wave 
bridge 

3048 Selenium ny V. AC 1.6 amp., DC. Full- 
wave bridge, G.E. ; 4.40 


7176 Sulphide 3.5 V. AC, 1.8 V. DC. lamp 
Full-wave bridge 
7374 Selenium, 36 V. AC, .2 amp. DC, half- 


wave . -75 
7966 Selenium No. B7DHNICM, 154 V, AC, 

6-amp. DC. Full-wave bridge............. 6.85 
RESISTORS 
RS20 10,000 ohm, 20 watt, wire wound . $0.22 
RS184 450 ohm, 5 watt, wire wound 12 
7404 100,000 ohm, 1 watt 10 for .45 
2550 50 ohm, 25 watt wirewound with slider -12 
5219 Potentiometer, dual l-meg.. . 
TRANSFORMERS 
6AN2 Double carbon button, microphone input 

18 ohms to 6,000 ohms .70 
44 80-110-220 V. 50-1,600 cy. 422 V., 15 mil. 

CT and 6.3 V. @ 3 amp.. . . 95 
82 110-24 V., l-amp. uncas 1.60 
Transtat No. TH-2%B, 115, $7230 v. 50/60 cy cle 

input, 0-260 v. @ ; 4 amp. output . 21.50 
TUBES § i oe new, boxed. and of standard 

manufactu 
6AQ6 Miniature duodiode Hi-Mu triode...... $0.70 
6C4 Power triode Jiveueoesewennesen ° 
931A Photo multiplier ee 1.45 
EE... 5s cacnkeees eeu cuseses -45 
2bD21 Ministure ES SATE ORE: .70 
2C40 Lighthouse triode... ..............+:. . 2.40 
750 TL Transmitting triode................ 27.00 
CONDENSERS 
10 mfd. 600 v. DC Olli filled eT . $0.95 
2 mfd. 2500 v. DC Of! filled = 2.20 
25-.25 mfd. Dual 6,000 v.-DC 12,000 ¥. DC 

Ol! filled ee 
MK-9 Microphone button, universal, carbon. 25 


5007 Sockets, molded mica, 7-prong miniature... .12 
bas Thermo switch, Fenwall —50 +P F. 
OV 


AC, 25 amp......... oe 
MISCELLANEOUS 
Telescoping Antepnee | AN-75B 1-3" to 7’) 
solid brass—clg@ap on....... .., $1.25 


Add sporouimesey, 30% to net weights for estimated 
shipping weights. ‘Terms are 30% with order, balance 
C.O.D. All prices are f.0.b. 


Write for additional detailed information on 
any of the above items and for special quan- 
tity discounts. 


1527 E. SEVENTH ST. 
EPCO LOS ANGELES 21, CALIF. 


— 


Prepare for A Good Job Now in 


RADIO 


SOUNDand TELEVISION 
tit a Few Show Weeks 


LEARN QUICKLY IN 


COYNE 


Get ready for a better job, bigger pay NOW in 
Radio. Cash in with “All-around" knowledge of 
Radio—Sound—tTelevision. Train on actual equip- 
ment not by “Home-study”. You learn quickest 
at COYNE because it’s a real SHOP course! 

G. 1. APPROVED..also Finance Pian 
for NON-VETERANS. Don't let lack of 
cash hold you back. Many earn while learning. 
FREE Employment Service to graduates. Get 
facts today! 


Send at once for Big Free Book on 
Radio, Sound and Television, and facts 
about our Finance Plan. 


§ B.W. COOKE, Pres., 

§ Coyne Electrical and Radic School 

; 500 S. Paulina St., Dept. 28-1K,Chicage 12, lil. 
' Please send Big FREE Book and complete details. 
‘ 

a ee ieenucecsvsseapesutens 
1 
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' 
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THE GREAT SHOPS OF 


SEND COUPON FOR FREE BOOK 


a7" MAIL THIS COUPON TODAY ----- 


none aaneeasessesasouasenascaseuqueel 


ceivers have started the design 


large numbers is expected. 


circuit is better than that of many —- 


conventionally designed receivers. It 


and 


FreModyne Cireuit production of “FreModyne” models, 


(Continued from page 48) so that this will shortly be a standard 
type of FM receiver. Production in 


is sufficient for good rejection of local 
stations, particularly when the re- 
ceiver is side-tuned on the appro- 
priate side of the desired signal, that 
is, away from the interfering signal. 

The “FreModyne” circuit discrimi- 


3 


nN 
2) 


nates against impulse noise such as 
that due to automobile ignition. The 


wu 
° 


use of superregeneration makes the 
receiver periodically sensitive for 


DECIBELS DOWN 


short intervals, so that it completely = 
ignores many impulses occurring be- / 


tween these intervals. The detector $s 7 
characteristic is logarithmic so that / 


the large-amplitude noise pulses that “400 "200 -s 
are not ignored, are crushed or com- KILOCYCLES 
pressed. 

Many manufacturers of radio re- Typical selectivity curve. 


Block diagram of AM-FM receiver using FreModyne FM circuit. 


+400 


M Loop 
12BE6 I2BA6 I2AT6 3585 
aw” Am LF AM OET POWER 
CONVERTER AMPLIFIER IST AUDIO AMPLIFIER 
iF I2AT7 - 35w4 
POWER rremoorne }4U a © @ RECTIFIER 
LINE CIRCUIT FM AM 
ANTENNA 


A new development in the communications field was recently demonstrated in Chi- 
cago when the Chicago Tribune used the Westinghouse infrared “talking beam” to 
transmit a news story from the headquarters of the Electric Club in the Civic Opera 
Building to the Tribune Tower. Clayton Kirkpatrick (seated), Tribune reporter, is 
shown transmitting his story while Carl F. Jensen, Westinghouse engineer. monitors 
the “beamcast.” Designed primarily to provide secret communication between mili- 
tary units, transmissions are limited to line-of-sight objectives. Fog, darkness, and 
stormy weather do not interfere with the transmission clarity. Transmission is ac- 
complished by modulating an infrared light source and transmitting this modulated 
light beam to the receiver where it is detected by means of a photoelectric cell. 
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Xtal Control | 
(Continued from page 61) 


jtems in Fig. 3 the essential require- 
ment of short leads is satisfied to a 
nigh degree. L, is wound upon a Cce- 
ramic form mounted so close to C, as 
to result in less than 1%” of total lead 
length to C;. This relatively low-fre- 
quency circuit is not excessively de- 
manding in this respect; but each suc- 
ceeding tuned circuit, working at 
higher and higher frequencies, makes 
air-wound coils mounted directly 
upon their tuning condensers practi- 
cally mandatory. 
rangement employed 
just such mounting for high efficiency. 
L, is mounted directly upon the ter- 
minals of C,,, with its center-tap sup- 
ported by tubular ceramic bypass con- 
denser Cy. It turns the physical cir- 
cuit progression at right angles—to 
rise behind the 832 socket in close 
proximity to L;, the ends of which are 
soldered directly to the 832 socket grid 
contacts. 

The 832 dual beam tetrode final 
power amplifier is “sunk” through the 
vertical aluminum channel comprising 
the “chassis.” This sinking of the 
832 tube, coupled with a shield band 
around the tube base, isolates the grid 
and plate circuits to allow straight- 
through operation on final output fre- 
quency without self-oscillation or the 
need for tricky neutralization to 
eliminate same. Grid circuits are on 
the front side of the channel, which 
separates and shields them from the 
plate circuits on the rear thereof. Fig. 
3 shows how the long line 832 plate 
circuit L. is terminated in spring-clips 
to slip over the 832 plate pins, and how 
Cys is mounted directly on this line. 
Centertap of L. is terminated in a 
low-inductance lug having a hole in 
its center to fasten beneath the brass 
thumb-nut seam at the center of the 
dark terminal board at the right of 
the 832 in Fig. 3. Two binding posts 
on this terminal board carry the an- 
tenna coupling “hairpin” L:;, which 
may be slipped to right or left or bent 
to or from Ly to establish best antenna 
coupling. 

The only tuned circuit to be 
changed in order to shift from 2% to 
1% meters is Lx, Cu. Two tuned lines 
accompany each transmitter, as seen 
in Fig. 3, where the 2'2 meter line is 
shown in operating position and the 
1% meter line and condenser can be 
seen leaning against the channel just 
below the modulation transformer T:. 

The modulator uses two 6AQ5 tubes 
in push-pull, “Class A,” to develop 14 
to 15 watts undistorted speech output 
from any good carbon microphone. 
This is ample to 100% plate-and- 
screen modulate 28 to 30 watts input 
to the 832. Current for microphone 
operation is obtained, not from dry- 
cells, but from the voltage drop across 
R., Which’ with R,, comprises the 


Cathode bias resistor for the 6AQ5 


modulators. 


February, 1948 


The physical ar- | 
accomplishes | 


TELEX MONOSET.. 


WHEREVER, WHENEVER HEADSETS ARE RECUIRED 


MODERN « LIGHTWEIGHT « COMFORTABLE 


Cleverly designed in tough durable Tenite, 
the TELEX Monoset is quickly replacing old- 
style, cumbersome headsets because it is 
made to wear under the chin instead of over 
the head. Precision-built magnetic receiver 


assures excellent fidelity. 


The NEW Monosets incorporate a volume control 
feature that permits the wearer to control volume of 
sound at the point of reception. Write Department 


AU for information. 


Canadian Distributors: 
SONO FILM, LTD., WINNIPEG 


Specifications 
IMPEDANCE 

2000 ohms—Part No. 2568 

500 ohms—Part No. 2569 

128 ohms—Part No. 2570 
seNsitivity 

88 d.b. above .000204 dynes 

per square centimeter for 10 

microwatt input. 


co AT ITs Pee, 


—RADIO— 


Technician and Radio Service Courses 
FM and TELEVISION 


American Radio institute 
101 West 63rd St., New York 23, N. f. 
Approved Under Gi Bill of Rights 
Licensed by New York State 


-ROTA-BASE- 


NEW HANDY LAS. DIAL actually gives «a 
ey de picture of radio tube connections, 
INSTANTLY, ACCURATELY No more valuabie 
time lost thumbing pages or on tengthy Teadings. 
Filament, grid, plate, cathode, etc., more than 
300 tube types are shown. NOW ONLY $1. 0U post- 
paid, or sent C.O.D. pilus postage. 
money refunded if vou are not de! entfuily cleased 


REED MFG. CO. 


41350-?. Buroann Siva N. Molvweooe, Gatit. 


RECORDS 


LATEST & HARD-T0-GET BACK NUMBERS 


Some slightly used and some brand new— 


Victor, Bluebird, Columbia, Okeh, Decca, 
Capitol, ete. Such artists as Glenn Miller, 
Benny Goodman, Harry James, Bing Crosby, 
Frank Sinatra, Gene Autry, Duke Ellington, 
Fats Waller, Guy Lombardo, Andrews Sis- 
ters, Kate Smith, Ink Spots, Mills Bros., etc 
BIG PROFITS Your opportunity to cash 

in on this new field that 
is sweeping the country. Specify the type of 
music that sells best in your territory such 
as Swing, Sweet Music, Cow-boy, Hill-billy, 
Polkas, Blues, etc Your price $13.50 per 
100 records, f.o.b. Chicago. All shipments 
made within 48 hours, 


CHAS. HOODWIN CO. 
4419 Broadway, FI5, Chicago 40, Illinois 
World’s Largest Dealers in Used Records 
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NOW—A REALLY HIGH-POWERED— 
Radio Engineering 
Library 


The eieary somerioce a selection 


ef books culled from leading Me- 
+ ecra Publications in the radio 


@ especially selected by vadio specialists of Me- 
Graw-Hill publications. 

@ to give most complete, dependable coverage of 
facts needed by all whose fields are grounded on 
vadio fundamentals 


@ available at a specsai price and on easy terms. 


HESE books cover circuit phenomena, tube the- 
_ Ory, networks, measurements, and other sub- 
jects—give specialized treatments of all fields of 
Practical design and application. They are books 
of recognized position in the literature—books you 
will refer to and be referred to cften. If you 
are a practical designer, researcher or engineer 
in any field based on radio, you want these books 
for the help they give on hundreds of problems 
throughout the whole field of radio engineering. 


5 VOLUMES, 2558 PAGES, 2858 ILLUSTRATIONS 
t. Eastman’s FUNDAMENTALS OF VACUUM 


2. Terman’s RADIO ENGINEERING 

3. Everitt’s COMMUNICATION ENGINEERING 
4. Hund’s HIGH FREQUENCY MEASUREMENTS 
5. Henney’s RADIO ENGINEERING HANDBOOK 


10 days’ examination. Easy terms. Special price under 
this offer less than books ught separately. Add these 
standard works to your library now: pay small monthiy 
installments, while vou use the books. 

10 DAYS’ FREE EXAMINATION—-SEND COUPON 


McGRAW-HILL BOOK CO., Ine. a 
330 W. 42nd Street, New York 18, N. Y. 


Send me Radio ay nh Library, 5 vols., for 10 
days’ examination on approval. In 10 ccys I will send 
cen 


2.50 plus few postage, and $5.00 monthly till 
27.50 is paid, omereturn books postpaid. e@ pay post- 
age on orders accompanied by remittance of first § in- 
stallment.) 
NOMO ..ccccccceccescccesccecsescceeceseccesce:s 
AddresS ..- reser eeeereserseeeeesesessssessesess 
City and State... cccccccceresccsessessesseccesess 
COMPANY .cccccceescecsccesessesseseseeesceseses 
POBILION. . ce cecceerseseereeeperssseeseses RN-2-48 
—_—— oe —— 
NEW PACKAGE DEAL SAVES 
YOU MONEY 
List Price R.C.A.—Kenrad—G.E. Your Cost 
$11.50 10 3525 Tubes otecéeecces ae 
15.00 it i en ¢ 64.066 60 0'e ok eae 4.90 
10.50 BOD ee MMOs 6 0000000 sneeseee 3.30 
ALL TUBES IN INDIVIDUAL CARTONS 
$20.00 10 Mallory 40-20-150V ......... S$ 4.90 
7.50 50 Asstd. by Pass Cond......... -SO 
5.00 100 Asstd. Resistors............ 1.85 
2.00 100 Ft. Asstd. Dial Cord......... 1.00 
6.00 10 OSC. Coils 455 K.C. ....... 3.30 
15.00 10 Centralab Vol. Cont. .5 Meg 
0 Ree ee 90 


Servicemen: Write for Free Illustrated Catalog: Bar- 
gains Galore! 


JOYCE RADIO DISTRIBUTORS 


Box Hollywood 28, California 


MILES “TELEMIKE” 


A midget unit (114"x1¥%4q"xl4”"”) requiring no physical 
act < 


mnta to telephone, ICKS UP BOTH SIDES OF 
TELEPHONE CONVERSATIONS for group loud speak- 
er listening or for recording when cae with stand- 
ard amplifier or recorder. PRICE $25.00 postpaid. 
Write for details on eur complete line of FILMGRAPH 
TELEPHONE — CONFERENCE — DICTATION —*‘TALKIE”’ 


RECORDERS & REPRODUCERS. 


MILES REPRODUCER CO., Inc. 


Dept. RN-2, 812 Broadway, New York 3, New York. 


TV" OSCILLOSCOPE— 


Anyone can build the world's smallest oscilloscope 
for less than $15. @ Measures 3”x 4”x 5” 
@ Has focus, intensity, X and Y input axis con- 
trols @ Internal sweep @ Simple, easy to 
understand plans and instructions $1.00 pp. 


PLASTICS & ELECTRONICS COMPANY 
272 Northland Ave. Buffalo 8, N. Y. 
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Power required for operation is 6.3 
volts a.c. or d.c. at 3.35 amperes for 
tube heaters and 300 volts at 200 to 
220 ma. for tube plate and screen cir- 
cuits. This power may be obtained 
from a simple a.c. power supply built 
up of standard broadcast-receiver re- 
placement parts available from any 
amateur supply house. For mobile 
operation heater current may be 
taken from the car storage battery, 
with high voltage obtained therefrom 
via either a military surplus dyna- 
motor or a suitable vibrator power 
supply. Send-Receive control can be 
by means of a s.p.s.t. switch mounted 
as is most convenient, and operating 
to disconnect the tied-together red 
and blue power cable leads from the 
positive high voltage power supply 
terminal. 

It is evident that except for fre- 
quencies involved and the choice of 
tubes, circuit constants, and their 
physical proximity, the foregoing de- 
scription of this u.h.f. transmitter 
might also describe a conventional 
lower-frequency rig. That is the point 
of this story—to show how familiar 
low-frequency techniques may be ap- 
plied to u.h.f. transmitters to take the 
mystery and uncertainty out of their 
“firing-up” and operation. 

There is nothing tricky about tun- 
ing this transmitter up to maximum 
efficiency that ordinary common sense, 
an absorption wavemeter, and pos- 
sibly a 100 ma. meter won’t take care 
of. It does require a little more care 
than low frequency tune-up, but needs 
no skill not possessed by any amateur 
accustomed to conventional transmit- 
ters employing frequency multiplying 
stages. 

As the transmitter leaves the fac- 
tory, it is tuned for output on the 2% 
meter band. This band is so narrow, 
percentage-wise, that only slight re- 
adjustment of condenser C, should be 
necessary to complete the job. But 
let’s look at tune-up in its most diffi- 
cult form. First, some means of tun- 
ing condenser C, must be available. 
Its capacity is varied, 3 to 30 uzfd., 
by turning the rotor up and down a 
threaded center stem by means of a 
hexagon nut-like head on the rotor. 
This hex head may be turned by slip- 
ping a piece of 4” inside diameter 
spaghetti tubing over the hex head, or 
by gently pushing it around with the 
rubber eraser found upon the end of 
an ordinary lead pencil. 

With tubes in sockets and power 
connected, “B+” to blue cable wire 
but not to the red wire going to 832 
plates, simply rotate C, around close- 
to-full-in position to obtain maximum 
brilliancy of “XTAL” panel lamp, 
then “back-off” C, to setting just on 
the low-capacity side of maximum 
lamp brilliance. Now adjust C; (be- 
tween 6AQ5 and 6C5 tubes) for slight 
dimming of the “XTAL” lamp bril- 
liancy and maximum glow of 
“1—DBLR” lamp. Watch the 
“1—DBLR” lamp closely because the 
change in its brilliancy is not very 
marked (due to operation of it and 
“2-_-DBLR” lamps at well below their 


Dimming 
lumination will help, too, in this aq. 
justment, since it will make change 
in brilliancy of the “1—DBLR” lamp 


rated current). room jj. 


more easily observable. Now tune 
C., between the two 6C4 tubes, for 
maximum brilliancy of “2—DBLR»” 
lamp. Just as correct tuning of ¢, 
took power from the oscillator, there. 
by dimming the “XTAL” lamp while 
brightening the “1—DBLR” lamp, so 
will tuning C, for maximum brilliancy 
of the “2—DBLR” lamp draw power 
from the first 6C4 frequency multi- 
plier and so dim the glow of the 
“1—DBLR” lamp. If in doubt about 
selected harmonic frequency, hold the 
coil of an absorption wavemeter Close 
to coil being tuned (as just below each 
coil position in Fig. 3) and tune the 
wavemeter for panel lamp dimming. 

Adjustment of C,;, for maximum 
glow of “PA” lamp, with simultane. 
ous dimming of brilliancy of the 
“2__DBLR” lamp, will tune the sec. 
ond 6C4 frequency multiplier plate 
circuit and the 832 grid circuit. Since 
the range of C,, includes both 2% and 
1% meter bands, care must be taken 
to pick the correct band. This is not 
difficult, since the C,, rotor is almost 
entirely out of the stator cups. Glow 
of the “PA” lamp indicates the circuit 
is tuned to 235/240 mc. Conversely, 
with C,, rotor and stator almost fully 
meshed the circuit tunes to 144/148 
mc. 

The next step is to mount the ap- 
propriate 832 plate line as in Fig. 3, 
apply power to the 832 plates and 
screen by connecting the red cable 
lead to “B+ 300 volts,” and rotate 
C,; for resonant plate current dip of 
the 832, as indicated by dimming of 
the “PA” lamp. 

If a suitable antenna for the de- 
sired operating frequency is now con- 
nected to the antenna hairpin binding 
posts through appropriate coaxial, 
twin-lead, or open line, “PA” loading 
and power output may be adjusted by 
slight readjustment of Cy, and Cx, 
coupled with adjustment of spacing 
between hairpin and 832 plate line. 

Because lamps PL, and PL; are 60 
ma. panel lamps, and actual 6C4 plate 
currents run a little less than half 
this value, changes in their brilliancy 
with tuning adjustments are not as 
marked as could be desired with some 
particular tubes and xtals. In such a 
case temporary substitution of a 0-100 
milliammeter successively for each 
lamp as the circuits are tuned will 
make for easier tuning. Such a meter 
should have the two leads from it 
terminated at the tip and shell of the 
bayonet base of a broken or burned- 
out panel lamp. The lamp base serves 
as a “plug” to connect the meter in 
the desired circuit by removal of that 
circuit’s lamp from its socket and 
plugging in the meter in plate of the 
lamp. The only precaution necessary 
is to remember that the lamp sockets 
are “open circuit jacks,” that either 
lamp or meter “plug”’ must be in each 
socket if the transmitter is to oper- 
ate. Removal of any one lamp, or its 
burnout, will disable the entire trans- 
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mitter until it is finally replaced. | 

Carrier power output, using a 300| 
yolt plate supply, will usually be 8 to | 
10 watts on 2% meters, 5 to 7 watts 
on 1%4 meters. This may not sound | 
like a lot on paper, but because it is | 
concentrated in a narrow band where | 
none is wasted, it is, in fact, superior 
to much higher power obtained from | 
a modulated oscillator where the} 
“spread” of the signal cuts the use-| 
fulness of the transmitter-generated | 
power way down. A few watts of fre- 
quency-concentrated output will give 
better communication, plus a welcome 
relief from QRM. Concentrated power 
on these bands gives a mighty re- 
spectable signal indeed—as witness 
first tests of this transmitter when its 
signals spanned the most unfavorable 
and hilly terrain lying in the 45-mile 
line-of-sight distance between Madi- 
son and Hartford, Connecticut, a span 
never previously bridged by higher, 
but not _ frequency - concentrated, 
transmitter power. 

Drive to 832 push-pull final is ade- 
quate, but not excessive, 832 grid 
current running around 1 to 2 ma. 
Downward modulation will not occur 
unless drive to the 832 is too low. 
This could be due to a poor crystal ¢of 
which there seem to be quite a few 
nowadays), to weak tubes in oscillator 
and multiplier sockets, or to a weak, 
“war-surplus” 832. These factors ob- 
viously would make for poor per- 
formance in any transmitter; in this 
one these difficulties can often be off- 


set by increasing plate voltage to 
oscillator and multipliers by 10% to 
20% —30- 


A.F. SIGNAL TRACER 


F you have had to lug an armfui of 
test equipment on service calls, this 


* It's RADIONIC for PRICE 


a must if all 
Service Dealers 
Amateurs 
Experimenters 
Industrials 
Institutions 
Government Agencies 


MILLEN 
41 R9er” 


Use with any tele- 

vision set and~ 

improve signal 

strength 20 to 30 

db. Enables good pic- 

tures in many ‘‘fringe areas’’. Small, 
compact and highly efficient accessory. 
Millen “‘R9er".......000. $24.75 
Coils (one required for each channel; 
specify channel.) Each....--- $3.90 


CHANCELLOR RADIO TELEVISION 


KITS AND COMPONENTS -RADIOS 


It's RADIONIC for 


TRANSVISION’S 
GIANT 


# TUBE KIT 
(120 Sq. tn.) 
yours for only 


13487 


NO EXTRAS 


@ AT LOW COST you now can have one of these huge 
screen TRANSVISION Television Receivers, 


VALUE 
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i 
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It's RADIONIC for DELIVERY + 


SAVE $200 


TELEVISION SET 


IDidd 4°) DINOIAGVY §.4 


TRA Usvis10% 


WRITE FOR DEALER'S PRICES 


INIVA 493 DJINOIOVS §.41 


pre- 


ferred by engineers. Kit is complete from tubes to 


antenna. 
work you've ever tackled gives you all the big sport- 
ing events, on-the-spot news, movies ; 
fashion shows, 
kids will be wild about the circus, rodeo, animated 
cartoons — and there are hundreds of other stupen- 
dous entertainment — te the whole 
family. Suitable for large 

@ ANYONE CAN BUILD IT. Step-by-step erysta)-clear 
instructions designed to make assembl 
flight performance guaranteed by manufacturer. Sol- 
dering iron and screw driver only tools needed. Ab- 
solutely no instruments or technical knowledge re- 
quired. Simply follow directions. Thousands of people 
have assembled these superb TRANSVISION Receiv- 
ers and now enjoy highest quality performance for- 


20 hours of the most fascinating kind of 


ladies will see 


musical comedy, stage shows; the 


JINOIOVS $41 


a 


104 


easy. Top- 


AS3AI1I0 


merly available only in costliest factory-built sets. 


ORDER NOW FOR IMMEDIATE DELIVERY OR WRITE 


(Terms: 10% deposit, balance C.0.D. We pay express charges 
if full payment is sent with order 

Fine walnut finished cabinets for above ate 
moderate cost. 


FOR FURTHER DETAILS 


available at 


1? tube 


$289.06 00 


SPECIAL OFFER: To see for your- 
self, you may order the instructions 
separately. Includes parts list, sche- 
matic diagrams, stage by stage 
drawings, etc. Send $1.75, credit ap- 
plied to your kit when ordered. 


405 DJINOIOVE 41 


3D1ad 


CATALOG 


- co fe TEST INSTRUMENTS + PARTS A 
servicing hint is for you! ACCESSORIES “INTER-COMMUNICA. FRE MAIL TODAY ! 

Drill two small holes on the top of the TORS DISC AND WIRE RECORDERS me = 
wooden cabinet in which your multi- PUBLIC ADDRESS + AMATEUR EQUIP. Piuiumabaiaaiaseieiaieeeeeieaieeeel ik 
meter is housed and mount phone aire toa e ae § RADIONIC EQUIPMENT CO., DEPT. 52 is 
jacks. On the meter panel mount a 2 : 170 NASSAU STREET, NEW YORK 7, N. Y. : o 
&.p.s.t. rotary switch which is then ' [) Plecee send mo your free catglegs, supplomente and nO 

3 r bargain lists as published — listing products of leading 
connected across the phone jacks. § manufacturers of radio-electronic ports and equipment. ! 3 

The jacks should be wired in series : (CD Please send me Transvision instructions described above, ; am 
with the regular multimeter circuit. It EQ U | PMENT COMPAN Y g | enclose $1.75 which is returned to me if kit is ordered. ' S 
is immaterial to which side the meter 170 NASSAU STREET.N.Y.7 # SS 
is wired as either the plus or minus . . y ; : > 
side works equally well. ribune Theatre Entrance ' qc 

. . . m 

In operation, the meter is used in the Telephone: WOrth 2-042) 1 aa 
customary manner but when the Cable ““CHANSLOR ‘ -' 
switch is opened with the phones 
plugged in, an audio signal can be| ge CORRESPONDENCE COURSES IN de mec 
heard if there is any a.c. in the voltage| Bag RADIO od ELECTRICAL ENGINEERING KEEP YOUR TOOLS A AT T YOUR want them 
under test. and Fingerteps WITH THE DAVIS (irae 

In effect, one instrument serves both| ELECTRICAL ENGINEERING Get good ares of WIZARD en Na with Tookeh. 

. *. seve ce 
as a multimeter and an a.f. signal] Prepsre yourseit as st tay Cont. Ser commse Summse. Seeders ip toh & 
tracer with only a pair of phones added RADIO ENGINEERING Ext™:. 87° course in radio, oe 

he load the servicem: - . public address. photo-electria we em 

to the load the serviceman must carry. work. Trains you to be super-service m real vacuum- and lost tools. 
O.E.B. Ji tube technician cemen badly. Diploma on With Toolvah 

-E.bD. Jr. lett graduates earning big all your tools are out 

Send ra f c ‘ where you can wu 
WRITE Sahoo1 "Casion “Tull delice, an S2Bcens, Sem, one «ee 

. . o about deferred payment plan. experimental kits. ete «<= { they're owe 
By adding phone jacks and switch, Lincoln Engineering School, Box 931-R110, Lincoln 2, Nebr. “ 1 | A ee 
conventional multimeter serves as S| JL keep your chap heat, efficient 

3 “i Clee: maple holders, fine natural finish, shaped, drilled, slotted to 

an audio frequency signal tracer. hold greet veriety of tools Sections Gb ena, Eindaane 
<> able in aluminum beck-strip - - you can errenge them any wey you 
RS in _ | want, rearrange them be your changing needs. Evsy to install 
METER ae NL in Z minutes. Screws furnished 
pm NOW vw The Wierd Toolrek “Ten” ‘J g0 trem your 
J FOR YOUR SILENT PROJECTOR a 12” long. Holds 10 tools |‘ Be yobber* 
o “ — ° 
$5098 Economically imran if Jobbers - Write for J 
Convert your silent “Ls If your jobber does not yet carry Toolrak, ORDER YOURS 
jector to A. yt Sy DIRECT. Add 0c to cove pecking, mailing. It you prefer, 
make) with Apex sound head & — SEND NO MONEY . - pay postman *2.00 plus small C.0.D. 
sesT = = ‘adiofiim . Guaranteed } cherge 
SwiTCH aks — lormance. Write A | exuantil ° —Development Company 
hee TO MULTIMETER CIRCUIT mmm today inf - 348-2 First National Bank Bidg. 
APEX VIDEO + 12209. J Branford St. + Roscoe, Calif. big Colorado Springs, Coloredo 
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HEARING IS 
BELIEVING! 


Two 


war SPEAKER SYSTEMS 


Here’s the Loudspeaker System you 
have been waiting for*New for 1948 
—compact, powerful, with brilliant 


reproduction of speech and music. | 


Powerful 25 watt units, coupled to 
a crossover network, are used in 
both the high and low frequency 
speakers. Offered for the first time 
for Public Address use! Ideal for 
schools, skating rinks, auditoriums 
and amusement centers. Will repro- 
duce high fidelity recordings with 
breath-taking realism. Circular upon 
request. Inquiries invited from job- 
bers, dealers and manufacturers’ 
agents. 


COLORTONE CoO. 
SOUTH BEND 15, INDIANA 


— _ 


TRAIN FOR RADIO 
IN MIAMI 


Prepare for a radio career in one of Amer- 
ica’s most beautiful cities—busy, romantic 
Miami—at the crossroads of two continents. 


Embry-Riddle’s internationally known Gov- 
ernment-approved School of Aviation cffers 
a full year Radio Course, designed to 
qualify you for important jobs in the Radio 
Industry. Approved training under G.I. Bill. 
lmmediate enrollment. 
FOR FREE INFORMATION 
MAIL THIS COUPON—TODAY! 


Dean of Enroliments—Dept. 55-A 
EMBRY-RIDDLE SCHOOL OF AVIATION 
Miami 30, Florida 


Name———_ 


Address 


City. State... 


Check One © Veteran 0D Non-Veteran 


IT WORKS 
ed | AM enclosing a photograph of 
the electronic photo timer which 
I built from the description published 
in the July, 1947, issue of Rapio News. 
“Although I have been more or less 
in the mechanical end of radio for 
many years, this is the first chance 
I’ve had to build something concern- 
ing electronic circuits. I am pleased 
to say that the timer works very well. 
“You noticed (from the photograph) 
that there are markings for the set- 
ting of the calibration control. In 
the article it said that calibrating for 
55 seconds would make all the ranges 
accurate. Mine needs calibration for 
each range. I can get 100% accuracy 
on the two lower ranges but the high 
calibration is about 2 seconds off from 
25 to 55 seconds. I used plus or minus 
% resistors as is suggested and with 
the exception of an electrolytic con- 
denser in place of the paper one listed 
for the high range all parts are as 
listed. If you think that this change 
would cause the error please advise. 
“Another thing that is wrong is 
when the time is set for a long amount 
of time on the high range. While the 
relay is released momentarily the 
light will stay on. I would appreciate 
your advice to remedy this. Despite 
these minor shortcomings I am well 
satisfied with the device and I hope 
that you will keep publishing these 
useful articles as well as the fine in- 
formative articles that have been in 
the magazine in the past.” 
Morton Meyer 
Kenmore Recording Co. 
Brooklyn, New York 
Electrolytic condensers should never 
be used with a timer of this nature. 
The leakage current through the elec- 
trolytic is variable and highly unpre- 
dictable with the necessary accuracy. 
A paper or oil-filled condenser should 
be used. This is undoubtedly the rea- 
son for nonlinearity of calculations. 
We cannot understand why the light 
will stay on when the relay is re- 
leased from the circuit. The only pos- 
sibility of this happening would be for 
the relay contacts to are across or to 
short out temporarily. 
* * * 
GOOD OLD DAYS 
ee WAS rather surprised to see 
W6YB assigned to a Marine 
Ham station at Oceanside. The last I 
can remember of old 6YB was when it 
was the call of our old home town 
junior college at Modesto, California. 
“The part which referred to the new 
W6YB as serving reminded me strong- 
ly of the sponsor of the original 6YB, 
Professor William F. Martin, W6FWB. 
“Prof” Martin, as we all called him, 


started many an embryo ham on his 
career in amateur radio. His interest 
in radio dated back to the first war 
and he helped and gave boys the op. 
portunity of obtaining their licenses 
from that time on. The calls he has 
helped dated from W6AXI to W6QMW 
(the first Chinese girl to be licenseg 
in USA) and I understand he was stil] 
turning out hams until his death just 
a few years ago. Many of the hams 
he turned out helped serve in the last 
war. 

“The call 6YB represented his devo- 
tion and unselfish help to ham radio. 
It is rather a coincidence that this cal] 
be assigned to another who has dedi- 
cated 6YB to service. 

“I would be interested in hearing 
from other former operators of old 
6YB and MJC radio club.” 

Dr. Thomas W. Wing, W6MVK 
1423 South Vermont Avenue 
Los Angeles 6, California 

We hope other ops will take W6MVK 

up on his invitation to correspond. 
x - * 

HELP FOR RURAL AREAS 
@®e¢M WONDER if the people who 

live in the metropolitan areas 
of our country realize what kind of 
radio reception we who live in rural 
areas have to contend with, and what 
you, as an editor of Rapio News, 
thinks about the situation. 

“It is the custom of the FCC to al- 
low a continual increase in the num- 
ber of radio stations, and at the same 
time to allow periodic increases of 
power to those already established. 
We now have somewhere around 800 
broadcast stations in the U. S. with 
95 channels available for them. This 
means an average of about 9 stations 
per channel, not counting the “clear 
channel stations.” 

“Now when reception is good, which 
means after dark in this locality, and 
especially during the evening in win- 
ter time, it is next to impossible to 
get decent radio reception in rural 
communities like this, excepting from 
the clear channel stations. WLW is 
the only one of these which we can 
get with any degree of consistency. 
The balance of the band sounds just 
like 160 meters did before the war. 

“It seems to me that these small 
stations should be made to reduce 
their power since improvements in 
receiver design would still give them 
the same listening radius. Take 
KDAL, for instance. We listen to it 
a lot here. Recently they increased 
power to 5 kw. We noticed an in- 
crease of signal strength here of 
course, but we still cannot listen to 
it after dark, or late afternoons at 
this time of the year. Now isn’t it 
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jogical to assume that this station 
causes interference with some other 
stations now which it did not bother 
pefore the power was increased? And 
if this is true of KDAL, it is true for 
all other stations which share fre- 
quencies. 

“The sad part (for we people who 
live in rural communities) is that in- 
creasing the number and power of 
these city stations only makes things 
worse for us, and I can see the day 
when it will be useless to even own a 
radio unless you live within 50 or 100 
miles of some city, large enough to 
support a 50 kw. station. 

“What do you think?” 

Jack Watt 
Ontonagon, Mich. 

Well, Readers, what do you think is 

the solution to this problem? 
. * * 
THE FOLDED DIPOLE 

ee MUST a thank-you from a fel- 

low ham for the dope on the 
folded dipole idea by Carl V. Hays, 
W6RTP. This is truly a go-getter 
and to date after just one week I’d 
like to advise that I have worked 
nine countries and practically all dis- 
tricts in the United States. Here is a 
partial list of some of the “F-B” con- 
tacts that I thought might be interest- 
ing to others that.haven’t been having 
good luck with their “skyhooks”: 
KP4BY, KP4EE, KP4EJ, W8ZXH/ 
KP4, W4LGP/KP4, KP4BY, D4AXT, 
VETAC, W4FOJ/Marine-Mobile, 
Puerto Cabello, Venezuela, PY7QG 
Natal, Brazil, HRIMB Teguciagalpa, 
Honduras, KZSAY Howard Field, C. Z., 
CO8JB, and ZS6FU Randfontein, 
South Africa. 

“Using the idea you suggested for 
the suspension of the dipole I found 
it to be impossible to get the bamboo 
spreaders so I went to a lumber dealer 
and purchased a 2 x 4, 16 feet long 
and had it ripped to give me one 
2x 2 and two 1 x 2 pieces and by using 
four carriage bolts with washers and 
nuts I had it constructed in about an 
hour. I had an old speaker stand with 
a weighted base and about a five foot 
upright and extension with a big 
knurled nut on it so I bolted the 2 x 2 
upright of the framework to it and 
lashed it with a ‘piece of window cord 
to form a means of rotating the an- 
tenna. I have found in this particu- 
lar location that the best signal re- 
ports come from the direction that the 
ends point to. This is contrary to my 
ideas of the antenna because I thought 
it would work best broadside, but for 
me I find that it works best off the 
ends, if there is any difference. 

“In any event I did want to report 
that I am using your idea and to ex- 
press my thanks for the suggestion. 
I cut my flat top for 28,500 but find 
that it tunes very broadly and with my 
e.c.o. at any frequency from 28.5 to 
29.7 that the loading does not change 
more than about 10 mils. Everything 
is just as you stated with the excep- 
tion that during wet weather the load- 
ing does change some but not too 
much for satisfactory operation. In- 
cidentally, the past week has been 
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Sensational New 275 Watt Globe King 
UNCONDITIONALLY GUARANTEED 
10 DAY FREE TRIAL... 


When you buy WRL equirment you are entitled to try it for ten days and if you 
are for any reason not entirely satisfied you may return it and your money will be 
gladly refunded. This new WRL--275 watt transmitter is a versatile advanced design 
that will give you top performance on 6, 10, 20, 40, and 80 meters, on CW and phone. 
It has RF exciter section capable of 40 watts input on all bands including 6 meters; 
RF final speech amplifier and modulator capable of modulating inputs from 300 to 
350 watts; and the dual power supply. These sections can be purchased separately if 
you so desire. Comes in a grey streamlined crackle finish steel cabinet. Size 28.4" high 
by 22” wide by 14%,” deep. For only $20.00 we wire this kit complete ready to go and 
all you have to do is in most cases, ho~k on the antenna, rlug in your mike and you 
are on the air. Send today for a complete detailed description. 


' » sree 
Kit Form Wired - ' 
$356.45 $376.45 ' oy 
As Low As "$25.30 ; 
$70 pown “12 Mo. EEE Le e 


Fine! @ Exciter Sectren Speecs Amplifier and Moculater Oval Power Supply Section 


20% DOWN—MONTHLY PAYMENTS TO FIT YOUR NEEDS! 


It's Easy—We Finance Our Own Paper—No Red Tape 


Hames all over the ~vorld are enjoying our personal service, fast 
delivery, liberal trade-ins and easy payment plan. We make it easy for 
you to buy and easy for you to pay. Just write and tell us what you 
want, the make and models you now have and | will answer your in- 
quiry the same day giving you trade in allowances. Many times it will 

v4 serve as a down payment on newgear. Dollar for Dollar you will get 
*. more at WRL. We carry a large stock of all national merchandise such 
WRL Globe Trotter XMTR Kit as Hallicrafter, National, Hammarlund, RME, Millen, Sonar, receivers, 
Amateurs the world over are praising the transmitters, test equipment, beams, etc. Write me for ahything you 
performance of this high quality, low cot want. We can fill your order quickly. 
vig. It's a 40 watt input kit including all 
parts, power supply, chassis panel and 


ftreamlined cabinet. Write for export prices. —_ 

Kat. No. 70-300 less tubes...... $69.95 SENSATIONAL 

Cat. No. 70-312 same as above, wired. .$79.50 7571. Transmitting Tube. new 2.469 
1 set of coils, meters, tubes, extra.....$17.49 


Ih 104-Receiver pack for 654 4.96 
PE-103-Popular Dynamotor new 8.95 
6 1%. Cable and 2 pluge tw fit 
654 and PE 109 1.95 
274 SERIES VFO ane KUMTE 
Comptete With tubes and crystal 


Aerevex 1500—IMFD—1500 V New BC-450 A—7 to 0.1 MC $5.95 
OU Filled Condenser 40 Nearly new BRC-457A—4 we 5.5 
» Mfa. @ 35000 V Oi} Filled 3.49 MC 3.95 
15 Mfa. @ 1000 V Oi Filled 1.49 
a 4 2 Mf4d, @ 1000 V Oi Filled 1.19 
WRL Exciter Kit 1 Mid, @ 2000 V O1 Filled 31.858 Brand new Navy) CBY-52292 
5 : : . 4 Mid. @ 1500 V Oi Filled 1.89 —2 to 3 MC . 
From our own Jabs. Uses 6L6 regenerative “) Ft, RGBU Cable and CO- New completely Shielded Trans form 
Ose. into an 807 driver or final. Similar to AX Connector 83-1S5P 3.95 evn t© operate with the ubove 
unit described ineA.R.R.L. Handbook. Outp.t HC-654-Revr.-Xmtr.-Fone-CW 274 tranamitters—1200V C 
35 to 40 watts. Comes mounted on standard MO Meters . 83.08. T. 200 MA. XV @ Sa—Tuw 
> en seu” Po MC-654 Feewry + fitioned 43VC. T. m @ BA en 
fh gg By 3%"x19". : wit) spare set of tuben ex Series these for 12 Volts to 
“at. io. 7 -302 less accessories $19.95 port crated Like New 22.50 operate XMTR ' Gh ss.es 
Cat. No. 70-310 same as above, wired. .$25.95 
Set of coils, meter tubes extra. $10.78 
Power Supply wired with tubes $22.7 


Get Acquainted Offer 
New Giant Radio Reference Map * 


Just right for your control room 
wall. Approximately 4° x 3° Con- 
tains time zones, 
amateur zones, leading shortwave 
stations, monitoring stations, etc. 


MAIL COUPON TODAY and 25¢ l 


es 
+. 
Pees, 


Peos., 


COUNCIL BLUFFS, IOWA 


GREYLOCK Solve Resonance 


A Dependable Name in 


RADIO TUBES Problems Quickly 
GT, Glass, and Miniature Types 


ALL TUBES IN INDIVIDUAL CARTONS 
128A7, 12SK7, 128Q7, 50L6, 12AT6, 


12BA6, 12BE6, 35W4, 50B5 ...each 39¢ Inductance, Capacity, Reactance, Frequency, 
waa 1: pa 7 ee = Wavelength. Wide range, audio or radio 
NP lllnenamliiae celine Fe frequencies to 1000 MC. The original 
ih A ee ....each 696 
All Tubes Carry RMA 90-Day Guarantee 
thes Can Speakers a" LIGHTNING CALCULATOR 
4” Alnico No. 5...... each $1.19 
ge 3 3 aaa each 1.29 $100 POSTPAID 
TERMS: Net yoy oo accepted for 
less than $5. 
tte Gar Eee tien LIGHTNING CALCULATOR CO. 
GREYLOCK ELECTRONIC SUPPLY CO. 496 ATLANTIC AVE. © BROOKLYN 17, N. Y 
30 Church Street New York 7, N. Y. 


Quick Starting 


Like the split second dash of a startled deer in the snow-capped 


northlands, the Radiart VIBRATOR has no equal in quick starting! 
This is true evéh under the most adverse conditions occasioned by 
frigid temperatures. The low battery voltage that accompanies 
cold weather holds no threat to Radiart VIBRATORS, they start, and 
start quickly even with a minimum of voltage . . . even less than 
5 volts... yet easily withstand high voltages. This unique quality 
is a tribute to the special design and engineering skill behind 
Radiart VIBRATORS. Just another reason why Radiart leads the 
field ... and is preferred by servicemen who want their custom- 


ers to be supplied with the best. 


The Radiart Corp. 


CLEVELAND 2, OHIO 
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nothing but rain here and to me that 


pound to make Rapio News a mighty 
popular magazine with the ham fra- 
ternity and while my experience prob- 
ably is just a mere drop in the bucket 
compared to some of the other fellows, 
[ still think it’s a darn swell idea and 
best of all from my standpoint, I'm 
not keeping it a secret. So here’s a 
big pat on the back for you fellows 
up there at Rapio News headquarters. 
Give me a call some time!” 

A. Lynne Brannen, W4BTI 

Marietta, Georgia 

Take a bow, Mr. Hays, for the nifty 

job you did on the dipole article. 
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| makes this report all the more in- 
teresting. 

i “More simple ideas like this are 
| 
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PROJECTION TV UNIT 

NE of the television receivers receiv- 

ing a lot of attention at the recent 
Radiolympia show in London was the 
“His Master’s Voice”? projection tele- 
vision Model 1852. 

Providing a brilliant black and white 
picture 20 inches by 16 inches, the new 
unit can be viewed satisfactorily by an 
audience of as many as 100 persons. A 
{" projection type tube, developed by 
the H.M.V. Research Organization, is 
used in this unit and has a life compar- 
able to that of any ordinary direct 
vision type of cathode-ray tube. The 
optical system, based on the Schmidt 
principle, employs special lenses pro- 
duced to the designers’ specification. 

The H.M.V. Mode! 1852 is a combined 
projection type television and all-wave 
push-button radio receiver. Special fea- 
tures of the television section include 
t.r.f. video and sound channels, auto- 
matic protection of the tube by relay in 
the event of time base failures, simple 
control arrangements, and _ oil-filled 
| transformers for adequate insulation. 
The radio is a 5-tube, 3-band, push- 
button superhet with provision for sup- 
plying radio programs to an extension 
speaker in another room during tele- 
vision reception. 

The price on this unit is 340 guineas. 
The guinea worth approximately 
$4.20 at the present rate of exchange. 
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is 


British projection television unit. 
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The Ilith edition RADIO HANDBOOK 


contains the greatest array of practical radio equipment ever shown between the 
covers of one book—all brand-new. As useful for engineers as for amateurs. 


GET IT AT YOUR FAVORITE DEALER FOR.......e00.- $300 
: eel , IN U.S.A 
Mail orders, $3.25 postpaid in U.S.A.; foreign, $3.50 CLOTHBOUND 
GOLD STAMPED 


(DEALERS: “Technical” discounts allowed on this book when purchased by the radio, book, and news trades in quantities for resale) 


SENSATIONAL NEWS! two weex oevivery: 


SPEAKER REPAIR SERVICE 


SPEAKER REPAIR PRICE LIST 


| 2" .- + $1.30 12" We repair and recondition any type or kind 

Oe cantina 1.35 12” Jukebox. 3.30 of speaker at the lowest price. All work 

” “14% )Re done by factory trained experts—all work 

| cinta 1.40 13”-14"-15 3.65 GUARANTEED. 

_ ieee Tere 1.60 15” Jukebox. 4.50 

) Lae 1.90 4x6" 1.60 

it 2.25 5"x7” 2.10 2° S-z-8- 
9”-10"-11" |. 2.40 6”x9”" 2.25 


Above prices do not include replacement 


wipe ger U. §. RADIO SUPPLY 


| 5116 HARPER AVENUE 


Write for FREE Parts Buying Guide CHICAGO 15, ILLINOIS 
DEPT. NE 2 
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MORE FEATURES 


for your money in 
this miniature 


SUPERHET TUNER 


by “Adaptol” 


Adaptol offers the outstanding buy in compact 
efficient Superhet Tuners. Here are just a few of 
the useful applications:— 
Highly suitable for use in conjunction with wir 
and tape recorders Installed in record player 
makes phono-radto combination Has many ex- 
perimental uses . Tuner for custom-built radios 
. . For modernizing obsolete radtos For con- 
version of military, foreign, short wave receiv- 
t band at the flick of a switeh 
CIRCUIT EATURES:— Self-contained 
supply for 110V. D.C.-A.C. 50-60 cycles bree 
tube circuit of conventional design, using the lates: 
miniature and dual purpose tubes Permeability 
tuned drift-free 1. F.’s. COMPACT: Approximately 
459°x3 }o"x9el. ww 
List price $20.00 complete With tubes. Add 5% west 
of Rockies. FOB Brooklyn, N. Y. 
See your local distributor, or write for further in- 
formation to: 


ADAPTOL CO., 120 New Lots Ave., 
Brooklyn, N. Y. 


ower 


PEN-OSCIL-LITE 


Extremely convenient test oscillator for all cadio 
servicing: alignment @ Small as a pen @ Seif 
powe: @ Range m 700 cycles audio to over 
600 megacyclies u.h.f. @ Output from zero to 125 
vy. @ in cost @ Used by Signai Corps 
@ Write for information. 


GENERAL TEST EQUIPMENT 
38 Argyle Buffalo 9, N. Y. 


f A CAREER WITH 
| A FUTURE! 


ELEVISION 


Shop Work . Shop Techniques . Theory 
FULLY EQUIPPED LABORATORIES 


RADIO SERVICE&REPAIR 
F. M. & TELEVISION 


TRANSMITTER COURSES 
Preparing for F.C.C. LICENSES 


RADIO TECHNOLOGY 


A Junior College Level Course preparing 
for positions in Radio-Electronic Engineer- 
ing Field. 
Morning @ 


Afternoon © Evening Classes 


MODERATE RATES @ INSTALLMENTS 


Available Under G. I. Bill 


Come in and See Our Students at Work 


DELEHANTY scxoor oF 


RADIO @ ELECTRONICS e@ TELEVISION 
@ Dept. S. 


NEW YORK 


105 Eost 13 St., N. Y. 3, N. Y. 
RICENSED BY STATE OF 
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Within the Industry 
(Continued from page 30) 


trated on aiding the handling of dis- 
tributors’ sales and service problems 
in areas where Philco television re- 
ceivers have been introduced. In his 
new capacity he will continue and am- 
plify this work. 
* * + 

SYLVANIA ELECTRIC PRODUCTS INC. 
has broken ground for the first build- 
ing in its new electronic research de- 
velopment to be known as Sylvania 
Center. 

Designed for the long-term peace- 
time development of electronic and 
lighting equipment, television, FM, 
and radar, the first building in the 
new Center will house the physics lab- 


oratory which is expected to cost 
nearly a million dollars, fully 
equipped. 


The new project, which is located at 
Bayside, Long Island, will cover over 
282 acres of a 57 acre site facing Long 
Island Sound. Dr. Bennett S. Ellef- 
son will direct the company’s research 
activities at the new Bayside plant. 

* . * 


CLARKSTAN CORPORATION of Los An- 
geles, manufacturers of a line of ring 
tuners, variable reluctance pickups, 
transcription arms, etc., have ap- 
pointed Paul D. Aaron of New York 
to act as their representative for the 
Metropolitan New York area and 
northern New Jersey. 


Mr. Aaron maintains his offices as | 


manufacturers’ representative at 71 
Murray Street in New York. 


* * * 


MELVIN C. SPRINKLE, formerly man- 
ager of radio sales and service for Jor- 
dan Piano Co. of Washington, D. C., 
has joined the sales engineering staff 
of Altec Lansing Corporation in their 
New York offices. 

He has served as a factory repre- 
sentative for Radiomarine Corp., and 
as a senior radio engineer for the Bu- 
reau of Ships, U. S. Navy. Mr. Sprin- 
kle is a member of the IRE and has 
served on the teaching staff of Capitol 
Radio Engineering Institute as well 
as acting as Washington representa- 
tive for Scott Radio Laboratories. 


. ~ * 


KAY ELECTRIC COMPANY, manufac- 
turers of the “Mega-Sweep” Sweeping 
Oscillator and the ‘“Mega-Match,” 
have purchased two acres of prop- 
erty which incorporates new facilities 
to handle the company’s increased 
business. 

The company 
Maple Avenue, 
Jersey. 


is now located on 
Pine Brook, New 


* * * 


AIR KING PRODUCTS COMPANY, INC.., 
Brooklyn manufacturers of the Air 
King line of radios, combinations, and 
wire recorders, have appointed three 
new distributors to handle the com- 
pany’s products. 


Test-0-Lite 


T 


Far superior to ordinary clumsy test 
bulb. Saves precious time. Indispens- 
able in shop or home. 
size. 


ar 


= — ) safety features. 


@ Puts “FinceRr” On tHE 


the MODERN 
TROUBLE SHOOTER 


. . » LOCATES TROUBLE 
INSTANTLY in electric 
circuits, fuses, cut-outs, 
motors, radios, appli- 
ances. Tests everything 
electrical from 100 to 
550 volts. Indicates hot 
or grounded wires. Tells 
AC from DC. Engineers 
prefer it because 
it has patented 


os 
« 


ROUBLE SPOT--QUICKLY 


Vest pocket 
Lifetime guarantee. (Pat. Wo. 
778.883.) Purchase through regu- 
e'ectrical dealers. 


L.S.BRACH MFG. CORP. 
200 Central Ave. 


Newark, N. J. | 


use 


forr 


USED BY 
Students 


This original GIBSON 
p + 


nicians has proved invaluable. 
factured for use in the 


jacks 


CIRCUIT DIAGRAMS 


ACCURATE —— QUICK—— UNIFORM 


1%. 


Order direct 
or thru your 
local dealer. 


Engineers 
Technicians 
Radio Amateurs 


RADIO RULE after vears of 
s. Universities and by tech- 
Designed and manu- 
of accurate and uni- 
drawings to : 
Ils, transformers, 


at Government schoo 


making 


nm circuit drawings, these 


ompact in 


GIBSON RADIO RULE 
©. Box 307 Seattle 11, Wash. 


Priced for Quick Disposal 
CWw-3 WILCOX 


RADIO 
RECEIVERS 


$12.75 EACH 


Express Collect 
While they last—Any Quantity 


Superhet circuit 1900-16500 K.C.; 110 Volt 
@ Cycle A.C.; one stage R.F.; B.F.O., noise 
and sensitivity controls; audio output 
limiter; rack mounting; complete with coil; 
complete set spare tubes; original crates. 


Dept. M 


AMERICAN MDSE. MART 


411 Finance Bldg. Philadeiphia 2, Pa. 


See the many 
BARGAINS 
offered in the 
CLASSIFIED COLUMNS 


of this issue 


RADIO NEWS 


Chief Electronics will 


cover the | 


Poughkeepsie, New York area; Cum- | 


perland Wholesalers will serve deal- 
ers in Connelsville, Pennsylvania, 


while the David White Radio Supply | 


Co. will provide service for customers 
in Little Rock, Arkansas. 
7 + ” 

EDWARD E. LEWIS has been elected 
president of Colonial Radio Corpora- 
tion, wholly-owned 
subsidiary of Sylva- 
nia Electric Prod- 
ucts Inc. 

Mr. Lewis was 
formerly executive 
vice-president of 
Colonial, having 
been elected to that 
post on July 1, 1947. 
He has been associated with Sylvania 
as an independent consultant since 
1945. 

He has been associated with General 
Electric Company and Radio Corpo- 
ration of America prior to establish- 
ing himself as an independent indus- 
trial consultant. Mr. Lewis. will 
maintain his offices at the company’s 
Buffalo, New York, plant. 

- - * 

KENNETH €E. WEITZEL has been as- 
signed to the application engineering 
section of the Tube Division of Gen- 
eral Electric Company’s Electronics 
Department. He will maintain head- 
quarters in the company’s Chicago 
office in the Merchandise Mart. 

Formerly employed on application 
engineering of miniature tubes for 
FM and television receivers, Mr. Weit- 
zel will be engaged in on-the-spot 
engineering with Chicago area manu- 
facturers of radio receivers. 

* ” + 
H. H. RANIER, manager of distributor 
sales, Radio Tube Division of Sylvania 
Electric Products, 
Inc., is now making 
his headquarters at 
the company’s New 


York office, 500 
Fifth Avenue. 

The new move 
will enable Mr. 


Ranier to work 
more closely with 
Sylvania’s general sales and adver- 
tising offices in New York. Long as- 
sociated with the radio tube industry, 
he joined the Sylvania staff eight 
years ago and prior to this new move 
made his headquarters in Chicago. 
” ~ * 

ROBERT E. CASSATT, for the last two 
years Advertising and Sales Promo- 
tion Manager of the General Electric 
Company’s Specialty Division, has 
been named Assistant Advertising and 
Sales Promotion Manager of the com- 
pany’s Receiver Division. 

In his new position as assistant to 
Fred A. Parnell, he will be responsi- 
ble for the exploitation of components 
and universal parts while continuing 
to direct the advertising and sales 
promotion activities of the Specialty 


Division. 
—30- 
February, 1948 
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KT) be 


Frequency Meter 


Directly 
brated on large 
Vernier Dial 
from 80 to 300 
meg. Also. in- 
cluded — Auto- 
matic Switching 
arrangement. 
Beautiful black 
metal case. tIn- 
structions in- 
cluded. 


$349 


A WIRE BUY 


No. 18-7. Strand Black Plastic Vine- 
Lite Indoor or Outéoor Wiring on 27” 
reel—1i5,000 ft. $270.00 Value. Life- 
_ time Covering 100 Uses. 


ron $3,090 


cali- 


LEARANCE SALE! 


3800 KC TO 5800 KC 


SEND POSTCARD FOR OUR LATEST BULLETIN 
All Prices F.O.B. N. ¥. C.—20% deposit, Bal. C.0.D. 


MANUEL KLEIN 


A COMPLETE SET OF 
13 TRANSMITTING AND 
RECEIVER TUBES 

PLUS 

FREE 1-200 KC CRYSTAL 
BC-654-A is a combined transmitter and receiver 
designed fer portable or vehicular operation. The fre- 
quency range of both transmitter and receiver is con- 
tinuous from 3800 to 5800 kilocycles; all stages gang 
tuned by anti-back lagh worm gear dial mechanisms. 

25 WATTS 
POWER COVERS YOUR $ 95 
PRICE 


NAVY COMPARTMENT 
SPEAKER 


Amplifier Unit with Heavy Duty 
Speaker {32 oz.) 


Speaker alone worth $25.00. 


Works from 1ti0 
volts AC-DC. Used 
but in aperating 
condition. Uses 
1-35Z25 Rect. & 
2-35L6 in 
Audio input 
watts on —, : , Your Price 
imp. 5 Channel selection input, vol- 

ume control complete with tubes in $9.95 
gray mavy case 14x14x7!/o”. 


Value $100.00 


MALLORY LINE NOISE FILTER 


Rating 110-220 V. (AC-DC). 
$10.00 Value. 
Your Price........ . 


74 CORTLANDT STREET 
NEW YORK 7, N. Y. 


RADIO Encineerine / = 


COMULETE 
neering Course 


Radio Engi 
Bachelor of 


Science Degree. Courses also ——- 
in Civil, Electrical, Mechanical, Chemical, Aeronautical 
Engineering, Business Administration, Accounting, Sec- 
retarial, Science. Graduates successful. _64th year. En- 


ter Jan., March, June, Sept. Write for catalog 
TRI-STATE COLLEGE ,.353.5°"s25/Nta 
TUNING CONTROL KNOBS 
Postpaid 
69c. ea. 3 for $2. in U.S.A. 
BC 454, etc. series with 
locking sleeve. Brand new, 
not surplus. Makes tuning 


simple for fixed or mobile 
use. 


Send for Latest Bulletin 


ALVARADIO 
903 S. Alvarado, Los Angeles 6. Cai 


For Command 
Set Receivers 


PLIERS FOR 
EVERY NEED 


TOOL NO. 654-6” 


Ask Your Dealer 


UTICA DROP FORGE & TOOL CORP. 
UTICA, 4 NEW YORK 


— 


EVERY RADIOMAN NEEDS— Home-Built Reeorder _ 
TTED LINES 


Continued from e 42 r INDICATE 
sé 1 MODEL ( f page 42) - 4 
10 y! % 
. 2 
>| —> 


P ° men proximately the best possible position. z 
The 8-in-1 Service Instru , | The erase head is simply a small a 8 c 


Alnico V magnet of a shape similar 
to that shown in Fig. 5D. A magnet 
of this shape can be secured for a 
few cents from the Leotone Radio Co. 
(Such magnets are shown in their 
advertisement in Rapio News from 
time to time.) This magnet is so 


A precision instru- 
ment for RADIO 
TESTING, Appliance 
Repairing, Service 
Calls, Amateur and 
Experimental Work. 


Rnd | placed that in recording, the tape 
covers these passes over both poles before it 
25 ranges. reaches the record head. When one 


is playing a recording back, he should 


1) CAPACITY .001-.1, .01-1, .1-10 Mfd. : . 
(2) A.C. CURRENT 0-.150, 0,-1.5, 0-15 amps. be certain that the tape bypasses this 
(§) B.C) VOLTAGE. 10-100 500 1000 volts. magnet 
(4) ‘ 4 ey ) ' ov volts | . 
5) D.C. CURRENT 1 10 100 4000 milliamps. Rae 
(6) RESISTANCE 0 to 10,000¢100,000 1 megohm. Before the tape guides and heads 
(7) Special High range ohmmeter to 2 megs and are mounted, the tape pulling mech- 

2) megs . 
(8) Sensitive A.C. microammeter to 1100 microamps. |; anism should be assembled and tested. 
ee, ee cevenset Ae Claes” that All parts should run freely. The tape 
Av'standard. bleeder will deliver 1-10-100 cure [| | Should be under slight tension at all TIGHT BUTT JOINT 

S volts from -C. line. . = . . . ° 
Available in KIT form, or assembled. © times, but the friction in the bearings 
Bench Model (assembled)... 1... ++... 23.80 net of the spindles and the rewind drive Fig. 8. Construction details for record. 
we FI A A 7.85 net FL wheel will supply what tension is playback head. In the assembled head, 
sree ania eisai ioe aiemnoavocieny | necessary. When-all parts operate wires D-E are the 130-turn winding, and 
Ask your local distributor, or write to Dept. R.N. smoothly, the guides and heads should E-F are the 30-turn winding. Number 30 
BRADSHAW INSTRUMENTS CO. be mounted. If the tape does not cotton-covered enameled wire is used, 

942 Kings Highway, Brooklyn 23, N. Y. make positive contact with the record 


head after all adjustments have been winding long recordings, the reels 
made, it may be necessary to make a_ should be turned over, the takeup 
small pressure pad of felt to hold the’ reel held by hand until after the re- 


4 A & GAI Ry % tape against the faces of the head. If wind pulley is pulled into place by 
turning the knob controlling its action, 


everything is aligned properly, how- 


FROM OUR FREE CATALOG ever, this will not be necessary. A little practice will make both re- 


The finished unit is housed in a’ cording and rewinding ‘easy. 


bg, Bag my Ry ee nei ore plywood cabinet which measures 12 by There are several brands of record- 
5 TUBE KIT: 50L6, 3525, 12SA7, 12SK7, 17 by 9 inches. The back of this ing tape on the market. Among them 
5 ae MIT: 5OBS. 35W4. 12ATS. By cabinet is left open to assure adequate are: Brush recording tape, made by 
12BE6 Tae tania tae bei cae cor ventilation. The finish can be left to The Brush Development Co., and 
eee cite Gta te ae the discretion of the builder. available at most radio supply stores; 
SPECIAL: 70L7. ey 79¢; ILA6.. $1.19 To make a recording the machine Scotch brand magnetic recording tape, 
ACORN TUBES: 954, 955, 956, 957, 958A .49e should be threaded with magnetic made by the Minnesota Mining and 
HEAR. AID: CK501AX to CK509AX.. .49e tape, the switch turned to record po- Mfg. Co., St. Paul, Minn., and avail- 
Pai oe tase be one — sition, the volurne control advanced able from them; then Hyflux magnetic 
30 @ 150—29¢; 50/50 @ 150—59e; 16/16 @ until the volume indicator glows on recording tape, made by the Indiana 
150—34e; 50 @ _ : : . + hai 
wes. aneiemiaie nik: Omacna. ag the peaks of the signal, and then the Steel Produc ts Co., 6 North Michigan 
and 2 meg. with switch, 3° Shaft..... 4% motor started. Short test recordings Ave., Chicago, Illinois, and available 
12” P.M. Speaker, Heavy Slug $4.95 can be rewound by hand, but for re- at that address. 
L-71 Pickup & Crystal Cartridge.......$1.89 
LOWEST PRICES ANYWHERE— . : mn we ’ 
WRITE FOR FREE CATALOG Fig. 9. Top-rear view of amplifier assembly shows position of major components. 


Send 20c With Order—Bal. C.0.D. 


COMMERCIAL RADIO 
36 BRATTLE ST. BOSTON 8, MASS. 


ATTENTION —TELEVISION 
SERVICEMEN AND DEALERS 


Make television measurement of high voltage easy and 
safe. Use the HiVolter Converts most low range 
vacuum tube voltmeters, such as KR C A Voltohmyst 
into high voltage testers. Read 10 kilovolts full scale. 
Indispensable for radiomen who service television 
receivers Keeps your hands away from high po- 
tentials and yet is easy to handle. Simple to con- 
nect. Just plug the probe of the V.T.V.M. into the 
HiVolter. Only 10% inches long. Use it like you 
would use any probe. Price $3.25—deposit $1.00 
with order 

MILLER ELECTRONIC DEVELOPMENT LABS. 


Distributors Write for Quantity Prices. 
94 Holland Avenue, Elmont, New York 


Stanton Radio Supply 
521 State St. 
HAMMOND, INDIANA 


RADIO NEWS 


; 1—General Industries RM4 heavy-duty | 
: phono motor assembly a 
1—Flywheel and capstan 5 
1—Rewind drive wheel 
2—%4” pulleys to fit reel spindles Remote Position Indicating System 
2—'4” shafts for rewind assembly 
4—Threaded brass bearings, %4” i.d. S-inch indicator with 360 degree dial. Pio- 
2—Reel spindles neer Type I-82A. 2320 transmitting Auto- 
3—Tape guides syn with heavy-duty brushes. Operates 
1—Pinch wheel and lever on 6-12 V. 60 cy. Stock #SD-115. Price 
1—Spring for pinch wheel assembly $9.95 per system. 
2—Spring belts 
1—3” x 6” (approx.) piece of aluminum 
or brass 
“_ — tubing for spacers (approx. Serve Motor 
2—7” reels (400 ft. 8 mm. movie reels) | Pioneer Type CK-2. 
1—1200 ft. roll magnetic tape 2 phase 400 cycle. 
1—'2” plywood panel 17” x 12” Synchro Fixed phase 26 V., 
Assorted 8-32 bolts and nuts ee, var. phase. 49 V. 
a Similar to Navy Ordnance type SG with max. 1.05 oz/in. stall torque. Stock #SD- 
1—Small trans. (“Ouncer” type or type | | shaft detail per Army Ord. Dwg. C-78414. 97. Price $4.75 ea. net. 
used in microphone) laminations only 115 V. 60 cy. Stock #SD-43. Price $9.50 
to be used each net. 
1—Small Alnico V magnet (to be used as 
erase head) Servo Motor 
=_ 1—Small spool No. 30 en. c.c. wire Diehl T 
- ype FP-25-3. 2-phase 60 cycles. 
d 1—Small oe a — y {to -* or ad 20 volts per phase. 2.5 watts output. 2 
d, —_. and mounting of record-playbac pole. Stall torque 2.5 oz/in. 1 oz/in. at 
d ead) 2700 rpm. Stock #SD-33. Price $8.50 
0 ea. net. “ 
d. Parts list for miscellaneous mechan- 
ical components required to build Synchro-Kollsman 775-01. Designed for Phase Shift Capacitor—Four stator sin- 
els the tape-pulling mechanism and 26 to 47 volt 400 cycle excitation. May be gle rotor capacitor. 0 to 360 degree phase 
up record, playback, and erase heads. used on 60 cycles at reduced voltage. shifting with circuit supplied. Constant 
re- Operates as transmitter or receiver. amplitude. See RADIO NEWS (Eng. Ed.), 
by Of all the types of tape tried on | Diameter 2%”, length 244” plus %” shaft June, 1947. Stock #SD-114. Price $4.75, 
on this recorder, best results were ob- = Stock #SD-57. Price $3.75. ea. net. 
? . . . . . . a. e' x 
re- tained in this particular application = 5 Radio Compass Loop-Type LP-21LM. 
with Hyflux. It requires a higher DC Motor—Delco Type 5069466. Alnico § Used with SCR-269G and ARN-7 Radio 
rd- bias voltage than the other tapes, but field. 10,000 rpm. Operates on from 6 to Compass. Stock #SD-99. Price $9.50 ea. 
em on this recorder it gave much better 27.5 volts DC. Size 1”"x1”x1%”. Stock net. 
igh frequency response than any | # SD-65. Price $1.95 ea net. 
by —_. a 7 : y | Null Type Synchro Indicator—Requires 
nd It shi ld be well to say. at this Microwave Antenna — AS-217A/APG- zero torque. Consists of Bendix control 
es; at wou sw : ie say, a : 15B. 12 centimeter dipole, parabola and transformer, size 5, rectifier, magic eye 
pe, point, that a high backgroun — conic scan spinner motor housed in 16- tube and manual drive dial. Manually 
ind usually indicates insufficient bias volt- inch weatherproof Radome. Stock #SD- turned to null. 115 V. 60 cy. Use with 
iil- age. This can be remedied by using 95. Price $9.50 ea. net. S-43 transmitter. Stock #SD-119. Price 
tic a smaller value of resistance in the —_ - —_ a $12.50 ea. net. 
. scillator plate resistor, Rx». Care olsman Drag Cup Motor. “Ol, 
na os P , phase 400 cycle. Fixed phase 29 volts, Magnesyn Transmitter or Indicator. Pio- 
‘an should be taken, however, to see that . 
niet @ thee welt in wot weed. on var. phase 35 volts max. 0.47 oz/in. stall neer Type CL-3 (6 power). 28 V. 400 
ble Soo ign @ Mas voltage , torque. Stock #SD-56. Price $9.50 ea. net. cycles. Stock #SD-6. Price $6.00 ea. net. 
this causes heating of the head and 
can damage it. 
A little experimentation on the part ERVO - EK RODUCTS 0 
of the builder should enable him to a 
find out easily the correct adjustments Incorporated 
for the recorder, and if he makes these Surplus Division 
correctly, he will have a versatile, 247 CROOKS AVE. CLIFTON, N. J. 
high fidelity instrument, well worth ; ra, , 
the cost and effort expended in con- —— for neon —— of call poeonpe 4 «a 
structing it. pen account shipments to rate concerns; others may order UY. 
q “it- 
| 
| | RCA Institutes, Inc. 
: Offer tho h ining courses 
| 4s iS al wechnical pha SURPLUS RADIO PARTS 
; S Radio and Television 
{ 7 HIN 20 =) | | WEEREY RATES ete EVENINGS pes cenerecreery: 
: | : VETERANS: under c. 1. Bill of Rights SCR522 Microphone Adapter M299. For 
3 For Free Catulog write Dept. RN-48 Carbon Mike Operation of the SCR522, 
W/, RCA INSTITUTES, Ine. PP eee epee tees 1.35 
| 4 Service of Radio Corporation of America Plug for above (sold only with adapter) 
W, 75 Varick St., New York 13, M. Y. NEW ... sees sees , ee -39 
= AN/APN-1 Radio Altimeter Plugs, NEW ea. 7s 
r—PROJECTION TELEVISION— | | %°,2°,c5entet Steet wre pitch 22.80 
Adapt your present RCA, GE, Crosley, Philco tele- T44 Mike, Cord & Plug. USED... . a .65 
vision receiver for a 6x8 foot projected picture with Jack for above (CD495). USED cae 5s 
the addition of a 30 KV-RF power supply and & Plug, fits BC348 receiver. NEW oe 21 
te 5TP4 projection lens assembly. Complete pictorial BC732A Centred Mead, MEW.....<-.e.. 420 
al Staten apetaas Gened em actueh ow Week tovesa tn- Flexible tuning shafts in stock—write for list. 
Ww h fied with th stallations described in booklet just published at $2 Please include postage. 
“Was the man satisfied w the way you each, postpaid. LONG ISLAND RADIO CO 
repaired his radio, Gus?” PERFORMANCE RADIO CO. 164-21 Northern Bivd. Flushing, MN. Y. 
i 2898 Jerome Avenue, New York 58, N. Y. 
vs 167 
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BRAND NEW 
COMPONENTS FROM FORMERLY SECRET 
SPERRY “AUTO PILOT” 


Aluminum casing. 
115-v., 
two 24-v 
tronic Relays @ 


precision 


hundreds of other parts 
15x14x9” ; 


Y 


36 It 


VERTICAL 
GYRO UNIT 
Designed for 
B-29 Superfort 
ARMY PAID 
$2855.00 


OU PAY ONLY 


$1495 - 


Less than ‘2c on the dollar! 
housing one 
3-ph. motor propelled Gyroscope ®@ 
DC shunt-wound Motors @ 2 Elee- 
Auto-Transformer 
A masterpiece of 


400-cyc., 


@ and 


ss 


AMPLIFIER 
RACK 


WITH RELAYS 

AND METERS 

GOVERNMENT PAID 
$100.00 


YOU PAY ONLY 
$695. 


Ibs. 


ait. 


Consists of magnesium cabinet that mounts 
®@ 7 DPDT Allied Relays @ 1 SPST Relay 
©@ 1 Weston 6-195"AC ‘Volt Meter 
@ 1.350 to 450-cycle Frequency Meter 
@ 1 115-volt, 400-cye. Transformer 
@ And many other parts 


This unit is of special interest to “hams’’! 
The .cabinet would be excellent for small 


transmitters or receivers. 12%xl4x10” ; 23 


Dept. RN-2 


You pay shipping costs. Send check or money 
ord to 


SURPLEX RETAIL SALES INC. 


2409 S. LaSalle St., Chicago 16, Ill. 
Phone CALumet 9130 


HIGH PRECISION 100 Ke. CRYSTALS 


(No. C. ©. D.'s. Please 
handling.) 


Laboratories, etc. 


—50° 


5 Waverly Place 


Brand New Surplus at about 
ideal Frequency Standard for Amateurs, Servicemen, 


CRYSTAL UNIT 


Price $3.95 each 


include 25c¢ for postage and 


106 Vibration Test. 


1/10 Gov't. cost. An 


Exceptional Frequency Stability + 18 cycles from 
to + 80° c. (.0015) 
brated at 30° c. Brand New, Mounted in Seaied Cases 
as Shown. 


ELECTRONICRAFT, Inc. 


Cali- 


« Tuckahoe, N. Y. 


Recorder Amplifier 
(Continued from page 45) 


ance or vacuum tube voltmeter should 
be used for these readings to prevent 
upsetting of the voltages by the load 
of the meter. 

If r.f. meters are available, the out- 
put of the oscillator may be easily 
checked. When operating properly, 
the oscillator should develop approxi- 
mately five volts of r.f. at one ampere 
with the recording head connected and 
the switch in record position. As few 
experimenters will have the necessary 
r.f. meters available, an alternate 
method of checking the oscillator out- 
put is to employ the pilot light nor- 
mally used to illuminate the recording 
head. This bulb is a 6-8 volt, 200 ma. 
type. It should be connected across the 
secondary of the oscillator coil, with 
the recorder in “run” position. This is 
to insure that the recording head is 
connected in the circuit, as the re- 
corder switch opens the oscillator lead 
in the “off” and “rewind” position. If 
the oscillator is functioning properly, 
the pilot light should show medium 
brilliance. 

The next step is the adjustment of 
the level indicating meter. An audio 
oscillator or some other source of 
1000 cycle tone should be available for 
this adjustment. Code practice oscil- 
lators which may be adjusted in fre- 
quency and output may also be used 
if nothing better is available. 

The meter circuit should be discon- 
nected from the balance of the circuit 
at the point marked “X” on the dia- 
gram, or by disconnecting the plug 
leading to the meter circuit. 

With the input from the audio os- 
cillator applied to the terminals of 
the meter plug or between the arm 
of pot R, and ground, the audio 
source should be adjusted to exactly 
7 volts. The resistor R,: should then 
be adjusted until the meter reads two- 
thirds full scale, and then left in this 
position. 


Under chassis view of wire recorder amplifier. 


The two-thirds point should be 
marked on the meter scale and thus 
becomes the upper limiting mark for 
proper recording level. If desired, a 
new scale may be pasted over the 
meter face, and the “normal” ang 
“over” sections designated by green 
and red water colors respectively. 

When calibration of the meter has 
been completed, it should be recon. 
nected in the circuit. Do not disturb 
the setting of the meter adjustment 
R,; at any time. 

The next step is the setting of the 
fixed gain control R». A voltage di. 
vider consisting of a 220 ohm resistor 
in series with a 270,000 ohm unit 
should be made up and connected 
across the output of the audio oscilla. 
tor. The 220 ohm resistor should be 
connected to the grounded side of the 
audio oscillator, with the grounded 
side of the oscillator also connected 
to the grounded side of P,. The junc. 
tion of the two resistors should then 
be connected to the center of P,. With 
seven volts from the audio oscillator, 
at 1000 cycles, applied to the voltage 
divider, the gain control R, should be 
turned full on. The fixed gain should 
then be adjusted so that the output 
meter reads full scale. This will be 
the mark at the high end of the scale 
and will indicate that the input to the 
amplifier is approximately five milli- 
volts. This approximates the output 
of both the microphone and the play- 
back head at maximum levels. 

If a calibrated audio microvolter is 
used, an input voltage of five milli- 
volts may be applied to the microphone 
input of plug P; and the output at the 
plate of the second section of the 
6SN7 set to 10 volts. The gain control 
R. should be full on when this adjust- 
ment is made, and the output voltage 
set by adjusting the “fixed” control R,. 

When the adjustments described 
have been made the amplifier is ready 
for use. The output of the amplifier 
may be fed into the phono input of 
any radio equipped with a phono jack, 
or if desired may be coupled into the 
phono channel of an amplifier. Com- 


—— <—_ «= ~~ - 


we 


pensation for the frequency charac- 
teristics of the wire is automatic, and 
the fidelity will be equal to, or in ex- 
cess of that obtained from commer- 
cial recordings. 

The serious constructor will find 
this basic unit free from trouble, and 
a good starting point for more elabo- 
rate designs. One possibility that sug- 
gests itself is the inclusion of a beam 
power output stage in this basic unit. 
This could easily be added by arrang- 
ing to switch the output of the ampli- 
fer to the grid of a 6V6 or similar 
tube for playback. As the load of the 
oscillator is disconnected from “B 
plus” in this position, the over-all load 
on the power supply would be approxi- 
mately the same. The plate and screen 
circuits of the output stage would sim- 
ply replace the dummy load offered 
by Ri:. 

In use, the gain control is so ad- 
justed that peaks of speech or music 
just cause the output meter to hit the 
line dividing the “normal” and “over” 
ranges on the meter. This will insure 
the optimum recording level. 

—30— 


SERVICE LEGISLATION 


F interest to radio servicemen as 
being indicative of a possible trend 
is a proposed local law for the licensing 
of radio technicians in New York City. 
Introduced by City Councilman Stan- 
ley Isaacs, the new law provides for the 
“licensing of all persons who construct, 
service, repair, install, or test any radio 
or television apparatus, electronic de- 
vices, public address systems, electrical 
sound amplification system, accessory 
thereto, part thereof, or attachment 
thereto, or who solicits, or estimates 
the cost of said construction, service, 
repair, installation or testing, but does 
not apply to any person engaged ex- 
clusively in the manufacture, opera- 
tion, maintenance, repair, installation 
or testing of commercial motion pic- 
ture sound equipment, commercial 
communication equipment, or ama- 
teur communication equipment.” 

Written examinations are to be given 
to qualified applicants on the following 
subjects: (A) fundamental electricity, 

B) radio receiving circuits, (C) auto 
radio installation and servicing, (D) p.a. 
and sound equipment circuits and in- 
stallation, (E) antennas, (F) commer- 
cial radio test equipment, and (G) serv- 
ice methods and use of commercial test 
equipment. According to the bill, per- 
sons seeking a license as a home radio 
technician would be required to take 
the test covering A, B, E, F, G; appli- 
cants for a license for auto radio tech- 
nician would be examined in subjects 
A, B, C, E, F, and G, ete. ; 

In addition to the written examina- 
tion it is contemplated that a practical 
examination be given on the repair, in- 
stallation or servicing of such equip- 
ment as the Board of Examiners may 
deem proper, to the end that the ability 
to repair, install, or service such 
equipment, and to put theoretical 
knowledge to practical use in a reason- 
able time, shall be ascertained. 

The bill is currently being discussed 
with representatives of the radio in- 
dustry and interested trade association 


personnel. 
—30- 
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A MUST FOR 
RADIO REPAIR SHOPS 


THE MULTI-ANALYST solves your 
radio problems quickly—The easiest, 
most effective method of diagnosis—Saves 
time—wide frequency response—No fre- 
quency controls—Both audible and visual 
indications—Perfect for checking distor- 
tion or fading—This handsome, compact 
unit contains a complete, stable Vacuum 
Tube Volt-Ohmmeter—electronic on all 
ranges—Reads video voltages—Big 414" 


meter—Exceptional ments from .2 ohm to 1,000 megohms— 
VAIUE. ose eeseeeesceeeessess PO9OO COM Om Om secre vesse$69.50 


ELECTRONIC INSTRUMENT CO., Inc. 


THE MODEL 210 VTVM is the perfect instrument for 
radio repair shop, laboratory, or ham shack—An accurate, 
stable, high impedance utility instrument with a huge 
84" no squint meter—2% overall accuracy—RF and AC 
measurements from 30 cycl@m-to 300 mc—Reads to 5,000 
volts DC—electronic on all ranges—Resist@i@e measure- 


Write for FREE illustrated 
brochure and see your jobbers 
for a conclusive demonstration. 


Complete instruction man- 
ual with each instrument. 


Licensed by RCA. 


926 CLARKSON AVE. BROOKLYN, N. Y. 


TELEVISION Pomme eia gy, morte 


coi Kir. | SENSATIONAL SELLER! 


LAKE DELUXE CHANGER 


Revolutionizes the Industry! 
A Sensational Seller! 


11 Outstanding Features: 


@ Positive Intermix 
@ Service Adjust- 

ments Eliminated 
Minimizes Record 


Complete $ 2 3 50 


LOOK AT THESE FEATURES! 


* Video IF Bandwidth of 4.25 MC that can operaie 
ANY size picture tube with maximum resolution. e 
* Five stages Video iF permeability tuned with sound Wear 
and adj t ch 1 rejection traps in shielded cans @ Single Knob Controt 
* 6 Channel RF Tuner, permeability tuned mounted on @ Plays ALL Records 
switch assembly plate. e 
* FM Sound Discriminator for TRUE FM. 


@ Completely jam- 
f 


proo 
@ Records Gently 
Lowered on Spindle 
—not dropped 
@ Automatic Shut-off 
on last record 
Pick-up arm may be grasped at any time and 
changer will not be thrown out of adjustment 


; : 7 -free ball bearing tone arm 
* Can provide Video Operation for 10, 12, 15 or 20-inc.. @ Resonance hes. 
picture tube upon further construction. @ casily operated—any child can do it 
* Video Peaking Chokes to maintain bandwidth. Dimensions: 1313; ,”Wx 12V4"Dx7%"H, 28 
* Detailed Construction Manual & Parts List with every a a eee YOUR NET " 
kit, for 20 Tube, 7 In. Television Set. FREE 
* Continued ico Guistins. DEALERS and SERVICEMEN: Write for our ew ie 
r ‘ » 
as Cee Se See oes SOR Sedsasories, ‘cabinets sete, electrical’ appliances, ete: 
TERMS Get on our mailing list today! 


Shipped Parcel Post prepaid on receip: of check or money 
order. Or P.P. Coliect on receip! of 25% deposi! with 
order, balance COD. 


RAY-LECTRON CO. 


Lake Radio Sales Co. 


615 W. Randolph Street 


DEPT. A 


Chicago 6, Ill. 


706 Tenth Avenue 
BELMAR, N. J. 


a I a ne 


HAMS! 
EXPERIMENTERS! 


NOW—TRANSMITTING TUBES at 
SENSATIONALLY LOW PRICES! 
J. A. N. INSPECTED 


AMATEURS! 


* 


1625 TRANSMITTING Beam Power. Amonlifer 
Same as 807 except 12.6 volt filament medium. 
7 pin base ea 4 


836 HALF-WAVE HIGH VACUUM RECTI- 
FIER. Ratings—5000 V maximum. Heater—2.5 
Vv , ea. 39¢ 
836A /3B27 HALF WAVE HIGH VACUUM REC- 
TIFIER .... jies . ea. 99 


829 PUSH-PULL TWIN-UNIT BEAM POWER 
AMPLIFIER TUBE ..... ea. $1.49 


4E27/HK257B Beam Power 
Amplifier 
enclosed tantalum anode 
metal shell Giant 7-pin, 
bayonet base Wire top terminal 
Cathode 5 Volts—7.5 amvoe Trans 
conductance Micro-Mhos—2800. Class g 
of service—C-. Maximum plate rat 
ings—4000 volts DC Input—250 W 


ONLYS1.95EACH' 


0D3/VRi50—Voltage Regulator Tube 
ea. 49¢ 


25% deposit on ali orders, balance 
F.0.8. New York 


SENCO RADIO, Inc. 


96B Warren St., N. Y. 7, N. Y. 
Tel. Beekman 3-6498 
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LEARN RADIO! 


IN ONLY 10 MONTHS 
PREPARE FOR A GOOD JOB! 


COMMERCIAL OPERATOR (CODE) 
“BROADCAST ENGINEER 
RADIO SERVICEMAN 


= Televisionw@ervicinge—I5 Months | 
Veterans get $130.00 Equipment 
SEND FOR FREE LITERATURE 

BALTIMORE TECHNICAL INSTITUTE 

1425 EUTAW PLACE, DEPT. R. BALT. 17, MD. 
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Finest At The Lowest 
Dept. R 
CALIFORNIA 


est Catalog 1-47 
GLENDALE 


FOR 


NEW EQUIPMENT 


You can trade in your old test equip- 
ment, any make, any type, for credit on 
these new Supreme test instruments at 
ALMO. See the table below for the amount 


purchase of these nationally known Su- 
preme test instruments. 
Regular Your 
Mode! Cost Trade-in Net Cost 


To You_ Allowance To You 


504 B Tube Tester $89.50 $15.00 $74.50 


546 A Oscilloscope 89.75 20.00 = 69.75 
563 Generator 6295 1250 50.45 
589 Tube Tester ~ 48.95 10.09 38.95 
599 Port. Tube Tester 62.50 10.00 52.50 


WRITE FOR MORE DETAILS 


509 ARCH ST., PHILA, PENN. 
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Television Installation 
(Continued from page 55) 


dipole has a pronounced limiting ef- 
fect 


on the_ selectivity—and some 


commercial types have extreme diffi- 
culty in receiving channels 1 or 6. In 
preparing such an antenna for instal- 
lation, this limiting factor should be 
considered when determining the best 
over-all length for the folded dipole 
to receive specific television channels. 
See Table 1. 

One type of this directional an- 
tenna has been developed which (Fig. 
6) provides adjustment of all tunable 
factors, such as length of folded di- 
pole, length of reflector dipole, dis- 
tance between elements, etc. 

Most of the present types of com- 
mercial folded dipoles are used to re- 
ceive channels 1 through 6 only, be- 
cause the majority of television sta- 
tions operate on these so-called “low- 
er” channels. 

Seven _ additional channels—be- 
tween 174 and 216 megacycles—have 
been assigned for television services, 
as shown in Table 2, but only a few 
stations in certain areas have been 
allocated to these high frequencies. 

Eventually, however, stations will 
be operating on most of these “upper” 
channels, and suitable television re- 
ceiving antennas will be required for 
adequate reception under most of the 
conditions now existing for the “low- 
er” channels. For the most part, this 
will mean reuse of established an- 
tenna designs with element sizes re- 
duced to dimensions appropriate for 
the higher frequencies involved. 

A few types of very short folded 
dipoles, with and without reflectors, 
have already appeared on the market, 
most of them with a length of about 
24 inches. When reception of only 
the “upper” channels is required, they 


Table 3. Outline of procedure for siting 
and orienting a folded dipole antenna. 


SITING AND ORIENTING 
THE FOLDED DIPOLE ANTENNA 


Assembled dipole, mounted on pole, is 
used on roof as a ‘“‘probe.’’ Lead-in consists 
of 300-ohm ‘‘twin-lead ribbon’ connected be- 
tween antenna and set. Dipole is portable. 

1. Best site is determined experimentally, 
using two-man coordination system in com- 
munication by means of any simple, two- 
way. battery operated telephone system. 
While man on roof uses “probing” dipole to 
test various locations, man at set observes 
merit of locations in terms of signal strength 
and picture quality, and the absence of 
ghosts and “‘noise’’ interference on all chan- 
nels. 

2. Site is selected where picture signals 
are strong, and ghost and “noise” interfer- 
ence not too serious. 

3. If desired signals are weak, or ghost 
images predominate, use folded dipole with 
a reflector element for greater directivity. 

4. Erect suitable folded dipole antenna in 
roof mounting bracket, but leave free to 
rotate. 

5. Using same two-man coordination sys- 
tem, antenna is rotated and adjusted for best 
ghost-free reception on desired channels, 
based on the best results observed by man 
at receiver. 

6. For all “noisy” locations, replace the 
“twin-lead ribbon” with a well-matched 
coaxial cable lead-in. Suppress “noise” at 
source, when possible. Install antenna and 
lead-in permanently. 
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FILTERS 


°S Amp. 11 
220 Volts, an 
or D.C. 


© 10 Amp. 110. 
220 Volts, a.c. 
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H.ghes v2 ty...Dependable Performance 
Exhaustive tests and actual operating performance 
have definitely proven the superiority of the Piteo 
Line Filter over other designs. The dependable unit 
presents a solution to the problem of serious radio 
interference from nower lines, motors, and appliances 

provides inductance as wel! as capacitance, 
thereby assuring thorough filtering action 
The Piteo Line Filter plugs into the electrica: outie: 
and can be connected at the receptacle of the filter 
with either the radio set or interfering device. Wher. 
ever installed, you'll find this sturdy, compact filter 
is unsurpassed for high quality and outstanding per. 
formance. 

For Complete Detai!s, See Your Distributor 

or Write Dtrect. 

ASK FOR OUR NEW CATALOG ON THe 
PITCO ADJUSTABLE END LINK COiL, 


Pittsburgh Coil Co., Carnegie, Pa. 


Coils ® Test Leads ® Line Filters ® Indoor Aerials 
® Phono-Switches © Circle Cutters 


TUBE SPECIAL! 


Standard Brands—Individual Cartons 


TYPE LIST PRICE DEALERS COST 
i $1.50 $ .60 per tube 
SERS coccees 1.80 -72 per tube 
Se 2 0ees00 1.80 -72 per tube 
35W4 - 1.15 -46 per tube 
a aseweus 1.80 -72 per tube 


Total List Price $8.05 
A KIT OF ONE EACH OF THE ABOVE 


TUBES—WHILE THEY LAST 
s Per Kit 
Special $2 6 ot 5 Tubes 


Write for Our Compiete Tube Price List 
TRY INTERSTATE IN ‘48 
INTERSTATE RADIO & PARTS CO. 
6357 South Ashland Avenue 
CHICAGO 36, ILLINOIS 
PHONE GROvehil! 7588 


-ATTENTION. 


RADIO SERVICE DEALERS AND HAMS 
QUALITY MERCHANDISE AT 
DEALER'S DISCOUNTS 
Only well known standard brands (no surplus), 


such as G.E. KEN-RAD tubes at 50% off list, 
Sprague condensers, Utah speakers, etc. 


ALL ORDERS FILLED SAME DAY RECEIVED 
NO ORDER TOO LARGE OR TOO SMALL 
WHOLESALE ONLY 


We want satisfied customers. Get acquainted 
with us now. Write for our regular bulletins. 


EL MONTE ELECTRONIC SUPPLY CO. 


mailing. Dealers write for quantity 
10314 Superior Ave., Dept. RN, 


| oem East Valley Bivd. El Monte, Calif. 
Phone Budiong 8-4228 
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SENSATIONALLY PRICED ones 


ices. OHIO FACTORY SALES, 
ind, Ohio. 


RADIV 2S "27 MONTHS 


Intensive, specialized course, including strong basis 
in mathematics and electrical engineering, vanced 
Radio Theory and Desi . Low 
tuition. Self-help op) " 80 27-month 
courses in Aeronautical, Chemical, Civil, Electrical 
and Mechanical Engineering. Gov't 
G.1.’e. Enter March, June, . 


INDIANA TECHNICAL COLLEGE 


928 &. Washington Bivd., Fort Wayne 2, ind. 


RADIO NEWS 


@ toy—the real McCoy. Mighty 
Mite Electric Soldering Iron with new, 
amazing “Demon-Heet™ element per- 
forms like soldering irons costing mony times more. Handiest electric 
soldering iron ever offered for hobbyists, home workmen, mechanics. 35 
wotts 110-120 volts. GUARANTEED. No COD orders. Price $1.00 includes 


FF 


Fig. 9. This installation of a modified fold- 
ed dipole plus reflector provides adequate 
ghost-free reception of all New York TV 
stations—at airline distance of 55 miles. 


are installed alone. However, they 
are usually mounted with a conven- 
tional (long) folded dipole for recep- 
tion of the “lower” channels, so that 
the pair provides reception of all 
channels 1 through 13. Such a system 
requires a large antenna array, as 
well as a mechanical or electronic 
switching arrangement. 


Modified Types 


Anticipating an eventual demand 
for a single-element antenna capable 
of receiving all television channels 1 
through 13, and, at the same time, 
fulfilling a need for a more sensitive 
antenna for the “lower” channels 1 
through 6,—a modified type of folded 
dipole known as the Duoband antenna 
(Fig. 7), is widely used for true all- 
channel reception. Compared to most 
conventional types, this modified fold- 
ed dipole has the same signal accep- 
tance for each of the thirteen televi- 
sion channels. 

When receiving stations on any of 
the “lower” channels, the directivity 
of this antenna is about the same as 
that for a conventional folded dipole 
—receiving equally as well from 
either front or back. For reception of 
stations on any of the “upper” chan- 
nels, however, the antenna has a pro- 
nounced directional effect which aids 
materially in reducing ghost images 
as well as “noise” interference. This 
effect is produced by the diminutive 
“wings” near the center of the an- 
tenna (Fig. 7). Sited and oriented 
like other types of antennas, this 
modified folded dipole should be 
erected as high as possible (Fig. 8). 

A similar directional effect often is 
also required on the “lower” channels, 
and this is achieved with a reflector 
unit consisting of usually 3, but some- 
times 4, parallel dipoles attached be- 
hind the Duoband antenna. The re- 
sult (Fig. 9) is a highly directional 
antenna, with a truly broad response 
covering all thirteen television chan- 
nels. 

These antennas, and all folded di- 
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Hi-Fidelity Amplifier 
12 inch, 16 watt SPEAKER 
3 of the finest quolity instruments thet money con buy. The @ 
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FM design—entirely eliminates drift and multiple tuning J 
responses. Polished chrome chessis—complete with cable, decols, 
ORES RSS a ee SRR picid ees. $100 * 
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Place these specially built radios that play 1 or 2 hours 
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poles and special types of antennas, 
are installed in the conventional man- 
ner. See Table 3. They must be sited 
and oriented for ghost-free, interfer- 
ence-free, adequately strong reception 
of the principal stations in the area. 
In every case, the installation must 
be considered on an individual basis, 
taking into account the specific prob- 
lems of the particular location. 

—50- 


Practical Radio Course 
(Continued from page 70) 


| 


by a communications receiver, he may 
decide on a characteristic that pro- 
vides a 6 kc. total passband width, in 
order to attain a high degree of ad- 
jacent-channel selectivity which 
makes for greater discrimination 
against unwanted off-channel signals, 
and less noise. Such a receiver can 
be made even more selective by em- 
ploying a total passband width of only 
3 ke. 


Gain and Selectivity of Bandpass 
Cireuits in Cascade 


The foregoing numerical calcula- 
tions pertaining to the selectivity and 
passband acceptance response of a 
bandpass coupling transformer apply 
for a single such transformer only, 
since the over-all bandwidth decreases 
with each such transformer added in 
cascade in the circuit. For example, 
if each of two such transformers has 
a passband width of 12 ke. an over-all 
measurement on two in cascade may 
show a passband width of only about 
8 ke. 

The over-all gain for mn stages is 
equal to (gain per stage)®. 


Additional Methods for Obtaining 
a Bandpass Response 
Characteristie 


High over-all gain, fairly flat-topped 


over-all bandpass frequency response, 


and reasonably good adjacent-channel 
signal attenuation can be obtained by 
combining the high gain and double- 
peaked response characteristic pro- 
duced by one coupling transformer of 
the high-Q double-tuned type, with 
the single, sharp-peaked response 
characteristic of a following trans- 


| former of the high Q single-tuned 
| type. 


Such systems, see (A) of Fig. 7, 
have been used satisfactorily in the 


4Alfred A. Ghirardi, Practical Radio Course, 
Part 58, Fig. 4, RADIO NEWS, (January, 1948). 


single-stage if. amplifiers of some ra. 
dio receivers (especially auto-radio 
types that employed a 175 kc. if.) and 
have been previously discussed.4 As 
shown at (B) and (C) in Fig. 7, the 
single-peaked response of the Single. 
tuned transformer serves to compen. 
sate for the decrease in response that 
occurs around the resonance frequency 
in the high-Q double-tuned trans. 
former. The steep-sided response 
characteristic of the double-tuneg 
transformer is relied upon to supply 
the major portion of the adjacent. 
channel signal attenuation. 

Bandpass response can also be ob. 
tained by tuning the coupled primary 
and secondary circuits of the two 
coupling transformers of a single. 
stage amplifier to slightly different 
frequencies. The frequency-response 
curves illustrated in Fig. 8 show the 
effect on the response characteristic 
as the coupling between the resonant 
primary and secondary circuits, each 
tuned to a different frequency slightly 
each side of the mid-frequency of the 
bandpass range, is increased. Ob. 
serve that for loose coupling, two res. 
onant points are distinctly present, 
resulting in an over-all double-peaked 
response with a sharply-reduced min- 
imum response at the mid-point fre- 
quency. For very tight coupling, the 
reaction of the secondary circuit back 
upon the primary is so strong that the 
response is low and there are no longer 
two individual peaks of response. The 
two circuits are no longer able to act 
independently, so a single, combined, 
low, broad, fairly flat response is pro- 
duced. By employing a compromise 
value of coupling that lies between 
these two extremes (or suitable se- 
lection of values of primary and sec- 
ondary Q), the more desirable prac- 
tically flat-topped characteristic 
shown at the center may be obtained. 

One objection to this method of ob- 
taining a bandpass response is that it 
is usually difficult to adjust the tuned 
circuits properly under field condi- 
tions, since a frequency adjustment 
made on the secondary circuit affects 
the resonance frequency of the pri- 
mary, and vice versa, as the two cir- 
cuits are necessarily coupled rather 
closely. Another objection lies in the 
fact that the gain (or response) ob- 
tained under this detuned condition is 
less than if the same passband is ob- 
tained with the primary and secondary 
resonant at the same frequency. 

(To be continued) 


Fig. 8. Primary and secondary circuit detuning to produce bandpass response characteristic. 
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a public address system. This speaker | Send me the RCA publications checked below. I 

u and recorder, along with a high im- | | am enclosing $........ to cover cost of the books 
“ pedance velocity microphone, will be | ; — for which there is a charge. 
le- used later for promotion purposes in Neme 

nt addressing local organizations. Add 
se a . ress 

In using the recorder for broadcast- | City ‘ “ 

he ing, the control operator merely plugs | | ~ Zone State 
lic the 500 ohm output from the recorder | () Quick-Reference Chart, Miniature Tubes (Free). [a] 
nt into one of the remote repeat coils | (_] HB-3 Tube Handbook ($10.00)*. [8B] 
- and brings it in as is normally done | (_] RC-15 Receiving Tube Manual (35 cents). [C] 
ne for a remote broadcast. The 500 ohm | () Receiving Tubes for AM, FM, and Television Broad- 

e output jack cuts off the recorder’s | | cast (10 cents). [D] 
Mb- speaker when a plug is inserted, and | [_] Radiotron Designers Handbook ($1.25). [E] 
7 thereby m ai ntains an impedance | (] Quick Selection Guide, Non-Receiving Types (Free). [F] 
. , match at all times. | [_] Power and Gas Tubes for Radio and Industry (10 cents). [G] 
ed In using the recorder for selling | (_) Phototubes, Cathode-Ray and Special Types (10 cents). [H] 
- time, sample fifteen-minute programs | _[) RCA Preferred Types List (Free). [1] 
4 are made up for specific merchan- | (_) Headliners for Hams (Free). [J] 
> disers. Then the salesman takes the | 1 “Price applies to U. S. and possessions only. 
. recorder and plays the sample pro- TURE OFPARTMENT 
ne oar , s 
. gram to the prospective advertiser AD 
“i during his interview. The results ob- ——— CORPORATION of AMERICA 

1 tained through the use of the recorder ates 
~ in this fashion have been highly satis- 
~ factory. —30- | G 
: THE “TELETRAP” | (agence 
en BATTERY ELIMINATOR 4] NARROW BAND F.M 
- | USED TO CHARGE CAR ee ees ee 0 fa (ROW BAND F.M. 
mt BATTERY / ELIMINATOR P rccve sane SISRE_ 
ac- receiver using ' 
~ Also made in 455-465KC 
stic \ OST battery eliminators—used by FOR TELE SETS | | San dle Cocmien 
ed. i servicemen for testing car radios— | ee ; Plated. Easily mounted 
ob- may also be used to charge the car Eliminates FM and vm) SS 
t it battery. amateur interference ats $y strections supplied 
ned Polarity of the eliminator leads from tele image by ab- F al = tubes) $10.95 
di should be observed when attaching to sorption of interfering ' 6AL5S tubes 
seal the battery and an ammeter connected signal. Two adjustments | | apelin 90¢ 
ent in the circuit as shown will indicate if provide for elimination || pay ee 4 SAR6 tebee 
cts the eliminator is being overloaded. H.L. of signals in 80-115Mc Bech 90< 

.. and 40-60Mec Rances. {tii ................ ._.j >... 
~ Model 100$A List $10 400V POWER SUPPLY KITS 
Cir- All electrical components for 410 VDC @ 200 Amp—60 cycle 110 
her VAC input. 410 VDC @ .150 Amp on 25 cycle 110 input. 1°; ripple 

Consists of herm. sealed power transformer and choke and 2-10 

the THE SIMPLEST Mtd oil ies condensers, rectifier tube, socket. and $9 50 
ob- Models FM CONVERTER || e's ir 1 3" steelchassis for above ties 

1002A 800V Power Supply Kit ludes compo 
n is 1005A Converts 40-50Mc FM listed for an cmte-te es additional wonstoveee, -_ - 
ob- T ‘ ' ge A aa 108M a. a nid | | tube, socket, and diagram. Power supply will deliver 809V at .200 
ary romana Sete roggheneine : - built on same chassis as above kit 


tion. Simple to attach and adjust. No 


amp. when used on 115V, 60 cycle power line. Can be 
$14.25 
| power required. Hundreds now in use all | 


RA20 Powerpack 


| . a | 
over U.S. erts BC312 receiver to 
Model 1002A List $10.00 | | AC coertion. Fin te 
dynamotor = 
Also for external use with . 
CRYSTAL CONTROL BC348, 314, 224, and used 
with BC696 and 459 as 
FOR FM TV AND BC RECEIVERS ECO. Input 110-120 VAC, 
60 cycles Output 250 VOC 
Send 25c (no stamps) for booklet de- ]|]| @ 5m 12V @ 6 A 
scribing applications of quartz crystal ||| fy oO 3h ois $7.95 
control for local oscillator of your FILTER KITS 
home receivers. | 11 hy @ .600 amp herm. sealed choke and 2 condensers 5 95 
| | 2mfd @ 5000 volts. Only $15. 
See Your Local Parts Jobber ee your old receiver on a new N I. Good Alt Write 


or write for information Opén 5 evenings and Saturday afternoons’ 


CRYSTAL ore > ||| TO 


1819 Broadway, NEW YORK 23, N. Y. 1253 Loyola Avenue « Chicago 26, Iilino 
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et ee mas ee 


tic: 


Consists of transf: 
trols, insulators, terminal’ connectors, coils, 


No. nesos.7 Ib. Kit for only. .. 


RADIO VALUES 


A TREASU CHEST OF RADIO PARTS 
ormers, condensers, dial con- 


ally all types of s 


rene Bere Soren 


Double shart. "Epaackeie. Input 


volts 18, utput volts 450. 
1-1/16” shaft length. 1%” shaft 
sength a with ae small gear. Size of motor 712” L.. 4%” 
34 

No. > 9000 ca060g 6 aR 50 ge0 -Each, $5.50 
Winco Dynamotor. 180, 7 volts 12 Amps. 9.9, output 
volts 400 Amps. 7o™- wae 40° C., .P.M. 
4200, Duty cont. i$ H. x 334” Dia 
a eise wires. 

Co eesecerccosccsesercoooes Each. $6.50 


CONDENSERS DYNAM 
Sprague Auto Ra- Same as No. 9626 Input 
dio Condenser .5 Volts 9, Output V. 450. 
MFD, 600 V. Wo. 9628 . ‘$5.50 
D.C. Size 2” L. BAKELITE HANDLE 
wf, {26 “aa a Brown Marble ized | Bake- 
° lite Handle us ‘or ra- 
No. 9631—Ilots of > - re, etc. Sis ze 
10 sae on. ey = luge rage gS. 


PIONEER GEN-E MOTOR 
oTO! 


~~ a ith 

ROTARY SNAP lt ‘on each en “a for 
swiTcH rings. 

Radio 2 ey P No. 9638 ..... 


Switch. it Lots of 10, Each. ®e 
shaft a » & 
lock nuts. Und PUSH BUTTON 
Approved. t- switcu 
ing 15 Amps. a 7 
¥. Vy Am 6 V. push bors 
125 V. Single switch, 2 screw 
Single throw. 2 terminals. S ‘ ze 
aE, ‘lugs. 154” L.. ™% Dia 
No. 9637 .. wTreT No. 9636 
Lots of 10, Each, 15¢ Each, 15¢ 
> ; : SHUNT MOTOR 
: — Aluminum Body Shunt Motor, 
‘ Ty B-¢ 7 Art 27 \“% 


shaft length. 
No. 9639.. 


7 -9-1. 
cies. D C., 5600 RR. ™M 1% 


> > 3/16” shaft. 
Plunge . “Type. 3 each, $2.25 


SEND FOR ‘FREE CATALOG 


G. & E. EQUIPMENT SUPPLY CO. 


DEN AT FULTON, CureAeo 7, he. 
shine C.0.0. All prices F.0.8. our warehouse. 


TELEVISION 


ELECTRONICS RADIO 


Modern Completely Equipped 
ratories 


DAY AND EVENING CLASSES 


G.l. Approved—Veterans Receive 
Subsistence 


ENROLL NOW! 


ELECTRONICS INSTITUTE, INC. 


21 Henry, Detroit 1, Mich. 


APPLIANCE SERVICEMEN 


Construct your 


PYR 
oft"’ 
Also 


Automatic. 


signalling Iron Tester with 
10ON’S thermo-electric relay, which ‘“‘sounds 
when proper adjustment temperature reached. 
prevents iron overheating if forgotten! 
Absolutely no attention required. 


Price $6.25. Other parts available anywhere for 


less 


than $2.00. Information on request. 


Pyrion Controls, 2215 Moore Ave,, Anniston, Ala, 


390 ohm Amphenol.... 
150 ohm Amphenol. . 


ORDER NOW 


cocoeeceeer 6 8 S25 
eee. | ee 


75 ohm Amphenol (small).........perC § 2.01 
75 ohm Amphenol (heavy duty)....per C $ 7.20 
SCR 522 used but in good condition......$14.30 
SCR 522C Brand new in cartons......... $24.30 
APS 13 (Tail Warning Radar)..........-$ 9.95 
Kilowatt 75 Ohm Amphenol Twin Lead, 

mar 100 Ric ccoccsccessocses seccesse FD 
3 Gang 410 Mmfd. Per Sect. Cond. 

Excellent quality. ...cccccececccccecep 2098 
Nationa! ACN Dials..... socccecccesesoes Ge 
24G Transmitting Tube......eeeeeeeee+-$ 1.00 
2C40 Lighthouse Tube. .......eeeeeeee-$ O95 
2° PM Speaker (Bakelite Cased) 

Used in Walkie Talkie. ........2005 -+$ 1.95 
tM 13 Portable frequency meter boxes in 

canvas case (New)..... eonvebeceses 1.25 


SIREN, Commercial type hand ” operated, 
very loud noise, gov't cost $21.00. Spec.$ 4.95 
Transmitting eondenserfaud. @2500 W. V., 


$2.95 each. 


17 


..Two for $ 5.00 


Send for Our Special Bulletin of 
Government Surplus items 


DOW RADIO 


539 E. COLORADO ST., PASADENA 4, CALIF. 


Pasadena Phone—SYcamore 3-1196 
Los Angeles Phone—RYan 16683 
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Rate 20c per word. Minimum 10 words. 


RADIO ENGINEERING 


RADIO Engineering Broadcasting, Aviation and 
lolice Radio, Servicing, Marine Operating and 
Electronics taught thoroughly. Expenses low 
Write for catalog. Valparaiso Technical Institute. 
lept. N, Valparaiso, Ind. 


FOR SALE 


BARGAINS in guaranteed filter condensers. Send 
for free sample and price list. William H. De- 
Peau, 1435 North 15th_ _*™ Harrisburg, Pa. 


MULTICOLOR Maps. U. S. or World 50”x38”, 
either type 75c. Both $1.25 or on approval 
Powell, 63 Lyall Road, Clifton, N. J. 


CAPACITORS. 200 Surplus 50 MFD cD oil filled 
KGT 3500 330 VAC 1000 VDC. Old list $28.00 
now $3.00 each. 4 for $11.00 or $2.50 each for 
50 or more. Prices FOB Dayton, Ohio. Shipping 
charges COD. Send Money Order or check to 
Capacitors, 1652 Russett Ave., Dayton 10, Ohio. 
NEW cartoned tubes 39¢c each. 100 assorted for 
$35.00. 1R5, 185, 1T4, 384, 1L4, 5Y3gt, 6SA7gt, 
6SDigt, 6SK7gt, 6SN7gt, 6H6, 6X5gt, TY4, 6ASzgt, 
12A6gt, 12AT6, 12BA6, 12BE6, 12J5gt, 12K8, 
12SA7gt, 12SQ7gt, 12SN7gt, 12SL7gt, 31, 35B5, 
35W4, 35Z5, 50B5, 50L6, TOL7gt, 80, 89, 117L7gt, 
117Z3. Write for bargain flyer. Henshaw Radio 
Supply, 3313 } De lavan, Kansas City 2, Kansas. 


MY collection of early issues of several differ- 
ent Radio magazines. Box 1081, Clovis, N. _M. 


sc OTT Communication Receiver Type r L R- M. 
Finest communication receivers made for world- 
wide reception. Four wave bands including broad- 
cast. Used three months. $200.00. Dr. E. F 
Miller, Lambrecht Bldg., Idaho Falls, Idaho. 


EXPERIMENTERS, Technicians, Engineers! Build 
a laboratory tube tester. Emission, Transconduct- 
ance, Power Output tests. More economical and 
flexible than best commercial models. Illustrated 
pamphlet, $2.00. Poly-Tech Laboratories, Wall 
Street, Boulder, Colorado. 


6 ASSORTED Crystals, Catwhiskers, instructions, 
‘‘Radiobuilder,” catalog, all 25c. Laboratories, 
Eye-h, San Carlos, California. _ 
RUBBER stamps etc. 
O-RN, _Puxico, 3 Missouri. fi 


LUMINOUS paint (shines in the dark). Many 
uses. Sample bottle $1.00 (refundable) Price 
list. Willis Products, N-61 Hayes, Wilkes Barre, 
Pa. 


For sale. Cookson, Box 


RADIO Tubes, new, $45.00 per 100 assorted, stand- 
ard brands, cartoned, 10% — Bal. C.O.D. 
Best Radio Shop, 3349 Fulton, Cleveland 9, Ohio. 


NEW and used Hallicrafters, National, 
lund, Collins, RME, Millen, Meissner, other re- 
ceivers, transmitters, etc. Lowest prices. World’s 
best terms. Shipped on approval. Guns, cam- 
eras, etc. traded for. Write. Henry Radio, But- 
ler, Missouri. 


Hammar- 


YOU can accurately align superheterodyne re- 
ceivers without signal generator. Complete in- 
structions $1. Moneyback Guarantee! Chas. Gates, 
Pecos 1, Texas. 


NEW Wire- Recording Magazine 10,000 feet stain- 
less steel wire, switches, brakes, recording, repro- 
ducing, erasing head, etc. with complete instruc- 
tions for building 8000 cycle recorder, $35.00. 
Christopher Carey, Fair Haven, Vermont. 


NEW Electronic Tubes, 802, $1.00. G.E. Kenotron 
GL 8020, $2.50; VR90, 884, 45, 81, $.50; 250R, 
$3.75 Rectigon 6 Amp Battery Charger Bulb, 
$1.50. Potentiometers, $1.75 doz. Matched Tone 
Headphones, $.75. Magnetic contactors 3 pole 100 
H.P., $8.00. %” bore wire, copper, nickel, alu- 
minum, tin, monel, choice $.50 Ib., ‘‘Allen’”’ 
Soldering paste, $.25 Ib. D. Smith, 235 Vermont 
Ave., Oak Ridge, Tenn. 


6V DY NAMOTOR from 12V surplus. No rewind- 
ing. Full original output. Instructions. 50c. 
Paul Hawkins, 1 1306 E. _ 27th, Kansas City, Mo. _ 


ERECO Beam Rotator. 110 VAC, heavy duty, 
variable speed, selsyn indicator, weather-proofed. 
Complete indicator and rotator ready to plug in, 
$69.95. Satisfied users all over the country. Buy 
from your dealer or direct. Free literature. Dick 
Rose, | Ereco, 2912 Hewitt, Everett, Washington. _ 


RHEOSTAT-POWER Control, large 4x7, metal and 
asbestos with bronze step contacts, for motors, 
machinery, etc. Price $2.00. Radioco, 1110 Mar- 
shall Bldg., Cleveland, O. 


VEEDER Electric Counter. For counting electric 
impulses in connection with electric eye, etc. 
Value, $15.00. Price, $2.50. Radioco, 1110 Mar- 
shall Bldg., Cleveland, O. 


BC-455B EASILY converted to hot 10 meter re- 
ceiver, fixed or mobile. Instructions, Schematics, 
$1.00. Brown, 3327 Geronimo, Tucson, Arizona. 


TELEVISION High Voltage R.F. Power gy 

Coil. 10 K.V. at 750 microamps. Excellent 

- wg Circuit included. $59 gual 
ectronics Co., P.O. Box 891, Red B 

Jersey. @ Bank, New 


RADIO Tubes—Dealers, order your needs—be sun 
prised at prices. Address Radio Tubes Rox 108, 
Elizabeth City, N 


FREE wholesale bulletin. Tubes, parts Berm, 
prices. Henshaw Radio Supply. 3313 Delavan 
Kansas City, Kansas. , 


WRITE Dept. RN18 for our free wholesale list of 
Radio parts & sosennasten. R. C. Radio Parte & 
Distributing Co.. 731 Central Ave., Kansas City 6, 
Kansas. 
7 ow EST Prices. 
lists 3c 


Radio Tubes, parts ; " Bargaia 
Potter, 1314 McGee, Kansas City ae 


Se 
SE LENIU M Rectifiers, full wave, % ampere, $1. 8%: 
] ampere, $2.50 Half wave 5 amperes. $4 59 
2.2 amperes, $2.25; 1.5 ampere, $1.85 Bulletin 
Bursma Radio, Route 5, Grand Rapids. Mich 


CHOKES, swinging, rated 2-12 henries, 100-1009 
MA. +E Hyg XC heavy duty with porcelain 
insulators, 50 ; Filament transformers, 2.5 volts, 
11 amps, ae porcelain insulators, $2.50; with 
pair 866, $4.00 SKL Laboratory. Box 188. Lex- 
ington 73, Mass. 


c AMERA suppliers to the Radio profession special 
prices on Argus, Revere, Keystone, Briskin cam. 
eras, etc. We buy and trade. Just write Charles 
Wolfe, 167 Canal Street, New York 13, N. Y ’ 
HE ARING Aids. Zeniths, others. All used but 
working. Make miniature transmitters or receiy. 
ers. Complete with cords, ear piece $20.00 ea 
Shelby Instrument, 321 W. 7th, Long Beach, Calif. 


. list $4.95, ip 
Modelectric Prod. 


IDE AL Chargers for 2-volt batteries 
quantities 9c, —_——- $1.75. 
ucts, Asbury Park, 


WANTED 


AN/TRC-1 Equipments T-14 Transmitters R19 Re- 
ceivers TS32 Oscillators, complete or parts, any 
quantity Box 458, > Radio News, 185 N. Wabash 
Ave., Chicago 1, Illinois. 


TELETYPEWRITERS used or new, parts, acces. 
sories. Box 447, Sc: Radio News, 185 N. Wabash 
Ave., Chicago 1, Illinois 


TRC7T RADIO Equipments 
mitters, AS-12 Antennas 
News, 185 N. Wabash Ave 


RT-53 Receiver- Trans. 

Box 448, ©. Radio 
, Chicago 1, II. 
WESTERN Electric Carrier Telephone or Tele. 
graph Filters, equalizers, repeating coils, etc. Also 
CFl and CF2 carrier equipment and parts. Bor 
450, %c Radio News, 185 N. Wabash Ave., Chicago 
1, Illinois. 


w E OR Kuthe Type 394A Grid Controlled Reeti- 
fiers. Box 451, % Radio News, 185 N. Wabash 
Ave., Chicago i, Illinois. 


HELP WANTED 


INSTRUCTORS in Radio-Electronics and Teleyi- 
sion. Prefer former Navy Radio Technician In- 
structors with Teacher Training. Must be 32% 
to locate in Detroit, Mich Write to Box 452, S 
Radio News, 185 N. Wabash Ave., Chicago 1, iL 


RAILWAY Telegraphy needs men Complete 
training. Instruments furnished. Positions wait- 
ing. Bell Telegraph Railway Institute, 10 Parker 
Ave., San Francisco 18, Calif. 


SITUATIONS WANTED 


TELEVISION Engineer, first class operators l- 
cense, Radar and Video Research experience. Box 
457, Y% Radio News, 185 N. Wabash, Chicago 1, 
Illinois. 


PATENT ATTORNEYS 


LANCASTER, Alwine & Rommel. Registered Pat- 
ent Attorneys. Patent Practice before U. S. Patent 
Office. Validity and Infringement Investigations 
and Opinions. Booklet and form “Evidence of 
Conception” forwarded upon request. Suite 414, 
815 15th St., N. W., 5 c. 


Washington 5, D. 
CORRESPONDENCE COURSES 


USED Correspondence Courses and Educational 
Books sold or rented. Inexpensive. Money-back 
guarantee. Write for Free Catalog listing 4000 
bargains. — (Courses Bought.) — Lee Mountain, 
lisgah, Ala. 


AMATEUR radio licenses. Complete code and 
theory preparation for passing amateur radio ex 
aminations. Home study courses American Kade 
Institute, 101 West 63rd Street, New York City 23. 


RADIO NEWS 


tional 
back 
4000 
ntain, 


» and 
io @x- 
had 
ty 23. 
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MISCELLANEOUS 


pHONOGRAPH records 20c. Catalogue sent free. 


paramount, NG-313 East Market, Wilkes-Barre, 
Penna : 

CONE torn? Save your time and money. Use 
“Cone Patch,” the new magic musical cement. 
No working, passes all Vibrations. Seam is al- 
most invisible Voicoil, solution stops hum in 
cores permanently. Postcard brings literature and 
sample. Radio Research Products, 6417 Harper 


ave., Chicago 37, Ilinois 
MAKE more money, easily 
We show you how, Eye-opening information free 
Radiomen and beginners, write: Merit, 216-32d 
132nd Avenue, Springfield Gardens 13, N. Y 

—_———— oo roe oo ig ee ee 
% YEAKS experience rad‘o repairing at your fin- 


Become independent 


gertips I’ve repaired 45000 radios Have per- 
fected simple system you can follow step by 
step. No calculations or formulas. Total price 


Money back guarantee. 


ments tube 


checked and calibrated. Prompt and reliable serv- 


jee guaranteed Hazelton Instrument Co., 140 
Liberty St., New York 6, N. Y Tel. Barclay 
71-4239 


TESTING Equipment. All types and “models. Expert- 
ly repaired and calibrated. Free estimates. Metro- 
politan Electronics, 42 Warren St.. N. Y. 7. N. Y. 


SQUELCH EFFECT 
IN RECEIVERS 


By JOHN T. FRYE 


CCASIONALLY a receiver will be 

encountered which acts as though 
it were equipped with an automatic 
squelch circuit when such is not the 
ease. Strong stations will come through 
clearly when they are tuned in pre- 
cisely, but weak stations cannot be 
heard at all: there is no between-station 
background noise: slight detuning from 
even a strong station results in dis- 
torted, choked reception. 

This condition is caused by a gassy 
tube somewhere along the a.v.c. circuit. 
It may be the second-detector or any of 
the tubes supplied with a.v.c. Quite 
often the tube will test perfectly good 
on an average tube-checker: but the 
substitution of a non-gassy tube will 
clear up the condition. 


—3- 


ERRATA 
In the diagram appearing on page 50 of 
the December 1947 issue of RADIO NEWS, 
the plate of the 6SF7 i.f. stage is shown as 
returning to ground through a 2200 ohm re- 
sistor. This resistor should be connected to 
the “B’’ plus line, instead of ground. 


Since publication of the article, “Dynamic 
Noise Suppression Circuits," which appeared 
in the January 1948 issue of RADIO NEWS, 
the author has advised us of an improvement 
in the circuit. The 6SQ7, Fig. 4, page 48, is 
replaced by a 6B8G tube. The screen resistor 
should be 470,000 ohms bypassed with a 
2 uid. condenser. The cathode resistor should 
be 680 ohms bypassed with a 25 fi. or more 
condenser. The plate circuit will remain the 
same as that indicated for the 6SQ7 tube. No 
other change in the circuit is necessary. 
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i INSTRUMENTS | 
Quality at Low Cost! 


POCKET VOLT-OHM-MILLIAMETERS FOR ONLY $5.25 


Anyone can now own a good volt-ohm-milli- 
ameter. There is a Chicago V.O.M.A. priced 
at only $5.25. 
that slip easily into the pocket are the orig- 


Chicago “Featherweights” 


inal miniature radio test instruments. They 


are popular throughout the world. 


CHICAGO INDUSTRIAL INSTRUMENT CO., 


For years, Chicago Instruments 
have given radio men accurate, 
dependable service. And because 
of simplicity of design and free- 
dom from “gadgets’’ we have 
been able to hold down prices 
to a fraction of what you would 
normally pay for instruments of 
similar quality. 


a 


Chicago Instruments are available 

a variety of ranges and sensitivi- 

ties. You may see them at your 

* Suppliers or get the complete de- | 
ils by writing for Bulletin No. 10. 


536 W. ELM ST., CHICAGO 10, ILL. 


CUTAGCURATEHOLES “bYNoPriMUN” 


IN RADIO CHASSIS 


WITH A GREENLEE 
RADIO CHASSIS PUNCH 


@ Make smooth, true holes quickly 
this easy way. Just turn GREENLEB 
punch with an ordinary wrench and have 
an accurately-sized opening for plugs, 
sockets, and other receptacles. No | 
reaming or filing. A GREENLEB Punch 
for each of these sizes: 42"; 54"; 34"; 74”; | 
17; 144"; 146"; 154"; 134"; 1%"; 1%4"31%4"; 
214”. Also GREENLEE Knockout Punches 
and Cutters for conduit and meter holes 
up to 3%". Get facts now. Write 
Greenlee Tool Co., 1882 Columbia 
Avenue, Rockford, Illinois. 


TOOLS FOR CRAFTSMEN 


_ GREENLEE 


MODEL 
322 


Gives you 
more test 
features, at 
lower cost, 
thon any 
other tube 
tester on 
the morket 


NOW 
ONLY 


ey 


Compare this vaiue-packed instrument fea- 
ture for feature, performance against perform- 
ance. You'll see instantly why you can be many 
dollars ahead with this unexcelled tube tester. 
Order today from your local jobber. Write direct 
for catalog on the complete R. C. P. line of 
instruments 


* Accurate tests due to 


Dynoptimum circuit 


famous exclusive 


Easier to operate than other testers—only 
three selector switches 


Provides for quality—short—leakage and 
noise tests 


® Up to date including miniatures and sub- 
miniatures tubes 


Operating instructions and tube chart 


gives approximately 800 tube testing» 


R. C. P. INSTRUMENTS—Best for Every Test 
RADIO CITY PRODUCTS CO. INC. 


> Sth Stre 


' ' New York N 
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OPERATES FROM A BEAM OF ueHT 


Photo-electric re! af comer te with all parts in- 
cluding tubes, r sensi pl end R. - 
Pp bt 


i Build yo 
: oe Y, igntructic light beam Sontrel. Only 
4.9 , ' , 
—— ; 
LABS — SCHOOLS INDUSTRIALS — GET ON OUR While every precaution is taken to assure accuracy, we cannot guarantee ajainst 


MAILING LIST—SEND_US_YOUR REQUIREMENTS the possibility of an occasional change or omission in the preparation of this index. 


Altes relay-24v. d.c., d.p.d.t. 10 
acts, 7Sc; 10 for... ose 


ADVERTISER PAGE NO. ADVERTISER 


G . Solenoid operated contactor A. M. Radio Sale . Electro P 
2 CR2820—controls 6 circuits—operates io Sales Co roducts Laboratories. . . 


on 115V, GOCY.. 434x934, 15 amps Abel! Distributing Company . _ Electronicraft Inc. 


ac cv » cuit, G.E. 
Seales price '$25-00. POUR PRICE. $8.95 Acme Electronics .... “* =. Gtectrente nstrument Company 


Acme Neon Institute ... eeeee e- Electronic Sales Company 


4mfd. @ soov oll filled with mtg. clamp, Adapto! Co. seee ° ee Electronic Technical Institute 
$9c; 10 fo $s. ad ' 
leach ey de relay: , 3 pole n.o. Ss: 10 for for 10. son Radio Co. ececess Electronics Institute. tnc. 
Cc **s-6"* tr aitie® a mi all F 
rid: dealer’ + te > Your Re en Corporation . . Embry-Riddle Schoo! of Quteiee 
1.28; 10 for.. - . Allied Radio Corp. . Esege Sales Co. ‘ 
Almo Radio Company .. ee eee Espey Manufacturing Company, Inc. . 
Weston #476—314" Bakelite: -O 8V AC. $3. al ? 
Weston #507 R.F., amps. .0- 1.5 2% varadio ee -.-165, 176 Esse Radio Company 
acy to 65me; bakelite cas . Ambroid Company . ie det 146 
Filter. "C hokes, 1OnY, A mL. aM. 3500. . American Merchandise Mart, Ine. -.. 164 , 
Westinghouse Filter chokes—4 hy ‘ 80 | American Phenolic Corp. ...... ° -. 388 Fair Radio Sales 
mills, 300 ohms res ermetically . Fe 
sealed 2” can 69¢; 5 for... 3.00 American Radio Institute ...... ata ete Trading Company 
| American Sales Co. eee Purchaser, Inc. 
25% deposit with order; balance COD; save oe American Surplus Products Co. ... ne Feiler Engineering Co. 
charges; send full amount. Minimum Order, $2.00 - 
American Television, Inc. 


RADIO DEVELOPMENT & SALES co. American Television and Radio Co. G & E E-uipment Supply Co 
382 State Street Brooklyn 2. N. V. Amperite iegabs pidake G & G Radio Parts Service 
Amplifier Corp. of Guentes 5 ° G & ™ Sales 
es DR <cstcas Gererali Cement Mfa. Co. 

Arrow Sales, tne. . mere ° meen ie ° General Electronics Distributing on... 
Ashe Radio Co., Walter... ° ° sensed General Test Eouipment 

Atlantic Industrial Co. .. eoee eecese Gibson Radio Rule 

Audel, Publishers . . Greenlee Too! Co. 

b : Ay Audie Development Ce. .....+- ° Greenwich Sales Co. 


Audiview Radio Parts Co. Greylock Electronic Supply Co. 


e 
D Hallicrafters Radio 
Gh Baltimore Technical Institute . Erne Suey Coanety 
Bell Telephone Laboratories *- Marvey Sadie Ce.. ine. 
” 


Berman Company, tnc., * ee Heath Company 


Bliss Electrical School ..........cccccoees Henry atio Stores 
(A) STATION CONTROL BOX. ...... . $2.00 etic began reeling: Seescrgeet RO 
: P2 -¢ switches ack ° 
Jones strip, ; Jones Plugs, | full wave Brach Manufacturing Co. .... Hoodwin Company, Charies 
meter rectifier, . 3 resistors, F.B. for Hytron Radio 
VFO & Trans. control, key jack & fone jack Bradshaw instruments Co. . 
Brand New 


(B) ARR-1 CONVERTORS ............$4.95 
Complete with four 954 oe tubes and shock 
MOUREINS: , “ove rs 234- me. Easily con- Brooks and Associates, George. 
verted t Seg meters. Teens with sche- 
matic Cima and new, Buffalo Radic Supply rn a ell Instructograph Company 

{C) ALTITUDE LIMIT SWITCH........$1.00 Sositebeinen ‘Gm, 

Contains 14 2500 ohm, 2w resistors, 2 gang, 
1 pole, 11 pos. switch. } ng giass dial 
face and dial, attenuator type Fine for 
praking decade boxes and atte nuators. Brand 


(D) TELEPHONE HANDSET HANGER.. .$1.00 Candier System Co. 
Fits most types on market. Made of Navy in- . 
ected casting. Fine for desk, mobile or ma- Cannon Electric Development Co. 
rine use. Brand new. . 
®All Items Shipped Postpaid upon Receipt of Capito! Radio Engineering Institute ..... Sohneen Company, &. &. 
Cash with Order. Centralab, Division of Globe-Union, 
ALL ABOVE ITEMS BRAND NEW! ‘ Joseph, Irving 
Send for Latest Bulletin! Certified Television Lab. 


ALVARADIO Chicago Industrial Instrument Co. 


903 S$. Alvarado, Los Angeles 6, Calif. Chicago Transformer Co., Division of Essex Wire 


Brooks Electronic Laboratories 


Brooks Radio Distributing Corp. indiana Technica! College 
Interstate Radio and Parts Co. 


James Vibrapower Co. 
Jensen industries ....... 
Jensen Mfg. Co. 


Jensens Radio Supply and Service 


Joyce Radio Company 


Ken-Rad. Division of General Electric. ...ceecsss 


Chief Electronics Klein, Manuel . seeccecccess + SS 
Cinaudagraph Speakers 


Cleveland Institute of Radio Electronics 
Lake Radio Sales Co. 
Clippard instrument 


Lectrohm, tnc. 


NO INFLATION AT BROOKS! ales Site mene... +388 nes waste 


Colortone Company 
@ Your Dollar buys 214 Ibs. of these Columbia Wire and Supply Co 


useful radio parts .. . Commercial Radio 
| Radio 1 tut ose ee 

¢ Brackets © Spacers ¢ Collars ee eee ee Long Island Radio Co. 
Communications Equipment Co. . ‘ 


° Springs ° Shafts bad Clamps Concord Radio Corp. ese ° 
® Holddowns ¢ Standoffs ¢ Washers Coradio © Mallory and Co., Inc., P. R....-.- 
© Rivets © Etc. Coyne Electrical Schoo! ......... ag Martin, Don, Schoo! of Radio Arts 

i Coyne Electrical and Radio School ” Maspeth Telephone and Radio Corp. 

Mostly Aluminum Crystal Devices Company es Meissner Manufacturing, Div. of Maguire, Inc. 
Send your name and ad- Melville Radio Institute 
dress ona post card and Merit Coil and Transformer Corp. 
for 

pay the postman only... 2a — eh Sete Merit Radio Supply Company. 


“ Mid-America Co., Inc. 
Plus Postage Davis Development Co. ...eseeeee 


Mites Reproducer Co., Inc. 
GEORGE BROOKS and ASSOCIATES Deer and Taylor Co. eos 
Miller Electronic Development 
777 W. Adams St. Chicago 6, Mm. DeForest's Training, “a 
Milwaukee Schoo! of Engineering 
Delahanty Schoo! of Television. 


Dow Radio cee 
Drake Electric Works, . , Moss Electronic Distributing Co. 


Leotone Radio Co. eee 
Lightning Calculator Co. ....eeccceceeeecees SOE 


Lincoin Engineering School 


Morts Radio Shack 


Duotone Company i os Murray Hi!! Books, Inc. 
Dynamic Television Association, _ eeenes McGee Radio Company 


Wire, Tape, & Dise McGraw-Hill Book Geeta. oan: 
RECORDERS iets McMurdo Silver Company. inc. 


Editors and Seton. ° 
Write for Our Free Catalog Eiche! Electronics Corp. .. National Equipment Supply Co., Ine... 


Oe eee ewe e eee ee eee 


of Recorders and Accessories Ei-Monte Electronic Supply . National Radio Institute 


ACME ELECTRONICS co. Electro-Partse Company .......+ eee ee Nationa! Schools 
6523 Euclid Ave. Cleveland 3, Ohio 


176 RADIO NE 


